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from the series Design for Safe Habitat 

Safety Checklist for Doors Y.P.I. & s.u .. _~I_B~Y-

GLASS DOORS 
hPR ~ 1 18lJ 

Use of safety glazing (tempered, laminated, or wired glass) t 
lt 
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in sliding glass doors, storm doors, framed and unframed .._'If 

-~ 
glass entrance doors, adjacent fixed glass panels which may .I 
be mistaken for doors, bath enclosures and shower doors ............................... o ............................... D ................................ D 

Use of decorative decals, grillwork and bars at adult and 
children eye level ............................................................................................ o ................................ o 
Use uf rubber welt or flexible adhesive glazing bedding 
compounds in installation of framed glass ...................................................... D ................................ o 
Use of durable hardware of substantial quality ............................................... o ............................... D 
Doors properly adjusted for ease and dependability of 
operation ....................................................................................................... o ................................ D 

IMPROPERLY HUNG DOORS 

Use of factory built, pre-hung hinged door units ................................ .. .. .... D ................................ D 

Proper tolerances for on-site construction of door units per 
specifications ................................................................................................. o ................................ o 
Door units properly sealed, varnished or painted ............................................ o ................................ o 

DOOR SWING 

Hinged doors swing into rooms, preferably against a wall 
when fully open .............................................................................................. D ................................ D 
Hinged doors swing open a minimum of 90 degrees ....................................... o ................................ D 

No doors contact each other when any or all are in use .................................. o ................................ o 
Landing provided at the top of a stairway where a door 
must swing onto the stairs .............................................................................. o ................................ o 
Door swing does not interfere with anticipated normal 

................................ D 

................................ D 
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................................ D 

.............................. D 
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................................ D 
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................................ D 

activities ......................................................................................................... o .. ..... ......................... o . . . .. . . ........ ... .. . ........... D 

SWINGING DOORS (Double-Acting) 

No swinging doors used .................................................................................. D ................................ D ................................ D 

SHARPDOORFRAMESANDHARDWARE 

Edges and corners of door frames, moldings, stops, and 
doors sanded to rounded configuration ........................................................ D ................................ o ................................ D 
Strike plates have rounded corners, have a lip of 2-1/4 
inches minimum vertical dimension and are bent back flush 
with joint ............................................................................................... . D ................................ D ............................... D 

DOOR CLOSURE DEVICES AND DOOR STOPS 

Door closure mechanisms of the hydraulic or controlled 
rate-of-closure type ........................................................................................ o ................................ o ....................... D 

No rigid door stops used .... . .. . .. . .. .... .... ...... .... .. ... .... ...... .... .. .. .. .......... ... ..... ..... .. o .. .... .... .. .. .. . .. .. .... .... . .. o . . . .. .......................... o 

DOORS, MISCELLANEOUS 

No glass, ceramic, or plastic door knobs used ................................................. D ................................ D ................................ D 

Door knobs positioned a minimum of 2-3/4 inches from 
edge of door . . . .... . .. . . .... .... .... .. .. .... . . . . .. . . .. . . . ... .. .. .. .. .. .... ...... ... .. . . . ... ... .... .. . .. . .... .. o ................................ D ................................ D 



DOORS (cont.) 

Clothes hooks on doors placed above eye level height 0 

Closet doors operable from inside closet ......................................................... o 
Closet door latching hardware is non-locking type ......................................... o 

OOORWA Y WIDTH 

Minimum interior door width: ........................................................................ o 
Hinged doors 2 feet, 8 inches ................................................................. o 
Sliding doors - 2 feet, 6 inches ................................................................. o 

DOORS IN PROXIMITY TO STAIRS 

Doors to frequently used rooms are not located in 
proximity to, or directly opposite, the head of a stairway .............................. o 

GARAGE DOORS 

Counter-balancing springs utilize device for tension load 
rather than direct spring attachm~nt .............................................................. o 
Counter-balancing mechanisms contained to prevent flying 
fragments in event of failure ........................................................................... o 
Handles placed on each section of sectional doors ......................................... o 
Electrically - operated doors automatically reverse if 
obstruction is encountered ... . ...... .. . . . . . . . . ... ..... .. .. . .. . . . .. ................ .... . .. .. ... . . . . . . . . . o 
Electrically-operated doors have approval of Underwriters 
laboratory or similar independent testing agency .......................................... o 
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Before building, consult the BOCA code. . 
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