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Abstract 1

The abilities of certain bat species to navigate in dense vegetation based on trains of short 2

biosonar echoes could provide for an alternative, parsimonious approach to obtaining the 3

sensory information that is needed to achieve autonomy in complex natural environments. 4

Although bat biosonar has much lower data rates and spatial (angular) resolution than 5

commonly used man-made sensing systems such as LiDAR or stereo cameras, bat species 6

that live in dense habitats have the ability to reliably detect narrow passageways in foliage. 7

To study the sensory information the animals may have available to accomplish this, we 8

have used a biomimetic sonar system that was combined with a camera to record echoes 9

and synchronized images from ten different field sites that featured narrow passageways 10

in foliage. The synchronized camera and sonar data allowed us to create a large (130k 11

samples) data set of labeled echoes using a teacher-student approach that used class labels 12

derived from the images to provide training data for training echo-based classifiers. The 13

performance achieved in detecting passageways based on the field data closely matched 14

prior results obtained for gaps in an artificial foliage set up in the laboratory. With a 15

deep feature-extraction neural network (VGG16) a foliage-versus-passageway classification 16

accuracy of 96.64%. A transparent AI approach (class-activation mapping) indicated that 17

the classifier network relied heavily on the initial rising flank of the echoes. This finding 18

could be exploited with a neuromorphic echo representation that consisted of times where 19

the echo envelope crossed a certain amplitude threshold in a given frequency channel. 20

Whereas a single amplitude threshold was sufficient for this in the prior laboratory study, 21

multiple thresholds were needed to achieve an accuracy of 92.23%. These findings indicate 22

that despite many sources of variability, clutter echoes from natural environments contain 23

sufficient sensory information for detecting passageways in foliage. 24
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Introduction 28

Achieving autonomous navigation in natural environments for systems such as drones 29

or terrestrial vehicles could enable automation of outdoor tasks that are associated with 30
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application areas that include precision agriculture [1], vegetation mapping [2, 3, 4], detec- 31

tion of wildfires [5, 6], and wildlife tracking [7, 8]. One of the most fundamental navigation 32

tasks that such a system would have to accomplish in such applications is the ability to 33

find passageways in foliage [9]. 34

In terms of sensing, the state of the art for systems that are to achieve autonomy in 35

outdoor environments is the use of optical methods such as stereo vision or LiDAR [10, 36

11, 12, 13, 14]. However, despite their established capabilities, these sensing modalities 37

also have their drawbacks: Camera vision fails under conditions of poor visibility [15] 38

such as darkness or fog [16] and while LiDAR operates readily in darkness, it has been 39

reported to fail in fog [17]. Besides their vulnerability to weather conditions, stereo 40

vision and especially LiDAR systems also generate very high data rates (e.g., over 250,000 41

points per revolution at five revolution per second, HDL-64E S3 LiDAR sensor, Velodyne 42

LiDAR, San Jose, CA, [18]) which result in high computational cost for data handling 43

and processing [19]. 44

Similar to LiDAR, the conventional approach to sonar-based mapping of an environ- 45

ment has been based on forming narrow beams [20], although the beams that can be 46

achieved with ultrasound are always much wider than those of a laser. Despite its in- 47

ability to replicate the angular resolutions of laser or vision systems [21], conventional 48

sonar resolves different targets by narrow beams that produce echo returns when aimed 49

between targets that are much lower than the returns when the sonar is on target. With 50

this approach, large beamwidths result in poor spatial (angular) resolution which preclude 51

resolving closely-spaced targets and hence narrow passageways between them. 52

Bat species hunting prey in dense forest environments, such horseshoe bats (Rhi- 53

nolophidae, [22]) and Old World leaf-nosed bats (Hipposideridae, [23]), can navigate using 54

biosonar as their primary source of sensory information on their surroundings [24]. This is 55

a noteworthy ability since bat biosonar is characterized by even wider beamwidths (62°± 56

52°standard deviation across a set of different species [25]) than what can be found in 57

man-made sonar (typically <10°, [25]). In addition to the wide beams, the unpredictable 58

locations of the individual leaves and other reflectors in a foliage result in random echo 59

waveforms (“clutter”) that do not lend themselves readily to the detection of patterns that 60

may be related to the presence of a passageway [26]. Finally, bats operate on streams of 61

pulsed biosonar echoes with duty cycles ranging from 1.7% to 57.1% [27]. Given typical 62

flight speed of bats ranges from 2m/s to 3m/s [28] and a sonar-sensing range that is either 63

limited by the fairly high propagation losses of ultrasound in air or the confines of the 64

spaces a bat can operate in within a densely vegetated habitat, bats will have to detect the 65

presence of a passageway in foliage based on a small number of echoes. As a result of this 66

situation, it can be hypothesized that bats have evolved ways to find narrow passageways 67

in foliage based on wide beams and a small number of unpredictable echo waveforms. 68

If this ability could be reproduced by man-made sonar, it would have a transformative 69

impact on achieving autonomy in natural environments without limitations that are im- 70

posed by the much bulkier, slower, and more energy-consuming systems that are needed 71

for the current technical options. 72

An earlier study by the authors has already demonstrated the ability to detect gaps in 73

an artificial hedge set up in the laboratory [29]. These classifications were performed by 74

a deep neural network model that operated on spectrogram representations of the echo 75

signals and was able to achieve a detection accuracy up to 99% [29]. Furthermore, a 76

transparent AI approach has indicated that the rising flank of the echoes conveyed most 77

of the sensory information that the deep neural network used to detect the passageways in 78

2



the laboratory setting. While the laboratory arrangement of artificial foliages that were 79

studied in this prior work has resulted in echo waveforms that appeared unpredictable 80

to the human observer, it is highly likely that they were less variable than echoes from 81

natural foliage. Potential sources of additional variability seen in natural foliage could be 82

a greater variability in leaf size and shape, in the leaf density of the foliage, as well as more 83

variable foliage surfaces. The latter could be of particular importance to determining the 84

presence of a passageway since passageways in natural foliage could be obscured by other 85

features in the foliage surfaces with similar geometries. 86

The goal of the research presented here has been to investigate whether passageway 87

finding in natural outdoor environments based on biomimetic sonar echoes is possible 88

despite all these potential sources of additional variability. Like the preceding laboratory 89

studies, the current work makes use of deep-learning classifiers but adds a student-teacher 90

network approach in which camera images acquired in parallel with the sonar echoes can 91

be used to create a large labelled data set to facilitate the echo analysis. With these large 92

labelled data sets, the deep-learning approach can be put to a test with outdoor data to 93

establish whether finding narrow passageways with biomimetic sonar in foliage is possible 94

in the real world. 95

Methods 96

All echo data used in the analysis has been acquired with a biomimetic sonar that con- 97

sisted of one ultrasound emitter (electrostatic loudspeaker, Series 600 open-face ultrasonic 98

transducer, diameter 38mm, SensComp, Livonia, MI, USA, resonance frequency around 99

50 kHz) and two receivers (MEMS capacitive microphones consisting of Knowles FG23629 100

capsules with an approximately flat response from 10 to 125 kHz integrated into a Monon- 101

mic microphone, Dodotronic, Rome, Italy). Each microphone was equipped with a conical 102

horn to serve as a baffle. Over a length of 10 cm, the cones transitioned from an outer 103

diameter of 5 cm to an inner diameter of 5mm that served as an opening for the mi- 104

crophone. While the biomimetic sonar was equipped with two microphones, all results 105

below are based on recordings from one of the two microphones that was selected based 106

on providing a better signal-to-noise ratio. 107

The ultrasonic emitter was used to emit a sonar pulse with a waveform that featured 108

a carrier with a linear downward frequency modulation from 100 kHz to 20 kHz over a 109

duration of 2ms. A Hamming window was used as the envelope for the pulse. The 110

digital-to-analog conversion of the pulse waveform was carried out with a conversion rate 111

of 400 kHz and 16 bit resolution in a microcontroller (Arduino Due, Arduino, Ivrea, Italy). 112

The same microcontroller with the same sampling rate and resolution was also used for 113

digitizing the received echo waveforms. The returning foliage echoes were recorded over a 114

time window with a length of 25ms that started with the beginning of the emitted pulse. 115

Hence, the first 2ms of each recording contained a recording of the direct transmission of 116

the pulse from the emitter to the receiver, whereas the remaining 23ms of the recording 117

contained only echoes. A small video camera (Hero 4, GoPro Inc., San Mateo, CA, USA) 118

was mounted vertically beneath the loudspeaker at a distance of 12 cm and was aligned 119

with the loudspeaker’s pointing direction. The camera was used to collect an image 120

(resolution 1280×720 pixels) alongside each of the recorded sonar echoes. 121

The image and echo data was collected from natural foliage of bushes and small trees 122

that had small gaps in them (Figure 1). A total of ten sites distributed over the Virginia 123

Tech campus and the neighboring Virginia Tech Corporate Research Center Campus in 124
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Figure 1: Examples of different outdoor settings with gaps in foliage that were used for
data collection.

Blacksburg, VA, USA were selected for these recordings. The woody plant species that 125

made up the foliage at these recording sites were Cercidiphyllum japonicum, Quercus 126

ilex, Schefflera arboricola, Prunus laurocerasus, Photinia glabra, Celtis australis, Acer 127

negundo, Buxus sempervirens, Magnolia grandiflora. All plants were identified based on 128

the reference camera images taken (online plant image classification tool Pl@ntNet [30]). 129

The experimental sits were sorted into two different categories based on the width of 130

the respective gap in the foliage: narrow (from 15 cm to 20 cm) and wide (from 25 cm 131

to 30 cm). The gaps where either “O-shaped” with foliage on all sides (at five of the 132

experimental sites) or “U-shaped” with foliage on both sides and the ground at the bottom 133

(at the remaining five experimental sites). The sonar was positioned at three different 134

distances to the frontal surface of the foliage: 1.5m, 2m, 2.5m. The sonar was mounted 135

on a tripod that was positioned at points that were spaced in intervals of 5 cm along a 136

straight line segment with 2m in length that was oriented parallel to the foliage surface. 137

The starting point chosen so that the scan line included positions where the sonar was 138

pointed into the gap as well as points were it was pointed at foliage. At each position 139

along the sonar scan line, the sonar was rotated in azimuth about the tripod axis over a 140

total distance of ±5°from the direct line of sight to the foliage with a step width of 2.5°. 141

Across all sites, a total of 127,390 echoes and synchronized camera images (10 sites x 41 142

positions x 5 rotations x 3 distances x 20 repetitions) were collected. 143

All camera images of foliage (with or without gap) were cropped to a central square- 144

shaped section that was sized to match the area illuminated by the sonar. To accomplish 145

this, the side length of these images was determined based on the widest -6 dB beamwidth 146

of the sonar (32°at 20 kHz). This beamwidth corresponds to a diameter of 86 cm at a 147

distance of 1.5m and 1.4m at a distance of 2.5m. Projecting these distances into the 148
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camera image plane resulted in image widths ranging from 160 to 267 pixels. 149

In an initial processing step, the echo recordings were cropped from their original 150

length of 25ms to a segment of 18ms that included the echo, but not the pulse. To 151

determine the starting time of the echo return, the echo envelope was estimated using a 152

sequence of local waveform maxima in sliding windows of 0.25ms length. The maxima 153

connected with a spline interpolation to yield the envelope estimate. As a reference for the 154

envelope amplitude, the standard deviation of the noise was computed from the final 3ms 155

of each echo recording, where – at a distance of more than 4m no echoes were expected. 156

The beginning of the echo was then estimated at the time when the envelope amplitude 157

exceeded five times the standard deviation of the noise. The duration of the echo segment 158

was chosen to cover the time of flight corresponding to the measured depth of the foliage 159

(maximum 2.7m, i.e., ∼16ms time of flight), plus a 2ms safety margin to include any 160

multi-path echoes from inside the foliage. 161

To compute the Fourier spectrogram representations of the echo segments, different 162

Hamming windows that varied in length from 0.5ms (200 points) to 5ms (2,000 points) 163

and window overlap values from 0% to 95% were tested for their potential effect on 164

classification accuracy. The echo spectrograms were cropped to a range from 20 to 100 kHz 165

along the frequency dimension based on the frequency content of the pulses. The classifiers 166

either used the raw echo spectrogram amplitudes or amplitudes within a range that was 167

clipped at -15 dB from the peak amplitude to remove background noise. 168
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Figure 2: Data collection and teacher-student approach to training an echo classifier
starting with an camera image classifier as teacher (bottom row) and the echo classifier
as the student (top row).

The camera image and echo data were used to train an echo-based classifier for distin- 169

guishing gaps from continuous foliage using a teacher-student model (Figure 2, [31, 32]): 170

In the first step of this process, a vision-based classifier was trained on a subset of 5,000 171

camera images that were hand labelled and then divided into 75% training and 25% test- 172

ing data. In the second step, the trained vision-based classifier was used to create a much 173

larger set of echoes that were labelled based on the vision-based classification of the re- 174

spective camera images. This vision-labelled data set contained 127,390 echoes that were 175

– like previously the camera image data – divided into 75% training and 25% testing data. 176

In order to compare the current work to previous laboratory results on foliage-gap echo 177

classification [29], two simple classifiers were tested as references for the more advanced 178
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classifiers that are being tested here for the first time in this context: The most basic 179

classifier was based on echo energy and had been previously used as a reference for the 180

classification of the laboratory echo data [29]. It was used here for the same purpose and 181

made its decision based a single scalar quantity, i.e., the sum of the squares of the echo 182

amplitude values that served as an estimate for the echo energy. 183

A basic convolutional neural network (CNN) was tested to provide a simple deep- 184

learning reference for the more advanced classifiers. Like all deep neural networks (DNNs) 185

used in the present work, the basic CNN classifier operated on echo spectrograms as its 186

input. It consisted of five convolution layers, each followed by a max-pooling layer with 187

a stride of two and a rectified linear unit (ReLU) activation function. The classification 188

result was computed using two dense layers followed by a sigmoid activation function. 189

The two dense layers have 1,024 and one node respectively. 190

To assess whether a much deeper state-of-the-art CNN network could improve classi- 191

fication performance, a CNN based on the VGG16 architecture [33, 34] was tested. This 192

DNN architecture was used for the classification of the camera images as well as the 193

foliage echoes. The feature-extraction part of a VGG16 consists of a stack of five sets 194

of convolution layers, each followed by a max-pooling layer with a stride of two along 195

both camera image directions [33]. The numbers of convolution layers in each of the five 196

sets were (in the direction of data flow): two, two, three, three, and three respectively. 197

The convolution layers in the first set contained 64 filters each, the layers in the second 198

set contained 128 filters each, and in the third set, there were 256 filters per layer. All 199

subsequent convolution layers in sets four and five contained 512 filters each. After the 200

feature extraction performed by the convolution stages, the feature maps were flattened 201

into a vector that was used as input to three fully-connected network layers with 4,096, 202

4,096, and 1,000 nodes respectively. 203

For camera image classification (Figure 3), the weights in the feature-extraction part of 204

the network were taken from a version of the VGG16 that had been pre-trained on camera 205

images from the ImageNet Large Scale Visual Recognition Challenge (ILSVRC, [35, 33]). 206

For the current work, these weights remained frozen, whereas the weights of the classifier 207

part of the network were trained based on the hand-labelled data set of foliage images. 208

Two different classier parts were added to the feature-extraction part of the VGG16 209

network in order to map the features onto a classification decision: In the first and 210

simplest version of the classifier part, a linear combination of weights for the features and 211

an additive bias was used to map from the flattened feature vector onto a scalar output. 212

The final output, i.e., an estimate for the probability of foliage, was computed by passing 213

the output of the linear combination through a sigmoid activation function. In the second 214

and more complex version of the classifier part, a multi-layer perceptron (MLP, [36]) 215

replaced the original fully-connected layers of the original VGG16 architecture. The MLP 216

contained three fully-connected layers with 4096, 4096, and one nodes respectively. The 217

activation functions of the first two layers of the MLP were ReLu functions. As was the 218

case for the simple linear-combination classification layer, the last layer of MLP classifier 219

used a sigmoid activation function to map the scalar output of the classifier to an estimate 220

of the probability of the input being foliage. 221

In order to increase the reliability of the classifications obtained from the image-based 222

classifiers, two-sided thresholds were applied to the probability estimates that came out 223

of the sigmoid function. This was done for both classifier networks tested, i.e., the linear 224

combination as well as the MLP. Using this two-sided threshold, camera images with an 225

estimated probability for foliage greater or equal to 0.95 were classified as foliage and those 226

6



..
. 
..
.

VGG16

Block 1

Block 2

Block 5

Flatten

Output

Conv 2D

Conv 2D

Max pooling

Input: camera image/echo spectrogram

Classifier: linear combination/multi−layer perceptron

Figure 3: Transfer-learning model for camera image/echo spectrogram classification. The
input of the classifier is either a camera image (for the teacher network) or an echo
spectrogram (for the student network). The final stage of the network, i.e., the classifier
proper, was a linear combination for the camera images and a multi-layer perceptron for
the echoes spectrogram.

with a probability for foliage less than 0.05 were classified as gaps. Camera images for 227

which the estimated probability values fell between these two thresholds were discarded 228

from the sample that was used to train the echo classifier. In this way, the echo-based 229

classifier was only trained on data for which the image-based classifier had determined 230

the target class with a high reliability. 231

For echo spectrogram classification, VGG16 feature-extraction networks were com- 232

bined with the same two types of the classifier parts as for the camera image classification, 233

i.e., linear combination and MLP. However, in case of the echo spectrogam classifiers, the 234

weights in feature-extraction part were unfrozen and hence the weights for the feature- 235

extraction and classification parts were being trained at the same time. 236

To explore which features were used by the CNNs to make the gap-versus-foliage 237

decisions, class activation mapping (CAM, [37]) was applied to investigate whether the 238

classifier network weighted specific regions of the echo spectrogram particularly strongly 239

in its decision. The CAM network used for this purpose was derived from the VGG16- 240

based echo classifier networks by replacing the classification part of the network by a 241

global average pooling (GAP) operation [38] that produces a spatial average over the 512 242

feature maps that were generated in the last convolutional layer of the network. The CAM 243

network made its target-class decisions based on a weighted sum of the averaged feature 244

values. This sum of weighted VGG16 feature maps was projected back to the dimensions 245

of the original echo spectrogram to indicate the relative importance of different regions of 246

the echo spectrogram for the class decision. To facilitate this projection, the max-pooling 247
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layers were removed from the VGG16 inside the CAM network so that the final class 248

activation map retained the same size as the input echo spectrograms. 249

A simple spiking model was used to explore the suitability of a neuromorphic rep- 250

resentation [39, 40] of the echo spectrograms for detecting passageways in foliage. The 251

spiking model produced a one-dimensional vector that recorded the times when the echo 252

amplitude in a certain frequency band crossed a given threshold for the first time. The 253

threshold crossing times were determined for 50 different frequency bands with center 254

frequencies spaced uniformly between 20 to 100 kHz and a uniform bandwidth of 1.6 kHz. 255

For each frequency band, the crossing times were determined for a set of 17 uniformly 256

spaced amplitude threshold values ranging from 0.2 to 0.6 relative to the normalized out- 257

put amplitude of the respective bandpass channel. The output amplitudes was normalized 258

across the different bandpass channels into value range between 0 and 1 by subtracting 259

the minimum value and dividing by the difference between maximum and minimum val- 260

ues. The vectors consisting of the threshold-crossing times were fed into either a linear 261

discriminant analysis or an MLP consisting of three layers with 64, 32, and one node(s) 262

respectively to carry out the foliage-versus-gap classification (Figure 4).
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Figure 4: Neuromorphic signal representation: Examples of multiple threshold-crossing
times in two different frequency channels.

263

Results 264

The accuracy achieved by the image-based classifiers and the portion of data that was 265

retained by the two-sided-threshold mechanism depended on the threshold value and the 266

type of classifier network used (Figure 5). As the region where samples were rejected 267

increased to 90% of the full range, the accuracy on the retained samples increased to 268

99.5% for the linear-combination and 99.6% for the MLP classifier. While the two classifier 269

types yielded similar classification performance, they differed in the portion of the camera 270

image samples that were discarded due to low confidence in their classification. For the 271

linear-combination classifier, the portion of discarded samples was 1.7% at 90% of the 272

probability range being included by the two-sided thresholds (Figure 5a). For the MLP 273
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Figure 5: Relationship between the accuracy achieved by image-based gap-vs.-foliage
classifiers and the portion of data retained as a function of the two-sided threshold value:
a) linear combination classifier and b) multi-layer perceptron classifier. In each graph,
the black line shows accuracy (left-hand axis) and the gray line shows the portion of
data retained (right-hand axis). The location of the two-sided threshold is given by the
distance between the lower and upper threshold with the center as 50% on a percent scale.

classifier, this portion of rejected data was much higher at 13.1% (Figure 5b). Based on 274

these results, a linear-combination classifier with a two-sided threshold enclosing 90% of 275

the range was adopted for creating the automatically labelled data set for training the 276

echo classifier. 277

The classification performance of the energy-based classifier was characterized by the 278

area under the receiver operating characteristics (ROC) curve (AUC, Figure 6). The AUC 279

was found to be 68.8% when tested on echo data compounded across all ten test sites 280

(Figure 6a). While well above chance level (i.e., 50%), this level of performance would 281

generate numbers of false alarms and/or misses that would be irreconcilable with highly 282

reliable navigation. In addition, the energy-based classifier showed poor generalization 283

across the different field sites as evident from a wide scatter in the ROC curves estimates 284

for the individual data sets belonging to each of the field sites (Figure 6b). Between the 285

best performance (AUC 92.8%) and the worst performance (AUC 67.0%) found across 286

sites was a difference of 25.8% (Figure 6b). 287

The simple five-layer CNN was found to have a much better performance than the 288

energy classifier achieving an AUC of 96.9% across all field sites. Using the VGG16 CNN 289

resulted in yet another substantial improvement across all sites with an AUC of 99.2%. In 290

addition, the VGG16 classifier displayed much less variation across the different field sites 291

(minimum AUC 89.8%, maximum 100.0%) than the energy-based classifier (Figure 6b). 292

The classification accuracy achieved by the VGG16 CNN classifier was found to depend 293

on the overlap parameter of the spectrogram representation of the echoes. The accuracy 294

tended increase with increasing overlap as long as the overlap was below approximately 295

50% of the window length. For overlap values above 50%, the classifier accuracy saturated 296

at its maximum value (Figure 7a). Unlike the window overlap, varying the window length 297

from 200 points (0.5ms) to 2,000 points (5ms) did not affect the classification performance 298
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in any systematic fashion. The slight variations observed were contained within a range 299

of 1.3% (from 95.4% to 96.7%, Figure 7b). Based on these findings, a 256-point Hamming 300

window with a 243-point overlap was adopted to compute the Fourier spectrograms of the 301

echoes that were used to compare the VGG16 CNN classifier with the other spectrogram- 302

based classifiers (Table 1). 303

The CAM classifier performed slightly below the full VGG16 CNN classifier from 304

which it was derived with an AUC of 96.3%. The MLP classifier based on the crossing 305

times for multiple amplitude thresholds (17 thresholds, from 0.2 to 0.6, with a step with 306

of 0.025) delivered a performance (AUC 97.5% over all sites) that fell between the results 307

for the VGG16 and the class-activation mapping classifiers (Figure 6a). The results from 308

the class-activation mapping indicated that the CNN classifiers relied heavily on a narrow 309

region of the echo spectrograms that was closely aligned with the raising flank of the echo 310

(Figure 8). 311

For all CNN classifiers, providing echo spectrograms thresholded in amplitude at a 312

level of -15 dB down from the maximum value to remove low-amplitude noise resulted 313

in better performance than what was achieved when the raw spectrograms were used 314

as inputs. This was true across all three deep learning approaches with the difference 315

in the mean accuracy being 1.43% on average (Table 1). All three differences between 316

raw and threshold echo spectrograms were statistically significant (t-test with Bonferroni 317

correction, any of the t-test has p <0.01, 50 accuracy values obtained via ten repeats and 318

five-fold cross-validation). 319

Table 1: Classification accuracies [%] of difference CNN models and inputs represented
by mean values and the respective standard deviations estimated based on ten repeats
and five-fold cross-validation.

Model Spec Raw echo spectrogram
Thresholded

echo spectrogram

CNN
5-layer 91.53±0.49 93.21±0.72

Pre-trained 95.77±0.32 96.64±0.44
CAM 89.68±0.41 91.42±0.49

Neuromorphic

Single Threshold + MLP 85.98±0.86
Single Threshold + LDA 81.23±0.89

Multiple Thresholds + MLP 92.23±0.52
Multiple Thresholds + LDA 87.34±0.74

For the neuromorphic classifiers, echo representations utilizing multiple threshold- 320

crossing times were found to result in better performance than what was obtained when 321

single-threshold-crossing-time representations were fed into same classifier (i.e., LDA or 322

MLP). The average difference in accuracy between single- and multiple-threshold repre- 323

sentations was 6.18% (Table 1). The MLP-based classifiers yielded a better performance 324

than the LDA-based when using the same input representations (i.e., single-threshold 325

or multiple-threshold). All accuracy differences seen between the different neuromorphic 326

representations (i.e., single/multiple threshold(s)) and classifier portions (i.e., MLP/LDA) 327

were found to be statistically highly significant (t-test with Bonferroni correction, any of 328

the t-tests had p < 0.01, 50 accuracy values obtained via ten repeats and five-fold cross- 329

validation). 330
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Figure 8: Examples of echo spectrograms (thresholded at -15 dB) with the respective class-
activation maps superposed. The top row (a-c) shows echoes from foliage, the bottom
row (d-f) shows echoes from gaps.

Discussion 331

The field echoes studied here are likely to contain a much larger variability than the echoes 332

from laboratory experiments that have been previously reported by the authors [29]. 333

This additional variability could pose a challenge to reliably extracting the presence of 334

a passageway from the echoes and could even render the laboratory methods useless 335

under field conditions. However, despite this expected greater variability, the methods 336

previously developed in a laboratory setup [9, 29] were found to be effective in the field as 337

well. The DNN-based classifiers operating on echo spectrogram representations delivered 338

an almost identical performance to what had previously been achieved in the laboratory 339

(accuracy ∼97% in the laboratory [29] as well as in the field). However, the DNN-based 340

classifiers had to be improved by using a deeper feature extraction portion of the network 341

to maintain this performance. This demonstrates that the DNN-methods had enough 342

flexibility to deal with addition of variability in the field data. The need for a deeper 343

network could be seen as an indication that indeed detecting a passageway in the field 344

data poses a greater challenge than in the laboratory data. 345

As in the laboratory work, the transparent AI approach pointed at the rising flank 346

of the field echoes as the main source of the relevant sensory information. This can be 347

seen as an indication that the information-bearing features of the field echoes are similar 348

– or at least similar positioned in time and frequency – to those in the laboratory echoes. 349

Further circumstantial evidence regarding the nature of the informative echo features can 350

be derived from the experiments that used different window lengths for computing the 351

echo spectrograms. The finding that classification performance was virtually independent 352

of window length over a the entire range of values tested (0.5 to 5ms), demonstrates that 353

the informative echo features are accessible in the time domain, the frequency domain, as 354

12



well as in various mixtures of the two. 355

However, the informative features of the field echoes were not quite as accessible as 356

those of the laboratory echoes for the classifiers that operated on the neuromorphic echo 357

representation derived from a single amplitude threshold. For these classifiers, detection 358

accuracy dropped from 95% on the laboratory data [29] down to 81% in the field). This 359

decrease in performance could be addressed – at least partially – by extending the neu- 360

romorphic echo representation to multiple amplitude thresholds which resulted in a best 361

accuracy of 92%. 362

With respect to understanding the biosonar system of bats, the current findings 363

demonstrate that bats flying in outdoor environments have accurate and reliable infor- 364

mation about regarding the presence of passageways that are much narrower than their 365

biosonar beams. This suggests that beamwidth may not necessarily be a critical parame- 366

ter for explaining the navigation abilities of bats in natural vegetation. For the design of 367

autonomous drones that can operate in complex natural environments, it may hence also 368

not be necessary to focus on sensors with high angular resolution, since obtaining at least 369

passageway information does not seem to depend on resolution (within the tested range). 370

While passageway finding is an important component of navigation [9], it is not 371

the only ability that is needed for successful navigation and goal attainment of an au- 372

tonomous system. Recent work has demonstrated the presence location-specific informa- 373

tion in biomimetic clutter echoes that could be used to pinpoint a location on a large 374

(kilometer) scale [41, 42] as well as on small (meter) scale [43]. This location information 375

could very well support the constructions of maps, although this has yet to be demon- 376

strated. Combined with the passageway-finding ability demonstrated in the current work, 377

the echo-based location identification could make for a complete navigation system that is 378

not only capable of avoiding obstacles but can also determine with path to take to reach 379

a destination within an area it has mapped. 380

Future work on how bats and biomimetic systems could use clutter echoes for nav- 381

igation should be extended to a wider range of natural habitats to survey more of the 382

variability in potentially informative echo features that these environments produce. It 383

would also be worthwhile to study the abilities and strategies that bats use in their habi- 384

tats, for example, how the animals’ flight trajectories are aligned with their respective 385

microhabitats. Combined with further insights into how bats represent the information 386

from their biosonar systems in three dimensions [44], these findings could lead to novel 387

bioinspired navigation systems that could provide a higher performance at much lower 388

data rates than the approaches that are currently available to engineers in the field. 389
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