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ABSTRACT

The use of aerial platforms such as unmanned aerial vehicles (UAVs), popularly known as drones,
has emerged as a promising solution for providing reliable and cost-effective wireless communica-
tions. In particular, UAVs can be quickly and ef�ciently deployed to support cellular networks and
enhance their quality-of-service (QoS) by establishing line-of-sight communication links. With
their inherent attributes such as mobility, �exibility, and adaptive altitude, UAVs admit several key
potential applications in wireless systems. Remarkably, despite these inherent advantages of UAV-
based communications, little work has analyzed the performance tradeoffs associated with using
UAVs as aerial wireless platforms. The key goal of this dissertation is to develop the analytical
foundations for deployment, performance analysis, and optimization of UAV-enabled wireless net-
works. This dissertation makes a number of fundamental contributions to various areas of UAV
communications that include: 1) Ef�cient deployment of UAVs, 2) Performance evaluation and op-
timization, and 3) Design of new �ying, three-dimensional (3D) wireless systems. For deployment,
using tools from optimization theory, holistic frameworks are developed for the optimal 3D place-
ment of UAV base stations in uplink and downlink scenarios. The results show that the proposed
deployment approaches signi�cantly improve the downlink coverage for ground users, and enable
ultra-reliable and energy-ef�cient uplink communications in Internet of Things (IoT) applications.
For performance optimization, a novel framework is developed for maximizing the performance
of a UAV-based wireless system, in terms of data service, under UAVs' �ight time constraints.
To this end, using the mathematical framework of optimal transport theory, the optimal cell as-
sociations, that lead to a maximum data service to ground users within the limited UAVs' hover
duration, are analytically derived. The results shed light on the tradeoff between hover time and
quality-of-service in UAV-based wireless networks. For performance evaluation, this dissertation
provides a comprehensive analysis on the performance of a UAV-based communication system in
coexistence with a terrestrial network. In particular, a tractable analytical framework is proposed
for analyzing the coverage and rate performance of a network with a UAV base station and device-
to-device (D2D) users. The results reveal the fundamental tradeoffs in such a UAV-D2D network
that allow adopting appropriate system design parameters. Then, this dissertation sheds light on
the design of three new drone-enabled wireless systems. First, a novel framework for effective use
of cache-enabled UAVs in wireless networks is developed. The results demonstrate how the users'
quality of experience substantially improves by exploiting UAVs' mobility and user-centric infor-
mation. Second, a new framework is proposed for deploying and operating a drone-based antenna
array system that delivers wireless service to ground users within a minimum time. The results
show signi�cant enhancement in QoS, spectral and energy ef�ciency while levering the proposed
drone antenna array system. Finally, to effectively incorporate various use cases of drones ranging
from aerial users to base stations, the new concept of a fully-�edged 3D cellular network is intro-
duced. For this new type of 3D wireless network, a uni�ed framework for deployment, network
planning, and performance optimization is developed that yields a maximum coverage and mini-
mum latency in the network. In a nutshell, the analytical foundations and frameworks presented in
this dissertation provide key guidelines for effective design and operation of UAV-based wireless
communication systems.
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General Audience Abstract

Unmanned aerial vehicles (UAVs), commonly known as drones, have been the subject of concerted
research over the past few years, owing to their autonomy, �exibility, and broad range of applica-
tion domains. Indeed, UAVs have been considered as enablers of various applications that include
military, surveillance and monitoring, telecommunications, delivery of medical supplies, and res-
cue operations. The unprecedented recent advances in drone technology has made it possible
to widely deploy UAVs, such small aircrafts, balloons, and airships for wireless communication
purposes. In particular, if properly deployed and operated, UAVs can provide reliable and cost-
effective wireless communication solutions for a variety of real-world scenarios. On the one hand,
drones can be used as aerial base stations that can deliver reliable, cost-effective, and on-demand
wireless communications to desired areas. On the other hand, drones can function as aerial user
equipments, known as cellular-connected UAVs, in coexistence with ground users.

Despite such promising opportunities for drones, one must address a number of technical chal-
lenges in order to effectively use them for each speci�c networking application. For instance, while
using drone-BS, the key design considerations include performance characterization, optimal 3D
deployment of drones, wireless and computational resource allocation, �ight time and trajectory
optimization, and network planning. Meanwhile, in the drone-UE scenario, handover manage-
ment, channel modeling, low-latency control, 3D localization, and interference management are
among the main challenges.

Therefore, this dissertation addresses the fundamental challenges in UAV-enabled wireless com-
munications that allows providing broadband, wide-scale, cost-effective, and reliable wireless con-
nectivity. To this end, various mathematical frameworks and ef�cient algorithms are proposed to
design, optimize, deploy, and operate UAV-based communication systems. The results shows that,
the proposed aerial communication system can deliver ultra-reliable, and cost-effective wireless
services, thus providing ubiquitous high speed Internet connectivity for the whole world.
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Chapter 1

Motivation, Background, and Contributions

Recently, the use of unmanned aerial vehicles (UAVs) such as drones, small aircrafts, and airships
has received signi�cant attention for various applications that includes military, surveillance and
monitoring, telecommunications, delivery of medical supplies, and rescue operations, among oth-
ers [1–14]. For each application, one needs to use an appropriate type of UAV that can meet various
requirements imposed by the application, environment, and Federal rules. In fact, to properly use
UAVs for each speci�c application, several factors such as UAV capabilities and �ying altitudes
need to be taken into account. In general, UAVs can be categorized, based on their altitudes,
into high altitude platforms (HAPs) and low altitude platform (LAPs). HAPs have altitudes above
17 km and are typically quasi-stationary [11, 15]. LAPs, on the other hand, can �y at altitudes
of up to a few kilometers, can quickly move, and have a �exible deployment [15]. Compared to
HAPs, the deployment of LAPs can be done more rapidly thus making them more appropriate for
time-sensitive applications (e.g. emergency situations). However, HAPs have longer endurance
and, hence, are more useful for long term (e.g. up to few months) operations. UAVs can also
be categorized, based on type, into �xed-wing and rotary-wing UAVs. Compared to rotary-wing
UAVs, �xed-wing UAVs such as small aircrafts have more weights, higher speed, and they need
to move forward in order to remain aloft. In contrast, rotary-wing UAVs such drones and quad-
copter drones, can hover and remain stationary over a given area [11]. In Figure 1.1, we provide
an overview on the different types of UAVs, their functions, and capabilities.

From a networking perspective, if properly deployed and operated, UAVs can provide reliable and
cost-effective wireless communication solutions for a variety of real-world scenarios. On the one
hand, drones can be used as aerial base stations (BSs) that can deliver reliable, cost-effective, and
on-demand wireless communications to desired areas [4–13, 15–20]. On the other hand, drones
can function as aerial user equipments (UEs), known as cellular-connected UAVs, in coexistence
with ground users. In particular, Compared to conventional, terrestrial base stations, UAV-based
aerial base stations can provide on-demand communications. Furthermore, the adjustable altitude
of UAVs enables them to effectively establish line-of-sight (LoS) communication links thus miti-
gating signal blockage and shadowing. Due to such advantages, UAVs admit many potential use
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cases in wireless networks. For instance, UAV-based aerial base stations can be deployed to en-
hance the wireless capacity and coverage at temporary events or hotspots such as sport stadiums
and outdoor events. Moreover, they can be used in public safety scenarios to support disaster relief
activities and to enable communications when conventional terrestrial networks are damaged [6].
Another important application of UAVs is in the Internet of Things (IoT) in which the devices have
small transmit power and may not be able to communicate over a long range. In such scenarios,
a UAV can provide a means to collect the IoT data from one device and deliver it to the intended
receiver [21] and [22]. UAVs can also be used for surveillance scenarios, a key use case for the
IoT. Last but not least, in regions or countries in which building a complete cellular infrastructure
is very expensive, deploying UAVs is highly bene�cial as it removes the need for expensive towers
and infrastructure deployment.

Key examples of recent projects on employing UAVs for wireless connectivity include Google
Loon project and Facebook's Internet-delivery drone [23]. Within the scope of these practi-
cal deployments, UAVs are being used as HAPs to deliver Internet access to developing coun-
tries and provide airborne global Internet connectivity. Moreover, Qualcomm and AT&T are
planning to employ LAP-UAVs for enabling widescale communications in the upcoming �fth
generation (5G) wireless networks [24]. Despite the numerous advantages and critical applica-
tions that can use UAVs as �ying base stations, one must overcome a number of technical chal-
lenges. These challenges include three-dimensional (3D) deployment, performance analysis, mo-
bility, air-to-ground channel modeling, user association, and �ight time optimization, among oth-
ers [5, 7–13, 15–18, 25–33]. In this chapter, we �rst present the main bene�ts and applications of
UAV-based communication systems. Then, we provide the challenges and the relevant existing
literature, followed by our contributions.

1.1 Bene�ts and Applications of UAV Communications

In this section, we present the main advantages and potential applications of the UAVs in wireless
networks.

1.1.1 UAVs as Base Stations for Coverage and Capacity Enhancement

Due to the extensive use of wireless devices in variety of applications, there is an ever-growing
need for a worldwide coverage and a high speed wireless service. Nevertheless, due to the several
limitations such as costs and geographical constraints (e.g. mountain and forest) there are many
regions which do not have wireless service or suffer from poor connectivity and quality-of-service.
Example of regions with poor wireless coverage includes rural areas and countries (e.g. in Africa)
in which building a complete terrestrial infrastructure is very expensive or infeasible. Moreover,
during major public events such as Olympic games in which a substantial demand for communica-
tion is observed, the existing cellular network infrastructure, capacity, and coverage will need to be
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addition, the coverage range of UAVs can be intelligently optimized by adjusting their altitude.
In particular, UAVs can be deployed at optimal altitudes at which they can provide a maximum
coverage or capacity for ground users. Therefore, by optimal deployment and intelligent mobility
of UAVs according to demands, and establishing LoS communication links, UAVs can enhance
coverage and capacity of wireless networks. Clearly, UAV-based wireless communications can
effectively provide fast, reliable and cost-effective connectivity to areas which are either congested
(e.g. hotspots) or poorly covered by terrestrial networks [7,12,29,35].

1.1.2 UAVs in Public Safety Scenarios

Natural disasters such as �oods, hurricanes, tornados, and severe snow storms are devastating for
communities across the countries. During wide-scale natural disaster and unexpected events, the
existing terrestrial communication networks can be damaged or even completely destroyed, and
become signi�cantly overloaded. In particular, cell phone towers, and ground communications
infrastructure are often compromised during natural disasters. In such critical scenarios, there is
a vital need for public safety communications between �rst responders and victims for search and
rescue operations. Consequently, a robust, fast, and capable emergency communication system
is needed to enable effective communications during public safety operations. To enable reliable
communications during the natural disasters, the use of aerial networks such as UAVs, as shown in
Figure 1.2, is considered as a promising solution [35]. Since UAVs do not need high infrastructure
(e.g. cables), they can easily �y and dynamically change their positions to provide on-demand
communications to ground users. In fact, due the unique features of UAVs such as mobility, �ex-
ible deployment, and rapid recon�guration, they can effectively establish public safety communi-
cations. For instance, UAVs can be deployed as aerial base stations in order to deliver broadband
connectivity to areas with damaged terrestrial wireless infrastructures. Moreover, �ying UAVs
can continuously move to provide full coverage to a given areas within a minimum possible time.
Therefore, the use of UAV-mounted base stations can be a very appropriate solution for providing
fast and ubiquitous connectivity in public safety scenarios.
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their high altitude, they can be effectively deployed to reduce the shadowing and blockage effects
as the major cause of signal attenuation in wireless links. As a result of such ef�cient placement of
UAVs, the communication channel between IoT devices and UAVs can be signi�cantly improved.
Subsequently, the battery-limited IoT devices will need a signi�cantly lower power to transmit
their data to UAVs. In other words, UAVs can be placed based on the locations of IoT devices
enabling those devices to successfully connect to the network using a minimum transmit power.
Moreover, UAVs can also serve large IoT networks by dynamically updating their locations based
on the activation pattern of IoT devices. Clearly, by exploiting such unique features of UAVs, the
connectivity of IoT networks can be signi�cantly improved.

1.1.4 UAVs as Flying Backhaul for Terrestrial Networks

Wired backhauling is a common approach for connecting base stations to a core network in terres-
trial networks. However, wired connections can be expensive and infeasible due to geographical
constraints, especially when dealing with ultra dense cellular networks [39–41]. While wireless
backhauling is a viable and cost-effective solution, it suffers from blockage and interference that
degrade the performance of the radio access network [42]. In this case, UAVs can play a key
role in enabling cost-effective, reliable, and high speed wireless backhaul connectivity for ground
networks. In particular, UAVs can be optimally placed to avoid obstacles and establish LoS and
reliable communication links. Moreover, the use of UAVs with mmW capabilities can establish
high data rate wireless backhaul connections that are needed to cope with high traf�c demands
in congested areas. UAVs can also create a recon�gurable network in the sky and provide multi-
hop LoS wireless backhauling opportunities. Clearly, such �exible UAV-based backhaul networks
can signi�cantly improve the reliability, capacity, and operation cost of backhauling in terrestrial
networks.

In summary, we have presented the main advantages and potential applications of UAVs is wireless
networks. In particular, we have discussed the effective use of UAVs as aerial base stations for
coverage and capacity enhancement in cellular networks and public safety scenarios. Furthermore,
in this section, the promising application of UAVs in IoT systems and aerial backhauling were
discussed. Despite such bene�ts and applications of UAVs in wireless networks, there are several
technical challenges that must be also taken into account. Next, we will discuss various UAV-
related challenges in detail.

1.2 Challenges and Related Studies in UAV Communications

Beyond the numerous advantages of the UAVs, effectively utilizing UAVs requires meeting several
key challenges. The �rst challenge in UAV-based communication systems is air-to-ground chan-
nel modeling. The air-to-ground channel characteristics signi�cantly differ from classical ground
communication channels. In particular, any movement and vibration of UAVs can affect the chan-
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nel characteristics. Moreover, the air-to-ground channel is highly dependent on the altitude and
type of the UAV, elevation angle, and type of the propagation environment. Therefore, �nding a
generic channel model for UAV-to-ground communications needs comprehensive simulations and
measurements in various environments. In addition, the impact of UAV's altitude must be charac-
terized for the channel modeling. Clearly, capturing such factors is challenging in air-to-ground
channel modeling.

The optimal placement of UAVs is another challenging task as it depends on many parameters
such as objective of the UAVs' deployment (e.g. coverage maximization, etc.), locations of ground
users, and UAV-to-ground channel characteristics which itself is a function of the UAV's altitude.
In addition, simultaneously deploying multiple UAVs becomes more challenging due to the impact
of inter-cell interference on the system performance. In fact, the deployment of UAVs is signi�-
cantly more challenging than deploying ground base stations, as is done in conventional cellular
network planning. Unlike terrestrial base stations UAVs needs to be deployed in a continuous 3D
space while considering the impact of altitude on the air-to-ground channel characteristics. More-
over, while deploying UAVs, their �ight and energy constraints need to be also taken into account,
as they directly impact the network performance.

Trajectory optimization of UAVs is also an important challenge in designing UAV-enabled com-
munication systems. Naturally, optimizing the �ight path of UAVs is challenging as it requires
considering many physical constraints and parameters. For instance, while �nding the trajectories
of UAVs for a performance optimization, one needs to consider various key factors such as channel
variation due to the mobility, energy consumption of UAVs, and �ight constraints. Furthermore,
solving a continuous UAVs' trajectory optimization problem is known to be analytically challeng-
ing as it involves �nding an in�nite number of optimization variables (i.e. UAV's locations) [11].

Furthermore, while designing UAV-based communication systems, a fundamental performance
analysis needs to be done in order to evaluate the impact of design parameters on the overall sys-
tem performance. Naturally, devising a fundamental analysis of the wireless performance of UAV-
based system will substantially differ from conventional ground base stations due to the altitude
and potential mobility of UAVs as well as their different channel characteristics. The stringent en-
ergy limitations of UAVs also introduce unique challenges. In fact, the limited available on-board
energy of UAVs which leads to the short �ight duration is a major factor impacting the performance
of wireless communications using UAVs. For instance, UAVs must use their on-board energy for
their transmission, processing, operation, and mobility purposes. Such energy constraints, in turn,
lead to limited �ight and hover time durations. Hence, while designing UAV communication sys-
tems, energy and �ight constraints of UAVs need to be explicitly taken into account. Indeed, such
limitations of UAVs present a unique design challenge for UAV-based communication systems by
signi�cantly affecting the system performance.

Other challenges for UAV communications include security and cyber-physical attacks, wireless
backhaul connectivity, and interference management [11, 12, 35, 43–46]. Figure 1.3 summarizes
the bene�ts, applications, and challenges of the UAV-based communications. Next, we present
the existing works that have addressed some of the challenges pertaining to air-to-ground channel





Mohammad Mozaffari Chapter 1. Motivation, Background, and Contributions 9

sults, the statistical characteristics of the channel are modeled as a function of the elevation angle.
In particular, the authors in [49] considered LoS and NLoS links between the HAP and ground
users and derived the probability of occurrence associated with each link. In [50], the likelihood
of LoS links for A2G communication was derived as a function of elevation angle and average
height of buildings in urban environments. In addition, there are some measurement-based stud-
ies on UAV-to-ground channel modeling such as [51–53] that identi�ed some of the key channel
characteristics. However, the results given in these studies are mainly valid for a speci�c system
setup and environment. In fact, the works in [51–53] do not provide any generic channel model
that can be used for designing UAV-based wireless communication systems. Nonetheless, these
works provide some insights on the A2G channel characteristics that can be used to �nd a more
generic channel model.

The most widely adopted A2G channel model for low altitude platforms is presented in [15] and
thus, we explain it in more detail. As shown in [15], the path loss between the UAV and the
ground node depends on the locations of the UAV and the ground node as well as the type of
propagation environment (e.g., rural, suburban, urban, high-rise urban). In this case, depending
on the environment, A2G communication links can be either LoS or NLoS. Note that, without
any additional information about the exact locations, heights, and number of the obstacles, one
must consider the randomness associated with the LoS and NLoS links. As a result, many of the
existing literature on UAV communication (e.g. [5,12,18,27,28,54–57]) adopted the probabilistic
path loss model given in [8, 15]. As discussed in these works, the LoS and NLoS links can be
considered separately with different probabilities of occurrence. The probability of occurrence is a
function of environment, density and height of buildings, and elevation angle between the UAV and
ground node. The common probabilistic LoS model is based on the general geometrical statistics
of various environments provided by the International Telecommunication Union (ITU-R) [58]. In
particular, for various types of environments, the ITU-R provides some environmental-dependent
parameters to determine the density, number, and hight of the buildings (or obstacles). For instance,
according to [58], the buildings' heights can be modeled using a Rayleigh distribution as:

f (hB ) =
hB


 2
exp

�
� hB

2
 2

�
; (1.1)

wherehB is the height of buildings in meters, and
 is a environmental-dependent parameter [8].
Clearly, due to the randomness (uncertainty) associated with the height of buildings (from a UAV
perspective), one needs to consider a probabilistic LoS model while designing the UAV-based
communication systems. Therefore, using the statistical parameters provided by ITU-R, other
works such as [15] and [8] derived an expression for the LoS probability, which is given as follows
[5,15,18,27,28,54–57]:

PLoS =
1

1 + C exp(� B [� � C])
; (1.2)

whereC andB are constant values which depend on the environment (rural, urban, dense urban,
or others) and� is the elevation angle in degrees. Clearly,� = 180

� � sin� 1
�

h
d

�
, with h being the
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decreases. Therefore, to �nd the optimal UAV's altitude, the impact of both distance and LoS prob-
ability should be considered simultaneously. In [9], we extended the results of [8] to the case of
two UAVs while considering interference between the UAVs. In [10], we investigated the optimal
3D placement of multiple UAVs, that use directional antennas, to maximize total coverage area.
Following our work, in [18], the authors studied the ef�cient deployment of aerial base stations to
maximize the coverage performance. Furthermore, the authors in [18] determined the minimum
number of drones needed for serving all the ground users within a given area. In [12], the authors
studied the 3D placement of drones with the goal of maximizing the number of ground users which
are covered by the drone. The work in [27] analyzed the impact of a UAV's altitude on the sum-rate
maximization of a UAV-assisted terrestrial wireless network. In [29], the authors used evolutionary
algorithms to �nd the optimal placement of LAPs and portable base stations for disaster relief sce-
narios. In this work, by deploying the UAVs at the optimal locations, the number of base stations
required to completely cover the desired area was minimized. As discussed in [29], increasing the
number of LAPs signi�cantly reduces the number of required portable base stations. However, a
high number of LAPs induces high interference which can degrade the coverage performance.

Moreover, the deployment of UAVs for supplementing existing cellular infrastructure was dis-
cussed in [30]. In particular, a general view of the potential integration of UAVs with cellular net-
works was presented. Integrating UAVs with the existing cellular network provides an enhanced
coverage with low costs as the deployment of UAVs does not require signi�cant infrastructure in-
vestments. In [59], the authors investigated the optimal deployment of a UAV that acts as a wireless
relay between the transmitter and the receiver. The optimal location of the UAV was determined by
maximizing the average rate while ensuring that the bit error rate will not exceed a speci�ed thresh-
old. As shown in [59], the UAV should be placed closer to the node (transmitter or receiver) which
has a lower link quality to the UAV. The authors in [60] studied the use of UAVs to maintain the
connectivity of the wireless networks. In this work, �ying UAVs are deployed as a relay network
to guarantee the massage delivery of sensors to destinations. The work in [61] investigates the use
of multiple UAVs as wireless relays in order to provide service for ground sensors. In particular,
this work addressed the tradeoff between connectivity among the UAVs and maximizing the area
covered by the UAVs. However, the work in [61] does not consider the use of UAVs as aerial base
stations and their mutual interference in downlink communications.

In general, despite being identi�ed as a key challenge as discussed in [8–10, 18, 27, 29, 30, 59–
61], the optimal 3D placement of UAVs acting as aerial base stations has not been thoroughly
investigated in the literature. In particular, prior to our works in [9,10], the optimal 3D deployment
of multiple UAVs for various performance metrics optimization was not studied , except for some
ad hoc network relaying scenarios [62, 63]. Furthermore, the previous studies did not analyze the
deployment of UAVs for coverage maximization over bounded target areas.
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1.2.3 Performance Analysis

A fundamental analysis of the performance of UAV-enabled wireless systems is required in order
to evaluate the impact of each design parameter on the overall system performance. In particular,
the performance of the UAV systems must analyzed in terms of the key quality-of-service (QoS)
metrics such as coverage probability and the throughput. Such performance evaluations can also
reveal the inherent tradeoffs that one faces when designing UAV-based systems.

Prior to our seminal work in this area in [7], most of the existing works focused on performance
analysis of UAVs acting as relays, or in ad hoc networks [63–66]. For instance, the work in [64]
evaluated the performance of a UAV ad hoc network in terms of achievable transmission rate and
end-to-end delay. In [65], the authors studied the use of macro UAV relays to enhance the through-
put of the cellular networks. The work in [63], derived the probability of successful connectivity
among ground nodes in a UAV-assisted ad hoc network. In [66], the authors analyzed the perfor-
mance of UAVs acting as relays for ground nodes in a wireless network. In particular, the authors
derived closed-form expressions for signal-to-noise-ratio (SNR) distribution and ergodic capacity
of UAV-ground nodes links. In contrast, in [7], we considered the use of UAVs as stand-alone
aerial base stations. In particular, we investigated the downlink coverage and rate performance
of a single UAV that co-exists with a device-to-device communication network. Following our
work in [7], the authors in [17] derived an exact expression for downlink coverage probability for
ground receivers which are served by multiple UAVs. In particular, using tools from stochastic
geometry [67,68], the work in [17] provided the coverage analysis in a �nite UAV network consid-
ering a Nakagami-m fading channel for UAV-to-user communications. In [55], the performance of
a single drone-based communication system in terms of outage probability, bit error rate, and out-
age capacity is investigated. The work in [69], analyzed the coverage and throughput for a network
with UAVs and underlaid traditional cellular networks. In this work, using the 3D and 2D Poisson
point processes (PPP), the downlink coverage probability and rate expressions are derived. In [70],
the authors evaluated the performance of using UAVs for overload and outage compensation in
cellular networks. Clearly, such fundamental performance analysis is needed to provide various
key design insights for UAV communication systems.

1.2.4 Energy Ef�ciency

Flying drones have a limited amount of on-board energy which must be used for transmission,
mobility, control, data processing and payloads purposes [71]. Consequently, the �ight duration of
drones is typically short and insuf�cient for providing a long-term, continuous wireless coverage.
The energy consumption of the UAV also depends on the role/mission of the UAV, weather condi-
tions, and the traveling path. Recently, there has been some studies on the energy saving and power
ef�ciency. For instance, the work in [72] provides an analytical framework for minimizing the en-
ergy consumption of a �xed-wing UAV by determining the optimal trajectory of the UAV. In [73],
the authors proposed an energy-ef�cient scheduling framework for cooperative UAVs communi-
cations. In [74], the authors studied the energy ef�ciency of drones in target tracking scenarios
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by adjusting the number of active drones. Energy harvesting from vibrations and solar sources for
small UAVs was investigated in [75]. Power saving by exploiting beam alignment and focusing the
transmit power in narrow beams was analyzed in [76]. Furthermore, the authors in [77] studied the
use of antenna array on UAVs for improving the SNR and consequently for reducing the required
transmit power. The work in [78] investigated an optimal resource allocation scheme for an energy
harvesting �ying access point.

In summary, the energy ef�ciency of UAVs requires careful consideration as it signi�cantly impact
the performance of UAV-communication systems. In fact, the limited on-board energy of UAVs is
a key constraint for deployment and mobility of UAVs in various applications.

1.2.5 Trajectory Optimization

The optimal path planning for UAVs is another important challenge in the UAV-based commu-
nication systems. The trajectory of a UAV is signi�cantly affected by different factors such as
�ight time, energy constraints, ground users' demands, and collision avoidance. In [26], the au-
thors investigated the optimal trajectory of UAVs equipped with multiple antennas for maximizing
sum-rate in uplink communications. The work in [79] maximizes the throughput of a relay-based
UAV system by jointly optimizing the UAV's trajectory as well as the source/relay transmit power.
The work in [80] jointly optimized user scheduling and UAV trajectory for maximizing the mini-
mum average rate among ground users. In [81], a UAV path planning algorithm for photographic
sensing of a given geographical area was proposed. The algorithm of [81] seeks to minimize the
total energy consumption of the UAV while covering the entire survey area. To this end, the au-
thors in [81] computed the optimal set of waypoints and the optimal speed of the UAV in the path
between the waypoints. In [82], considering collision avoidance, no-�y zones, and altitude con-
straints, the optimal paths of UAVs that minimize the fuel consumption were computed using the
mixed integer linear programming. The authors in [83] investigated the path planning for UAVs
in the search and localization [84] applications using the camera measurements. In this work, the
problem of path planning was addressed based on maximizing the likelihood of target detection.
In [63], the authors investigated how to optimally move UAVs for improving connectivity of ad
hoc networks assuming that the UAV have complete information about the location of nodes. The
work in [85] jointly optimized user scheduling and UAV trajectory to maximize the minimum rate
of ground users. In addition, there are some works that studied the UAV trajectory optimization for
localization purposes. For instance, the work in [86] investigated path planning of multiple UAVs
for localization of a passive emitter. In this work, using the angle of arrival (AOA) and time differ-
ence of arrival (TDOA) information, the set of waypoints which leads to a minimum localization
error was determined. However, the work in [86] is limited to localization and does not directly
address any wireless communication problem. Other works on UAV navigation and cooperative
control are found in [87–91].

To summarize the related works UAV communications, Table 1.1 lists the challenges and their
relevant references.
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Table 1.1: Categories of the existing literature on UAV

Research on UAV Related references
Channel modeling [8,15,47–53,58,92]

Deployment [8–10,12,13,18,28–30,59,60,65]
Performance analysis [7,9,17,55,63,66,69]

Energy ef�ciency [71–78]
Trajectory optimization [26,63,79–83,85–91]

1.3 Limitations of Existing Works

As discussed in Section 1.1 and 1.2, in order to reap the bene�ts of UAV-enabled wireless systems,
many technical challenges such as optimal deployment of UAVs, performance analysis, and �ight
time considerations need to be taken into account. While the previous studies presented in Section
1.2 have addressed some of these challenges such as channel modeling, and trajectory optimization,
the literature lacks comprehensive studies on deployment, performance analysis and optimization
of UAV communications, notably when UAVs are seen as �ying aerial base stations. In particular,
several UAV-related problems such as optimal 3D deployment of multiple UAVs as aerial base
stations, coexistence of aerial and terrestrial networks, and UAV communications under explicit
�ight time constraints need to be thoroughly studied. Moreover, the existing prior art has not
studied wireless-centric applications of UAVs, such as the use of UAVs within IoT networks or as
cache-enabled �ying base stations. In summary, the main limitations of the previous studies on
UAV communications are as follows:

� Despite the notable number of works on positioning UAVs for ad hoc network relaying
[63–66], those works cannot provide a full picture on how to optimally deploy UAVs that
act as aerial base stations. In particular, the previous works on deployment of UAV relays do
not address the coverage maximization problem which is one of the main goal of deploying
UAV-mounted base station. Furthermore, the previous studies do not optimize the altitudes
of UAVs that can be done by capturing speci�c characteristics of air-to-ground channels (e.g.
elevation angle dependency).

� While the performance of UAVs, acting as relays, has been studied, these results cannot
readily extend to cases in which UAVs are used as stand-alone base stations, as is envisioned
for beyond 5G networks. This is due to the fact that the different applications of relays and
base stations requires analyzing different performance metrics. For instance, in the UAV-
mounted base station case, one can analyze speci�c wireless metrics such as the coverage
probability in uplink or downlink, and system sum-rate considering various multiple access,
scheduling, and resource allocation techniques.
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� If future networks are to deploy UAVs as �ying base stations, energy ef�ciency and �ight
time constraints become very critical challenge. For instance, even though some works such
as [71–78] have studied energy ef�ciency, these studies remain largely limited in scope as
they do not analyze the interplay between energy ef�ciency and wireless communication
performance. In particular, one must optimize the performance of UAV-enabled wireless
systems under energy and �ight time constrains of UAVs.

� The advances in UAV capabilities naturally expanded their networking application domains,
as compared to the past few years in which they were limited to military and surveillance ap-
plications. For instance, UAVs can be used to support IoT and machine-to-machine (M2M)
networks by enabling the devices to successfully connect to the network using a minimum
transmit power. Moreover, the use of cache-enabled UAVs is a promising solution for traf�c
of�oading in cellular networks. Nevertheless, to exploit the bene�ts of UAVs in such appli-
cations, a holistic framework in needed for ef�cient deployment and mobility management
of UAVs.

� Co-existence of aerial base stations with terrestrial cellular networks has not been studied in
the literature. Clearly, while designing the UAV-assisted cellular networks, several funda-
mental tradeoffs needs to be considered. For instance, the overall network performance can
be improved by intelligent mobility of UAVs, however, it is limited by the capabilities of the
UAVs and can lead to a signi�cant UAVs' energy consumption. Unlike a stand-alone aerial
network, in such UAV-assisted cellular networks, the mobility and deployment of UAVs
must be performed with respect to the terrestrial network. In particular, to maximize the
overall system performance, one must address various challenges related to aerial and ter-
restrial base stations such as deployment, mobility, interference management, and resource
allocation.

� Trajectory optimization has been substantially studied for UAVs, from a robotics/control
perspective [86–91]. However, those works do not consider UAVs to be wireless equipped
or, at least, do not analyze the coupling between mobility and wireless quality-of-service. In
fact, to effectively use UAV base stations, the trajectory of UAVs needs to be optimized with
respect to wireless metrics such as throughput and coverage as well as energy constraints of
UAVs.

In summary, despite the existence of a notable body of work on UAV-based communications,
this existing literature is largely limited in scope and does not provide the necessary funda-
mentals needed to understand the full potential of wireless networking using UAV-mounted
base stations.

1.4 Summary of Contributions

The main contribution of this dissertation is to develop analytical foundations for deployment, per-
formance analysis, and optimization of UAV-enabled wireless networks. In particular, we propose
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various frameworks for ef�cient deployment, mobility, performance analysis, and optimization of
UAV-based wireless communication systems. By using the proposed frameworks, the performance
of such UAV systems can be optimized in terms of coverage, capacity, reliability, and energy ef�-
ciency, while taking into consideration the unique features of UAVs, such as their �ight time, mo-
bility, and �exible altitude. To enable these contributions, this dissertation weaves together notions
from optimization theory, learning, optimal transport theory, probability, and statistics. Indeed,
using such advanced mathematical tools, this dissertation develops in-depth analytical foundations
and ef�cient algorithms to design, optimize, deploy, and operate UAV-based communications. In
summary, our contributions are given as follows:

1.4.1 Deployment and Mobility

Optimal 3D Placement of UAVs for Maximized Coverage

In Chapter 2, we investigate the optimal 3D deployment of multiple UAVs in order to maximize
the downlink coverage performance with a minimum transmit power. In particular, given a target
geographical area, the coverage requirements of the ground users and a number of UAVs that
use directional antennas, we develop a novel framework to determine the optimal 3D locations
of the UAVs. First, we analytically derive the downlink coverage as a function of the UAV's
altitude and the antenna gain. Next, using circle packing theory [93], we propose an ef�cient
deployment method which leads to the maximum coverage performance while ensuring that the
coverage areas of UAVs do not overlap. Our results show that, considering the size of the desired
area, the number of UAVs and the beamwidth of the antennas, the altitudes and locations of the
UAVs can be properly adjusted for satisfying the coverage requirements.

Ef�cient Deployment and Mobility of UAVs for Energy-Ef�cient IoT Communications

As we discussed in Section 1.1.3, UAVs can also play a key role in IoT communications which
is composed of small, battery-limited devices such as sensors, and health monitors. In Chapter 3,
we investigate the ef�cient deployment and mobility of multiple UAVs, used as aerial base stations
to collect data from ground IoT devices. In particular, to enable reliable uplink communications
for IoT devices with a minimum total transmit power, we propose a novel framework to jointly
optimize: a) 3D placement and mobility of the UAVs, b) device-UAV association, and c) uplink
power control. First, given the locations of active IoT devices at each time instant, the optimal
UAVs' locations and associations are determined. Next, to dynamically serve the IoT devices in
a time-varying network, the optimal mobility patterns of the UAVs are analyzed. To this end,
based on the activation process of the IoT devices, the time instances (update times) at which the
UAVs must update their locations are derived. Moreover, the optimal 3D trajectory of each UAV
is obtained in a way that the total energy used for the mobility of the UAVs is minimized while
serving the IoT devices. The results reveal an inherent tradeoff between the number of update
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times, the mobility of the UAVs, and the transmit power of the IoT devices. In essence, a higher
number of updates can lead to lower transmit powers for the IoT devices at the cost of an increased
mobility for the UAVs.
The results of this work constitute one of the �rst comprehensive studies on the joint optimal
3D deployment of aerial base stations, device association, and uplink power control in an IoT
ecosystem.

1.4.2 Performance Analysis and Optimization

Optimized UAV Communications under Flight Time Considerations

The limited �ight time duration of the UAVs presents a unique design challenge for UAV-based
communication systems [94] and [95]. For instance, the performance of such systems signif-
icantly depends on the hover time of each UAV, which is de�ned as the �ight duration within
which the UAV must stay in the air over a given area for providing wireless service to ground
users. In fact, with a higher hover time of the UAV, the users can receive wireless service for a
longer period. Thus, by increasing the hover time, a UAV can meet higher load requirements and
serve a larger area. However, the hover time of a UAV is naturally limited due to the highly con-
strained battery-provided, on-board energy, as well as �ight regulations such as no-�y time/zone
constraints. Hence, while analyzing the UAV-based communication systems, the hover time con-
straints must be also taken into account. In this case, there is a need for a framework to analyze
and optimize the performance of UAV-based communications based on the hover time of UAVs.
To this end, in Chapter 4, we develop a novel framework for optimized UAV-to-ground communi-
cations under explicit UAVs' hover time constraints. In particular, we consider a network in which
multiple UAVs are deployed as aerial base stations to provide wireless service to ground users that
are distributed over a geographical area based on an arbitrary spatial distribution. We investigate
two key practical scenarios:UAV communication under hover time constraints, andUAV commu-
nication under load constraints. In the �rst scenario, based on the maximum possible hover times
of UAVs, the average data service delivered to the users under a fair resource allocation scheme
is maximized by �nding the optimal cell partitions associated to the UAVs. Using the powerful
mathematical framework of optimal transport theory [96], this cell partitioning problem is proved
to be equivalent to a convex optimization problem. Subsequently, a gradient-based algorithm is
proposed for optimally partitioning the geographical area based on the users' distribution, hover
times, and locations of the UAVs. In the second scenario, given the load requirements of ground
users, we derive the minimum average hover time that the UAVs need for completely servicing
their ground users. To this end, �rst, we propose an optimal bandwidth allocation scheme for serv-
ing the users. Then, given this optimal bandwidth allocation, we derive the optimal cell partitions
associated with the UAVs by exploiting optimal transport theory. The results show that our pro-
posed cell partitioning approach leads to a signi�cantly higher fairness among the users compared
to the classical weighted Voronoi diagram. In addition, our results characterize a fundamental
tradeoff between the hover time of UAVs and bandwidth ef�ciency while serving the ground users.
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To our best knowledge, Chapter 4 is the �rst work that provides a framework to analyze and opti-
mize the performance of UAV-based communications based on the hover time of UAVs.

Performance Analysis of UAV-assisted Wireless Networks in Coexistence with D2D

Performing a fundamental performance analysis is a key step in designing UAV-based wireless
systems. For scenarios in which there is limited or no infrastructure support, beyond the use of
UAVs, D2D communications can also lead to coverage and capacity enhancement. In Chapter 5,
we provide coverage and rate analysis for a �ying UAV base station used to provide the wireless
communications to a given geographical. In particular, the coexistence between the UAV, that is
transmitting data in the downlink, and an underlaid D2D communication network is considered.
For this model, a tractable analytical framework for the coverage and rate analysis is derived. Two
scenarios are considered: a static UAV and a mobile UAV. In the �rst scenario, the average coverage
probability and the system sum-rate for the users in the area are derived as a function of the UAV
altitude and the number of D2D users. In the second scenario, using the disk covering problem, the
minimum number of stop points that the UAV needs to visit in order to completely cover the area
is computed. Furthermore, considering multiple retransmissions for the UAV and D2D users, the
overall outage probability of the D2D users is derived. The results reveal the fundamental tradeoffs
in such UAV-D2D network that allow adopting appropriate system design parameters.
This chapter presents the �rst comprehensive fundamental analysis on the performance of UAV
communication in the presence of underlaid D2D links.

1.4.3 Communications and Control for Wireless Drone-Based Antenna Ar-
ray

One promising approach to provide high data rate and low service time is to utilize multiple drones
within an antenna array system composed of multiple single-antenna drones [97]. Compared to
conventional antenna array systems, a drone-based antenna array has the following advantages.
First, the number of antenna elements (i.e., drones) is not limited by space constraints. Second,
the gain of the drone-based antenna array can be increased by adjusting the array element spacing.
Third, the mobility and �exibility of drones enable an effective mechanical beam-steering in any
three-dimensional (3D) direction. Clearly, a high gain drone-based antenna array can provide high
data rate wireless services to ground users thus reducing the service time. This chapter develops
a new framework for deploying and operating a drone-based antenna array system that delivers
wireless service to a number of ground users within a minimum time. In particular, we minimize
the service time that includes both the transmission time and the control time needed to control
the movement and orientation of the drones. To this end, we minimize the transmission time, by
optimizing the drones' locations, as well as the control time that the drones need to move between
these optimal locations. To minimize the transmission time, �rst, we determine the optimal drone
spacing for which the array directivity is maximized. In this case, using perturbation theory [98],
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we solve the drone spacing optimization problem by successively solving a number of perturbed
convex optimization problems. Next, given the derived drone spacing, we optimally adjust the
locations of the drones according to the position of each ground user. In order to serve different
users, the drones must dynamically move between the derived optimal locations, during the control
time period. To minimize the control time of quadrotor drones, we determine the optimal speeds
of rotors such that the drones can update their positions and orientations within a minimum time.
In this case, usingbang-bangcontrol theory [99], we derive a closed-form expression for the
minimum control time as a function of external forces (e.g., wind and gravity), the drone's weight,
and the destinations of drones. Our results show that the proposed drone antenna array approach
can signi�cantly reduce the service time and improve the spectral and energy ef�ciency of the
network. In particular, our approach yields 48% improvement in spectral ef�ciency compared to a
case in which the same number of drones are deployed separately. The results also reveal a tradeoff
between the control time and transmission time while varying the number of drones.

1.4.4 Cell Association in UAV-assisted Cellular Networks

Another contribution of this dissertation is to introduce a framework for delay-optimal cell asso-
ciation in a cellular network in which both UAVs and terrestrial BSs co-exist. In particular, given
the locations of the UAVs and terrestrial BSs as well as any general spatial distribution of users,
we �nd the optimal cell association by exploiting the framework ofoptimal transport theory[100].
Within the framework of optimal transport theory, one can address cell association problems for
any general spatial distribution of users. In fact, the main advantage of optimal transport theory
is to provide tractable solutions for a variety of cell association problems in wireless networks. In
our problem, we �rst prove the existence of the optimal solution to the cell association problem,
and, then, we characterize the solution space. The results show that, our approach results in a
signi�cantly lower delay compared to a conventional signal strength-based association.

1.4.5 Proactive Deployment of Cache-Enabled UAVs

The use of cache-enabled UAVs is a promising solution for traf�c of�oading and information
dissemination in wireless networks. Therefore, we develop a novel framework that leverages user-
centric information, such as content request distribution and mobility patterns, to effectively deploy
cache-enabled UAVs. Our proposed framework includes the prediction of the users' requests, and
optimal deployment and movement of the UAVs based on the demands. Hence, cache-enabled
UAVs can effectively service users that cannot be serviced by static, ground base stations. In
this case, we �rst propose a conceptor-based echo state networks (ESNs) algorithm that can accu-
rately predict the content request distribution and mobility patterns of each user. Then, using these
predictions, we determine the optimal locations and content caching strategies for the UAVs. In
particular, we analytically derive the optimal user-UAV association, the optimal locations of the
UAVs as well as the content to cache at the UAVs. Our results show that, the proposed approach
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yields a signi�cant gain in terms of the percentage of the users with satis�ed quality of experience
(QoE) compared to a benchmark scenario without UAVs.
It should be noted that, this work is the �rst to investigate the use of caching at the level of UAVs
by exploiting user-centric information.

1.4.6 Foundations of a 3D Cellular Network with Drones

In order to support the key roles of drones in wireless networking applications, there is a need
for developing the novel concept of a3D cellular networkthat incorporates both drone-BSs and
drone-users (drone-UEs). Therefore, we introduce the novel concept of a fully-�edged drone-
based 3D cellular network while proposing a new framework for designing the two fundamental
problems of deployment and 3D cell association in such a 3D cellular network. In particular, our
proposed framework includes a tractable approach for three-dimensional placement of drone-BSs
and a latency-minimal 3D cell association scheme for servicing drone-UEs. For deployment, we
introduce an approach based on truncated octahedron cells that determines the locations of drone-
BSs that can cover a 3D space with a minimum number of drone-BSs. For the latency-minimal 3D
cell association, given the locations of drone-BSs and the distribution of drone-UEs, we �nd the
optimal 3D cell association for which the total latency of serving drone-UEs is minimized. In this
case, we analytically characterize the optimal 3D cell partitions by exploiting tools from optimal
transport theory. Our results show that the proposed approach signi�cantly reduces the latency of
serving drone-UEs compared to classical signal-to-interference-plus-noise ratio (SINR)-based cell
association approaches. This work presents the foundations for a new breed of cellular networks
that can operate in three dimensions using drones.

1.4.7 Sum-Rate Analysis for HAP Drones with Tethered Balloon Relay

In addition, we investigate the use of interference alignment techniques for maximizing the sum-
rate of a relay-aided HAP drones wireless system when the CSI is not available. In particular, to
achieve the maximum sum-rate, we propose a DF scheme involving HAP drones, ground receivers,
and one relay with multiple antennas. In this scenario, we show that it is possible to achieve the
maximum possible sum-rate by exploiting the IA scheme. Moreover, we derive a closed-form
analytical expression for the capacity of an X channel with tethered balloon relay. Simulation
results verify our analytical results and show that a signi�cant sum-rate gain can be achieved by
using the proposed scheme.

1.5 List of Publications

As a byproduct of the above contributions, thus far, this dissertation has led to the following key
publications:
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Chapter 2

Ef�cient Deployment of Multiple
Unmanned Aerial Vehicles for Optimal
Wireless Coverage

2.1 Background, Related Works, and Contributions

As we discussed in Chapter 1, the use of wireless aerial platforms is a promising approach to
improve the performance of wireless communication networks. In particular, UAVs can act as
�ying base stations to enhance the coverage and rate performance of wireless networks in differ-
ent scenarios such as temporary hotspots and emergency situations [9]. In addition, mobile UAVs
can establish ef�cient communications with ground sensors for alarm messages delivery scenar-
ios [101]. Indeed, using UAVs as aerial base stations provides several advantages compared to the
terrestrial base stations. First, due to their higher altitude, aerial base stations have a higher chance
of line-of-sight (LoS) links to ground users. Second, UAVs can easily move and have a �exible
deployment, and hence, they can provide rapid, on-demand communications. Finally, using direc-
tional antennas, one can further enhance the UAV-based communications due to the possibility of
using effective beamforming schemes [102].

Despite the numerous advantages for using UAVs as �ying base stations, one must overcome a
number of technical challenges. These challenges include the optimal 3D deployment of UAVs,
energy limitations, interference management, and path planning [7, 9, 61, 101, 102]. In particular,
the deployment problem is of paramount importance as it highly impacts the energy consumption
as well as the interference generated by UAVs. However, only a limited number of existing litera-
ture have addressed the interplay between UAV deployment and wireless performance [7,9,29,61].
For instance, in [61], the use of multiple UAVs as wireless relays in order to provide service for
ground sensors is investigated. This work addressed the tradeoff between connectivity among the
UAVs and maximizing the area covered by the UAVs. However, the work in [61] does not consider
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the use of UAVs as aerial base stations and their mutual interference in downlink communications.
In [29], the authors used evolutionary algorithms in order to �nd the optimal placement of LAPs
and portable base stations for disaster relief scenarios. However, the model of [29] assumes that
overlapping LAPs' coverage areas is allowed by using inter-cell interference coordination (ICIC).
However, ICIC requires further communications between LAPs.

In this chapter, we investigate the optimal 3D deployment of multiple UAVs in order to maximize
the downlink coverage performance while using a minimum transmit power. Given a target ge-
ographical area, the coverage requirements of the ground users, and a number of UAVs that use
directional antennas, we develop a novel framework to determine the optimal 3D locations of the
UAVs. First, we derive the downlink coverage probability for a UAV as a function of the UAV's
altitude and the antenna gain. Next, using circle packing theory [93], we propose an ef�cient
deployment method which leads to the maximum coverage performance while ensuring that the
coverage areas of UAVs do not overlap. Our results show that, considering the size of the desired
area, the number of available UAVs and the gain (or beamwidth) of the directional antennas, the
altitude and locations of the UAVs can be appropriately adjusted for satisfying the coverage re-
quirements. In addition, our results reveal the minimum number of UAVs required to guarantee a
target coverage for a given geographical area.

The rest of this chapter is organized as follows. In Section 2.2, we present the system model
and describe the air-to-ground channel model. Section 2.3 presents the coverage analysis and the
proposed deployment method. In Section 2.4, we provide the simulation results, and Section 2.5
concludes the chapter.

2.2 System Model

Consider a circular geographical area of radiusRc, as illustrated in Figure 2.1, within whichM
UAVs must be deployed to provide wireless coverage for ground users located within the area. In
this model, we consider a stationary low altitude aerial platform such as quadrotor UAVs. The
UAVs are assumed to be symmetric having the same transmit power and altitude. We denote the
UAV's directional antenna half beamwidth by� B , and, thus, the antenna gain can be approximated
by [103]:

G =
�

G3dB;
� � B

2 � ' � � B
2 ;

g(' ); otherwise,
(2.1)

where' is the sector angle,G3dB � 29000
� 2

B
with � B in degrees, is the main lobe gain [104]. Also,

g(' ) is the antenna gain outside of the main lobe. For the air-to-ground channel modeling, a
common approach is to consider the LoS and non-line-of-sight (NLoS) links between the UAV and
the ground users separately [15]. Each link has a speci�c probability of occurrence which depends
on the elevation angle, environment, and relative location of the UAV and the users. Clearly, for
NLoS links the shadowing and blockage loss is higher than the LoS links. Therefore, the received
signal power from UAVj at a user's location can be given by [15]:
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Figure 2.1: System model.

Pr;j (dB) =
�

Pt + G3dB � LdB �  LoS; LoS link,
Pt + G3dB � LdB �  NLoS; NLoS link,

(2.2)

wherePr;j is the received signal power,Pt is the UAV's transmit power, andG3dB is the UAV
antenna gain in dB. Also,LdB is the path loss which for the air-to-ground communication is:

LdB = 10nlog
�

4�f cdj

c

�
; (2.3)

where f c is the carrier frequency,c is the speed of light,dj is the distance between UAVj
and a ground user, andn � 2 is the path loss exponent. Also, LoS � N (� LoS; � 2

LoS) and
 NLoS � N (� NLoS; � 2

NLoS) are shadow fading with normal distribution in dB scale for LoS and
NLoS links. The mean and variance of the shadow fading for LoS and NLoS links are(� LoS; � 2

LoS),
and(� NLoS; � 2

NLoS). As shown in [15], the variance depends on the elevation angle and type of the
environment as follows:

� LoS(� j ) = k1 exp(� k2� j ); (2.4)

� NLoS(� j ) = g1 exp(� g2� j ); (2.5)

where� j = sin � 1(h=dj ) is the elevation angle between the UAV and the user,k1, k2, g1, andg2 are
constant values which depend on environment. Finally the LoS probability is given by [15]:

PLoS;j = �
�

180
�

� j � 15
� 


; (2.6)

where� and
 are constant values re�ecting the environment impact. Note that, the NLoS proba-
bility is PNLoS;j = 1 � PLoS;j . Next, using this air-to-ground channel model, we derive the downlink
coverage probability and characterize an ef�cient scheme for deploying of multiple UAVs.
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2.3 Optimal Multi-UAV deployment

First, we �nd the coverage radius of each UAV in the presence of interference from other UAVs.
To this end, the coverage probability of a single UAV needs to be derived. Then, we propose an
ef�cient deployment strategy forM UAVs that maximizes the total coverage performance while
maximizing the coverage lifetime.

Theorem 1. The coverage probability for a ground user, located at a distancer � h:tan(� B=2)
from the projection of the UAVj on the desired area, is given by:

Pcov = PLoS;j Q
�

Pmin + L dB � Pt � G3dB + � LoS

� LoS

�

+ PNLoS;j Q
�

Pmin + L dB � Pt � G3dB + � NLoS

� NLoS

�
; (2.7)

wherePmin = 10 log
�
�N + � �I

�
is the minimum received power requirement (in dB) for a suc-

cessful detection,N is the noise power,� is the signal-to-interference-plus-noise-ratio (SINR)
threshold.�I is the mean interference power received from the nearest UAVk which is given by:
�I � Pt g(' k )

�
10

� � LoS;k
10 PLoS;k + 10

� � NLoS;k
10 PNLoS;k

� �
4�f cdk

c

� � n
. Also, Q(:) is theQ function.

Proof. The downlink coverage probability for a ground user considering the mean value of inter-
ference between UAVs can be written as:

Pcov = P
�

Pr;j

N + �I
� �

�
= P [Pr;j (dB) � Pmin]

= PLoS;j P [Pr;j (LoS) � Pmin ] + PNLoS;j P [Pr;j (NLoS) � Pmin ]
(a)
= PLoS;j P [ LoS � Pt + G3dB � Pmin � L dB ]

+ PNLoS;j P [ NLoS � Pt + G3dB � Pmin � L dB ]

(b)
= PLoS;j Q

�
Pmin + L dB � Pt � G3dB + � LoS

� LoS

�

+ PNLoS;j Q
�

Pmin + L dB � Pt � G3dB + � NLoS

� NLoS

�
; (2.8)

whereP[:] is the probability notation, andPmin = 10 log
�
�N + � �I

�
. Clearly, due to the use of

directional antennas, interference received from the nearest UAVk is dominant. Hence,�I can be
written as:

�I � PLoS;kE [Pr;k (LoS)] + PNLoS;kE [Pr;k (NLoS)]

= Ptg(' k)
h
10

� � LoS
10 PLoS;k + 10

� � NLoS
10 PNLoS;k

i �
4�f cdk

c

� � n

:

whereE[:] is the expected value over the received interference power. The mean interference
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is a reasonable approximation for the interference and leads to a tractable coverage probability
expression. In (2.8),(a) is a direct result of (8.1), and(b) comes from the complementary cu-
mulative distribution distribution function (CCDF) of a Gaussian random variable. Furthermore,
r � h:tan(� B=2) implies that a user can be covered only if it is in the coverage range of a direc-
tional antenna with beamwidth� B . This proves the theorem.

Note that, Theorem 1 provides the coverage probability for users located at any arbitrary ranger .
From Theorem 1, it is observed that changing the UAV's altitude impacts the coverage by affecting
several parameters including the distance between the UAV and users, LoS probability, and the
feasible coverage radius (r � h:tan( � B

2 )). For instance, increasing a UAV's altitude leads to a
higher path loss and LoS probability, as well as a higher feasible coverage radius. Clearly, in
the presence of interference, the UAVs need to increase their transmit power in order to meet the
coverage requirements. Furthermore, as the number of UAVs increases, the distance between the
UAVs decreases, and hence, the interference from the nearest UAV will increase. The coverage
radius of a UAV,ru, is the maximum range within which the probability that users are covered
by the UAV is greater than a speci�ed threshold (� ). Clearly, ru depends on the transmit power,
antenna beamwidth,� , number of UAVs, and UAVs' locations. Thus, the coverage radius is given
by:

ru = maxf r jPcov(r; P t ; � B ) � "g: (2.9)

Now, consider the geographical area of interest which should be covered by multiple UAVs. The
UAVs must be placed in a way to maximize the total coverage, and to avoid any overlapping in their
coverage areas. Furthermore, while maximizing the total coverage, each UAV must use a minimum
transmit power in order to maximize the coverage lifetime. The coverage lifetime is de�ned as the
maximum time that the UAVs can provide coverage for the given area.Now, assuming a circular
coverage area for each UAV, the problem can be formulated as follows:

(~r�
j ; h� ; r �

u)
i 2f 1;:::;M g

= arg max M:r 2
u; (2.10)

st: jj~rj � ~rk jj � 2ru; j 6= k 2 f 1; :::; M g; (2.11)

jj~rj + ru jj � Rc; (2.12)

ru � h:tan(� B=2); (2.13)

whereM is the number of UAVs,Rc is the radius of the desired geographical area,~rj is the vector
location of UAV j within the 2D plane of the desired area considering the center of the area as
the origin, andru is the maximum coverage radius of each UAV. Considering the optimization
problem in (2.10), constraint (2.11) ensures that no coverage overlap occurs, and (2.12) guarantees
that UAVs do not cover outside of the desired area. As a result, the potential interference between
UAVs will be avoided, and also, users located outside the given area (undesired area) will not be
affected by UAVs' transmissions.

Solving (2.10) is challenging due to the high number of unknowns and the nonlinear constraints.
We model this problem by exploiting the so-calledcircle packing problem[93]. In the circle
packing problem,M circles should be arranged inside a given surface such that the packing density
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Figure 2.2: Packing problem in a circle with 3 circles.

is maximized and none of the circles overlap. As an illustrative example, Figure 2.2 shows the
optimal packing of 3 equal circles inside a bigger circle. Also, Table 2.1 shows the radii of non-
overlapping small circles which lead to the maximum packing density for a given circular area
[93]. Clearly, the radius of each circle decreases as the number of circles increases. In Table 2.1,
the total coverage represents the maximum portion of the desired area which can be covered by
multiple circles. Note that, in general, the circle packing problem in a bounded area is known to be
intractable [93]. In particular, it is not possible to �nd a general packing strategy that is optimal for
any arbitraryM . Therefore, for each value ofM a speci�c packing strategy needs to be provided.
As an example, we derive the optimal packing method forM = 3. Consider a circular area with
radiusRc. Clearly, the packing density is maximized if the maximum distance between the farthest
circles is minimized. ForM = 3, all the circles tangent with each other if their centers are placed
on the vertices of a equilateral triangle. Hence, Figure 2.2 corresponds to the optimal placement.
Then, from Figure 2.2,x = r u

cos(30o ) and,

Rc = ru + x = ru

�
1 + 2p

3

�
! ru =

p
3Rc

2+
p

3
� 0:464Rc.

In our model, each circle corresponds to the coverage region of each UAV, and maximizing packing
density is related to maximizing the coverage area with non-overlapping smaller circles. Therefore,
given the radius of the desired area and the number of symmetric UAVs, we can determine the
required coverage radii of UAVs as well as their 3D locations which lead to the maximum coverage.
Subsequently, based on the required coverage range of each UAV (ru), the minimum transmit
power of UAVs can be computed. Note that, the UAV's altitude should be adjusted based on the
coverage radius and the antenna beamwidth by usingh = r u

tan( � B =2) .

Next, as a function of the number of UAVs, we derive an upper bound for the altitude which
guarantees the non-overlapping condition between the UAVs' coverage regions.

Proposition 1. Given M UAVs, andRc, the radius of the desired area, an upper bound for the
maximum UAVs' altitude for which the coverage overlap does not occur, is given by:
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Table 2.1: Covering a circular area with radiusRc using identical UAVs- thecircle packing in a
circle approach.

Number of UAVs Coverage radius of each UAV Maximum total coverage
1 Rc 1
2 0.5Rc 0.5
3 0.464Rc 0.646
4 0.413Rc 0.686
5 0.370Rc 0.685
6 0.333Rc 0.666
7 0.333Rc 0.778
8 0.302Rc 0.733
9 0.275Rc 0.689
10 0.261Rc 0.687

h �
qmRc

(2 + qm ) tan( � B
2 )

; (2.14)

whereqm is the maximum value of variableq 2 R that satis�es the following inequality:
�

sin� 1 (q=2)

�
q
p

3+
p

4� q2

q

�
+

p
12(1� M ) � 0.

Proof. The maximum packing density (D) that can be achieved for a circle, usingM equal smaller
circles, is upper bounded by [93]:

D �
Mq2

m

(2 + qm )2 : (2.15)

Also, clearly,D = Mr 2
u

R2
c

, and hence,Mr 2
u

R2
c

� Mq 2
m

(2+ qm )2 .

Finally, consideringru � qm Rc
(2+ qm ) , andtan( � B

2 ) = r u
h , we haveh � qm Rc

(2+ qm ) tan(
� B
2 )

.

Proposition 1, provides a necessary condition on the UAVs' altitude for avoiding an overlapping
coverage.

2.4 Simulation Results and Analysis

In our simulations, we consider the UAV-based communications over 2 GHz carrier frequency
(f c = 2 GHz) in an urban environment with� = 0:6, 
 = 0:11, k1 = 10:39, k2 = 0:05, g1 = 29:06,
g2 = 0:03, � LoS = 1 dB, � NLoS = 20 dB, andn = 2:5 [15]. Moreover, using Theorem 1 and (2.9),
the coverage radius of each UAV is computed based on� = 0:80, � = 5, andN = � 120dBm. Fur-
thermore, here, the maximum coverage time duration of the UAVs (coverage lifetime) is inversely
proportional to the transmit power of UAVs.

Figure 2.3 shows the total coverage and the coverage lifetime as a function of the number of UAVs
(M ) for Rc = 5000 m, and� B = 80o. In this �gure, the maximum achievable coverage while
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Figure 2.3: Total coverage and coverage lifetime versus number of UAVs forRc = 5000m.
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Figure 2.4: UAV's altitude versus number of UAVs.

maximizing the coverage lifetime is shown for different number of UAVs. Clearly, by increasing
the number of UAVs, the coverage lifetime increases due to the decrease in the transmit power of
each UAV. In Figure 2.3, for the given area with a radius 5000 m, a single UAV has the maximum
coverage performance. However, in this case, the single UAV has a minimum coverage lifetime.
Therefore, depending on the size of the area, coverage and coverage lifetime requirements, an
appropriate number of UAVs needs to be deployed.

Figure 3.11 illustrates the optimal UAVs' altitude versus the number of UAVs. Clearly, the altitude
of UAVs should be decreased as the number of UAVs increases. For higher number of UAVs, to
avoid overlapping between the coverage regions of the UAVs, the coverage radius of UAVs must be
decreased by reducing their height according toh = r u

tan( � B =2) . As shown, by doubling the number
of UAVs from 3 to 6, the optimal altitude is reduced from 2000 m to 1300 m. Furthermore, the
optimal altitude is lower for higher antenna beamwidths.
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Figure 2.5: Number of required UAVs versus radius of desired area.

Figure 2.5 shows the minimum required number of UAVs in order satisfy the coverage require-
ment of the given geographical area. In this �gure, the coverage threshold corresponds to the
minimum portion of the given area which needs to be covered by the UAVs. This result is based
on Pt = 35 dBm, � B = 80o, and optimal altitudes subject toh < 5000 m. Interestingly, to satisfy
at least 0.7 coverage requirement with a maximum coverage lifetime, either one UAV or more
than 6 UAVs are required. In other words, for 1<M< 7, the 0.7 coverage performance cannot
be achieved. In general, as the size of the desired area increases, more UAVs are needed to meet
the coverage requirement. Clearly, forRc< 5400 m, using a single UAV can satisfy a 0.6 cover-
age threshold. However, for a larger target area, more UAVs must be used to reach the coverage
threshold. Therefore, the optimal number of UAVs for an ef�cient system design is signi�cantly
dependent on the coverage requirement, and the size of geographical area.

2.5 Summary

In this chapter, we have studied the optimal deployment of multiple UAVs equipped with direc-
tional antennas used as aerial base stations. First, the downlink coverage probability was derived
based on the probabilistic LoS/NLoS links and considering the shadow fading. Next, given a de-
sired geographical area which needs to be covered by multiple UAVs, an ef�cient deployment
approach was proposed based on the circle packing theory that leads to a maximum coverage
while each UAV uses a minimum transmit power. The results have shown that, the optimal alti-
tude and location of the UAVs can be determined based on the number of available UAVs and the
gain/beamwidth of the directional antennas.



Chapter 3

Mobile Unmanned Aerial Vehicles for
Energy-Ef�cient Internet of Things
Communications

3.1 Background, Related Works, and Contributions

As previously discussed in Section 1.1.3, compared to the terrestrial base stations, the advantage of
using UAV-based aerial base stations is their ability to provide on-demand communications. Fur-
thermore, the high altitude of UAVs enables them to effectively establish line-of-sight (LoS) com-
munication links thus mitigating signal blockage and shadowing. Due to their adjustable altitude
and mobility, UAVs can move towards potential ground users and establish reliable connections
with a low transmit power. Hence, they can provide a cost-effective and energy-ef�cient solution
to collect data from ground mobile users that are spread over a geographical area with limited
terrestrial infrastructure.

Indeed, UAVs can play a key role in the Internet of Things which is composed of small, battery-
limited devices such as sensors, and health monitors [21, 37]. These devices are typically unable
to transmit over a long distance due to their energy constraints [21]. In such IoT scenarios, UAVs
can dynamically move towards IoT devices, collect the IoT data, and transmit it to other devices
which are out of the communication ranges of the transmitters [21]. In this case, the UAVs play
the role of moving aggregators or base stations for IoT networks [4]. However, to effectively use
UAVs for the IoT, several challenges must be addressed such as optimal deployment, mobility and
energy-ef�cient use of UAVs as outlined in [5] and [7].

In [26], the authors investigated the optimal trajectory of UAVs equipped with multiple antennas
for maximizing sum-rate in uplink communications. The work in [79] maximizes the throughput
of a relay-based UAV system by jointly optimizing the UAV's trajectory as well as the source/relay
transmit power. However these works considered a single UAV in their models. In [7], we inves-
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tigated the optimal deployment and movement of a single UAV for supporting downlink wireless
communications. However, this work was restricted to a single UAV and focused on the downlink
without accounting for IoT devices. The work in [105] provided a comprehensive downlink cov-
erage analysis for a network in which a �nite number of UAVs serve the ground users. In [38],
the authors used UAVs to ef�ciently collect data and recharge the clusters' head in a wireless sen-
sor network which is partitioned into multiple clusters. However, this work is limited to a static
sensor network, and does not investigate the optimal deployment of the UAVs. While the energy
ef�ciency of uplink data transmission in a machine-to-machine (M2M) communication network
was investigated in [106] and [107], the presence of UAVs was not considered. In fact, none of
the prior studies in [4, 5, 7, 8, 10, 11, 21, 26, 37, 38, 79, 105–107], addressed the problem of jointly
optimizing the deployment and mobility of UAVs, device association, and uplink power control
for enabling reliable and energy-ef�cient communications for IoT devices. In this chapter, we pro-
vide a comprehensive analysis on the joint optimal 3D deployment of aerial base stations, device
association, and uplink power control in an IoT ecosystem.

In this chapter, we introduce a novel framework for optimized deployment and mobility of multi-
ple UAVs for the purpose of energy-ef�cient uplink data collection from ground IoT devices. In
particular, we consider an IoT network in which the IoT devices can be active at different time
instances. To minimize the total transmit power of these IoT devices, given device-speci�c signal-
to-interference-plus-noise-ratio (SINR) constraints, we propose an ef�cient approach to jointly and
dynamically �nd the UAVs' locations, the association of devices to UAVs, and the optimal uplink
transmit power. Our proposed framework is composed of two key steps. First, given the loca-
tions of the IoT devices, we propose a solution for optimizing the deployment and association of
the UAVs. In this case, we solve the formulated problem by decomposing it into two subprob-
lems which are solved iteratively. In the �rst subproblem, given the �xed UAVs' locations, we
�nd the jointly optimal device-UAV association and the devices' transmit power. In the second
subproblem, given the �xed device association, we determine the joint 3D UAVs' locations. For
this subproblem, we transform the non-convex continuous location optimization problem to a con-
vex form and provide tractable solutions. Next, following our proposed algorithm, the results of
solving the second subproblem are used as inputs to the �rst subproblem for the next iteration.
Here, we show that our proposed approach leads to an ef�cient solution with a reasonable accu-
racy compared to the global optimal solution that requires signi�cant overhead. Clearly, the UAVs'
locations and the device association that we obtain in this �rst step will depend on the locations of
active IoT devices.

In the second step, we analyze the IoT network over a time period during which the set of active
devices changes. In this case, we present a framework for optimizing the UAVs' mobility by al-
lowing them dynamically update their locations depending on the time-varying devices' activation
process. First, we derive the closed-form expressions for the time instances (update times) at which
the UAVs must move according to the activation process of the devices. Next, using the update
time results, we derive the optimal 3D UAVs' trajectory such that the total movement of the UAVs
while updating their locations is minimized. Our simulation results show that, using the proposed
approach, the total transmit power of the IoT devices can be signi�cantly reduced compared to a
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case in which stationary aerial base stations are deployed. The results also verify our analytical
derivations for the update times and reveal an inherent tradeoff between the number of updates,
the mobility of the UAVs, and transmit power of the IoT devices. In particular, it is shown that a
higher number of updates leads to lower transmit powers for the IoT devices at the cost of higher
UAVs' energy consumptions.

The rest of this chapter is organized as follows. In Section 3.2, we present the system model and
problem formulation. Section 3.3 presents the optimal deployment of UAVs and device association.
In Section 3.4, we address the mobility and update time of the UAVs. In Section 3.5 we provide
the simulation and analytical results, and Section 3.6 draws some conclusions.

3.2 System Model and Problem Formulation

Consider an IoT system consisting of a setL = f 1; 2; :::; Lg of L IoT devices. Examples of such
devices include various types of sensors used for environmental monitoring, smart traf�c control,
and smart parking devices. In this system, a setK = f 1; 2; :::; K g of K rotary wing UAVs must
be deployed to collect the data from the ground IoT devices. These UAVs can dynamically move,
when needed, to effectively serve the IoT devices using uplink communication links. Here, the
termservedby a UAV implies that the uplink SINR is above the threshold and, thus, the UAV can
successfully collect data from the ground IoT device. In our model, we assume that the devices
transmit their data to the UAVs in the uplink using frequency division multiple access (FDMA)
over R orthogonal channels. LetEmax be the maximum energy that each UAV can spend on its
movement. The locations of devicei 2 L and UAV j 2 K are, respectively, given by(x i ; yi )
andv j = ( xuav

j ; yuav
j ; hj ) as shown in Fig. 3.1. In our model, we consider a centralized network

in which the locations of the devices and UAVs are known to a control center located at a central
cloud server. The cloud server will determine the UAVs' locations, device association, and the
transmit power of each IoT device.

We analyze the IoT network within a time interval[0; T] during which the IoT devices can be
active at different time instances and must be served by the UAVs at some pre-de�ned time slots.
At the beginning of each slot, the positions of the UAVs as well as the device-UAV association
are updated based on the locations of currently active devices that are assumed to be known to the
cloud center1. Hereinafter, the time instance at which the UAVs' locations and associations are
jointly updated, is referred to as theupdate time. The update times are denoted bytn , 1 � n � N ,
with N being the number of updates. At each update timetn , based on the location of active
devices, the optimal UAVs' locations and the corresponding association must be determined for
effectively serving the ground devices. Here, the IoT devices that become active during[tn� 1; tn )
are served by the UAVs during the time period[tn ; tn+1 ). Note that, during[tn� 1; tn ), the UAVs'
locations and their device association do not change until the next update time,tn . Clearly, since
at different update times, a different subset of devices might be active, the locations of the UAVs

1We consider static IoT devices in delay-tolerant applications which their �xed locations and activation patterns
are known to the cloud center.
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probability is given by [5,7,8]:

P ij
LoS =

1
1 +  exp(� � [� ij �  ])

; (3.1)

where and� are constant values which depend on the carrier frequency and type of environment

such as rural, urban, or dense urban, and� ij is the elevation angle. Clearly,� = 180
� � sin� 1

�
h j

dij

�
,

wheredij =
q

(x i � xuav
j )2 + ( yi � yuav

j )2 + h2
j is the distance between devicei and UAV j .

From (8.2), we can see that by increasing the elevation angle or increasing the UAV altitude,
the LoS probability increases. The path loss model for LoS and non-line-of-sight (NLoS) links
between devicei and UAV j is given by [5] and [8]:

L ij =

8
<

:

� 1

�
4�f cdij

c

� �
; LoS link;

� 2

�
4�f cdij

c

� �
; NLoS link;

(3.2)

wheref c is the carrier frequency,� is the path loss exponent,� 1 and� 2 (� 2 > � 1 > 1) are the
excessive path loss coef�cients in LoS and NLoS cases, andc is the speed of light. Note that,
the NLoS probability isP ij

NLoS = 1 � P ij
LoS. Typically, given only the locations of the UAVs and

devices, it is not possible to exactly determine which path loss type (LoS/NLoS) is experienced by
the device-UAV link. In this case, the path loss average considering both LoS and NLoS links can
be used for the device-UAV communications [5] and [8]. Now, using (8.2) and (3.2), the average
path loss between devicei and UAV j can be expressed as:

�L ij = P ij
LoS� 1

�
4�f cdij

c

� �

+ P ij
NLoS � 2

�
4�f cdij

c

� �

=
�
P ij

LoS� 1 + P ij
NLoS � 2

�
(K odij )� ; (3.3)

whereK o = 4�f c
c . Clearly, the average channel gain between the UAV and the device is�gij = 1

�L ij
.

Note that, by using the average channel gain, there is no need to account for LoS and NLoS links
separately, and, hence, the SINR expressions become more tractable. Therefore, we use the average
channel gain to model the interference and desired links for all device-UAV communications while
computing the SINRs.

3.2.2 IoT Device Activation Model

Indeed, the activation of IoT devices depends on the services that they are supporting. For instance,
in some applications such as weather monitoring, smart grids, or home automation, the IoT devices
need to report their data periodically. However, the IoT devices can have random activations in
health monitoring, or smart traf�c control applications. Therefore, the UAVs must be properly
deployed to collect the IoT devices data while dynamically adapting to the activity patterns of
these devices. Naturally, the optimal locations of the UAVs and their update times depend on the
activation process of the IoT devices. Here, we consider two activation models. In the �rst model,
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the IoT devices are randomly activated, as in smart traf�c control applications. In this case, the
concurrent transmissions of a massive number of devices within a short time duration can lead to
a bursty traf�c as pointed out in [108] and [109]. In fact, when massive IoT devices attempt to
transmit within a short time period, the arrival patterns become more bursty [110]. Thus, 3GPP
suggests abetadistribution to capture this traf�c characteristic of IoT devices [111]. In this case,
each IoT device will be active at timet 2 [0; T] following the beta distribution with parameters�
and! [109–111]:

f (t) =
t � � 1(T � t)! � 1

T � + ! � 1B(�; ! )
; (3.4)

where [0; T] is the time interval within which the IoT devices can be active, andB(�; ! ) =R1
0 t � � 1(1 � t)! � 1dt is the beta function with parameters� and! [112].

In addition, IoT devices such as smart meters typically report their data periodically rather than
randomly. For such devices, the activation process is deterministic and assumed to be known in
advance. In such case, we assume that devicei becomes active each� i seconds during[0; T] time

duration. Clearly, the number of activations for a devicei during[0; T] is
j

T
� i

k
.

3.2.3 Channel Assignment Strategy

Here, given only the devices' locations, a practical channel assignment approach is to assign differ-
ent channels to devices which are located in proximity of each other. This approach signi�cantly
mitigates the possibility of having strong interference between two closely located devices. For
the channel assignment problem, we have adopted a constrainedK-mean clusteringstrategy [113],
which is an ef�cient distance-based clustering approach in which a set of given points are grouped
into K clusters based on their proximity. In this case, given the number of active devices,Ln , and
the number of orthogonal channels,R � Ln , we group the devices based on proximity, and assign
different channels to devices which are in the same group.

Now, we present our optimization problem to �nd the UAVs' locations, device association, and
transmit power of IoT devices at each update timetn during[0; T]:

(OP):

min
v j ;c;P

L nX

i =1

Pi ; 8i 2 L n ; 8j 2 K ; (3.5)

s.t.
Pi �gic i (v ci )P

k2Z i

Pk �gkci (v ci ) + � 2
� 
; (3.6)

0 < P i � Pmax; (3.7)

whereLn is the total number of active devices at update timetn , andL n is the set of devices'
index. P is the transmit power vector with each elementPi being the transmit power of device
i . Also, v j is the 3D location of UAVj , andc is the device association vector with each element
ci being the index of the UAV that is assigned to devicei . Pmax is the maximum transmit power
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3.3 UAV Deployment and Device Association with Power con-
trol

Here, given the locations of active IoT devices, we minimize the total transmit power of the devices
by solving (3.5). Clearly, the UAVs' locations and the device association are mutually dependent.
In particular, to �nd the device association, the locations of the UAVs must be known. Moreover,
the UAVs' locations cannot be optimized without knowing the device association.

Therefore, we decompose(OP) into two subproblems that will be solved iteratively. In the �rst
subproblem, given the locations of the UAVs, we �nd the optimal device association and the trans-
mit power of the devices such that the uplink SINR requirements of all active devices are satis�ed
with a minimum total transmit power. In the second subproblem, given the device association re-
sulting from the �rst subproblem, we determine the optimal locations of the UAVs for which the
transmit power of the devices is minimized. Note that, this is an iterative process in which the
results of each subproblem are used in the other subproblem for the next iteration. These compu-
tations are performed by the control center until the 3D UAVs' locations, device association, and
transmit power of the devices are obtained.

Note that, given the limited number of available orthogonal channels, the interference between
the devices will depend on the number of active devices at each update time. Clearly, there is no
interference when the number of active devices at timetn is less than the number of orthogonal
channels, or equivalentlyLn � R. Given that, in the interference-free scenario, one can provide
a more tractable analysis, here, for the deployment and association steps. Therefore, we will
investigate the interference and interference-free scenarios, separately.

3.3.1 Device Association and Power Control

Here, given initial locations of the UAVs, we aim to �nd the optimal device association as well as
the transmit power of each IoT device such that the total transmit power used for successful uplink
communications is minimized.

Interference scenario

In the presence of uplink interference whenLn > R , the power minimization problem at update
time tn will be given by:

(P1-a):

min
c;P

L nX

i =1

Pi ; 8i 2 L n ; 8j 2 K ; (3.8)

s.t.
Pi �gic iP

k2Z i

Pk �gkci + � 2
� 
; (3.9)
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0 < P i � Pmax: (3.10)

To solve(P1-a), we need to jointly �nd the optimal device association and the transmit power of
all active devices under the SINR constraints for the given UAVs' locations. Clearly, given the
�xed UAVs' locations, optimization variables are the device association and the transmit power of
the devices. Note that, satisfying the SINR requirement of each device signi�cantly depends on
the distance and altitude of its serving UAV. Therefore, the feasibility of the optimization problem
in (3.8) depends on the locations of the UAVs. Next, we derive an upper bound and a lower bound
for the altitude of serving UAVj as a function of its distance from devicei .

Proposition 2. The lower and upper bounds for the altitude of a UAVj needed to serve a device
i (meeting its SINR requirement), are given by:

dij sin
�

1
�

ln
�

 Q
1 � Q

�
+  

�
� hj �

�
Pmax


K �
o � 2� 1

� 1=�

; (3.11)

wheredij is the distance between UAVj and devicei , andQ = Pmax

d �

ij K o
� � 2 (� 1 � � 2 ) � � 2

� 1 � � 2
.

Proof. Let I i be the cumulative interference from interfering devices on devicei , then:

SINRi =
Pi �gij

I i + � 2
� 
;

d�
ij �

Pi


K �
o (I i + � 2)

�
� 1P ij

LoS + � 2P ij
NLoS

� �
Pmax


K �
o � 2

�
� 1P ij

LoS + � 2(1 � P ij
LoS)

� ;

P ij
LoS �

Pmax


d �
ij K �

o � 2 (� 1 � � 2)
�

� 2

� 1 � � 2
;

consideringQ =
Pmax


d �
ij K �

o � 2 (� 1 � � 2)
�

� 2

� 1 � � 2
; and using equation (8.2);

� ij

(a)
�

1
�

ln
�

 Q
1 � Q

�
+  ;

hj � dij sin
�

1
�

ln
�

 Q
1 � Q

�
+  

�
; (3.12)

where(a) stems from (8.2). Also, we have:

d�
ij �

Pmax


K �
o � 2

�
� 1P ij

LoS + � 2(1 � P ij
LoS)

�
(b)
�

Pmax


K �
o � 2� 1

; (3.13)

where in(b) we considerPLoS = 1 which is equivalent tohj = dij . Finally,

hj �
�

Pmax


K �
o � 2� 1

� 1=�

: (3.14)

Clearly, (3.12) and (3.14) prove the proposition.
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Proposition 2 provides the necessary conditions for the UAV's altitude needed in order to be able
to serve the IoT device. From (3.11), the minimum altitude must increase as the distance increases.
In other words, the UAV's altitude needs to be adjusted based on the distance such that the eleva-

tion angle between the device and the UAV exceeds1
� ln

�
 Q

1� Q

�
+  . Furthermore, as expected,

the maximum altitude of the UAVs signi�cantly depends on the maximum transmit power of the
devices as given in (3.14).

Now, given the �xed UAVs' locations, problem(P1-a)corresponds to the problem of joint user as-
sociation and uplink power control in the terrestrial base station scenario. The algorithm presented
in [114] and [115] leads to the global optimal solution to the joint user association and uplink
power control under the SINR and maximum transmit power constraints. As a result, the optimal
transmit power of users and the base station association for which the total uplink transmit power
is globally minimized, is determined. In problem(P1-a), the IoT devices correspond to the users,
and �xed positioned UAVs correspond to the terrestrial base stations. For our case, this algorithm,
as given in Algorithm 1, will proceed as follows. We start with an initial value for transmit power
of all active devices in step 3. Then, in step 6 we compute� (t )

ij at iterationt. In this case,� (t )
ij repre-

sents the minimum required transmit power of devicei to reach an SINR of 1 while connecting to
UAV j , given the �xed transmit power of other devices. In step 7, we �nd the minimum transmit
power of devicei if it connects to the best UAV. Then, the index of the best UAV which is assigned
to devicei is given in step 8. In step 7 we update the transmit power of devicei in order to achieve
an SINR of
 . Steps 6 to 7 must be repeated for all devices to obtain the optimal transmit power
and the device association vectors.

Algorithm 1 Iterative algorithm for joint power control and device-UAV association
1: Inputs: Locations of UAVs and IoT devices
2: Outputs: Device association vector (c), and transmit power of all devices (P ).

3: Sett = 0 , and initializeP (0) =
�

P (0)
1 ; :::; P (0)

K

�
.

4: De�ne � (t )
ij =

� 2+
P

k 2Z i

P ( t )
k �gkj

�gij
.

5: ComputeSi (P (t ) ) = min
j 2K

� (t )
ij .

6: Find ci (P (t ) ) = arg min
j 2K

� (t )
ij .

7: UpdateP (t+1)
i = min

n

S i (P (t ) ); Pmax

o
; 8i 2 L n :

8: Repeat steps 6 to 7 for all devices untilP (t ) converges.

9: P = P (t ) , c =
h
ci (P (t ) )

i
; 8i 2 L n .

As shown in [114], after several iterations this algorithm quickly converges to the global optimal
solution if the SINR of each device is equal to
 . Hence, by solving(P1-a), we are able to �nd the
optimal transmit power of the devices and the device association for any given �xed locations of
the UAVs. Then, the device association and transmit power of the devices will be used as inputs
for solving the second subproblem in which the UAVs' locations need to be optimized. Next, we



Mohammad Mozaffari Chapter 3. 43

investigate the device association and power control problem in an interference-free scenario.

Interference-free scenario

At each update timetn , if the number of active devices is lower than the number of orthogonal
channels or equivalentlyLn � R, there will be no interference between the devices. Unlike in
the interference scenario, here, the transmit power of each device can be computed only based on
the channel gain between the device and its serving UAV. Therefore, considering (3.3), and (3.6)
without interference, the minimum transmit power of devicei in order to connect to UAVj is
Pi = 
� 2 �L ij . In this case, given the locations of the UAVs (�xed for allv j ), �L ij is known for
all devices and problem(P1-a)can be simpli�ed. Hence, the optimal association problem under
minimum power in the interference-free scenario will be:

(P1-b):

min
A ij

KX

j =1

L nX

i =1

A ij
�L ij ; (3.15)

s:t :
KX

j =1

A ij = 1; 8i 2 L n ; (3.16)

A ij
�L ij �

Pmax


� 2
; A ij 2 f 0; 1g; 8i 2 L n ; j 2 K ; (3.17)

where �L ij is the average path loss between devicei and UAV j , which is known, give the loca-
tions of the UAV and the device.A ij is equal to 1 if devicei is assigned to UAVj , otherwiseA ij

will be equal to 0. Clearly, the optimization problem in (3.15) is an integer linear programming
(ILP). In general, this problem can be solved by using standard ILP solution methods such as the
cutting plane. However, these solutions might not be ef�cient as the size of the problem grows. In
particular, due to the potentially high number of IoT devices, a more ef�cient technique for solv-
ing (3.15) is needed. Here, we transform problem (3.15) to a standard assignment problem [116]
which can be solved in polynomial time. In the assignment problem, the objective is to �nd the
optimal one-to-one assignment between two sets of nodes with a minimum cost. In our problem,
the devices and the UAVs can be considered as two sets of nodes that need to be assigned to each
other with an assignment cost ofL ij between nodesi andj . However, compared to the classical
assignment problem,(P1-b) has an additional constraint in (3.17) which results from the transmit
maximum power constraint. This constraint indicates that devicei cannot be assigned to UAVj if
�L ij > Pmax


� 2 . Therefore, in the assignment problem we can considerL ij = + 1 to avoid assigning
devicei to UAV j when �L ij > Pmax


� 2 that implies the constraint in (3.17) is violated. Subsequently,
using the updated assignment costs,L ij , problem(P1-b) will be transformed to the classical as-
signment problem which can be solved using the Hungarian method with a time complexity of
O((LnK )3) [117]. We note that, in absence of interference, problems(P1-a)and(P1-b) have the
same solution. Next, we present the second subproblem of the original optimization problem (3.5)
in order to optimize the UAVs' locations.
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3.3.2 Optimal Locations of the UAVs

In this section, given the optimal device association, our goal is to �nd the optimal locations of the
UAVs for which the total transmit power of the devices is minimized. In other words, considering
the mobile nature of the UAVs, we intelligently update the location of each UAV based on the
location of its associated IoT devices.

Interference scenario

In this scenario, given the UAV-device associations, the optimization problem to �nd the 3D loca-
tions of the UAVs and the transmit power of the devices will be:

(P2-a):

min
v j ;P

L nX

i =1

Pi ; 8i 2 L n ; 8j 2 K ; (3.18)

s.t.
Pi �gij (v j )P

k2Z i

Pk �gkj (v j ) + � 2
� 
; (3.19)

0 < P i � Pmax; (3.20)

wherev j = ( xuav
j ; yuav

j ; hj ) indicates the 3D location of UAVj . Clearly, the channel gains used
in (3.19) depend on the locations of the UAVs. Note that, according to (8.2) and (3.3),�gij (v j ) is
a non-convex function ofv j . Consequently, constraint (3.19) is also non-linear and non-convex.
Furthermore, the transmit power of the devices and the UAVs' locations are mutually dependent.
On the one hand, the location of each UAV must be determined such that its associated devices can
connect to it with a minimum transmit power. On the other hand, the UAV's location will impact the
amount of interference received from other interfering devices. Indeed, solving the optimization
problem in(P2-a)is challenging as the problem is highly non-linear and non-convex. In particular,
the complexity of this problem stems from the mutual dependence between the transmit power of
the devices and the locations of the UAVs.

Our proposed approach to solve(P2-a)is based on optimizing the location of each UAV separately.
Note that, using the results of(P1-a), for each UAV, the associated and non-associated devices and
their transmit power,P �

i , are known. Our proposed solution proceeds as follows. The cloud starts
by considering a single UAV and then optimizing its location given the �xed transmit power for
the non-associated devices. Then, the cloud updates the transmit power of the associated devices
according to the new location of their serving UAV. Hence, at each step, the location of a UAV and
the transmit power of its associated devices are updated. At each iteration, after �ndingP �

i , we
setPmax = P �

i for the next iteration. This ensures that the transmit power of the devices does not
increase during the iterative process. The entire process is repeated by the cloud for all UAVs one-
by-one, until the transmit power of the devices cannot be further reduced by changing the UAVs'
locations. Note that, at each step, one must determine the optimal location of each UAV such that
the total transmit power of its associated devices is minimized.
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Now, let Cj be the set of devices' index associated to UAVj . Given (3.3), (3.18), and (3.19), the
optimal location of UAVj can be determined by solving the following problem:

min
v j

X

i 2Cj

Fi (v j ); (3.21)

s.t. Fi (v j ) = 

�
� 1P ij

LoS + � 2P ij
NLoS

�
(K odij )�

2

4
X

k2 Z i

Pk�
� 1P kj

LoS + � 2P kj
NLoS

�
(K odkj )�

+ � 2

3

5;

(3.22)

Fi (v j ) � P �
i ; 8i 2 Cj ; (3.23)

Note that,P ij
LoS, P kj

LoS, dkj , anddij depend on the locations of UAVs(v j ). Also, (3.23) guarantees
that the transmit power of each device is reduced by updating the location of serving UAV.

Clearly, (3.21), (3.22), and (3.23) are non-linear and non-convex. Considering the fact that the
objective function and constraints are twice differentiable, we convert (3.21) to a quadratic form
which can be solved using ef�cient techniques. In particular, we adopt the sequential quadratic
programming (SQP) method as one of the most powerful algorithms for solving large scale and
constrained differentiable non-linear optimization problems [118]. Clearly, considering the high
non-linearity of (3.22) as well as the large number of constraints, the SQP is a suitable method for
solving our optimization problem. In the SQP method, the objective function is approximated by
a quadratic function, and the constraints are linearized. Subsequently, the optimization problem is
solved by solving multiple quadratic subproblems. In our optimization problem, to �nd the optimal
location of UAV j , v j;k , we start with an initial pointv j;k (starting withk = 0). Then, we use the
�rst order necessary optimality or Karush-Kuhn-Tucker (KKT) conditions to �nd the Lagrangian
variables. In particular, we use:

r L(v j;k ; � k) =
X

i 2Cj

r Fi (v j;k ) + r w i (v j;k )� k = 0; (3.24)

whereL(v j;k ; � k) =
P

i 2Cj

Fi (v j;k ) + � T w(v j;k ) is the Lagrangian function,� k is the vector of

Lagrangian variables, andw(v j;k ) is a vector of functions with each element beingw i (v j;k ) =
(Fi (v j;k ) � P �

i ). Then, givenv j;k , we determine the Lagrange variables by [118]:

� k = �
�
w i (v j;k )T r w i (v j;k )

� � 1
r w i (v j;k )T

X

i 2Cj

r Fi (v j;k ): (3.25)

In the next step, we updatev j;k +1 = v j;k + dk , wheredk is the solution to the following quadratic
programming problem:

dk = arg min
d

X

i 2Cj

r Fi (v j;k )T d +
1
2

dT r 2 [L(v j;k ; � k)] d; (3.26)
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s.t. Fi (v j;k ) + r Fi (v j;k )T d � P �
i � 0; 8i 2 Cj ; (3.27)

where,r andr 2 indicate the gradient and Hessian operations. Clearly, (3.26) is an inequality con-
strained quadratic programming. Moreover, it can be shown that the Hessian matrix,r 2 [L(v; � k)],
is not positive semide�nite, and, hence, (3.26) is non-convex in general. In this case, the two pos-
sible solution approaches are the active set, and the interior point methods. Typically, the active
set method is preferred when the Hessian matrix is moderate/small and dense. The interior point,
however, is a suitable approach when the Hessian matrix is large and sparse [119]. In our problem,
due to the potential possible high number of active devices, the number of constraints can be high.
Therefore, the Hessian matrix,r 2 [L(v j;k ; � k)], is large and sparse, and, hence, the interior point
method is used.

Finally, based on (3.24)-(3.27), the optimal location of each UAV(v j ), given the �xed device asso-
ciation, will be determined. Next, we address the UAVs' location optimization in an interference-
free scenario.

Interference-free scenario

In the absence of interference, we are able to provide tractable analysis on the UAVs' locations
optimization. Considering� = 2 for LoS ground-to-air propagation [8], the optimal locations of
the UAVs will be given by:

(P2-b):
min

v j

X

i 2Cj

K 2
o � 2


�
� 1P ij

LoS + � 2P ij
NLoS

�
dij

2; (3.28)

s.t.
�
� 1P ij

LoS + � 2P ij
NLoS

�
d2

ij �
Pmax

K 2
o � 2


; 8i 2 Cj : (3.29)

This optimization problem is non-convex overv j = ( xuav
j ; yuav

j ; hj ). However, given any altitude
hj , we can provide a tractable solution to this problem. First, givenhj , we consider the following
function that is used in (3.28):

q(dij ) = K 2
o � 2


�
� 1P ij

LoS + � 2P ij
NLoS

�
d2

ij : (3.30)

Clearly, considering the fact that0 � P ij
LoS � 1, andP ij

NLoS = 1 � P ij
LoS, we have:

K 2
o � 2
� 1d2

ij � q(dij ) � K 2
o � 2
� 2d2

ij : (3.31)

From (9.54), we can see thatq(dij ) is bounded between two quadratic functions that each is linearly
proportional tod2

ij . Now, using the least square estimation method, we �nd the coef�cients� 1 and
� 2 such that, given anyhj , q(dij ) is approximated by the following convex quadratic function:

q(dij ) � � 1d2
ij + � 2: (3.32)
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Figure 3.3: Error in the objective function approximation.

where� 1 and� 2 are altitude dependent coef�cients. Note that, using the quadratic approximation,
the solution of (3.28) becomes more tractable.

Fig. 3.3 shows the error in the objective function (3.28) due the quadratic approximation. As we
can see from Fig. 3.3 which is obtained based on the parameters in Table 3.1, the error is less than
4% for different UAVs' altitudes.

Now, in constraint (3.29), we considerD =
�
� 1P ij

LoS + � 2P ij
NLoS

�
d2

ij . Clearly,D is an increasing
function ofdij since� 1 � � 2 < 0, and for a �xed altitude, LoS probability is a decreasing function
of distance. Therefore, usingdij

2 = ( x i � xuav
j )2 + ( yi � yuav

j )2 + h2
j , and (3.32), for any givenhj

we can write the optimization problem (3.28) as:

min
xuav

j ;yuav
j

X

i 2Cj

(xuav
j � x i )

2 + ( yuav
j � yi )

2 + hj
2; (3.33)

s.t. (xuav
j � x i )2 + ( yuav

j � yi )2 + h2
j � � 2 � 0; 8 i 2 Cj ; andj 2 K : (3.34)

where" = f djK 2
o � 2
 (� 1PLoS + � 2PNLoS) d2 = Pmaxg. Next, we derive the solution to problem

(3.33) that corresponds to �nding the optimal UAVs' locations.

Theorem 2. The solution to (3.33) is given bys� = ( xuav
j

� ; yuav
j

� ) = � P ( � ) � 1Q(� ) , with the
vector� that maximizes the following concave function:

max
�

1
2

Q(� )T P (� ) � 1Q(� ) + r (� ); (3.35)

s.t. � � 0; (3.36)

whereP (� ) = P o +
jCj jP

i =1
� i Pi , Q( � ) = Qo +

jCj jP

i =1
� i Qi andr (� ) = ro +

jCj jP

i =1
� i r i , with P o, Qo, ro,

P i , Q i , andr i given in the proof.
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Proof. As we can see from (3.33), the optimization problem is a quadratically constrained quadratic
program (QCQP) whose general form is given by [120]:

min
s

1
2

sT P os + QT
o s + ro; (3.37)

s.t.
1
2

sT P i s + QT
i s + r i ; i 2 Cj : (3.38)

Given (3.33) and (3.34), we have:

P o =
�

2jCj j 0
0 2jCj j

�
, P i =

�
2 0
0 2

�
, Qo =

�

� 2
jCj jP

i =1
x i � 2

jCj jP

i =1
yi

� T

, Q i =
�

� 2x i � 2yi
� T

.

Also, ro =
jCj jP

i =1
x2

i +
jCj jP

i =1
y2

i , andr i = x2
i + y2

i + h2
j � � 2 with " = f djK 2

o � 2
 (� 1PLoS + � 2PNLoS) d2 =

Pmaxg. Note that,P o andP i are positive semide�nite matrices, and, hence, the QCQP problem in
(3.37) is convex. Now, we write the Lagrange dual function as:

f (� ) = inf
s

�
1
2

sT P os + QT
o s + ro +

X

i

� i

�
1
2

sT P i s + QT
i s + r i

��

= inf
s

�
1
2

sT P (� )s + Q(� )T s + r (� )
�

: (3.39)

Clearly, by taking the gradient of the function inside the in�mum with respect tos, we �nd s� =
� P ( � ) � 1Q(� ) . As a result, usings� , f (� ) = 1

2Q(� )T P (� ) � 1Q(� ) + r (� ). Finally, the dual
of problem (3.37) or (3.33) will be:

max f (� ); s.t. � � 0; (3.40)

which proves Theorem 2.

Using Theorem 2, for a �xed altitude, we �nd the optimal 2D coordinates of the UAV,s� =
(xuav

j
� ; yuav

j
� ). Then, the optimal UAV's altitude is the argument that minimizes the following one-

dimensional function as:

h�
j = arg min

h j

h
� 1

�
h2

j + ks� k2�
+ � 2

i
: (3.41)

where� 1 and� 2 are the altitude dependent coef�cients given in (3.32). Note that, given (3.41),
the optimal altitude of the UAV is obtained via one dimensional search over a feasible range of
altitudes. Consequently, we can determine the optimal 3D location of each UAV.

Note that, the device association (presented in Section III), and UAVs' locations optimization (in
Section IV) are applied iteratively until there is no change in the location update step. Clearly,
at each iteration, the total transmit power of the devices is reduced and the objective function
is monotonically decreasing. Hence, the solution converges after several iterations. Note that,
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our proposed approach provides a suboptimal solution to the original problem. Nevertheless, our
solution has a reasonable accuracy but signi�cantly fast compared to the global optimal solution
that can be achieved by the brute-force search, as will be further corroborated in the simulations.

Thus far, we considered the IoT network at one snapshot in the time duration[0; T]. Next, we
analyze the IoT network considering the entire time duration[0; T] in which the set of active
devices changes. In this case, to maintain the power-ef�cient and reliable uplink communications
of the devices, the UAVs must update their locations at different update timestn .

3.4 Update Times and Mobility of UAVs

Here, we �nd the optimal update time and trajectory of the UAVs to guarantee the reliable uplink
transmissions of the IoT devices. Clearly, the trajectory of the UAVs, as well their update time
depend on the activation process of the IoT devices. Furthermore, to move along the optimal
trajectories, the UAVs must spend a minimum total energy on mobility so as to remain operational
for a longer time. In the considered ground IoT network, the set of active IoT devices changes
over time. Consequently, the UAVs must frequently update their locations accordingly. Note that,
the UAVs do not continuously move as they must stop, serve the devices, and then update their
locations. Furthermore, the mobility of the UAVs is also limited due to their energy constraints.
Hence, the UAVs update their locations only at some speci�c times. In this case, during time
interval [0; T], we need to �nd update timestn , 1 � n � N with N updates, and a framework for
optimizing the mobility of the UAVs at different update times. Here, for tractability, we assume
that the devices are synchronized att = 0. In this case, the synchronization process needs to be
done only once during the entire activation period[0; T]. Note that, our optimization problems for
jointly �nding the optimal UAVs' locations, the device association, and devices' transmit power at
each update time do not depend on this synchronization assumption.

3.4.1 Update Time Analysis

First, we propose a framework to �nd the update times of the UAVs. As discussed in Section II,
each UAV's trajectory consists of multiple stop locations (determined in update times) at which
each UAV serves its associated ground devices. Clearly, the update times depend on the activation
of the IoT devices during the given time period[0; T]. Indeed, the number of update times,N ,
impacts the optimal location and trajectory of the UAVs as well as the power consumption of the
IoT devices. A higher number of updates leads to a shorter time interval between the consecutive
updates. Hence, a lower number of devices will be active during the shorter time interval. In
such a case, the active devices experience lower interference from each other while transmitting
their data to the UAVs. Therefore, the IoT devices can use lower transmit power to meet their
SINR constraint. However, a higher number of updates requires more mobility and higher energy
consumption for the UAVs. Next, we provide insightful analysis on the update time based on the
probabilistic and periodic activation models of the IoT devices.
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Periodic IoT activation

In some applications such as weather monitoring, smart grids (e.g. smart meters), and home au-
tomation, the IoT devices can report their data periodically. Therefore, the devices are activated
periodically. Let� i be the activation period of devicei during [0; T]. Without loss of generality,
assume� 1 � � 2 � ::: � � L . Due to the periodic nature of devices' activation, we can �nd the exact
number of active devices at each update timetn .

Proposition 3. The exact number of active IoT devices at update timetn is given by:

bn =
LX

i =1

1
��

tn
�

� i

�
>

�
tn� 1

� i

��
; n > 1; (3.42)

b1 = arg max
i

f t1 > � i g; (3.43)

where1(:) is the indicator function which can only be equal to 1 or 0, andtn
� = lim

" ! 0+
(tn � " ).

Proof. Useri becomes active during[tn� 1; tn ) if there existsq 2 N such thattn� 1 � q� i < t n .
Thus, the number of activations of devicei beforetn must be greater than the one untiltn� 1.

Considering the fact that the number of activations beforetn is
j

tn
�

� i

k
, and untiltn� 1 is

j
tn � 1

� i

k
, we

must have: �
tn

�

� i

�
>

�
tn� 1

� i

�
: (3.44)

Hence, the total number of active devices which need to be served attn is equal to:

bn =
LX

i =1

1
��

tn
�

� i

�
>

�
tn� 1

� i

��
: (3.45)

Finally, consideringt0 = 0, we can writeb1 as:b1 = arg max
i

f t1 > � i g.

Proposition 3 gives the exact number of devices that must be served by UAVs at each update time.
In this case, the update times can be adjusted according to the number of devices that can be
served by the UAVs. Indeed, knowing the exact number of active devices enables us to determine
the update times in a deterministic and ef�cient way based on system requirements.

Probabilistic IoT activation

Certain IoT devices can have probabilistic activations in applications such as health monitoring,
and smart traf�c control. In this case, each IoT device becomes active at timet 2 [0; T] following
the beta distribution as given in (3.4). For this scenario, we will next derive the speci�c update
times as a function of the average number of active devices.
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Theorem 3. The update times during which, on the average, a total ofan devices must be served
by the UAVs, are given by:

tn = T � I � 1
� an

L
+ I t n � 1

T
(�; ! ) ; �; !

�
; n > 1; (3.46)

t1 = T � I � 1
� a1

L
; �; !

�
; (3.47)

whereI x (:) is the regularized incomplete beta function andI � 1(:) is the inverse of this function.L
is the total number of IoT devices, and[0; T] is the time interval during which IoT devices can be
active.

Proof. First, we �nd the probability that each device becomes active in order to send its data to a
UAV at update timetn . As discussed in the system model, a device needs to transmit at timetn if
it becomes active during time[tn� 1; tn ). Thus, the probability that each device needs to be served
at tn is:

pn =
Z tn

tn � 1

t � � 1(T � t)! � 1

T � + ! � 1B(�; ! )
dt =

Z t n
T

t n � 1
T

t � � 1(1 � t)! � 1

B(�; ! )
dt;

=
B t n

T
(�; ! ) � B t n � 1

T
(�; ! )

B (�; ! )
= I t n

T
(�; ! ) � I t n � 1

T
(�; ! ); (3.48)

whereBx (�; ! ) =
Rx

0 y� � 1(1 � y)! � 1dy is the incomplete beta function with parameters� and! ,
andI x (:) is the regularized incomplete beta function.
Now, the average number of active devices attn is given by:

an =
LX

k=1

�
L
k

�
pn

k(1 � pn )L � k = Lpn

LX

k=1

(L � 1)!
(k � 1)! (L � k)!

pn
k� 1(1 � pn )L � k ;

=
L 0X

k0=0

(L0)!
(k0)! (L0 � k0)!

pn
k0� 1(1 � pn )L 0� k0

= Lpn ; (3.49)

where in(a), we usedL0 = L � 1 andk0 = k � 1. Note that, (3.49) corresponds to the mean of a
binomial distribution. Then we have:

L
h
I t n

T
(�; ! ) � I t n � 1

T
(�; ! )

i
= an : (3.50)

This leads to:
tn = T � I � 1

� an

L
+ I t n � 1

T
(�; ! ) ; �; !

�
: (3.51)

Finally, consideringI 0(:) = 0 , we �nd t1 = T � I � 1
�

a1
L ; �; !

�
.

Clearly, the update times need to be determined based on the IoT devices' activation patterns. In
fact, tn depends on the number of IoT devices, and their activation distribution. Furthermore,



Mohammad Mozaffari Chapter 3. 52

according to (3.46), eachtn depends also on the previous update time,tn� 1. This is due to the
fact that, the number of active devices that need to be served attn , depends on the update time
differencetn � tn� 1. Using Theorem 3, the update times of the UAVs can be set based on the
average number of active devices. Typically, at each update time, the number of devices which
need to be served by the UAVs should not be high in order to avoid high interference. However,
considering the number of available resources (orthogonal channels and UAVs), it is preferable to
serve a maximum number of active devices at each update time. Hence, in this case, the number
of active devices at each update time must not be relatively low.Therefore, considering system
requirements and different parameters such as mutual interference between devices, acceptable
delay for serving the devices, and number of available channels, an appropriatetn must be adopted.
For instance, using Theorem 3, the update times can be set such that the average number of active
devices be lower than the number of channels,R, to avoid interference between the devices. Next,
we investigate the UAVs' mobility during the update times.

3.4.2 UAVs' Mobility

Thus far, we have determined the update times as well as the stop locations at each update time.
Here, we investigate how the UAVs should move between the stop locations at different update
times. In this case, considering the energy limitation of the UAVs,Emax, we �nd the optimal
trajectory of each UAV to guarantee reliable and energy-ef�cient uplink transmissions of active IoT
devices. The UAVs update their locations according to the activity of the IoT devices. Therefore,
the UAVs move from their initial locations attn� 1 to a new optimal locations attn . This mobility
should be done in such a way that the UAVs spend a minimum total energy on the mobility so as
to remain operational for a longer time. In fact, given the optimal sets of UAVs' locations attn� 1

andtn obtained from Section III, we determine how to move the UAVs between the initial and the
new sets of locations in order to minimize total mobility of the UAVs.

Now, let I n� 1 andI n be two sets comprising the UAVs' locations at two consecutive update times
tn� 1 andtn . Our goal is to �nd the optimal mapping between these two sets in a way that the
energy used for transportations (between two sets) is minimized. Not that, in our model, the total
energy which each UAV can use for the mobility during[0; T] is limited toEmax. Clearly, in the
multiple updates (mobilities) during[0; T], the maximum energy consumption of each UAV at each
update is equal to the remaining energy of the UAV. Let� n;k be the remaining energy of the UAV
at the location having indexk 2 I n� 1 at timetn . Then, we can write the following UAVs' mobility
optimization problem:

min
Z

X

l2I n

X

k2I n � 1

Ekl Zkl ; (3.52)

s.t.
X

l2I n

Zkl = 1;
X

k2I n � 1

Zkl = 1; (3.53)

E lk � � n;k ; Zkl 2 f 0; 1g; 8k 2 I n� 1; 8l 2 I n ; (3.54)

whereI n� 1 andI n , are the initial and new sets of UAVs' locations at timestn� 1 andtn . Z is
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thejI n j � jI n j assignment matrix with each elementZkl being 1 if UAV k is assigned to location
l, and 0 otherwise.Ekl is the energy used for moving a UAV from its initial location with index
k 2 I n� 1 to a new location with indexl 2 I n . Also, � n;k is the remaining energy for the UAVs at
time tn . Note that, (3.54) guarantees that UAVs remain operational until the end of the periodT.
The total energy consumption of the rotary wing UAV while moving between two stop locations
can be computed as done in [121]:

E =
D
v

(PV + PH ) ; (3.55)

whereD is the distance between two stop locations,D=v is the �ight duration,PV is the power
consumption for vertical movement, andPH is the power consumption for horizontal movement.
Clearly, if the altitude difference between two stop locations is�h , the effective vertical and
horizontal velocities will bevv = v sin� andvh = v cos� , with � = sin � 1

�
�h
D

�
. According

to [122] and [123],PH is composed of parasitic power and induced power needed for overcoming
the parasitic drag and the lift-induced drag. The parasitic power, based on [123, equations (13.32),
(13.27), and (11.3)], can be given by:

PP =
1
2

�C D o Aev3
h +

�
4

Nbcb�C D o ! 3R4

�
1 + 3

� vh

!R

� 2
�

; (3.56)

wherevh is the effective horizontal velocity,CD o is the drag coef�cient,� is the air density,cb

is the blade chord,Nb is the number of blades, andAe is the reference area (frontal area of the
UAV) [122] and [123]. We note that the second term in (3.56) represents the blade power pro�le.

Using [123, equations (13.19), (13.13), and (12.2)], the induced power (assuming zero tilt angle)
can be computed by: PI = !RW � �; (3.57)

whereR is the rotor disk radius,W is the weight of the UAV, and! is the angular velocity. Also,
given [123, (13.18), (13.13), and (12.1)], we can �nd� by solving the following equation:

f (� ) = 2 ��! 2R4�

r
v2

h

! 2R2
+ � 2 � W = 0: (3.58)

The power consumption due to the vertical climbing and descending (assuming rapid descent) can
be given by [123, equations (12.35), (12.47), (12.50)]:

PV =

8
<

:

W
2 vv + W

2

q
vv

2 + 2W
��R 2 ; climbing;

W
2 vv � W

2

q
vv

2 � 2W
��R 2 ; descending (in windmill state);

(3.59)

wherevv is the effective vertical velocity. Finally, the total mobility energy consumption is com-
puted using (3.55)-(3.59).

Clearly, the optimization problem in (3.52) is an integer linear programming (ILP). Following the
similar approach we used for solving (3.15), we transform problem (3.52) to a standard assignment
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Table 3.1: Simulation parameters.

Parameter Description Value
Pmax Maximum transmit power of each device 200mW

� Path loss exponent for LoS links 2
� 2 Noise power -130 dBm

 SINR threshold 5 dB
L Total number of IoT devices 500
� 1 Additional path loss to free space for LoS 3 dB
� 2 Additional path loss to free space for NLoS 23 dB

problem which can be solved using the Hungarian method in a polynomial time with a complexity
of O(jI n j3). To this end, we need to remove constraint (3.54) by consideringE lk = + 1 when the
constraint is not satis�ed. To determine when (3.54) is not satis�ed, we useI n� 1 andI n to compute
E lk , and compare it with the remaining energy of the UAVs,� n;k . Then, in the objective function
(3.52), we replace eachE lk corresponding to the unsatis�ed constraint withE lk = + 1 . Conse-
quently, (3.52) is transformed into a standard assignment problem. The result of solving (3.52) will
be the assignment matrix,Z , that optimally assigns the UAVs to the destinations. Therefore, the
locations of the UAVs are updated according to the new destinations. Then, having the destinations
of each UAV at different update times, we can �nd the optimal trajectory of the UAVs.

3.5 Simulation Results and Analysis

For our simulations, the IoT devices are deployed within a geographical area of size1km � 1km.
In this case, we consider a total number of 500 IoT devices which are uniformly distributed on
the area. Furthermore, we consider UAV-based communications in an urban environment with
 = 11:95and� = 0:14at 2 GHz carrier frequency [8]. Table 3.1 lists the simulation parameters.
Here, we analyze the transmit power of the IoT devices, the energy consumption of UAVs on their
mobility, and the update times. In our update time analysis, unless otherwise stated, we consider
the probabilistic activation model for the IoT devices with the beta distribution parameters� = 3,
and! = 4 [111]. When applicable, we compare our results with pre-deployed stationary aerial
base stations (UAVs) scenario while adopting the optimal device association and power control
technique of Subsection 3-1. In the stationary case, the locations of UAVs are assumed to be �xed
over the target area and they are not updated according to the devices' locations. All statistical
results are averaged over a large number of independent runs.

Note that, in the given IoT network, serving all the active devices may not be possible due to the
limitations on the number of UAVs and the maximum transmit power of the devices. Thus, in Fig.
3.4, we show the achieved systemreliability which, here, is de�ned as the probability that all the
active devices can be served by the UAVs. Clearly, the reliability depends on the locations and
transmit powers of the devices as well as the number of UAVs.
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Figure 3.4: Reliability comparison between the proposed approach and stationary aerial base sta-
tions using 5 UAVs.

Fig. 3.4 shows the reliability as the maximum transmit power of the devices,Pmax, varies. In
this case, 5 UAVs are deployed to serve 100 active IoT devices. Clearly, asPmax increases, the
reliability also increases. In fact, for higherPmax values, the devices have higher a chance to
successfully connect to UAVs. From Fig. 3.4, we can see that, our proposed approach leads to a
signi�cantly improved reliability compared to the case in which stationary aerial base stations are
used. In particular, the difference between the reliability of the stationary case and our proposed
approach is signi�cant for lowerPmax. Indeed, a higher reliability is achieved by dynamically
optimizing the UAVs' locations based on the locations of the IoT devices. As shown in Fig. 3.4, by
increasingPmax from 40 mW to 100 W, the reliability increases from 0.3 to 0.72 for the stationary
case, while it increases from 0.58 to 0.82 in our proposed approach. Furthermore, the proposed
approach yields a maximum of 28% improvement in the system reliability.

Fig. 3.5 shows a snapshot of the UAVs' locations and their associated IoT devices (indicated by the
same color) resulting from the proposed approach. In this �gure, 5 UAVs are ef�ciently deployed
to serve 100 active IoT devices which are uniformly distributed on the area. In this case, all the
devices are able to send their data to the associated UAVs by using a minimum total transmit power.
Here, the 3D locations of the UAVs as well as the device association are determined based on the
locations of the ground IoT devices and their transmit power.

In Fig. 3.6, we show the total transmit power needed by the IoT devices for reliable uplink com-
munications, versus the number of UAVs in the interference scenario. Clearly, the total transmit
power of the IoT devices can be reduced by deploying more UAVs. For instance, considering 100
active devices and 20 available channels, using our proposed approach, the total transmit power
decreases from 2.4 W to 0.2 W by increasing the number UAVs from 5 to 10. Furthermore, using
the proposed approach, the total transmit power of the devices decreases by 45% (on the average)
compared to the stationary case. Clearly, for a lower number of UAVs, the proposed approach
leads to higher power reduction compare to the stationary case. In other words, intelligently opti-
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Figure 3.5: UAVs' locations and associations for one illustrative snapshot.
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Figure 3.6: Total transmit power of devices
vs. number of UAVs in the presence of inter-
ference.
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Figure 3.7: Total transmit power of devices
vs. number of UAVs in the interference-free
scenario.

mizing the locations of UAVs provides more power reduction gains when the number of UAVs is
low. In fact, for very dense networks with a high number of UAVs, updating the UAVs' locations
is obviously no longer necessary compared to a case with a low number of UAVs. For instance,
as we can see from Fig. 3.6, the power reduction gain achieved by deploying 5 UAVs is around 7
times larger than the case with 10 UAVs.

Fig. 3.7 shows the total transmit power of the IoT devices as a function of the number of UAVs in
an interference-free scenario. Compared to the interference scenario, the devices can obviously use
a lower transmit power for sending their data to the UAVs. For instance, by ef�ciently deploying
only 5 UAVs, the devices can establish reliable uplink communications with a total transmit power
of 70 mW. Furthermore, Fig. 3.7 shows that, our proposed approach leads to an average of 80%
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Figure 3.8: Total transmit power of devices vs. number of orthogonal channels.

power reduction compared to the stationary case.

Fig. 3.8 shows the total transmit power of devices used for meeting the SINR requirement as the
number of available channels varies. The result in Fig. 3.8 corresponds to a case with 100 active
devices which are served by 5 UAVs. Clearly, the total transmit power decreases as the number
of channels increases. This is due to the fact that, when more orthogonal resources are available,
the interference between the devices will decrease. As a result, each device can reduce its transmit
power while connecting to the serving UAV. From Fig. 3.8, we can see that, by increasing the
number of channels from 25 to 50, the total transmit power of devices can be reduced by 68%
in the proposed approach. In fact, the average number of interfering devices decreases from 4
to 2 when we increase the number of channels from 25 to 50. Consequently, less interference is
generated by the devices while transmitting to the UAVs.

In Fig. 3.9, we show the average number of active devices that must be served by UAVs at different
update timestn which are normalized byT. Clearly, the number of active devices at each update
time depends the activation process of the devices and the number of update times that indicates
how frequently the UAVs serve the devices. In Fig. 3.9, due to the beta distribution-based activation
pattern of the IoT devices, the number of active devices decreases whentn exceeds 0.5 forN = 10.
From Fig. 3.9, we can see that, for a higher number of update times or equivalently shorter time
period between consecutive updates, the average number of devices that need to transmit their data
decreases. For instance, consideringtn = 0:6, the average number of active devices decreases
from 180 to 80 when the number of updates increases from 5 to 10. We also note that, while a
lower number of active devices leads to a lower interference between the devices, it requires more
updates and mobility for the UAVs. Fig. 3.9 also veri�es that the analytical results in Theorem
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Figure 3.9: Average number of active devices at update times for the probabilistic activation.

2 match the simulations. Furthermore, in Fig. 3.10, we show the exact number of active devices
for the periodic activation caseobtained from Proposition 2. In this case, each device becomes
active with a certain activation period,� i . As expected, for a higher number of updates, a lower
number of active devices will need to be served by the UAVs. For instance, by increasing the
number of updates from 10 to 30, on the average, the number of active devices decreases by 58%.
Moreover, Fig. 3.10 shows that the maximum number of active devices for 10 updates is about two
times larger than the case with 30 updates. Therefore, in order to avoid the interference between
the devices, the number of orthogonal channels must be increased by a two-fold factor when the
number of updates decreases from 30 to 10.

Fig. 3.11 presents a direct result of Theorem 2 that computes the update times based on the average
number of active devices. Fig. 3.11 shows how to set update times in order to ensure that the
number of devices (which needs to be served) at each update time does not exceed a speci�ed
number,a. As we can see from Fig. 3.11, to achieve a lower value ofa, updates must occur
more frequently to reduce the time interval between the consecutive updates. For example, as can
be seen from this �gure, to meeta = 100, 75, and 50, the 5th update must occur attn = 0:41,
0.55, and 1. Moreover, Fig. 3.11 shows that, the number of updates increases asa decreases. For
example, in this case, to reducea from 100 to 50, the number of updates needs to be doubled.

Fig. 3.12 shows the impact of the number of updates on the amount of energy that the UAVs use
to move. For our simulations, we have consideredv = 10 m/s, � = 1:225kg/m� 3, ! = 20 rad/s,
R = 0:5m, cb = 10 cm, Nb = 4, andW = 50 N [123]. Intuitively, a higher number of updates
requires more mobility of the UAVs. Therefore, by increasing the number of updates, the total
energy consumption of the UAVs will also increase. As we can see from Fig. 3.12, by increasing
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Figure 3.10: Exact number of active devices at different update times for the periodic activation.
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Figure 3.11: Update times for different average number of active devices.

the number of updates from 3 to 6, the energy consumption of UAVs increases by a factor of 2.1
when the target area size is1km � 1km. Note that, the mobility of the UAVs also depends on the
size of geographical area in which the devices are distributed. Clearly, on average, the UAVs need
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Figure 3.12: Total UAV energy consumption vs. number of updates.

to move further for covering a larger area.

Interestingly, there is an inherent tradeoff between the number of updates, mobility of the UAVs,
and transmit power of the IoT devices. In fact, considering Fig. 3.12, a higher number of updates
leads to a higher energy consumption of the UAVs due to the higher mobility. In addition, as shown
in Fig. 3.9, as the number of updates increases, a lower number of the IoT devices will be active at
each update time, and, hence, there will be lower interference between the devices. As a result, the
transmit power of the devices that is needed for satisfying the SINR requirement, can be reduced.
Note that, as we showed in Fig. 3.8, the devices' transmit power decreases as the interference
decreases (by increasing the number of orthogonal channels). Hence, while a higher number of
updates leads to a lower devices' transmit power, it requires more UAVs' mobility.

Fig. 3.13 shows the overall convergence of the proposed power minimization algorithm that is
used for solving the original problem (3.5) considering 5 UAVs. As we can see from the �gure, in
this case, the total transmit power of the IoT devices converges after 5 iterations. In Fig. 3.13, each
iteration corresponds to a joint solution to the device association and UAVs' locations optimization
problems. Clearly, after several iterations, updating the device association and UAVs' locations
will no longer improve the solution.

In Fig. 3.14, we show an example to compare the accuracy and time complexity of our proposed
approach with the optimal solution obtained by an exhaustive search. Here, to perform an exhaus-
tive search over the continuous space, we have discretized the space with a resolution of 0.1 m.
In this case, two UAVs are deployed to serve the devices. Clearly, the average gap between the
proposed solution and the optimal solution is around 11%. However, in this example, the proposed
solution is around 500 times, on the average, faster than the optimal solution.
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Figure 3.13: Overall convergence of the
algorithm.
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3.6 Summary

In this chapter, we have proposed a novel framework for ef�ciently deploying and moving UAVs
to collect data in the uplink from ground IoT devices. In particular, we have determined the jointly
optimal UAVs' locations, device association, and uplink power control of the IoT devices such that
the total transmit power of the devices under their SINR constraints is minimized. In addition, we
have investigated the effective movement of the UAVs to collect the IoT data in a time-varying
IoT network. For this case, based on the devices' activation process, we have derived the update
time instances at which the UAVs must update their locations. Furthermore, we have obtained
the optimal trajectories that are used by the UAVs to dynamically serve the IoT devices with a
minimum energy consumption. The results have shown that by intelligently moving and deploying
the UAVs, the total transmit power of the devices signi�cantly decreases compared to the case with
pre-deployed stationary aerial base stations. Moreover, there is a fundamental tradeoff between the
number of updates, the UAVs' mobility, and the devices' transmit power.



Chapter 4

Hover Time Optimization in UAV-Enabled
Wireless Networks

4.1 Background, Related Works, and Contributions

With their inherent attributes such as mobility, �exibility, and adaptive altitude, UAVs have several
key potential applications in wireless systems, as pointed out in Chapter 1. Despite the several
bene�ts and practical applications of using UAVs as aerial base stations, one must address many
technical challenges such as performance analysis, deployment, air-to-ground channel modeling,
user association, and �ight time optimization [11] and [12].

In [15], the authors performed air-to-ground channel modeling for UAV-based communications
in various propagation environments. In [27] and [18], the authors studied the ef�cient deploy-
ment of aerial base stations to maximize the coverage and rate performance of wireless networks.
In [124], the authors investigated the energy-ef�cient path planning of a UAV-mounted cloudlet
which is used to provide of�oading opportunities to ground devices. The work in [26] studied the
optimal trajectory and heading of UAVs for sum-rate maximization in uplink communications. An
analytical framework for trajectory optimization of a �xed-wing UAV for energy-ef�cient com-
munications was presented in [72]. The work in [80] jointly optimized user scheduling and UAV
trajectory for maximizing the minimum average rate among ground users. The authors in [17] de-
rived an exact expression for downlink coverage probability for ground receivers which are served
by multiple UAVs.

Another important challenge in UAV-based communications is user (or cell) association. The
work in [16] investigated the area-to-UAV assignment for capacity enhancement of heterogeneous
wireless networks. However, this work is limited to the case with a uniform spatial distribution
of ground users. Moreover, the work in [16] does not consider any fairness criteria that can be
affected by the network congestion in a non-uniform users' distribution case. In addition, this
work ignores the UAVs' �ight time constraints while determining the cell partitions associated

62
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with the UAVs. In [125] the optimal cell partitions associated to UAVs were determined with
the goal of minimizing the UAVs' transmit power while satisfying the users' rate requirements.
However, in [125], the impact of �ight time constraints on the performance of UAV-to-ground
communications is not taken into account.

Indeed, the�ight time duration of the UAVspresents a unique design challenge for UAV-based
communication systems [94] and [95]. For instance, the performance of such systems signi�cantly
depends on thehover timeof each UAV, which is de�ned as the �ight time during which the UAV
must stay in the air over a given area for providing wireless service to ground users. In fact,
with a higher hover time of the UAV, the users can receive wireless service for a longer period.
Thus, by increasing the hover time, a UAV can meet higher load requirements and serve a larger
area. However, the hover time of a UAV is naturally limited due to the highly constrained battery-
provided, on-board energy, as well as �ight regulations such as no-�y time/zone constraints [43].
Hence, while analyzing the UAV-based communication systems, the hover time constraints must
be also taken into account. In this case, there is a need for a framework to analyze and optimize the
performance of UAV-based communications based on the hover time of UAVs. In fact, to our best
knowledge, none of the previous UAV studies such as [7,11,12,15–18,23,26,27,35,61,72,80,124],
considered the hover time constraints in their analysis.

In this chapter, we develop a novel framework for optimized UAV-to-ground communications un-
der explicit UAVs' hover time constraints. In particular, we consider a network in which multiple
UAVs are deployed as aerial base stations to provide wireless service to ground users that are dis-
tributed over a geographical area based on an arbitrary spatial distribution. We investigate two key
practical scenarios:UAV communication under hover time constraints, andUAV communication
under load constraints. In the �rst scenario, given the maximum possible hover time of UAVs
that is imposed by the limited on-board energy of UAVs and �ight regulations, we maximize the
average number of bits (data service) that is transmitted to the users under a fair resource allocation
scheme. To this end, given the hover times and the spatial distribution of users, we �nd the optimal
cell partitions associated to the UAVs. In this case, using the powerful mathematical framework
of optimal transport theory[100], we propose a gradient-based algorithm that optimally partitions
the geographical area based on the users' distribution as well as the UAVs' hover times and lo-
cations. In the second scenario, given the load requirements of ground users, we minimize the
average hover time needed for completely serving the users. To this end, we introduce an optimal
bandwidth allocation scheme as well as optimal cell partitions for which the average hover time of
UAVs is minimized. Our results for the �rst scenario show that our proposed cell partitioning ap-
proach leads to a signi�cantly higher fairness among the users compared to the classical weighted
Voronoi approach. For the second scenario, the results show that the average hover time can be
reduced by 64% by adopting the proposed optimal bandwidth allocation and cell partitioning ap-
proach. Furthermore, our results reveal an inherent tradeoff between the hover time of UAVs and
bandwidth ef�ciency while servicing the ground users.

The rest of this chapter is organized as follows. In Section 4.2, we present the system model.
In Section 4.3 we investigate Scenario 1 in order to maximize data service. Section 4.4 presents
Scenario 2 for minimizing the hover time of UAVs. Simulation results are presented in Section 4.5
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and conclusions are drawn in Section 6.5.

4.2 System Model

Consider a geographical areaD � R2 within which a number of wireless users are located accord-
ing to a given distributionf (x; y) in the two-dimensional plane1. Here, we consider a �xed number
of users,N , which are independently distributed on the area. In this area, a setM of M UAVs are
used as aerial base stations to provide wireless service for the ground users2. Let si = ( x i ; yi ; hi )
be the three-dimensional (3D) coordinate of each UAVi 2 M with hi being the altitude of UAVi .
We consider a downlink scenario in which each UAV adopts a frequency division multiple access
(FDMA) technique to provide service for the ground users. LetPi andB be, respectively, the
maximum transmit power and the total available bandwidth3 for UAV i . We useA i , as shown in
Fig. 4.1, to denote the partition of the geographical area which is served by UAVi . In this case,
all users located in cell partitionA i will be connected to UAVi . Hence, the geographical area is
divided intoM disjoint partitions each of which is associated with one of the UAVs. Let� i be the
hover timeof UAV i , de�ned as the time duration that a UAV uses to hover (stop) over the corre-
sponding cell partition to service the ground users. During the hover time, the UAV must initiate
connections to the ground users, perform required computations, and transmit data to the users.
Let Ti be the effective data transmission period during which a UAV services the users. In general,
the effective data transmission time is less than the total hover time. Consequently, we consider
a control timeasgi (:), a function of the number of users inA i , to represent the portion of the
hover time that is not used for the effective data transmission. This control time naturally captures
the total time that a UAVi needs to spend for computations, setting up connections, and control
signaling. Intuitively, the control time will increase when the number of users in the corresponding
cell partition increases.

In our model, we use the termdata serviceto represent the amount of data (in bits) that each UAV
transmits to a given user. Clearly, the data service depends on several factors such as the effective
data transmission time (which is directly related to �ight time), and the transmission bandwidth.
Therefore, here, the effective data transmission times and bandwidth of the UAVs are considered
as resourceswhich are used for servicing the users. Given this model, to provide service for
the ground users using UAVs, we consider two scenarios. The �rst scenario,Scenario 1, can be
referred to asUAV communications under hover time constraints. In this case, given the maximum
possible hover times (imposed by the energy and �ight limitations of each UAV), we maximize the
average data service to the users under a fair resource allocation policy by optimal cell partitioning
of the area. Here, we optimally partition the geographical area based on the hover times and
the spatial distribution of users. In Scenario 1, given the maximum possible hover time of each

1In this model, the locations of users can be modeled as homogeneous or inhomogeneous point process.
2For wireless backhauling of aerial networks, satellite and WiFi are considered as the two feasible candidates [43].
3While this model considers a frequency reuse factor of one, our model can accommodate any arbitrary frequency

reuse factor.
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not be available [15]. In such case, one must consider the randomness associated with the LoS and
NLoS links [18], [15]. Clearly, the probability of having LoS communication links depends on
the locations, heights, and the number of obstacles, as well as the elevation angle between a given
UAV and it's served ground user. In our model, we consider a widely used probabilistic path loss
model provided by International Telecommunication Union (ITU-R) [58], and the work in [15].
In this case, the path loss between UAVi and a given user at location(x; y) can be given by [18],
and [15]:

� i (x; y) =

( � 4�f cdo
c

� 2 �
di (x; y)=do

� 2
� LoS; LoS link,

� 4�f cdo
c

� 2 �
di (x; y)=do

� 2
� NLoS; NLoS link,

(4.1)

where� LoS and� NLoS are different attenuation factors considered for LoS and NLoS links. Here,
f c is the carrier frequency,c is the speed of light, anddo is the free-space reference distance.
di (x; y) =

q
(x � x i )2 + ( y � yi )2 + h2

i is the distance between UAVi and an arbitrary ground user
located at(x; y). For the UAV-user link, the LoS probability is given by [15]:

PLoS;i = b1

�
180
�

� i � 15
� b2

; (4.2)

where� i = sin � 1( h i
di (x;y ) ) is the elevation angle (in radians) between the UAV and the user. Also,

b1 andb2 are constant values re�ecting the environment impact. Note that, the NLoS probability is

PNLoS;i = 1 � PLoS;i . Clearly, consideringdo = 1 m, andK o =
�

4�f c
c

� 2
the average path loss is

K odi
2(x; y)[PLoS;i � LoS + PNLoS;i � NLoS]. Hence, the received signal power from UAVi will be:

�Pr;i (x; y) =
Pi = �N i

K odi
2(x; y) [PLoS;i � LoS + PNLoS;i � NLoS]

; (4.3)

wherePi is the total transmit power of UAVi which is equally divided among its associated
users, and�N i = N

R
A i

f (x; y)dxdy represents the average number of users in partitionA i . Now,
considering the fact that the noise and interference powers will linearly decrease with the number
of users associated to UAVi , the received SINR for a user located at(x; y) and served by UAVi
can be written as:


 i (x; y) =
�Pr;i (x; y)

I i (x; y) + � 2
; (4.4)

whereI i (x; y) = �
P

j 6= i

�Pr;j (x; y) is the received interference at location(x; y) stemming from

all UAVs except UAVi . We also consider a weight factor0 � � � 1 to adjust the amount of
interference and capture the impact of any interference mitigation technique. Naturally,� = 1 and
� = 0, respectively, correspond to the full interference and interference-free scenarios.

Clearly, the throughput of a user located at(x; y) if it connects to UAVi is:

Ci (x; y) = W(x; y) log2 (1 + 
 i (x; y)); (4.5)
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whereW(x; y) is the bandwidth allocated to the user at(x; y).

Subsequently, the total data service for the user provided by the UAV will be:

L i (x; y) = Ti Ci (x; y); (4.6)

whereTi is the effective transmission time of UAVi . Also, L i (x; y) represents the total number
of bits transmitted to the user located at(x; y). Note that, the data service offered to each ground
user depends on a number of key parameters such as the location of the user and the serving UAV,
the bandwidth allocated to the user, and the effective data transmission time of the UAV,Ti . Here,
we consider the available bandwidth and effective data transmission times as theresourcesused
by the UAVs to service the ground users. Clearly, the amount of resources that each user can
receive depends on several parameters such as the total number of users, cell partitions as well as
bandwidth and hover times of the UAVs. Given this model, we next analyze Scenario 1.

4.3 Scenario 1: Optimal Cell Partitioning for Data Service Max-
imization under Fairness Constraints

In this section, our goal is to �nd the optimal cell partitions that maximize the average data service
to the ground users based on the UAVs' hover times and the spatial distribution of the ground
users. In this case, each cell partition is assigned to one UAV, and the users within the cell partition
must be serviced by the corresponding UAV. We note that our model is based on the statistical
spatial distribution of the ground users (that indicates the likelihood with which a user will be
located at location(x; y)) without using any information about the exact or deterministic locations
of the users. In other words, in order to �nd the optimal cell association, the only information
that the network uses is the locations of UAVs as well as the spatial distribution of users within
a given geographical area. Given such information, the two classical approaches for �nding the
cell association are distance-based association (Voronoi diagram), and SINR-based association
(weighted Voronoi diagram) [126–128]. In classical cell partitioning approaches such as Voronoi
and weighted Voronoi diagrams, the spatial distribution of users is not taken into account. As
a result, some partitions can be highly congested with users and, hence, each user will receive
signi�cantly lower amount of resources than those in less congested partitions. Thus, such classical
cell partitioning approaches can lead to a highly unfair data service for the users. In our cell
partitioning approach, however, while maximizing the total data service, we can load balance users
across cells by controlling the amount of resources that must be allocated to each user. Hence, our
approach avoids creating unbalanced cell partitions and, thus, it leads to a higher level of fairness
compared to the classical Voronoi approach.

Furthermore, there are other cell association approaches such as the ones that consider load bal-
ancing or fairness [129–131] that can be applied to uneven distributions of users. However, these
methods cannot be applied to our model as they need the exact information about the con�guration
(i.e. locations) of the users. In other words, such approaches (e.g. in [129–131]) can only be used



Mohammad Mozaffari Chapter 4. 68

when a realization of the users' distribution is given, and, thus, they are unable to capture a general
probabilistic spatial distribution of users in cell association as considered here. Consequently, next,
we present the details of our cell partitioning approach based on the UAVs' hover times and the
spatial distribution of users.

Let � i be the hover time of UAVi during which it provides service for the users located in the
corresponding cell partition,A i . The hover time is composed of the effective data transmission
time and the control time. To ensure a fair resource allocation policy, we consider the following
fairness criterion:

Ti = � i � gi

� Z

A i

f (x; y)dxdy
�

; 8i 2 M ; (4.7)

wheregi is the control time which depends on the number of the users located inA i . Note that, the
average number of users within each cell partitionA i is linearly proportional to

R
A i

f (x; y)dxdy.
In other words, given the spatial distribution of users,f (x; y), and the total number of users,N ,
the average number of users in partitionA i is equal toN

R
A i

f (x; y)dxdy [127]. From (4.5) and
(4.6) which are used to compute the amount of data service, we can see that the valueTi B can be
considered as the resources that UAVi uses to service users inA i . In this case, we consider the
following resource allocation scheme:

� i Ti B
N

R
A i

f (x; y)dxdy
=

� j Tj B
N

R
A j

f (x; y)dxdy
; 8i 6= j 2 M ; 4 (4.8)

where� i and � j are resource allocation factors that can be adjusted to control the amount of
resources allocated to users in partitionsA i andA j . Constraint (4.8) ensures that a UAV with
more resources (bandwidth and hover time) or a higher resource allocation factor will serve a
higher number of users.

Now, using (4.8) and considering the fact that
R

D f (x; y)dxdy =
MP

k=1

R
A k

f (x; y)dxdy = 1, we

have the following constraint on the number of users (i.e. load) in each partition:
Z

A i

f (x; y)dxdy =
� i Ti

MP

k=1
� kTk

; 8i 2 M : (4.9)

As we can see from (4.9), the number of users in each generated optimal partition will depend
on the UAVs' resources. Clearly, when the UAVs have the same hover times, bandwidths, and
resource allocation factors, (4.7)-(4.9) lead to

R
A i

f (x; y)dxdy = 1
M , 8i 2 M . This case implies

that the identical UAVs will service equally-loaded cell partitions. Now, given (4.5), (4.6), and
(4.9), we can write the average data service at location(x; y) 2 A i as:

L i (x; y) =
Ti B

N
R

A i
f (x; y)dxdy

log2 (1 + 
 i (x; y)) =

 
B

N� i

MX

k=1

Tk

!

log2 (1 + 
 i (x; y)) : (4.10)

4Given hover times of the UAVs,� i , 8i 2 M , we can computeTi by solving the system of equations in (4.7) and
(4.8).
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Now, we formulate an optimization problem for maximizing the average data service by optimal

partitioning of the target area. In this case, by de�ning� i = B
N� i

MP

k=1
Tk , and! i = � i Ti

MP

k =1
� k Tk

, the data

service maximization problem can be given by the following minimization problem:

min
A i ; i 2M

MX

i =1

Z

A i

� � i log2 (1 + 
 i (x; y)) f (x; y)dxdy; (4.11)

s.t.
Z

A i

f (x; y)dxdy = ! i ; 8i 2 M ; (4.12)

A l \ A m = ; ; 8l 6= m 2 M ; (4.13)
[

i 2M

A i = D: (4.14)

where (4.12) captures the constraint on the load of each cell partition. Also, (9.7) and (9.8) ensure
that the cell partitions are disjoint and their union covers the entire target areaD.

Solving the optimization problem in (4.11) is challenging due to various reasons. First, the opti-
mization variablesA i , 8i 2 M , are sets of continuous partitions (as we have a continuous area)
which are mutually dependent. Second, to perfectly capture the spatial distribution of users,f (x; y)
is considered to be a generic function ofx andy and, this leads to the complexity of the given two-
fold integrations. In addition, due to the constraints given in (4.12), �ndingA i becomes more
challenging. To solve the optimization problem in (4.11), next, we model the problem by exploit-
ing optimal transport theory[100].

4.3.1 Optimal Transport Theory: Preliminaries

Here, we present some primary results from optimal transport theory which will be used in the next
subsection to derive the optimal cell partitions. Optimal transport theory goes back to the Monge's
problem in 1781 which is stated as follows [100]. Given piles of sands and holes with the same
volume, what is the best move (transport map) to entirely �ll up the holes with the minimum total
transportation cost. In general, this theory aims to �nd the optimal matching between two sets of
points that minimizes the costs associated with the matching between the sets. These sets can be
either discrete or continuous, with arbitrary distributions (weights). Mathematically, the Monge
optimal transport problem can be written as follows. Given two probability distributionsf 1 on
X � Rn , andf 2 on Y � Rn , �nd the optimal transport mapT from f 1 to f 2 that minimizes the
following problem:

min
T

Z

X
c(x ; T(x ))f 1(x )dx ; T : X ! Y ; (4.15)

wherec(x ; T(x )) denotes the cost of transporting a unit mass from a location coordinatex 2 X
to a locationy = T(x ) 2 Y. Also, as shown in Fig. 4.2,f 1 andf 2 are the source and destination
probability distributions.
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where' � (x ) and � (y ) are the optimal potential functions corresponding dual formulation of the
Monge-Kantorovich problem.

Given this optimal transport framework, we can solve our optimization problem in (4.11). In
particular, we model this problem as a semi-discrete optimal transport problem in which the source
measure (users' distribution) is continuous while the destination (UAVs' distribution) is discrete.

4.3.2 Optimal Cell Partitioning

Using optimal transport theory, we can �nd the optimal cell partitions,A i , for which the average
total data service is maximized. In our model, users have a continuous distribution, and the lo-
cations of the UAVs can be considered as discrete points. Then, the optimal cell partitions are
obtained by optimally mapping the users to the UAVs. In fact, given (4.11), the cell partitions are
related to the transport map by [134]:

(

T(v) =
X

i 2M

si 1A i (v);
Z

A i

f (x; y)dxdy = ! i

)

; (4.21)

where! i = � i BT i

B
MP

k =1
� k Tk

, as given in (4.12), is directly related to the hover time and the bandwidth of

the UAVs. Also,1A i (v) is the indicator function which is equal to 1 ifv 2 A i , and 0 otherwise.

Therefore, the optimization problem in (4.11) can be cast within the optimal transport framework
as follows. Given a continuous probability measuref of users, and a discrete probability measure
� =

P

i 2M
! i � s i corresponding to the UAVs, we must �nd the optimal transport map for which

R
D J (v; T(v))f (x; y)dxdy is minimized. In this case,� s i is the Dirac function, andJ is the trans-

portation cost function which is used in (4.11) and is given by:

J (v; si ) = J (x; y; si ) = � � i log2 (1 + 
 i (x; y)) : (4.22)

Clearly, the cost function,J , and the source distribution,f , are continuous. As a result, the
Monge's problem coincides with the Monge-Kantorovich problem. Next, we propose a solution to
(4.11) by exploiting the dual formulation of the Monge-Kantorovich problem.

Theorem 4. The optimization problem in (4.11) is equivalent to the following unconstrained max-
imization problem:

max
 i ;i 2M

(

F ( T ) =
MX

i =1

 i ! i +
Z

D
 c(x; y)f (x; y)dxdy

)

; (4.23)

where T is a vector of variables i ; 8i 2 M , and c(x; y) = inf
i

J (x; y; si ) �  i .
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Proof. We use the Kantorovich duality theorem (4.18) in whichf (x; y) and� =
P

i 2M
! i � s i are two

probability measures, andJ (v; s) is the cost function. Clearly, due to the continuity off (x; y) and
J (v; si ), the Monge's problem is equivalent to the Monge-Kantorovich problem.

min
T

Z

D
J (v; T(v))f (x; y)dxdy (4.24)

= max
'; 

( Z

D
' (v)f (x; y)dxdy +

Z

S
 (s)

X

i 2M

! i � s� si ds ; ' (v) +  (s) � J (v; s)

)

(4.25)

= max
'; 

( Z

D
' (x; y)f (x; y)dxdy +

MX

i =1

 (si )! i ; ' (x; y) +  (si ) � J (x; y; si ); 8i 2 M

)

:

(4.26)

Note that, to maximize (4.26) given any , we need to choose a maximum value for' . Considering
the fact that' (x; y) +  (si ) � J (x; y; si ) must be satis�ed for all(x; y) 2 D andsi 2 S, the
maximum allowable value of' is given by:

' (x; y) =  c(x; y) = inf
s i

J (x; y; si ) �  (si ); (4.27)

where c is called the c-transform of . Now, considering i =  (si ), (4.26) and (4.27) lead to:

min
T

Z

D
J (v; T(v))f (x; y)dxdy = max

 i ;i 2M

(

F ( T ) =
MX

i =1

 i ! i +
Z

D
 c(x; y)f (x; y)dxdy

)

;

(4.28)

 c(x; y) = inf
i

J (x; y; si ) �  i : (4.29)

As a result, the optimization problem in (4.11) is reduced to (4.23) with a set ofM optimization
variables, i , 8i 2 M . This proves the theorem.

Theorem 4 shows that the complex optimal cell partitioning problem in (4.11) can be transformed
to a tractable optimization problem withM variables. In other words, by solving (4.23), one can
use the optimal values of i , 8i 2 M to �nd the optimal cell partitions. Using Theorem 4, we can
further proceed to solve (4.11) by presenting the following theorem:

Theorem 5. Given (4.23),F is a concave function of variables i , i 2 M . Also, we have:

@F
@ i

= ! i �
Z

D i

f (x; y)dxdy; (4.30)

whereD i = f (x; y)jJ (x; y; si ) �  i � J (x; y; sj ) �  j ; 8j 6= ig.
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Proof. Clearly,
MP

i =1
 i ! i is a linear function of i . Also, given anyi 2 M , J (x; y; si ) �  i is a

linear function of i . Let z( T ) = inf
i

J (x; y; si ) �  i with  T being a vector of all variables

 i , i 2 M . Then, we can observe that the hypograph ofz( T ), a set of points belowz( T ),
is a convex set. Subsequently, considering the fact that a function is concave if and only if its
hypograph is convex, we prove the concavity ofz( T ). Finally, since multiplyingz( T ) by a
positive probability density functionf (x; y), and taking integration over(x; y) does not violate the
concavity,F is also a concave function of T .

To �nd the derivative ofF with respect to i , we �rst compute@ c

@ i
. Clearly, based on (4.29), we

have:
@ c

@ i
=

�
� 1; if J (x; y; si ) �  i � J (x; y; sj ) �  j ; 8j 6= i;
0; otherwise:

(4.31)

Then, by de�ningD i = f (x; y)jJ (x; y; si ) �  i � J (x; y; sj ) �  j ; 8j 6= ig, the derivative ofF ,
given in (4.23), will be:

@F
@ i

= ! i �
Z

D i

f (x; y)dxdy : (4.32)

This proves the theorem.

Theorem 5 shows the concavity ofF as a function of T . Thus, the optimal values for variables i ,
8i 2 M , can be obtained by maximizingF . Then, given the optimal i , 8i 2 M , equations (4.20),
and (4.21) are used to determine the optimal cell partitions corresponding to the optimization
problem in (4.11). In this case, using the �rst derivative ofF provided in (4.30), we propose a
gradient-based method to determine the optimal vector T that leads to the optimal cell partitions.
Here, using the gradient descent method is simple in terms of implementation and does not require
computing the Hessian matrix ofF which is needed in the Newton methods. In fact, given the
intractable expression ofF in (4.23), �nding its second derivative is challenging and, thus, we
adopt the gradient-based approach.

The proposed algorithm for �nding the optimal cell partitions is shown as Algorithm 1 and pro-
ceeds as follows. The inputs are the distribution of users, hover times, locations of the UAVs, and
� > 0 which is the threshold based on which the algorithm stops. In Algorithm 4, we �rst initialize
vector T

t with t being the iteration number. Next, using (4.30), we computer F ( T
t ). In Step 6,

we update T
t using step size� k . The appropriate step size at each iteration is determined through

Steps 7 to 21. Here, we �nd the step size� k based on Armijo's rule which is a common approach
for �nding an appropriate step size in the gradient decent method [135]. In particular, Armijo's
rule improves the convergence of the gradient descent method by adaptively adjusting the step
size. In this case, the algorithm stops when the condition in 4 is not satis�ed. Clearly, due to the
concavity ofF , the optimal solution to (4.23) is attained. Finally, based on the optimal vector T ,
the optimal cell partitions are determined using Steps 24 and 25.

In summary, we proposed a framework for maximizing the average data service to ground users
while considering some level fairness between the users. To this end, we used tools from optimal
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Algorithm 2 Gradient method for optimal cell partitioning

1: Inputs: f (x; y), � , � i , si , 8i 2 M .
2: Outputs:  �

i , A i , 8i 2 M .
3: Set initial values for T

t , (t = 1 ) .
4: while




 r F ( T

t )





2 > � do
5: Setk = 1 , � 1 = 1 :
6: Update T

t+1 =  T
t + " k r F ( T

t ), k; t 2 N.
7: if F ( T

t ) < F ( T
t+1 ) then

8: Go to Step 12 .
9: else

10: Go to Step 17 .
11: end if
12: while F ( T

t ) < F ( T
t+1 ) do

13: k ! k + 1 .
14: � k = 2 k� 1� 1.
15: Update T

t+1 =  T
t + " k r F ( T

t ), k; t 2 N.
16: end while
17: while F ( T

t ) > F ( T
t+1 ) do

18: k ! k + 1 .
19: � k = 2 � k+1 � 1.
20: Update T

t+1 =  T
t + " k r F ( T

t ), k; t 2 N.
21: end while
22: t ! t + 1 .
23: end while
24:  �

i =  T
t (i ), 8i 2 M .

25: A i =
n

(x; y)jJ (x; y; si ) �  �
i � J (x; y; sj ) �  �

j ; 8j 6= i
o

, 8i 2 M .

transport theory to determine the optimal cell partition associated to each UAV that services the
users in the cell partition.

4.3.3 Cell Partitioning in Uplink Case

For cell association problems, in general, analyzing the uplink can be intractable due to the chal-
lenges stemming from interference modeling. In particular, uplink interference depends on two
key information: channel assignment strategy and cell partitions. Without such information (as in
our case), one cannot write an exact expression for the interference. To analyze the uplink case,
we can consider interference-free and interference scenarios, separately, as follows.

Interference-free scenario

In this case, we assume that the UAVs operate over different frequency bands which are divided
among their associated users and, thus, there is no interference. The uplink SNR for a given user
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located at(x; y) that connects to UAVi will be:


 UL
i (x; y) =

Pu

K odi
2(x; y) [PLoS;i � LoS + PNLoS;i � NLoS] � 2

; (4.33)

wherePu is the transmit power of the user. Then, the uplink cell partitioning problem will be given
by:

min
A i ; i 2M

MX

i =1

Z

A i

�
�
� i log2

�
1 + 
 UL

i (x; y)
��

f (x; y)dxdy; (4.34)

s.t.
Z

A i

f (x; y)dxdy = ! i ; 8i 2 M ; (4.35)

A l \ A m = ; ; 8l 6= m 2 M ;
[

i 2M

A i = D: (4.36)

where� i = B
N� i

MP

k=1
Tk , and! i = � i Ti

MP

k =1
� k Tk

. Clearly, similar to the downlink case, the uplink cell

association problem in (4.34) can be solved using Algorithm 1.

Interference case

In this scenario, UAVs share the same frequency band which is divided among the users associated
to each UAV. Here, since it is not possible to compute the exact value of the interference power in
the uplink, we provide an approximate expression for the average interference. To this end, we �rst
determine cell partitions based on a weighted Voronoi diagram and, then, we compute the average
interference power over the given cell partitions.

Clearly, for a user that connects to UAVi , interference stems from users located in all other cells,
8A k ; k 6= i . Now, the spatial probability density function of an interfering user located at partition
A k , k 6= i can be given by:

f A k (x; y) = f ( x; yj (x; y) 2 A k) =
f (x; y)

P [(x; y) 2 A k ]
=

f (x; y)R
A k

f (x; y)dxdy
: (4.37)

Subsequently, the average interference power at UAVi from a user in partitionA k is:

I A k ;i =
Z

A k

PuGi (x; y)f A k (x; y)dxdy; (4.38)

whereGi (x; y) = K od2
i (x; y) [PLoS;i � LoS;i + PNLoS;i � NLoS;i ] is the channel gain between the inter-

fering user and UAVi . Hence, the average interference power at UAVi from all interfering users
can be approximately given by:
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I UL
i �

X

k6= i

I A k ;i : (4.39)

Note that, our approach for �nding the average interference is analytically tractable. Moreover, this
approach is not computationally demanding as it only needs to be done once, before solving our
cell association problem. Clearly, the uplink SINR for a given user located at(x; y) that connects
to UAV i will be:


 UL
i (x; y) =

PuGi (x; y)
I UL

i + � 2
: (4.40)

Finally, (4.40) is used in our uplink cell association problem in (4.34) which can be solved using
Algorithm 1. A more elaborate analysis on the uplink cell association problem can be subject of
future work. In the next section, we investigate Scenario 2 in which the minimum average hover
times of UAVs needed for completely servicing the users are determined.

4.4 Scenario 2: Minimum Hover Time For meeting Load Re-
quirements

Our goal is to meet the load requirements of the ground users while minimizing the average hover
times of the UAVs. In particular, given the demand of each user, we �nd the minimum required
average hover time of the UAVs to completely serve the users. The hover time of each UAV
depends on the distribution and load of the users, bandwidth allocation between users, and the
cell partition that is assigned to the UAV. Next, we �rst derive an expression for the average hover
time needed to serve any arbitrary cell partition under an optimal bandwidth allocation between the
users. Then, we determine the optimal cell partitions for which the average hover times required for
completely servicing the entire target area is minimized. We note that, given a speci�ed partition
A i , the hover time of the UAVi needed for serving the users depends on the bandwidth allocation
strategy. Hence, we �rst derive the minimum average hover time of each UAV that can be attained
by optimal bandwidth allocation to the users in the given cell partition.

Proposition 4. Let u be the load (in bits) of a user located at(x; y). The minimum average hover
time of UAV i for serving partitionA i that can be achieved by optimally allocating the bandwidth
to the users, is given by:

� i =
Z

A i

Nu
CB

i (x; y)
f (x; y)dxdy + gi

� Z

A i

f (x; y)dxdy
�

; (4.41)

whereN is the total number of users,CB
i = B log2 (1 + 
 i (x; y)), andgi (:) is the additional control

time which is a function of the number of users in the cell partition.

Proof. Let Y be an arbitrary set ofY users in a cell partitionA i . We denote the load and bandwidth
allocated to userr by ur andWr . Then, the time needed to serve userr is given by:
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t r =
ur

Wr Er
; (4.42)

whereEr is the spectral ef�ciency (bit/s/Hz) at the user's location. Clearly, to completely serve all
the users inA i , the hover time of UAVi must bemaxt r + gY , with gY being the additional control
time. The hover time can be minimized by an optimal bandwidth allocation as follows:

min max
Wr ; r =1 ;:::;Y

t r + gY ; (4.43)

s.t.
YX

r =1

Wr = B: (4.44)

The min-max problem in (4.43) can be transformed to:

min Z + gY ; (4.45)

s.t. Z �
ur

Wr Er
; 8r 2 Y ; (4.46)

YX

r =1

Wr = B: (4.47)

Now, using (9.55) and (9.56), we haveZ � 1
B

YP

r =1

ur
E r

. Hence, the minimum hover time under

an optimal bandwidth allocation will be
YP

r =1

ur
BE r

+ gY . Furthermore, it can be shown thatWr =

Bu r
E r

=
YP

k=1

uk
Ek

is an optimal bandwidth allocation to userr . Clearly,
YP

r =1

ur
BE r

is also equal to the total

time needed for sequentially serving the users using the entire bandwidthB . Therefore, given a
cell partitionA i and the users' distribution,f (x; y), the minimum average hover time of UAVi
can be given by:

� i =
Z

A i

Nu
Blog2 (1 + 
 i (x; y))

f (x; y)dxdy + gi

� Z

A i

f (x; y)dxdy
�

: (4.48)

Finally, consideringCB
i = B log2 (1 + 
 i (x; y)), this proposition is proved.

From (4.41), we can see that the hover time increases as the number of users increases. In fact,
for a higher number users, both the total data transmission time and the additional control time
increase. Moreover, the hover time increases as the load of the users increases. In particular, for an
equal load of users, the hover time increases sublinearly by increasing the load as the control time
does not depend on the load here. From (4.41), we can see that the hover time can be reduced by
increasing the transmission rate. In addition, (4.41) implies that the UAV must hover for a longer
time over a partition with higher users' density (i.e.f (x; y)).
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Next, we minimize the total average hover time by solving the following optimization problem:

min
A i ; i 2M

MX

i =1

Z

A i

Nu
CB

i (x; y)
f (x; y)dxdy + gi

� Z

A i

f (x; y)dxdy
�

; (4.49)

s.t. A l \ A m = ; ; 8l 6= m 2 M ; (4.50)
[

i 2M

A i = D; (4.51)

where the objective function in (4.49) represents the total average hover time needed for providing
service for the target area.

Solving (4.49) is challenging as the optimization variablesA i , 8i 2 M , are sets of continuous
partitions which are mutually dependent. Moreover, sincegi is a generic function ofA i andf (x; y),
this problem is intractable. Next, we use optimal transport theory to completely characterize the
optimal solution. To this end, we �rst prove the existence of the solution to (4.49) for any semi-
continuous functiongi , 8i 2 M . Note that, in general, (4.49) does not necessary admit an optimal
solution when the semi-continuity ofgi does not hold.

Proposition 5. The optimization problem in (4.49) generally admits an optimal solution.

Proof. Let ai =
R

A i
f (x; y)dxdy, then we also de�ne a unit simplex as follows:

E =

(

a = ( a1; a2; :::; aM ) 2 RM ;
MX

k=1

ai = 1; ai � 0; 8i 2 M

)

: (4.52)

Clearly, given any vectora, problem (4.49) can be considered as a classical semi-discrete optimal
transport problem. In particular, consideringf (v) = f (x; y), andc(v; si ) = u

CB
i (x;y ) , (4.49) can

be transformed to:
min

T

Z

D
c(v; s)f (v)dv; s = T(v); (4.53)

whereT is the transport map which is associated to cell partitionsA i by :
(

T(v) =
MX

i =1

si 1A i (v);
Z

A i

f (v)dv = ai

)

: (4.54)

Clearly, as discussed in Section 4.3, the optimal transport problem in (9.48) admits a solution.
Hence, for anya 2 E, the problem in (4.49) has an optimal solution. SinceE is a unit simplex in
RM which is a non-empty and compact set, the problem admits an optimal solution over the entire
E. Thus, the proposition is proved.

Next, we completely characterize the solution space of problem (4.49) which allows �nding the
optimal cell partitioning and the average hover time of each UAV.
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Theorem 6. The optimal hover time of UAVi required to completely service the target area is
given by:

� �
i =

Z

A �
i

Nu
CB

i (x; y)
f (x; y)dxdy + gi

 Z

A �
i

f (x; y)dxdy

!

; (4.55)

whereA �
i is the optimal cell partition given by:

A �
i =

�
(x; y)j

Nu
CB

i (x; y)
+ g0

i (ai ) �
Nu

CB
j (x; y)

+ g0
j (aj ); 8j 6= i 2 M

�
; (4.56)

whereai =
R

A i
f (x; y)dxdy, andN is the total number of users.

Proof. See Appendix A.1.

Using Theorem 6, we can �nd the optimal cell partitions as well as the minimum hover time
needed to completely service the users. In fact, the target area is optimally partitioned in a way
that the average hover time that the UAVs use to serve their users is minimized. Note that, for
the special case whereg0

i = 0, the result in (4.56) corresponds to the classical weighted Voronoi
diagram. In this case, the users are assigned to the UAVs based on the maximum received signal
strength criterion. Consequently, the users can be served with a maximum rate and, hence, the total
required hover time is minimized. However, in general, the classical weighted Voronoi diagram is
not optimal [127] as the effect of control time is ignored while generating cell partitions.

From (4.56), we can see that there is a mutual dependency betweenai andA i , 8i 2 M . Therefore,
solving (4.56) does not have an explicit form and, hence, an iterative-based approach is needed to
�nd a solution to (4.56). Next, given the results of Theorem 6, we present an iterative algorithm
based on [134] and shown in Algorithm 2, that solves (4.56) and �nds the optimal cell partitions
and the average hover time of each UAV. This algorithm guarantees the convergence to the optimal
solution within a reasonable number of iterations [134]. In addition, this algorithm is practical to
implement as its complexity grows linearly with the size of the areaD.

Algorithm 2 for �nding the optimal cell partitions as well as the average hover times proceeds
as follows. The inputs are load and distribution of the users, locations of the UAVs, control time
function, and the number of iterations,L. Here, we uset to represent the iteration number. First,
we generate initial cell partitionsA (t )

i , and set� (t )
i (x; y) = 0 , 8i 2 M , with � (t )

i (x; y) being a
pre-de�ned parameter that will be used to update the cell partitions. Next, we update� (t+1)

i (x; y),
and computeai in step 6. Then, in step 8, we update cell partitions by using (4.56). Finally, at the
end of the iteration, the optimal cell partitions and the minimum average hover time of the UAVs
are determined.
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Algorithm 3 Iterative algorithm for optimal cell partitions and hover times

1: Inputs: f (x; y), u, Z , gi , si , 8i 2 M .
2: Outputs: A �

i , � �
i , 8i 2 M .

3: Sett = 1 , generate an initial cell partitionsA (t )
i , and set� (t )

i (x; y) = 0 , 8i 2 M .
4: while t < Z do

5: Compute� (t+1)
i (x; y) =

(
(1 � 1=t) � (t )

i (x; y); if (x; y) 2 A i
(t ) ;

1 � (1 � 1=t)
�

1 � � (t )
i (x; y)

�
; otherwise:

6: Computeai =
R

D

�
1 � � (t+1)

i (x; y)
�

f (x; y)dxdy, 8i 2 M .
7: t ! t + 1 .
8: Update cell partitions using (4.56).
9: end while

10: A �
i = A (t )

i ,
11: Compute� �

i using (4.41) based onA �
i , 8i 2 M .

4.5 Simulation Results and Analysis

For our simulations, we consider a rectangular area of size1000m � 1000m in which the ground
users are distributed according to a two-dimensional truncated Gaussian distribution which is suit-
able to model a hotspot area and is given by [128]:

f (x; y) =
1
�

exp
h

�
� x � � xp

2� x

� 2i
exp

h
�

� y � � yp
2� y

� 2i
; (4.57)

where� = 2�� x � yerf
�

L x � � xp
2� x

�
erf

�
L y � � yp

2� y

�
, and the size of the area isL x � L y. Also, � x , � x ,

� y, and� y are the mean and standard deviation values of thex andy coordinates, anderf(z) =
2p
�

zR

0
e� t2

dt. In this case, (� x , � y) represents the center of the hotspot, and the density of the

users around the center is inversely proportional to the values� x and� y. In our simulations, we
consider� x = � y = � o. Note that, although we consider the truncated Gaussian distribution of
users, our analysis can also accommodate any other arbitrary distribution. Moreover, we deploy
the UAVs based on a grid-based deployment with an altitude of 200 m. Unless stated otherwise, we
consider a full interference scenario with an interference factor� = 1. Furthermore, for Scenario
1, we consider equal resource allocation factors (i.e.� i = � j ; 8i; j 2 M ) . For the control
time function, we considergi (Nai ) = � (Nai )

2, with � being an arbitrary constant factor. This
function is a reasonable choice in our model as it is a superlinear function of the number of users
and its value can be adjusted by factor� . However, any arbitrary Lipschitz continuous control
function can also be considered in our model. The simulation parameters are listed in Table I. We
compare our results, obtained based on the proposed optimal cell partitioning approach, with the
classical weighted Voronoi diagram baseline. Note that, all statistical results are averaged over a
large number of independent runs. Next, we present the results corresponding to Scenario 1 and
Scenario 2, separately.
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Table 4.1: Simulation parameters.

Parameter Description Value
f c Carrier frequency 2 GHz
Pi UAV transmit power 0.5 W
No Noise power spectral -170 dBm/Hz
N Number of ground users 300

� LoS Additional path loss to free space for LoS 3 dB
� NLoS Additional path loss to free space for NLoS 23 dB

B Bandwidth 1 MHz
� Control time factor 0.01
h UAV's altitude 200 m
u Load per user 10 Mb

� x ; � y Mean of the truncated Gaussian distribution250 m, 330 m
b1; b2 Environmental parameters (dense urban)0.36, 0.21 [15]
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Figure 4.3: Cell partitions associated to UAVs given the non-uniform spatial distribution of users.

4.5.1 Results for Scenario 1

Fig. 8.3 shows the proposed optimal cell partitions and the classical weighted Voronoi diagram. In
this case, we consider 5 UAVs that provide service for the non-uniformly distributed ground users
(truncated Gaussian distribution with� o = 1000m). Moreover, in Scenario 1, we assume that
the maximum hover time of each UAV is 30 minutes which corresponds to the typical hover time
for quadcopter UAVs [136]. In Fig. 8.3, areas shown by a darker color have a higher population
density. As we can see from Fig. 8.3b, the cell partitions associated with UAVs 3 and 4 have
signi�cantly more users than cell partition 1. Therefore, given the limited hover times, users
located at cell partitions 3 and 4 cannot be fairly served by UAVs. However, in the proposed
optimal cell partitioning case (obtained by Algorithm 1), the cell partitions change such that the
average data service under a fair resource allocation constraint is maximized. For instance, as
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Figure 4.4: Jain's fairness index for average data service to users.

shown in Fig. 8.3a, the size of cell partitions 3 and 4 decreases compared to the weighted Voronoi
diagram. As a result, the proposed cell partitions lead to a higher level of fairness among the users
than the weighted Voronoi case.

To show how fairly the users can be served in different cases of cell partitioning, we use the Jain's
fairness index. This metric can be applied to any performance metric such as rate or service load
and it is maximized when all users receive an equal service. Here, we compute the Jain's index
based on the data service that is offered to each user. The Jain's index is given by [137]:

FJain(l1; l2; :::; lN ) =

 
NX

i =1

l i

! 2

�
�

N
NX

i =1

l i
2
� � 1

; (4.58)

whereN is the number of users, andl i is the data service to useri . Clearly,1=N � FJain � 1, with
FJain = 1=N andFJain = 1 indicating the lowest and highest level of fairness.

Fig. 4.4 shows the Jain's fairness index for different values of� o which is given in (4.57). In this
�gure, as � o increases the spatial distribution of users becomes closer to a uniform distribution.
As we can see from this �gure, the minimum Jain's index corresponding to the proposed cell
partitioning method is above 0.5. However, in the weighted Voronoi case, it can decrease to 0.18
for a highly non-uniform distribution of users with� o = 200 m. This is due to the fact that,
in the Voronoi case, users located in highly congested partitions receive lower service than the
partitions with low number of users. In the proposed approach, however, the resources (hover time
and bandwidth) are fairly shared between the users thus leading to a higher fairness index. From
Fig. 4.4 we can also observe that, for higher values of� o (more uniform distribution), the fairness
index for the proposed approach becomes closer to the weighted Voronoi case.

Fig. 4.5 shows the average number of users in each cell partition. Clearly, in the Voronoi case,
the average number of users per cell signi�cantly varies for different cell partitions. For instance,
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Figure 4.5: Average number of users per cell partition.

the average number of users in cell 3 is 2.5 times higher than cell 1. Consequently, compared to
cell 3, users in cell 1 will receive lower data service from their associated UAV. However, in the
proposed approach, the cell partitions associated with the UAVs are formed such that the number
of users per cell be proportional to the bandwidth and hover time of the UAVs. In this case,
given equal bandwidth and hover times of UAVs, the cell partitions contains an equal number of
users. Therefore, our approach avoids generating unbalanced cell partitions and, hence, it leads to
a higher level of fairness compared to the classical Voronoi approach.

Fig. 4.6 shows the average sum-logarithm (sum-log) of data service as the interference factor varies
(for 5 UAVs, and� o = 200 m). The sum-log utility is a commonly used performance metric that
accounts for both total system performance and individual fairness [129]. Clearly, our proposed
approach outperforms the weighted Voronoi technique. Moreover, as the interference between
UAVs decreases, the total data service that they can provide to the ground users increases. For
instance, by decreasing� from 1 (full interference case) to 0 (interference-free), the sum-log data
service increases by 14%.

In Fig. 4.7, we show how the total data service changes as the maximum hover time of the UAVs
increases. As expected, by increasing the hover time of each UAV, the users can be served for a
longer time and, hence, the total data service increases. Fig. 4.7 also compares the performance
of deploying 5 UAVs versus 10 UAVs. Interestingly, we can see that the 5-UAVs case with 40
minuets hover time (for each UAV) outperforms the 10-UAVs case with 30 minuets hover time. As
a result, in this case, deploying UAVs that has a 33% higher hover time is preferred than doubling
the number of UAVs. In fact, increasing the number of UAVs results in a higher interference
which reduces the maximum data service gain that can be typically achieved by using more UAVs.
Therefore, depending on system parameters, using more capable UAVs (i.e. with longer �ight
time) to service ground users can be more bene�cial than deploying more UAVs with shorter �ight
times.
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Figure 4.6: Average sum-log of data service as a function of the interference factor.
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Figure 4.7: Total data service versus the maximum hover time of each UAV.

4.5.2 Results for Scenario 2

Here, we present the results for Scenario 2 in which the users are completely serviced using a
minimum hover time. In this case, we consider a 10 Mb data service requirement for each user.

In Fig. 4.8, we show the total hover time versus the transmission bandwidth. Two bandwidth
allocation schemes are considered, the optimal bandwidth allocation resulting from Proposition
2, and an equal bandwidth allocation. Clearly, by increasing the bandwidth, the total hover time
required for serving the users decreases. In fact, a higher bandwidth can provide a higher the
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Figure 4.8: Average hover time versus bandwidth.

transmission rate and, hence, users can be serviced within a shorter time duration. From Fig. 4.8,
we can see that, the optimal bandwidth allocation scheme can yield a 51% hover time reduction
compared to the equal bandwidth allocation. This is due the fact that, according to Proposition
2, by optimally assigning the bandwidth to each user based on its demand and location, the total
hover time of UAVs can be minimized.

Fig. 4.9 shows the average total hover time of the UAVs as the number of UAVs varies. This result
corresponds to the interference-free scenario in which the UAVs operate on different frequency
bands. Hence, the total bandwidth usage linearly increases by increasing the number of UAVs.
From Fig. 4.9, we can see that the total hover time decreases as the number of UAVs increases. A
higher number of UAVs corresponds to a higher number of cell partitions. Hence, the size of each
cell partition decreases and the users will have a shorter distance to the UAVs. In addition, lower
control time is required during serving a smaller and less congested cell. In fact, increasing the
number of UAVs leads to a higher transmission rate, and lower control time thus leading to a lower
hover time. For instance, as shown in Fig. 4.9, when the number of UAVs increases from 2 ot 6,
the total hover time decreases by 53%. Nevertheless, deploying more UAVs in interference-free
scenario results in a higher bandwidth usage. Therefore, there is a fundamental tradeoff between
the hover time of UAVs and the bandwidth ef�ciency.

Fig. 4.10 shows the impact of control time on the total hover time for the proposed cell partition-
ing, as a result of Theorem 3 and the weighted Voronoi diagram. In both cases, we use the optimal
bandwidth allocation scheme. Clearly, as the control time factor,� , increases, the total hover time
also increases. From Fig. 4.10, we can see that, using our proposed optimal cell partitioning ap-
proach, the average total hover time can be reduced by around 20% compared to weighted Voronoi
case. This is due to the fact that, unlike the weighted Voronoi, our approach also minimizes the
control time while generating the cell partitions. We note that, the hover time difference between
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Figure 4.9: Average hover time versus number of UAVs and bandwidth usage.
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Figure 4.10: Average hover time versus control time factor (� ) for � o = 200 m.

these two cases increases as� increases. In particular, as shown in Fig. 4.10, our approach yields
around 32% hover time reduction when� = 0:5.

In Fig. 4.11, we show the impact of interference on the hover time of UAVs. Clearly, the total hover
time increases as the interference between the UAVs increases. This is due to the fact that a lower
SINR leads to a lower transmission rate and, hence, a given UAV needs to hover for a longer time
in order to completely service its users. For instance, the average hover time in the full interference
case (� = 1) is 4.5 times larger than the interference-free case in which� = 0. Therefore, one can
signi�cantly reduce the hove time of UAVs by adopting interference mitigation techniques such as
using orthogonal frequencies and scheduling of UAVs.
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Figure 4.11: Average hover time versus interference factor.
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Figure 4.12: Convergence of Algorithm 1.
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Figure 4.13: Convergence of Algorithm 2.

Finally, in Figures 4.12 and 4.13, we show the convergence of our proposed approach in Algo-
rithms 1 and 2. Clearly, these algorithms converge after a reasonable number of iterations.

4.6 Summary

In this chapter, we have proposed a novel framework for optimizing UAV-enabled wireless net-
works while taking into account the �ight time constraints of UAVs. In particular, we have inves-
tigated two UAV-based communication scenarios. First, given the maximum possible hover times
of UAVs, we have maximized the average data service to the ground users under a fair resource
allocation policy. To this end, using tools from optimal transport theory, we have determined the
optimal cell partitions associated with the UAVs. In the second scenario, given the load require-
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ments of users, we have minimized the average hover time of UAVs needed to completely serve
the users. In this case, we have derived the optimal cell partitions as well as the optimal bandwidth
allocation to the users that lead to the minimum hover time. The results have shown that, using
our proposed cell partitioning approach, the users receive higher fair data service compared to the
classical Voronoi case. Also, our results for Scenario 2 have revealed that the average hover time
of UAVs can be signi�cantly reduced by using the proposed approach.

4.7 Appendix A

A.1 Proof of Theorem 3

As shown in Proposition 5, there exist optimal cell partitionsA i , i 2 M which are solutions to the
optimization problem in (4.49). Now, we consider two optimal partitionsA l andA m , and a point
vo = ( xo; yo) 2 A m . Also, letB � (vo) be the intersection ofA m with a disk that has a centervo and
radius� > 0. To characterize the optimal solution of (4.49), we �rst generate new cell partitions
bA i (a variation of optimal partitions) as follows:

8
><

>:

bA m = A mnB " (vo);
bA l = A l [ B " (vo);
bA i = A i ; i 6= l; m:

(4.59)

Also, let a" =
R

B " (v o ) f (x; y)dxdy, andbai =
R

bA i
f (x; y)dxdy. Considering the optimality ofA i ,

i 2 M , we have:
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where(a) comes from the fact thatA i is optimal and, hence, any variation of that (bA i ) cannot lead
to a better solution.Now, we multiply both sides of the inequality in (4.60) by1

a"
. Then, we take

the limit when" ! 0, and we use the following equality:

lim
" ! 0

1
a"

Z

B " (vo )

�
Nu

CB
l (x; y)

�
f (x; y)dxdy = lim

" ! 0

R
B " (vo )

h
Nu

CB
l (x;y )

i
f (x; y)dxdy

R
B " (vo ) f (x; y)dxdy

=
Nu

CB
l (xo; yo)

: (4.61)

Subsequently, following from (4.60), we have:

Nu
CB

m (xo; yo)
+ g0

l (am ) �
Nu

CB
l (xo; yo)

+ g0
l (al ): (4.62)

Note that, (4.62) provides the condition under which a point(xo; yo) is assigned to partitionm
rather thanl. Therefore, the optimal cell partitions can be characterized as:

A �
i =

�
(x; y)j

Nu
CB

i (x; y)
+ g0

i (ai ) �
Nu

CB
j (x; y)

+ g0
j (aj ); 8j 6= i 2 M

�
: (4.63)

Finally, using (4.41), the optimal average hover time of UAVi is:

� �
i =

Z

A �
i

Nu
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i (x; y)
f (x; y)dxdy + gi

 Z

A �
i

f (x; y)dxdy

!

: (4.64)



Chapter 5

Fundamental Performance Analysis of
Unmanned Aerial Vehicle with Terrestrial
Device-to-Device Network

5.1 Background, Related Works, and Contributions

As we discussed in previous chapters, owing to their agility and mobility of UAVs, they can be
quickly and ef�ciently deployed to support cellular networks and enhance their QoS. On the one
hand, UAV-based aerial base stations can be deployed to enhance the wireless capacity and cov-
erage at temporary events or hotspots such as sport stadiums and outdoor events. On the other
hand, they can be used in public safety scenarios to support disaster relief activities and to enable
communications when conventional terrestrial networks are damaged [6].

The most signi�cant existing body of work on UAV communications focuses on the air-to-ground
channel modeling [15, 49, 50, 138]. For instance, in [15] and [50], the probability of line of sight
(LoS) for air-to-ground communication as a function of the elevation angle and average height of
buildings in a dense urban area was derived. The air-to-ground path loss model has been further
studied in [138] and [49]. As discussed in [49], due to path loss and shadowing, the characteristics
of the air-to-ground channel are shown to depend on the height of the aerial base stations.

To address the UAV deployment challenge, the authors in [8] derived the optimal altitude enabling
a single, static UAV to achieve a maximum coverage radius. However, in this work, the authors
simply de�ned a deterministic coverage by comparing the path loss with a speci�ed threshold and
did not consider the coverage probability. The work in [9] extends the results of [8] to the case
of two UAVs while considering interference between the UAVs. In [29], the authors studied the
optimal placement of UAVs for public safety communications in order to enhance the coverage
performance. However, the results presented in [29] are based on simulations and there is no sig-
ni�cant analytical analysis. The use of UAVs for supplementing existing cellular infrastructure was

90
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discussed in [30] which provides a general view of practical considerations for integrating UAVs
with cellular networks. The work in [13] considered the use of UAVs to compensate for the cell
overload and outage in cellular networks. However, [30] did not provide any analysis on the cover-
age performance of UAVs and their optimal deployment methods. In [25], the authors investigated
how to optimally move UAVs for improving connectivity of ad hoc networks. However, [25] only
focused on an ad-hoc network and assumed that the UAV have complete information about the
location of nodes. In [26], considering static ground users, the optimal trajectory and heading of
UAVs equipped with multiple antennas for ground to air uplink scenario was derived.

For scenarios in which there is limited or no infrastructure support, beyond the use of UAVs, there
has been considerable recent studies on D2D communications between wireless users over the
licensed spectrum [139]. Such D2D communications has been shown improve coverage and ca-
pacity of existing wireless networks such as cellular systems. In particular, in hotspot areas or
public safety scenarios, D2D will allow users to communicate directly with one another without
signi�cant infrastructure. D2D communications are typically deployed using underlaid transmis-
sion links which reuse existing licensed spectrum resources [140]. Therefore, deploying a UAV
over a spectrum band that must be shared with an underlaid D2D network will introduce important
interference management challenges. In the literature, there are some studies on the coexistence of
the underlaid D2D and cellular communications with a single base station [141]. Furthermore, the
authors in [142] exploited the interplay between the massive MIMO and underlaid D2D communi-
cations for a single cell case. The authors in [143] extended the previous work on the D2D/massive
MIMO coexistence to the multi-cell scenario. However, none of theses prior work studied the co-
existence of UAVs and underlaid D2D communications. In particular, a comprehensive analytical
analysis to evaluate this coexistence in terms of different performance metrics, such as coverage
and rate, is lacking in the current state-of-the-art [8,25,141–143].

Compared to the previous studies on the coexistence of D2D and cellular networks such as [142]
and [143], the presence of an aerial UAV base station along with D2D links introduces new chal-
lenges. First, the channel modeling between the UAV and ground users will no longer be a classical
fading channel, instead, it will be based on probabilistic LoS and NLoS links [15, 50], while the
channel between a base station and the users will still follow a Rayleigh fading model. Second,
unlike conventional, �xed base stations, the height of a UAVs is adjustable and this impacts the
channel characteristics and the coverage performance. Third, the potential mobility of a UAV intro-
duces new dimensions to the problem and the impact of such mobility on D2D and network perfor-
mance must be analyzed. The prior studies on UAVs such as [8,9,13,15,25,29,30,49,50,138] have
not addressed the third challenge. More speci�cally, the interplay between UAVs and D2D com-
munications and the existing challenges and tradeoffs have not been investigated in these literature.
This chapter will providethe fundamental analysison the performance of UAV communication in
the presence of underlaid D2D links.

In this chapter, we analyze the coverage and rate performance of UAV-based wireless communica-
tion in the presence of underlaid D2D communication links. In particular, we consider a network
in which a single UAV must provide downlink transmission support to a number of users within a
given area. In this area, a subset of the devices is also engaged in D2D transmissions that operate in
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an underlay fashion over the UAV's transmission. We consider two types of users, namely down-
link users (DUs) which receive data from the UAV, and D2D users which communicate directly
with one another. Here, the UAV must communicate with the DUs while taking into account the
potential interference stemming from the underlaid D2D transmissions. For this network, we an-
alyze two key cases: static UAV and mobile UAV. Using tools from stochastic geometry, for both
scenarios, we derive the average downlink coverage probabilities for DUs and D2D users and we
analyze the impact of the UAV altitude and density of the D2D users on the overall performance.
For the static case, we �nd the optimal values for the UAV altitude which leads to a maximum cov-
erage probability for DUs. In addition, considering both DUs and D2D users, an optimal altitude
which maximizes the system sum-rate is computed. Our results demonstrate that the optimal UAV
altitude decreases as the density of D2D users increases. The results show that a maximum system
sum-rate can be achieved if the UAV altitude is appropriately adjusted based on the D2D users'
density. Furthermore, for a given UAV altitude, we show that an optimal value for the number of
D2D users that maximizes the system sum-rate exists.

For the mobile UAV case, we assume that the UAV can travel over the area while stopping at some
given locations in order to serve the downlink users. Using the disk covering problem, we �nd a
minimum number of stop points that the UAV needs to to completely cover the area. This can be
interpreted as the fastest way to cover the whole area with a minimum required transmit power. In
addition, we analyze the tradeoff between the number of stop points, which is considered as delay
here, and the coverage probability for the downlink users. Moreover, considering retransmissions
at different time instances, we derive the overall outage probability for the D2D communications.
We show that, in order to enhance the coverage for DUs, the UAV should stop in more locations
over the target area which can, in turn, lead an increased delay for DUs and higher outage probabil-
ity for D2D users. For example, our results show that for a given density of D2D users, to increase
the DU coverage probability from 0.4 to 0.7, the number of stop points should be increased from
5 to 23. Furthermore, the number of stop points is shown to signi�cantly depend on the number of
D2D users. For instance, if the average number of D2D users in the area increases from50to 100,
in order to maintain the DUs' coverage requirement, the number of stop points should be increased
from 20 to 55.

The rest of this chapter is organized as follows. Section 5.2 presents the system model and de-
scribes the air-to-ground channel model. In Section 5.3, coverage probabilities for DUs and D2D
users are derived for a single static UAV. Section 5.4 presents the performance evaluation for the
mobile UAV which is used to provide full coverage for the target area. Section 5.5 presents the
simulation results while Section 5.6 draws some conclusions.

5.2 System Model

Consider a circular area with a radiusRc in which a number of wireless users are deployed. In
this area, a UAV (at low altitude platform) is deployed to act as a �ying base station and to serve a
subset of those users. In this network, the users are divided into two groups: downlink users located



Mohammad Mozaffari Chapter 5. 93

Figure 5.1: Network model including a UAV, downlink users and D2D.

uniformly in the cell with density� du (number of users perm2), and D2D users whose distribution
follows homogeneous Poisson point processes (PPP)� B [144] with density of� d (number of D2D
pairs perm2). Note that, the average number of users in a given area is equal to the density of
the users multiplied by the size of the area. Here, we focus on the downlink scenario for the UAV
and we assume that the D2D users communicate in an underlay fashion. Furthermore, we assume
that a D2D receiver connects to its corresponding D2D transmitter pair located at a �xed distance
away from it in an isotropic direction [141]. Therefore, the received signals at the D2D receiver
include the desired signal from the D2D transmitter pair and interference from the UAV and other
D2D transmitters. A downlink user, on the other hand, receives the desired signal from the UAV
but it also experiences interference from all the D2D transmitters. It should be noted that, in our
model, the UAV provides service for downlink users (DUs) located inside a given, �nite area with
radiusRc. Nonetheless, we assume that the D2D users are spatiality distributed according to a
PPP over an in�nite area. In other words, each user receives interference from an in�nite number
of D2D transmitters. This is a typical assumption in PPP analysis which ensures that, the average
amount of received interference from D2D transmitters does not depend on the location of the
users [142,145], and [146].

The signal to interference plus noise ratio (SINR) expression for a D2D receiver is:


 d =
Pr;d

I c
d + I u + N

; (5.1)

wherePr;d is the received signal power from the D2D transmitter,I c
d is the total interference from

other D2D users,I u is the interference from the UAV, andN is the noise power. Moreover, we
have:

Pr;d = Pdd� � d
0 g0; (5.2)
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I c
d =

X

i 6=0

Pddi
� � d gi ; (5.3)

I d =
X

i

Pddi
� � d gi ; (5.4)

where the indexi = 0 is used for the selected D2D transmitter/receiver pair,g0 andgi are, respec-
tively, the channel gains between a D2D receiver and its corresponding D2D transmitter, and the
i th interfering D2D transmitters. For the D2D transmission, we assume a Rayleigh fading channel
model [141,143] and [147].Pd is the D2D transmit power which is assumed to be �xed and equal
for all the users,di is the distance between a D2D receiver and thei th D2D transmitter,d0 is the
�xed distance between the D2D receiver and transmitter of the selected D2D pair, and� d is the
path loss exponent between D2D users. Note that the received signal powers as well as the noise
power are normalized by a path loss coef�cient.

The SINR expression for a DU user that can connect to the UAV is:


 u =
Pr;u

I d + N
; (5.5)

wherePr;u is the received signal power from the UAV andI d is the total interference power from
D2D transmitters. Finally, the SINR-based coverage probability for the downlink users and the
D2D users is given by:

Pcov;du(� ) = P [
 u � � ] ; (5.6)

Pcov;d(� ) = P [
 d � � ] ; (5.7)

where
 u and
 d are, respectively, the SINR values at the location of the downlink users and the
D2D users, and� is the SINR threshold.

5.2.1 Air-to-ground channel model

As discussed in [15] and [8], the ground receiver can receive three groups of signals including
LoS, strong re�ected non-line-of-sight (NLoS) signals, and multiple re�ected components which
cause multipath fading. These groups can be considered separately with different probabilities of
occurrence as shown in [49] and [15]. Typically, it is assumed that the received signal is catego-
rized in only one of those groups [8]. Each group has a speci�c probability of occurrence which
is a function of environment, density and height of buildings, and elevation angle. Note that the
probability of having the multipath fading is signi�cantly lower than the LoS and NLoS groups [8].
Therefore, the impact of small scale fading can be neglected in this case [15]. One common ap-
proach for modeling air-to-ground propagation channel is to consider LoS and NLoS components
along with their occurrence probabilities separately as shown in [15] and [49]. Note that for NLoS
connections due to the shadowing effect and the re�ection of signals from obstacles, path loss
is higher than in LoS. Hence, in addition to the free space propagation loss, different excessive
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path loss values are assigned to LoS and NLoS links. Depending on the LoS or NLoS connection
between the user and UAV, the received signal power at the user location is given by [8]:

Pr;u =
�

Pu jX u j � � u LoS link;
�P u jX u j � � u NLoS link;

(5.8)

wherePu is the UAV transmit power,jX u j is the distance between a generic user and the UAV,� u

is the path loss exponent over the user-UAV link, and� is an additional attenuation factor due to the
NLoS connection. Here, the probability of LoS connection depends on the environment, density
and height of buildings, the location of the user and the UAV, and the elevation angle between the
user and the UAV. The LoS probability can be expressed as follows [8]:

PLoS =
1

1 + C exp(� B [� � C])
; (5.9)

whereC andB are constant values which depend on the environment (rural, urban, dense urban,

or others) and� is the elevation angle. Clearly,� = 180
� � sin� 1

�
h

jX u j

�
, jX u j =

p
h2 + r 2 and also,

probability of NLoS isPNLoS = 1 � PLoS.
As observed from (9), the LoS probability increases as the elevation angle between the user and
UAV increases.

Given this model, we will consider two scenarios:a static UAVand a mobile UAV. For each
scenario, we will derive the coverage probabilities and average rate for DUs and D2D users. Once
those metrics are derived, considering the D2D users density, we obtain optimal values for the
UAV altitude that maximize the coverage probability and average rate.

5.3 Network with a Static UAV

In this section, we evaluate the coverage performance of the users in the scenario in which one
UAV located at the altitude ofh in the center of the area serves the downlink users in the presence
of underlaid D2D communications. It can be shown that, for a uniform distribution of users over
the given area, palcing the UAV in the center of the area can maximize the coverage probability of
the downlink users.

5.3.1 Coverage probability for D2D users

Consider a D2D receiver located at(r; ' ), wherer and ' are the radius and angle in a polar
coordinate system assuming that the UAV is located at the center of the area of interest. The
distance between the D2D transmitter and its corresponding receiver is �xed and it is denoted by
d0. In this case, for underlaid D2D communication, the coverage probability for the D2D users can
be derived as follows:
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Theorem 7. The coverage probability for a D2D receiver, at the location(r; � ), connecting to its
D2D transmitter located at a distanced0 away from it, is given by:

Pcov;d(r; '; � ) = exp
�

� 2� 2� d� 2=� d d2
0

� d sin(2�=� d)
�

�d � d
0 N
Pd

�

�
�
PLoS exp

�
� �d � d

0 Pu jX u j � � u

Pd

�

+ PNLoS exp
�

� �d � d
0 �P u jX u j � � u

Pd

��
; (5.10)

wherejX u j =
p

h2 + r 2.

Proof. See Appendix B.1.

From this theorem, we can make several key observations. First, considering the fact that the
UAV creates interference on the D2D users, increasing the UAV altitude to increase its distance
from the D2D users does not necessarily reduces the interference on the D2D users. As will be
shown later by numerical simulations, by increasing the UAV altitude the D2D coverage proba-
bility decreases �rst, and then increases. This is due to the fact that, considering (5.9) and (5.10),
although increasing the UAV altitude increases the path loss term, it also leads to a higher LoS
probability. In general, the D2D users prefer to have the NLoS view towards the UAV and have
a maximum distance from it, however, these two objectives con�icts with each other. Second, in-
creasing the D2D transmit power (Pd), always enhances the D2D coverage probability, even in an
interference limited scenario where noise is ignored. Typically, in the interference limited scenar-
ios, increasing the transmit power of the D2D users does not improve the coverage performance
due to the increased interference from other D2D transmitters. According to Theorem 1, although
in the interference limited scenario (N = 0) the �rst multiplying term in (5.10) is independent
of Pd due to the interference from D2D transmitters, the second term is an increasing function
of Pd. Finally, the D2D coverage probability in (5.10) decreases when the UAV transmit power
increases. To cope with this situation, the D2D users can increase their transmit power or reduce
the �xed distance parameter (d0). In addition, decreasing the D2D user density improves the cov-
erage probability due to decreasing the interference. Note that the result presented in Theorem 18
corresponds to the coverage probability for a D2D user located at(r; ' ). To compute the average
coverage probability in the cell, we consider a uniform distribution of users over the area with
f (r; ' ) = r

�R 2
c
; 0 � r � Rc ; 0 � ' � 2� 1, whereRc is the radius of the desired circular area.

Then, we compute the average over the desired area. The average coverage probability for D2D
users will be:

1Note that the number of users has a Poisson distribution but their location follows the uniform distribution over
the area.
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�Pcov;d(� ) = Er; ' [Pcov;d(r; '; � )]

= exp
�

� 2� 2� d� 2=� d d2
0

� d sin(2�=� d)
�

�d � d
0 N
Pd

�

�

RcZ

0

EI u

�
exp(

� �d � d
0 I u

Pd
)
�
f (r; ' )drd'

= exp
�

� 2� 2� d� 2=� d d2
0

� d sin(2�=� d)
�

�d � d
0 N
Pd

�

�

RcZ

0

EI u

�
exp(

� �d � d
0 I u

Pd
)
�

2r
R2

c
dr: (5.11)

From (5.11), we can see that the average coverage probability for D2D users increases as the size
of the area,Rc, increases. In fact, when the UAV serves a larger area, the average distance of D2D
users from the UAV increases and on the average they receive lower interference from it. Next, we
provide a special case for (5.11) in which the UAV has a very high altitude or very small transmit
power.

Remark 1. ForPu = 0 or h ! 1 , the average coverage probability for the D2D users is simpli�ed
to [146]:

�Pcov;d(� ) = exp
�

� 2� 2� d� 2=� d d2
0

� d sin(2�=� d)
�

�d � d
0 N
Pd

�
; (5.12)

Note that, (5.12) corresponds to the coverage probability in overlay D2D communication in which
there is no interference between the UAV and the D2D transmitters. It should be noted that, this
result is also related to the success probability in a bipolar ad hoc network [146].

5.3.2 Coverage Probability for Downlink Users

Here, we �rst derive the bound and lower bound for the downlink users' coverage probability.

Theorem 8. The lower bound and upper bound of the average coverage probability for DUs in the
area of interest is given by:

�PL
cov;du(�; h ) =

RcZ

0

PLoS(r; h)L I

�
Pu jX u j � � u

�
� N

�
2r
R2

c
dr

+

RcZ

0

PNLoS(r; h)L I

�
�P u jX u j � � u

�
� N

�
2r
R2

c
dr; (5.13)
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�PU
cov;du(�; h ) =

RcZ

0

PLoS(r; h)UI

�
Pu jX u j � � u

�
� N

�
2r
R2

c
dr

+

RcZ

0

PNLoS(r; h)UI

�
�P u jX u j � � u

�
� N

�
2r
R2

c
dr; (5.14)

where�N < P u jjX u jj � � u , and for anyT > 0,

L I (T) =

"

1 �
2�� d� (1 + 2=� d)

� d � 2

�
T
Pd

� � 2=� d
#

� exp

 

� �� d

�
T
Pd

� � 2=� d

� (1 + 2=� d)

!

; (5.15)

UI (T) = exp

 

� �� d

�
T
Pd

� � 2=� d

� (1 + 2=� d)

!

: (5.16)

Also, � (t) =
1R

0
x t � 1e� xdx is the gamma function [148].

Proof. See Appendix B.2.

From Theorem 8, we can �rst see that, forT >> P d, given thate� x � 1� x whenx ! 0, we have

UI (T) = L I (T) � 1 � �� d

�
T
Pd

� � 2=� d

� (1 + 2=� d). This means that the lower bound and upper
bound become tighter for lower transmit power of D2D users. Moreover, from (15) and (16), when
� d ! 1 , the number of D2D users tends to in�nity andUI = L I = 0. Consequently, the downlink
users experience an in�nite interference from the D2D users which results in�Pcov;du = 0.

Furthermore, considering (4.9), (4.13), and (4.14), we can see that increasing the UAV altitude (h),
can enhance the LoS probability and the coverage probability. On the other hand, due to increas-
ing jX u j, L I andUI decrease, and hence the coverage probability for downlink users decreases.
Therefore, in order to achieve the maximum coverage, the altitude of the UAV should be carefully
adjusted.

As per Theorem 8, increasingRc decreases the average coverage probability for the downlink
users. However, higherRc results in a higher D2D average coverage probability. Moreover, the
average coverage probability for downlink users decreases as the density of the D2D users in-
creases. In this case, to improve the DUs coverage performance, one must increasePu or reduce
Rc. Next, we derive the DU coverage probability in the absence of the D2D users.
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Proposition 6. For low density and transmit power of D2D users, the interference from D2D users
is negligible compared to the UAV, then, the exact average coverage probability for the downlink
users can be expressed as:

�Pcov;du(� ) =
Z minf

h
( Pu

�N )
2=� u � h2

i 0:5
;Rcg

0
PLoS(r )

2r
R2

c
dr

+
Z minf

h
( �P u

�N )
2=� u � h2

i 0:5
;Rcg

0
PNLoS(r )

2r
R2

c
dr: (5.17)

Proof. For a DU located at(r; ' ), the coverage probability in absence of D2D users becomes

Pcov;du(r; '; � ) = P [
 u � � ] = PLoS(r )P [
 u � � jLoS]

+ PNLoS(r )P [
 u � � jNLoS]

= PLoS(r )1

"

jX u j �
�

Pu

�N

� 1=� u
#

+ PNLoS(r )1

"

jX u j �
�

�P u

�N

� 1=� u
#

: (5.18)

Now, the average coverage probability is computed by taking the average ofPcov;du(r; '; � ) over
the cell with the radiusRc.

Pcov;du(r; '; � ) = Er; ' [Pcov;du(r; '; � )]

=
Z minf

h
( Pu

�N )
2=� u � h2

i 0:5
;Rcg

0
PLoS(r )

2r
R2

c
dr

+
Z minf

h
( �P u

�N )
2=� u � h2

i 0:5
;Rcg

0
PNLoS(r )

2r
R2

c
dr: (5.19)

Proposition 6 gives the exact expression for the downlink users' coverage probability when the
interference from D2D users, due to their low density and low transmit power, is negligible com-
pared to the UAV. Therefore, the result in Proposition 6 shows the maximum achievable coverage
performance for downlink users when the received signal from the UAV is dominant compared to
the interference from the D2D transmitters.
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5.3.3 System sum-rate

Now, we investigate the average achievable rates for the DUs and D2D users which can be ex-
pressed as in [142]:

�Cdu = Wlog2(1 + � ) �Pcov;du(� ); (5.20)
�Cd = Wlog2(1 + � ) �Pcov;d(� ); (5.21)

whereW is the transmission bandwidth. Note that, (5.20) and (5.21) represent lower bounds on the
maximum achievable rate due to� � 
 d and� � 
 u. However, for tractability, we use (5.20) and
(5.21) to compute the average rates as done in [142]. Considering the whole DUs and D2D users
in the cell, the system sum-rate,�Csum, can be derived as a function of the coverage probabilities
and the number of users as follows:

�Csum = Rc
2�� du

�Cdu + Rc
2�� d

�Cd: (5.22)

Assuming� = � du
� d

, we have

�Csum = � dRc
2�

�
� �Pcov;du(� ) + �Pcov;d(� )

�
Wlog2(1 + � ); (5.23)

whereRc
2�� d andRc

2�� du are the number of DUs and D2D users in the target area respectively.

From (23), observe that, on the one hand,�Csum is directly proportional to� d, but on the other
hand, it depends on the coverage probabilities of DUs and D2D users which both are decreasing
functions of D2D user density. Therefore, in general, increasing� d does not necessarily enhance
the rate. Note that, considering (4.11), (4.13), (4.14), and (4.23), for both� d ! 0 and� d ! 1
cases the system sum-rate tend to zero. Hence, there is an optimum value for� d that maximizes
�Csum.

According to (4.23),�Csum is a function of the coverage probability and a logarithmic function of
the threshold (� ). The former is a decreasing function of� whereas the latter is an increasing
function of � . In other words, although increasing the threshold is desirable for the rate due to
increasing the logarithmic function, it also reduces the coverage probability. Therefore, in order
to achieve a maximum rate, a proper value for the threshold can be adopted. It should be noted
that, the SINR threshold,� , is typically �xed and cannot be set lower than the receiver sensitivity.
However, the analysis of different values of� brings value in order to understand how one could
change the SINR threshold value (in the future) through proper resource allocation or just system
design (change in the number of users, etc).

5.4 Network with a Mobile UAV

Now, we assume that the UAV can move around the area of radiusRc in order to provide coverage
for all the downlink users in the target area. In particular, we consider a UAV that moves over the
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target area and only transmits at a given geographical location (area) which we hereinafter refer
to asstop points. Each stop point represents a location over which the UAV stops and serves the
present downlink users. Here, our �rst goal is to minimize the number of stop points (denoted
by M ) and determine their optimal location. The objective of the UAV is to cover the entire area
and ensure that the coverage requirements for all DUs are satis�ed with a minimum UAV transmit
power and minimum number of stop points. In other words, we �nd the minimum number and
location of stop points for the UAV to completely cover the area. We model this problem by
exploiting the so-calleddisk covering problem[149]. In the disk covering problem, given a unit
disk, the objective is to �nd the smallest radius required forM equal smaller disks to completely
cover the unit disk. In the dual form of the problem, for a given radius of small disks, the minimum
number of disks required to cover a bigger disk is found.

In Figure 5.2, we provide an illustrative example to show the mapping between the mobile UAV
communication problem and the disk covering problem. In this �gure, the center of small disks
can be considered as the location of stop points and the radius of the disk is the coverage radius of
the UAV. Using the disk covering problem analysis, in Table 5.1, we present, for different number
of stop points, the minimum required coverage radius of a UAV for completely covering the target
area [149, 150]. Thereby, using the dual disk covering problem, for a given maximum coverage
radius of a UAV, we can �nd the minimum number of stop points for covering the entire area. The
detailed steps for �nding the minimum number of stop points are provided next.

First, we compute the coverage radius of the UAV based on the minimum requirement for the
DU coverage probability. The coverage radius is de�ned as the maximum radius within which
the coverage probability for all DUs (located inside the coverage range) is greater than a speci�ed
threshold,� . In this case, the UAV satis�es the coverage requirement of each DU which is inside
its coverage range. The maximum coverage radius for the UAV at an altitudeh transmitting with a
powerPu will be given by:

Rm = maxf RjPcov;du(�; R ) � "; Pu; hg = P � 1
cov;du(�; " ); (5.24)

where" is the threshold for the average coverage probability in the cell (area covered by the UAV).
Note that, a user is considered to be in coverage if it is in the coverage range of the UAV. The
minimum required number of stop points for the full coverage is:

�
L = min f M g;
Pcov;du(r; '; � ) � ";

(5.25)

whereM represents the number of stop points, the second condition guarantees that the area is
completely covered by the UAV, andL is the minimum value for the number of stop points if the
following condition holds:

Rmin ;L � Rm � Rmin ;L � 1 ! minf M g = L: (5.26)

By using Table 5.1, we see that,Rmin ;L � 1 andRmin ;L are, respectively, the minimum radius required
to cover the entire target area withL � 1 andL disks. After �nding the minimumM , we can reduce
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Figure 5.2: Five disks covering problem.

the UAV transmission power such that the coverage radius decreases to the minimum required
radius (Rmin ;L ). In this way, the UAV transmit power is minimized. Thus, we have:

Pu;min = argmin
Pu

f P � 1
cov;du(�; " ) = Rmin ;L jhg; (5.27)

wherePu;min is the minimum UAV transmit power. Thereby, the minimum number of stop points
leads to a full coverage at a minimum time with a minimum required transmit power.

In summary, the proposed UAV deployment method that leads to the complete coverage with a
minimum time and transmission power proceeds as follows. First, depending on the parameters of
the problem such as density of users and threshold, we compute the maximum coverage radius of
a UAV at the optimal altitude that can serve the DUs. Second, considering the size of target area,
using the disk covering problem, we �nd the minimum required number of transmission points
along with the coverage radius at each point. Third, we reduce the transmission power of UAV
such that its maximum coverage radius becomes equal to the required coverage radius found in
the previous step. Using the proposed method, the target area can be completely covered by the
UAV with a minimum required transmit power and minimum number of stop points. Next, we
investigate the impact of the number of stop points on the full coverage time of the downlink users,
and the overall outage probability of the D2D users.

We consider the network duringM time instances in which the UAV and D2D users will execute
M retransmissions. Note that, our system model considers the downlink, therefore, the retrans-
missions are essentially from the UAV to the DUs, and from D2D transmitters to corresponding
receivers. The moving UAV satis�es the coverage requirements of the downlink users inM re-
transmissions from different locations. Clearly, as the number of stop points (M ) increases, the
time required for UAV to completely cover the desired area, increases. Here, the time that the UAV
needs to provide the full coverage for the area by visiting all the stop points, is called delay. Hence,
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Table 5.1: Number and radii of disks in the covering problem.

Number of stop points Minimum required coverage radius (Rmin )
M = 1; 2 Rc

M = 3
p

3
2 Rc

M = 4
p

2
2 Rc

M = 5 0:61Rc

M = 6 0:556Rc

M = 7 0:5Rc

M = 8 0:437Rc

M = 9 0:422Rc

M = 10 0:398Rc

M = 11 0:38Rc

M = 12 0:361Rc

the delay depends on the travel time of the UAV between the stop points, and the time that UAV
spends at each stop point for transmissions. Thus, the delay can be written as:

� = Ttr + MTs; (5.28)

whereTtr is the total UAV travel time,M is the number of stop points, andTs is the time that the
UAV stays at each stop point. Clearly, the travel time depends on the travel distance and location of
the stop points, and the speed of the UAV. The total travel time will clearly increase as the number
of stop points increases. However, in general, the exact relationship betweenTtr andM strongly
depends on the locations of the stop points which do not necessary follow a �xed path/distribution
for different values ofM . As an example, it can be shown that the exact travel time forM = 3
andM = 4 is

p
3Rc
v and 3Rc

v respectively, wherev is the speed of the UAV, andRc is the radius
of the desired area. The residence time,Ts, depends on the multiple access method. If the UAV
adopts a time division multiple access (TDMA) technique, the residence time will be a function
of the number of stop points. Note that, a higher number of stop points corresponds to a smaller
coverage region of the UAV. Hence, at each stop point, the UAV needs to provide service for a
fewer number of users. Therefore, by increasing the number of stop points, the residence time can
be decreased in the TDMA case. Considering a uniform distribution of the users, the residence
time is approximately computed as:

Ts � Ts;1
R2

min (M )
R2

c
U; (5.29)

whereTs;1 is the service time of UAV for each downlink user,U is the number of downlink users,
Rmin is the coverage radius of the UAV which depends onM , the number of the stop points, and
Rc is the radius of the desired area. However, if the UAV uses a frequency division multiple access
(FDMA) technique, the users can be served simultaneously. In other words, the UAV does not
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Figure 5.3: Total delay increases as the number of stop points.

need to use different time slots to serve the users. Therefore, if users are of homogeneous traf�c
type, the residence time of the UAV at each stop point does not depend on the number of the users,
and hence it can be �xed. In this case, the residence time at each stop point will be constant and
it does not depend on the coverage radius of the UAV and the number of stop points. As a result,
Ts = Ts;1. In our model, we have considered FDMA for multiple access. Hence, the residence time
is the same for all values ofM . In Figure 5.3, we have shown the total delay versus the number of
stop points for two values of residence time, andv = 10 m/s. As expected, the total delay increases
as the number of stop points increases. Moreover, when the residence time of the UAV at each stop
point increases, the additional delay due to a higher number of stop points increases. As we can
see from Figure 5.3, forTs;1 = 20 s, the delay increases from 230 s to 480 s if the number of stop
points increases from 3 to 10. However, forTs;1 = 40 s the delay increases from 295 s to 690 s.
Clearly, the delay and the number of stop points are directly related. It should be noted that, for
our simulations, we consider the number of stop points as delay.

Next, we derive the overall outage probability for a typical D2D user inM time instances for the
mobile UAV case. The outage probability is the probability of having at least one failure duringM
retransmissions. Assume that the relative location of thei th stop point with respect to the D2D user
is (r i ; hi ) wherer i is the distance between the projection of the UAV on the ground and D2D user
andhi is the UAV altitude. Clearly, the distance between the user and UAV isjX u;i j =

p
h2

i + r i
2.

For different time slots, the Rayleigh fading changes and can be considered independent [145].
However, since the location of the D2D users do not signi�cantly change during the multiple time
slots, the interference from the D2D users are correlated. Then, the overall outage probability for
D2D users can be found in the next theorem.

Theorem 9. The overall outage probability for D2D users inM retransmissions considering mov-
ing UAV is given by:
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whereM is the number of retransmissions,I u;i is the interference from the UAV ati th retransmis-
sion, andE I u;i (.) is:

EI u;i

�
exp

�
� d� d

0 �I u;i

Pd

��

= PLoS;i exp
�

� �d � d
0 Pu jX u;i j � � d

Pd

�

+ PNLoS;i exp
�

� �d � d
0 �P u jX u;i j � � d

Pd

�
: (5.31)

Proof. See Appendix B.3.

From Theorem 9, we can observe that, increasingM leads to a higher outage probability. In
fact, as the number of stop points increases, the UAV creates a stronger interference on the D2D
users. Consequently,Pout;d tends to 1 forM ! 1 . However, the higher number of stop points
for UAV enhances the coverage performance of the downlink users. Hence, a tradeoff between
coverage performance of downlink users and the outage of D2D communications should be taking
into account. Moreover, Theorem 3 shows that, in order to guarantee that the outage probability
does not exceed a speci�ed threshold for different values ofM , we should adaptively reduce the
distance between the D2D transmitter and receiver (d0), or have orthogonal spectrum.

5.5 Simulation Results and Analysis

5.5.1 The static UAV scenario

First, we compare our analytical results of the coverage probabilities with the simulation results.
Table 5.2 lists parameters used in the simulation and statistical analysis. These parameters are
set based on typical values such as in [8] and [142]. Here, we will analyze the impact of the
various parameters such as the UAV altitude, D2D density, and SINR threshold on the performance
evaluation metrics.
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Table 5.2: Simulation parameters in the UAV-D2D network.

Description Parameter Value
UAV transmit power Pu 5 W
D2D transmit power Pd 100mW
Path loss coef�cient K � 30dB

Path loss exponent for UAV-user link � d 2
Path loss exponent for D2D link � u 3

Noise power N � 120dBm
Bandwidth W 1 MHz

D2D pair �xed distance d0 20m
Excessive attenuation factor for NLoS � 20dB

Parameters for dense urban environment B , C 0:136, 11:95
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Figure 5.4: D2D coverage probability vs. SINR threshold

In Figures 5.4 and 5.5, we show, respectively, the D2D coverage probability and the lower and
upper bounds for the DU coverage probability for different SINR detection threshold values. From
these �gures, we can clearly see that, the analytical and simulation results for D2D match perfectly
and the analytical bounds for DU coverage probability and the exact simulation results are close.
Figures 5.4 and 5.5 show that, by increasing the threshold, the coverage probability for D2D users
and DUs will decrease.

Figure 5.6 illustrates the system sum-rate (Gbps) versus the threshold for 1 MHz transmission
bandwidth,� du = 10� 4, h = 500 m, and two different values of� d. By inspecting (23) in
Section III, we can see that the rate depends on the coverage probability, which is a decreasing
function of the threshold,� , and an increasing logarithmic function of it. Clearly, for high values
of � , the received SINR cannot exceed the threshold and, thus, the coverage probabilities tend
to zero. On the other hand, according to (20) and (21), as� increases,log2(1 + � ) increases
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Figure 5.5: DU coverage probability vs. SINR threshold.

accordingly. However, since the coverage probability exponentially decreases butlog2(1 + � )
increases logarithmically, the average rate tends to zero for the high values of� . Furthermore,
for � ! 0, sincelog2(1 + � ) tends to zero and the coverage probabilities approach one, the rate
becomes zero.

Figure 5.7 shows the impact of D2D density on the sum-rate. In this �gure, we can see that a low
D2D density yields low interference. However, naturally, decreasing the number of D2D users
in an area will also decrease the sum-rate. For high D2D density, high interference reduces the
coverage probability and consequently the data rate for each user. However, since the sum-rate is
directly proportional to the number of D2D users, increasing the D2D density can also improve the
sum-rate. According to the Figure 6, as the density of downlink users increases, the optimal� d that
maximizes the sum-rate decreases. This is due to the fact that, as� du increases, the contribution
of DUs in the system sum-rate increases and hence increasing the rate of each DU enhances the
system sum-rate. To increase the rate of a DU, the number of D2D users as the interference source
for DUs should be reduced. As a result, the optimal� d decreases as as� du increases. For instance
as shown in the �gure, by increasing� du from 10� 4 to 4 � 10� 4, the optimal� d decreases from
0:9 � 10� 4 to 0:3 � 10� 4.

It is important to note that the value of the �xed distance,d0, between the D2D pair signi�cantly
impacts the rate performance. Figure 5.8 shows the�Csum as a function of the density of D2D users
andd0. From this �gure, we can see that, the rate increases as the �xed distance between a D2D
receiver and its corresponding transmitter decreases. Moreover, the optimal D2D density which
leads to a maximum�Csum, increases by decreasingd0. In fact, for lower values ofd0 we can have
more D2D users in the network. For instance, by reducingd0 from 8 m to 5 m, the optimum
average number of D2D users increases by a factor of 3.

Figure 5.9 shows the coverage probability for DUs and D2D users as a function of the UAV altitude.
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Figure 5.6: System sum-rate vs. SINR threshold.
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Figure 5.7: System sum-rate vs. D2D density (number of D2D pairs perm2).

From the DUs' perspective, the UAV should be at an optimal altitude such that it can provide a
maximum coverage. In fact, the UAV should not position itself at very low altitudes, due to high
shadowing and a low probability of LoS connections towards the DUs. On the other hand, at very
high altitudes, LoS links exist with a high probability but the large distance between UAV and
DUs results in a high the path loss. As shown in Figure 5.9, forh = 500 m the DU coverage
probability is maximized. Note that from a D2D user perspective, the UAV creates interference on
the D2D receiver. Therefore, D2D users prefer the UAV to be at an altitude for which it provides a
minimum coverage radius. As seen in Figure 8, forh ! 1 , the D2D users achieve the maximum
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Figure 5.8: System sum-rate vs. D2D density andd0.
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Figure 5.9: Coverage probability vs. UAV altitude.

performance. However,h = 800 m results in a minimum D2D coverage probability due the high
interference from the UAV.
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Figure 5.10: Optimal UAV altitude vs. D2D density.

Figure 5.10 shows the optimal UAV altitude that maximizes DU coverage probability versus the
D2D users' density. As we can see from Figure 5.10, the optimal UAV altitude for downlink users
decreases as the number of D2D users increases. This is due to the fact that a higher density of
D2D users creates higher interference on the downlink users, and consequently the UAV reduces
its altitude to improve SINR value for the downlink users. In other words, the UAV positions itself
closer to the downlink users to cope with the high interference caused by the increased number
of D2D users. From Figure 5.10, we can see that, the optimal UAV altitude is independent of the
�xed distance,d0, between the D2D transmitter and receiver pair. In fact, the distance between
D2D users does not affect the amount interference generated on the downlink users. Therefore, the
optimal altitude of the UAV does not change ifd0 changes.

Figure 5.11 shows�Csum versus the UAV altitude for different values of the �xed distance,d0, the
�xed distance between a D2D transmitter/receiver pair. The optimum values for the height which
lead to a maximum�Csum are around300m, 350m, and400m for d0 = 20 m; 25 mand30m. Note
that the optimalh that maximizes the sum-rate depends on the density of DU and D2D users. From
Figure 5.11, consideringd0 = 20 m as an example, we can see that forh > 1300m, the system
sum-rate starts increasing. This stems from the fact that the DU coverage probability tends to zero
and, thus, only D2D users impact�Csum. Hence, as the UAV moves up in altitude, the interference
on D2D users decreases and�Cd increases. Moreover, for300m < h < 1300m, Figure 5.11 shows
that the coverage probability and, consequently, the average rate for the downlink users decrease as
the altitude increases. However, increasing the UAV altitude reduces the interference on the D2D
users and improves the average rate for D2D users. In addition, in this range ofh, since DUs have
more contributions on�Csum than the D2D users,�Csum is a decreasing function of altitude.
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Figure 5.11: System sum-rate vs. UAV altitude.

5.5.2 The mobile UAV scenario

Next, we study the mobile UAV scenario. In this case, the UAV can satisfy the coverage require-
ment for all the DUs. In fact, the UAV moves over the target area and attempts to serve the DUs at
the stop points to guarantee that all the DUs will be in its coverage radius.

Figure 5.12 shows the coverage radius of the mobile UAV when it is located at the optimal alti-
tude as the D2D density varies. As expected, the coverage radius decreases as the D2D density
increases. For instance, for" = 0:6, when� d increases from10� 5 to 10� 4, the coverage radius
decreases from1600m to 300m. Moreover, by reducing the minimum coverage requirement of
DUs, the UAV can cover a larger area. For instance, reducing� from 0.6 to 0.4 increases the UAV
coverage radius from290m to 380m for � d = 10� 4. Note that, since the main goal of the UAV
is to provide coverage for the entire target area, to compensate for the low coverage radius, we
should increase the number of stop points for serving the DUs and consequently the full coverage
time increases.

In Figure 5.13, we show the minimum number of stop points as a function of the D2D user density.
In this �gure, we can see that, as expected, the number of stop points must increase when the den-
sity of D2D users increases. In fact, to overcome the higher interference caused by increasing the
number of D2D users, the UAV will need more stop points to satisfy the DUs' coverage constraints.
For instance, when� d increases from0:2 � 10� 4 to 0:8 � 10� 4, the number of stop points must be
increased from 3 to 8. Note that, when computing the minimum number of stop points for each� d,
we considered optimal values for the UAV altitude such that it can provide a maximum coverage
for the DUs. Therefore, the UAV's altitude changes according to the D2D density. Moreover, as
seen from Figure 5.13, the minimum number of stop points remains constant for a range of� d.
This is due to the fact that the number of stop points is an integer and hence, for different values
of � d, the integer value will be the same. However, although the minimum number of stop points
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Figure 5.12: Maximum UAV coverage radius vs. D2D density (number of D2D pairs perm2).

for two different D2D densities are the same, the UAV can transmit with lower power in the case
of lower D2D density.

In Figure 5.14, we show the minimum number of stop points as a function of the UAV altitude for
� d = 10� 4. Figure 5.14 shows that, for some values ofh which correspond to the optimal UAV
altitude, the minimum number of stop points is minimized. For example, the range of optimalh for
� = 0:4 and� = 0:6 is, respectively,400m < h < 500m and300m < h < 350m. As expected,
the minimum number of stop points is lower for the lower value of� .

Figure 5.15 shows the tradeoff between the downlink coverage probability and the delay which
is considered to be proportional to the number of stop points. In Figure 5.15, we can see that, in
order to guarantee a higher coverage probability for DUs, the UAV should stop at more locations.
As observed in this Figure, for� d = 10� 4, to increase the DU coverage probability from 0.4 to
0.7, the number of stop points should increase from 5 to 23. For a higher number of stop points,
the UAV is closer to the DUs and, thus, it has a higher chance of LoS. However, on the average, a
DU should wait for a longer time to be covered by the UAV that reaches its vicinity. In addition,
as the density of D2D users increases, the number of stop points (delay) increases especially when
a high coverage probability for DUs must be satis�ed. For instance, if� d increases from0:5 �
10� 4 to 10� 4, or equivalently from50 to 100for the given area, the number of stop points should
increase from 4 to 9 to satisfy a 0.5 DU coverage probability, and from 20 to 55 for a 0.8 coverage
requirement.

Figure 5.16 shows the overall outage probability for D2D users versus the number of retransmis-
sions. As the number of retransmissions (time slots) increases, the overall outage probability also
increases. In other words, for higher number of time slots, the possibility that a failure happens
during retransmissions, increases. Furthermore, since the UAV is an interference source for the
D2D users, the higher number of stop points leads to a higher outage probability. From Figure
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Figure 5.13: Number of stop points vs. D2D density.
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Figure 5.14: Minimum number of stop points vs. UAV altitude.

5.16, we can see that, the increase in the outage probability of D2D users due to the UAV is 0.20
for M = 3, and is 0.38 forM = 7. Therefore, when the number of stop points increases due to
the higher density of D2D users or a higher coverage requirement of the downlink users, the D2D
communications are more prone to a failure.
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Figure 5.16: Overall D2D outage probability vs. number of retransmissions.

5.6 Summary

In this chapter, we have studied the performance of a UAV that acts as a �ying base station in an
area in which users are engaged in the D2D communication. We have considered two types of
users: in the network: the downlink users served by the UAV and D2D users that communicate
directly with one another. For both types, we have derived tractable expressions for the coverage
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probabilities as the main performance evaluation metrics. The results have shown that a maximum
system sum-rate can be achieved if the UAV altitude is appropriately adjusted based on the D2D
users density. In the mobile UAV scenario, using the disk covering problem, the entire target area
(cell) can be completely covered by the UAV in a shortest time with a minimum required transmit
power. Moreover, in this case, we have derived the overall outage probability for D2D users, and
have shown that the outage probability increases as the number of stop point increases. Finally,
we have analyzed the tradeoff between the coverage and the time required for covering the entire
target area (delay) by the mobile UAV. The results have shown that, the number of stop points must
be signi�cantly increased as the minimum coverage requirement for DUs increases.

5.7 Appendix B

B.1 Proof of Theorem 7
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whereg is an exponential random variable with a mean value of one (i.e.g � exp(1)), (a) follows
from the exponential distribution ofg based on the Rayleigh fading assumption, and taking the
expectation overI u andI c

d (as random variables). Step (b) comes from the fact thatI u andI c
d are

independent because the interference stems from different sources which are spatially uncorrelated.
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where the details of step (a) follow directly from the results in [145].

Finally, using (5.32-5.34) Theorem 18 is proved.

B.2 Proof of Theorem 8

The coverage probability for a cellular user located at(r; ' ) is written as:
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Note that, there is no closed-form expression for the cumulative distribution function (CDF) of the
interference from D2D users [151] and [152]. Here, we provide lower and upper bounds for the
CDF of interference. First, we divide the interfering D2D transmitters into two subsets [145]:

�
� 1 = f � B jPddi
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(5.36)

whereT is a threshold which is used to derive the CDF of the interference from D2D users.
Now, considering the interference power from D2D users located in� 1 and� 2 asI d;� 1 andI d;� 2 ,
we have:
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where (a) and (b) come from the Rayleigh fading assumption and PGFL of the PPP.

The upper bound is derived as follows:
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where (a) is based on the Markov's inequality which is stated as follows: for any non-negative
integrable random variableX and positiveL, P(X � L) � E[X ]

L . Also, 1(:) is the indicator
function which can only be equal to 1 or 0. Hence, the lower (L I ) and upper (UI ) bounds for the
CDF of interference become:
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Thus, we haveL I (T) � Pf I d � Tg � UI (T).

Finally, considering (34), (39), and (40), the lower bound and upper bound of the average coverage
probability for DUs in the cell is expressed as:
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and Theorem 8 is proved.

B.3 Proof of Theorem 9

Consider
 d;i andgi , respectively, the SINR and the channel gain (with exponential distribution) at
i th retransmission, for1 � i � M . The outage probability is the probability of having at least one
failure duringM retransmissions. Then, we have:

Pout;d = 1 � P [
 d;1 � �; :::; 
 d;M � � ]
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where(a) follows the assumption that the fading is independent in different retransmissions, and
step(b) comes from the fact that interference due to D2D users, interference from UAV, and noise
are all independent. Also,
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where details of(c) can be found in [145] where the correlation between D2D interference in
different retransmissions is taken into account. Finally,
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where step(d) is based on the fact that the interference from the UAV can be treated as independent
in different retransmissions.

Finally, using (5.44-5.46), Theorem 9 is proved.



Chapter 6

Cache-Enabled Unmanned Aerial Vehicles
in Wireless Networks

6.1 Background, Related Works, and Contributions

In the previous chapters we analyzed various challenges related to UAV-based wireless communi-
cations. In this chapter, we introduce a potential application of UAVs in wireless networks that can
yield a signi�cant in their quality of service. In particular, we investigate the use of cache-enabled
UAVs that can assist the cellular networks in various scenarios by traf�c of�oading and capacity
enhancement.

The next-generation of cellular systems is expected to be largely user centric and, as such, it
must be cognizant of human-related information such as users' behavior, mobility patterns, and
quality-of-experience (QoE) expectations [153]. One promising approach to introduce such wire-
less network designs with human-in-the-loop is through the use of cloud radio access networks
(CRANs) [154]. In CRANs, a central cloud processor can parse through the massive users' data
to learn the users' information such as content request distribution and mobility patterns, then,
determine how to manage resources in the network. However, an effective exploration of human-
in-the-loop features in a CRAN faces many challenges that range from effective predictions to user
behavior tracking, effective caching, and optimized resource management.

The existing literature has studied a number of problems related to caching in CRANs and het-
erogeneous networks with human-in-the-loop such as [155–161]. In [155], the authors proposed a
content pushing strategy for traf�c of�oading that accounts for both content preference and shar-
ing willingness of human users. The authors in [156] proposed an echo state network to predict
the users' content request distribution and mobility patterns in CRANs. The work in [157] pro-
posed a caching-based milimiter wave (mmWave) framework, in which base stations pre-store
video contents and service users with a high data rate. In [158], a caching framework aimed at
fully exploiting the potential of such CRAN systems through cooperative hierarchical caching is
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proposed. The authors in [159] investigated the fully cooperative caching case during which a
centralizer helps all base stations to make caching decisions. The work in [160] studied the use
of cache-enabled small base stations to alleviate the load of backhaul. In [161], a content caching
strategy is proposed to jointly minimize the cell average outage probability and fronthaul usage
in CRANs. However, most of these existing caching works [155–161] were typically restricted to
static networks without mobility and ultra dense users. Note that, in these contributions [155–161],
the cached content is stored at the terrestrial static base stations. However, in an area with ultra
dense users and high rise buildings (i.e. stadium or hotspots), the static ground base stations with
caching may not be able to meet high capacity demands of the users. Moreover, caching at ground
base stations may not be effective in serving the mobile users once they move outside the coverage
range of the ground base stations. For instance, whenever a mobile user moves to a new cell, its re-
quested content may not be available at the new base station and, consequently, the users cannot be
serviced properly. In such case, to effectively serve mobile user, the requested content needs to be
cached at multiple base stations which may not be ef�cient. Therefore, there is a need to introduce
a more �exible base station that can boost the capacity and track the users' mobility patterns so as
to improve the caching ef�ciency. To this end, unmanned aerial vehicles can be used as �ying base
stations to dynamically cache the popular contents, track the mobility pattern of the corresponding
users then, effectively serve them. In this case, due to the high altitude and �exible deployment of
the UAVs, they can establish reliable communication links to the users by mitigating the blockage
effect.

The use of UAVs for enhancing wireless communications in cellular and ad hoc networks was
studied in [4,7,9,10,12,18,162,163]. However, this existing literature [4,7,9,10,12,18,162,163]
was focused on performance analysis and did not consider prediction of user-centric behavioral
patterns such as mobility nor it study the use of UAVs for caching purposes. The prediction of
the users' mobility patterns can enable the UAVs to effectively move and provide service for the
ground users. Moreover, when UAVs are considered within a CRAN system, the network must take
into account the fact that the fronthaul links that connect the UAVs to the cloud will be capacity-
limited. This is due to the fact that the bandwidth of the UAVs fronthaul links is limited. To
overcome this limited-fronthaul capacity challenge, one can use content caching techniques to
proactively download and cache content at the UAVs during off peak hours or when the UAVs are
back at their docking stations. The use of caching enables the UAVs directly transmit the content
to its requested user, thus reducing the fronthaul traf�c load.

Some recent works such as in [156] and [164–169] have studied a number of ideas related to the
predictions of human behavior in wireless networking scenarios. In [164] and [165], the authors
proposed a prediction algorithm for the users' mobility patterns based on a deep learning algorithm
and a semi-Markov process. In [166], a type of user-initiated network is proposed for cellular users
to trade data plans by leveraging personal hotspots with users' smartphones. The work in [167] in-
vestigated the predictable degree of users' mobility patterns. Nevertheless, the mobility prediction
works in [164–167] focused only on the prediction phase and did not study how the users' mobility
patterns can be used to optimize the wireless performance using user-centric caching and resource
allocation techniques. The authors in [168] developed a data extraction method using the Hadoop
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platform to predict content popularity. The work in [169] proposed a fast threshold spread model to
predict the future access patterns of multimedia content based on social information. However, the
works in [168] and [169] do not consider the complexity of using the users' traf�c data while pre-
dicting the users' content popularity. In particular, in a dense network with high traf�c demands,
the proposed approaches in [168] and [169] are not practical as they require each base station
to store all users' traf�c data to predict the users' content popularity. In contrast, our proposed
conceptor based ESN algorithm can record the users' historical traf�c data and, consequently, use
them to predict the users' behavior. In this case, the complexity of the learning algorithm will be
signi�cantly lower compared to the algorithms without ability of recording historical data. The
most related work here is our work [156] in which we exploit the echo state network to predict
the content request distribution. However, in [156], the ESN-based algorithm can only predict
one non-linear system. Here, we proposed anconceptor-based ESN algorithm which can separate
the users' behavior into different patterns and learn these patterns independently, thus leading to a
signi�cant improvement in the accuracy of predictions. For example, in order to predict the user's
mobility patterns, the ESN algorithm in [156] will collect all users' mobility data from Monday
to Sunday to train the ESN as a prediction system. However, the conceptor-based ESN algorithm
can separate the data from Monday to Sunday into seven patterns and use the data of seven pat-
terns to train the conceptor-based ESN as seven independent prediction systems. In this case, the
conceptor-based ESN can use seven independent prediction system to predict the user's mobil-
ity during each day. Since in reality the user's mobility pattern in each day will be different, the
conceptor-based ESN algorithm can improve the accuracy of the prediction.

In this chapter, we develop a novel framework that leverages user-centric information, such as
content request distribution and mobility patterns, to effectively deploy cache-enabled UAVs while
maximizing the users' QoE using a minimum total transmit power of the UAVs. The adopted QoE
metric captures human-in-the-loop features such as transmission delay and the users' perceptions
on the rate requirement, depending on their device type. In the proposed framework, the cloud
can accurately predict the content request distribution and mobility patterns of each user. These
predictions of user's behavior can then be used to �nd the optimal locations and content caching
strategies for the UAVs. Unlike previous studies such as [164–169] that predict the users' behav-
ior using only one non-linear system, we propose a conceptor-based echo state network (ESN)
approach to perform users' behavior prediction. Such an ESN model with conceptors enables the
cloud to separate the users' behaviors into different patterns and learn these patterns independently,
thus leading to a signi�cant improvement in the accuracy of predictions. Moreover, unlike previ-
ous studies such as [4,10,12,18,162,163,170] that consider the deployment of the UAVs assuming
static users, we study the deployment of cache-enabled UAVs in CRANs with mobile users. In the
proposed CRANs model, we derive the user-UAV association, the optimal locations of the UAVs
as well as the content to cache at the UAVs. In this work,we analyze the use of caching at the
level of UAVs, given ESN-based predictions on the users' behavior. To evaluate the performance
of the proposed approach, we use real data from Youku for content requests as well as realistic
measured mobility data from the Beijing University of Posts and Telecommunications for mobility
simulations. Simulation results show that the proposed algorithm can yield 33.3% gain in terms of
the average transmit power of the UAVs compared to a baseline algorithm without cache. More-
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Figure 6.1: A CRAN with cache-enabled UAVs.

over, the proposed algorithm can also yield 59.6% gain in terms of the percentage of the users with
satis�ed QoE compared to a benchmark scenario without UAVs.

The rest of this chapter is organized as follows. The system model and problem formulation are
presented in Section 6.2. The conceptor ESN for content request distribution and mobility patterns
predictions is proposed in Section 6.3. The proposed approach for user-UAV association, content
caching, and optimal location of each UAV is presented in Section 6.4. In Section 6.5, we provide
numerical and simulation results. Finally, conclusions are drawn in Section 6.6.

6.2 System Model and Problem Formulation

Consider the downlink of a CRAN system servicing a setU of U mobile users via a setR of R
remote radio heads (RRHs) acting as distributed antennas. The RRHs are grouped intoE clusters
usingK -mean clusteringapproach [171] so that zero-forcing beamforming (ZFBF) [172] can be
used to service the users. In this system, a setK of K UAVs equipped with cache storage units
can be deployed to act as �ying cache-enabled RRHs to serve the ground users along with the ter-
restrial RRHs. For the UAV-to-users communication links, since the high altitude of the UAVs can
signi�cantly reduce the blocking effect due to obstacles, we consider air-to-ground UAV transmis-
sions using the millimeter wave (mmWave) frequency spectrum. Meanwhile, the terrestrial RRHs
transmit over the cellular band and are connected to the cloud's pool of the baseband units (BBUs)
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Table 6.1: List of notations
Notation Description Notation Description

U Number of users C Number of contents stored at UAV cache
K Number of UAVs F Number of intervals in each time slot
R Number of RRHs H Number of time slots to collect user mobility
PR Transmit power of RRHs Pt;ki Transmitted power of UAV or RRH
N Number of contents � , � � Time slot index, Time slot duration

l t;ki Path loss of UAVs-users dt;ki Distance between RRHs or UAVs and users
x �;k ; y�;k ; h�;k Coordinates of UAVs � Si ;n Rate requirement of device type

L F S Free space path loss d0 Free-space reference distance
f c Carrier frequency lF

t;ki Path loss of fronthaul links
� LoS, � NLoS Path loss exponents � � LoS; � � NLoS Shadowing random variable

 V

t;ki ; 
 H
t;ki SINR of useri L LoS

t;k , L NLoS
t;k LoS/NLoS path loss from the BBUs to UAVk

t; � t Small interval, interval duration lLoS
t;k , lNLoS

t;k LoS/NLoS path loss from UAVk to users
c Speed of light ht;ki Channel gains between RRHsk and useri

�D �;i;n Delay CF
�;ki Fronthaul rate of UAV or RRHk

CV
�;ki Rate of UAV-user link CH

�;qi Rate of RRH-user link
Q�;i;n QoE of each useri T Number of time slots for caching update

x t;i ; yt;i Coordinates of users PB Transmit power of the BBUs

via capacity-constrained, digital subscriber line (DSL) fronthaul links. Further, the cloud connects
to the content servers via �ber backhaul links. The transmissions from the cloud to the UAVs
occurs over wireless fronthaul links using the licensed cellular band. Consequently, the UAVs'
wireless fronthaul links may interfere with the transmission links from the RRHs to the users when
the user's requested content needs to be transmitted from the content server.

In our model, the content server stores a setN of all N contents required by all users. The contents
are of equal sizeL. Caching at the UAVs, referred to as “UAV cache” hereinafter, will be used
to store the popular content that the users request. By caching predicted content, the transmission
delay from the content server to the UAVs can be signi�cantly reduced as each UAV can directly
transmit its stored content to the users. Different from caching at the RRHs or BBUs, caching at
UAVs allows servicing mobile users when their QoE requirement cannot be satis�ed by the RRHs.
We denote the set ofC cached contents in the storage units of UAVk by Ck , whereC � N
andk 2 K . For simplicity, we assume that each user can request at most one content during each
speci�ed time slot� . We also let� � be the duration of time slot� that also represents the maximum
transmission duration of each content. The maximum transmission duration� � is determined by
the proposed algorithm in Section 6.4. We assume that the content stored at the UAV cache will be
refreshed every period that consists ofT time slots and this UAVs caching is performed at off peak
hours when the UAVs return to their cloud-based docking stations for purposes such as battery
charge. Table I provides a summary of the notations used in this chapter.

6.2.1 Mobility Model

In our system, we assume that the users can move continuously. In this case, we consider a real-
istic model for periodic, daily, andpedestrian mobility patternsaccording to which each user will
regularly visit a certain location of interest. For example, certain users will often go to the same
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of�ce for work at the same time during weekdays. The locations of each user are collected by the
BBUs once everyH time slots. Here, the duration ofH time slots is considered a period of one
hour for each user. In addition, we assume that each user moves between two collected locations
at a constant speed. The mobility pattern for each user will then be used to determine the content
that must be cached as well as the optimal location of each UAV which will naturally impact the
QoE of each user.

In this model, the associations of the mobile users with the UAVs or the RRHs can change de-
pending on the QoE requirement. Since the users are moving continuously, the locations of the
UAVs must change accordingly so as to serve the users effectively. However, for tractability, we
assume that the UAVs will remain static during each content transmission. In essence, the UAVs
will update their locations according to the mobility of the users after each content transmission is
complete at a current location.

6.2.2 Transmission Model

Next, we introduce the models for transmission links between BBUs and UAVs, UAVs and users,
and RRHs and users. For ease of exposition, a time slot� is discretized intoF equally spaced time
intervals� t , i.e., � � = F � t . The time interval� t is chosen to be suf�ciently small so that each
user's location can be considered constant duringt as in [162].

UAVs-Users Links

The mmWave propagation channel of the UAVs-user link is modeled using the standard log-normal
shadowing model of [173]. The standard log-normal shadowing model can be used to model the
line-of-sight (LoS) and non-line-of-sight (NLoS) links by choosing speci�c channel parameters.
Therefore, the LoS and NLoS path loss of UAVk located at(x �;k ; y�;k ; h�;k ) transmitting a content
to useri at intervalt of time slot� is [174] (in dB):

lLoS
t;ki (w �;t;k ; w �;t;i ) =

LF S (d0) + 10� LoS log (dt;ki (w �;t;k ; w �;t;i )) + � � LoS; (6.1)

lNLoS
t;ki (w �;t;k ; w �;t;i )=

LF S (d0)+10� NLoS log (dt;ki (w �;t;k ; w �;t;i ))+ � � NLoS; (6.2)

wherew �;t;k = [ x �;k ; y�;k ; h�;k ] is the coordinate of UAVk during time slot� with h�;k being
the altitude of UAVk at time slot� . Also, w �;t;k = [ x t;i ; yt;i ] is the time-varying coordinate
of useri at intervalt. LF S (d0) is the free space path loss given by20 log (d0f c4� / c) with d0

being the free-space reference distance,f c being the carrier frequency andc being the speed of

light. dt;ki (w �;t;k ; w �;t;i ) =
q

(x t;i � x �;k )2 + ( yt;i � y�;k )2 + h2
�;k is the distance between useri

and UAV k. � LoS and� NLoS are the path loss exponents for LoS and NLoS links.� � LoS and� � NLoS
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are the shadowing random variables which are, respectively, represented as the Gaussian random
variables in dB with zero mean and� LoS, � NLoS dB standard deviations.

In our model, the probability of LoS connection depends on the environment, density and height
of buildings, the locations of the user and the UAV, and the elevation angle between the user and
UAV. The LoS probability is given by [170] and [163]:

Pr
�
lLoS
t;ki

�
= (1 + X exp (� Y [� t � X ])) � 1; (6.3)

whereX andY are constants which depend on the environment (rural, urban, dense urban, or
others) and� t = sin � 1 (h�;k =dt;ki (w �;t;k ; w �;t;i )) is the elevation angle. Clearly, the average path
loss from the UAVk to useri at intervalt is [163]:

�l t;ki (w �;t;k ; w �;t;i ) = Pr
�
lLoS
t;ki

�
� lLoS

t;ki + Pr
�
lNLoS
t;ki

�
� lNLoS

t;ki ; (6.4)

wherePr
�
lNLoS
t;ki

�
= 1 � Pr

�
lLoS
t;ki

�
. Based on the path loss, the average signal-to-noise ratio (SNR)

of useri located atw �;t;i from the associated UAVk at intervalt is given by:


 V
t;ki =

Pt;ki

10
�l t;ki (w �;t;k ;w �;t;i )/ 10� 2

; (6.5)

wherePt;ki is the transmit power of UAVk to useri at time t, and � 2 is the variance of the
Gaussian noise. We assume that the total bandwidth available for each UAV isBV which is equally
divided among the associated users. The channel capacity between UAVk and useri for each

content transmission will beCV
�;ki = 1

F �;i

F �;iP

t=1

B V
Uk

log2

�
1 + 
 V

t;ki

�
, whereUk is the number of the

users associated with UAVk andF�;i is the number of the intervals that useri uses to receive a
content during time slot� .

BBUs-UAVs Ground-to-Air Links

For the BBUs-UAVs (ground-to-air) link, we consider probabilistic LoS and NLoS links over the
licensed band. Since the distance of the UAVs fronthaul link may be larger compared to the dis-
tance of the UAV-user link, the cellular band can provide a more reliable transmission and a smaller
path loss compared to the mmWave channel. In such a model, NLoS links experience higher at-
tenuations than LoS links due to the shadowing and diffraction loss. The LoS and NLoS path loss
from the BBUs to UAVk at timet of time slot� can be given by [170]:

LLoS
t;k = dt;ki (w �;t;k ; w �;t;B )� � ; (6.6)

LNLoS
t;k = �d t;ki (w �;t;k ; w �;t;B )� � ; (6.7)

wherew �;t;B = [ xB ; yB ] is the location of the BBUs, and� is the path loss exponent. The LoS
connection probability and the average SNR of the link between the BBUs and UAVk can be
calculated using (6.3)-(6.5).
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RRHs-Users Links

In our model, RRHs are grouped intoE clusters. Then, the RRHs in each cluster use ZFBF to
improve the users' rates. The received signals of the users associated with RRHs clusterq at
intervalt is:

bt;q =
p

PRH t;qF t;qa t;q + n ; (6.8)

whereH t;q 2 RUq � Rq is the path loss matrix withUq being the number of users associated with
RRH clusterq, andRq is the number of RRHs' antennas.PR is the transmit power of each RRH
which is assumed to be equal for all RRHs.a t;q 2 RUq � 1 is the transmitted content at intervalt and
n t;q 2 RUq � 1 is the noise power. Also,F t;q = H H

t;q

�
H t;qH H

t;q

� � 1
2 RRq � Uq is the beamforming

matrix [175]. We also assume that the bandwidth of each user associated wth the RRHs isB . Then,
the received signal-to-interference-plus-noise-ratio (SINR) of useri in clusterM q at intervalt will
be:


 H
t;qi =

PR



 h t;qi f t;qi




 2

EX

j =1 ;j 6= q

X

u2U j

PR



 h t;ji f t;ju




 2

| {z }
other cluster RRHs interference

+ PB gt;Bi d� �
t;Bi| {z }

wireless fronthaul interference

+ � 2

;

whereM j is the set of the RRHs in groupj , Uj is the set of the users associated with the RRHs
in groupj , h t;qi 2 R1� Rq is the channel gain between the RRHs in clusterM q and useri with
ht;ki = gt;ki dt;ki (x i ; yi )

� � , gt;ki is the Rayleigh fading parameter at intervalt, anddt;ki (x i ; yi ) =q
(x t;k � x t;i )

2 + ( yt;k � yt;i )
2 is the distance between RRHk and useri at intervalt. f t;qi 2

RRq � 1 is the beamforming vector. Given (9), the channel capacity between RRH clusterM q and
useri for each content transmission is:

CH
�;qi =

1
F�;i

F �;iX

t=1

Blog2

�
1 + 
 H

t;qi

�
: (6.9)

6.2.3 Quality-of-Experience Model

Given the proposed models in the previous subsections, here, we present the QoE model for each
user. Thequality-of-experienceof each user is formally de�ned as a concrete human-in-the-loop
metric that captures each user's data rate, delay, and device type.

Delay

In the considered CRAN system, contents can be transmitted to the users via three types of links:
(a) content server-BBUs-RRHs-user, (b) content server-BBUs-UAV-user, and (c) UAV cache-user.
The backhaul link connecting the cloud to the core network is assumed to be �ber and, therefore,
its delay is neglected. We assume that the capacity of the wired fronthaul links between the BBUs
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and the RRHs is limited to a maximum rate ofvF for all users. Consequently, the fronthaul rate for
each user receiving a content from the RRHs will bevF U = vF / NF R with NF R being the number
of the users receive contents from the RRHs. Thus, the delay of a useri receiving contentn over
the three types of links at each time slot� can be written as:

D �;i;n =

8
>><

>>:

L
vF U

+ L
CH

�;qi
; link (a) ;

L
CF

�;k
+ L

CV
�;ki

; link (b) ;
L

CV
�;ki

; link (c) ;
(6.10)

whereCF
�;k is the rate of content transmission from the BBUs to UAVk which is calculated analo-

gously to (6.2.2) and (6.9). Next, we derive the lower bound on the delay that each user can tolerate
for each content transmission.

Proposition 7. The lower bound of the delay for each useri receiving contentn are given by:

min
�

L
vF

;
L

Cmax
K

�
� D �;i;n ; (6.11)

whereCmax
K = BV log2

�
1+ Pmax

10(L F S ( d0 )+10 � LoSlog (h min ) � 4� LoS)/ 10 � 2

�
with Pmax being the maximum trans-

mit power of each UAV, andhmin being the minimum altitude of the UAV.

Proof. See Appendix C.1.

From Proposition 7, we can see that the minimum delay of each user depends on the rate of the
fronthaul links and the maximum transmit power of the UAVs. Therefore, we can improve the
QoE of each user by adjusting the UAV's transmit power. In particular, as the number of users
increases and the rate of fronthaul links decreases, the QoE requirement of users can be satis�ed
by adjusting the UAVs' transmit power. Note that, the upper bound of the delay� � is set by the
system requirement. Using the results of Proposition 7, we can categorize the sensitivity to the
delay into �ve groups using the popular mean opinion score (MOS) model [176] which is often
used to measure the QoE of a wireless user. The mapping between delay and MOS model [176] is
given by:

�D �;i;n =
� � � D �;i;n

� � � min
n

L
vF

; L
Cmax

K

o ; (6.12)

which is shown in Table 6.2.

Device Type

The screen size of each device type of the user will also affect the QoE perception of the user,
especially for video-oriented applications. Indeed, users who own devices that have larger screens
(such as tablets) will be more sensitive to QoE compared to those who own smaller devices (such
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Table 6.2: Mean opinion score model
QoE Poor Fair Good Very Good Excellent

Interval scale 0-0.2 0.2-0.4 0.4-0.6 0.6-0.8 0.8-1

as small smartphones). We capture the impact of the screen size of each useri using a parameter
Si that re�ects the diameter length of the user's device. Typically, devices with a larger screen size,
can display content at a higher resolution thus requiring a higher data rate. We assume that the rate
requirement of useri with deviceSi receiving a contentn at intervalt is � Si ;n = Si Ĉn , whereĈn

is the rate requirement of each user receiving contentn. The mapping from the rate requirement
of user device to the MOS model is:

Vt;i =
�

1; j � � Si ;n ;
0; j < � Si ;n ;

(6.13)

wherej 2
�

CV
t;ki ; CH

t;qi

	
. Here,Vt;i = 1 indicates that the user's data rate satis�es the requirement

of its device type and0 represents the user's data rate cannot satisfy the requirement. In this case,
the rate requirement of of a user's device is mapped to the MOS. The QoE of each useri receiving
contentn at time slot� can be given by [176]:

Q�;i;n = � 1
�D �;i;n +

� 2

F�;i

F �;iX

t=1

Vt;i ; (6.14)

whereq1 andq2 are weighting parameters with� 1 + � 2 = 1.

6.2.4 Problem Formulation

Here, we �rst �nd the minimum rate required to meet the QoE requirement of each user associated
with the UAVs. Next, we determine the minimum transmit power of each UAV required to meet
the QoE threshold of the associated users. Finally, we formulate the minimization problem. From
Table 6.2, we can see that, for0:8 � �D �;i;n � 1, the MOS of delay will be “Excellent”, which
means that the delay is minimized. In this case,�Dmin = 0:8 is the minimum value that maximizes
the delay component of useri 's QoE, during the transmission of a given contentn. We de�ne
the rate that achieves the optimal delay as the delay requirement and also, de�ne the rate that
meets the rate requirement of device as the device rate requirement. Consider the transmission
between a UAVk located atw �;t;k and a useri located at coordinatesw �;t;i . From (6.10), the delay
requirement for UAVk transmitting contentn to useri at time slot� is:

CR
�;ki;n =

8
>><

>>:

L 

� � � �D min

�
� � � min

�
L

vF
; L

C max
k

��
� L

C F
�;k

! ; n =2 Ck ;

L�
� � � �D min

�
� � � min

�
L

vF
; L

C max
k

��� ; n 2 Ck :
(6.15)

From (6.15), we can see that, by storing contentn at cache of UAVk, the delay requirement for
minimizing delay decreases.
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Let � Si ;n be the device rate requirement of useri associated with a UAV. Clearly, the QoE is
maximized whenCV

t;ki � max
�

CR
�;ki;n ; � Si ;n

	
. Hence, the minimum rate required to maximize the

user's QoE is� R
i;n = max

�
CR

�;ki;n ; � Si ;n
	

. Based on (6.5), the minimum transmit power needed to
guarantee the QoE requirement of useri receiving contentn at intervalt is:

Pmin
t;ki

�
w �;t;k ; � R

i;n ; n
�

=
�

2� R
i;n Uk / B V � 1

�
� 210

�l t;ki (w �;t;k ;w �;t;i )/ 10: (6.16)

From (6.16), we can see that the minimum transmit power of UAVk transmitting contentn to user
i depends on the UAV's location, the rate needed to satisfy the QoE requirement of useri , and the
transmitted contentn.

Given this system model, our goal is to �nd an effective deployment of cache-enabled UAVs to
enhance the QoE of each user while minimizing the transmit power of the UAVs. This problem
involves predicting the content request distribution and periodic locations for each user, �nding
the optimal contents to cache at the UAVs, determining the users' associations and adjusting the
locations1, and transmit power of the UAVs. This problem can be formulated as follows:

min
Ck ;U�;k ;w �;t;k

TX

� =1

X

k2K

X

i 2U �;k

F �;iX

t=1

Pmin
�;t;ki

�
w �;t;k ; � R

i;n ; n�;i
�
; (6.17)

s. t. hmin � h�;k ; k 2 K ; (6.17a)

m 6= j; m; j 2 Ck ; Ck � N ; k 2 K ; (6.17b)

0 < P min
�;t;ki � Pmax ; i 2 U; k 2 K , (6.17c)

wherePmin
�;t;ki is the minimum transmit power of UAVk to useri at intervalt during time slot� .

n�;i is the content that useri requests at time slot� , U�;k is the set of the users that are associated
with UAV k at time slot� . hmin is the minimum altitude that each UAV can reach at time slot
� . Here, (6.17b) captures the fact that each cache storage unit at the UAV stores a single, unique
content, and (6.17c) indicates that the transmit power of the UAVs should be minimized. Since
the problem as per (6.17) is to satisfy the rate needed for meeting each user's QoE requirement
during the next time periodT, the predictions of users behavior will directly impact the solution.
From (6.17), we can see that the prediction of the users' mobility patterns enable the BBUs to �nd
the optimal locations of the UAVs. Moreover, by predicting the users' content request distribution
the BBUs can determine the most popular content to cache at the UAVs. In addition, since the
content transmission link affects the transmit power that the UAV must use to satisfy the user's
QoE requirement, the problem of minimizing the transmit powers of the UAVs in (6.17) inherently
incorporates the caching constraints.

1Typically, the speed of a UAV can reach up to 30 m/s while the average speed of each pedestrian ground user is
less than 2 m/s. Therefore, in our model, we ignore the time duration that each UAV uses to change its location.
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6.3 Conceptor Echo State Networks for Content and Mobility
Predictions

In this section, we propose a prediction algorithm using the framework of ESN with conceptors,
to �nd the users' content request distributions and their mobility patterns. The predictions of the
users' content request distribution and their mobility patterns will then be used in Section 6.4 to
�nd the user-UAV association, optimal locations of the UAVs and content caching at the UAVs.
Echo state networks are a special type of recurrent neural networks designed for performing non-
linear systems forecasting [177]. The ESN architecture is based on a randomly connected recurrent
neural network, called reservoir, which is driven by a temporal input. The state of the reservoir is a
rich representation of the history of the inputs so that a simple linear combination of the reservoir
units is a good predictor of the future inputs. In our model, the reservoir will be combined with
the input to store the users' context information and will also be combined with the trained output
matrix to output the predictions of the users' content request distribution and mobility patterns.
Here, a user'scontextis de�ned as the current state and attribute of a user including time, week,
gender, occupation, age, and device type (e.g., tablet or smartphone). Therefore, an ESN-based
approach can use the users' context to predict the corresponding behavior such as content request
and mobility.

Compared to traditional neural network and deep learning approaches such as in [164], an ESN-
based approach can quickly learn the mobility pattern and content request distribution without
requiring signi�cant training data due to the use of the echo state property. However, traditional
ESN-based prediction algorithms such as in [156] can be trained to predict only one mobility
pattern for each user. In particular, to predict the weekly mobility pattern of each user using the
traditional ESN approach, the users' context information for an entire week need to be used as
input of the ESNs that act as one non-linear system. In this conventional ESN approach, it is not
possible to separate the users' contexts in a week into several days and train the ESNs to predict the
user's mobility in each day with one speci�c non-linear system. To enable the ESN algorithm to
predict the user's mobility pattern and content request distribution with various non-linear systems,
the notion of aconceptoras de�ned in [178], is an effective solution that allows characterizing the
ESN's reservoir. Conceptors enable an ESN to perform a large number of mobility and content
request patterns predictions. Moreover, new patterns can be added to the reservoir of the ESN
without interfering with previously acquired ones. For each ESN algorithm, an ESN can record a
limited number of history input data due to the echo state property of each ESN. Consequently, the
learned pattern will be removed as the recorded input data is updated. Here, we call the ability of
recording a limited number of history input data as thememoryof the ESN's reservoir. The idea
of a conceptor can be used to allocate any free memory of an ESN's reservoir to the new learned
patterns of the mobility and content request distribution.

Next, we �rst introduce the components of a conceptor ESN-based prediction algorithm. Then,
we formulate the conceptor ESN algorithm to predict the content request distribution and mobility
patterns of the users.
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6.3.1 Conceptor ESN Components

The conceptor ESN-based prediction approach consists of �ve components: a) agents, b) input, c)
output, d) ESN model, and e) conceptor. Since the content request and mobility pattern are user-
speci�c, we design the speci�c components for the algorithms of the content request distribution
and mobility pattern predictions, separately.

Content request distribution prediction

The content request distribution prediction algorithm has the following components:

� Agent: The agent in our ESNs is the cloud. Since each ESN scheme typically performs a content
request distribution prediction for just one user, the cloud's BBUs must implementU conceptor
ESN algorithms.

� Input: The conceptor ESN takes input as a vectorx t;j = [ x tj 1; � � � ; xtjN x ]T that represents the
context of userj at timet which includes gender, occupation, age, and device type (e.g., tablet or
smartphone). Here,Nx is the number of properties that constitute the context information of user
j . The vectorx t;j is then used to determine the content request distributiony t;j for userj . Note
that, the input of the ESNs is the information related to the users' content requests. Our goal is to
predict the content request distribution using the context of each user.

� Output: The output of the content request distribution prediction ESN at timet is a vector
of probabilitiesy t;j = [ ptj 1; ptj 2; : : : ; ptjN ] that represents the probability distribution of content
request of userj with ptjn being the probability that userj requests contentn at timet.

� ESN Model:An ESN model for each userj can �nd the relationship between the inputx t;j and
outputy t;j , thus building the function between the user's context and the content request distri-
bution. Mathematically, the ESN model consists of the output weight matrixW �; out

j 2 RN � Nw

and the dynamic reservoir containing the input weight matrixW �; in
j 2 RNw � N x , and the recurrent

matrix W �
j 2 RNw � Nw with Nw being the number of the dynamic reservoir units. For each user

j , the dynamic reservoir will be combined with the inputx t;j to store the history context of userj .
The output weight matrixW �; out

j with the reservior is trained to approximate the prediction func-
tion. The ESN model of userj is initially randomly generated following a uniform distribution.
To ensure that the reservoir has the echo state property,W �

j is de�ned as a sparse matrix with a
spectral radius less than one [179].

� Conceptors:For content request distribution prediction, we collect the users' context information
and the corresponding content requests during the same time slots for different weeks to train one
content request distribution. We refer to each content request distribution as one prediction pattern.
Given a sequence of the reservoir statesv i

j =
�
v i

1;j ; : : : ; v i
t;j

�
with v i

t;j =
�
vi

t;j 1; : : : ; vi
t;jN w

� T

being the reservoir state of prediction patterni at time t and the state correlation matrixR i
j =



Mohammad Mozaffari Chapter 6. 133

E
h
v i

t;j

�
v i

t;j

�T i
, the conceptor of prediction patterni will be [178]:

M i
j = R i

j

�
R i

j + � � 2I
� � 1

; (6.18)

where� is aperturede�ned in [178]. The aperture� needs to be appropriately set for accurately
learning several mobility patterns. When the aperture is small, the reservoir of the ESN slightly
changes for learning each new pattern. However, for a large aperture, the reservoir of the ESN
changes signi�cantly.

Mobility pattern prediction

The components of mobility pattern prediction algorithm are:

� Agents: The agents in our conceptor ESNs are the BBUs. Since each ESN scheme typically
performs mobility prediction for only one user, the BBUs must also implementU conceptor ESN
algorithms.

� Input: m t;j = [ mtj 1; � � � ; mtjN x +1 ]T represents the current location of userj and the context of
this user at timet. Using inputm t;j , the future locations of userj can be predicted.

� Output: st;j = [ stj 1; � � � ; stjN s ]
T represents the predicted locations of userj in the next time

slots, whereNs is the number of locations in the nextNs time durationH .

� ESN Model:The ESN model of mobility prediction consists of the output weight matrixW out
j 2

RN s � Nw , the dynamic reservoir containing the input weight matrixW in
j 2 RNw � N x +1 , and the

recurrent matrixW j 2 RNw � Nw . The generation of the mobility prediction ESN model is similar
to the one in the content request distribution prediction case.

� Conceptors:For mobility pattern prediction, we consider each user's mobility in each day during
one week as one prediction pattern. The expression of the conceptors is the same as the one for the
content request distribution given in (6.18).

6.3.2 Conceptor ESN Algorithm for Content and Mobility Predictions

Here, we present the proposed conceptor ESN algorithm to predict the content request distribution
and mobility. The proposed algorithm consists of two stages: training and prediction stages.

Training Stage

The dynamic reservoir statev i
t;j of prediction patterni for userj at timet which is used to store

the states of userj is given by [179]:

v i
t;j = f

�
W �

j v i
t � 1;j + W �; in

j x t;j

�
; (6.19)
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wheref (x) = ex � e� x

ex + e� x . Note that, we consider the input and corresponding prediction output as a
training data. In this case, we useN tr training data that consists ofN tr users' contexts and the cor-
responding content request to calculate the conceptors and train the output weight matrixW �; out

j .
Based onN tr training data and (6.19), the reservoir states before update for each prediction pattern
j is v i

old;j =
�
0; v i

1;j ; : : : ; v i
N tr � 1;j

�
and the updated reservoir states arev i

j =
�
v i

1;j ; : : : ; v i
N tr ;j

�
.

The matrixv i
old;j will be used to train aninput simulation matrixD j 2 RNw � Nw andv i

j will be
combined with the updated reservoir states of other prediction patterns to train the output weight
matrix.

Then,D j will be combined with output weight matrixW �; out
j to predict the content request dis-

tribution pattern for each user. For each added learning patterni of each userj , the update ofD j

will be [178]:
D j = D old;j + D i

inc;j ; (6.20)

whereD i
inc;j =

� �
SST �

N tr + � � 2I
� y

ST T �
N tr

� T
with S = F i � 1

j v i
old;j and T = W �; in

j x i
j �

D old;j v i
old;j . Here,F i � 1

j = :_
�

M 1
j ; : : : ;M i � 1

j

	
is the free memory of the reservoir with: and_

being the boolean operators [178], andx i
j =

�
x i

1;j ; : : : ; x i
N tr ;j

�
is the input sequences of prediction

patterni . During the learning of each patterni of userj , the conceptorM i
j can be computed using

(6.18).

In our proposed ESN algorithm, the output weight matrixW �; out
j is trained in an of�ine manner

using ridge regression [179] to approximate the prediction function which is given by:

W �; out
j = y j v

T
j

�
vT

j v j + � 2I
� � 1

; (6.21)

wherev j =
�
v1

j ; v2
j ; : : : ; vNM

j

� T
with v i

j =
�
v i

1;j ; : : : ; v i
N tr ;j

�
being the reservoir state sequence of

prediction patterni for userj , � is the learning rate, andNM being the number of the prediction
patterns of each user's content request distribution. In (6.21),v i

j can also be used to calculate the
conceptorM i

j for prediction patterni of userj .

Prediction Stage

Based on the learning stage, we can use the input simulation matrixD j , conceptorsM j =�
M 1

j ; : : : ;M NM
j

�
, and output weight matrixW �; out

j to obtain the corresponding predictions. In
the prediction stage, the reservoir state of patterni of userj is [178]:

v i
t;j = C i

j f
�
W �

j v i
t � 1;j + D j v i

t � 1;j

�
: (6.22)

From (6.22), we can see that the conceptor of patternj , C j , controls the update of the reservoir
states. By changing the conceptorC j , the ESN can predict different patterns in one ESN architec-
ture. The prediction of content request distributioni for userj can be given by:

y t;j = W �; out
j v i

t;j : (6.23)
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Table 6.3: Proposed conceptor ESN prediction algorithm

Inputs: N tr training data,
Initialize: W �; in

j , W �
j , W �; out

j , y j = 0, D j =
0.
Training Stage:

for each prediction patterni do.

if reservoir memory spaceF i � 1
j > 0 do.

(a) BBUs collect the statesv i
old;j and v i

j to
updateD j , using (6.20).

(b) BBUs use the statesv i
j to calculate the

conceptorC i
j using (6.18).

else

(c) increase reservoir matrixW �
j , re-train all

prediction patterns.

end if

end for

(d) BBUs collect states for all patternsv j to
trainW �; out

j , by (6.21).

Prediction Stage:

(a) BBUs chooses the conceptor to obtain the
corresponding reservoir state, using (6.22).

(b) Get the prediction of content request dis-
tribution based on (6.23) .

Output: Predictiony t;j

From (6.22) and (6.23), we can see that the conceptor ESN algorithm exploits an input simulation
matrix D j to control the memory of ESN reservoir. The conceptor ESN algorithm for predicting
the content request distribution of each userj is shown in Table 6.3.

As shown in Table 6.3, the proposed conceptor ESN algorithm can learn each prediction pattern by
a unique non-linear system. This property of the proposed algorithm enables the ESNs to perform
the users' behavior predictions using different non-linear systems during different time periods.
Furthermore, using the proposed algorithm, one can have the information of the reservoir memory
and extract a speci�c prediction pattern from the learned patterns.
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Figure 6.2: The procedure used for solving the optimization problem in (6.17).

6.4 Optimal Location and Content Caching for UAVs

In this section, we use the content request distribution and mobility patterns predictions resulting
from the proposed conceptor ESN algorithm in Section 6.3 to solve the problem in (6.17). In our
model, a subset of the users selected by the BBUs are connected to the RRHs. The remaining
users are clustered intoK clusters and each UAV provides service for one cluster. Based on
the associations and predictions, we determine which contents to cache at each UAV and �nd
the optimal location of each UAV. Finally, we analyze the implementation and complexity of the
proposed algorithm. Fig. 6.2 summarizes the proposed framework that is used to solve the problem
in (6.17).

6.4.1 Users-RRH Association

We �nd the user-RRH association based on the predicted users' locations at the next time interval.
Clearly, the prediction accuracy of the users' locations will directly affects the users association.
A user is associated with RRHs if the following condition is satis�ed:

Theorem 10. Given minimum�Dmin and device screen sizeSi of each useri , useri will be associ-
ated with a clusterk of RRHs if the following rate requirement is satis�ed:

CH
t;qi � max

8
<

:
L

�
� � � �Dmin

�
� � � min

n
L

vF
; L

Cmax
k

o�
� L

vF U

� ; � Si ;n

9
=

;
: (6.24)

Proof. See Appendix C.2.
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From Theorem 10, we can see that the user-RRH association depends on the fronthaul rate of
each user, the delay requirement, and the device rate requirement. From (6.24), we can see that the
fronthaul rate of each user decreases as the number of the users associated with the RRHs increases.
Clearly, the decrease of the fronthaul rate for each user will improve the delay requirement. Note
that, the energy consumption of the RRHs is not considered in our optimization problem as the
RRHs can have continuous power supply on the ground while the UAVs are powered by on-board
batteries with limited energy. Therefore, it is natural to allow the users to �rst associate with the
RRHs when the RRHs can satisfy the users' QoE requirements.

6.4.2 Optimal Content Caching for UAVs

In our model, the remaining users who are not associated with RRHs, will be served by the UAVs.
In this case, the users-UAVs associations need to be determined. To this end, we useK -mean
clustering approach [171] in which the users are clustered intoK groups. By implementing the
K -mean clustering approach, the users that are close to each other will be grouped into one cluster.
Thereby, each UAV services one cluster and the user-UAV association will be determined. Then,
based on the UAV association, we �nd the optimal contents to cache at each UAV. The content
caching will reduce the transmission delay and, hence, decrease the delay requirement. From
(6.15), we can see that, optimal contents to store at the UAV cache lead to maximum reduction
of the UAV's transmit power. The reduction of UAV transmit power is caused by the decrease of
the delay requirement. Letp j;i = [ pj;i 1; pj;i 2; : : : ; pj;iN ] be the content request distribution of useri
during periodj that consists ofH time slots. The optimal contents that will be stored at each UAV
cache can be determined based on the following theorem.

Theorem 11. The optimal set of contentsCk to cache at each UAVk during periodT is:

Ck = arg max
Ck

T / HX

j =1

HX

� =1

X

i 2U �;k

X

n2Ck

(pj;in �P j;�;ki;n ); (6.25)

where�P j;�;ki;n =
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with Pmin
�;ki

�
w �;t;k ; CR

�;ki ; n
�

being simpli�ed toPmin
�;ki

�
CR

�;ki

�
.

Proof. See Appendix C.3.

From Theorem 11, we can see that when the fronthaul rates of all users are the same, the transmit
power reduction�P j;�;ki;n will be a constant. Subsequently, the optimal content caching becomes
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Ck = arg max
Ck

T / HP

j =1

HP

� =1

P

i 2U �;k

P

n2Ck

pj;in which corresponds to the result given in [156]. From Theorem

11, we can see that the content caching depends on the pre-knowledge of users association as well
as the content request distribution of each user. Therefore, by predicting the mobility pattern and
content request distribution for each user, we can determine the optimal content to cache.

6.4.3 Optimal Locations of UAVs

Here, we determine the optimal UAVs' locations where the UAVs can serve their associated users
using minimum transmit power. Once each UAV selects the suitable contents to cache, the trans-
mission link (BBUs-UAV-user or UAV-user) for each content and the delay requirementCR

�;ki;n in
(6.15) are determined. In this case, the rate� R

i;n which is used to meet the QoE requirment of each
user is also determined. Next, we derive a closed-form expression for the optimal location of UAV
k during time slot� in two special cases.

Theorem 12. To minimize the transmit power of UAVk, the optimal locations of UAVk during
time slot� for cases:a) UAV k positioned at low altitudes compared to the size of its corresponding
coverage,h2

�;k � (x t;i � x �;k )2 + ( yt;i � y�;k )2 and� NLoS = 2, b) UAV k is placed at high altitudes
compared to the size of its corresponding coverage,h2

�;k � (x t;i � x �;k )2 + ( yt;i � y�;k )2, are given
by:

x �;k =

P

i 2U �;k

F �;iP

t=1
x t;i  t;ki

P

i 2U �;k

F �;iP

t=1
 t;ki

; y�;k =

P

i 2U �;k

F �;iP

t=1
yt;i  t;ki

P

i 2U �;k

F �;iP

t=1
 t;ki

; (6.26)

where t;ki =
�

2� R
i;n / B � 1

�
� 210(L F S (d0 )+ � � )/10 with � =

�
� NLoS; for casea) ;
� LoS; for caseb) :

Proof. See Appendix C.4.

Using Theorem 12, we can �nd the optimal locations of the UAVs given the users association and
altitudeh�;k for the two special cases. For more generic cases, it is highly challenging to �nd
the optimal UAVs' locations using derivation, since the UAV's altitude depends on thex andy
coordinates of the UAV. Therefore, we use a learning algorithm given in [180] and [181] to �nd
a sub-optimal solution. The learning algorithm can learn the network state and exploit different
actions to adapt the UAV's location according to the network. After the learning step, each UAV
will �nd a sub-optimal location to service the users in a power ef�cient way.
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6.4.4 Implementation and Complexity

The complexity of the proposed algorithm pertains to two components: the conceptor ESN al-
gorithm and the optimization algorithm. In the conceptor ESN algorithm, the ESN needs to be
trained and hence, the complexity of the training depends on the users' data. The complexity of
implementing the conceptor-based ESN algorithm depends on the number of users and the number
of needed predictions. Since predictions occur once everyH , during a periodT, the ESN algo-
rithm needs to be executedTH times. Since the ESN needs to predict the users' content request
distribution and mobility patterns, the total complexity of the ESN algorithm isO(U� 2T/ H ).

The optimization algorithm can be divided into three algorithms: 1) user-UAV association, 2)
caching optimization, and 3) optimal location of the UAVs. The complexity of the user-UAV asso-
ciation isO

�
U2K +1 logU

�
[182]. The complexity will be signi�cantly decreased since the number

of users that associated with UAVs decreases as the users will �rst associate with RRHs. For each
UAV k, the complexity of the caching optimizatation algorithm depends on the number of the asso-
ciated usersUk , the number of the contentsN and the number of predictions during a periodT, T

H .
Therefore, the complexity of the caching algorithm can be given asO

�
Uk � N � T

H

�
. However,

in practical scenarios, only a few contents have high request probabilities. In this practical case,
the complexity of the caching algorithm can be signi�cantly reduced. Finally, for each UAVk,
the complexity of the optimal UAV algorithm depends on the number of the associated usersUk

and the locations of each associated user during each time slot. Therefore, the complexity of the
optimal UAV location algorithm isO (Uk � F ).

6.5 Simulation Results

For our simulations, the content request data that the ESN uses to train and predict content request
distribution is obtained fromYoukuof China network video index2. Here, one circular CRAN area
with a radiusr = 500 m is considered withU = 70 uniformly distributed users andR = 20 uni-
formly distributed RRHs. The detailed parameters are listed in Table V. Actual pedestrian mobility
data is measured from 100 students at theBeijing University of Posts and Telecommunications. We
recorded the daily mobility pattern of each student and collected their locations every hour during
9:00 am - 12:00 pm in a period of over two months. For comparison purposes, we investigate:
a) optimal algorithm that has a prior knowledge of the accurate user's mobility patterns and con-
tent request distribution, b) ESN algorithm in [156] to predict the content request distribution and
mobility pattern, and c) random caching with ESN algorithm in [156] to predict content request
distribution. All statistical results are averaged over 5000 independent runs. The accuracy of ESN
prediction is measured by normalized root mean square error [178].

Fig. 6.3 shows how the memory of the conceptor ESN reservoir changes as the number of the
mobility patterns that were learned by the conceptor ESN varies. In this �gure, the green curve

2The data is available athttp://index.youku.com/ .
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Table 6.4: System parameters in the cache-enabled UAV network
Parameter Value Parameter Value Parameter Value

F 1000 Y 0.13 PB 30 dBm
X 11.9 N 25 PR 20 dBm

� � LoS 5.3 H 10 Pmax 20 W
N tr 1000 d0 5 m � 2 -95 dBm
Ns 12 � 0.01 hmin 100 m
Nx 4 � 2 B 1 MHz
� LoS 2 � NLoS 2.4 � Si ;n 5 Mbit/s

� 15 � 1 0.5 f c 38 GHz
� � NLoS 5.27 � 100 Bv 1 GHz

K 5 C 1 L 1 Mbit
T 120 � 2 0.5 Nw 1000

Figure 6.3: Mobility patterns predictions of Conceptor ESN algorithm.

represents the conceptor ESN prediction, the black curve is the real positions, top rectanglej is
the index of the mobility pattern learned by ESN, the legend on the bottom left shows the total
reservoir memory used by ESN and the legend on the bottom right shows the normalized root
mean square error of each mobility pattern prediction. Here, one mobility pattern represents the
users' trajectory in one day and the colored region represents the memory used by the conceptor
ESN. In Fig. 6.3, we can see that the memory usage increases as the number of the learned
mobility patterns increases. This is due to the fact the conceptor ESN uses a limited memory to
learn mobility patterns. From Fig. 6.3, we can also see that the conceptor ESN uses less memory
for learning mobility pattern 2 compared to pattern 6. In fact, mobility pattern 2 is similar to
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Figure 6.4: Content request probability predictions.

mobility pattern 1, and, hence, the conceptor ESN requires only a small amount of memory to
learn mobility pattern 2. However, the conceptor ESN needs to use more memory to learn mobility
pattern 6. Clearly, when a new mobility pattern needs to be learned, the proposed approach needs
to learn the difference between the learned mobility patterns and the new one.

In Fig. 6.4, we show the variations of two content request probabilities of a selected user during
one day. The user is randomly chosen from the set of users in the network. From Fig. 6.4, we can
see that, the probability with which this user requests content 1 decreases during working hours
(9:00-11:00 and 14:00-18:00) and increases at all other times. Similarly, the request probability of
content 2 increases during working hours and decreases during the rest of the time. This is due to
the fact that content 1 is an entertainment content while content 2 is a work-related content. Fig.
6.4 also shows that the sum of the probability with which this user requests content 1 and content 2
exceeds 0.5 during each hour. This is because the user always requests a small amount of contents
during one day.

Fig. 6.5 shows how the total transmit power of the UAVs in a time period changes as the number
of the users varies. In Fig. 6.5, we can see that the total UAV transmit power of all algorithms
increases as the number of the users increases. This is due to the fact that the number of the users
associated with the RRHs and the capacity of the wireless fronthaul link of UAVs are limited.
Therefore, the UAVs need to increase their transmit power to satisfy the QoE requirement of each
user. From Fig. 6.5a, we can also see that the proposed approach can reduce the total transmit
power of the UAVs of about 16.7% compared to the ESN algorithm used to predict the content
request and mobility for a network with 70 users. This is because the conceptor ESN that separates
the users' behavior into multiple patterns and uses the conceptor to learn these patterns, can predict
the users' behavior more accurately compared to the ESN algorithm. Fig. 6.5b shows that the
proposed algorithm can yield, respectively, 33.3% and 20% gains with respect to reducing the total
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Figure 6.5: Total transmit power as the number of users varies (K = 5 andC = 1.)
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Figure 6.6: Rate required to maximize the users QoE as the fronnthaul rate of each user changes.

transmit power compared to the proposed algorithm without cache and the proposed algorithm
without optimizing the UAVs' locations for a network with 80 users.

Fig. 6.6 shows the rate needed for satisfying the QoE requirement of each user versus the wireless
fronthaul rate of each user. In this �gure, the black and blue lines represent, respectively, the rate
requirement of a user that receives a content from the UAV cache and the BBUs. In Fig. 6.6, we
can see that the rate required to maximize the users QoE of BBUs-UAV-user link decreases as the
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Figure 6.7: The percentage of the users QoE that is maximized as the number of users varies

wireless fronthaul rate increases. However, the rate needed to maximize the user's QoE of UAV-
user link not change when the fronthaul rate varies. Clearly, the use of caching at the UAVs can
signi�cantly reduce the rate required to reach the QoE threshold of each user when the wireless
fronthaul rate for each user is low.

In Fig. 6.7, we show how the percentage of users with satis�ed QoE requirement changes as the
number of the users varies. From Fig. 6.7, we can see that the percentage of the satis�ed users
decreases as the number of the users increases. However, using the proposed approach, the QoE
remains maximum for all number of users when the number of the users increases from 30 to 70.
In particular, the proposed algorithm can yield a gain of 59.6% gain in terms of the percentage of
the users with satis�ed QoE compared to the proposed algorithm without UAVs for the network
with 120 users. This is due to the fact that the UAVs can maximize the users' QoE when the RRHs
are not able to satisfy the QoE requirements.

In Fig. 6.8, we show how the average minimum transmit power of UAVs changes as the number of
the UAVs varies. From Fig. 6.8, we can see that the average minimum transmit power of each UAV
decreases as the number of the UAVs increases. In particular, using the proposed algorithm, the
average transmit power of the UAVs decreases by 86% when the number of UAVs increases from
3 to 7. This is due to the fact that for a higher number of UAVs the number of users associated with
each UAV decreases, and, hence, the average transmit power per UAV also decreases. As shown
in Fig. 6.8, the proposed approach becomes closer to the optimal one as the number of UAVs
increases. The reason is that the location prediction error is higher for a lower number of UAVs (or
equivalently the clusters).
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Figure 6.8: Average minimum transmit power as the number of UAVs changes (U = 70 and
C = 1).
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Figure 6.9: Total transmit power as the number of the contents stored in a UAV cache varies
(U = 70 andK = 5).

Fig. 6.9 shows the total transmit power of the UAVs as a function of the number of the contents
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Figure 6.10: Average minimum transmit power and average altitude vs. the number of UAVs.)

stored at the UAV cache. As shown in Fig. 6.9, the total transmit powers of all considered algo-
rithms increase as the number of storage units increases. The reason is that the probability that the
requested contents of the users are stored at the UAV cache increases, and, consequently, the UAV
will directly transmit the requested contents to the users. Fig. 6.9 also shows that the ESN approach
that predicts the content request and mobility can yield up to49%power reduction compared to
the ESN approach that predicts the mobility with the random caching scheme.

In Fig. 6.10, we show how the average transmit power and average altitude of the UAVs change as
the number of UAVs varies. In this case, we compare the result of our proposed approach with the
optimal result obtained by an exhaustive search method. For the learning algorithm, the interval of
the neighboring action of each coordinate is 3 m. Figs. 6.10a shows that the optimal location of
the UAV approached by Theorem 12 has only 6.4% deviation compared to the exhaustive search.
Furthermore, as shown in Fig. 6.10b, by increasing the number of UAVs from 3 to 7, the average
altitude of the UAVs decreases from 1080 m to 332 m in the proposed algorithm case. This is due
to the fact that for a higher number of the UAVs, each UAV needs to provide coverage for a smaller
area and, hence, it can be deployed at a lower altitude. From Figs. 6.10a and 6.10b, we can also
see that, as the number of the UAVs increases, the result of Theorem 12 approaches the optimal
solution that is obtained by the exhaustive search. This is due to the fact that for a higher number
of UAVs, the coverage area of each UAV decreases, and, hence, the approximation condition in
Theorem 12 will hold with a tighter bound.

6.6 Summary

In this chapter, we have proposed a novel framework that uses �ying UAVs to provide service for
the mobile users in a CRAN system. First, we have presented an optimization problem that seeks
to guarantee the QoE rquirement of each user using the minimmum transmit power of the UAVs.
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Next, to solve this problem, we have developed a novel algorithm based on the echo state networks
and concepters. The proposed algorithm allows predicting the content request distribution of each
user with limited information on the network state and user context. The proposed algorithm
also enables the ESNs separate the users behavior into several patterns and learn these patterns
with various non-linear systems. Simulation results have shown that the proposed approach yields
signi�cant performance gains in terms of minimum transmit power compared to conventional ESN
approaches.

6.7 Appendix C

C.1 Proof of Proposition 7

From (6.10), we can see that the delay of link (b) is larger than that of link (c) and the minimum
delay of the link (a) isL/ vF . Hence, we only need to consider the delay values betweenL/ vF U

andL/ CV
�;ki , k 2 K . To maximizeCV

�;ki , we considerdt;ki (w �;t;k ; w �;t;i ) = h, andPt;ki = Pmax .
Then, the rate of the UAV-user linkCV

�;ki is given by:

CV
�;ki = BV log2

�
1 +

Pt;ki

10
�l t;ki (w �;t;k ;w �;t;i )/ 10� 2

�

� BV log2

�
1 +

Pmax

10lLoS
t;ki (w �;t;k ;w �;t;i )/ 10� 2

�

(a)
� BV log2

�
1+

Pmax

10(L F S (d0 )+10 � LoSlog(h)� 4� LoS)/ 10� 2

�
; (6.27)

where (a) follows from the fact that with a probability close to one (greater than99:99%), the
Gaussian random variable� � LoS will have a value larger than� 4� LoS. From (6.27), we can see that,
ash increases, the capacityCV

�;ki decreases. Therefore, we seth = hmin . This completes the proof.

6.7.1 Proof of Theorem 10

Based on (6.12) and�Dmin , the delay isD �;i;n = � � � �Dmin

�
� � � min

n
L

vF
; L

Cmax
k

o�
, and, hence,

the delay requirement for RRH clusterq transmitting contentn to useri during time slot� will be:

CR
�;qi =

L

� � � �Dmin

�
� � � min

n
L

vF
; L

Cmax
k

o�
� L

vF U

: (6.28)

Therefore, the delay requirement during each interval is equal toCR
�;qi . Since the device rate

requirement is� Si ;n , the rate of RRH clusterq transmitting contentn to useri , CH
�;qi must satisfy

CH
t;qi � max

�
CR

�;qi ; � Si ;n
	

. This completes the proof.
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C.2 Proof of Theorem 11

Since the delay requirementCR
�;ki;n depends on the contents at the UAV cache, it can be written as

� R
i;n = max

n
CR

�;ki;n (n2Ck ) ; CR
�;ki;n (n=2Ck ) ; � Si ;n

o
. Let Pmin

�;ki =
F �;iP

t=1
Pmin

j;�;t;ki . Then the reduction of UAV

transmit power by content caching during time slot� of periodj will be:

�P j;�;ki;n =
(

Pmin
�;ki

�
CR

�;ki

�
n=2Ck

� Pmin
�;ki

�
CR

�;ki

�
n2Ck

; CR
�;ki;n=2Ck

� � Si ;n ;
Pmin

�;ki (� Si ;n )n=2Ck
� Pmin

�;ki

�
CR

�;ki

�
n2Ck

; � Si ;n > C R
�;ki;n=2Ck

:

Considering the fact that the content request distribution changes once everyH time slots, the
power minimization problem for UAVk during a period that consists ofH time slots is:

min
Ck

TX

� =1

X

i 2U �;k

Pmin
�;ki min

Ck

=
T / HX

j =1

HX

� j =1

X

i 2U �;k

Pmin
� j ;ki

= min
Ck

T / HX

j =1

HX

� =1

X

i 2U �;k

Pmin
j;�;ki

(a)
, max

Ck

T / HX

j =1

HX

� =1

X

i 2U �;k

�P j;�;ki;n ;

(b)
= max

Ck

T / HX

j =1

HX

� =1

X

i 2U �;k

0

@
X

n2Ck

(pj;in �P j;�;ki;n )+
X

n=2Ck

(pj;in �P j;�;ki;n )

1

A ;

= max
Ck

T / HX

j =1

HX

� =1

X

i 2U �;k

X

n2Ck

(pj;in �P j;�;ki;n );

where(a) follows the fact that minimizing the transmit power of the UAVs is equivalent to max-
imizing the reduction of the UAVs' transmit power caused by caching, and(b) is obtained by
computing the average power reduction using content request probability distribution of each user.
This completes the proof.

C.3 Proof of Theorem 12

At very low altitudes,h2
�;k � (x t;i � x �;k )2+( yt;i � y�;k )2, h �;k

dt;ki (w �;t;k ;w �;t;i ) � 0 leading to� t=0 � , and,

hence,Pr
�
lNLoS
t;ki

�
= 1. Thus, we have�l t;ki (w �;t;k ; w �;t;i ) = lNLoS

t;ki and (6.16) can be rewritten as

Pmin
�;t;ki =

�
2� R

i;n / B � 1
�

� 210(L F S (d0 )+ � � NLoS)/10 dt;ki (w �;t;k ; w �;t;i )� NLoS.

Now, we �nd the optimal location(x �;k ; y�;k ) of UAV k during time slot� in order to minimize
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P

i 2U �;k

F �;iP

t=1
Pmin

�;t;ki . In this case, the derivation of
P

i 2U �;k

F �;iP

t=1
Pmin

�;t;ki with respect tox �;k is given by:

@
P

i 2U �;k

F �;iP

t=1
Pmin

�;t;ki

@x�;k
=

P

i 2U �;k

F �;iP

t=1
@Pmin

�;t;ki

@x�;k
=

X

i 2U �;k

F �;iX

t=1

� NLoS(x �;k � x t;i) t;ki

�
(x �;k � x t;i)

2+( y�;k � yt;i)
2+h2

�;k

� � NLoS
2 � 1

: (6.29)

As � NLoS=2, (6.29) is simpli�ed to
P

i 2U �;k

F �;iP

t=1
2(x �;k � x t;i)  t;ki =0. As a result,x �;k =

P

i 2U �;k

F �;iP

t =1
x t;i  t;ki

P

i 2U �;k

F �;iP

t =1
 t;ki

.

Likewise, we can show thaty�;k =

P

i 2U �;k

F �;iP

t =1
yt;i  t;ki

P

i 2U �;k

F �;iP

t =1
 t;ki

.

For case b), sinceh2
�;k � (x t;i � x �;k )2 + ( yt;i � y�;k )2, dt;ki (w �;t;k ; w �;t;i ) � h�;k and, hence,

h�;k

dt;ki (w �;t;k ;w �;t;i ) � 1 ! � t = 90� . Consequently,Pr
�
lLoS
t;ki

�
= 1. Then, we have�l t;ki (w �;t;k ; w �;t;i ) =

lLoS
t;ki . The derivation of

P

i 2U �;k

F �;iP

t=1
Pmin

�;t;ki will be:

@
P

i 2U �;k

F �;iP

t=1
Pmin

�;t;ki

@x�;k
=

X

i 2U �;k

F �;iX

t=1

� LoS (x �;k � x t;i ) t;ki

�
�

(x �;k � x t;i)
2+( y�;k � yt;i )2+ h2

�;k
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�
X

i 2U �;k
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t=1
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As a result,x �;k =

P

i 2U �;k

F �;iP

t =1
x t;i  t;ki

P

i 2U �;k

F �;iP

t =1
 t;ki

andy�;k =

P

i 2U �;k

F �;iP

t =1
yt;i  t;ki

P

i 2U �;k

F �;iP

t =1
 t;ki

. This completes the proof.



Chapter 7

Communications and Control for Wireless
Drone-Based Antenna Array

7.1 Background, Related Works, and Contributions

The use of drones is growing rapidly across many domains including delivery, communications,
surveillance, and search and rescue in emergency operations [7, 61, 80, 183–185]. In wireless net-
works, drones can be used as �ying base stations to provide reliable and cost-effective wireless
connectivity [7, 12, 15, 80, 124, 183, 184, 186, 187]. Due to their �exibility, agility, and mobility,
drones can support reliable, cost-effective, and high data rate wireless communications for ground
users. In particular, during major public events such as Olympic games that generate a substan-
tial demand for communication, there is a need to supplement the limited capacity and coverage
capabilities of existing cellular networking infrastructure. In such scenarios, drone-based wireless
communication is an ideal solution. For instance, AT&T and Verizon are planning to use �ying
drones to boost the Internet coverage for the college football national championship and the Super
Bowl [34]. Drones can also play a key role in enabling wireless connectivity in other key sce-
narios such as public safety, and Internet of Things (IoT) scenarios [7]. To effectively leverage
drones for wireless networking applications, one must address a number of challenges that in-
clude optimal placement of drones, path planning, resource management, control, and �ight time
optimization [7,12,80].
There has been a recent surge of literature discussing the use of drones for wireless communication
purposes [7,12,15,27,80,124,183,184,186,188–190]. For instance, in [183], the authors studied
the optimal 3D placement of UAVs for maximizing the number of covered users with different
quality-of-service (QoS) requirements. The works in [80] and [124] studied path planning and
optimal deployment problems for UAV-based communications and computing. The work in [186]
proposed a framework for the optimal placement and distribution of UAVs to minimize the overall
delay in a UAV-assisted wireless network. A comparison between the performance of aerial base
stations and terrestrial base stations in terms of average sum rate and transmit power is presented

149
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in [27]. In [188], a polynomial-time algorithm for the optimal placement of drones that provide
coverage for ground terminals is proposed.

One of the fundamental challenges in drone-based communications systems is the limited �ight en-
durance of drones. Naturally, �ying drones have a limited amount of on-board energy which must
be used for transmission, mobility, control, data processing, and payloads purposes. Consequently,
the �ight duration of drones is typically short and can be insuf�cient for providing a long-term,
continuous wireless coverage. Furthermore, due to the limited transmit power of drones, provid-
ing long-range, high rate, and low latency communications can be challenging in drone-enabled
wireless systems. In this regard, a key performance metric in drone-enabled wireless networks is
airborne service time, which is de�ned as the time needed for servicing ground users. The service
time directly impacts the �ight time of drones as well as the quality-of-service (i.e., delay) for
ground users. From the drones' perspective, a lower service time corresponds to a shorter �ight
time as well as less energy consumption. From the users' point of view, a lower service time is also
needed as it directly yields lower latency. To address the �ight time challenges of drones, the work
in [189] minimized the hover time of drone base stations by deriving the optimal cell association
schemes. However, the model in [189] is limited to static single-antenna drones. In [190], the
trajectory and mission completion time of a single UAV that serves ground users are optimized.
However, the work in [190] does not analyze a scenario with multiple UAVs.

One promising approach to provide high data rate and low service time is to utilize multiple drones
within an antenna array system composed of multiple single-antenna drones [97]. Compared to
conventional antenna array systems, a drone-based antenna array has the following advantages.
First, the number of antenna elements (i.e., drones) is not limited by space constraints. Second,
the gain of the drone-based antenna array can be increased by adjusting the array element spacing.
Third, the mobility and �exibility of drones enable an effective mechanical beam-steering in any
three-dimensional (3D) direction. Clearly, a high gain drone-based antenna array can provide high
data rate wireless services to ground users thus reducing the service time.

In [97], the authors studied the design of a UAV-based antenna array for directivity maximization.
However, the approach presented in [97] is based on a heuristic and a computationally demanding
evolutionary algorithm. Moreover, the service time analysis is ignored in [97]. In [191], the
authors derived the asymptotic capacity of an airborne multiple-input-multiple-output (MIMO)
wireless communication system. However, the work in [191] considers �xed positions for the
antenna elements of the transmitter and the receiver. Furthermore, this work does not analyze the
control aspect of drones which is essential in designing drone-based MIMO systems.

In fact, none of the previous works on drone communications, such as in [7, 12, 15, 27, 61, 80, 97,
124,183,184,186,188–191], has studied the use of a drone-based antenna array system for service
time minimization in wireless networks.

We note that, there exist some studies on time-optimal motion planning [192–195]. However, most
of the previous works do not address the time-optimal control problem of quadrotor drones. While
the authors in [195] consider a quadrotor drone in their model, they ignore the effect of external
forces on the control time. Furthermore, the approach in [195] is based on a genetic algorithm



Mohammad Mozaffari Chapter 7. 151

which is computationally demanding [196]. Unlike our work, the work in [195] ignores the com-
munication aspects of drones, and does not capture the impact of control time on the performance
of drone-enabled wireless networks. In fact, compared to [195], our proposed framework com-
prises both communication and control aspects of drones and it is analytically tractable. Next, we
present the dynamics of quadrotor drones which will be used to analyze our time-optimal control
problem.

The main contribution of this chapter is a novel framework for deploying and operating a drone-
based antenna array system that delivers wireless service to a number of ground users within a
minimum time. In particular, we minimize the service time that includes both the transmission
time and the control time needed to control the movement and orientation of the drones. To this
end, we minimize the transmission time, by optimizing the drones' locations, as well as the control
time that the drones need to move between these optimal locations. To minimize the transmission
time, �rst, we determine the optimal drone spacing for which the array directivity is maximized.
In this case, using perturbation theory [98], we solve the drone spacing optimization problem
by successively solving a number of perturbed convex optimization problems. Next, given the
derived drone spacing, we optimally adjust the locations of the drones according to the position
of each ground user. In order to serve different users, the drones must dynamically move between
the derived optimal locations, during the control time period. To minimize the control time of
quadrotor drones, we determine the optimal speeds of rotors such that the drones can update their
positions and orientations within a minimum time. In this case, usingbang-bangcontrol theory
[99], we derive a closed-form expression for the minimum control time as a function of external
forces (e.g., wind and gravity), the drone's weight, and the destinations of drones. Our results
show that the proposed drone antenna array approach can signi�cantly reduce the service time and
improve the spectral and energy ef�ciency of the network. In particular, our approach yields 48%
improvement in spectral ef�ciency compared to a case in which the same number of drones are
deployed separately. The results also reveal a tradeoff between the control time and transmission
time while varying the number of drones.

7.2 System Model and General Problem Formulation

Consider a setL of L single-antenna wireless users located within a given geographical area. In
this area, a setM of M quadrotor drones are used as �ying access points to provide downlink
wireless service for ground users. TheM drones will form an antenna array in which each element
is a single-antenna drone, as shown in Fig. 7.1. For tractability, we consider a linear antenna
array whose elements are symmetrically excited and located about the origin of the array as done
in [197]. The results that we will derive for the linear array case can provide a key guideline for
designing more complex 2D and 3D array con�gurations. The 3D location of dronem 2 M
and of useri 2 L is given by (xu

i ; yu
i ; zu

i ), and the location of dronem while serving useri is
(xm;i ; ym;i ; zm;i ). To avoid collisions1, we assume that adjacent drones in the array are separated

1Virtual force �eld approaches such as in [198] can also be used to avoid collisions.
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within a minimum control time, that can provide a maximum data rate.
For drone-to-ground communications, we consider a line-of-sight (LoS) propagation model as
done in [80] and [190]. Such a channel model is reasonable here as the effect of multipath is
signi�cantly mitigated due to the high altitude of drones and using beamforming [190]. The trans-
mission rate from the drone antenna array to ground useri in a far-�eld region is given by [190]:

Ri (x i ; y i ; z i ) = B log2

�
1 +

r � �
i PtK oGi (x i ; y i ; z i )

� 2

�
; (7.1)

wherex i = [ xm;i ]M � 1, y i = [ ym;i ]M � 1, z i = [ zm;i ]M � 1, m 2 M representing the 3D coordinates
of the drones while serving useri . B is the transmission bandwidth,r i is the distance between the
origin of the array and useri , Pt is the total transmit power of the array,� 2 is the noise power, and
K o is the constant path loss coef�cient.Gi (x i ; y i ; z i ) is the gain of the antenna array towards the
location of useri , given by [199]:

Gi (x i ; y i ; z i ) =
4� jF (� i ; � i )j

2w(� i ; � i )
2

2�R

0

�R

0
jF (�; � )j2w(�; � )2 sin� d� d�

�; (7.2)

where0 � � � 1 is the antenna array ef�ciency which is multiplied by directivity to compute the
antenna gain. In fact, the antenna gain is equal to the antenna directivity multiplied by� . In (7.2),
F (�; � ) is the array factor which can be written as [199]:

F (�; � ) =
MX

m=1

amej [k(xm;i sin � cos� + ym;i sin � sin � + zm;i cos� )+ � m ]; (7.3)

wherek = 2�=� is the phase constant, and� is the wavelength. Note that, the overall radiation pat-
tern of the antenna array is equal toF (�; � )w(� i ; � i ) which follows from the pattern multiplication
rule [199].

Now, the total time that the drones spend to service the ground users will be:

Ttot =
LX

i =1

qi

Ri (x i ; y i ; z i )
+ Tcrl

i (V ; x i ; y i ; z i ); (7.4)

whereTtot shows the total service time,qi is the load of useri which represents the number of
bits that must be transmitted to useri . Tcrl

i is the control time during which the drones adjust
their locations according to the location of ground useri . In particular,Tcrl

i captures the time
needed for updating the drones' locations from statei � 1 (i.e., locations of drones while serving
useri � 1, i > 1) to statei . The control time is obtained based on the dynamics of the drones
and is a function of control inputs, external forces, and the movement of drones. In fact, each
drone needs a vector of control inputs in order to move from its initial location to a new location
while serving different users. For quadrotor drones, the rotors' speeds are commonly considered
as control inputs. Therefore, in (7.4), we haveV = [ vmn (t)]M � 4 with vmn (t) being the speed of
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rotor n of dronem at timet. The maximum speed of each rotor isvmax. In this case, one can
minimize the control time of the drones by properly adjusting the rotors' speeds. In Section 7.4,
we will provide a detailed analysis of the control time given the drones' dynamics.

Given this model, our goal is to minimize the total service time of drones by �nding the optimal
locations of the drones with respect to the center of the array, as well as the optimal control inputs.
Our optimization problem, in its general form, is given by:

minimize
X ;Y ;Z ;V

LX

i =1

qi

Ri (x i ; y i ; z i )
+ Tcrl

i (V ; x i ; y i ; z i ); (7.5)

st. dm+1 � dm � Dmin; 8m 2 Mnf M g; (7.6)

0 � vmn (t) � vmax; 8m 2 M ; n 2 f 1; :::; 4g; (7.7)

whereX , Y , andZ are matrices whose rowsi are, respectively, vectorsx i , y i , andz i , 8i 2 L .
The constraint in (7.6) indicates that the minimum separation distance between two adjacent drones
must be greater thanDmin to avoid collision. (7.7) represents the constraints on the speed of each
rotor. Note that, the �rst term in (7.5) represents the transmission time which depends on the
drones' locations. The second term,Tcrl

i , is the control time which is a function of the rotors'
speeds as well as the drones' locations. Solving (7.5) is challenging as it is highly nonlinear due
to (7.2). Moreover, as we can see from (7.3), the array factor is a complex function of the array
element's positions. In addition, due to the nonlinear nature of quadrotor's dynamic system, �nding
the optimal control inputs is a challenging task, as will be discussed in Section 7.4.

We note that, considering a narrow-beam antenna array communication, (7.5) can be solved by
separately optimizing drones' locations and rotors' speeds. In the narrow-beam case, the drone
array must perfectly steer its beam towards each ground user. Hence, we can �rst determine the
optimal drones' positions and, then, optimize the rotors' speeds to move to these optimal positions
within a minimum time. Our approach for solving (7.5) includes two key steps. First, given the
location of any ground user, we optimize the locations of the drones in the linear array to minimize
the transmission time. Thus, givenL ground users, we will haveL sets of drones' locations. In
the second step, using the result of the �rst step, we determine the drones' optimal control strategy
to update their locations within a minimum time. Hence, the solution of the transmission time
optimization problem (in the �rst step) is used as inputs to the time-optimal control problem (in
the second step). While, in general, this approach leads to a suboptimal solution, it is analytically
tractable and practically easy to implement. Next, we will optimize the location of drones to
achieve a minimum transmission time for any arbitrary ground user.
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7.3 Optimal Positions of Drones in Array for Transmission Time
Minimization

In this section, we determine the optimal positions of the drones in the array based on the location
of each user such that the transmission time to the user is minimized. Clearly, given (7.1), (7.2),
and (7.4), to minimize the transmission time, we need to maximize the array gain (i.e., directivity)
towards each ground user.

Without loss of generality, we consider an even number of drones. For an odd number of drones,
the same analysis will still hold. Now, the array factor forM drones located on thex-axis of the
Cartesian coordinate can be given by:

F (�; � ) =
MX

m=1

amej [kx m sin � cos� + � m ]

(a)
=

M=2X

n=1

an
�
ej [kdn sin � cos� + � n ] + e� j [kdn sin � cos� + � n ]

�

(b)
= 2

NX

n=1

an cos (kdn sin� cos� + � n ); (7.8)

whereN = M=2, anddn is the distance of elementn 2 N = f 1; 2; :::; Ng from the center of the
array (origin). Also,(a) follows from the fact that the array is symmetric with respect to the origin,
and(b) is based on the Euler's rule.

Now, we can maximize the directivity of the array by optimizingdn , 8n 2 N :

maximize
dn ;8n2N

4� jF (� max ; � max )j2w(� max ; � max )2

2�R

0

�R

0
jF (�; � )j2w(�; � )2 sin� d� d�

; (7.9)

where(� max ; � max ) are the polar and azimuthal angles at which the total antenna patternF (�; � )w(�; � )
has a maximum value. Clearly, solving (7.9) is challenging due to the non-linearity and complex
expression of the objective function of this optimization problem. Moreover, this problem is non-
convex and, hence, cannot be exactly solved using classical convex optimization methods. Next,
we solve (7.9) by exploiting the perturbation technique [197]. In general, perturbation theory aims
at �nding the solution of a complex problem, by starting from the exact solution of a simpli�ed
version of the original problem [98]. This technique is thus useful when dealing with nonlinear
and analytically intractable optimization problems such as (7.9).

7.3.1 Perturbation Technique for Drone Spacing Optimization

To optimize the distance between drones, we �rst consider an initial value for the distance of each
drone from the origin. Then, we �nd the optimal perturbation value that must be added to this
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initial value2. Let d0
n be initial distance of dronen from the origin, then, the perturbed distance

will be: dn = d0
n + en ; (7.10)

whereen << � , with � being the wavelength, is the perturbation value. Given (7.10), the array
factor can be approximated by:

F (�; � ) = 2
NX

n=1

an cos
�
k(d0

n + en ) sin � cos� + � n
�

= 2
NX

n=1

an cos
��

kd0
n sin� cos� + � n

�
+ ken sin� cos�

�

(a)
�

NX

n=1

2an cos
�
kd0

n sin� cos� + � n
�

�
NX

n=1

2anken sin� cos� sin
�
kd0

n sin� cos� + � n
�
; (7.11)

where in (a) we used the trigonometric properties, and the fact that sin(x) � x for small values
of x. Clearly, givenen << � , the numerator of (7.9) can be computed based on the values ofd0

n ,
8n 2 N . Hence, givend0

n , our optimization problem in (7.9) can be written as:

min
e

2�Z

0

�Z

0

F (�; � )2w(�; � )2 sin� d� d�; (7.12)

s.t. d0
n+1 + en+1 � d0

n � en � Dmin; 8n 2 N nf N g; (7.13)

wheree is the perturbation vector having elementsen , n 2 N .

For brevity, we de�ne the following functions:

F 0(�; � ) =
NX

n=1

an cos
�
kd0

n sin� cos� + � n
�
; (7.14)

I int (x) =

2�Z

0

�Z

0

x sin� d� d�: (7.15)

Theorem 13.The optimization problem in (7.12) is convex, and the optimal perturbation vector is
the solution of the following system of equations:

8
><

>:

e = G � 1[q + � L ];

� n
�
en � en+1 + Dmin + d0

n � d0
n+1

�
= 0; 8n 2 N nf N g;

� n � 0; 8n 2 N nf N g:

(7.16)

2We assume that the distance between adjacent drones is greater than the minimum distance required for collision
avoidance.
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whereG = [ gm;n ]N � N is anN � N matrix with:

gm;n = I int

�
aman (k sin� cos�w (�; � ))2

� sin
�
kd0

n sin� cos� + � n
�

sin
�
kd0

m sin� cos� + � m
�
�

; (7.17)

andq = [ qn ]N � 1 whose elements are given by:

qn = I int

�
ank sin� cos�w (�; � )F 0 (�; � ) � sin

�
kd0

n sin� cos� + � n
�
�

: (7.18)

In (7.16),� L is a vector of Lagrangian multipliers, whose elementn is � L (n) = � n+1 � � n , with
� n being a Lagrangian multiplier associated with constraintn.

Proof. See Appendix D.1.

Using Theorem 13, we can update the distance of each drone from the origin as follows:

d1 = d0 + e� ; (7.19)

whered1 = [ d1
n ]N � 1, andd0 = [ d0

n ]N � 1, n 2 N .

Clearly, d1 leads to a better solution thand0 = [ dn ]N � 1. In fact, we can proceed and further
improve the solution to (7.12) by updatingd1. In particular, at step updater 2 N, we �nd d(r ) as
follows:

d(r ) = d(r � 1) + e� (r ) ; (7.20)

wheree� (r ) is the optimal perturbation vector at stepr which is obtained based ond(r � 1).

Note that, at each step, the objective function in (7.12) decreases. Since the objective function is
monotonically decreasing and bounded from below, the solution converges after several updates.
We note that due to the approximation used in (7.11), the solution may not be a global optimal.
Nevertheless, as we can see from Theorem 4, it is analytically tractable and, hence, it has a low
computational complexity. Here, we used � to represent the vector of nearly-optimal distances of
drones from the original of the array. Next, we used � to determine the optimal 3D locations of the
drones that result in a maximum array directivity towards a given ground user.

7.3.2 Optimal Locations of Drones

Here, following from Subsection 7.3.1, we derive the optimal 3D positions of drones that yields a
maximum directivity of the drone-based antenna array. Let(xu

i ; yu
i ; zu

i ) and(xo; yo; zo) be, respec-
tively, the 3D locations of useri 2 L and the origin of the antenna array.

Without loss of generality, we translate the origin of our coordinate system to the origin of the
antenna array. In other words, we assume that the arrays' center is the origin of our translated
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coordinate system. In this case, the 3D location of useri will be (xu
i � xo; yu

i � yo; zu
i � zo).

Subsequently, the polar and azimuthal angles of useri in the spherical coordinate (with an origin
of antenna array) are given by:

� i = cos� 1

2

4 zu
i � zoq

(xu
i � xo)

2 + ( yu
i � yo)

2 + ( zu
i � zo)

2

3

5 ; (7.21)

� i = sin � 1

2

4 yu
i � yoq

(xu
i � xo)

2 + ( yu
i � yo)

2

3

5 : (7.22)

Now, the optimal locations of the drones in the antenna array is given as follows.

Theorem 14.The optimal locations of the drones for maximizing the directivity of the drone-based
antenna array towards a given ground user will be:

�
x �

m ; y�
m ; z�

m

� T
=

8
<

:

R rot

�
d�

m sin� o cos
 o; d�
m sin� o sin� o; d�

m cos� o

� T
; if m � M=2;

� R rot

�
d�

m sin� o cos
 o; d�
m sin� o sin
 o; d�

m cos� o

� T
; if m > M= 2;

(7.23)
where� o and
 o are the initial polar and azimuthal angles of dronem � M=2 with respect to the
array's center.R rot is the rotation matrix for updating drones' positions, given by:

R rot =

0

@
a2

x (1 � � ) + � a xay(1 � � ) � �a z axaz(1 � � ) + �a y

axay(1 � � ) + �a z a2
y(1 � � ) + � a yaz(1 � � ) � �a x

axaz(1 � � ) � �a y ayaz(1 � � ) + �a x a2
z(1 � � ) + �

1

A ; (7.24)

where� = kqi � qmax k, � =
p

1 � � 2, qi =

0

@
sin� i cos� i

sin� i sin� i

cos� i

1

A , qmax =

0

@
sin� maxcos� max

sin� maxsin� max

cos� max

1

A . More-

over,ax , ay, andaz are the elements of vectora =
�
ax ; ay; az

� T
= qi � qmax .

Proof. See Appendix D.2.

Using Theorem 14, we can �nd the optimal locations of the drones such that the directivity of the
drone-based antenna array is maximized towards any given ground user. Moreover, this theorem
can be used to dynamically update the drones' positions for beam steering while serving different
ground users.

Thus far, we have determined the optimal locations of the drones in the antenna array to maximize
the directivity of the array towards any given ground user. Therefore, the data rate is maximized
and, hence, the transmission time for serving the user is minimized. In Algorithm 1, we have
summarized the key steps needed for optimizing the locations of drones with respect to the center
of the array.
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• r =
� 2

I x
; (7.29)

• p =
� 1

I y
; (7.30)

• y =
� 3

I z
; (7.31)

wheremD is the mass of the drone, andg is the gravity acceleration.F W
x , F W

y , andF W
z are the

wind forces in positivex, y, andz directions. Also,I x , I y, I z are constant values which represent
the moments of inertia alongx, y, andz directions.

Given the dynamic model of the drone, we aim to �nd the optimal speeds of the rotors such
that the drone moves from an initial location(x I ; yI ; zI ) to a new location(xD ; yD ; zD ) within a
minimum time duration. Under such optimal control inputs (i.e., rotors' speed), the time needed
for each UAV to update its location based on the users' locations will be minimized. Note that
the drone must be stationary at its new location and it does not move inx, y, or z direction. Let
(x(t); y(t); z(t)) and( r(t);  p(t);  y(t)) be the 3D location and orientation of the drone at time
t 2 [0; TI;D ], with TI;D being the total control time for moving from locationI to locationD. Now,
we can formulate our time-optimal control problem for a drone, moving from locationI to location
D, as follows:

minimize
[v1 (t );v2 (t );v3 (t );v4 (t )]

TI;D ; (7.32)

st. jvi (t)j � vmax; 8i 2 f 1; :::; 4g; (7.33)

(x(0); y(0); z(0)) = ( x I ; yI ; zI ) ; (7.34)

(x(TI;D ); y(TI;D ); z(TI;D )) = ( xD ; yD ; zD ) ; (7.35)

( _x(TI;D ); _y(TI;D ); _z(TI;D )) = (0 ; 0; 0) ; (7.36)

where[v1(t); v2(t); v3(t); v4(t)] represents the rotors' speeds at timet. In (7.33),vmax is the maxi-
mum possible speed of each rotor. Constraints (7.34) and (7.35) show the initial and �nal location
of the drone, (7.36) indicates that the drone will be stationary at its �nal location. Here, without
loss of generality, we assume( r (0);  p(0);  y(0)) = (0 ; 0; 0). Note that, in (7.5), the control
time for serving useri , Tcrl

i , is equal to the maximum control time among the drones that update
their positions according to the user. In this case, the initial and �nal locations of each drone are
determined based on Algorithm 1.

Our problem in (7.32) is dif�cult to solve due to its non-linear nature, and coupled relation of
the dynamic system parameters as well as the in�nite number of optimization variables given
the continuous time interval[0; TI;D ]. Consequently, in general, the exact analytical solution to
such nonlinear time-optimal control problem may not be explicitly derived as pointed out in [194]
and [195]. In such case, one needs to use tractable and computationally feasible methods to solve
time-optimal control problems. To provide a tractable solution to our time-optimal control problem
in (7.32), we decompose the movements and orientation changes of drones. In particular, we
minimize the time durations needed for orientation adjustment and displacement of the drone,



Mohammad Mozaffari Chapter 7. 162

separately. While this approach yields a suboptimal solution, it can be used to derive a closed-
form expression for the control inputs (i.e., rotors' speeds) in (7.32) and, thus, it is remarkably
easy to implement. In addition, the computational time, which is a key constraint in wireless drone
systems, can be signi�cantly reduced.

Now, we aim to derive the optimal speeds of rotors for which the drone can update its locations
within a minimum time duration. To this end, we �rst present the following lemma from control
theory [99] which will be then used to derive the optimal rotors' speeds.

Lemma 1. (From [99]): Consider the state space equations for an object within time duration
[0; T]:

_x (t) = Ax (t) + bu(t); umin � u(t) � umax; (7.37)

x (0) = x 1; (7.38)

x (T) = x 2; (7.39)

wherex (t) 2 RN s is the state vector of the object at timet 2 [0; T], Ns is the number of state's
elements.u(t) is a bounded control input withumax andumin being its maximum and minimum
values.A 2 RN s � N s andb 2 RN s are given constant matrices.x 1 andx 2 are the initial and �nal
state of the object. Then, the optimal control input that leads to a minimum state update timeT � is
given by [99]:

u� (t) =

(
umax ; t � �;

umin ; t > �;
(7.40)

where� is called the switching time at which the control input changes. In this case, the control
time decreases by increasingumax and/or decreasingumin.

Lemma 1 provides the solution to the time-optimal control problem for a dynamic system which is
characterized by (7.37)-(7.39). In particular, the optimal control solution given in (7.40) is refereed
to asbang-bangsolution [99]. In this case, the optimal control input is always at its extreme value
(i.e. maximum or minimum). Next, we provide a new lemma (Lemma 2) which will be used along
with Lemma 1 to solve (7.32).

Lemma 2. Consider a drone that needs to move towards a given locationD (as shown in Fig.7.4),
with a coordinateP D = ( xD ; yD ; zD ), in presence of an external forceF ex = ( Fex;x ; Fex;y ; Fex;z).
The drone's orientation that leads to a movement with the maximum acceleration towardsP D will
be:

 D
p = cos� 1

�
A cos� D � j F exj cos� ex

F

�
; (7.41)

 D
r = tan � 1

�
tan � � sin D

p

�
; (7.42)

 D
y = 0; (7.43)

where

A =
h
F 2 + jF exj2 + 2F jF exj cos

�

 + sin � 1

�
jF exj

F sin

��i 1=2

, � = � D � sin� 1
h

jF exj sin � ex sin( � D � � ex)
F sin  D

p

i
,
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Algorithm 5 Steps for minimizing the service time by solving (7.5).

1: Inputs: Locations of users,(xu
i ; yu

i ; zu
i ), 8i 2 L , and origin of array,(xo; yo; zo).

2: Outputs: Optimal drones' positions,(x �
m;i ; y�

m;i ; z�
m;i ), rotors' speeds,vmn (t), 8m 2 M ; 8i 2 L ; n 2

f 1; :::; 4g, and total service time.
3: Using Algorithm 1, �nd the optimal locations of drones with respect to each user,(x �

m;i ; y�
m;i ; z�

m;i ).
4: Using Theorem 3 and Lemma 2, for each drone, determine the rotors' speeds for moving from

(x �
m;i � 1; y�

m;i � 1; z�
m;i � 1) to (x �

m;i ; y�
m;i ; z�

m;i ).
5: Compute the total service time based on (7.5), (7.32), and (7.50).

Stage 6: v1 = v2 = v3 = v4 = vF; if t > � 14: (7.49)

Also, the total control time of the drone can be given by:

TI;D =
r

2dD

� mD

As2
�

mD

As4

�
+

2
vmax

h
s

� p;1I y

l� 1
+

s
� r;1I x

l� 1
+

s
� p;3I y

l� 1

+

s
� r;3I x

l� 1
+

s
� p;5I y

l� 1
+

s
� r;5I x

l� 1

i
; (7.50)

wherevmax , vin, andvF are, respectively, the maximum, the initial, and the �nal speeds of rotors.
mD is the drone's mass,� r;i and� p;i are the roll and pitch changes in Stagei . dD is the distance
between the initial and �nal locations of the drone.� 1; :::; � 14 are the switching times at which the
rotors' speeds changes. The values of switching times andvF are provided in the proof of this
theorem.

Proof. See Appendix D.4.

In Theorem 15, Stages 1, 3, and 5 correspond to the orientation changes, Stages 2 and 4 are related
to the drone's displacement, and Stage 6 represents the drone's stability condition. Note thatvF is
adjusted such that the drone's stability is ensured at its �nal location. In (7.50),As2 andAs4 are,
respectively, the total forces towards the drone's destination at Stages 2 and 4.

Using Theorem 15, we can �nd the speeds of the rotors (at different time instances) that enable
each to move towards its destination within a minimum time. In this case, the control time depends
on the destination of the drone, external forces (e.g. wind and gravity), the rotors' speed, and the
drone's weight.

In summary, our approach for minimizing the service time, which is composed of the transmission
time and the control time, is as follows. In the �rst step, using the approach in Section III, we mini-
mize the transmission time for each ground user by optimizing the positions of drones with respect
to the ground users. Then, based on these determined optimal drones' locations, we minimize the
control time needed for adjusting the movement and orientations of drones. In Algorithm 5, we
summarize our approach for minimizing the service time by solving (7.5).
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7.5 Simulation Results and Analysis

For our simulations, we consider a number of ground users uniformly distributed within a square
area of size1km � 1km. Unless stated otherwise, the number of users is 100, and the number of
drones4 that form a linear array is assumed to be 10. The main simulation parameters are given
in Table 7.1. We compare the performance of our drone-based antenna array system with a case
in which the same number of drones are deployed separately to serve ground users (hereinafter,
this case is referred to asmulti-drones). In the multi-drone scenario, multiple drones are separately
deployed based on a grid-based deployment. In this case, each drone serves its associated ground
users which are determined based on the minimum distance association rule. For the multi-drones
case, we do not consider any control time. All statistical results are averaged over a large number
of independent runs.

Fig. 7.5 shows the total service time for the drone antenna array and the multi-drone case. Fig. 7.5
shows that, for a given bandwidth, our proposed drone antenna array outperforms the multi-drone
case in terms of service time. This is because, in the proposed approach, the drones' locations
are adjusted such that the array antenna gain towards each user is maximized, hence reducing the
transmission time. Fig. 7.5 also shows the tradeoff between bandwidth and service time. Clearly,
the service time decreases by using more bandwidth which effectively provides a higher data rate.
Fig. 7.5 shows that the drone antenna array improves spectral ef�ciency compared to the multi-
drones case. For instance, to achieve 10 minutes of service time, the drone antenna array will
require 48% less bandwidth than in the multi-drones scenario.

In Fig. 7.6, we show the impact of the number of users on the service time. Clearly, the service
time increases as the number of users increases. For a higher number of users, the drones must
deliver a higher data service which results in a higher transmission time. Moreover, in the drone
antenna array case, the control time also increases while increasing the number of users. Fig. 7.6
shows that our proposed drone antenna array system outperforms the multi-drones case for various
number of users. For instance, using our approach, the average service time can be reduced by 20
min (or 30%) while serving 400 users. Hence, compared to the multi-drones case, the drones need
to �y for 20 min less in order to service the ground users. Meanwhile, the users can receive faster
wireless services while exploiting the proposed drone antenna array system.

Fig. 7.7 shows how the control, transmission, and service times resulting from the proposed ap-
proach for different numbers of drones in the array. As the number of drones increases, the control
time increases. In contrast, the transmission time (for 10 MHz bandwidth) decreases due to the
increase of the array gain. Fig. 7.7 shows that, by increasing the number of drones from 10 to 30,
the average control time increases by 20% while the average transmission time decreases by 36%.
Therefore, there is a tradeoff between the transmission time and the control time as a function of
the number of drones in the array. In this �gure, the decrease in the transmission time is more than
the additional control time and, thus, the total service time decreases by increasing the number of
drones.

4In our simulations, each drone in the array has an omni-directional antenna, as in [97,191].
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Figure 7.5: Service time vs. bandwidth for the drone antenna-array and multi-drones cases.
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Figure 7.6: Service time vs. number of users for the drone antenna array and multi-drones (2MHz
bandwidth).

In Fig. 7.8, we show how the number of users impacts the control time. As we can see from this
�gure, the control time increases while serving more users. This is due to the fact that, for a higher
number of users, the drone-array must move more in order to steer its beam toward the users. The
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Figure 7.7: Control, transmission, and service times vs. number of drones.
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Figure 7.8: Total control time vs. number of users.

control time can be reduced by increasing the maximum speed of the rotors, which is in agreement
with Theorem 3. For instance, increasing the maximum rotors' speed from 300 rad/s to 500 rad/s
yields around 35% control time reduction when serving 200 users.
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Figure 7.9: Speed of each rotor vs. wind force under the drone's stability condition.

Fig. 7.9 represents the speeds of the rotors needed to ensure the drone's stability in presence of
wind, obtained using (7.77). Clearly, the drone is stable when its total force which is composed
of the wind force, gravity, and the drone force is zero. ForFwind = jFwindj

�! x , the rotor's speed

must increase as the wind force increases. In theFwind = jFwindj
�

1p
3
�! x + 1p

3
�! y + 1p

3
�! z

�
case,

however, the rotor's speed �rst decreases, and then increases. This is because, whenjFwindj � 3N,
the wind force helps hovering the drone by compensating for the gravity. Hence, the drone's force
can be decreased by decreasing the speed of its rotors. ForjFwindj > 3N, the rotor's speed start
increasing such that the total force on the drone becomes zero. This result also implies that, in
some cases (depending on the magnitude and direction of wind), wind can facilitate hovering of
the drone by overcoming the gravity force. However, in case of strong winds, the drone's stability
may not be guaranteed by adjusting the speed of the rotors. This is because the drone force, which
is limited by the maximum rotors' speeds, cannot overcome the external forces induced by wind
and gravity forces.

7.6 Summary

In this chapter, we have proposed a novel framework for employing a drone-enabled antenna ar-
ray system that can provide wireless services to ground users within a minimum time. To this
end, we have minimized the transmission time as well as the control time needed for changing
the locations and orientations of the drones. First, we have optimized the positions of drones (as
the array elements) within the antenna array such that the transmission time for each user is min-
imized. Next, given the determined locations of drones, we have minimized the control time of
the quadrotor drones by optimally adjusting the rotors' speeds. Our results have shown that the
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Table 7.1: Main simulation parameters.
Parameter Description Value

f c Carrier frequency 700 MHz
Pi Drone transmit power 0.1 W
No Total noise power spectral density -160 dBm/Hz
N Number of ground users 100

(xo; yo; zo) Array's center coordinate (0,0,100) in meters
qi Load per user 100 Mb
� Pathloss exponent 3

I x ; I y Moments of inertia 4:9 � 10� 3kg.m2 [201]
mD Mass of each drone 0.5 kg

l Distance of a rotor to drone's center 20 cm
� 1 lift coef�cient 2:9 � 10� 5 [201]

� m � � m� 1 Phase excitation difference for two adjacent antennas �
5(M � 1)

proposed drone antenna array with the optimal con�guration yields a signi�cant improvement in
terms of the service time, spectral and energy ef�ciency. In addition, our results have revealed
key design guidelines and fundamental tradeoffs for leveraging in an antenna array system. To our
best knowledge, this is the �rst comprehensive study on the joint communications and control of
drone-based antenna array systems.

Appendix D

D.1 Proof of Theorem 13

First, we �nd F 2(�; � ) by using (7.11):

F 2(�; � ) =
�
2F 0(�; � )

� 2
+

"

2
NX

n=1

anken sin� cos� sin
�
kd0

n sin� cos� + � n
�
#2

� 8F 0(�; � )
NX

n=1

anken sin� cos� sin
�
kd0

n sin� cos� + � n
�
:

Subsequently, our objective function in (7.12) can be written as:

I int
�
F 2(�; � )w2(�; � )

�
= 4

�
eT Ge � 2eT q + I int

�
F 2

0 (�; � )w2(�; � )
��

; (7.51)

whereG andq are given in (7.17) and (7.18). Clearly, (7.51) is a quadratic function ofe. There-
fore, (7.51) is convex if and only ifG is a positive semi-de�nite matrix. Given (7.17), we have:

y T Gy =
NX

n=1

yn

NX

m=1

ymgm;n : (7.52)

Now, in (7.17), let us de�ne
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zn = ank sin� cos�w (�; � ) sin
�
kd0

n sin� cos� + � n
�

; (7.53)

then, using (7.52), we have:

y T Gy = I int

0

@

"
NX

n=1

znyn

#2
1

A : (7.54)

In (7.15), we can see thatI int (x) � 0 for x � 0. Hence, from (7.54), we can conclude that
y T Gy � 0. Therefore,G is positive semi-de�nite and the objective function in (7.12) is convex.
Moreover, the constraints in (7.13) are af�ne functions which are convex. Hence, this optimization
problem is convex. Now, we �nd the optimal perturbation vectore by using Karush-Kuhn-Tucker
(KKT) conditions. The Lagrangian function will be:

L = eT Ge � 2eT q + I int
�
F 2

0 (�; � )w2(�; � )
�

+
N � 1X

n=1

� n
�
en � en+1 + Dmin + d0

n � d0
n+1

�
;

(7.55)

where� n � 0, n = 1; :::; N � 1 are the Lagrange multipliers.

The necessary and suf�cient (due to the convexity of the problem) KKT conditions for �nding the
optimal perturbation vectore are given by:

r e [L ] = 0; (7.56)

which leads toe = G � 1[q + � L ], with � L being a(N � 1) � 1 vector whose elementn is
� L (n) = � n+1 � � n . Based on the complementary slackness conditions, we have:

(
� n

�
en � en+1 + Dmin + d0

n � d0
n+1

�
= 0; 8n 2 N nf N g;

� n � 0; 8n 2 N nf N g:
(7.57)

Finally, the optimal perturbation vector,e� , can be determined by solving (7.56) and (7.57). This
proves the theorem.

D.2 Proof of Theorem 14

In Subsection III-A, we have derived the optimal distance of drones from the origin that leads to
a maximum array directivity. First, we consider an initial (or arbitrary) orientation, as shown in
Figure 7.2. Letd�

m be the optimal distance of dronem � M=2 from the array's center,� o and
 o

be the initial polar and azimuthal angles of the drone. Based on the considered drones' locations,
let (� max ; � max ) = argmax

�
F (�; � )w(�; � )

�
be a direction at which the directivity of the array is

maximized. Our goal is to achieve the maximum directivity at a given direction(� i ; � i ) corre-
sponding to useri . Therefore, we need to change the locations of the drones such that� i = � max,
and� i = � max. To this end, we align the unit vector(1; � max; � max) with (1; � i ; � i ) in the spherical
coordinate and, then, we update the drones' positions accordingly. In the Cartesian coordinate
system, we need to rotate vectorqmax =

�
sin� maxcos� max; sin� maxsin� max; cos� max

� T
such that it

becomes aligned withqi =
�
sin� i cos� i ; sin� i sin� i ; cos� i

� T
.
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The rotation matrix for rotating a vectoru about another vectora =
�
ax ; ay; az

�T
; with a! rotation

angle, is [202]:

R rot=

0

@
a2

x (1 � cos! ) + cos ! a xay(1 � cos! ) � az sin! a xaz(1 � cos! ) + ay sin!
axay(1 � cos! ) + az sin! a 2

y(1 � cos! ) + cos ! a yaz(1 � cos! ) � ax sin!
axaz(1 � cos! ) � ay sin! a yaz(1 � cos! ) + ax sin! a 2

z(1 � cos! ) + cos !

1

A ;

(7.58)
In our problem, the rotation betweenqmax andqi can be done about the normal vector of these
vectors, with the rotation angle being the angle betweenqmax andqi . Hence, based on the dot-
product and cross-product of vectors, we usea = qi � qmax , and ! = cos� 1(qi � qmax ) to
�nd the rotation matrix in (7.58). Now, we update the locations of drones using the rotation
matrix. Clearly, form � M=2, the initial location of dronem in the Cartesian coordinate is�
d�

m sin� o cos
 o; d�
m sin� o sin� o; d�

m cos� o
� T

. As a result, the optimal locations of drones for
serving useri is given by:

�
x �

m ; y�
m ; z�

m

� T
= R rot

�
d�

m sin� o cos
 o; d�
m sin� o sin� o; d�

m cos� o
� T

; if m � M=2: (7.59)

Finally, due to the symmetric con�guration of the antenna array about the origin, the optimal
locations of dronesm whenm > M= 2 are as follows:

�
x �

m ; y�
m ; z�

m

� T
= � R rot

�
d�

m sin� o cos
 o; d�
m sin� o sin� o; d�

m cos� o
� T

; if m � M=2: (7.60)

This completes the proof.

D.3 Proof of Lemma 2

To maximize the drone's acceleration towards the given locationD, we need to maximize the total
force in the direction ofP D . Considering the center of the drone as the origin of the Cartesian and
spherical coordinate systems, we can present the vectors of forces and the movement as in Fig. 7.4.
In this �gure, based on the Cartesian-to-spherical coordinates transformation, the polar and az-

imuthal angles in the spherical coordinate are given by� ex = cos� 1
�

Fex;z

jF exj

�
, � ex = tan � 1

�
Fex;y

Fex;x

�
,

� D = tan � 1
�

yD
xD

�
, and� D = cos� 1

�
zD

jP D j

�
. Let � and� be, respectively, the polar and azimuthal

angles of the drone's force. Here, we seek to determine� and� such that the drone can move
towards locationD with a maximum acceleration (i.e., maximum total force). In this case, the
total forceF ex + F must be in the same direction asP D . Let 
 be the angle betweenF andP D ,
andq be the angle betweenF ex andP D . To ensure thatF ex + F is in the direction ofP D , we
should have: jF exj sin
 = jF j sinq = F sinq: (7.61)

Also, using the inner product formula,
 is given by:


 = cos� 1

�
F ex � P D

jF exjjP D j

�
: (7.62)

As a result,q will be:
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q =sin � 1

�
jF exj
jF j

sin
�
cos� 1

�
F ex:P D

jFexjjPD j

���
: (7.63)

Now, based on the law of cosines, the total force magnitude is equal to:

A
�= jF ex + F j =

�
F 2 + jF exj2 + 2F jF exj cos

�

 + sin � 1

�
jF exj

F
sin


��� 1=2

: (7.64)

By projection(F ex + F ), F ex, andF onz-axis andx � y plane, we have:
A cos� D = jF exj cos� ex + F cos�; (7.65)

jF exj sin� ex sin (� D � � ex) = F sin� sin (� D � � ) : (7.66)

Subsequently, we obtain� and� as follows:

� = cos� 1

�
A cos� D � j F exj cos� ex

F

�
; (7.67)

� = � D � sin� 1

�
jF exj sin� ex sin (� D � � ex)

F sin D
p

�
: (7.68)

Finally, considering the fact that the drone's force is perpendicular to its rotors' plane, as well as
using the transformation between body-frame and earth-frame, the drone's orientation can be given
by5:

 D
p = �;  D

r = tan � 1
�
tan � � sin D

p

�
;  D

y = 0; (7.69)

which proves Lemma 2.

7.6.1 D.4 Proof of Theorem 15

Let s(t) be the distance that the drone moves towards destinationD at timet. We de�ne state
g(t) = [ s(t); _s(t)]T , and provide the following equation:

_g(t) =
�

0 1
0 0

�
g(t) +

�
0
1

�
aD (t); (7.70)

whereamin � aD (t) � amax is the drone's acceleration towardsD, with amin andamax being the
minimum and maximum values ofaD (t). Clearly, the drone can reach the destination and stop
at D within durationT, if g(T) = [0 ; 0]T . Based on Lemma 1,T is minimized whenaD (t) =(

amax ; 0 < t � �;

amin ; � < t � T:
. Now, we �nd � by using kinematic equations that describe an object's

motion. LetdD be the distance between the initial and the �nal locations of the drone. Clearly, the
drone's displacement untilt = � is equal to1

2amax� 2. During � < t � T, the displacement will be
1
2amin(T � � )2 + amax� (T � � ). Hence, the total drone's disparagement is:

5Note that, we consider(0; 0; 0) as the initial drone's orientation. Here, to change the orientation, we �rst update
the pitch angle and, then, we update the roll angle.
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dD =
1
2

amax� 2 +
1
2

amin(T � � )2 + amax� (T � � ): (7.71)

Also, considering the fact that drone stops (i.e. zero speed) att = T, we have:

amax� + amin(T � � ) = 0 ; (7.72)

According to (7.71) and (7.72), the total control time,T, and the switching time can be found by:

T =

r

2dD (
1

amax
�

1
amin

); (7.73)

� =
amin

amin � amax
T: (7.74)

As we can see from (7.73),T can be minimized by maximizingamax and minimizingamin. To this
end, we will adjust the drone's orientation as well as the rotors' speeds. Each drone's orientation
can be determined by using Lemma 2. Also, given (7.25)-(7.28), we can show that the optimal
speeds of the rotors arev1 = v2 = v3 = v4 = vmax .

To adjust the drone's orientation within a minimum time, we minimize the time needed for the pitch
and roll updates. Using a similar approach as in (7.70), and considering (7.25), (7.29), (7.30), and
zero yaw angle (i.e.v2

2 + v2
4 = v2

1 + v2
3 ), the optimal rotors' speeds can be given by:

positive change of pitch angle:

(
v2 = 0; v1 = v3 = 1p

2
vmax; v4 = vmax ; if 0 < t � � 1;

v4 = 0; v1 = v3 = 1p
2
vmax; v2 = vmax ; if � 1 < t � � 2;

(7.75)

positive change of roll angle:

(
v1 = 0; v2 = v4 = 1p

2
vmax; v3 = vmax ; if � 2 < t � � 3;

v3 = 0; v2 = v4 = 1p
2
vmax; v1 = vmax ; if � 3 < t � � 4;

(7.76)

Therefore, in the �rst Stage, the drone changes its orientation such that it can move towardsD in
presence of external forces (e.g., gravity and wind). In the second Stage, the drone moves with a
maximum acceleration. In Stage 3, the drone's orientation changes to minimize the acceleration
towardsD. In Stage 4, the drone moves with a minimum acceleration. In Stages 5 and 6, the
drone's orientation and the rotors' speeds are adjusted to ensure the stability of drone atD. Clearly,
the drone will be stable when its total force,A given in (7.64), is zero. Hence, we must have
F = jF extj. Now, using (7.25) withTtot = jF extj, the rotors' speed in the stable stage (i.e., Stage
6) will be:

vF =

s
jF extj
4� 1

: (7.77)

The rotors' speed in Stages 1-6 are given in (9.11)-(7.49).

In order to �nd the switching times, we use the dynamic equations of the drone given in (7.25-
7.29). For instance, in Stage 1, the time needed for a� p;1 pitch angle change can be obtained
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using (7.25) and (7.29). In this case, given the rotors' speed in (9.11), and the dynamic equations
of the drone, we can �nd� 1 and� 2 as:

� 1 =
1

vmax

s
� p;1I y

l� 1
; (7.78)

� 2 = 2� 1: (7.79)

where� p;1 is the change of pitch angle at Stage 1. Likewise,� 3 and� 4 can also be determined.

In Stage 2, the time needed for moving within ads2 distance is given by:

ts2 =

r
2ds2As2

mD
; (7.80)

whereAs2 is the total force towards the drone's destination at Stage 2 which can be determined
using (7.64). Subsequently, we can �nd the switching time by� 5 = � 4 + ts2.

The switching times in Stages 3-5 can be determined by adopting the similar approach used in
Stages 1 and 2. Note that,� 14 represents the total control time the drone, which can be determined
based on (7.73) and (7.79) as follows:

TI;D = � 14 =
r

2dD

� mD

As2
�

mD

As4

�
+ TO; (7.81)

whereAs4 is the total force on the drone as Stage 4.TO is the total control time needed for the
orientation changes in Stages 1,3, and 5, given by:

TO =
2

vmax

h
s

� p;1I y

l� 1
+

s
� r;1I x

l� 1
+

s
� p;3I y

l� 1
+

s
� r;3I x

l� 1
+

s
� p;5I y

l� 1
+

s
� r;5I x

l� 1

i
:

where� p;i , � r;i are the pitch and roll changes in Stagei . This completes the proof.



Chapter 8

Optimal Transport Theory for Cell
Association in UAV-Enabled Cellular
Networks

8.1 Background, Related Works, and Contributions

The deployment of UAVs is an effective technique for improving the quality-of-service (QoS) of
wireless cellular networks due to their inherent ability to create line-of-sight (LoS) communication
links [5, 7, 11, 15, 61, 203]. One of important challenges in UAV-based communications is cell (or
user) association. In [16], the authors analyzed the user-UAV assignment for capacity enhancement
of heterogeneous networks. However, this work is limited to the case in which users are uniformly
distributed within a geographical area. In [127], the authors proposed a power-ef�cient cell associ-
ation scheme while satisfying the rate requirement of users in cellular networks. However, in [127],
the authors do not consider the presence of UAVs and their objective function does not account for
network delay. In [125], the optimal deployment and cell association of UAVs are determined with
the goal of minimizing the UAVs' transmit power while satisfying the users' rate requirements.
However, the work in [125] mainly focused on the optimal deployment of the UAVs and does not
analyze the existence and characterization of the cell association problem. Therefore, our work is
different from [125] in terms of the system model, the objective function, the problem formulation
as well as analytical results. In fact, none of the previous studies in [5,7,11,15,16,61,125,127,203],
addressed the delay-optimal cell association problem considering both UAVs and terrestrial base
stations, for any arbitrary distribution of users.

The main contribution of this chapter is to introduce a novel framework for delay-optimal cell
association in a cellular network in which both UAVs and terrestrial BSs co-exist. In particular,
given the locations of the UAVs and terrestrial BSs as well as any general spatial distribution of
users, we �nd the optimal cell association by exploiting the framework ofoptimal transport theory
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[100]. Within the framework of optimal transport theory, one can address cell association problems
for any general spatial distribution of users. In fact, the main advantage of optimal transport theory
is to provide tractable solutions for a variety of cell association problems in wireless networks. In
our problem, we �rst prove the existence of the optimal solution to the cell association problem,
and, then, we characterize the solution space. The results show that, our approach results in a
signi�cantly lower delay compared to a conventional signal strength-based association.

8.2 System Model and Problem formulation

Consider a geographical areaD � R2 in which K terrestrial BSs in setK are deployed to provide
service for ground users that are spatially distributed according to a distributionf (x; y) over the
two-dimensional plane. In addition to the terrestrial BSs,M UAVs in setM are deployed as aerial
base stations to enhance the capacity of the network. We consider a downlink scenario in which
the BSs and the UAVs use a frequency division multiple access (FDMA) technique to service the
ground users. The locations of BSi 2 K and UAV j 2 M are, respectively, given by(x i ; yi ; hi )
and(xuav

j ; yuav
j ; huav

j ), with hi andhuav
j being the heights of BSi and UAVj . The maximum transmit

powers of BSi and UAVj arePi andPuav
j . LetWi andWj be the total bandwidth available for each

BSi and UAVj . Our performance metric is thetransmission delay, which is referred to as the time
needed for transmitting a given number of bits. In this case, the delay is inversely proportional to
the transmission rate. We useA i andB j to denote, respectively, the area (cell) partitions in which
the ground users are assigned to BSi and UAV j . Hence, the geographical area is divided into
M + K disjoint partitions each of which is served by one of the BSs or the UAVs.

Given this model, our goal is to minimize the average network delay by optimal partitioning of
the area. Based on the spatial distribution of the users, we determine the optimal cell associations
to minimize the average network delay. Note that, the network delay signi�cantly depends on the
cell partitions due to the following reasons. First, the cell partitions determine the service area of
each UAV and BS thus impacting the channel gain that each user experiences. Second, the number
of users in each partition depends on the cell partitioning. In this case, since the total bandwidth
is limited, the amount of bandwidth per user decreases as the number of users in a cell partition
increases. Thus, users in the crowded cell partitions achieve a lower throughput which results in a
higher delay. Next, we present the channel models.

8.2.1 UAV-User and BS-User path loss models

In UAV-to-ground communications, the probability of having LoS links to users depends on the
locations, heights, and the number of obstacles, as well as the elevation angle between a given
UAV and it's served ground user. In our model, we consider a commonly used probabilistic path
loss model provided by International Telecommunication Union (ITU-R), and the work in [15].
The path loss between UAVj and a user located at(x; y) is [15]:
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8.2.2 Problem formulation

Given the average received signal power in the UAV-user communication, the average throughput
of a user located at(x; y) connecting to a UAVj can be approximated by:

Cuav
j =

Wj

N uav
j

log2

�
1 +

�Puav
r;j

� 2

�
; (8.5)

where� 2 is the noise power for each user which is linearly proportional to the bandwidth allocated
to the user.

The throughput of the user if it connects to a BSi is:

Ci =
Wi

N i
log2

�
1 +

Pr;i

� 2

�
: (8.6)

Now, letL = K[M be the set of all BSs and UAVs. Also, here, the location of each BS or UAV is

denoted bysk , k 2 L . We also considerDk =
�

Ak ; if k 2 K ;
Bk ; if k 2 M ;

denoting all the cell partitions,

andQ (v; sk ; Dk) =
�

b=Ck ; if k 2 K ;
b=Cuav

k ; if k 2 M ;
wherev = ( x; y) is the 2D locations of the ground

users, andb is the number of bits that must be transmitted to locationv. Then, our optimization
problem that seeks to minimize the average network delay over the entire area will be:

min
D k

X

k2L

Z

D k

Q (v; sk ; Dk) f (x; y)dxdy; (8.7)

s.t.
[

k2L

Dk = D; D l \ Dm = ; ; 8l 6= m 2 L : (8.8)

where both constraints in (8.8) guarantee that the cell partitions are disjoint and their union covers
the entire area,D.

8.3 Optimal Transport Theory for Cell Association

Given the locations of the BSs and the UAVs as well as the distribution of the ground users, we
�nd the optimal cell association for which the average delay of the network is minimized. Let
gk(z) = Nz

Wk
, with Wk being the bandwidth for each BS or UAVk andz is a generic argument.

Also, we consider:

F (v; sk) =
�

b=log2 (1 + Pr;k (v; sk)=� 2) ; if k 2 K ;
b=log2

�
1 + �Puav

r;j (v; sk)=� 2
�

; if k 2 M :
(8.9)
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Now, the optimization problem in (8.7) can be rewritten as:

min
D k

X

k2L

Z

D k

�
gk

� Z

D k

f (x; y)dxdy
�

F (v; sk )
�

f (x; y)dxdy; (8.10)

s.t.
[

k2L

Dk = D; D l \ Dm = ; ; 8l 6= m 2 L ; (8.11)

whereDk is the cell partition of each BS or UAVk.

Solving the optimization problem in (8.10) is challenging and intractable due to various reasons.
First, the optimization variablesDk , 8k 2 L , are sets of continuous partitions which are mutually
dependent. Second,f (x; y) can be any generic function ofx andy that leads to the complexity
of the given two-fold integrations. To overcome these challenges, next, we model this problem by
exploitingoptimal transport theory[100] in order to characterize the solution.

Optimal transport theory [100] allows analyzing complex problems in which, for two probability
measuresf 1 andf 2 on 
 � Rn , one must �nd the optimal transport mapT from f 1 to f 2 that
minimizes the following function:

min
T

Z



c(x; T (x))f 1(x)dx; T : 
 ! 
; (8.12)

wherec(x; T (x)) denotes the cost of transporting a unit mass from a locationx to a locationT(x).

Our cell association problem can be modeled as a semi-discrete optimal transport problem. In this
case, the users follow a continuous distribution, and the base stations can be considered as discrete
points. Then, we need to map the users to the BSs and UAVs such that the total cost function is
minimized. In this case, the optimal cell partitions are directly determined by the optimal transport
map [134]. Next, we prove the existence of the optimal solution to the problem in (8.10).

Theorem 16. The optimization problem in (8.10) admits an optimal solution givenN 6= 0, and
� 6= 0.

Proof. Let ak =
R

D k
f (x; y)dxdy, and for8k 2 L ,

E=
�

a = ( a1; a2; :::; aK + M ) 2 RK + M ; ak � 0;
K + MP

k=1
ak = 1

�
. Now, consideringf (x; y) = f (v) and

c(v; sk) = gk(ak)F (v; sk), for any given vectora, problem (8.10) can be considered as a classical
semi-discrete optimal transport problem. First, we prove thatc(v; s) is a semi-continuous function.
Considering the fact thatsk is discrete, we have: lim

(v ;s)! (v � ;sk )
F (v; s) = lim

v ! v �
F (v; sk). Note that,

given anysk , k belongs to only ofK andM sets. Givensk , F (v; sk) is a continuous function ofv.
Then, considering the fact that givenak , gk(ak) is constant, we have lim

(v ;s)! (v � ;sk )
gk(ak)F (v; s) =

gk(ak)F (v � ; sk). Therefore,c(v; s) is a continuous function and, hence, is also a lower semi-
continuous function. Now, we use the following lemma from optimal transport theory:

Lemma 3. Consider two probability measuresf and� on D � Rn . Let f be continuous and� =P

k2 N
ak � sk be a discrete probability measure. Then, for any lower semi-continuous cost function,
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there exists an optimal transport map fromf to � for which
R

D c(x; T (x))f (x)dx is minimized
[134].

Considering Lemma 1, for anya 2 E, the problem in (8.10) admits an optimal solution. SinceE
is a unit simplex inRM + K which is a non-empty and compact set, the problem admits an optimal
solution over the entireE.

Next, we characterize the solution space of (8.10).

Theorem 17.To acheive the delay-optimal cell partitions in (8.10), each user located at(x; y) will
satisfy the following:

k = arg min
l2L

� N
Wl

Z

D l

F (v; sl )f (x; y)dxdy +
Nal

Wl
F (vo; sl )

	
; (8.13)

Given (8.13), the optimal cell partitionDk includes all the points which are assigned to BS (or
UAV) k.

Proof. As proved in Theorem 1, there exist optimal cell partitionsDk , k 2 L which are the
solutions to (8.10). Now, consider two partitionsD l andDm , and a pointvo = ( xo; yo) 2 D l .
Also, letB � (vo) be a ball with a centervo and radius� > 0. Now, we generate the following new

cell partitions
_

D k (which are variants of the optimal partitions):
8
><

>:

_

D l = D lnB " (vo);
_

D m = Dm [ B " (vo);
_

D k = Dk ; k 6= l; m:

(8.14)

Let a" =
R

B " (v o ) f (x; y)dxdy, and _ak =
R

_
D k

f (x; y)dxdy. Considering the optimality ofDk ,
k 2 L , we have:

X

k2K

Z

D k

gk (ak) F (v; sk)f (x; y)dxdy

(a)
�

X

k2K

Z

_
D k

gk
� _ak

�
F (v; sk)f (x; y)dxdy: (8.15)

Now, canceling out the common terms in (9.52) leads to:
Z

D l

gl (al ) F (v; sl )f (x; y)dxdy +
Z

D m

gm (am ) F (v; sm )f (x; y)dxdy

�
Z

D m [ B " (v o )
gm (am + a" ) F (v; sm )f (x; y)dxdy

+
Z

D l nB " (v o )
gl (al � a" ) F (v; sl )f (x; y)dxdy;

Z

D l

(gl (al ) � gl (al � a" )) F (v; sl )f (x; y)dxdy
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+
Z

B " (v o )
gl (al � a" ) F (v; sl )f (x; y)dxdy

�
Z

D m

(gm (am + a" ) � gm (am )) F (v; sm )f (x; y)dxdy

+
Z

B " (v o )
gm (am + a" ) F (v; sm )f (x; y)dxdy; (8.16)

where(a) comes from the fact thatDk , 8k 2 L are optimal and, hence, any variation of such

optimal partitions, shown by
_

D k , cannot lead to a better solution. Now, we multiply both sides of
the inequality in (9.54) by1

a�
, take the limit when� ! 0, and use the following equalities:

lim
" ! 0

a" = 0; (8.17)

lim
a" ! 0

gl (al ) � gl (al � a" )
a"

= g0
l (al ); (8.18)

lim
a" ! 0

gm (am + a" ) � gm (am )
a"

= g0
m (am ); (8.19)

then we have:

g0
l (al )

Z

D l

F (v; sl )f (x; y)dxdy + gl (al ) F (vo; sl )

� g0
m (am )

Z

D m

F (v; sm )f (x; y)dxdy + gm (am )F (vo; sm ): (8.20)

Now, givengk(z) = Nz
Wk

, we can computeg0
l (al ) = dgl (z)

dz

�
�
�
z= al

= N
Wk

, then, usingak =
R

D k
f (x; y)dxdy

leads to:

N
Wl

Z

D l

F (v; sl )f (x; y)dxdy +
Nal

Wl
F (vo; sl )

�
N

Wm

Z

D m

F (v; sm )f (x; y)dxdy +
Nam

Wm
F (vo; sm ); (8.21)

Theorem 8.13 provides a precise cell association rule for ground users that are distributed follow-
ing any general distributionf (x; y). In fact, this theorem represents the condition under which the
user is assigned to a BS or UAVl. Under the special case of a uniform distribution of the users, the
result in Theorem 8.13 leads to the classical SNR-based association in which users are assigned to
base stations that provide strongest signal. From Theorem 2, we can see that there is a mutual de-
pendence betweenal andD l (i.e. cell association),8l 2 L . To solve the equation given in Theorem
2, we adopt an iterative approach which is shown to converge to the global optimal solution [134].
In this case, we start with initial cell partitions (e.g. Voronoi diagram), and iteratively update the
cell partitions based on Theorem 8.13.
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Figure 8.2: Average network delay per 1Mb data transmission.

8.4 Simulation Results and Analysis

For our simulations, we consider an area of size4km � 4km in which 4 UAVs and 2 macrocell
base stations are deployed based on a traditional grid-based deployment. The ground users are
distributed according to a truncated Gaussian distribution with a standard deviation� o. This type
of distribution which is suitable to model a hotspot area. The simulation parameters are given as
follows. f c = 2 GHz, transmit power of each BS is 40 W, and transmit power of each UAV is 1 W.
Also, N = 300, Wj = Wi = 1 MHz, and the noise power spectral density is -170 dBm/Hz. We
consider a dense urban environment withn = 3, � LoS = 3 dB, � NLoS = 23 dB, � = 0:36, and

 = 0:21 [15]. The heights of each UAV and BS are, respectively, 200 m and 20 m [7,15,16]. All
statistical results are averaged over a large number of independent runs.

In Fig. 8.2, we compare the delay of the proposed cell association with the traditional SNR-based
association. We consider a truncated Gaussian distribution with a center (1300 m,1300 m), and� o

varying from 200 m to 1200 m. Lower values of� o correspond to scenarios in which users are
more concentrated around the hotspot center. Fig. 8.2 shows that the proposed cell association
signi�cantly outperforms the SNR-based association in terms of the average delay. For low� o

values, the average delay decreases by 72% compared to the SNR-based association. This is
due to the fact that, in the proposed approach, the impact of network congestion is taken into
account. Hence, the proposed approach avoids creating highly loaded cells. In contrast, an SNR-
based association can yield highly loaded cells. As a result, in the congested cells, each user will
receive a low amount of bandwidth that leads a low transmission rate or equivalently high delay.
In fact, compared to the SNR-based association case, our approach is more robust against network
congestion and its performance is signi�cantly less affected by changing� o.
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(a) Proposed delay-optimal cell partitions. (b) SNR-based association.

Figure 8.3: Cell partitions associated to UAVs and BSs given the non-uniform spatial distribu-
tion of users.
As an illustrative example, Fig. 8.3 shows the locations of the BSs and UAVs as well as the cell
partitions obtained using SNR-based association and the proposed delay-optimal association. In
this case, users are distributed based on a 2D truncated Gaussian distribution with mean values
of (1300 m,1300 m), and� o = 1000m. As shown in Fig. 8.3, the size and shape of cells are
different in these two association approaches. For instance, the red cell partition in the proposed
approach is smaller than the SNR-based case. In fact, the red partition in the SNR-based approach
is highly congested and, consequently, its size is reduced in the proposed case so as to decrease the
congestion as well as the delay.

8.5 Summary

In this chapter, we have proposed a novel framework for delay-optimal cell association in UAV-
enabled cellular networks. In particular, to minimize the average network delay based on the users'
distribution, we have exploited optimal transport theory to derive the optimal cell associations for
UAVs and terrestrial BSs. Our results have shown that, the proposed cell association approach
results in a signi�cantly lower network delay compared to an SNR-based association.



Chapter 9

Beyond 5G with UAVs: Foundations of a 3D
Wireless Cellular Network

9.1 Background, Related Works, and Contributions

Recent reports from the federal aviation administration (FAA) show that the number of unmanned
aerial vehicles (UAVs), also known as drones, will exceed 7 million in 2020. From a wireless
communications perspective, drones will have two key roles: aerial base stations (BSs), and user
equipments (UEs) [12, 184, 204]. Due to their aerial nature and �exible operation, drone-BSs can
support broadband communications to under-developed areas and provide hotspot wireless cover-
age during temporary events [11,12,184,205]. Meanwhile, drones can also act as user equipments
(i.e., drone-UEs) that must connect to a wireless network so as to operate. In particular, wireless-
connected drone-UEs can be used for wide range of applications such as package delivery, remote
sensing, and virtual reality.

Wireless networking with drones faces a number of challenges. For instance, for drone-BSs, the
key design problems include 3D deployment of drones, performance analysis, resource allocation,
and cell association. In the drone-UEs scenario, there is a need for reliable and low latency com-
munications so as to ef�ciently control drones' operations. However, existing terrestrial cellular
networks have been primarily designed for supporting ground users and are not able to effectively
serve aerial users. In fact, terrestrial BSs may not be able to meet the low-latency and reliable
communication requirements of drone-UEs due to blockage effects and the speci�c design of BSs'
antennas which are not suitable for supporting users at high-elevation angles. Furthermore, in ar-
eas with geographical constraints, terrestrial base stations may not be available to provide wireless
service to drone-UEs. In such case, the deployment of aerial drone-BSs is a promising opportunity
for providing reliable wireless connectivity for drone-UEs. Clearly, to support the key roles of
drones in wireless networking applications, there is a need for developing the novel concept of a
3D cellular networkthat can incorporate both drone-BSs and drone-UEs.
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Recent studies on drone communications have investigated various design challenges that include
performance characterization, 3D deployment, user-to-drone association, and cellular-connected
UAVs. For instance, in [18], the authors proposed an algorithm for jointly optimizing the locations
and number of drones to maximize wireless coverage. The work in [206] studied the optimal 3D
deployment of UAVs for maximizing the number of covered ground users under quality-of-service
constraints. In [207], the authors proposed a framework for strategic placement of drone-BSs for
a large-scale ground network. However, the prior studies on deployment of UAV base stations
ignore the existence of �ying drone-UEs. In addition, the work in [205] proposed an algorithm for
maximizing the sum-rate of ground users by joint optimization of user-to-drone-BSs association
and wireless backhaul bandwidth allocations. The work in [189] proposed a novel cell association
approach that maximizes the total data delivered to ground users by drone-BSs that have limited
�ight endurance. However, the previous works on user association problems in drone networks are
limited to ground users and do not consider 3D aerial users.

While there exists a number of studies on cellar-connected drone-UEs [208–210], the potential use
of drone-BSs for serving drone-UEs has not been considered. For example, in [208], the authors
studied the coexistence of drone-UEs and ground users in cellular networks and characterized the
downlink coverage performance. The work in [209] proposed an interference-aware path planning
approach for drone-UEs with the goal of minimizing their latency and interference. In [210], the
authors proposed a trajectory design scheme for minimizing the mission time of a single drone-UE.
However, none of these previous works [11, 12, 18, 184,189,205–210], studied a 3D wireless net-
work of co-existing aerial base stations and users (i.e., drone-BSs and drone-UEs) while addressing
the deployment and latency-aware cell association problems.

The main contribution of this chapter is to introduce the novel concept of a fully-�edged drone-
based 3D cellular network that incorporates drone-UEs, low-altitude platform (LAP) drone-BSs,
and high-altitude platform (HAP) drones. In this new 3D cellular network architecture, we propose
a framework for addressing the two fundamental problems of network planning and 3D cell asso-
ciation. In particular, our proposed framework includes a tractable approach for three-dimensional
placement and frequency planning for drone-BSs, as well as a latency-minimal 3D cell associa-
tion scheme for servicing drone-UEs. For deployment, we introduce a new approach based on
truncated octahedron cells that determines the minimum number of drone-BSs that can cover a
3D space, along with their locations. Furthermore, for frequency planning in the proposed 3D
wireless network, we derive an analytical expression for the feasible integer frequency reuse fac-
tors. To perform latency-minimal 3D cell association, �rst, we estimate the spatial distribution of
drone-UEs by using a kernel density estimation method. Then, given the locations of drone-BSs
and the distribution of drone-UEs, we �nd the optimal 3D cell association for which the total la-
tency of serving drone-UEs is minimized. In this case, we analytically characterize the optimal
3D cell partitions by exploiting tools from optimal transport theory. Our results show that the
proposed approach signi�cantly reduces the latency of serving drone-UEs, compared to classical
cell association approach that uses signal-to-interference-plus-noise ratio (SINR) criterion. In par-
ticular, our approach yields around 46% reduction in the average total latency compared to the
SINR-bases association. The results also reveal that our latency-optimal cell association improves
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In addition, due to their high altitudes, HAPs can establish LoS backhaul links to the drone-BSs.
Here, the deployment of drone-BSs is performed based on a 3D cellular structure which will be
presented in Section III. For backhaul connectivity, we assume that each drone-BS connects to
its closest HAP that can provide a maximum rate. We denote the backhaul transmission rate for
drone-BSn by Cn , which is assumed to be given in our model1. Drone-BSn uses transmit power
Pn bandwidthBn in order to serve its associated �ying drone-UEs. Letf (x; y; z) be the spatial
probability density function of drone-UEs which represents the probability that each drone-UE
is present around a 3D location(x; y; z). In our model, drone-BSs use machine learning tools to
estimate the spatial probability distribution of drone-UEs, for a certain period of time, based on any
available prior information about the drone-UEs' locations. By performing such estimation, the
network will no longer need to continuously track the locations of �ying drone-UEs thus alleviating
the associated overhead. To �nd the 3D cell association when serving drone-UEs, we partition the
space intoN 3D cells each of which representing a volume that must be serviced by one drone-BS.
Let Vn be a 3D space (i.e., 3D cell) associated to drone-BSn that serves drone-UEs located within
this cell. The average number of drone-UEs insideVn is given by:

K n = L
Z

Vn

f (x; y; z)dxdydz: (9.1)

We assume that each drone-BS adopts a frequency division multiple access (FDMA) technique (as
done in [189] and [212]) when servicing its associated drone-UEs. Hence, the average downlink
transmission rate from a drone-BSn to a drone-UE located at(x; y; z) is:

Rn (x; y; z) =
Bn

K n
log2

�
1 + 
 n (x; y; z)

�
; (9.2)

where B n
K n

is the amount of bandwidth for servicing each drone-UE located inVn , which is deter-
mined by sharing the total bandwidth among the drone-UEs.
 n (x; y; z) is the SINR for a drone-UE
located at(x; y; z) served by drone-BSn.

We consider theaverage latencyin servicing drone-UEs as our main performance metric. In
particular, we consider transmission latency in drone-BSs to drone-UEs communications, backhaul
latency in drone-BSs to HAP drones links, and computation latency for drone-BSs that serve drone-
UEs. The transmission latency for a drone-UE located at(x; y; z) which is served by drone-BSn
is:

� Tr
n (x; y; z; K n ) =

�
Rn (x; y; z)

; (9.3)

where� is the number of bits per packet that must be transmitted to each drone-UE.

The backhaul latency depends on the load of drone-BSs and the backhaul transmission rates. In this
case, the average backhaul latency in drone-BSn to its corresponding HAP-drone communications

1The backhaul rate can be easily calculated based on the locations of HAPs and drone-BSs, transmit power of
HAPs, and bandwidth of backhaul links.
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is given by:

� B
n (K n ) =

�L
Z

Vn

f (x; y; z)dxdydz

Cn
=

�K n

Cn
; (9.4)

whereCn is the maximum backhaul transmission rate for drone-BSn, and�L
R

Vn
f (x; y; z)dxdydz

represents the average load on drone-BSn.

The computation time depends on the data size (i.e., load) that must be processed in each drone-
BS, and the processing speed. To model the computational latency at drone-BSn, we use function
gn (�K n ) with �K n being the total data size that must be processed at the drone-BS. Therefore,
the total latency experienced by any arbitrary drone-UE located at(x; y; z) while being served by
drone-BSn can be given by:

� tot
n (x; y; z; K n ) = � Tr

n (x; y; z; K n ) + � B
n (K n ) + gn (�K n ); (9.5)

Given this model, our goal is to minimize the average latency of drone-UEs by �nding the optimal
3D cell association in drone-BSs to drone-UEs communications. In particular, given the locations
of drone-BSs which are deployed based on a 3D cellular structure (in Section III), and the estimated
spatial distribution of drone-UEs (in Section IV), we determine the optimal 3D cell partitionsVn ,
8n 2 N that lead to a minimum average latency for drone-UEs. In this regard, our 3D cell
association optimization problem can be posed as follows:

min
V1 ;:::;VN

NX

n=1

" Z

Vn

� Tr
n

�
x; y; z; K n

�
f (x; y; z)dxdydz + � B

n (K n ) + gn (�K n )

#

; (9.6)

s.t. Vl \ V m = ; ; 8l 6= m 2 N ; (9.7)
[

n2N

Vn = V; (9.8)

whereK n = L
R

Vn
f (x; y; z)dxdydz is the average number of drone-UEs inVn which depends

on the 3D cell association, andV is the entire considered space in which drone-UEs can �y. The
constraints in (9.7) and (9.8) ensure that the 3D association spaces are disjoint and their union
covers the considered spaceV.

In Figure 9.2, we summarize the key steps for developing our proposed drone-based 3D cellular
network architecture. First, we plan the network deployment of drone-BSs based on a truncated
octahedron scheme that can ensure full coverage with a minimum number of drone-BSs. Second,
using some available information about the locations' history of drone-UEs, we estimate the 3D
spatial distribution of the drone-UEs for a given period of time. Finally, given the locations of
drone-BSs and the spatial distribution of drone-UEs, we derive an optimal 3D cell association rule
for which the latency of servicing drone-UEs is minimized.
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respect to the reference position[xo; yo; zo] are given by:

P f a;b;cg =
�
xo; yo; zo

�
+

p
2R

h
a + b� c;� a + b+ c; a� b+ c

i
; (9.12)

which proves the theorem.

Using Theorem 18, we can �nd the 3D coordinates of drone-BSs which are deployed at the cen-
ters of truncated octahedrons. Moreover, as shown next, Theorem 18 allows us to determine the
frequency reuse factor as well as interfering drone-BSs in the proposed 3D cellular network.

Theorem 19. In the considered 3D cellular network, any feasible integer frequency reuse factors
can be determined by solving the following equations:

8
>>>>><

>>>>>:

q =

s �
3(n2

1 + n2
2 + n2

3) � 2(n1n2 + n1n3 + n2n3)
� 3

27
;

q =

s �
3(m2

1 + m2
2 + m2

3) � 2(m1m2 + m1m3 + m2m3)
� 3

64
;

(9.13)

whereq is the frequency reuse factor which is a positive integer.n1, n2, n3, m1, m2, andm3 are
integers that satisfy (9.13) by generating feasible frequency reuse factors.

Proof. We consider a truncated octahedron cell with 14 faces, as a reference cell. In this case, the
number of �rst tier co-channel interfering cells is 14. Since the distance between centers of the
reference cell and its adjacent cell is varies depending on the connecting face (i.e., hexagonal or
square face), we consider two different co-channel distances (i.e., reuse distances). LetDu andD l

be two different reuse distances to different interfering cells.

Assume that the center of a co-channel cell at a distanceD l is located at a positive integer coor-
dinate(n1; n2; n3) in our de�ned coordinate system (e1; e2; e3). Now, using (9.9) in Theorem 18
leads to:

D l =
p

2R
p

(n1 + n2 � n3)2 + ( � n1 + n2 + n3)2 + ( n1 � n2 + n3)2

(a)
= R

q
6(n2

1 + n2
2 + n2

3) � 4(n1n2 + n1n3 + n2n3); (9.14)

where in(a) we used algebraic identities.

Similar to 2D cellular networks, the frequency reuse factor is equal to the number of non-interfering
cells within a cluster of cells. Hence, cells within each cluster will use different frequency bands.
To �nd the frequency reuse factor in the 3D network, we compute the number of non-interfering
cells that create one 3D cluster. Clearly, for the reference cell, a co-channel interfering cell is
located in the adjacent cluster. Here, a given space is covered by multiple clusters of truncated oc-
tahedron cells. In addition, any space can be fully covered by a number of arbitrary-sized truncated
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Figure 9.7: CDF of drone-UEs' SINR in a 3D cell for two different frequency reuse factors.

Since the number of cells per cluster represents the frequency reuse factor is a positive integer,
(n1; n2; n3) and(m1; m2; m3) must generate an integer in (9.16) and (9.19). Hence, Theorem 19
is proved.

Theorem 19 can be used to determine the feasible integer frequency reuse factors in the considered
3D network. In addition, while performing frequency planning, the 3D locations of co-channel
cells (i.e., drone-BSs) can be identi�ed. As an example, the frequency reuse of one is obtained
by considering(n1; n2; n3) = (1 ; 0; 0), and(m1; m2; m3) = (1 ; 1; 0). In fact, q = 1 corresponds
to a worst-case scenario in which all the drone-BSs will interfere with each other. In this case,
the locations of co-channel interfering drone-BSs corresponding to a reference cell with an edge
lengthR and center(0; 0; 0) are the columns of the following matrix:

H =
p

2R

0

@
1 1 � 1 1 1 � 1 � 1 � 1 1 � 1 2 0 0 � 2 0 0

� 1 1 1 1 1 � 1 1 � 1 � 1 � 1 0 2 0 0 � 2 0
1 � 1 1 � 1 1 � 1 � 1 1 � 1 1 0 0 2 0 0 � 2

1

A ;

(9.20)
where each column of matrixH represents a 3D location of one co-channel drone-BS.

In summary, our approach for 3D deployment and frequency planning of drone-BSs can proceed
as follows. We deploy the �rst drone-BS as a reference cell in a speci�ed space of interest. Then,
using our truncated octahedron model with parameterR, we use Theorem 18 to �nd the locations
of other drone-BSs with respect to the reference cell. In this case, each drone-BS is located at
the center of one truncated octahedron cell. This results in a truncated octahedron tessellation that
covers a given space without any gap or overlap. For frequency planning, we use Theorem 19 to
�nd the feasible frequency reuse factors. Then, for any given frequency reuse factor, we determine
the sets of co-channel cells in the network. This, in turn, enables us to compute the SINR and
transmission latency (which is used in our optimization problem in (9.6)) at any location in the 3D
space.
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To show the impact of the frequency reuse factor on the SINR of drone-UEs, in Fig. 9.7, we plot
the cumulative distribution function (CDF) of drone-UEs' SINR in a 3D cell with aR = 400 m.
As we expect, drone-UEs experience higher SINR for a higher frequency reuse factor (i.e.,q).
However, a case with a frequency reuse factor 8 requires eight time more bandwidth compared to
the case of frequency reuse 1.

9.4 Estimation of the Spatial Distribution of Drone-UEs

Since drone-UEs cannot continuously report their locations due to excessive overhead costs, we
need to design a machine learning based mechanism for estimating the locations of drone-UEs
using sparse information. Therefore, we assume that each drone-UE is able to report its location at
eachT seconds. Then, using that, we estimate the spatial distribution of drone-UEs which remains
valid for the nextT seconds. We should note that, duringT seconds, the location of each drone-UE
is changing due to its mobility. However, the distribution of drone-UEs is �xed so that we can use
our estimation for the period ofT seconds. To this end, we develop a nonparametric model for
f (x; y; z) using a kernel density estimation (KDE) [215]. In case of parametric density estimation
methods, if one uses a poor assumption for the density model, it results in a poor estimation
performance. However, nonparametric methods are not sensitive to such poor assumptions.

The distribution of drone-UEs changes with time. Nevertheless, since we assume that this distri-
bution is �xed within an interval ofT seconds, we sample the location of each drone-UE everyT
seconds, and use it to estimatef (x; y; z). This reduces overhead compared to the case in which
the system knows the location of drone-UEs at every time instant. We consider some small regions
R where each drone lies in with probabilityp. Hence, the number of drone-UEs in this regionK
follows a binomial distribution, i.e.,

Pr(K ) =
L!

(L � K )!K !
pK (1 � p)L � K ; (9.21)

For a binomial distribution, we know that the mean isE( K
L ) = p. Thus, we can write:

lim
L !1

K
L

= p: (9.22)

Therefore, for a largeL, we can assumeK = Lp. SinceR is a small region, we can assume that
f (x; y; z); 8(x; y; z) 2 R is constant, and hence:

p =
Z

R
f (x; y; z)dxdydz = f (x; y; z) VR ; (9.23)

whereVR is the volume of regionR. Combining (9.22) and (9.23), we can write:

f (x; y; z) =
K

LVR
: (9.24)
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If we de�ne a small regionR as a cube:

C(
x
hx

;
y
hy

;
z
hz

) =

(
1; maxfj x

hx
j; j y

hy
j; j z

hz
jg � 1=2;

0; otherwise;
(9.25)

then, we can write the total number of users inside this cube as:

K =
LX

i =1

C
�

x � x i

h
;
y � yi

h
;
z � zi

h

�
= Lh xhyhzf (x; y; z): (9.26)

Since the volume of the cube in (9.25) ishx � hy � hz, we can write the density function as:

f (x; y; z) =
1
L

LX

i =1

1
hxhyhz

C
�

x � x i

hx
;
y � yi

hy
;
z � zi

hz

�
; (9.27)

which can be interpreted asL cubes with the volumehx � hy � hz centered at each data point. Also,
hx , hy, andhz are the widths of the kernel in dimensionsx, y, andz, respectively. To remove the
discontinuity of cubes in the space, we use Gaussian kernels [216]. If we approximate each cube
in (9.27) with a Gaussian kernel, we have:

f̂ (x; y; z) =
1
L

LX

i =1

1
p

(2� )3hxhyhz
e

�
�

( x � x i ) 2

h x
+ ( y � y i ) 2

h y
+ ( z � z i ) 2

h z

�

: (9.28)

f̂ (x; y; z) is not equal tof (x; y; z), for two reasons. First,L is a �nite number, and second, the
Gaussian kernel is an approximation of the cube in (9.25). However, we will see that this estimation
has small errors even when the value of L is not large. We assume thatx, y, andz are uncorrelated,
and hence, all the off-diagonal elements of the covariance matrix are zero. Here, the parameters
hx , hy, andhz have a major effect on the accuracy of the estimation and need to be estimated. The
criteria for accuracy of kernel density estimation is the mean integrated squared error (MISE) and
for our problem, it is given by:

e = E
� Z 1

�1

Z 1

�1

Z 1

�1

�
f̂ (x; y; z; hx ; hy; hz) � f (x; y; z)

� 2
dxdydz

�
: (9.29)

Since the MISE is not a mathematically tractable expression except in special cases, we have to
use approximation methods for approximating it. To this end, we �rst write MISE as:

E
� Z 1

�1

Z 1

�1

Z 1

�1
f̂ 2(x; y; z; hx ; hy; hz) + f 2(x; y; z) � 2f̂ (x; y; z; hx ; hy; hz)f (x; y; z)dxdydz

�
;

(9.30)
wherehx , hy, andhz are solutions to the following minimization problem:

[hx ; hy; hz] = argmin E
� Z 1

�1

Z 1

�1

Z 1

�1
f̂ 2(x; y; z) � 2f̂ (x; y; z; hx ; hy; hz)f (x; y; z)dxdydz

�
;

(9.31)
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wheref 2(x; y; z) has been omitted since it is a constant in the minimization problem. We can
approximate (9.31) using leave-one-out cross-validation (LOOCV) methods. To this end, we �rst
build a model forf̂ (x; y; z; h) using the locations of all drone-UEs except one [217]. Then, we
�nd the log-likelihood for the remaining drone-UEs' locations using the current model. We repeat
this operation and take an average withL log-likelihood values, i.e.,

L (hx ; hy; hz) =
1
L

LX

j =1

f̂ � j (X j ; Yj ; Z j ; hx ; hy; hz) (9.32)

=
1
L

LX

i =1
i 6= j

1
p

(2� )3hxhyhz
e

�
�

( X j � x i ) 2

h x
+

( Yj � y i ) 2

h y
+

( Z j � z i ) 2

h z

�

: (9.33)

It can be shown [218,219] that:

E
�
f̂ (x; y; z; hz; hy; hz)

�
= L (hx ; hy; hz); (9.34)

and since

E
� Z 1

�1

Z 1

�1

Z 1

�1
f̂ (x; y; z; hx ; hy; hz)f (x; y; z)dxdydz

�
= E

�
f̂ (x; y; z; hz; hy; hz)

�
; (9.35)

we can �ndhx , hy, andhz by a cross-validation method as:

hx ; hy; hz = argmin E
� Z 1

�1

Z 1

�1

Z 1

�1
f̂ 2(x; y; z)dxdydz � 2L (hx ; hy; hz)

�
: (9.36)

Hence, we can say that�L (hx ; hy; hz) is a biased estimator of MISE. Therefore, it can predict the
location of the minimum MISE, and using that, we can �nd the optimalhx , hy, andhz. Algorithm
6 summarizes the estimation off (x; y; z) using location of drone-UEs in eachT seconds.

Fig. 9.8 shows the MISE in case of symmetric kernels (hx = hy = hz = h) for 30drone-UEs for
different values ofh. As we can see, our algorithm can potentially minimize the MISE to a value
of 7:9554� 10� 04. Fig. 9.9 shows the negative log-likelihood function. As we can see from Figs.
9.8 and 9.9,�L (hx ; hy; hz) is a biased estimator of MISE, and hence, we can use�L (hx ; hy; hz)
to �nd the optimalhx ; hy; hz. Fig. 9.9 shows that, by means of LOOCV method, the MISE for our
PDF estimation is5:7221� 10� 04 which is close to the MISE lower bound that is7:9554� 10� 04.

In summary, our approach for estimation of drone-UE spatial distribution is as follows. We collect
the location of drone-UEs at eachT seconds. Then, we estimate the distribution of drone-UEs
to use it for 3D cell association during the nextT seconds. We adopt an accuracy metric for our
density estimation and use it to �nd width of the kernels. We showed that our approach is able to
estimate the spatial distribution of drone-UEs with a near optimal accuracy.



Mohammad Mozaffari Chapter 9. 198

Algorithm 6 drone-UEs' distribution estimation algorithm

Input: drone-UEs location(X 1; Y1; Z1) � � � ; (X L ; YL ; ZL )
Output: f̂ (x; y; z)

Initialize: H  set of candidate forf hx ; hy ; hzg, L (hbest)  1
for hx ; hy ; hz 2 H do

for j = 1 ; � � � ; L do
Build a model using (9.28) withX i ; i 2 f 1; � � � ; Lg; i 6= j

sum sum+ 1
2 loghx + 1

2 loghy + 1
2 loghz +

�
(X j � x i )2

hx
+ (Yj � yi )2

hy
+ (Z j � zi )2

hz

�
+ 3

2 log(2� )
end for
L (hx ; hy ; hz)  1

L sum
if L (hx ; hy ; hz) � L (hbest) then

hbest  hx ; hy ; hz

end if
end for
hx ; hy ; hz  hbest

returnf̂ (x; y; z; hx ; hy ; hz) in (9.28) as drone-UEs PDF
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Figure 9.8: MISE for symmetric kernel widths (hx = hy = hz = h).

9.5 Optimal 3D Cell Association for Minimum Latency

In Sections III and IV, we determined the locations of drone-BSs and the spatial distribution of
drone-UEs. Here, we use this information (i.e., drone-BSs' locations and drone-UEs' distribution)
to explicitly formulate our latency-optimal 3D cell association problem.

min
V1 ;:::;VN

NX

n=1

" Z

Vn

�K n

Bn log2

�
1 + 
 n (x; y; z)

� f̂ (x; y; z)dxdydz +
�K n

Cn
+ gn (�K n )

#

; (9.37)
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Figure 9.9: LOOCV method for �nding an optimal kernel width (h).

s.t. K n = L
Z

Vn

f̂ (x; y; z)dxdydz; (9.38)

Vl \ V m = ; ; 8l 6= m 2 N ; (9.39)
[

n2N

Vn = V; (9.40)

where
 n (x; y; z) is the downlink SINR for a drone-UE located at(x; y; z) which is served by
drone-BSn. Considering a practical bounded path loss model [220] for air-to-air communications,
the SINR can be given by:


 n (x; y; z) =
�P n [1 + dn (x; y; z)]� �

X

u2I int

�P u[1 + du(x; y; z)]� � + NoBn

; (9.41)

dn (x; y; z) =
p

(x � xn )2 + ( y � yn )2 + ( z � zn )2; (9.42)

du(x; y; z) =
p

(x � xu)2 + ( y � yu)2 + ( z � zu)2; u 2 I int; (9.43)

where� is the path loss exponent,No is the noise power spectral density,� is the path loss constant,
and(xn ; yn ; zn ) is the 3D location of drone-BSn. dn (x; y; z) anddu(x; y; z) are, respectively, the
distance of drone-BSsn andu with a drone-UE located at(x; y; z). Also, I int is the set of co-
channel interfering drone-BSs that operate over the same frequency band as drone-BSn.

Solving (9.37) is challenging since the optimization variablesVn , 8n 2 N , are continuous 3D
association spaces which are mutually dependent. Furthermore, the fact that the size and shape of
these 3D association spaces are unknown, exacerbates the complexity. In addition, the objective
function in (9.37) does not have a closed-form expression thus making the problem intractable.
Consequently, employing traditional optimization techniques (e.g., convex optimization) are not
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suf�cient to solve (9.37). Here, we tackle our 3D space association by exploiting optimal transport
theory. In particular, �rst, we prove the existence of an optimal solution to (9.37) and, then, we
completely characterize the solution space. We note that, compared to our previous work in [189],
this work is different in terms of the system model, the 3D cell association optimization problem,
as well as the solution.

Optimal transport theory is a mathematical tool that is used to �nd an optimal mapping between
two arbitrary probability measures [96]. More speci�cally, in a semi-discrete optimal transport
problem, a continuous probability density function must be mapped to a discrete probability mea-
sure. In such a semi-discrete case, the optimal transport map will optimally partition the continuous
distribution and assign each partition to one point in the discrete probability measure (which, in
our case, is the discrete set of drone-BSs).

Our cell association problem can be modeled as a semi-discrete optimal transport problem in which
the source measure (drone-UEs' distribution) is continuous while the destination (distribution of
drone-BSs) is discrete. Then, the optimal 3D cell partitions are obtained by optimally mapping the
drone-UEs to drone-BSs.

Lemma 4. The optimization problem in (9.37) admits an optimal solution for any semi-continuous
functiongn (:), n 2 N .

Proof. ConsiderK n = L
R

Vn
f̂ (x; y; z)dxdydz and the following simplex:

S=

(

K = ( K 1; K 2; :::; K N ) 2 RN ;
NX

n=1

K n = L; K n � 0; 8n 2 N

)

: (9.44)

Given any vectorK , the optimization problem in (9.37) can be represented by:

min
V1 ;:::;VN

NX

n=1

Z

Vn

c(v; sn )f̂ (v)dv; (9.45)

s.t.
Z

Vn

f̂ (v)dv =
K n

L
; (9.46)

Vl \ V m = ; ; 8l 6= m 2 N ;
[

n2N

Vn = V; (9.47)

wheresn is the location of drone-BSn, v = ( x; y; z), and c(v; sn ) = �K n

B n log2

�
1+ 
 n (x;y;z )

� +

L
K n

( �K n
Cn

+ gn (�K n )) .

This optimization problem is equivalent to the following semi-discrete optimal transport problem:

min
T

Z

V
c(v; s)f̂ (v)dv; s = T(v); (9.48)
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wheres is the location of a drone-BS, andT(:) is the transport map which is related to 3D cell
partitionVn by: (

T(v) =
NX

n=1

sn1Vn (v);
Z

Vn

f̂ (v)dv =
K n

L

)

: (9.49)

Considering the fact that for any semi-discrete optimal transport problem with a lower semi-
continuous cost function an optimal transport map exists [96,134], (9.45) admits an optimal solu-
tion for anyK 2 S. Also, sinceS is a simplex (which is a non-empty and compact set), problem
(9.37) admits an optimal solution over the entireS. This proves Lemma 1.

Next, given the existence of the optimal solution, we characterize the solution.

Theorem 20. The optimal 3D cell association for drone-BSl, that leads to a minimum average
latency in (9.37), is given by:

V�
l =

n
(x; y; z)

�
� � l +

K l

L
hl (x; y; z) +

�
Cl

+ g0
l (�K l )

� � m +
K m

L
hm (x; y; z) +

�
Cm

+ g0
m (�K m ); 8l 6= m

o
; (9.50)

wherehl (x; y; z) , �

B l log2

�
1+ 
 l (x;y;z )

� , and� l ,
R

Vl
hl (x; y; x)f̂ (x; y; z)dxdydz.

Proof. See Appendix E.1.

Using Theorem 20, we can determine the optimal 3D cell partitions associated with each drone-BS
that ensure the minimum average latency for drone-UEs. From (9.50), we can see how the optimal
3D association depends on various network's parameters such as the distribution of drone-UEs,
locations of drone-BSs, backhaul data rate, load of the network, and the computational speed.
Based on these parameters, Theorem 20 is utilized to optimally partition a speci�ed space and
determine a minimum latency 3D cell association scheme. In this case, to minimize the average
latency, a drone-BS with a faster backhaul link and computational capabilities, or higher bandwidth
and transmit power will serve more drone-UEs.

To solve (9.50), we propose the iterative algorithm shown in Algorithm 7. This algorithm, based on
[134], converges to the optimal solution within a reasonable number of iterations [134]. Algorithm
7 for solving (9.50) that �nds the optimal 3D cell partitions proceeds as follows. The inputs
are the 3D spatial distribution of drone UEs, number of drone-UEs, load, locations of the drone-
BSs, computation time function, and the number of iterations,Q. In Algorithm 7,t represents the
iteration number. First, we generate initial 3D cell partitionsV(t )

l , and set (t )
l (x; y; z) = 0 , 8l 2 N ,

with  (t )
l (x; y; z) being a pre-de�ned parameter which is used to update the cell partitions. Next,

we update (t+1)
l (x; y; z), and computeK l in step 6. In step 8, we update the partitions based on

(9.50). Finally, we obtain the optimal 3D cell partitions and associations, at the end of the iteration.
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Algorithm 7 Iterative algorithm for �nding the optimal 3D cell association.

1: Inputs: f̂ (x; y; z), � , Q, L , Locations of drone-BSs,Cl , gl (:), 8l 2 N .
2: Outputs: V�

l , 8l 2 N .

3: Sett = 1 , generate an initial cell partitionsV(t )
l , and set (t )

l (x; y; z) = 0 , 8l 2 N .
4: while t < Q do

5: Compute (t+1)
l (x; y; z) =

(
[1 � 1=t]  (t )

l (x; y; z); if (x; y; z) 2 V l
(t ) ;

1 � [1 � 1=t]
�

1 �  (t )
l (x; y; z)

�
; otherwise:

6: ComputeK l =
R

V

�
1 �  (t+1)

l (x; y; z)
�

f̂ (x; y; z)dxdydz, 8l 2 N .
7: t ! t + 1 .
8: Update cell partitions using (9.50).
9: end while

10: V�
l = V(t )

l ,

In summary, our approach for deployment and latency-optimal cell association in the proposed
3D cellular network is as follows. First, using the proposed truncated octahedron approach, and
Theorems 1 and 2 in Section III, we determine the locations of drone-BSs as well as the co-channel
cells. Then, in Section IV, we estimate the spatial distribution of drone-UEs using kernel method
presented in Algorithm 1. Finally, based on the determined locations of drone-BSs and the drone-
UEs' distribution, we use Algorithm 2 to derive the optimal 3D cell association for which the
average total latency of serving drone-UEs is minimized.

9.6 Simulation Results and Analysis

For our simulations, we consider a cubic space of size3km� 3km� 3km in which 18 drone-BSs
are deployed based on the proposed truncated octahedron approach to serve drone-UEs. We deter-
mine the locations of drone-BSs by using (9.12) with parametersa 2 f� 1; 0; 1g; b 2 f� 1; 0; 1g,
c 2 f 0; 1g, andR = 400 m. We randomly generate a sample (i.e., a realization of a continuous
distribution) of drone-UEs' locations based on a three-dimensional truncated Gaussian distribution
with a speci�ed mean and variance values. These locations' samples are then used to estimate the
spatial distribution of drone-UEs using Algorithm 6. For the computation time, we consider a
quadratic function of data size (i.e., load on each drone-BS), but our approach can accommodate
any other arbitrary function. Here, the computation time for drone-BSn is gn (�K n ) = (�K n )2

! n
,

with ! n being the processing speed of drone-BSn. Unless states otherwise, we use the simula-
tion parameters listed in Table I. We compare our proposed 3D cell association with the classical
SINR-based association (i.e., weighted Voronoi diagram) baseline. All statistical results are aver-
aged over a large number of independent runs.

Fig. 9.10 shows the average total latency as a function of the number of drone-UEs for the proposed
3D cell association and the SINR-based association schemes. As we can see from this �gure, the
total latency increases by increasing the number of drone-UEs. A higher number of drone-UEs
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Table 9.1:Simulation parameters.

Parameter Description Value
f c Carrier frequency 2 GHz
Pn Drone-BS transmit power 0.5 W
No Noise power spectral density -170 dBm/Hz
L Number of drone-UEs 200
Bn Bandwidth for each drone-BS 10 MHz
� Path loss exponent 2
� Path loss constant 1:42� 10� 4

� Packet size for drone-UE 10 kb
q Frequency reuse factor 1

Cn Backhaul rate for drone-BSn (100 + n) Mb/s
! n Computation constant (i.e., speed) for each drone-BS 102 Tb/s

� x ; � y; � z Mean of the truncated Gaussian distribution inx, y, andz directions 1000 m, 1000 m, 1000 m
� x ; � y; � z Standard deviation of the distribution inx, y, andz directions 600 m, 600 m, 600 m
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Figure 9.10: Average total latency vs. number of drone-UEs.

leads to a higher network congestion which, in turn, increases transmission time, backhaul latency,
and computation time. Fig. 9.10 shows that, when the number of drone-UEs increases from 200 to
300, the total latency increases by 56% and 42% for the SINR-based association and the proposed
approach. Moreover, we can see that our proposed approach signi�cantly reduces the latency
compared to the SINR association case. This is due to the fact that, in our approach, besides SINR,
the impact of congestion on the transmission, backhaul, and computational latencies is also taken
into account. The proposed approach avoids creating highly congested 3D cell partitions that can
cause excessive latency. From Fig. 9.10, we can see that our approach yields around 46% reduction
in the average total latency compared to the SINR-based association.

Fig. 9.11 shows how the latency can be reduced by increasing the transmission bandwidth. By us-
ing more bandwidth, the transmission rate increases and, hence, the transmission latency decreases.
Fig. 9.11 also reveals that our approach signi�cantly enhances spectral ef�ciency compared to the
SINR-based association. In essence, compared to the SINR case, the proposed approach requires
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Figure 9.11: Average total latency vs. transmission bandwidth.

less transmission bandwidth in order to meet a certain latency requirement. For instance, as we
can see from Fig. 9.11, to ensure a 70 ms maximum total latency, our approach requires 57% less
bandwidth than the SINR-based association scheme. Another observation from Fig. 9.11 is that the
rate of latency reduction decreases as the bandwidth increases. This is because in large bandwidth
scenarios, the transmission latency can be smaller than the computation and backhaul latencies.
Thus, the impact of decreasing the transmission latency on the total latency is relatively minor.

Fig. 9.12 shows the impact of drone-UEs' load on the transmission, computation, and backhaul
latencies. As expected, these three types of latency increase when the load of drone-UEs in-
creases. Nevertheless, the rate of increase is different for different types of latency. For instance,
in Fig. 9.12, the increase rate of the transmission latency is higher than that of computational la-
tency and backhaul latency. The impact of load on each type of latency depends on two factors:
1) the function that directly relates the load to the latency, and 2) the 3D cell partitions which are
related to load by (9.50). In fact, while varying load, the cell partitions and different component of
latency dynamically change such that the total latency is minimized.

In Fig. 9.13, we show how any error in estimating the spatial distribution of drone-UEs can affect
the system performance in terms of latency. As an example, in this �gure, we show the additional
latency that can be caused by an error in estimating the mean value of the drone-UEs' distribu-
tion. Clearly, the total latency signi�cantly depends on the 3D cell partitions which themselves
are a function drone-UEs' distribution. Therefore, an estimation error of drone-UEs' distribution
leads to a deviation from the optimality of cell partitions. Consequently, such estimation error will
increase the latency. For instance, from Fig. 9.13, we can observe around 27% increase in the av-
erage total latency when increasing the error up to 400 m. Hence, while estimating the distribution
of drone-UEs, it is crucial to adopt high-accuracy models, as we did in Section IV.
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Figure 9.12: Transmission, backhaul, and computation latency vs. load of each drone-UE in the
proposed approach.
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Figure 9.13: Additional latency due to estimation error in mean of drone-UEs' distribution.

9.7 Summary

In this chapter, we have introduced a novel framework for cell association and deployment in 3D
cellular networks with drone-BSs and drone-UEs. We have proposed a tractable method for the 3D
deployment of drone-BSs and solved the problem of cell association with the goal of minimizing
the latency of drone users. For deployment, we have determined the drone-BSs' locations based on
a truncated octahedron structure and derived the feasible frequency reuse factor in the considered
3D network. For latency-minimal cell association, �rst, we have estimated the spatial distribution
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of the drone-UEs using the kernel density estimation method. Then, using the estimated distri-
bution of drone-UEs and the location of drone-BSs, we have derived the optimal cell association
of drone-UEs using optimal transport theory such that the latency for drone-UEs is minimized.
Our results have shown that the proposed approach signi�cantly reduces the latency of drone-UEs
compared to the classical SINR-based association. Furthermore, the proposed latency-optimal cell
association improves the spectral ef�ciency of the 3D drone-enabled wireless networks.

Appendix E

E.1 Proof of Theorem 20

In Lemma 1, we proved the existence of the optimal 3D cell partitionsVn , n 2 N . Now, consider
two 3D partitionsVl andVm , and a pointvo = ( xo; yo; zo) 2 V l . Also, letB � (vo) be a ball with

a centervo and radius� > 0. Now, we generate the following new 3D partitions
_

Vn (which are
variants of the optimal partitions):

8
><

>:

bVl = VlnB " (vo);
bVm = Vm [ B " (vo);
bVn = Vn ; n 6= l; m:

(9.51)

Let us de�ne p1(K n ) , K n , p2(K n ) , �K n
Cn

, K " = L
R

B " (v o ) f̂ (x; y; z)dxdydz, and bK n =

L
R

bVn
f̂ (x; y; z)dxdydz. Considering the optimality ofVn , n 2 N , we have:

X

n2N

Z

Vn

p1 (K n ) hn (x; y; z)f̂ (x; y; z)dxdydz + p2(K n ) + gn (�K n )

(a)
�

X

n2N

Z

bVn

p1

�
bK n

�
hn (x; y; z)f̂ (x; y; z)dxdydz + p2( bK n ) + gn (� bK n ): (9.52)

Canceling out the common terms in (9.52) leads to:
Z

Vl

p1 (K l ) hl (x; y; z)f̂ (x; y; z)dxdydz + p2(K l ) + gl (�K l )

+
Z

Vm

p1 (K m ) hm (x; y; z)f̂ (x; y; z)dxdydz + p2(K m ) + gm (�K m )

�
Z

Vm [ B " (v o )
p1 (K m + K � ) hm (x; y; z)f̂ (x; y; z)dxdydz + p2(K m ) + gm (� (K m + K � ))

+
Z

Vl nB " (v o )
p1 (K l � K � ) hl (x; y; z)f̂ (x; y; z)dxdydz + p2(K l � K � ) + gl (� (K l � K � )) ;

(9.53)
Z

Vl

(p1 (K l ) � p1 (K l � K � ))hl (x; y; z)f̂ (x; y; z)dxdydz + p2(K l ) � p2(K l � K � )
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+ gl (�K l ) � gl (� (K l � K � )) +
Z

B " (v o )
p1 (K l � K � ) hl (x; y; z)f̂ (x; y; z)dxdydz

�
Z

Vm

(p1 (K m + K � ) � p1 (K m ))hl (x; y; z)f̂ (x; y; z)dxdydz + p2(K m + K � ) � p2(K m )

+ gm (� (K m + K � )) � gm (�K m ) +
Z

B " (v o )
p1 (K m + K " ) hm (x; y; z)f̂ (x; y; z)dxdydz; (9.54)

where(a) comes from the fact thatVn , 8n 2 N are optimal 3D partitions and, thus, any variation
of such optimal partitions, shown bybVn , does not lead to a better solution.

Note that,K � = L
R

B � (v o ) f̂ (x; y; z)dxdydz. Now, we multiply both sides of the inequality in
(9.54) by 1

K �
and take the limit when� ! 0. Then, we use the following equalities:

lim
" ! 0

K � = 0; (9.55)

lim
K � ! 0

p1(K l ) � p1(K l � K � )
K �

= p0
1(K l ); (9.56)

lim
K � ! 0

p1(K m + K � ) � p1(K m )
K �

= p0
1(K m ); (9.57)

lim
K � ! 0

R
B � (v o )

p1 (K l � K � ) hl (x; y; z)f̂ (x; y; z)dxdydz

K �
=

p1 (K l ) hl (vo)
L

;

lim
K � ! 0

R
B " (v o )

p1 (K m + K � ) hm (x; y; z)f̂ (x; y; z)dxdydz

K �
=

p1 (K m ) hm (vo)
L

:

Finally, using (9.55)-(9.58), we obtain:

p0
1 (K l )

Z

Vl

hl (x; y; z)f̂ (x; y; z)dxdydz +
1
L

p1 (K l ) hl (vo) + p0
2(K l ) + g0

l (�K l )

� p0
1 (K m )

Z

Vm

hm (x; y; z)f̂ (x; y; z)dxdydz +
1
L

p1 (K m ) hm (vo) + p0
2(K m ) + g0

m (�K m ):

(9.58)

Note that, inp0
1(K l ), the derivative is taken with respect to a single variable which is written as

p0
1(K l ) = dp1 (t )

dt

�
�
�
t= K l

.

We can further proceed to derive a tractable expression for (9.58):

Givenp1(K l ) = K l , we can computep0
1(K l ) = 1 , then, usingK l =

R
Vl

f̂ (x; y; z)dxdydz leads to:

� l +
1
L

K lhl (vo) +
�
Cl

+ g0
l (�K l ) � � m +

1
L

K mhm (vo) +
�

Cm
+ g0

m (�K m ); (9.59)
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As a result, each optimal 3D cell association can be represented by:

V�
l =

n
(x; y; z)

�
� � l +

K l

L
hl (x; y; z) +

�
Cl

+ g0
l (�K l )

� � m +
K m

L
hm (x; y; z) +

�
Cm

+ g0
m (�K m ); 8l 6= m

o
; (9.60)

which completes the proof of Theorem 20.



Chapter 10

Sum-Rate Analysis for High Altitude
Platform (HAP) Drones with Tethered
Balloon Relay

10.1 Background, Related Works, and Contributions

Satellite and terrestrial cellular communications are the two most widely used communication
systems for providing global connectivity to mobile ground users. While satellites can deliver
wireless service to users in remote areas, their spectral ef�ciency is limited by their large footprints
[221]. Meanwhile, terrestrial communication systems cannot guarantee a reliable service for users
in remote, rural areas, due to the lack of infrastructure nodes, such as base stations (BSs). High
altitude platform (HAP) drones can substantially extend the coverage of terrestrial networks by
establishing line-of-sight (LoS) links and adjusting their altitude [10].

To exploit the spatial dimension and enhance spectral ef�ciency, HAPs will typically rely on highly
directive antennas to communicate with ground stations [222]. In a single HAP system with mul-
tiple antennas at the transmitter, a spatial multiplexing gain cannot be typically achieved due to
a high correlation between parallel paths [223]. However, the deployment of multiple spatially
separated HAPs can be a promising solution to exploit spatial multiplexing and boost spectral ef-
�ciency. In particular, by using a large number of antennas at the HAPs, one can provide a precise
beamforming which is a key requirement for spatial multiplexing. To this end, channel state infor-
mation (CSI) at the transmitter (CSIT) is required [223], [224]. However, in HAP drone systems,
acquiring precise CSIT is challenging due to the high altitudes and the movement of the drones.
Consequently, in HAPs-to-ground stations (GSs) communications1 exploiting spatial multiplexing,

1An HAP drones-GSs wireless system in which each HAP drone carries a dedicated symbol for each GS can be
modeled as an X network. The X network houses all possible channel models such as the interference channel, the
Y channel, and the Z channel. Beyond offering a generalized structure, an X network offers a maximum capacity as

209
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which can yield a maximum possible sum-rate, is also challenging.
One practical approach to achieve a maximum possible sum-rate for HAP drones-to-GSs commu-
nications is via the use of interference alignment (IA) schemes [224–226]. In particular, at a high
SNR regime, which is a typical case in HAP communications, IA can achieve a maximum sum-rate
by restricting interference beams to a smaller subspace that does not overlap with the desired signal
space [224]. Unlike terrestrial wireless systems in which the BSs' positions are �xed, acquiring
CSIT to implement IA in HAPs-GSs communication systems is challenging due to imperfect HAP
drone stabilization. As a result, the lack of exact CSI at HAP drones can yield a signi�cant degra-
dation of the sum-rate performance. Nevertheless, with the use of relays, it is possible to achieve
maximum sum-rate when CSIT is not available [227].
Unlike the time domain realization of IA, the performance of IA in the spatial domain is limited
due to the restrictions in designing precoding matrices [224]. Therefore, the maximum possible
sum-rate can be achieved by implementing relay-assisted IA in the time domain. In this case, one
can use popular relaying mechanisms such as amplify and forward (AF) or decode and forward
(DF) [227]. An AF relaying scheme with multiple relays achieves an upper bound for theDoF
of a generalized X network [227]. Hence, by adopting an AF relaying scheme such as the one
in [227], multiple relays can be used to achieve maximum possible sum-rate of the system where
HAP drones have knowledge of CSI. Similar results can be achieved with a DF-based relaying
scheme with single relay in a two-user X channel [228]. However, the previous works in [227]
and [228] did not investigate the use of a DF relaying mechanism for IA in an HAP drones system.
The main contribution of this chapter is a novel framework for maximizing the sum-rate of a relay-
aided HAP drones wireless system when the CSI is not available. In particular, to achieve the
maximum sum-rate, we propose a DF scheme involvingM HAP drones,N ground receivers, and
one relay with(M � 1) � (N � 1) antennas. In this scenario, we show that it is possible to achieve
the maximum possible sum-rate by exploiting the IA scheme. Moreover, we derive a closed-form
analytical expression for the capacity of anM � N X channel with tethered balloon relay. Simula-
tion results verify our analytical results and show that a signi�cant sum-rate gain can be achieved
by using the proposed scheme.

10.2 System Model

Consider a geographical area withN GSs (or receivers) and a tethered balloon attached to a control
station, as shown in Fig. 10.1. This control station provides the power required to operate the
tethered balloon. Meanwhile, the GSs receive data fromM HAPs, which are located at altitudes
within the range of 17-22 km [221]. Each HAP and receiver housesA antennas while the tethered
balloon has(M � 1)� (N � 1) antennas. Each GS receives data from each HAP, forming anM � N
X network. Unlike [222], which uses a frequency duplexing technique to avoid the interference in
HAP communications, our proposed model uses a relay that operates in half duplex mode in the
same frequency band.

compared to other channel models such as the interference channel [224].
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10.2.1 Channel Model

For terrestrial communications, the channel is typically modeled as Rayleigh in urban areas and
Rician in suburban scenarios. However, in air-to-ground communications, the channel has different
characteristics [229]. In urban environments, the air-to-ground channel experiences Rician fading
due to the presence of LoS links. In suburban areas, a Rayleigh fading is experienced due to the
presence of re�ected signals which are stronger than LoS signals [229].

Here, we adopt a Rician channel model in which both LoS and non-LoS (NLoS) paths are consid-
ered. Therefore, the channel gain matrix can be represented as [230]:

H =
r

�
1 + �

H LoS +

r
1

1 + �
H NLoS; (10.1)

whereH LoS andH NLoS represent, respectively, the channel matrices for LoS and non-LoS com-
munication. The Rician factor� is given by,� = � 2

LoS
� 2

NLoS
[231], where� 2

LoS and� 2
NLoS are the power

of LoS path and NLoS path, respectively. For our model, we considerA antennas at each HAP
and GS. The role of HAP and GS as transmitter or receiver can be reversed, using the reciprocity
property. The static MIMO channel, excluding the path loss, is given by [231]:

�H LoS=

2

6
6
6
4

1

ej 2� dR
� sin(� A )

...

ej 2� dR
� (M � 1) sin(� A )

3

7
7
7
5

�

2

6
6
6
4

1

ej 2� dT
� sin(� D )

...

ej 2� dT
� (N � 1) sin(� D )

3

7
7
7
5

T

; (10.2)

wheredR anddT are the antenna spacing at the receiver and transmitter (L � dR ; dT ), and� is the
wavelength. Also,� A and� D represent, respectively, the angle-of-arrival at the receiver and angle-
of-departure at the transmitters. We also note that the NLoS MIMO channel follows a Rayleigh
distribution.

10.3 DF relay aided Interference Alignment for systems with-
out CSIT

Knowledge of CSIT is a key requirement for designing a precoder at the HAPs. However, at high
altitudes acquiring a precise CSIT is challenging due to the dif�culty in stabilizing the aerial plat-
form that is affected by wind and other natural factors. In such a case, to achieve IA, a feasible
solution is to accommodate a tethered balloon relay to perform DF operation. A DF scheme will
require at leastM antennas to decodeM transmitted symbols. However, the DF relay must accom-
modate(M � 1)� (N � 1) antennas to perform IA. By exploiting temporal domain characteristics,
we can transmitMN number of symbols inM + N � 1 time slots for transmitter and receiver.
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10.3.2 Capacity of Rician X network

The asymptotic sum-rate of a network as a function of the signal-to-noise-ratio (SNR) can be
expressed as [224,226]:

C = � � log(
 ) + O(log(
 )) ; (10.4)

where
 is the SNR value at a given receiver.

TheDoF for an X network withM transmitters andN receivers each withA antennas, is equal to
� = MNA

M + N � 1 . However, we consider a relay-aided system that uses a DF relaying mechanism. We
denote the channel matrices between the relay and HAPi by H i , and between GSj and the relay
by G j . Since the Rician factor of the HAP-to-relay link is greater than that of the relay-to-GS link,
we modelH i andG j with different � values. In this case, the small-scale fading matrices�H i

and �G j are obtained by replacing� in (1) by � u
i and� l

j , respectively. After adding the path loss
components to�H i and �G j , we getH i = � i

(dRi )2
�H i andG j =  j

(djR )2
�G j , where� i and j represent,

respectively, the channel gains inH i andG j at a 1 m reference distance. Also,dRi anddjR are the
link distances in HAPi-tethered balloon and tethered balloon-GSj communications. In order to
�nd capacity of the considered relay aided HAPs-GSs system, we �rst calculate the SNR of each
stream. Here, we have two phases: HAPs-tethered balloon communications, and tethered balloon-
GSs communications. We begin with the �rst phase, and the same steps can be used to �nd the
sum-rate of the second phase. The zero-forcing detection (ZF) SNR of thekth parallel channel,
 k ,
is given by [230]:


 k =
�

[W � 1]k;k
; (10.5)

where� is the transmit power per symbol, andW = H H H . Now, given the knowledge of ZF
SNR, we derive the explicit expression for ZF-capacity as follows.

Theorem 21. The capacity of a relay aided multiple HAPs-GSs communication is given by:

C =
MN

M + N � 1
min

� MX

i =1

log2

�
1 + � sh

H
i 1Q i h i 1

�
;

NX

j =1

log2

�
1 + � sgH

j 1W j gj 1

� �
; (10.6)

whereQ i andW j are given by:

Q i = [ I � ~H i ( ~H
H
i

~H i )� 1 ~H
H
i ]; (10.7)

W j = [ I � ~G j ( ~G
H
j

~G j )� 1 ~G
H
j ]; (10.8)

with ~H i , h i 1 and ~G j , gj 1 obtained from channel matricesH i andG j based onH i = [ h i 1
~H i ] and

G j = [ gj 1
~G j ].
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Proof. In the proposed model, we have two phases: HAPs-tethered balloon and tethered balloon-
GSs communications. We �rst �nd the SNR of HAPi-to-relay link, 
 i , and relay-to-GSj , 
 j .
Then, we proceed to calculate the sum-rate. In general, the SNR of the �rst stream at the receiver
is given by:


 1 =
Es

� 2NT�
(H H H )� 1

�
1;1

; (10.9)

where Es
NT

is the transmitted energy per symbol, and� 2 is the noise power. From [232], we know
that[W � 1]1;1 can be found from the elements ofH . That is,

�
(H H H )� 1

�
1;1

= hH
1 [I � ~H ( ~H

H ~H )� 1 ~H
H

]h 1; (10.10)

where,H = [ h 1
~H ]. Now, substituting (10.10) in (10.9) leads to:


 1 =
Es

� 2NT
hH

1 [I � ~H ( ~H
H ~H )� 1 ~H

H
]h 1: (10.11)

By substitutingH i for H in (10.11), we get� i :

� i =
EHAP

� 2NT
hH

i 1[I � ~H i ( ~H
H
i

~H i )� 1 ~H
H
i ]h i 1; (10.12)

whereEHAP is the transmitted power of each HAP. Similarly, the SNR in GSj is:

' j =
EBL

� 2NT
gH

j 1[I � ~G j ( ~G
H
j

~G j )� 1 ~G
H
j ]gj 1; (10.13)

whereEBL is the transmitted power of tethered balloon, associated withG j . The overall system
capacity can be de�ned as in [233]:

CDF (
 ) = � � min(C1(
 ); C2(
 )) ; (10.14)

whereC1 =
P M

i =1 log(1 + � i ) is the sum-rate between the HAPs-tethered balloon link andC2 =P N
j =1 log(1 + ' j ) is the sum-rate between the tethered balloon-GSs link. Finally, by substituting

(10.12) and (10.13) in (10.14) this theorem is proved.

Using Theorem 21, it is possible to analyze the impact of� u
i , � l

j , dRi , andM on the capacity of the
Rician X-channel in the HAP drones wireless system.

Remark 2. At highSNR, the system fails to achieve a higher sum-rate. This is because, at larger
� u

i and� l
j , the columns ofH will be correlated. Hence, IA will fail to achieve a maximum capacity

for higher� u
i and� l

j values.

Remark 3. WhenM = N and� u
i =� l

j , the capacity of the system is maximum whenEHAP� (dRi )2

� i
=

EBL� (djR )2

 j
. Also, when the transmitted powerEHAP = EBL, the maximum capacity is obtained when

the tethered balloon is at the center of the HAPs-GSs link.
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Figure 10.2: Sum-rate vs. SNR.
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10.4 Numerical Results

Here, we evaluate the sum-rate performance of the relay aided multiple HAPs-to-GSs communi-
cations. HAPs are located at an altitude of 18 km above earth and each GS receives signals from
all HAPs. We consider an X channel, consisting ofM = 2 and3 HAPs, a tethered balloon, and
3 ground stations. Fig. 10.2 shows the sum-rate of the Rician channel as a function SNR for dif-
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ferent Rician factors and number of HAPs. As we can see from this �gure, the sum-rate obtained
using simulations (the curves shown without a circle marker) is in agreement with the analytical
derivation. Without the use of a tethered balloon, the sum-rate of the considered system decreases
as the maximum DoF cannot be achieved. While exploiting IA, however, the system is equivalent
to a system in which CSI is known at the transmitters and, hence, a higher sum-rate is achieved. In
this analysis, we consider� u = 30 dB anddSR = 1 km and we vary� l andM . As expected, the
sum-rate increases by using the IA solution and decreasing the Rician factor,� l . For instance, at
SNR = 25 dB, the channel with� l = 20 dB offers a sum-rate gain of 34.8%. Interestingly, under
the same SNR, the sum-rate increases by up to 1.7 times when� l = 15 dB. From Fig. 10.2, we can
also see that, as� increases, the sum-rate degradation occurs at a higher SNR. This is due to the
fact that increasing� increases the correlation between channels, which results in a degradation of
the asymptotic performance.

From Fig. 10.3, we can see that sum-rate increases as the tethered balloon moves away from the
HAPs. Similarly, the sum-rate decreases with� l , provided that the HAPs are located suf�ciently
apart. This is due to the fact that exploiting IA while deploying a tethered balloon relay allows
achieving a maximum DoF in the system. Fig. 10.3 shows that the optimal altitude of tethered
balloon at which the HAPs-tethered balloon-GSs link has the maximum sum-rate (dopt

RD ) does not
change by varying the transmit power. As we can see from this �gure, givendSD = 18 km, a
channel withPt = 14:5 dB, � u = 30 dB and� l = 15 dB offers maximum sum-rate, when
dopt

RD = 15:5 km. Also, when� u = 30 dB and� l = 20 dB, the optimal relay's altitude is 14 km. In
fact, as the difference between� u and� l become smaller,dopt

RD converges towardsdSD
2 .

10.5 Summary

In this chapter, we have proposed an effective interference alignment scheme for maximizing the
sum-rate of HAPs-ground stations communications assisted by a tethered balloon relay. In partic-
ular, we have considered the half-duplex relaying scheme using a tethered balloon relay to achieve
maximum DoF in HAPs-ground stations communications, when the HAPs lack the knowledge
of CSI. Our results have shown that, using a tethered balloon relay for exploiting IA provides a
signi�cant sum-rate gain in the HAP-based wireless system that uses multiple interfering drones.
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Conclusions and Open Problems

The main body of our work in this dissertation can be summarized as follows. In the �rst chap-
ter, we have presented the main bene�ts, applications, and challenges of UAV-enabled wireless
networks. Then, we have investigated a number of these technical challenges as well as potential
applications of UAVs in wireless networks. In particular, in Chapter 2, we have studied the optimal
3D placement of multiple UAVs used as aerial base stations to provide a maximum coverage. To
this end, �rst, we have derived the downlink coverage probability for of each UAV as a function of
the altitude and the antenna gain. Then, using circle packing theory, we have determined the 3D
locations of the UAVs such that the total coverage area of the UAVs is maximized. In Chapter 3,
we have investigated the ef�cient deployment and mobility of multiple UAVs used to collect data
from ground IoT devices. In particular, to enable reliable uplink communications for IoT devices
with a minimum total transmit power, we have proposed a novel framework to jointly optimize
the 3D placement and mobility of the UAVs, device-UAV association, and uplink power control.
Moreover, based on the activation process of the IoT devices in the time varying IoT network, we
have derived the time instances at which the UAVs must update their locations. In Chapter 4, we
have analyzed UAV communications under �ight time considerations. In particular, we have pro-
posed a novel framework for optimizing the performance of a UAV-based wireless system in terms
of the amount of data transmitted to users as well as UAVs' hover duration. To this end, using the
mathematical framework of optimal transport theory, we have derived the optimal cell associations
that lead to a maximum data service with a minimum required hover time based on any arbitrary
spatial distribution of ground users. In Chapter 5, we have performed the fundamental performance
of a UAV-based communication system in coexistence with a terrestrial network. In particular, we
have considered the coexistence between a UAV, that is transmitting data in the downlink, and an
underlaid D2D communication network is considered. In this case, we have derived a tractable
analytical framework for the coverage and rate analysis. In Chapter 6 of this dissertation, we have
developed a novel framework for effectively deploying cache-enabled UAVs in wireless networks.
In particular, by exploiting user-centric information, the cache-enabled UAVs are intelligently used
to maximize the users' quality of experience. In Chapter 7, we have proposed a new framework for
designing a drone-based antenna array system that can provide wireless services to ground users
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within a minimum time. In Chapter 8, we have proposed a delay-optimal cell association scheme
in a UAV-assisted cellular networks. In Chapter 9, we have introduced the novel concept of a fully-
�edged drone-based 3D cellular network while proposing a new framework for addressing two
fundamental problems of deployment and 3D cell association in such a 3D cellular network. In the
last chapter of this dissertation, we have investigated an effective interference alignment technique
for maximizing the sum-rate of HAPs-to-user communications assisted by a tethered balloon relay.

While we have addressed several key challenges in UAV-based wireless communication systems,
some of our results need to be further extended and a number of new directions can be explored.
Therefore, in this chapter, we also present an overview of the future directions of this dissertation.

11.1 Summary

11.1.1 UAVs in Wireless Networks: Applications, and Challenges

In Chapter 1, we have presented a comprehensive overview on the potential bene�ts and applica-
tions of UAVs in wireless communications. The applications were drawn from a variety of sce-
narios, that include imminent use cases, such as for public safety scenarios or hotspot coverage, as
well as more futuristic applications such as the use of UAVs as caching apparatus or IoT enablers.
Moreover, the important challenges and the fundamental tradeoffs in UAV-enabled wireless net-
works have been thoroughly investigated. In particular, we have explored the key UAV challenges
such as three-dimensional deployment, performance analysis, air-to-ground channel modeling, and
energy ef�ciency.

11.1.2 Ef�cient Deployment of Multiple Unmanned Aerial Vehicles for Op-
timal Wireless Coverage

In Chapter 2, we have studied the optimal deployment of multiple UAVs equipped with directional
antennas used as aerial base stations. First, the downlink coverage probability was derived based
on the probabilistic LoS/NLoS links and considering the shadow fading. Next, given a desired geo-
graphical area which needs to be covered by multiple UAVs, an ef�cient deployment approach was
proposed based on the circle packing theory that leads to a maximum coverage while each UAV
uses a minimum transmit power. The results have shown that, the optimal altitude and location of
the UAVs can be determined based on the number of available UAVs and the gain/beamwidth of
the directional antennas.
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11.1.3 Mobile Unmanned Aerial Vehicles for Energy-Ef�cient Internet of
Things Communications

In Chapter 3, we have proposed a novel framework for ef�ciently deploying and moving UAVs to
collect data in the uplink from ground IoT devices. In particular, we have determined the jointly
optimal UAVs' locations, device association, and uplink power control of the IoT devices such that
the total transmit power of the devices under their SINR constraints is minimized. In addition, we
have investigated the effective movement of the UAVs to collect the IoT data in a time-varying
IoT network. For this case, based on the devices' activation process, we have derived the update
time instances at which the UAVs must update their locations. Furthermore, we have obtained
the optimal trajectories that are used by the UAVs to dynamically serve the IoT devices with a
minimum energy consumption. The results have shown that by intelligently moving and deploying
the UAVs, the total transmit power of the devices signi�cantly decreases compared to the case with
pre-deployed stationary aerial base stations. Moreover, there is a fundamental tradeoff between the
number of updates, the UAVs' mobility, and the devices' transmit power.

11.1.4 Hover Time Optimization in UAV-Enabled-Wireless Networks

In Chapter 4, we have proposed a novel framework for optimizing UAV-enabled wireless net-
works while taking into account the �ight time constraints of UAVs. In particular, we have inves-
tigated two UAV-based communication scenarios. First, given the maximum possible hover times
of UAVs, we have maximized the average data service to the ground users under a fair resource
allocation policy. To this end, using tools from optimal transport theory, we have determined the
optimal cell partitions associated with the UAVs. In the second scenario, given the load require-
ments of users, we have minimized the average hover time of UAVs needed to completely serve
the users. In this case, we have derived the optimal cell partitions as well as the optimal bandwidth
allocation to the users that lead to the minimum hover time. The results have shown that, using
our proposed cell partitioning approach, the users receive higher fair data service compared to the
classical Voronoi case. Also, our results for Scenario 2 have revealed that the average hover time
of UAVs can be signi�cantly reduced by using the proposed approach.

11.1.5 Fundamental Performance Analysis of Unmanned Aerial Vehicle with
Terrestrial Device-to-Device Network

In Chapter 5, we have studied the performance of a UAV that acts as a �ying base station in an
area in which users are engaged in the D2D communication. We have considered two types of
users: in the network: the downlink users served by the UAV and D2D users that communicate
directly with one another. For both types, we have derived tractable expressions for the coverage
probabilities as the main performance evaluation metrics. The results have shown that a maximum
system sum-rate can be achieved if the UAV altitude is appropriately adjusted based on the D2D
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users density. In the mobile UAV scenario, using the disk covering problem, the entire target area
(cell) can be completely covered by the UAV in a shortest time with a minimum required transmit
power. Moreover, in this case, we have derived the overall outage probability for D2D users, and
have shown that the outage probability increases as the number of stop point increases. Finally,
we have analyzed the tradeoff between the coverage and the time required for covering the entire
target area (delay) by the mobile UAV. The results have shown that, the number of stop points must
be signi�cantly increased as the minimum coverage requirement for DUs increases.

11.1.6 Cache-Enabled Unmanned Aerial Vehicles in Wireless Networks

In Chapter 6, we have proposed a novel framework that uses �ying UAVs to provide service for
the mobile users in a CRAN system. First, we have presented an optimization problem that seeks
to guarantee the QoE requirement of each user using the minimmum transmit power of the UAVs.
Next, to solve this problem, we have developed a novel algorithm based on the echo state networks
and conceptors. The proposed algorithm allows predicting the content request distribution of each
user with limited information on the network state and user context. The proposed algorithm
also enables the ESNs separate the users behavior into several patterns and learn these patterns
with various non-linear systems. Simulation results have shown that the proposed approach yields
signi�cant performance gains in terms of minimum transmit power compared to conventional ESN
approaches.

11.1.7 Communications and Control for Wireless Drone-Based Antenna Ar-
ray

In Chapter 7, we have proposed a novel framework for employing a drone-enabled antenna array
system that can provide wireless services to ground users within a minimum time. To this end,
we have minimized the transmission time as well as the control time needed for changing the lo-
cations and orientations of the drones. First, we have optimized the positions of drones (as the
array elements) within the antenna array such that the transmission time for each user is mini-
mized. Next, given the determined locations of drones, we have minimized the control time of
the quadrotor drones by optimally adjusting the rotors' speeds. Our results have shown that the
proposed drone antenna array with the optimal con�guration yields a signi�cant improvement in
terms of the service time, spectral and energy ef�ciency. In addition, our results have revealed
key design guidelines and fundamental tradeoffs for leveraging in an antenna array system. To our
best knowledge, this is the �rst comprehensive study on the joint communications and control of
drone-based antenna array systems.
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11.1.8 Optimal Transport Theory for Cell Association in UAV-Enabled Cel-
lular Networks

In Chapter 8, we have proposed a novel framework for delay-optimal cell association in UAV-
enabled cellular networks. In particular, to minimize the average network delay based on the users'
distribution, we have exploited optimal transport theory to derive the optimal cell associations for
UAVs and terrestrial BSs. Our results have shown that, the proposed cell association approach
results in a signi�cantly lower network delay compared to an SNR-based association.

11.1.9 3D Cellular Networks of Drones: Deployment and Latency Analysis

In Chapter 9, we have proposed a novel framework for cell association and deployment in 3D
cellular networks with drone-BSs and drone-UEs. We have described a tractable method for 3D
deployment of drone-BSs and solved the problem of user-cell association while minimizing the de-
lay of drone users. In addition, based on the locations of drone-BSs and drone-UEs' distribution,
we have derived the optimal cell association of drone-UEs using optimal transport theory such that
the latency for drone-UEs are minimized. Our results have shown that the proposed approach sig-
ni�cantly reduces the latency of drone-UEs compared to the classical SINR-based association. We
have also shown that the proposed latency-optimal cell association improves the spectral ef�ciency
of the 3D drone-enabled wireless networks.

11.1.10 Sum-Rate Analysis for High Altitude Platform (HAP) Drones with
Tethered Balloon Relay

In Chapter 10, we have proposed an effective interference alignment scheme for maximizing the
sum-rate of HAPs-ground stations communications assisted by a tethered balloon relay. In partic-
ular, we have considered the half-duplex relaying scheme using a tethered balloon relay to achieve
maximum DoF in HAPs-ground stations communications, when the HAPs lack the knowledge
of CSI. Our results have shown that, using a tethered balloon relay for exploiting IA provides a
signi�cant sum-rate gain in the HAP-based wireless system that uses multiple interfering drones.

11.2 Open Problems

Despite a considerable number of studies on UAV communications, there are still many key open
problems that must be investigated.
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11.2.1 UAV Channel Modeling

For air-to-ground channel modeling, there are several key open problems. First and foremost,
there is a need for more realistic channel models that stem from real-world measurements [92].
While efforts in this regard already started, most of them remain limited to a single UAV or to very
speci�c environments. A broader campaign of channel measurements that can cut across urban
and rural areas, as well as various operational environments (e.g., weather conditions) is needed.
Such experimental work can complement the existing, mostly ray tracing simulation based results.
Moreover, the simulation results can also be expanded to model small-scale fading A2G commu-
nications. In addition, as UAVs become more commonly used as �ying base stations, drone-UEs,
or even for backhaul support, one must have more insights on air-to-air channel modeling. In par-
ticular, there is a need for an accurate UAV-to-UAV channel model that can capture time-variation
of channel and Doppler effect due to mobility of UAVs. Furthermore, multipath fading in air-to-air
communications needs to be characterized while considering UAVs' altitude as well as antennas'
movement.

11.2.2 UAV Deployment

In terms of open problems for UAV deployment, there is a need for new solutions to optimal
3D placement of UAVs while accounting for their unique features. For instance, one of the key
open problems is the optimal 3D placement of UAVs in presence of terrestrial networks. For
instance, there is a need to study how UAVs must be deployed in coexistence with cellular networks
while considering mutual interference between such aerial and terrestrial systems. Other key open
problems in deployment include: 1) joint optimization of deployment and bandwidth allocation
for low latency communications, 2) joint optimal 3D placement and cell association for �ight time
minimization, and 3) obstacle aware deployment of UAVs for maximizing wireless coverage.

11.2.3 Performance Analysis

For performance analysis, there are numerous problems that can still be studied. For instance,
one must completely characterize the performance of UAV-enabled wireless networks, that con-
sist of both aerial and terrestrial users and base stations, in terms of coverage and capacity. In
particular, there is a need for tractable expressions for coverage probability and spectral ef�ciency
in heterogeneous aerial-terrestrial networks. Moreover, fundamental performance analysis needs
to be done to capture inherent tradeoffs between spectral ef�ciency and and energy ef�ciency in
UAV networks. Another open problem is to evaluate the performance of UAV-enabled wireless
networks while incorporating the mobility of UAVs. The fundamental analysis of such mobile
wireless networks involves capturing the spatial and temporal variations of various performance
metrics in the network. For instance, there is a need to study how the trajectory of UAVs impacts
their performance in terms of throughput, latency, and energy ef�ciency. Finally, the effect of
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dynamic scheduling on the performance of UAV communication systems needs to be analyzed.

11.2.4 Planning Cellular Networks with UAVs

An ef�cient network planning with UAVs requires addressing a number of key problems. For
example, what is the minimum number of UAVs needed to provide a full coverage for given a
geographical area that is partially covered by ground base stations. Solving such problems is
particularity challenging when the geographical area of interest does not have a regular geometric
shape (e.g., disk or square). Another design problem is the backhaul-aware deployment of UAVs
while using them as aerial base stations. In this case, while deploying UAV-BSs, one must consider
both the backhaul connectivity of UAVs and their users' quality-of-service. Other important open
problems include: 1) performing ef�cient frequency planning when both ground and aerial BSs
and users exist, 2) developing new approaches to dynamically provision UAVs on the �y whenever
they join network, and 3) designing robust and adaptive network planning techniques that can
account for highly mobile drone-UEs. Last but not least, it is imperative to analyze the signaling
overhead associated with the deployment of both UAV-BSs and UAV-UEs, while characterizing
how that overhead can affect performance.

11.2.5 Resource Management in UAV Networks

Resource management is another key research problem in UAV-based communication systems. In
particular, there is a need for a framework that can dynamically manage various resources including
bandwidth, energy, transmit power, UAV's �ight time, and number of UAVs, among others. For
instance, how to adaptively adjust the transmit power and trajectory of a �ying UAV that serves
ground users. In this case, a key problem is to provide optimal bandwidth allocation mechanisms
that can capture the impact of UAVs' locations, mobility, LoS interference, and traf�c distribution
of ground users. Also, there is a need for designing ef�cient scheduling techniques to mitigate
interference between aerial and terrestrial base stations in a UAV-assisted cellular network. In
addition, one must analyze dynamic spectrum sharing in a heterogeneous network of both �ying
and ground base stations. Finally, adopting suitable frequency bands (e.g., WiFi, LTE bands) for
UAV operations is of important design problems.

11.2.6 UAV Trajectory Optimization

While the potential mobility of UAVs provides promising opportunities, it introduces new chal-
lenges and technical problems. In a UAV-assisted wireless network, the trajectory of UAVs needs
be optimized with respect to key performance metrics such as in throughput, energy and spectral
ef�ciency, and delay. Furthermore, trajectory optimization problems must account for the dynamic
aspects and type of UAVs. The open problems in UAV trajectory optimization include: 1) UAV tra-
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jectory optimization under the goal of jointly optimizing communication throughput and the UAV's
energy consumption, 2) joint optimization of multiuser communication scheduling and UAV tra-
jectory for minimizing delay, 3) trajectory optimization for maximizing reliability in UAV-enabled
wireless networks, and 4) joint control, communication, and trajectory optimization of UAVs for
�ight time minimization.

11.2.7 Drone-UEs Scenarios

Naturally, �ying drones that act as users within cellular networks can introduce new design chal-
lenges. In particular, while using drone-UEs in wireless networks, one must account for mobility,
LoS interference, handover, energy constraints, and low-latency control of drones. In this re-
gard, key open problems in drone-UEs communications include: 1) developing robust interference
mitigation techniques for massive drone-UEs deployment scenarios, 2) designing dynamic han-
dover mechanisms to manage frequent handovers due to mobility, 3) providing accurate ground-
to-air channel models for BSs-to-drone communications, 4) proposing new scheduling schemes
while considering battery limitations of drones, 5) designing effective solutions that allow meet-
ing URLLC requirements for drone-UEs, and 6) Analyzing application-speci�c quality-of-service
measures.
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