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V. INTRODUCTION 

Since space flight has become a practical accomplishment there has 

been an increased interest in the motion of bodies in a reduced~force 

or zero-force environment. In near-~-earth orbits, gravitational-gradient 

torques and small atmospheric drag forces have some influence on the 

attitude of orbiting bodies; as the radial distance from the earth 

increases, these forces diminish. At large distances from the earth 

(or planets), the major torques exerted upon the spacecraft are due to 

the internal motions of the crew or attached machinery. Although spin 

stabilization such as considered by Melrovitch [1] might be used in 

unmanned spacecraft, a manned mission would necessarily require a more 

complex mechanism such as control jets or reaction wheels. Either sys- 

tem would require some expenditure of power, and because energy is a 

valuable commodity in extended space flight, it is desirable to have 

some way to predict the amount needed. 

The attitude control energy is related to the amount of internal 

disturbance and the stringency of the permissible disorientation limits. 

It is intuitive that frequent violent internal motions will cause 

greater deviations, or drift, from the nominal angular orientation than 

will small, infrequent motions. Also, if reaction jets are used for 

attitude control such that they fire when preset deviation limits are 

reached, the closer the limits are to the nominal orientation the more 

frequently these jets will fire. 

Tewell and Murrich (2] consider some of the effects of crew motion. 

This reference contains an experimental study of the actual motions of a



man and the forces and moments generated by the motion. The study is of 

a form for future application to computer analysis of the deterministic 

effect of the man's motion. The purpose of the study was to define an 

experiment for future Apollo missions. 

The presence of a crew in a manned spacecraft lends a degree of 

unpredictability to the calculation of the angular drift rate due to 

crew motion. It would not be expected that a given crew member would 

use exactly the same motions each time he performed a specified task. 

However, one would expect the motions to be statistically stationary 

so that frequency versus magnitude histograms, measured for specific 

and/or varied tasks, could be used to predict the magnitude of the crew- 

induced disturbances. 

This dissertation presents a method for determining the effect of 

internal disturbances on an otherwise force-free, nonrotating body. The 

disturbances are considered random but statistically stationary in time. 

The problem divides naturally into two parts: (1) the determination of 

the net angular change of the spacecraft due to one internal disturbing 

motion of given magnitude, and (2) the determination of the (stochastic) 

magnitude of the sum of these motions. In particular, the "waiting time" 

is determined; this is the period of time the spacecraft takes to move 

(or be moved) from its nominal orientation to the preset limits on the 

angular deviation. If the mean waiting time is mown, the frequency 

of control jet firing can be determined, thus determining the rate of 

fuel consumption. 

The response to internal motion is a problem of dynamics of 

rotation. The basic principle used herein is that the total angular



momentum of the system must at all times be zero. The additive effect of 

the motions, considered in the second part, has the analogy of a random 

walk or Brownian motion problem with preferred drift. Three solutions 

are obtained in this second part: the first solution is based upon the 

extended diffusion equation and is applicable when a large number of 

single internal motions occur between the nominal state and a boundary; 

the second solution is based upon Markov chain theory and should be used 

when only a few motions are required to change the spacecraft orienta- 

tion from the nominal position to a preset limit; the third solution 

(iteration solution) is again based upon Markov chain theory but is 

computationally more efficient. The iteration solution should be used 

whenever the standard deviation of the period between arrivals at close 

preset limits is not needed.
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VI. SYMBOLS 

represents an event; the event is defined when used 

product of the variance of the one-step histogram and 

the average number of moves per unit time 

number of subperiods of length h 

product of the mean of the one-step histogram and the 

mean number of moves per unit time 

expectation (mean) of y; first moment of the distribution 

function for y 

second moment of the distribution function for y 

base of the natural logarithm 

equals ey 

integral of f(s) over x from x=0 to x= x% 

integral of u(x,t) over x 

equals f(x,s); Laplace transform of the probability density 

distribution u(x,t) 

Laplace transform of £1(t) 

generating function defined by equation (89) 

iterated Laplace transform of u(x,t) 

angular momentum, kg-m/sec 

generating function for the numbers on a die 

length of subperiods, sec 

inertia, kg/m@ 

identity matrix 

index



  

J(y) generating function for the Poisson distribution 

J index 

K reduced mass, K = a ~? kg 

k index 

XK (e(t)) Laplace transform of f(t) 

X™ fe(s)) inverse of the Laplace transform of f(s) 

L(y) generating function for the sum of the numbers on a pair 

of dice 

2 function of s, defined by equation (71) 

z index 

M mass of spacecraft, kg 

m mass of internal moving point mass, kg 

N index 

n index or number of motions 

of ] order of 

P(A | probability that event A occurs 

Pij matrix of transition probabilities. This matrix is 

usually a function of time 

Pp Laplace transform parameter 

Pij matrix of one-step transition probabilities. This 

matrix is independent of time 

Q(y) generating function defined by equation (91) 

r distance measured with respect to inertial coordinates, m 

5 area enclosed by the path of the moving mass mn, me 

s Laplace transform parameter



U(x - Xo) 

var(y) 

=I
 

period, sec 

time, sec 

unit step function defined by equation (73) 

probability density function for x, u = u(x,t). See 

equation (63) 

variance of y, Var(y) = E(y“) - E&(y) 

waiting time, sec 

bE(W) 

Xp 

inertial coordinate axis, or random variable 

nondimensional mean waiting time, W = 

angle of rotation or angular deviation measured with 

respect to shifted coordinates where XxX, represents 

the nominal position 

inertial coordinate axis 

dummy variable 

inertial coordinate axis 

distance to elemental spacecraft mass dM, m 

a coefficient equal to the probability of being in 

state i 

a coefficient equal to the probability of moving from 

state i to state j 

probability density function for the waiting time, W 

represents fictitious boundary state at positive boundary 

Kronecker delta 

Dirac delta 

permutation symbol



a,
 
~
~
]
 

=
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Oo 
so 

ab 

Superscripts 

(n) 

— 

off period. See discussion preceding equation (111) 

defined by equation (107) 

dimensional angle of rotation 

rate at which motions are made, 1/sec 

dwell time in (reflecting) boundary state, 1/sec 

mean number of moves, w= AT 

value of Py; as t > », defined by equation (40) 

Laplace transform of Pay 

distance with respect to spacecraft (rotating) 

coordinates, m 

summation 

nondimensional variance for W 

time, sec 

angle or rotation (random variable) 

angle of rotation (realized value) 

angular velocity defined by equation (17), m/sec 

angular velocity, 1/sec 

nth convolution 

vector 

matrix 

modified matrix, absorbing boundaries 

a dot over the quantity denotes differentiation with 

respect to time



Subscripts 

b positive boundary 

c center of mass 

r relative to moving coordinates. Time rates of change 

of vector quantities so subscripted are taken as if 

viewed from the rotating system of coordinates 

i,j,k indices 

N index 

0 boundary state, negative boundary 

y boundary state, positive boundary 

_ modified matrix, reflecting boundaries 

opt value which makes the average waiting time a maximum 

Special notation 

( \ column matrix 

L | row matrix 

[ } square matrix 

P; Aue the term in the ith row, jth column of the modified 

(absorbing boundary) matrix after the matrix had 

been convoluted n times 

Note on notation: Latin subscripts are used to denote tensor 

components in Chapter VII, "Relation Between Internal Movement and 

' 
Spacecraft Net Reorientation.” Latin subscripts do not represent 

tensor components after Chapter IX A.



VII. RELATION BETWEEN INTERNAL MOVEMENT AND 

SPACECRAFT NET REORIENTATION 
  

In this chapter the relationship between a single internal movement 

and the angular reorientation of the spacecraft is obtained. The final 

equations are generally applicable to manned spacecraft, where the space- 

craft principal moments of inertia are large and where some limit is 

placed upon the maximum angular deviation. 

Some typical spacecraft data (three Apollo configurations) are 

listed in table I. A man moving his entire body would provide a moving 

mass of 100 kilograms and, inasmuch as he would usually be inside of 

the spacecraft, the moment of inertia associated with the man would be 

much less than the principal moments of inertia of the spacecraft. 

These points will be useful in the subsequent analysis to simplify the 

equations. 

In addition, the analysis is greatly simplified by restricting the 

maximum angular deviation to 45° from the nominal position, so that the 

direction cosines of the angles of deviation remain near unity. 

Doolin [3] lists some typical attitude requirements. A solar power 

array, which is a focused paraboloidal reflector used to heat a boiler 

for a heat engine, requires an alignment accuracy of 0.1 second of arc 

to be maintained. An orbital telescope would require 0.01 second 

accuracy. Most mission specifications are not so stringent and can be 

expected to require from 0.1° to a few degrees. 

The angular deviation of the spacecraft is determined by measuring 

the angle between two sets of Cartesian coordinates. Figure 1 is a
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sketch of these coordinates. The axes X, Y, and Z are inertial axes in 

space. The axes (1), (2), and (3) are along the principal axes of 

inertia of the spacecraft, are fixed to the spacecraft, and rotate with 

it. In figure 1 the position of the center of mass of the system is 

shown for convenience in depicting the vectors; equation (6) will show 

that this point actually lies between the origin (at the spacecraft 

center of mass, M) and the moving mass, wm. 

If no net external torques act upon the spacecraft and the space- 

craft and its contents are initially nonrotating, the angular momentum 

must be zero at all times. Let Po be the vector from the common origin 

of the coordinate systems to the center of mass of the m,M system. 

Let z be a vector to some elemental mass, dM, of the spacecraft, e 

be a vector to mass m. The vectors rl and Tp are from the center 

of mass of the m,M system to the masses m and dM, respectively. 

From Greenwood [+], the angular momentum about the system center of mass 

is, in either coordinate system, 

> — ° 

Hi, = 0 =) r, xX mry (1) 
1 

But 

> -> - 
ri, =P ~ Pe (2) 

> _> =~ Ty = 2 - Pg 

and, therefore, equation (1) becomes 

H,=0- (9-85) x mp - pr) +f @- Be) x @- Beam (3)
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But (see Greenwood (4]) the (1), (2), (3) coordinate system rotates at 
—_> 

some angular velocity, , and therefore, 

= Zz). + x (4) 

On - (00), + Ox Oe 

where the subscript r denotes a velocity measured relative to the 

moving coordinates, and ® is the absolute angular velocity of the 

moving coordinate system. Substituting equation (4) into equation (3) 

yields 

o=mP-)x[(Me + Bx P- (Hp - Fx B] 

+ {e- 3.) x (Dp + @x P- (R) - 8x aan} (5) 

where the integral is taken over the spacecraft mass M. We note, 

however, that the equation for the center of mass is 

> > 
(M+ m)o, = Mzy + mo = mo 

Therefore, 

=o! (6)   

where 

Mz -/ z dM = 0 
M 

because the center of mass of the spacecraft was chosen as the origin 

of the coordinate system.
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The coordinate system is fixed to, and moves with, the rigid-body 

spacecraft M, and therefore, 

(z),, = 0 

This relation and equation (6) are substituted into equation (5) to 

obtain 

  

2 . 

6 = xf 4) (#8. 1ax =} 

. 0 

+f ex [orgs ax Z Jam 

(725), 2x [), + ax Fm 

. 0 - (eee) LB (ae 8 em 

+ (gta) [Be Wade +B a o 

  

All elements of a rigid body have the same angular velocity, and 

therefore, the angular velocity may be taken outside of the integral 

sign in the second, third, and fourth integrals. Also, the vector o 

is not included in the integration and can be taken outside of the 

integral sign. After using standard vector identities, equation (7) 

becomes



  

  + (72 ll, + 2x [oe 

(Gee x [ax [2a] 

+ (2) Px By + Bx Bx 7] (8) M+m 

  

B 

a
i
 

  

where use has been made of the relation 

fmen 
M 

The first and last terms may be combined and the vector identity 

zx (Ox Zz) = (2+ Dw- (2+ az 

be used to obtain 

  0 = (PEP x My + Bx (Bx B) +] Oe: De - (2+ Bz]am 
M+mnm 

(9) 

  In equation (9) the quantity (= ) is a “reduced mass" expression 
+m 

which accounts for shifts in the center of mass as m moves relative 

to M. It can be seen that 

Lim (“=e ) +n 
m<<M\M+m 
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as would be expected. By expanding out the integral in equation (9), 

cross product terms can be canceled because the coordinate system was 

chosen along principal coordinates of the spacecraft. Equation (9) 

reduces to 

  

Mm > - > ~ = o= [ex (6), + ex (@x pl} +I- a (10) 

3 
where the dyadic I can be represented by a second-order tensor Tay 

and 

Iy3 = 0 if 3 i,j = 1,2,3 

principal moment of inertia about the jth axis Is 

By taking the dot product of equation (10) with p and inter- 

changing the dots and crosses in the vector triple product, one finds 

that 

2. PB. 80 
or, the angular momentum of the spacecraft is always perpendicular to 

the vector oO. 

Because it is desired to obtain the angular difference between the 

inertial coordinates and the moving coordinates, equation (10) must be 

solved for the angular velocity @®. This is most easily done by 

expanding equation (10) into components and using matrix algebra 

(Cramer's rule) to solve for ®;- Although somewhat lengthy, the algebra 

is straightforward. In the following result, use has been made of the 

fact that, because m<<M and | | is, in general, less than or equal 

> 

to | 2 |



1b 

  

  

Mm 
.D: 11 

Ly > ( =)PsP, ( ) 

Let 

x. —m (12) 
M+m 

Then 

y ~ 

w ~ p30 Pi Pz) [Ay 1 _ —_—__ 

Thi Tiylog “FF IyyIz3 19 

K 1 
Wo ) = -K PP ~ PoP2|( Aa (13) 

TyyIop “1 Iso Inplaz © 7 

a K 9.9 —*k_ Pe — A 2 3     
where the terms in the column matrix on the right are 

Ay = €4 5,03 (6r)x 

The first equation of the set (eq.(13)) is 

~ K , K , . 
wt Tha Pol - PxlOp)o + Tj U1P2Ps(Pr) - 01° en(b,)s } 

K . : 
+ —[p.2 - 14 T55l°2 px(6.)5 PP2°s(8_), } (14) 

where the notation (On)4 = [Ces has been used for convenience, and 

where use has again been made of the relation (11) to eliminate terms 

which have the same velocity component. After using the relation (11) 

again in equation (14), there is left 

K . . K K\. ~b, ¥ —Ip.(9.)2 - 02(9.,) * epee ( so - ge \lex)a] (15) 1 le. r3 ~ P5\Pria * P1P2°3\z 33 r/l
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Because of the relation (11), the last term of equation (15) is of 

smaller order. To have a net change in the orientation over a complete 

motion (see the discussion following eq. (18)), all components of (0), 

will be of approximately the same order of magnitude, especially for a 

series of complex motions; this last term will be taken as negligible. 

It should be noted that the last term is identically zero if the space- 

craft ellipsoid of inertia is spherical. 

For practical purposes then, equation (15) reduces to 

        

Cs yf , 
Ti O 0 Poly) - pz(Pp)5 

- -kjo 2 0 (6.)4 - 07(4,) > ) = Top Pa\Py/y ~ PI\Py/a 

1} o(5.), = oA(é 
Q ? 

Ke 
+ 0d SK yo (EM PaeK (16) 

T3g1Kk Ty3tixinn 

Let 

L 
On = a (17) 

so that equation (16) may be written in vector form 

In the next chapter we will be concerned with "complete" motions. 

As an example, consider a crew member who is restrained in a chair, and 

who must operate switches on a control console. He moves a hand from
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the armrest to the console, operates one or more switches, and returns 

his hand to the armrest. This is a "complete" motion wherein the moving 

mass (in this example the arm represents an integrated mass) moves over 

a closed path with respect to the spacecraft coordinates. As will be 

demonstrated later, all motions may be considered to be of this type. 

We are thus led to an integral of equation (18) over a closed path. 

t t 2 2 -/ @ at -/ px (p), at 
t t 

leads to, with 

= 8 (19) 

~_ 

8, => ~ > 
-[, a9 -4 o x dp (20) 

-_> 

With the restriction that © is a small angle, as was discussed earlier, 

the left-hand side of equation (20) may be integrated directly. The 

right-hand side may be integrated by applying the second extension of 

Stokes theorem 

g Bx ae | [ @x% x Bas 

Lf [ae a 2 aes 

where nh is the unit normal to the surface element dS. 

N
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But 

_—> 

Veo = 3 

and 

°->—lclcUcUcUcc oo >mnm-.rt—l ae 

n* Voz=an 

so that 

g ex @® 

Equation (20) thus becomes 

-A0 = off. n as (22) 

—_ 

If one wishes to obtain the components of AS, it is easily seen 

aff. n as (21) 

that the components of the integral on the right are the projections on 

the coordinate planes of the area enclosed by the path of the mass n. 

This is illustrated in figure 2. Equation (22) then becomes, after using 

equations (17) and (12) in equation (22) and defining Ap as the change 

in the angle between the inertial coordinates and the spacecraft 

coordinates, 

  = \e (NW = 1,2,3) (23) “py = 2 — 
Goss 

Equation (23) shows that the angular changes among the three coordinates 

are not coupled; this is a result of the motion being limited to small 

angular deviations, and the relationship (11) which specifies that the 

respective moments of inertia of the spacecraft are large compared with
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the effective moment of inertia of the moving point mass m with respect 

to the center of mass of the spacecraft. Thus, the angle changes about 

each coordinate can be considered independently. The 5° angle restriction 

applies to the total angular deviation,which would be the sum of the 

angular changes Apy- The total angular deviation, yy, is caused by 

adding the effects of many motions.



VIII. EXPERIMENTAL METHODS TO OBTAIN HISTOGRAMS 

OF THE MOTION 

  

Mm S 
+ m 1} 

determines the angular change about the ith axis for a given completed 

Equation (22) shows that one parameter, the product (= 

motion. During the remainder of this chapter, the discussion concerns 

motion about one individual axis only. The question of independence of 

motion about the three axes, in the sense of no statistical correlation, 

is taken up later in the mathematical analysis of the statistical 

aspects. In the most usual situations, one complete motion will not 

result in the spacecraft turning a sufficient amount to reach the pre- 

set limits (boundaries) to its angular deviation. The accumulated effect 

of several such motions must be considered. The exact pattern of motion 

that a crew member might make is not completely predictable; there will 

be variations among repetitions of even a simple task such as the opera- 

  tion of a switch. An experiment can be devised to measure (7 a si), 

and a histogram (fig. 3(a)) obtained for the frequency of occurrence of 

  a given magnitude of (= s,). Similarly, histograms can be obtained 
+m 

for more complex tasks, or combinations of tasks. An advantage here is 

that the crew member is not restricted to a specified type of motion; 

it is desirable that he perform these tasks in a natural manner which 

seems suitable to him. 

As the tasks increase in length and complexity, a question arises 

concerning the definition of a "complete" motion, for one movement may 

naturally flow into the next. Also to be considered is the number of 

20
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complete motions made per unit time. These two considerations are 

interdependent, as will be noted in the following sections. 

Thus, the desired end result of the experimental measurements is 

to obtain the histogram of the magnitude of the single motion, which 

will be called the one-step histogram (using Markov chain terminology), 

and the frequency at which motions occur. The inverse of the frequency 

is the "dwell time," or period between steps. The following sections 

describe briefly alternate experimental methods for obtaining these data. 

Tewell and Murrich (2] give an excellent description of a series of such 

experiments. | 

At the present time, insufficient data have been obtained and 

reduced to provide an actual histogram. The histogram shown in fig- 

ure 3(a) has features which are typical of those expected from actual 

experiment. The maximum magnitudes are within the maximums that have 

been measured (full-arm rotation about the shoulder, 5 kg-m@). The 

intermediate values were deliberately chosen so that the final distribu- 

tion is not quite normal; the stochastic analysis is not restricted to 

normal distributions. 

A. Limb Sensor, Photographic, and Computer Analysis 

Tewell and Murrich [2] describe an ingenious skeletal device which 

can be mounted to the limbs and torso of a man. The device is instru- 

mented so that the flexure at the joints can be measured. Photographs 

are also taken of the subject. The data are used as input to a digital 

computer program which computes the accelerations, forces, and moments
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about prescribed points. Additional input is the masses and inertias 

of the various limbs and torso. The program accounts for the fact that 

motion must be made commensurate with allowable joint flexibility. 

To determine the "complete" motion and frequency of motions, a 

nominal position can be defined. A motion is started whenever departure 

is made from the nominal position and ended when the nominal position is 

again attained. 

B. Reaction Force Analysis 
  

Another method to obtain the data is to place the crew member on an 

instrumented platform (Tewell and Murrich [ 2]) on which the three reac- 

tion moments and forces can be continually measured and recorded. By 

specifying the application of the reaction force with respect to the 

actual spacecraft coordinate system, the torques caused by these forces 

may be obtained. Thus, all moments can be determined and integrated 

twice to obtain effective angular displacements. 

The start of a new motion is easily detected. The motion (about a 

specific axis) can be considered completed when the integral of the 

moment with respect to time (about that axis) passes through its first 

zero. This is equivalent to saying motion ends when the velocity is 

zero. The number of motions about an axis made during the measuring 

period is the number of times the velocity about that axis is zero. 

From these data (oscillograph or digital tape) alone there is no 

way to ascertain if the subject has returned to his nominal position. 

A zero velocity may mean that the man has momentarily paused. Therefore, 

if this procedure is followed, the resulting histogram could show,
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comparatively, a large number of motions of smaller magnitude. However, 

the rate at which motions are made would increase (i.e., the dwell time 

would decrease) in compensation. 

The advantage of this approach is that the data recording and 

reduction can be completely automated. The disadvantage is the presence 

of gravity force, which continually acts upon the man. The undesirable 

moment caused by gravity will vary with the man's position on the plat- 

form. During some of the experiments described in reference [2], the 

man was suspended by a complex supporting device which negated his weight 

upon the platform. Although cumbersome, this method has the afore- 

mentioned advantage of having a tractable data handling capability. 

C. Gimbals and Free-Body Suspension 

The obvious method of suspending the subject by a gimbal system 

where the inertias of the various moving components are known has the 

previously mentioned disadvantage of having to operate in a gravity 

force field. The next obvious step is to perform the experiment in an 

almost (orbiting) gravity-free spacecraft. 

The spacecraft experiment requires extreme accuracy in the measure- 

ment of the angle changes; these angle changes may be of the order of 

seconds of arc. This is a severe instrumentation requirement. The 

results would have to be computer analyzed to eliminate gravity gradient 

torque and atmospheric-drag-caused torques. The gravity gradient torque 

on an Apollo configuration is small, but the angular impulse can be large 

because of the time period over which the torque acts (one-half orbital 

period, approximately).



IX. STOCHASTIC ANALYSIS 

A. Independence of Axes 

The present chapter will demonstrate that separate histograms may 

be obtained for each axis of rotation. Subsequent solutions to this 

problem of random walk (angular reorientation) can thus be applied to 

one axis at a time, provided the conditions of equation (23) are met. 

For simplicity, the following derivation is initially restricted 

to two dimensions; the extension to three dimensions is obvious. For 

additional discussions, see Parzen [5]. 

When a motion is made internal to the spacecraft, there is an 

angular change about each of the axes. Let the event A represent the 

Simultaneous occurrence of the two events 

Pia 5 21S Mp 

and (24) 

Poa S Po < Pop 

In symbols, the probability that the event A will be observed is 

written as Pal. The probability P[A] is determined by the joint 

probability density function of 9%, and ®5;5 £(91,9o); in the following 

fashion: 

Pib Pap fa) = [OP [eo ,9,)40, a9, (25) 
Pia Poa 

The functions which express the probabilities that % <9 or 

2 <M are the probability distribution functions for ®, and 9. 

ol,
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These functions can be obtained by experimental measurement. Mathematic- 

ally, the probability distribution functions are 

Fi(m) = PL) < %] 
(26) 

F(05) = P[®, < Pp | 

where 9 and 9 are some given numbers. However, 

Py °° 

F,(9,) -[ dy, f £(Y¥7 V5 )4d¥5 (27a) 

Po 0 
Fo(p) - | dys f. f(y1,Yo)dy; (27b) 

where equation (27a) may be interpreted as the probability that the 

angle observed about the (1) axis is less than 91, no matter what angle 

®> is observed about the (2) axis, and y,; is a dummy variable of 

integration. 

From the definition of Fi(9,), we can obtain the probability 

density function for 9, (and similarly for 9p) 

dF, (9, ) 
a = £1(,) (28a) 

dF'o( Pp) See = Fal Pe) (28) 

If we perform the operations (28) on equations (27), respectively, we 

obtain 

(%) = | tee). (298)
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co 

(99) = | 2(099)80, (290) 

If the functions F,(p,) and F,(95) can be determined by 

measurement, so can the functions f,(9,) and fo(P)). The problem 

is to determine f(9),95), assuming f,(9,) and f5(9)) known. 

A study of equations (29) shows that there is an infinity of 

possible functions £(Q) 5p) which will satisfy these equations. In 

order to determine £(Q Po) uniquely, an additional constraint must 

be imposed. Assume 

(9 ,Po) = £5(9,)f£2(%5) (30) 

Equation (30), together with equations (29) and the property of the 

distribution function 

uniquely determines £(1 595). But equation (30) is a condition which, 

by definition, specifies that %, and % are independent (see 

Parzen [5]). The additional constraint can be assumed of the form of 

equation (30) only if $; and > are independent, and equation (22) 

must be examined to ascertain if the analysis implies a constraint which 

would inhibit such independence. The progression to three dimensions is 

obvious. From equation (22) and figure 2, it can be seen that, in general 

2 2 2 7 a2 Sy“ + Som + Sz 4s
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Suppose that two components only of the motion were known, say 57 and 

So- The Sz component is not determinable because of the inequality 

sign in the equation. Thus, Sz is independent of 5S, and So. The 

argument applies similarly with a cyclical rearrangement of subscripts. 

Thus, functions (9), f(Po); and £3(93) may be considered indepen- 

dent, histograms may be obtained by independent measurement for each of 

the three axes, and a general solution to the motion about any one axis 

is applicable to the other two (provided the proper respective histograms 

are used). 

B. Derivation of the Basic Equations 

The basic equations will be derived on a physical basis which is 

directly related to the present problem. The physical process is 

reviewed to prepare for these derivations. 

First, a notational difficulty will be circumvented. It becomes 

necessary to use subscripts for purposes other than to indicate tensor 

components. The preceding section showed that motion about only one 

axis need be considered because the rotations are independent. The 

equations for motion about one axis apply equally well to motion about 

the other axes (with the appropriate constants and histograms, of 

course). To avoid confusion between a tensor component, P,, and an 

angle P1 at time t 1, let x represent the total angular displacement 

between one related pair of inertial and spacecraft axes. The value 

x, is the angular displacement at time ty: 

It is also obvious from equation (23) that AM; and KS, differ 

only by a constant. The histogram of figure 3(a) can represent Ap,
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as well as KS; simply by changing the scale on the abscissa. In the 

following, figure 3(b) will be used and the variable considered will be 

the angular deviation, hereafter denoted by x. Figure 3(b) is the mass 

density distribution for Ax. 

The total angular displacement at time t, is 

X= Ax) + AX5 t+. ee + Ax, 

where 

Ax, = Xi > X4e1 

The value of Ax,, given that a motion occurs, is specified by the 

histogram of figure 3(b). With one exception, the value of Ax, is 

independent of xj, that is, the size of the step, given that a motion 

occurs, is not related to the present position; all single-step sizes 

have the distribution of figure 3(b). The exception occurs when the 

step is such that a preselected boundary is reached (and the control jets 

fire). Here, truncation occurs; the mathematical means for handling 

these boundary conditions will be developed in the appropriate sections. 

The preceding discussion has carried the qualifying (conditional) 

statement "given that a motion occurs." The implication is that there 

exists a probability distribution for the number of motions made during 

the period. The total angular deviation depends upon both the size of 

the steps and the number of steps. 

The distribution of the number of motions occurring during the 

period is derived in the next section. The associated dwell time between 

motions is also derived. Next, the Kolmogorov equations, which determine
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the probability of reaching Xj from x, during period ts - t; are 

obtained. The final derivation is that of the diffusion equation, which 

might be regarded as a limiting form of the Kolmogorov equations when 

the number of steps increases to infinity as the size of the steps 

decreases to zero. 

C. The Kolmogorov Equations and the Diffusion Equation 

1. Poisson distribution for the number of motions, n.- Suppose 

that the mass density function of figure 3 was obtained by observing the 

actions (or the effect of the actions) of a crew member over some period 

of length fT. The number of motions made during this period was counted. 

Subdivide the period T into B subintervals of length h = = Let 

the probability that one motion is made during this small interval be 

p(n = 1] = An (31) 

where A is not a function of t. The expression 

» P[n = i] = 1 (32) 

states that the sum of the probabilities of all possible numbers of 

motions equals unity, that is, n must take on at least one of the values 

of the set n = 0,1,2,3,... 

For the moment, regard a specific interval hy: If the motions are 

independent, the probability that two motions occurred during hy is of 

the order of rene. The probability that no motions were made during 

the interval hy is
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oo 

P[n = 0} =1- An- > Pha = i] 

i=e 

The argument applies to any arbitrary hy; therefore, 

P(n = 0] = 1 - Ah - O(h*) (33) 

If the probability that a motion is made during period hj is 

independent of the fact that a motion was made during period h, 

(k f j), the situation can be regarded as a series of B independent 

trials, with the outcome measured as success (a motion occurs) or 

failure (a motion does not occur). Under these circumstances the 

Bernoulli probability law applies, and the probability that the number 

of motions equals n is 

p(n|B trials during period T] = ——*~—(an)"(1 - an) 
(B = n)in! 

(34) 

Note from the properties of the Bernoulli distribution that the expected 

number of movements is BAh during T, and that the expected number 

should remain the same regardless of the (artificial) manner in which 

T is subdivided. Therefore, let 

BAh=,L as h-O and Bo (35) 

In other words, we will decrease the subinterval hj by increasing the 

number of subintervals B to improve the approximation in equation (33), 

but do so in such @ manner as to keep BAh constant. The algebra is 

straightforward; Stirling's approximation to the factorial function is 

used, together with the expansion
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eV 2Zl-y for y very small 

The final equation is 

ni -H uu) e 
lim P[n] = wre (36) 
Bo ne 

h-0O 

BAh = u 

Equation (36) gives the Poisson distribution. It measures the 

probability that the number of moves observed during the period T is 

n, provided that the expected number of moves is 

w = BAh = AT (37) 

Directly associated with the Poisson distribution is the concept of the 

exponential dwell time. In equation (36) let n=0 

p(n = 0] = eH = eT (38) 

It is easily seen that is the average dwell time. Equation (38) 

states that the probability that no motion will be observed during a 

period T decreases exponentially with T, or the probability that one 

will have to wait a time T for motion to occur decreases exponentially 

with T. Because of the assumptions of independence among the sub- 

intervals made during the derivation of equation (36), it has been assumed 

that past history has no effect on this dwell time; if no motion has 

occurred during a period Tj), the probability that no motion will occur 

during the immediately following period T> is 

p(n = 0,To|n = 0,7, | = e7ATp
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A more detailed discussion of the implications will be found in 

Parzen [5]. 

Equation (36) with n=O is a probability function for the dwell 

time. Define ¢€(t) as the probability density function for the dwell 

time. The probability that the dwell time T is less than or equal 

to t is equal to the probability that a motion occurred during the 

interval t, or 

° At p(t < t] -/ e(t)atT=1l-e (39) 
O 

By Liebnitz rule, 

e(t) = r|enmAt (40) 

2. The Kolmogorov equations.- The Kolmogorov equations determine 

the probability of moving from x, at time t, to xX, at time to. 

These equations are derived in references [6], [7], [8], ana [ 9]. The 

present derivation follows closely the (very brief) derivation found on 

page 458 of Feller (6). It is common and convenient to use the term 

"state" such that when x = i, the system is said to be in state i. 

The variable x (for the present) can always be made a discrete integer 

by suitably choosing the units on the abscissa of figure 3(b). Although 

not essential to the derivation, it helps to visualize the process if 

such a transformation is assumed to have been made. The Kolmogorov 

equations pertain to such discrete (integer) steps when the dwell time 

between steps is exponentially distributed. 

We seek to determine the probability Pay of finding the system 

(angle) in state j at time tT+T if at time T the system was in
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state i. The probability that the system goes from state i to 

state j in one step (one movement) is denoted by Pay’ Figure 3(b) 

determines Pj for the problem under consideration. It can be seen 

that, except near the boundaries where truncation of the step size might 

occur, Pyj depends only upon the difference j - i because of the 

assumptions of independence of steps. The mass density function 

for each step is given by figure 3(b). 

If the system is initially in state i, the probability that one 

would Pind the system in state k at the end of n movements is 

J 

However, we wish to have equation (41) expressed in terms of the time 

required to go from state i to state k. The waiting time in any 

state i has an exponential density function given by equation (40). 

We seek the probability that the system remains in state i until 

time T, at which time it jumps to the intermediate state j, and then 

proceeds to state k through a series of intermediate steps in the 

remaining period T -T. Equation (41) has been summed over all possible 

states j; the following equation is also summed over all possible com- 

binations of t and T-+7T. Therefore, if x(0) =i 

T 

; 0 
J 

A term must be added to equation (42) to account for the possibility 

that the final state is i because no motion occurred at all, that is,
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the system started in state i and remained in state i throughout 

the entire period. 

P,,(T) = 85,e° Ml +) f Aye7 MT Py sP 57 - T)dt (43) 

J 

where 6,, is the Kronecker delta. Equation (43) is the backward 

Kolmogorov equation. The forward Kolmogorov equation is obtained 

similarly by starting with an equation in which the last jump is 

explicitly expressed 

to the result 

T 

Ps,(T) = 64,677 +f » Py y(T)A;Psye7AK(T-7) dr (4h) 
0 

jal 

3. The Chapman-Kolmogorov equation.- In a sense, the Chapman- 

Kolmogorov equation has already been used in equation (41). The 

equation is 

Pay(tsT | x(t) = 3] -) Py (3t)P4x(t5T) (45) 
j 

Equation (45) implies that the probability of finding the system in 

state k at time T depends only upon the fact that the system was in 

state i at time T. Events before T have no effect on the future
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probability of the system being in state k if it is known to be in 

state i at T. 

The following theorem will be needed. Proofs of the theorem may 

be found in Feller [6], [9]. 

4, Ergodic theorem.- Suppose that for the family of stochastic 
  

matrices P(t) 

P(T + +) = B(T)P(r) (46) 

and 

P(t) >v as t 20 

If no P;, vanishes identically, then 

lim P;,(t) = v, (47) 
t - 0 

where either v, = 0 forall k, or else 

ve > 0, ) veel (48) 
k 

and 

» V5P 5367) = Vy (49) 

J 

The second alternative occurs whenever there exists a probability 

vector v, satisfying equation (49) for some T>O. In this case 

equation (49) holds for all 1 > 0, and the probability vector v, is 

unique and is the reciprocal of the mean recurrence time of state k.
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5. The diffusion equation.- The diffusion equation is used in place 

of the (discrete state) Kolmogorov equations when the angular displace- 

ment can be regarded as a continuous variable. 

Let £( x1 ,t75X5,to) be the conditional probability density function 

for finding the deviation at an angle xo at time to, given that the 

angular deviation was x, at time t ,-. The analog to the Chapman- 

Kolmogorov equation (45) is, as derived on page 199 of Bailey (7] 

£(x1,t15%z,t3) -/ £( x1 ty 5X0, to) f(x5, to jxz,tz)dxX> (50) 

There is a continuous analog to the backward Kolmogorov equation. 

Consider, for t, < to, the difference 

f(x, 4 - At 3x3 tz) - f(x »t5%z,t3) (51) 

Using equation (50), 

ao 

f(xy ,t7 - At 3X0, to) f( xo, to3xz,t%)dxo 

(52) 

F(x, ,t - At 3X3, tz) -/ 

But 

[ f(x, ,t] - At 3X5, to) AX, = 1 (53) 

so that 

00 

f(x ,t7 3X3 ,tz) = (ay sty sxsrts) | F(x, ,t7 ~ At 3X5 yt) dx, 

(54)
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Combine equations (52) and (54) to obtain the following equation for 

expression (51): 

f(x ,t7 - At 5x3, tz) - f(x ,t15x3,t3) 

-{ f(x, ,t1 -At;x,,t.) {Hea tags ~ Hest r%5%5) dx, 

  

  

0 Of( x, ,t, ;Xz,tz) 
-/ f(x, ,t1 - At;x5,t>) {x - x,) (4 — 27 2! 

= 00 x] 

1 9 3°£(x, ,t 5x3,,t5) 
+ 3 (Xp - X}) D tee . dx, 

Ox, 

~ f(x, ,t15Xz,tz) 
  

co 

[ (Xo - x1) f(x1,t7 - At 3X5 ,to)dx» 

3° f(xy ,t15x5,¢5) 

Ox, 

  
+ 

Mi
re
 ce 

[ (Xo - x1)* f(x 1,t1 - At3x0,to)dxo (55) 
=O 

Let there exist infinitesimal means and variances for changes in x, 

defined by 

b(x,t7) = lim - Ato 0 Bt [Gx - x, ) f(x ,t1 - Atj;xo,to)dxo (56) 

and 

a(x,,t,) = aris 6 = [oe - x,)* f(x, ,t] - At 3X5 to )dx, (57)
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where the integration may have to be truncated in some cases to ensure 

convergence. Divide equation (55) by At and take the limit as At -0. 

The result is 

    

  

_ of(x »t15%z,t2) = v(x, ty) Of(x, ,t75xXz,t3) 

ob Ox] 

O-f(x, ,t.3x2,tz) + Ba(x,,t,) etnies (58) 
2 3x1° 

Equation (58) is the continuous analog to the backward Kolmogorov 

equation. By starting with t + At instead of t - At and using a 

similar procedure, the continuous analog to the forward equation (some- 

times called the Fokker-Planck equation) is obtained. 

  

  

Of (x1 » by 5X3, t3) 3 
= - — (b( xz, tz) f(x, yt] px2,t > Sas (x3 , tz ) P(x, ty xx , tz) 

1 3 

In the present problem the transition probabilities for the changes 

in angle depend only upon the time elapsed tz - t, and on the differ- 

ence in position Xz - x,;- Therefore, 

f(x, ,t15xXz,t3) = u(Xz - X,,tz - t,) (60) 

Equation (60) defines a process which is homogeneous in time and additive 

in the spatial coordinates. The average change in position during At 

is, from equation (56),
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b(x,t) = Lim | x | (x - x1) f(x1,t1 - At;xo,t2)dxp 

1 
= lim —JA AtE - x = AE(Ax) 

At > 0 ap (x2 | 

or 

b = AE(Ax) (61) 

where the integral has been evaluated by noting that the average change 

in position during time At is equal to the product of the average 

number of steps, A At, and the average step size E(Ax). Similarly, 

from equation (57) 

@ J 1 2 One 
= — At )“E“(Ax Ant o Ep At Var(Ax) +X ( ) ( ) 

Wl 2 2 A Var(Ax) + AGL, 9 AX ALE (Ax) 

A Var(Ax) (62) 

Equations (61) and (62) show that, for the present problem, b and a 

are constants, independent of time and position. A more rigorous 

derivation of the values for the instantaneous mean and variance is 

given in the appendix. 

If the forms of equations (60), (61), and (62) are substituted 

into either of equations (58) or (59), there results 

lacy ye (63)
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Equation (63) is the diffusion equation, so named because the equation 

describes the diffusion of heat through a solid or gas through a (porous) 

medium. Equation (63) is applicable to the present random walk problem 

when the number of steps (to reach a boundary) is large.



X. SOLUTION OF THE STOCHASTIC EQUATIONS 

A. The Diffusion Equation 

1. Applicability of the diffusion equation.- The applicability of 

the diffusion equation to a variety of situations can be illustrated by 

a simple calculation. In the discussion of experiments, a full arm 

rotation about the shoulder gave a mass-area of 5 kg-m@. This is a 

relatively large movement, especially for a crew member restrained to 

a chair. From configuration 2 of table 1, the smallest principal value 

of inertia is 15,550 kg-m°. By using these data in equation (23), the 

change in angle is found to be, for a 6.8 kg arn, 

  Ap) = 2 _Mm 8, = 215) 360 _ Q.11 degrees 
Ty, M+m 15,550 On 

For the intermediate principal axis of configuration 2, 

w —2(15) 580 _ 9 oooh degrees 
~ 2,660,000 2x 

If the limits on the motion are set at +5° from the nominal position, 

45 complete arm rotations in the same direction will be required to 

reach the limit about the axis with the smallest principal moment of 

inertia. Almost 8,000 rotations will be required in the second case. 

Most random motions will be smaller, and some will be in an opposite 

direction. The average number of random motions to reach the boundary 

would be expected to be at least an order of magnitude larger than these 

AT
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calculations show. The diffusion equation should have less than 5 per- 

cent error (in time to reach a boundary) if the number of motions 

exceeds 500. 

2. Basic equation and boundary conditions.- The basic equation is 

equation (63) 

2 
ou_ a Ou _ 4 ov (63) 
dt 2 dxe Ox 

where b and a are determined from equations (61) and (62). The 

variable x is the angular deviation, and u is the probability density 

function for the event that the angular deviation is x at time t, 

il given that x =X, at time t = 0, from which the probability that 

P[x, <X¥ <x] -[° uly )dy (64) 
1 

can be calculated. Equation (64) is a basic definition for a probability 

density function. It will be convenient to make a shift in coordinates 

so that the nominal position, which is also the initial position, is 

denoted by Xp £ O. The negative limit, or boundary, is at x= 0. The 

positive boundary is at x = xX- 

The desired result is an expression for the mean time to reach 

either boundary. This is directly related to the probability that 

O<X< xp, given that x(0) = x9. Thus, a solution of equation (63) 

must be obtained first. 

The initial and boundary conditions must be stated in probabilistic 

terms. The initial condition is obtained by stating that, at t=0,
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X = Xp with probability one. That is, for u(x,t), 

u(x,0) = 8(x - Xo) (65) 

where 6(x - X)) is the Dirac delta function (see Bharucha-Reid [8]). 

To obtain the proper boundary conditions, a bit of mathematical 

fiction may be introduced. Suppose that, when the angular limit is 

reached, the spacecraft immediately passes permanently beyond the 

physical boundary, rather than being returned to the nominal position. 

All positions outside a physical boundary will be regarded as points in 

a "boundary state." To determine if a physical boundary has been 

reached, one only observes whether or not a spacecraft is in a boundary 

state. A boundary through which the angular deviation may pass without 

the possibility of return is called an "absorbing boundary," and is 

mathematically represented as 

u(xp,t) = u(O0,t) = 0 (66) 

There is a direct analogy to heat transfer problems where the boundary 

temperature is held constant (at zero); the thermal energy reaching the 

boundary is absorbed into some outside heat sink. Such a thermal prob- 

lem has the boundary conditions on temperature given by equation (66). 

3. Solution of diffusion equation for the waiting time.- The solu- 

tion of equation (63), together with the conditions (65) and (66), can 

be obtained by using iterated Laplace transforms. Such a formulation 

will be convenient subsequently because difficult integrals can be 

avoided by using Laplace transform operations to determine the average 

waiting time to reach a boundary from the solution for u(x,t).
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Let £(x,s) be the Laplace transform of u(x,t). The transformed 

differential equation and boundary conditions are 

1. ar af 
sf = 5a sD Dat Ox - X) (67) 

and 

£(0,s) = f(x,,s) = 0 (68) 

Because the initial condition is a Dirac delta function, the 

solution to equation (67) is best obtained by transforming again with 

respect to x. Let g(p,s) be the iterated transform of f(x,s). 

Equations (67) and (68) become 

- 8 g + (peg - £1(0,8) - 0) - 2 (pg -0) = -SePO = (69) 

where f'(0,s) is the derivative of f(x,s) with respect to x eval- 

vated at x= 0. This will be evaluated later by using the boundary 

condition at x= xXp- Equation (69) becomes 

f'(s,0) - = e P*O 

g = (70) 

py 
  

where 

b eas 
1 = — = 1+ (71) 

b
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The inverse transform (with respect to p) of equation (70) is 

f = = £'(s,0)e>x/@ sinh lx 

- = er(10)/9|sinn i(x - #o)] ox - Xo) (72) 
a 

where 

QO for x< 

U(x - X9) = © (73) 
1 for x> Xp) 

From the boundary condition at x = x, one obtains 

pe~bxo/a sinh 1(x, - Xo) 
f'(s,0) = (74)   

a sinh lx, 

Equations (72) and (74) are combined, and after using identities for 

the hyperbolic functions, one obtains 

peb(x-x0)/a ; 

fo(s,x) = ge [oi tXo sinh U(x, - *) for x > Xp (75a) 

and 

(syn) = OEE tay 0) | (150) f x) = ———————-| sinh l(x, - sinh lJx| for x< 7T5b 
u® la sinh =| b~ “0 = *0 

Equations (75) can be inverted to obtain u(x,t). Because the next 

mathematical operations can be performed more easily on the transformed 

variable, the inverse will be taken later. However, these operations 

are more easily explained in terms of real variables. Therefore, in
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order to describe the mathematical procedure, assume that u(x,t) has 

been found. The probability that a boundary has not been reached at 

time t is 

x 
P[O <x < Xp ot] -f ® u(y ,t)dy (76a) 

let W be the time required to reach a boundary starting from Xp 

at t=O. By definition, W is the waiting time. The probability 

that W>t is equal to the probability that a boundary has not been 

reached by time +t. Because the boundaries are absorbing, this is the 

Same as not finding the spacecraft in an absorbing state at time t. 

Mathematically, these concepts lead to 

aw > e} =f woreday (16) 

To find the mean waiting time, the probability density function for 

W must be obtained from equation (76b). Let B(t) be this probability 

density function. Then, 

co x 

[ a(r)ar = [ ° Ay, tay (76c) 
t 0 

from which 

x. 

B(t) = - I ° uly ,t dy (76d) 

Because f(t) is a probability density function, B(~) = 0.
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The mean value for the waiting time is 

oo 

R(W) - | ta(t)at (T6e) 
O 

The definition of the variance of the waiting time is 

var(W) -[- t@p(t)at - E°(w) (76f) 
0 

The order of related operations of equations (76) will be performed on 

the transformed variables, f}(s,x) and f5(s,,x). 

Equations (75) are changed to the exponential form for the hyper- 

bolic functions. Equation (75a) is integrated from xp to x,, and 

equation (75b) is integrated from 0 to Xg- The two results are added 

to obtain the transformed analog of equation (76a). This is 

  F(s) = e 1 - exp(-27x, ) 
“[2 - exn( 20m) * - BS 

- exe(- 70))exa( tx) ~ exp(-21x, + 2t%o) 

bx, b 

- exp(—2 - 770) exo -be, + 1x9) - exp(-2xp - x0) (77) 

The analog to the operation indicated in equation (76d) is, from 

reference [10] ’ 

sF(s) -7(+0) represents 22 (¥(s)) (78)
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From the initial condition of equation (65), the value of #(+0) =1 

can be deduced. At t = 0, the angular deviation is between x =O and 

xX = % with probability one. The operation (78) is performed upon 

equation (77), and equation (71) used to get 2 in terms of s. The 

  

result is 

G(s) = e exp(-2x9) - exp(-21x,) + 21x9) ae) all - exp(-2 —_ 
a 

+ exe(——2 - 0) exalts + 1X0) 
a a 

- exp( -1xp ~ x0) (79) 

Equation (79) is the Laplace transform of the probability density func- 

tion, B(t), for the waiting time. 

To perform the operation indicated in equation (76e), note that 

differentiation of the transform of a function with respect to s 

corresponds to multiplication of the function by t. Also, the final 

operation is greatly simplified by noting from the definition of the 

Laplace transform that 

d ° ast 
lim |- — G(s) lim e tB(t)dt 

s 70 ds s70 Jog 

f ” tp(t)at = E(w) (80) 

The expected waiting time is found from equation (79) by using 

equations (71) and (80) to be



  

bx, =| 1- 2 —) v 
Xb 2 ( *%b XO E(W) = > = = (81) 

1 - exa(-2 =) 

where b and a are determined by equations (61) and (62). 

Equation (81) determines the mean waiting time to reach a 

boundary. No specification is made regarding which boundary. 

The situation wherein b—O is of interest. Physically, such a 

condition will exist when the magnitudes and directions of the crew 

member motions are such that the mean value of the histogram of figure 3 

is zero (E,(Ax) = 0). 

lim E(W) = we . “2. (82) 
b-0 a Xp 

Equation (82) shows that the expected waiting time to reach a boundary 

does not become infinite and that as the variance of the one-step 

histogram increases, the time between control jet operation decreases. 

Also, when a-—0O, equation (81) reduces to the deterministic solution 

for the time to reach the boundary in the preferred direction of 

movement. 

For some applications, the variability in the waiting time may be 

of interest. A measure of the variability is the variance of the waiting 

time given by equation (76f). A procedure similar to equation (80) may 

be used. 

0 2 
[ t“B(t)at = lin, (-1)° <5 g(s) (83)
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It is helpful to note that 

f2oid 
ds al dl 

. ( _ 1 _/d*g _ a de 
go & e1ve\dle sal al 

and that 

because 132 as s—-0O. Therefore, 

2 
var(W) = lim — oes aR(w) - a222R2(w) 

b>? L die 
142 

a 

Equation (83) is used together with equation (77). The algebra is very 

lengthy, but after terms are collected and canceled, the result is 

Var(W) = (=)° 5 E - exp (~ = =) exP (-2 = 32) i m= 
. (®)p - exe(-2 “= oxp(-2 = =) 

+ sf - exp (- Dp *0)|exe(-2 ay + <5 E(W) (84) 
& 

  

Equations (81), (84), (61), and (62), together with the histogram of 

figure 3(b), constitute the solution to the problem.



D1 

To obtain a more useful range for the numerical evaluation of E(W) 

and Var(W), these quantities can be defined in nondimensional form as 

XH 
  

  

a x 
W= 2 E(w) = ef |. 2 (85) 

Xb bx. Xb 

1 - on (-2 as 
a 

and 

2 b bx 
go = (2) Var(W) = 1 b- exo (-2 a~b 2)lex(-2 —b =2) 

b 2 &@ Xp a Xp 

+ ap - oxe(-2 PX 20 ex (- es) + — wW (86) 

It should be noted that 

lim W=l1l-— (878) 
bx, % 
———s ==> CO 

and 

lim G°=0 (87) 
bXp 
——— —? CO 

a 

© are plotted in figures 4 and 5. Numerical values for W and o& 

4. Minimum fuel consumption.- If the mean rate of motion, b, is 

not zero, the rate of control fuel consumption may be reduced by
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selecting the nominal position xp at some point other than halfway 

between zero and xp so as to maximize the waiting time. Equation (81) 

is differentiated with respect to Xj and the result set equal to zero. 

*O ~.L # fi & (88) 
X%p/ opt 2 PXp 2 bxXp 

B. Markov Chain Analysis 
  

When few motions are required to reach a preset boundary limit on 

the angular deviation, either because the moving mass is large or the 

spacecraft moment of inertia is small, the assumption of a continuum 

may lead to undesirable error. If the less restrictive assumptions 

made in the dynamic analysis are met so that the angles Pi» Po» and 

03 remain independent, an improvement in accuracy might be obtained by 

considering the discrete magnitude of each step. More information is 

used in the calculation of the waiting time if all values of the one- 

step histogram are used rather than just the mean and the variance; 

therefore, one would expect that a more accurate evaluation of the sum 

of the steps can be made. A disadvantage is that a digital computer 

must be used to evaluate the equations. Applications are limited by the 

capacity of the computer for matrix manipulation. 

1. Generating functions.- The desired equations are most easily 
  

obtained by using generating functions (see Bailey [7] or Feller [9])- 

The concept is simple, and an intuitive derivation will be given here. 

During the derivation of the Kolmogorov equations, it was mentioned that 

the units on the abscissa of the histogram of figure 3(b) could be
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chosen so that the magnitudes represented by the bars were integers. 

It is convenient to do so now. Let (Ax; } be some sequence of numbers 

with a common probability distribution (fig. 3(b)), and y be a dummy 

variable. Form a power series in y 

X (y) -) Py” (89) 
n 

such that p, is the probability that Ax =n. Y(y) is the generating 

function for Ax. Although n may sometimes be less than zero, p, > 0 

always. Generating functions have a useful convolution property; the 

product of two generating functions gives a generating function for the 

probability that the sum of the two random variables each represents 

will be equal to a given number. This is easily demonstrated by taking 

Hy) = ) ay 
n=1 

By squaring W(y), 

L(y) =H#ly) *A(y) = a + 2yd + By + hyd + Sy6 + 6y7 

+ 5y° + hy? + By 10 + oyt + p] 

where ¥/(y) is the generating function for the numbers on a die, and 

L(y) can be recognized as the generating function for sum of the 

numbers on two dice.
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Let U(y) be the generating function for Ax. The values of p, 

are the heights of the bars of the histogram of figure 3(b). The convo- 

lution property will be used to obtain the probability mass density 

distribution for the sum of many Ax. The number of terms (Ax's) which 

constitute the sum is also a random variable, governed by the Poisson 

distribution previously derived. 

2. The compound Poisson distribution.- The generating function for 

the Poisson distribution can be obtained from equation (36) and the 

definition of a generating function. This is 

co 

sy) =) ue™ yn (90) 
n! 

=O 

  

where the coefficient of y" is the probability that n motions will 

occur. Equation (90) would give the sum of Ax's only if each and 

every Ax = 1, because then the sum of the Ax's would be numerically 

equal to the number of motions. But the Ax's have the distribution 

of figure 3(b) (or eq. (89)) and are not all equal to unity. The process 

where n is Poisson distributed and Ax has some probability mass dis- 

tribution is called the compound Poisson process. 

The generating function, Q(y), for the compound Poisson distribu- 

tion may be deduced from the definition of a generating function. 

Suppose that n motions occur and that the generating function for the 

size (Ax;) of each of the n steps is given by equation (89). From the 

convolution property just demonstrated, the generating function for the 

sun of n Ax's is [B(y)]”.
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The coefficient of y* in [¥ (y)]" can be regarded as the condi- 

tional probability that Ax =k given that n motions occur. This 

coefficient must be multiplied by the probability that n motions will 

occur to obtain the unconditional probability that Ax = k. Considera- 

tion of all possible values of n leads to 

Q(y) = P[n = J #°(y) + P[n = i) Aly) + Pfn = aHR(y) +... 

  

00 nel n 

» 7 A (y) 

n=0 

8 

n nh 

n=0 k 

oo 

= exp]-yfl1 - ) py (91) 

n=0 

where Aly) = 1. See Bailey [7] for the derivation of the generating 

functions for general compound processes. 

The coefficient of y? in the power series expansion of equa- 

tion (91), denoted by C5 

oo 

Q(y) = » sy (92) 

j=-00 

is the probability that the sum of the motions has resulted in a total 

displacement x = j, given that the initial displacement was x = 0. 

Equation (92) can easily be generalized to other initial conditions by 

writing it as
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00 

ay) = » a, sy (95) 
j=-0 

where O55 is the probability of finding the system in state Jj, pro- 

vided the system started at state i. The problem is to find O53 from 

equation (91). 

To be consistent with equation (93), p, in equation (91) should be 

written as py,- The one-step probability Pik is defined as the proba- 

bility that the spacecraft will move from state x= i to state x= j 

in one step. It was mentioned in section IX.C.2 (p. 33) that, except 

near the boundaries on the motion, Pik depends only upon the difference 

(k - i) in the present problem. For the purpose of the present derivation, 

this restriction will be relaxed so that p,, is a function of both i 

and (k - i). In the next-to-last form of equation (91) an equivalent 

form, based upon Pix» is needed. The more general form for p;, can be 

represented as a matrix p. Then, 

n 

> py} > > Bom y¥ (94) 
k k 

for the more general situation. Here, By S™ is defined as the term 

in the ith row of the kth column of the matrix formed by the nth convo- 

lution of the matrix De The term Bf? is defined as such a similar 

term in the unitary matrix, so that if no motion is made the spacecraft 

remains in its present position (state) with probability one.
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If equation (91) be modified by using the transformation (94), and set 

equal to equation (93), the result is 

Fs
 

Bae” = Py 3(t) (95) 

n 

©o 

Ain = er » 
n=0 

because y is a dummy variable which may take on any value (other than 

zero, to avoid a convergence problem when k is negative), and the 

coefficients of like powers of y* therefore must be equal in the 

respective series. (See Feller 9, p. 428, for reference to generalized 

Poisson processes. ) 

Because p = AT, equation (95) gives the transition probabilities 

for the total displacement during the period T, provided no boundaries 

are encountered. In the physical situation, if a boundary is encountered 

the control jets fire and the spacecraft is returned to its nominal 

position. However, as in the solution to the diffusion equation, it 

will be convenient to employ the mathematical fiction of an absorbing 

boundary, where it is assumed that the spacecraft remains in the boundary 

state if a boundary is reached. If it were unnecessary to consider 

boundary limits, the doubly infinite square matrix Pi would be a band 

matrix whose elements depended only upon the difference (j - i). The 

value for p,; would be found by setting Ax = (j - 1) and using the 

histogram of figure 3(b). (Note that P[Ax = J -i] = Py; = 0 for
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large values of (j - i) which are beyond those measured and plotted on 

the histogram.) Figure 6 illustrates the matrix for the unbounded case. 

For the situation where absorbing boundaries are used (fig. T), 

the matrix Dp must be changed to D by two modifications: (1) One 

new absorbing state is added beyond each physical boundary such that 

Po; = oe and PY; = Oo 5? where the fictitious boundary states are 

located at x=0 and x= y, and (2) the probabilities are adjusted 

so that whenever a single step might take the spacecraft beyond a boun- 

dary, instead it takes the spacecraft into the (absorbing) boundary. 

(Because of space limitation, the matrix shown is smaller than the 

matrices which would actually be used; the principles of construction 

remain the same. ) 

In terms of the modified matrix, equation (95) becomes 

oo 

ay, =e » HS, jn) (96) 
n! 

n=0 

With yw = AT, the probability of being in one or the other boundary 

state, if the system started at state x =i when T= 0, is 

P[a boundary has been reached | = Aso + Aiy 

co 

-AT AT)? (= (n = (n 

n=0 (97) 

let 6(t) be the probability density function for the waiting time, W. 

The probability that the waiting time is less than T is equal to the
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probability that the spacecraft is in a boundary state at time T (has 

reached an absorbing boundary before TT). Mathematically, 

T = n/- ~ 
J a(t)at = eT » (At) 06 + 5,,() (98) 

ni 

n=0 

  

from which 

a(t) = re7AT » on", 5 (n) +> (n+1) _ 5”) 
i0 iy Py 

ne (99) 

The mean value of the waiting time is 

© 

E(W) = f tB(t )dt 
O 

« 

1 ~ ~ ~ ~ 

— > (ntl) . 5 (n 5 +1) .5 LY (a+ 2 B,g(H) - Bol) + B,C) - 8, (0)] 
n=0 (100) 

given that the initial state was at x= i. The variance of the waiting 

time is 

Var(W) [ t“B(t)at - E(w) 
0 

7 » (n + 1)(n + 2)( (a4) ~ Bip(2) 
n=O 

+ B, (ntl) - mc) - E-(W) (101)
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Equations (100) and (101), together with a modified matrix Py similar 

to figure 7, constitute the solution for the waiting time and waiting 

time variation. The mean frequency of control jet operation is the 

inverse of the mean waiting time. 

If a knowledge of the variance is not needed, computer storage and 

time may be saved by an alternate procedure for the mean waiting time 

calculation which is developed in the next section. 

C. Iteration Solution 

The iteration solution is based upon the Kolmogorov equations and 

the theorem cited in the section "Derivation of the Basic Equations." 

The iteration solution saves computer storage and time by reducing the 

number of matrices which must be manipulated. For a detailed derivation 

of the underlying equations, see Feller [6], Chapter XIV. The heuristic 

derivation which follows is related to the physical problem under 

consideration. 

In the previous two solutions a fictitious absorbing boundary 

state was introduced into the transition matrix, D; to give a modified 

matrix De The present analysis will consider a modified matrix P 

(fig. 8) which conforms more realistically to the physical situation. 

The added boundary states of Pp are again located immediately outside 

the physical limiting values of the angular deviation and are such that, 

once in this state, the spacecraft is reflected back to its nominal 

position with probability one when the next motion occurs. These 

boundary states are labeled "0" and "y." Previously, the dwell time 

between motions (1/A) was considered independent of the position (state)
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of the spacecraft. The dwell time will again be considered constant 

for all states within the actual physical boundaries; for the fictitious 

added reflecting boundaries, the dwell time is U/r- The purpose of 

taking 1/Aj different from 1/\ will be to (eventually) let No 7” 

to not introduce additional dwell times due to the added boundary states. 

The Chapman-Kolmogorov equation (eq. (45)) stipulates that the 

probability of finding the spacecraft at an angle x, = k at time 

tT + T depends only upon the fact that the spacecraft is known to be at 

an angle x; = i at time T, and that the history of angular changes 

before time T has no effect upon these probabilities. Because the 

one-step transition matrix p and the dwell times are independent of 

time, these conditions are met for the present physical problem. 

Equation (46) is equation (45) in matrix form. As t 70, no 

motions will occur and the spacecraft will remain in its present state. 

This corresponds with the zeroth convolution of the transition matrix, 

similar to the discussion following equation (95); thus, the first 

condition of the theorem is met. There are no absorbing states in Pp 

(i.e., the spacecraft cannot be trapped in any fixed position. There- 

fore, there are no transient states; that is, there always remains a 

finite probability that each state will be reached again at some future 

time. Thus, equations (47), (48), and (49) hold, with Vi > 0. 

Suppose the spacecraft started at an initial deviation angle 

xX; = 1. After a very long period, during which the control jets have 

fired many times, the probability that x5 = Jj becomes independent of 

the initial conditions. According to the ergodic theorem, this proba- 

bility is Vs The problem of the present section is to find Vy.
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The following simple example will illustrate the theorem and its 

usefulness. Suppose the one-step transition matrix were 

States 

0 1 0 0 

B= 1/4 1/2 1/4 1 

O 1/2 1/2 2 

where the starting state was state No. 1 and one step was made each 

second. After n_ steps, 

n 

0 1 O 

pin). /e 1/2 1/% 

o 1/2 1/2 

For n= 1 (after one step), the probability of being in state O is 

1/4, state 1 is 1/2, and state 2 is 1/4. For n= 2, 

1/4 1/2 1/4 

gh) J life 5/8 af 

1/8 1/2 3/8 

which shows that after two steps the probability of being in state 0 

is 1/8, state 1 is 5/8, and state 2 is 1/4. A few more convolutions 

will show that 

5/32 9/16 = 9/32 

im 3) = |5/32 9/16 ~— 9/0 

ae 5/32 9/16 9/32 

which shows that the probability of being in state O is 5/32, in state 1 

is 9/16, and in state 2 is 9/32. The probability of being in these
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states is also seen to be independent of the initial state (starting 

position). This is a consequence of the matrix being ergodic, and is 

the stated result of the theorem. 

The transition matrix P(t) will be determined from the Kolmogorov 

equation, and an iteration method used to find the limiting value of 

the matrix after a long period. 

The Laplace transform of the forward Kolmogorov equation (eq. (44)) 

is, in terms of the new modified transition matrix, 

d 

(8) = —tk + » Aig 
s+ Ay = s+ AK 

13695 (102) 

where Il,, is the Laplace transform of P,,- Equation (102) is more 

easily manipulated in matrix form. Define: a square diagonal matrix 

8 whose diagonal elements equal s; a square diagonal matrix Xr whose 

diagonal elements are equal to A (except for elements oo = yy = X>> 

for the added boundary states O and y); and let Ss be the identity 

matrix. The summation runs from O to y for the limited motion under 

consideration. In terms of the above defined matrices, equation (102) 

becomes, after switching i and k in the first term on the right, 

I(s +A) =f + Tap(s + ay7t (8 + X) 

or 

Pra Pd Pad 

Ms +A) =Q+ TAP (103) 

The result of the ergodic theorem (eq. (49)) may be expressed in 

matrix form as 

iin LyJ(e(t)} = Lv] (104)
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The Laplace transform of equation (104) is 

VJ = WJ 

from which 

sly|() = s[rl2() = Lvl) 

which yields finally 

| vfs = Lv] (105) 

Note that IIs = sll = s&Il, and substitute equation (105) into equa- 

tion (103) to get 

Penne 

sll + TA = wt + IIAp 

whence 

Oto Pe 

[vm = L vJAp 

Use equation (105) again to get 

aly) = Slee 
Finally, 

Ly) = LOE] (106) 

Define a new matrix Ln] such that 

lnj= LO (107)
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Equation (106) becomes 

Lr} = Laz) (108) 

If the values of 7, in the row matrix in equation (108) are found, 

the values of v,; will be determined by equation (107). The values of 

71; can be determined within a constant; that is, the ratios of all Ny 

may be found with respect to the value of one component, say ‘Ty: This 

is sufficient because the values of v; are the values of the terms in 

the respective rows of the B matrix which has been convoluted an 

infinite number of times. The P matrix, and thus the row matrix |v], 

is stochastic. Because the matrices are stochastic, the sums of the 

terms in each row equal unity. That is, 

» Pj = » vy; = (109) 

J J 

which is the additional relationship needed to fix the values of Vas 

Equation (108) can be solved numerically for the ratios of the Ni: 

The matrix Pp is known (from fig. 8, for instance). The process is 

started by choosing initial values for (n;) and performing the operation 

indicated on the right. The new values, (ny)o> are better approxima- 

tions and are used on the right for the second iteration. The process 

is continued until no change (within the desired accuracy) is noted in 

the ratios of the 7. 

Assume the N, have been found by means of the numerical iteration 

process. The values of v, are the probabilities of observing a
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deviation angle, x; = i, after the random process has been going on 

for a long time. From equation (107), 

b= LG = Lulz] 
which, upon expansion, yields 

_|Jo My Lv] = WoW? Tas (1102) 

provided that 

y-1 

<5 + Ty) + » Ts = Oy (1LOb) 

i=l 

where equation (110b) follows from equation (109). The final statement 

of the ergodic theorem is that the inverse of the probability of finding 

the system in state j at time t ~~» is proportional to the average 

period between arrivals at state j. For the purpose of discussion, define 

an "off period" as the period during which the spacecraft is not at the 

boundary state Ky = 7: A cycle is defined as starting when the space- 

craft enters the boundary state Xy = 73 and ending when the spacecraft 

is at x, = y7 again at some later time. The average length of an “off 

period" is Cy The average length of time the system is in state 

x, = 7 is (from eq. (38)) equal to 1/r,: (It should be remembered 

that 1/ry = 1/do- ) Intuitively, it can be seen that the ratio of the 

average time spent in state y to the average time spent in all states 

is equal to the probability of finding the system in state y (at an
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arbitrary time when no information is given about the initial state, or 

after the motion has been going on for such a long time that the initial 

condition is unimportant). In equation form this is 

eh
 

Vos 4 (111) ant ~ 
hy , i+ oy 

For a similar derivation of equation (111), see Feller [6], page 469. 
+ 

The total time spent between entries to state Xy = y is 

  

1 1 r -(2+5)- (112) 
Y 

hy TL NyVy 

But, from equation (110a), 

vy 

yy 

so that 

1 ON 
T, ={— + =— 11 y (5 ,) (113) 

Substitute equation (110b) into equation (113) 

yo-1 

1 1] 1 
de es (114) 

i= 

By definition, by is the period between leaving and arriving at the 

boundary Xy = 7 Because the boundary at X%y = 7 is a reflecting
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boundary which sends the spacecraft to its nominal position (with 

probability one), Cy is also the mean waiting time required for 

the spacecraft to reach the boundary x, = y starting from the nominal 

position. (It should be kept in mind that a possible path might include 

a reflection from the boundary x, = 0 before reaching Ky = 7s This 

will be developed later.) As was mentioned in the beginning of this 

section, the cycle time should not be prolonged by the introduction of 

the fictitious reflecting boundary states at xg =O and x, = 7 with 

their associated dwell times 1/Ao- This problem can be circumvented 

by associating dwell periods of zero length with these boundary states. 

Therefore, let Ag ~™ in equation (114). 

yol 

lin T,=t, =E(w,) =—— > Ns (115) — Y vA Y Xr 1 
o y i=l 

where E(W,) is the mean waiting time to reach the boundary at 

%y = 7 
Similarly, the mean waiting time to reach the boundary at 

QO is *0 

- E(Wo) = x Te (116) 

The mean waiting time to reach either boundary, E(W), without 

specifying which, may be found from equations (115) and (116). In some 

given period of length 1, the upper boundary will be reached a mean 

number of times of 
r 

Ny = E(W_) 
7
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times, and the lower boundary reached a mean of 

  

r 
No = 

° E(Wo) 

times. The total mean number of times a boundary is reached during 

the period T is 

  

  

  

T T N,=N. +N, = + 
T O E(W,) — E(W) 

from which 

y-1 -1 

Nn = AT(No + Ty) » Ty 

i=1 

But 

t 
Nn = 
*  B(W) 

oT 

E(W) = — 
Np 

Thus, 

y-1 

aw) =——+— ) (117) 
Mny + 1) {24 

Equations (108), (115), (116), and (117), together with a modified p 

matrix such as that shown in figure 8, constitute the solutions for the 

various waiting times.



XI. RESULTS AND DISCUSSION 

A. Rotational Dynamics 

The simple relationship between the internal movements and the 

angular displacement is given by equation (23) and is shown graphically 

in figure 2. In most practical cases the spacecraft mass and principal 

moments of inertia are so large that equation (23) should give excellent 

results. Typical values for the spacecraft parameters are given in 

table I. Equation (23) applies to small total angular deviations such 

that the direction cosines of the angular deviation remain near one. 

Large angular deviations would necessitate the use of Euler angles or 

matrix methods which, in turn, would lead to coupling between the 

motions about each of the axes. A strong correlation between the axes 

would considerably complicate the random walk analysis. Fortunately, 

a large number of situations of practical interest restrict the devia- 

tion to within t5° from a nominal position; in such cases equation (23) 

is valid. 

B. Stochastic Analysis 

1. Comparison Between the Markov Chain and Iteration Methods.- 
  

Both the Markov chain and the iteration methods are Markov processes. 

The iteration method is called such herein only to distinguish between 

the two analyses. 

The distinction between the two methods is the amount of computa- 

tional effort required to determine the waiting time. Calculations were 

performed to obtain data for b = 1.0625, a = 21.124 with A = 2.0. 
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The mean value, b/r, and the variance, a/h, were determined from the 

histogram of figure 3(b). The number of moves per second, A, was 

arbitrarily chosen at two moves per second, which is a rather frantic 

practical rate. However, the equations and computed results are 

linearly dependent upon A and can be read in terms of minutes as well 

as seconds. The choice of values was made for mathematical comparison 

of the results rather than to illustrate a practical example. The 

maximum square matrix size for the iteration method was limited by 

computer storage to 100 x 100 which, with the histogram of figure 3(b), 

corresponds to an actual case where the allowed maximum deviation is 

very small ("tight" boundaries). Because three matrices must be manipu- 

lated at a time in the Markov chain method, the maximum size was 

60 x 60. 

A numerical comparison between the Markov chain method and the 

iteration method showed exact agreement. Thus, from equations (100) 

and (117), 

x » (n+ (5, : Big + Bt) - 5,,)) 
n=0 

yeol 

_l_1 _ “Sata ), n, = ECW) (118) 

The computer program took 826 seconds for the Markov chain method 

and less than {7 seconds for the iteration methods on a case where both 

matrices were 50 x 50. Less than 200 terms were necessary for the 

iteration method to converge to a relative error of 107? for all
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elements in a 50 x 50 matrix. About 300 terms are estimated for equiva- 

lent convergence in the Markov chain method; for the 50 x 50 matrix, the 

actual number of terms computed was 1,000. In both methods the number 

of iterations and series terms required for convergence increased with 

the matrix size. The computation time for the iteration method was 

always an order of magnitude less than the Markov chain method. A 

CDC 6600 series computer was used. 

2. The diffusion equation.- The expected waiting time, as deter- 
  

mined by the solution to the diffusion equation, is shown in nondimen- 

sional form in figure 4. The figure demonstrates the effect predicted 

by equation (87a); the waiting time essentially reduces to the determin- 

istic solution for values of bx,/a > 10. The figure also illustrates 

equation (88); the maximum mean waiting time occurs at smaller values of 

Xo / Xp, as bx, /a increases. 

Figure 5 shows the variation of the nondimensional variance. The 

nondimensional variance reaches a maximum for 2.4 < bx,/a <5-5 for 

O.1l< Xo/Xp < 0.9 or approximately at the value where the waiting time 

reduces to the deterministic form. Equation (87b) predicted that the 

variance would asymptotically approach zero as bxp/a > 0, 

3. Comparison between matrix analyses and the diffusion equation 

solution.- Either matrix method leads to the same result for the expected 

waiting time; the diffusion equation solution is compared to the itera- 

tion matrix method in figure 9. The matrix sizes used for the calcula- 

tions ranged from 40 x 40 to 99 x 99, where the two fictitious boundary 

states were included in the matrix size. It should be remembered that
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these boundary states do not contribute to the waiting time. The values 

of b/A = 0.53125, a/A = 10.562, and = 2 were used (see the pre- 

ceding subsection for a discussion of these values). The value of Xp 

was obtained as follows: Let the square matrix size (including the 

boundary states) be Nx N. Denote the nominal state by MR. The 

following schematic was used for Xo/X, = 1/2: 

State 1 2 3 4 5 6 N 

where O is a boundary state, x is a physical state, and @ is the 

nominal position. From the schematic, it can be seen that 

N= (MR - 2) +MR+1 

= OMR - 1 

and, because Xp) corresponds to the distance between the physical 

boundaries, 

Xp = N - 2 

Similarly, for x)/x, = 1/3, 

State 1 2 3 4 #5 W 

which leads to 

2
 li 2(MR - 2) +MR+1 

JMR - 3
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and 

Xp =N- 2 

The resulting values of E(W) are shown in figure 9. The agree- 

ment between the iteration method and the diffusion equation is good 

for Xo/%, = 1/2 and improving at the larger values of bx,,/a. The 

largest value of bx,,/a shown for Xo/%, corresponds to a matrix 

99 x 99, for which an average of 92 steps are required to reach a 

boundary. The difference is approximately 3 percent at this point and 

decreasing absolutely and relatively with increasing bx, /a, as would 

be expected. As bx,/a increases (with b and a fixed), the number 

of steps to reach a boundary increases, and the assumptions made in the 

diffusion equation derivation are more nearly approximated. 

The case for Xo/Xp = 1/3 is also shown in figure 9, and the same 

general behavior between the curves is noted. However, the agreement 

is not quite as good as for X5/ Xp = 1/2, even though at the upper end 

the average number of steps required to reach a boundary is greater for 

X>/%, = 1/3. This may be due to the characteristics of the particular 

matrix used or to the method of determining XH, (see the previous 

schematics). 

It is generally concluded that the diffusion equation will yield 

shorter waiting times than the matrix method, and that the matrix method 

solution will asymptotically approach the diffusion equation solution 

as the matrix size increases.
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C. Choice of Method of Solution 

The applicability of the diffusion equation was discussed in the 

first subsection of the chapter entitled "Solution of the Stochastic 

Equations." This discussion illustrated that the diffusion equation 

should be applicable in the majority of practical cases because the 

number of motions required to reach a boundary is large. The diffusion 

equation solution (eq. (85)) is also the simplest. Whenever the number 

of motions required to reach a boundary is small and the histogram of the 

motion is known, the iteration method would be expected to give more 

accurate results. 

D. Experimental Determination of the Mean and Variance 
  

of the One-Step Motion 
  

In some problems the complete histogram may not be known; only the 

mean value and variance may be available. For such problems the diffu- 

sion equation must be used. Other problems might arise in an attempt 

to infer the parameters of the histogram from measurement of the actual 

waiting times between control jet firings on a spacecraft. If the limits 

are known (x, and XQ are known) and the mean waiting time and the 

variance of the waiting time computed from the record of control jet 

firings, b and a may be determined from equations (85) and (86). 

In this manner useful information about internal motions may be obtained 

without the need for an extremely precise angular measurement apparatus.



XTI. CONCLUDING REMARKS 

The relationship between the internal motions of a spacecraft and 

the angular deviation of the spacecraft has been obtained. For manned 

spacecraft, where the mass is large, the principal moments of inertia 

large, and where the maximum allowable angular deviations are t5° or 

less, the waiting time to reach the maximum allowable angular deviations 

is obtained by random walk methods. It has been shown that the rota- 

tions about each axis may be considered independently. Three random 

walk methods for obtaining the mean waiting time are derived. 

The solution to the diffusion equation yields a particularly simple 

relationship when the number of movements is large. The two matrix 

methods are applicable when the number of movements required to reach 

a boundary is small. 
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XIII. APPENDIX 

The values of the infinitesimal instantaneous mean and variance, 

b and a, are usually inferred from the physical aspects of the prob- 

lem rather than by direct application of the definitions (eqs. (56) and 

(57)). Application of the definitions requires an a priori knowledge 

of the solution. Occasionally, only the nature of the variables a 

and b is needed; as will be seen shortly, a and b are constants 

in the present problem. 

The values of a and b are most easily obtained by the use of 

generating functions, which are described in the Markov chain analysis. 

Feller (9] shows that, if Ely) is the generating function for Ax, 

  

Lim et = B(Ax) (Al) 

y> 

and 

2 

These equations apply to general discrete random variables. The appli- 

cation of the process indicated by equation (Al) to equation (91) yields 

co 

en » mut Aiea) 
n! 

n=O 

aq(1) 
ay 

eel UE(Ax) 

WE(Ax) = AtE(Ax) 

TT
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The quantity AtE(Ax) is the expected total change in position in 

time +t. Therefore, the infinitesimal rate of change is 

b= lim a lasnetan) = dE(Ax) 
At +0 4 

which checks with equation (61). 

Similarly, the application of the process indicated in equation (A2) 

to equation (91) will yield a value for a. The algebra is reduced by 

noting that 

Q= e-u([1- &y)] 

and that, because of the definition of Ay) in equation (89) and the 

fact that the sum of the probabilities of all outcomes must be unity, 

(1) =1 

Then, 

a°a aq /ag\? | ag\2 af af\e| uli- & 
te -(#) - » 28. (a vu ue) ctl: Mo] 

or, substituting A At for wu, the variance in x intime At is 

a2$ 
lim |X At —2+2AAt a8} ,-u [1- Ay)] 

youl a dy 
Var(x) 

2 
lim » At|28 24 (A3) 
you dye dy
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Combine equations (A2) and (A3) to get 

o 1 lim + (A ot) [vax(ax) + ats? (ax)] 
At 20 At 

AVar(Ax) 

Equation (A4) corresponds to equation (62). 

(A+)
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TABLE I.- TYPICAL VALUES FOR THE DYNAMIC PROPERTIES 

OF APOLLO SPACECRAFT* 

  

Inertia, kg-m- 
  

  

  

Configuration | Mass, kg 
x] xo x4 

1 11,300 {18,800 63,500 64 ,800 

2 31,200 |}15,550 | 2,660,000 | 2,620,000 

3 39,800 | 22,300 | 2,955,000 | 2,690,000           

*From Tewell and Murrich [2] ° 
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Figure 1.- Sketch of the coordinate systems. Axes X, Y, and Z are 
inertial. Axes (1), (2), and (3) are along the principal axes 
of inertia of the spacecraft, and the origins are located at 

the center of mass of the spacecraft.
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Figure 2.- The relation between internal mass movement and the areas 

on the coordinate planes. The curve described by the mass m 

encloses the area S. The projections of this area upon the 

coordinate planes are proportional to the angular change about 

correspondingly numbered axes.
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(a) Histogram showing the probability that (= s,) will have 

a given magnitude. The heights of the bars sum to one. 

One such histogram would be determined for each of the 

three axes. 

Figure 3.- Histogram of the motion.
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Ax   
(b) Histogram showing the probability that Ax will have a given 

magnitude. The abscissa for the histogram for Ax is 

linearly related to the abscissa for the histogram of 
Mm 

M+m 

histogram for Ax for each of the three axes. 

Ss - The ordinates are identical. There is one such 

  

Figure 3.- Concluded.
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Figure 4.- Plot of the nondimensional mean waiting time as a function of 

the nondimensional starting position and the nondimensional distance 

between the boundaries. The data are from the solution to the 
diffusion equation, which is given in nondimensional form in equa- 

tion (85) in the text. The lines are marked with the values of the 
parameter which is held constant.
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Scale for: 

DX» 

aq 12 5 10 
Xo 

XW O | 2 

  
Figure 5.- Plot of the nondimensional variance for the waiting time as 

a function of the nondimensional starting position and distance 

between the boundaries. The data are from the solution to the 

diffusion equation, which is given in nondimensional form in equa- 
tion (86) in the text. The lines are marked with the values of the 
parameter which is held constant.
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Figure 9.- Comparison of the expected waiting times for the matrix 
solutions and the diffusion equation solution. For this com- 

a= 21.124, which were obtained from 
figure 3. Also, X was assumed to be two movements per second 

parison b = 1.0625, 

for this calculation. 

 



THE EFFECT OF RANDOM INTERNAL MOTIONS ON THE ANGULAR ORIENTATION 

OF A FREE BODY WITH LIMIT CONTROL 

By 

John R. Davidson 

ABSTRACT 

Crew motions can affect the angular orientation of a spacecraft. 

Such motions are of a somewhat random nature and must be treated 

stochastically. The equations of motion for the spacecraft are solved 

to obtain a simple relationship between individual crew motions and the 

angular change in spacecraft orientation. For the majority of manned 

spacecraft, the angular changes about the three principal axes of 

inertia can be considered independent. The additive effect of many 

motions, considered random in frequency and magnitude, is found by 

treating the motion as a form of random walk. Solutions are obtained 

for the time required to reach predetermined maximum allowable angular 

deviation limits. If reaction control jets are used for stabilization, 

this time determines the frequency of firing and the fuel consumption 

rate. For relatively heavy spacecraft, such as those designed to carry 

three or more crew members, the complete solution to the diffusion 

equation gives the time between control jet firing; this solution has a 

particularly simple form. For smaller spacecraft, where individual 

motions may cause a change in orientation which is several percent of 

the maximum allowable, additional solutions have been obtained using 

Markov chain matrix analysis; numerical values for the matrix equations 

can be obtained from a digital computer.


