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MODELING AND ANALYSIS OF A MOVING CONDUCTIVE
STRING IN A MAGNETIC FIELD

JALIL D. HASANYAN

(ABSTRACT)

A wide range of physical systems are modeled as axially moving strings; such examples are belts,

tapes, wires and fibers with applied electromagnetic fields. In this study, we propose a model that

describes the motion of a current-carrying conductive string in a lateral magnetic field, while it is

being pulled axially. This model is a generalization of past studies that have neglected one or more

properties featured in our system. It is assumed that the string is moving with a constant velocity

between two rings that are a finite distance apart. Directions of the magnetic field and the motion

of the string coincide. The problem is first considered in a static setting. Stability critical values of

the magnetic field, pulling speed, and current are shown to exist when the uniform motion (along

a string line) of the string buckles into spiral forms. In the dynamic setting, conditions for stability

of certain solutions are presented and discussed. It is shown that there is a divergence between

the critical values in the linear dynamic and static cases. Furthermore, traveling wave solutions

are examined for certain cases of our general system. We develop an approximate solution for a

nonlinear moving string when a periodic nonstationary current flows through the string. Domains of

parameters are defined when the string falls into a pre-chaotic state, i.e., the frequency of vibrations

is doubled.



MODELING AND ANALYSIS OF A MOVING CONDUCTIVE
STRING IN A MAGNETIC FIELD

JALIL D. HASANYAN

(GENERAL AUDIENCE ABSTRACT)

The modeling and analysis of elastic conductors has applications in areas ranging from manufac-

turing to particle physics. In this study, we model the motion of a conductive string being pulled

(between two rings) while a magnetic field is applied in the lateral direction. This system’s stability

is categorized through certain parameters such as the applied magnetic field, speed of pulling, and

current flowing through the string. The equilibrium states are also analyzed. When the string has

a periodic current, approximate solutions (string shape/orientation) are computed. In this case, we

find domains of parameters that give rise to chaos. Wave speeds of traveling wave solutions are also

found for certain cases.
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Chapter 1

Introduction

A wide range of physical systems are modeled as axially moving strings. Examples include

belts, tapes, wires, fibers, etc. These systems have applications in areas like chemical and textile

manufacturing. If you assume this string is conductive in an applied magnetic field, the applications

broaden. The problem we consider is the motion of a current-carrying string under the influence of

a magnetic field, while it is being pulled between two rings.

A potential application includes the space elevator. To ensure structural integrity, the elevator

cords are made of conductive carbon nanotubes. These nanotubes (analogous to the string) could

be controlled or stabilized by a magnetic field to prevent buckling or failure [5]. In our study, we

find the parameters that ensure buckling of the string. Another application is the manufacturing

of composite materials. This process involves stitching or placing metallic fibers at high speeds to

create composites that are lighter and stronger than homogeneous materials [4, 13].

This study is applicable in plasma or particle physics. Controlling the string in our system is

analogous to controlling the motion of a particle or plasma. For example, in Synchrotrons, particle

trajectories are controlled by magnetic fields to achieve high speed impacts. Fusion reactors use

electromagnetic fields to speed up particles such that they collide (forming a plasma) and release

energy. If we consider a small segment of the toroidal accelerators or reactors, individual particles

can be represented as strings between two fixed points. The high speed trajectories of particles or

plasma can be represented by material points of the string. Therefore, the stability regions and

approximate solutions derived in this study can be applied to high speed particle trajectories [10].

Additionally, in Chapter 5 we will see Schrödinger-type differential equations arise.

The analysis we conduct will also contribute to simulation software. The most modern types of soft-

ware have difficulties reproducing electromagnetic interactions with elastic (conductive) continua.

1



2 Chapter 1. Introduction

Thus finding analytical results will be vital for developing numerical models. Although we don’t

formulate it in this study, a finite element scheme can be developed for commercial applications.

As a preliminary step towards deriving the model, we discuss the derivation and important aspects of

the wave equation in Appendix A. The wave equation is a second-order partial differential equation

(in space and time) that describes vibration through a medium. Note that presenting the wave

equation as a Sturm-Liouville problem is applicable to creating acoustic string instruments.

In general, vibrations of axially moving strings have been studied extensively. Transverse vibrations

and the stability of axially moving strings without a current have been investigated in [3, 6, 9, 16, 17].

In 1963, Swope and Ames derived and analyzed a linear model for the oscillations of a moving

(being pulled) threadline between two fixed points. This system is applicable in manufacturing; for

example, it describes the motion of a string in a sewing machine. They analyze the system in an

infinite and a finite setting. The analysis finds the effects of the ratio of winding speed (pulling

speed) to wave speed. They find in the limit as winding speed approaches wave speed, there is a

growing chance of the threadline breaking or buckling [17].

A large number of studies have also been devoted to the stability of lateral vibrations of current

carrying strings and rods. Stability of a straight form of the current carrying bars and strings are

investigated by [7, 11, 16]. The first results in this direction were obtained in 1961 by [11], where

the stability of a cord of plasma was considered. Leontovich and Shafranov studied a conductive

rod in a longitudinal magnetic field. We don’t include it in our study, but Leontovich and Shafranov

considered the magnetic field generated by deforming the conductor. Through Maxwell’s equations

and Newton’s second law they derive governing equations to caluclate the magnetic field and current

distribution of the system. Leontovich and Shafranov find critical parameters at which the system

buckles or deforms, and they conclude that the system is inherently unstable. In other words, they

find the critical value of the magnetic field in a linear setting when the straight line form of the

plasma loses stability.

Chattopadhyay and Moon examined the instability of a current carrying rod in a magnetic field.

They compute electrostatic potential inside and outside the rod, thus electric field and current

distribution is known for the whole space. In the case of nonstationary current flowing through a
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string, Chattopadhyay and Moon show that for some values of parameters the string falls into a

chaotic state. Furthermore, they confirmed the results experimentally. The analogous problem for

the Duffing equation is considered by Sanchez and Nayfeh in [15].

Peter Wolfe studied the equilibrium states of an elastic conductor in a magnetic field. Wolfe used

a bifurcation parameter dependent on magnetic field and current. The eigenvalues of Wolfe’s lin-

earized problem show where bifurcation branches occur (i.e. nontrivial solutions) [18]. In Appendix

D, we present Wolfe’s derivation of the equilibrium states. In Chapter 3, we apply a similar analysis

to our system and compare it to Wolfe’s bifurcation results.

To our knowledge, there are no studies considering an axially moving current-carrying string in a

magnetic field. The model derived here is in good comparison with those in [2, 11, 17, 18].

The chapters to follow will cover the aforementioned modeling and analysis of a moving current-

carrying string in a magnetic field. Chapter 2 presents a model to describe the motion of the string.

Newton’s law and momentum balance are used to find a second order (in space and time) nonlinear

partial differential equation that governs the motion of the system. The bifurcation and stability

of the governing equation is studied in Chapter 3. We consider the static stability in the linear

and nonlinear cases, and the dynamic stability in the linear case. In Chapter 4, using Galerkin

orthogonalization, the equilibria of the string are categorized. Chapter 5 examines the system

with a periodic current. The method of multiple scales [14] is used to approximate solutions for

resonance vibrations. The stability of these solutions is also examined. In Chapter 6 traveling-wave

type solutions are shown to exist in an infinite setting. The wave speeds are computed for certain

cases. We see there is a certain case in which two traveling waves propagate in the same direction.



Chapter 2

Modeling the Equation of Motion

Consider an infinite conductive string in a homogeneous magnetic field B⃗0 = B0⃗ix, where B0

is constant. The string is moving with a constant speed V⃗ = V0⃗ix through two rings, which are

located a distance l from each other (figure 2.1). The motion of the string is considered in a fixed

Cartesian coordinate system (x, y, z), with unit vectors i⃗x, i⃗y ,⃗iz. The center of one of the rings is

assumed to be the center of the coordinate system. The influence of gravity is neglected. The

weight of a unit length of the string is assumed to be constant. We assume the position of each

material point of the string is constant. We identify the position of each material point of the string

through its arc length s ∈ [0, l] (s is an arc length from the beginning of the coordinate system to

the initial point). In the three dimensional Euclidean space we denote a displacement of the string

I0y

x

z

V0= V0 ixB0 = B0 ix

Figure 2.1: Moving current carrying string in a magnetic field B0

4



5

r⃗(s, t) = (x(s, t), y(s, t), z(s, t)) and assume that k⃗ =
∂x

∂s
i⃗x +

∂y

∂s
i⃗y +

∂z

∂s
i⃗z =

∂r⃗

∂s
is a unit vector

directed along the tangent to the deformed line of the string
(
|⃗k| =

√
(∂x
∂s
)2 + (∂y

∂s
)2 + (∂z

∂s
)2
)

. If

we assume a current I⃗ = I0(t)k⃗ flows through the string, then the magnetic field will influence the

system. Laplace force, a sub-case of Lorentz force, is the force that causes deflection of a current

carrying wire in a magnetic field. The force acting our string is given by

F⃗ = I0B0(k⃗ × i⃗x). (2.1)

The motion of the string is described by the system of equations

∂Q⃗

∂s
+ F⃗ = ρR⃗, Q⃗× k⃗ = 0,

(
∂r⃗

∂s

)
= 1, (2.2)

where Q⃗ is the vector of internal stresses, ρ is the mass per unit length and the vector R⃗ has the

following projections on the coordinate axis:

Rx = 0, Ry =
∂2y

∂t2
+ 2V0

∂2y

∂s∂t
+ V 2

0

∂2y

∂s2
+ η

∂y

∂t
, (2.3)

Rz =
∂2z

∂t2
+ 2V0

∂2z

∂s∂t
+ V 2

0

∂2z

∂s2
+ η

∂z

∂t

where η is the coefficient of external damping (viscosity) [3, 7, 11, 12, 16, 17]. The vector R⃗ describes

inertial forces. Notice that equation (2.2) is written in a moving coordinate system, thus we apply

the change of coordinates s→ s+V0t and ∂
∂t

→ ∂
∂t
+V0

∂
∂s

. This follows the derivation by Swope and

Ames in [17]. Essentially, the inertial forces in the y and z direction, i.e. Ry and Rz, are described

by the threadline equation derived by Swope and Ames. Since the string is being pulled in the axial

direction, we assume inertial force in the x-direction does not have a contribution.

From equation (2.2), the projection of ∂Q⃗
∂s

+ F⃗ = ρR⃗ on the coordinate axes is

∂Qx

∂s
= 0,

∂Qy

∂s
+ I0B0

∂z

∂s
= ρ

(
∂2y

∂t2
+ 2V0

∂2y

∂s∂t
+ V 2

0

∂2y

∂s2
+ η

∂y

∂t

)
, (2.4)

∂Qz

∂s
− I0B0

∂y

∂s
= ρ

(
∂2z

∂t2
+ 2V0

∂2z

∂s∂t
+ V 2

0

∂2z

∂s2
+ η

∂z

∂t

)
,



6 Chapter 2. Modeling the Equation of Motion

the projection of the momentum balance Q⃗× k⃗ = 0 and the arc-length are

Qy
∂x

∂s
= Qx

∂y

∂s
, Qz

∂x

∂s
= Qx

∂z

∂s
, Qy

∂z

∂s
= Qz

∂y

∂s
, and (2.5)(

∂x

∂s

)2

+

(
∂y

∂s

)2

+

(
∂z

∂s

)2

= 1.

Determining Qy, Qz, and ∂x

∂s
from (2.5) and using (2.4) we get

∂

∂s

{
Qx

∂y

∂s

[
1−

(
∂y

∂s

)2

−
(
∂z

∂s

)2]−1/2

+ I0B0z

}
= ρ

(
∂2y

∂t2
+ 2V0

∂2y

∂s∂t
+ V 2

0

∂2y

∂s2
+ η

∂y

∂t

)
, (2.6)

∂

∂s

{
Qx

∂z

∂s

[
1−

(
∂y

∂s

)2

−
(
∂z

∂s

)2]−1/2

− I0B0y

}
= ρ

(
∂2z

∂t2
+ 2V0

∂2z

∂s∂t
+ V 2

0

∂2z

∂s2
+ η

∂z

∂t

)
, (2.7)

∂Qx

∂s
= 0. (2.8)

From equation (2.8) we have Qx(x, y, z, t) = P0, a constant. Using the complex function

u(s, t) = y(s, t) + iz(s, t) in (2.6)-(2.8) we obtain the governing equation for lateral vibrations

of the string:

ρ

[
∂2u(s, t)

∂t2
+η

∂u(s, t)

∂t
+2V0

∂2u(s, t)

∂s∂t
+V 2

0

∂2u(s, t)

∂s2

]
=

∂

∂s

(
P0
∂u(s, t)

∂s√
1−

∣∣∣∂u(s,t)∂s

∣∣∣2
)
−iI0B0

∂u(s, t)

∂s
, (2.9)

where 0 < s < l. Equation (2.9) is considered with the boundary conditions

u(0, t) = u(l, t) = 0. (2.10)

These boundary conditions specify that the string is fixed at the rings or endpoints. Initial con-

ditions will be assigned appropriately. Notice that there were no limitations imposed on I0 in the

derivation of equation (2.9). This suggests we can have a time-varying current (i.e. I0 = I0(t)),

which we will revisit in Chapter 5. If we assume that the deformations are negligible in magnitude

to the entire length of the string, i.e. s ≃ x and 1−
∣∣∣∣∂u∂s

∣∣∣∣2 ≃ 1, equation (2.9) becomes linear:

ρ

P0

∂2u(s, t)

∂t2
+
ρη

P0

∂u(s, t)

∂t
+

2ρV0
P0

∂2u(s, t)

∂s∂t
=

(
1− ρV 2

0

P0

)
∂2u(s, t)

∂s2
− i

I0B0

P0

∂u(s, t)

∂s
. (2.11)
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Notice that the governing equation (2.9) is a second order nonlinear partial differential equation,

where the solution u(s, t) is described in terms of y(s, t) and z(s, t). Finding the solution to (2.9)

amounts to finding the solutions y(s, t) and z(s, t) of two coupled second order nonlinear partial

differential equations. If we replaced the string in our system with a rod, the cross-product in the

momentum equation would equate to a momentum dependent term. In this case, the system would

become a fourth order nonlinear partial differential equation, i.e. with this assumption, our system

is similar to the beam equation.

The governing equation (2.9) is a generalization of previously mentioned studies. Neglecting the

magnetic field, viscosity, and current reduces equation (2.9) to

∂2u

∂t2
+ ᾱ

∂2u

∂s∂t
+ β̄

∂2u

∂s2
= 0,

where ᾱ = 2V0 and β̄ = V 2
0 . Note that this is the threadline equation analyzed by Swope and Ames

in [17]. Similar to their study, we will find the wave-speeds of the generalized equation (2.9) in an

infinite setting.

The derivation of (2.9) and (2.11) assume that gravity and the magnetic fields generated from the

deformation are negligible compared to the applied forces. Also, the magnetic field is assumed to

be given, thus we avoid calculating the electric and magnetic fields through Maxwell’s equations.

Note that to generate the magnetic field, B⃗0, we can surround the string with N currents. A

possible configuration is shown in figure 2.2. Suppose Ik denotes the current running through the

kth current. Let (yk, zk) denote the position of the currents, with the string positioned at (0, 0).

The magnetic field applied on the string surrounded by N currents is given by

B⃗0 =
N∑
k=1

Ik
(y − yk )⃗iy + (z − zk )⃗iz√
(y − yk)2 + (z − zk)2

. (2.12)

This is obtained by applying Maxwell’s equations to the system with N distributed currents (Figure

2.2).
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Current Carrying String

y

x

z

Distributed Currents

Figure 2.2: Currents distributed around the string to generate magnetic field B⃗0.

For example, the system with two currents shown in figure (2.3) has the following magnetic field

B⃗± = 2I1
(z ∓ a)⃗iz − y⃗iy√
(z ∓ a)2 + y2

. (2.13)

The magnetic field in equation (2.12) is applied in the y- and z-directions. The orientation of the

currents can be chosen such that the magnetic field is only applied in the x-direction. For example,

currents placed perpendicular to the string (like a coil) will generate the desired magnetic field,

B⃗0 = B0⃗ix.
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1

(0, 𝑎)

+

+

+

𝒚

𝒛

𝒙

(0, -𝑎)

Figure 2.3: Two currents distributed around the string to generate magnetic field B⃗0.



Chapter 3

Stability of the String

The governing equation will be analyzed a static and dynamic setting. We assume that the string

is fixed at two points a distance ℓ apart (boundary condition (2.10)). In the static case, time is

fixed
(

i.e. ∂u

∂t
= 0

)
. This allows us to find equilibrium solutions, describing the possible forms

the string can take at any given time. The analysis is similar to finding buckling nodes of a load-

bearing beam. We will consider both the linear (2.11) and nonlinear (2.9) equations in the static

case. Recall in the linear case we are assuming the magnitude of perturbations are negligible to the

size of the string. In the linear static case, we follow and compare our results with Wolfe’s approach

shown in Appendix B and [18]. This will allow us to find parameters for which the string goes from

a straight trivial shape to a deformed spiral shape. Similarly, we find the parameter for which the

string buckles in the nonlinear static case. Both equations in the static case lead to Sturm-Liouville

eigenvalue problems with boundary conditions (2.10).

The dynamic case considers the string’s motion through time. We only consider the linearized

equation (2.11) in the dynamic setting. Our notion of stability is defined for this case and a

bifurcation of solutions is described.

We show that the condition on the parameters for straight trivial solutions in the linear static case

diverge from the conditions in the linear dynamic case. The conditions for each case are plotted in

section 3.2. The divergence suggests that the system is nonconservative, i.e., energy is dissipated

through time. This result is also seen in Appendix C, where we show uniqueness of solutions and

that energy is bounded for a particular case of our string.

10
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3.1 Static Linear and Nonlinear Equilibrium States

Recall equations (2.9) and (2.10):

ρ

[
∂2u(s, t)

∂t2
+ η

∂u(s, t)

∂t
+ 2V0

∂2u(s, t)

∂s∂t
+ V 2

0

∂2u(s, t)

∂s2

]
=

∂

∂s

(
P0
∂u(s, t)

∂s√
1−

∣∣∣∂u(s,t)∂s

∣∣∣2
)

− iI0B0
∂u(s, t)

∂s
,

and

ρ

P0

∂2u(s, t)

∂t2
+
ρη

P0

∂u(s, t)

∂t
+

2ρV0
P0

∂2u(s, t)

∂s∂t
=

(
1− ρV 2

0

P0

)
∂2u(s, t)

∂s2
− i

I0B0

P0

∂u(s, t)

∂s
.

Consider the nonlinear equation (2.9) with boundary conditions (2.10) for the equilibrium or

static states
(

i.e. ∂u

∂t
= 0

)
. Physically, this is looking at the string for a fixed instance in

time. Depending on critical parameter values, the straight-line form of the string will deform and

assume a spiral configuration (buckle). Parameter regions corresponding to deformations in the

string will be defined as regions of instability. We are in essence looking at the Sturm-Liouville

eigenvalue problem
ρV 2

0

d2u(s)

ds2
− d

ds

(
P0

du(s)
ds√

1−
∣∣∣du(s)ds

∣∣∣2
)

+ iI0B0
du(s)

ds
= 0, where 0 <s< ℓ,

u(0) = u(ℓ) = 0.

A possible solution of the static nonlinear equation above can have the form

u(s) = A+Beiγs, (3.1)

where A and B are constants, and the parameter γ satisfies the condition

P0γ√
1− γ2|A|2

= ρV 2
0 γ + I0B0. (3.2)

Applying the boundary conditions above results in A = −B and γ = λk =
2πk

ℓ
, k = ±1,±2, . . . .
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If the parameters of equation (2.9) satisfy condition (3.2), then equations (2.9)-(2.10) will have

nontrivial solutions, u(s). In this case, the string has a configuration (nontrivial solution) that

is a superposition of the basis functions, ϕk(x), k = 1, 2, . . ., corresponding to eigenvalues, λk.

Physically this means if parameters satisfy (3.2), then the string enters a buckling regime. Buckling

is a result of stresses caused by compression. This implies that the magnetic field, current, and

axial pulling speed can be selected such that buckling is avoided. Returning to the discussion of

particle accelerators and fusion reactors, note that parameters preserving the straight-line form of

the string will be vital for stability in these systems.

Now consider the string is in a fixed time (static) with the assumption that the magnitude of

perturbation is negligible compared to the length of the entire string (linear). The static linearized

problem is given by
(
1− ρV 2

0

P0

)
d2u(s)

ds2
− i

I0B0

P0

du(s)

ds
= 0, where 0 <s< ℓ,

u(0) = u(ℓ) = 0.

This is a generalization of Wolfe’s linear study in [18], since we consider axial motion. We discuss

key results from [18] in Appendix B. Note that the static problem is analogous to the system (B.3),

(B.4). However, Wolfe’s boundary conditions only fixed the left endpoint but allowed the right to

be arbitrary. This leads to branches of nontrivial solutions (bifurcations).

Similar to (3.2), assuming the solution form (3.1) in the linear static case gives the buckling condition

ρV 2
0

P0

+
I0B0

P0γ
= 1, (3.3)

which can also be obtained from (3.2) by assuming 1− γ2|A|2 ≈ 1. Using the boundary conditions,

we have γ = λk =
2πk

ℓ
, for k = ±1,±2, . . .. Equation (3.3) can be solved for the eigenvalue (or

bifurcation parameter), which gives

γ =
I0B0/P0

1− ρV 2
0 /P0

. (3.4)

Note in [18], the system was dimensionless and neglected axial motion, the eigenvalue was λ = IB.

Every solution in the linear static case can be generated by basis functions corresponding to the
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eigenvalues λk. The condition for straight, unbuckled solutions in the linear static case is

ρV 2
0

P0

+
I0B0

P0λk
< 1. (3.5)

When parameters are chosen outside of the region described in (3.5), the string will undergo a defor-

mation. The shape of the string will depend on the structure of the eigenfunctions ϕk(s) correspond-

ing to the eigenvalues λk. The parametric representation of the basis functions corresponding to

these eigenvalues are shown below. In figures 3.1–3.3, let s = xk(s), Reϕk(s) = 1−cos(λks) = yk(s),

and Imϕk(s) = − sin(λks) = zk(s), for k = 1, 2, 3 . When (3.5) is satisfied, we have condition

0 <
I0B0/P0

1− ρV 2
0 /P0

<
2π

ℓ
.

Parameters satisfying this condition will result in trivial solutions, i.e., the string will remain

straight. For parameters outside this interval, the string will deform.
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Figure 3.1: ϕk(s) plotted parametrically for k = 1 with ℓ = 1. In this case, the parameter rela-
tionship or eigenvalues satisfy 2π < I0B0/P0

1−ρV 2
0 /P0

< 4π. Physically this means for parameters in the
aforementioned interval, the string will have a kink or one spiral corresponding to ϕ1(s).
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Figure 3.2: ϕk(s) plotted parametrically for k = 2 with ℓ = 1. In this case, the parameter rela-
tionship or eigenvalues satisfy 4π < I0B0/P0

1−ρV 2
0 /P0

< 6π. Physically this means for parameters in the
aforementioned interval, the string will have two kinks or spirals corresponding to ϕ2(s).
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Figure 3.3: ϕk(s) plotted parametrically for k = 3 with ℓ = 1. In this case, the parameter rela-
tionship or eigenvalues satisfy 6π < I0B0/P0

1−ρV 2
0 /P0

< 8π. Physically this means for parameters in the
aforementioned interval, the string will have three kinks or spirals corresponding to ϕ3(s).
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For the linear static case, if we assume no axial motion, V0 = 0, one arrives at the case studied in [18].

As previously mentioned, the main difference is that our study assumes fixed boundary conditions

(we let b = 0 in boundary condition (B.4)). This results in a discrete number of bifurcation points

at which the string is deformed (i.e., λk = 2πk/ℓ, k = 1, 2,. . .). In [18], Wolfe assumes that the right

boundary point is fixed at an arbitrary point (b ≥ 1), which leads to branches at which nontrivial

(deformed) solutions occur. Our results are compared with [18] in table 3.1, where N̂(b) describes

the tension at a given point. The remaining results and notation for Wolfe’s system are shown in

Appendix B.

Our System Wolfe’s System

Assumptions

Current carrying, axially moving string in a 
magnetic field in a linear static setting.
Boundary conditions are u(0)=u(𝒍)=0.

Dimensionless current carrying string in a 
magnetic field in a linear static setting. 
Boundary Conditions are u(0)=0, u(𝒍)= b.

Eigenvalues ϒ= 
ൗ

𝑰𝟎𝑩𝟎
𝑷𝟎

𝟏 − ൗ
ρ𝑽𝟎

𝑷𝟎

, λ𝑘 =
𝟐𝝅𝒌

𝒍
λ = 𝑰𝑩, λ𝑚 =

𝟐𝝅𝒎෡𝑵(𝒃)

𝒃

Bifurcation
of solutions λ1 =

𝟐𝝅

𝒍
λ2 =

𝟒𝝅

𝒍

Note: We get discrete points of bifurcation since 
we fix both boundary conditions. 

λ3 =
𝟔𝝅

𝒍
… …λ1 λ2 λ3

Note: Wolfe’s case considers an arbitrary 
right boundary point. Thus the bifurcation 
diagram gives regions of bifurcation. 

λ

v−b

λ

y

Table 3.1: Comparison with Wolfe’s results in [18]

3.2 Dynamic Linear Stability

In general, it is difficult to determine a condition for dynamic stability of the nonlinear problem

(2.9)–(2.10). Dynamic instability is associated with an unbounded increase in the amplitude of

the vibrations. We derive a condition for dynamic stability of the linearized problem (2.10)–(2.11),

given by
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
ρ

P0

∂2u(s, t)

∂t2
+
ρη

P0

∂u(s, t)

∂t
+

2ρV0
P0

∂2u(s, t)

∂s∂t
=

(
1− ρV 2

0

P0

)
∂2u(s, t)

∂s2
− i

I0B0

P0

∂u(s, t)

∂s
,

u(0, t) = u(l, t) = 0,

where 0 < s < ℓ. The stability of this case is defined as follows; let Ẽ(t) be defined as in (C.12),

Definition We say that a solution u(s, t) is stable if given any C > 0, there exists a δ > 0 such

that if Ẽ(0) < δ, then Ẽ(t) < C for all t > 0. Otherwise, the solution u(s, t) is called unstable.

Initially bounded solutions can also be regarded as having limited energy, as discussed in Appendix

C. The energy argument amounts to having solutions satisfying boundedness in the L2-space.

Consider solutions for (2.10)–(2.11) of the form

u(s, t) = Aeγ1s+iωt +Beγ2s+iωt, (3.6)

where A and B are constants, a =
ρ

P0

, b = 2aV0, c = 1− aV 2
0 , λ =

I0B0

2P0

, and

γ1,2 =
i(λ+ bω)±

√
−(λ+ bω)2 − 4acω2

2c
.

The factors eγ1s and eγ2s are limited or bounded in the interval 0 ≤ s ≤ ℓ as t → ∞. This implies

that the stability of u(s, t) depends on ω. In this context, ω is a complex number, i.e., ω = ωR+ iωI ,

where ωR and ωI are real. Thus we have eiωt = eiωRte−ωI t. Since |eiωRt| = 1 <∞, we conclude that

the stability must depend on ωI as t→ ∞. This suggests three distinct cases can occur. If ωI > 0,

then e−ωI t → 0 as t → ∞, and the solution will be stable. If ωI < 0, then e−ωI t → ∞ as t → ∞,

and the solution will be unstable. If ωI = 0, then e−ωI t = 1 as t → ∞. The solution in this case

will give a limit cycle, so the solution can be stable or unstable. Determination of stability in this

case requires an additional investigation of the nonlinear terms in equation (2.9).

Using nontrivial solutions of the form (3.6) in (2.10)-(2.11), results in a linear system. The dimen-

sionless determinant of that system is given by

4Ω2 + 4β
√
αΩ + β2 − (1− α)2 = 0, (3.7)

where Ω = ω/Ω0, Ω0 = λk
√

1/a, β = 2λ/λk, λk = 2πk/l, and α = aV 2
0 . In (3.7) we assume β ≥ 0
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and 0 ≤ α ≤ 1. Using equation (3.7), leads to the condition for the dynamic stability

(
I0B0

λkP0

)2

+
ρV 2

0

P0

< 1. (3.8)

Notice that conditions (3.5) and (3.8) for linear static and dynamic stability are different (shown

in figures 3.4 and 3.5, respectively). This divergence between the linear and nonlinear stability

regions suggests that this system is nonconservative. Consequently, the energy is not preserved.

This observation is expected since a dissipative force (viscosity) influences the system over time.

Furthermore, the magnetic field can act as a damping force. Such observations are considered in

Appendix C.

η1

η2

1

1

η2 = 1 − η1

Figure 3.4: The stability region of the static linear equation. The condition is given by equation
(3.5), where, ρV 2

0

P0
= η1 and I0B0

P0λk
= η2.
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η2

1

1

η2 = (1 – η1)1/2

η1

Figure 3.5: Stability region of the dynamic linear equation. The condition is given by equation
(3.8), where, ρV 2

0

P0
= η1 and I0B0

P0λk
= η2.

Returning to the discussion of dynamic stability, notice in equation (3.7), Im(Ω) is analogous to ωI .

Thus Im(Ω) will give an indication of the system’s stability. Equation (3.7) has two complex roots:

Ω1,2(α, β) =
−β

√
α±

√
β2α− β2 + (1− α)2

2
. (3.9)

If the discriminant, D(α, β) = β2α − β2 + (1 − α)2, is positive, the roots Ω1 and Ω2 are real

and the solution u(s, t) is periodic. As previously mentioned, stability in the periodic case can be

investigated by analyzing the nonlinear terms in equation (2.9).

To arrive at a general result for the roots of equation (3.7), we consider specific cases of (3.9).

Suppose α = 0 and β is increased from 0 to ∞. The solutions to equation (3.7) will be given by

ΩI(0, β) =
−
√

1− β2

2
and ΩII(0, β) =

√
1− β2

2
. (3.10)

We can investigate the behavior of the roots as β → ∞. The approximate trajectories of the roots

of equation (3.7) in this case are shown in figure (3.6). For 0 < β < 1, the roots are real numbers,

but for β > 1 the roots lie on the Im(Ω) axis.

As an example, consider the case for α = 1/9 and β → ∞. The approximate root trajectories
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𝑰(𝟎, 𝟎) 𝑰(𝟎, Τ𝟏 𝟐)

𝑰(𝟎, 𝟏) = 𝑰𝑰(𝟎, 𝟏) 𝑰𝑰(𝟎, Τ𝟏 𝟐) 𝑰𝑰(𝟎, 𝟎)

Im

Re

Ω Ω

Ω

Ω Ω Ω Ω Ω
-1/2 -4/9 1/24/90

Figure 3.6: Approximate trajectory of the roots given in equation (3.10) with α = 0 and β → ∞.
The arrows on the trajectories indicate the direction of the roots as β is increased.

are shown in figure 3.7. In this case, the point at which the branches of solutions split is shifted.

Furthermore, after leaving the real axis, the roots do not approach the imaginary axis, as in the

previous case.

𝑰(𝟎, 𝟎) 𝑰(𝟎, Τ𝟏 𝟐)

𝑰(𝟎, 𝟏) = 𝑰𝑰(𝟎, 𝟏) 𝑰𝑰(𝟎, Τ𝟏 𝟐) 𝑰𝑰(𝟎, 𝟎)

Im

Re

Ω

Ω

Ω Ω Ω Ω Ω
-1/2 -4/9 1/24/9

Ω𝐼(𝟏/𝟗, 𝟎)

Ω𝐼𝐼(𝟏/𝟗, 𝟎)

Ω𝐼(1/9, Τ𝟖 𝟗) = Ω𝐼𝐼(1/9, Τ𝟖 𝟗)

-4/9

Figure 3.7: Approximate trajectory of the roots given in equation (3.10) with α = 1/9 and β → ∞.
The arrows on the trajectories indicate the direction of the roots as β is increased.

In figure 3.8, the approximate trajectories of the roots of equation (3.7) are shown in the complex

plane Ω, fora range of values where 0 ≤ α ≤ 0.25 and β increasing from 0 to ∞. When β = 0, the

motion of the roots start from points A and A1. Points B and B1 correspond to β = β0 =
√
α(1− α),
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points C and C1 correspond to β = β0S = 1 − α, and point D corresponds to β = β0D =
√
1− α.

When the parameter β increases from 0 to β = β0D the roots of equation (3.7) move through the

Re(Ω) axis, describing stable solutions for the motion of the string. Starting from point D, where

β = β0D the roots of equation (3.7) come out to the complex plane and the vibration of the string

increases with time. As the imaginary components of the roots increase the string looses stability.

The value β = β0S corresponds to static instability, which coincides with equation (3.5). As we can

see β0S < β0D, so the static and dynamic problems give different ranges for stability of the string.

Here, stability is defined in the sense that the string is in a straight-line form, or attains a straight-

line form over time. Similar behavior of roots can be observed for 0.25 ≤ α ≤ 0.5. In this case,

ΩI(α, β0) < ΩI(α, β0C) < ΩI(α, 0) < ΩI(α, β0D), and for 0.5 ≤ α ≤ 1 it is necessary to take into

account that ΩI(α, β0) < ΩI(α, β0C) < ΩI(α, β0D) < ΩI(α, 0).

B A C D B1 A1C1

ImΩ

ReΩ

Ω𝐼𝐼(α,𝜷)

Ω𝐼(α,𝜷𝟎𝑫) = Ω𝐼𝐼(α,𝜷𝟎𝑫)

Ω𝐼(α,𝜷)

Ω𝐼𝐼(α,𝜷𝟎𝑪) Ω𝐼𝐼(α,𝜷𝟎) Ω𝐼𝐼(α,𝟎)
Ω𝐼(α,𝜷𝟎) Ω𝐼(α,𝟎) Ω𝐼(α,𝜷𝟎𝑪)

Figure 3.8: Approximate trajectory of the roots of equation (3.7) for 0 ≤ α ≤ 0.25 and 0 ≤ β <∞.

In summary, we have found the conditions for which the straight-line form of the string buckles in

the dynamic linear case. The condition for dynamic stability is described in (3.8).
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Investigation of Equilibrium States

The general nonlinear equation (2.9) with boundary conditions (2.10) is difficult to study di-

rectly. So we apply Galerkin Orthogonalization process to equation (2.9) and consider one mode

approximations of the solution. We represent the solution of (2.9) in the form

u(s, t) =
∞∑
n=0

An(t)Φn(s), (4.1)

where Φn(s) = eiλns, λn = 2πn/l (n = 0, 1, . . .). From the boundary conditions (2.10) we have
∞∑
n=0

An(t) = 0. We introduce the following scalar product ⟨a, b⟩ = 1

l

∫ l

0
a(t)b(t)dt, where the function

b(t) is the complex conjugate of b(t). Later we will keep two modes of (4.1) (the members with indices

n = 0 and n = m). Substituting Equation (4.1) into (2.9) and applying Galerkin Orthogonalization

procedure we obtain the following ordinary nonlinear differential equation for the amplitude of

vibration of the string:

d2An(t)

dt2
+ (η + 2iV0λn)

dAn(t)

dt
− V 2

0 An(t)λ
2
n −

I0B0λnAn(t)

ρ
+

P0An(t)λ
2
n

ρ
√
1− |An(t)|2λ2n

= 0. (4.2)

After denoting t = τ

Ω0

and taking into account that P0λ
2
n

ρ
= Ω2

0 equation (4.2) will take the form

d2An

dτ 2
+

(
η

Ω0

+
2iV0λn
Ω0

)
dAn

dτ
−
(
V 2
0 ρ

P0

+
I0B0

λnP0

)
An +

An√
1− |An|2λ2n

= 0. (4.3)

Equation (4.3) can be written in the non-dimensional form

Ä⋆(τ) + (µ0 + iv0)Ȧ⋆(τ)− Ω2
1A⋆(τ) +

A⋆(τ)√
1− |A⋆(τ)|2

= 0, (4.4)

23
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where λnAn(τ) = A⋆(τ), v0 =
2V0λn
Ω0

, Ω2
1 =

B0I0
λnP0

+
V 2
0 ρ

P0

, µ0 =
η

Ω0

, Ω2
0 =

P0λ
2
n

ρ
. If we denote

x1(τ) = ReA⋆(τ), x2 = ImA⋆(τ), x3 = ReȦ⋆(τ), and x4 = ImȦ⋆(τ), then the differential equation

(4.4) will obtain the form



ẋ1 = x3

ẋ2 = x4

ẋ3 = −µ0x3 + v0x4 + Ω2
1x1 −

x1√
1− (x21 + x22)

ẋ4 = −µ0x4 − v0x3 + Ω2
1x2 −

x2√
1− (x21 + x22)

(4.5)

The equilibrium points for the system (4.5) are as follows:

1) If Ω2
1 − 1 < 0, there is only one equilibrium point, M0(x1 = 0, x2 = 0, x3 = 0, x4 = 0).

2) If Ω2
1 − 1 > 0 the equilibrium points are

M1(x1 = 0, x2 = 0, x3 = 0, x4 = 0), M±
⋆ (x1 = 0, x2 = ±x0, x3 = 0, x4 = 0), or

M±
⋆⋆(x1 = ±x0, x2 = 0, x3 = 0, x4 = 0), where x0 =

√
Ω4

1 − 1

Ω4
1

.

To investigate behavior of the solution in the vicinity of the obtained points in the general case, we

must solve and study the fourth order equation. RepresentingA⋆(τ) in polar form, A⋆(τ) = ρ(τ)eiθ(τ)

and separating the real and imaginary parts of equation (4.4), we obtain


ρ̈− ρθ̇2 + µ0ρ̇− v0ρθ̇ − Ω2

1ρ+
ρ√

1− ρ2
= 0

2ρ̇θ̇ + ρθ̈ + v0ρ̇+ µ0ρθ̇ = 0

(4.6)

In the particular case when µ0 = 0, it is easy to see that if θ = −v0
2
τ + θ1 (θ1 = constant) then the

second equation in (4.6) becomes an identity and the first equation has the form

ρ̈+ ρ

(
v20
4

− Ω2
1

)
+

ρ√
1− ρ2

= 0. (4.7)

Equation (4.7) has the following equilibrium points:
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1) If n0 + 1 > 0 there is only one equilibrium point M0(x1 = 0, x2 = 0), where n0 =
v20
4

− Ω2
1.

2) If n0 + 1 < 0 we have M1(x1 = 0, x2 = 0), M2(x1 = ±√x0, x2 = 0), where x0 =
n2
0 − 1

n2
0

.

The point M0 is a center and M1 is a saddle point. The point M2(x1 = ±√x0, x2 = 0) is a center

(i.e. phase curves in this case have the form ρ̇2 + n0ρ
2 − 2

√
1− ρ2 = constant).

We can investigate the behavior of the string through numerical calculations of equation (4.4).

Figures 4.1-4.4 consider the case v0 = 2V0λn

Ω0
= 0, and Ω1 =

√
B0I0
λnP0

+
V 2
0 ρ

P0
= 0.1. Figures 4.5-4.8

assume v0 = 2V0λn

Ω0
= 0, and Ω1 =

√
B0I0
λnP0

+
V 2
0 ρ

P0
= 1.1. Figures 4.9-4.12 consider v0 = 2V0λn

Ω0
= 0.2,

and Ω1 =
√

B0I0
λnP0

+
V 2
0 ρ

P0
= 0.1. Figures 4.13-4.16 assume v0 = 2V0λn

Ω0
= 0.3, and Ω1 =

√
B0I0
λnP0

+
V 2
0 ρ

P0
=

0.1. Figures 4.17-4.20 assume v0 = 2V0λn

Ω0
= 0.3, and Ω1 =

√
B0I0
λnP0

+
V 2
0 ρ

P0
= 1.42. In each case we plot

the amplitude of solutions and the phase portrait. The red line represents the perturbation in the

z-direction, whereas the blue line represents the perturbation in the y-direction.

Notice the cases in shown in figures 4.1, 4.2, 4.5, and 4.6 result in periodic trajectories for all time,

since damping is neglected. When damping is applied, the string approaches a fixed orientation as

τ → ∞ (figures 4.3, 4.4, 4.7, and 4.8). The cases shown in figures 4.9, 4.10, 4.13, 4.14, 4.17, and

4.18 have show chaotic or pre-chaotic type behavior as τ → ∞. We examine period doubling of

solutions in these cases. Applying damping to these cases negates the chaotic behavior, causing the

system to converge to a fixed orientation; these cases are shown in figures 4.11, 4.12, 4.15, 4.16,

4.19, and 4.20. The idea of chaotic motion is further discussed in Chapter 5.
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Figure 4.1: Position in y, z vs time, τ , with no damping. The red line represents
the perturbation in the z-direction and the blue line represents the perturbation
in the y-direction.
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Figure 4.2: y′ vs y with no damping.
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Figure 4.3: Position in y, z vs time, τ , with damping, µ0 = 0.1.The red line
represents the perturbation in the z-direction and the blue line represents the
perturbation in the y-direction.
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Figure 4.4: y′ vs y with damping, µ0 = 0.1.
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Figure 4.5: Position in y,z vs time, τ , with no damping. The red line represents the
perturbation in the z-direction and the blue line represents the perturbation in the y-
direction.
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Figure 4.6: y′ vs y with no damping.
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Figure 4.7: Position in y,z vs time ,τ , with damping µ0 = 1.1. The red line
represents the perturbation in the z-direction and the blue line represents the
perturbation in the y-direction.

0.2 0.4 0.6
y

-0.15

-0.10

-0.05

0.05

0.10

0.15

y
′

Figure 4.8: y′ vs y with damping, µ0 = 1.1.
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Figure 4.9: Position in y, z vs time, τ , with no damping. The red line represents
the perturbation in the z-direction and the blue line represents the perturbation
in the y-direction.
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Figure 4.10: y′ vs y with no damping.
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Figure 4.11: Position in y,z vs time, τ , with damping µ0 = 0.1. The red line
represents the perturbation in the z-direction and the blue line represents the
perturbation in the y-direction.
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Figure 4.12: y′ vs y with damping, µ0 = 0.1.
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Figure 4.13: Position in y,z vs time, τ , with no damping. The red line represents
the perturbation in the z-direction and the blue line represents the perturbation
in the y-direction.
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Figure 4.14: y′ vs y with no damping.
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Figure 4.15: Position in y,z vs time, τ , with damping µ0 = 0.1. The red line
represents the perturbation in the z-direction and the blue line represents the
perturbation in the y-direction.
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Figure 4.16: y′ vs y with damping, µ0 = 0.1.
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Figure 4.17: Position in y,z vs time, τ , with no damping. The red line represents
the perturbation in the z-direction and the blue line represents the perturbation
in the y-direction.
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Figure 4.18: y′ vs y with no damping.
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Figure 4.19: Position in y,z vs time, τ , with damping µ0 = 0.1. The red line
represents the perturbation in the z-direction and the blue line represents the
perturbation in the y-direction.
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Figure 4.20: y′ vs y with damping, µ0 = 0.1.



Chapter 5

Nonlinear Vibrations of a Parametrically

Excited String in Resonance Cases

The goal of this chapter is to develop a criteria to characterize chaotic behavior in a string. To

this end, we begin by assuming that the current flowing through the string is given by the expression

I0 = I01 + I02 cos(Ωτ), (5.1)

where I01, I02, and Ω are constants. Replacing I0 in (4.4) by (5.1), assuming motion with small

amplitudes, |A⋆|2λ2n ≪ 1, replacing
√

1− |A⋆|2λ2n ≈ 1+ |A⋆|2λ2n/2, and introducing X(τ) =
A⋆(τ)

ϵ
,

we obtain

Ẍ(τ) + ω2
0X(τ) = −ϵ

[
2(µ+ iv)Ẋ(τ) + g cos(Ωτ)X(τ) + αX(τ)|X(τ)|2

]
, (5.2)

where µ =
µ0

2ϵ
, v =

v0
ϵ

, ω2
0 = 1− I01B0

λnP0

− V 2
0 ρ

P0

, g = B0I02
ϵP0λm

, α =
λ2mϵ

2
, ϵ << 1.

In obtaining (5.2) we were limited by the cubic approximation for the amplitude of vibration. We

will investigate (5.2) near resonance vibrations by considering the cases

I) Ω ≃ ω0, and

II) Ω ≃ 2ω0.

If we assume Ω ≃ ω0, then we are investigating the first natural frequency of the linear system.

Similarly, Ω ≃ 2ω0 is the second natural frequency.

A system under resonance vibration will have increasing amplitudes over time. In general, there

36
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is no criteria to categorize chaos in an arbitrary system. However, as mentioned by Moon in [12],

period doubling is a route to chaotic behavior. Thus we develop criteria to identify period doubling

and criteria for which the solutions near Ω ≃ ω0 and Ω ≃ 2ω0 are stable.

5.1 Resonance Vibrations of the String Near the Base State

In the base state Ω ≃ ω0, and we assume

Ω2 = ω2
0 + ϵσ1, (5.3)

where σ1 is a detuning parameter. Equation (5.2) then takes the form

Ẍ + Ω2X = ϵ[σ1X − 2(µ+ iv)Ẋ − g cos(Ωτ)X − αX|X|2]. (5.4)

Using the Method of Multiple Scales (MMS) from [14] to approximate the solution of equation

(5.4). We represent the solution of (5.4) as an expansion

X(τ, ϵ) = X0(T0, T1, T2) + ϵX1(T0, T1, T2) + . . . , (5.5)

where Tn = ϵnτ, n = 0, 1, . . .. Derivatives with respect to time take the forms

d

dτ
= D0 + ϵD1 + ϵ2D2 + . . . ,

d2

dτ 2
= D2

0 + 2ϵD0D1 + ϵ2(2ϵD0D2 +D2
1) + . . . , (5.6)

where Dn = ∂/∂Tn. Substituting (5.5), (5.6) into (5.4) and equating the coefficients of like ϵ, we

obtain

D2
0x0 + Ω2x0 = 0 (5.7)

D2
0x1 + Ω2x1 = 2σx0D0D1x0 − 2(µ+ iv)D0x0 − αx̄0x

2
0 −

gx0
2

(e−iΩT0 + eiΩT0) (5.8)
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D2
0x2 + Ω2x2 = σx1 − 2D0D2x0 −D2

1x0 − 2D0D1x1 − 2(µ+ iv)D0x1 (5.9)

−2(µ+ iv)D1x0 − α(x20x̄1 + x0x̄0x1)−
gx1
2

(e−iΩT0 + eiΩT0)

Consider solutions of equation (5.7) of the form

x0 = A(T1, T2)e
iΩT0 +B(T1, T2)e

−iΩT0 , (5.10)

where the coefficients A and B are functions of T1 and T2 at this level of approximation. These

functions are determined by imposing the solvability conditions at the next level of approximation.

By substituting x0 into equation (5.8) we obtain

∂2x1
∂T 2

0

+ Ω2x1 = eiΩT0

(
σ1A− 2iΩ

∂A

∂T1
− 2(µ+ iv)iΩA− αA|A|2 − 2αA|B|2

)
+eiΩT0

(
σ1B − 2iΩ

∂B

∂T1
− 2(µ+ iv)iΩB − αB|B|2 − 2αB|A|2

)
(5.11)

−g(A+B)

2
− αA2B̄e3iΩT0 − αB2Āe−3iΩT0 − gA

2
e2iΩT0 − gB

2
e−2iΩT0 .

Depending on the functions A and B the particular solutions of equation (5.11) may contain secular

terms. The conditions to eliminate these secular terms (the solvability condition) is

σ1A− 2iΩ
∂A

∂T1
− 2(µ+ iv)iΩA− αA|A|2 − 2αA|B|2 = 0, (5.12)

σ1B − 2iΩ
∂B

∂T1
− 2(µ+ iv)iΩB − αB|B|2 − 2αB|A|2 = 0. (5.13)

A particular solution of equation (5.11) is

x1 =
g(A+B)

2Ω2
+
αA2B̄

2Ω2
e3iΩτ +

αB2Ā

8Ω2
e−3iΩτ +

gA

6Ω2
e2iΩτ +

gB

6Ω2
e−2iΩτ . (5.14)
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Substituting equations (5.10) and (5.14) into (5.9) and eliminating secular terms from x2, results in

−2Ω
∂A

∂T2
+

[
(µ+ iv)2 +

σ2
1

4Ω2
+

g2

6Ω2

]
A+

g2B

4Ω2

+
α

2iΩ

[
− 2µ+ iv − iσ1

Ω

]
A
[
|A|2 + 2|B|2

]
+
α2A

8Ω2

[
2|A|4 + 6|AB|2 + 7|B|4

]
= 0, (5.15)

−2iΩ
∂B

∂T2
+

[
(µ+ iv)2 +

σ2
1

4Ω2
+

g2

6Ω2

]
B +

g2A

4Ω2

+
α

2iΩ

[
2µ− iσ1

Ω

]
B
[
|B|2 + 2|A|2

]
+
α2B

8Ω2

[
2|B|4 + 6|AB|2 + 7|A|4

]
= 0. (5.16)

To solve equations (5.12), (5.13), and (5.16), we combine them into one first order ordinary differ-

ential equation. This procedure is usually referred to as the method of reconstitution and involves

finding the ordinary differential equation that yields equations (5.12)–(5.16) when analyzed by the

MMS. The result is

−2iΩȦ+ ϵ
{
σ1 − 2iΩ(µ+ iv)− α

[
|A|2 + 2|B|2

]}
A+ ϵ2

{[
(µ+ iv)2 +

σ2
1

4Ω2
+

g2

6Ω2

]
A

+
g2B

4Ω2
+

α

2iΩ

[
− 2µ+ iv − iσ1

Ω

]
A
[
|A|2 + 2|B|2

]
+
α2A

8Ω2

[
2|A|4 + 6|AB|2 + 7|B|4

]}
= 0, (5.17)

2iΩḂ + ϵ
{
σ1 + 2iΩ(µ+ iv)− α

[
|B|2 + 2|A|2

]}
B + ϵ2

{[
(µ+ iv)2 +

σ2

4Ω2
+

g2

6Ω2

]
B +

g2A

4Ω2

+
α

2iΩ

[
2µ− iσ1

Ω

]
B
[
|B|2 + 2|A|2

]
+
α2B

8Ω2

[
2|B|4 + 6|AB|2 + 7|A|4

]}
= 0. (5.18)

Substituting Equation (5.10) and (5.14) into (5.5) we find a second order approximation to the

solution of (5.4)

X(τ, ϵ) ≡ Xω0(τ, ϵ) = AeiΩτ +Be−iΩτ (5.19)

+ϵ

{
− g(A+B)

2Ω2
+
αA2B̄

8Ω2
e3iΩτ +

αB2Ā

8Ω2
e−3iΩτ +

gA

6Ω2
e2iΩτ +

gB

6Ω2
e−2iΩτ

}
+O(ϵ2).

The stationary regime, which represents a limit circle or auto-oscillation regime, is obtained from

(5.17) and (5.18) when Ȧ = Ḃ = 0. Note that the equation (5.4), describing the stationary regime,

can be solved numerically.
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5.2 Resonance Vibrations of the String Near the Main State

Now consider Ω ≃ 2ω0. We introduce the detuning parameter σ2:

Ω2 = 4(ω2
0 + ϵσ2), (5.20)

Similar to the solution X(t) in the base case, we obtain

X(τ, ϵ) ≡ X2ω0(τ, ϵ) = Ae
iΩτ
2 +Be−

iΩτ
2 +ϵ

{(
αA2B̄

2Ω2
+
gA

4Ω2

)
e

3iΩτ
2 +

(
αB2Ā

2Ω2
+
gB

4Ω2

)
e−

3iΩτ
2

}
+O(ϵ2).

(5.21)

Functions A and B are defined in the first approximation by

−iΩȦ+ ϵ

{[
σ2 − iΩ(µ+ iv)− α

(
|A|2 + 2|B|2

)]
A− gB

2

}
+O(ϵ2) = 0 (5.22)

iΩḂ + ϵ

{[
σ2 + iΩ(µ+ iv)− α

(
|B|2 + 2|A|2

)]
B − gB

2

}
+O(ϵ2) = 0. (5.23)

The stationary or stable regime is obtained from equations (5.22) and (5.23) when Ȧ = Ḃ = 0.

5.3 Stability of Solutions Near Base State and Main State

Recall the base and main states are considering Ω ≃ ω0 and Ω ≃ 2ω0, respectively. In sections

5.1 and 5.2, solutions Xω0(τ, z) and X2ω0(τ, z) were obtained from equation (5.2) when Ω is close to

ω0 and 2ω0, respectively. Both solutions depend on A and B, which in turn satisfy equations (5.17)

and (5.18), or (5.22) and (5.23). Steady state periodic solutions correspond to Ȧ = Ḃ = 0, the

stationary points of these equations. Note that the trivial solutions with A = B = 0 is a possible

stationary point (straight-line form of the string) for equations (5.17), (5.18) and (5.22), (5.23).

Let’s now investigate the stability of the trivial solution for equations (5.17) and (5.18). After

neglecting nonlinear terms, the equations take the form

− 2iΩȦ+ ϵ
[
σ1 − 2iΩ(µ+ iv)

]
A+ ϵ2

[
(µ+ iv)2 +

σ2
1

4Ω2
+

g2

4Ω2

]
A+

ϵ2g2B

4Ω2
= 0, (5.24)
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− 2iΩḂ + ϵ
[
σ1 − 2iΩ(µ+ iv)

]
B + ϵ2

[
(µ+ iv)2 +

σ2
1

4Ω2
+

g2

4Ω2

]
B +

ϵ2g2A

4Ω2
= 0. (5.25)

Separating the real and imaginary parts in equations (5.1) and (5.2) where, A = Ar + iAi, B =

Br + iBi, results in four linear differential equations with respect to Ar, Ai, Br, Bi. Considering

solutions of the form

(Ar, Ai, Br, Bi) = (ar, ai, br, bi)e
ϵλt, (5.26)

results in an algebraic equation for the parameter λ:

∆ω0(λ, g,Ω, µ, γ) = detQ̂ = 0, (5.27)

whereQ11 = −Q22 = 2Ωλ+l1, Q13 = Q24 = Q31 = Q42 = 0, Q14 = Q23 = −Q32 = −Q41 = −r1,

Q21 = Q12 = −r0 − l0, Q43 = Q34 = r0 − l0, Q33 = −Q44 = 2Ωλ+ l2, r1 =
ϵg2

4Ω2
,

r0 = σ1 +
ϵσ2

1

4Ω2
+ ϵµ2 +

ϵg2

6Ω2
− ϵv2, l0 = 2vΩ, l1 = 2µ(Ω− ϵv), and l2 = 2µ(Ω + ϵv).

The trivial solution is stable when Re(λ) < 0. Instability starts when Re(λ) > 0. The line Re(λ) = 0

describes a nontrivial curve in the plane (g,Ω) which separates the stable and unstable domains.

When v = 0 the nontrivial curve has the form

lω0 =

(
ϵg2

4Ω2

)2

−
(
σ1 +

ϵσ2
1

4Ω2
+ ϵµ2 +

ϵg2

6Ω2

)2

− 4Ω2µ2 = 0. (5.28)

An analogous investigation of the stability of the trivial solution near frequency Ω = 2ω0 results in

the characteristic equation

∆2Ω0(λ, g,Ω, µ, γ) = detR̂ = 0, (5.29)

where R11 = −R22 = −Ωλ− γ2, R12 = R21 = γ1, R14 = R23 = R32 = R41 = −g
2
,

R13 = R31 = R24 = R42 = 0, R33 = −R44 = Ωλ+R1 + 2µΩ, R34 = R43 = R0 − 2vΩ,

R0 = σ2 + vΩ + ϵ

(
µ2 − v2 +

σ2
2

Ω2
− 3g2

8r2

)
, and R1 = −µ(2ϵv + Ω). The nontrivial

curve is described by

I2ω0 =
[
Ω2µ2 + δ22

]2 − (g
2

)2{
2
(
Ω2µ2 + δ22

)
−
(
g

2

)2}
= 0, (5.30)



42 Chapter 5. Nonlinear Vibrations of a Parametrically Excited String in Resonance Cases

where δ1 = σ1 + ϵ

(
µ2 +

σ2
1

4Ω2
+

g2

6Ω2

)
, δ2 = σ2 + ϵ

(
µ2 +

σ2
2

4Ω2
− g2

6Ω2

)
.

The approximate curves in the (g,Ω) plane are shown in figure 5.1 The instability domain is shown

by dashed lines. The curves lω0 = 0 and l2ω0 = 0 are bifurcation curves. The curves in figure 5.1

are for the case where σ1 = σ2 = µ = 0.1 and ϵ = 0.01.

0

4

8

1 2 3 4



g

I
2

0

=0

I

I


0

=0


2


1

Figure 5.1: Instability regions for ∆1 near Ω ≃ ω0 and ∆2 near Ω ≃ 2ω0. This plot assumes
σ1 = σ2 = µ = 0.1 and ϵ = 0.01.

The domain ∆1 is an unstable domain near the frequency Ω = ω0, whereas ∆2 is an unstable domain

near the frequency Ω = 2ω0. As previously mentioned, when the frequency of periodic vibration

doubles, a pre-chaotic state is expected, Moon [12]. Thus we conclude that the domain ∆2 is a

region for the parameters leading a pre-chaotic state.

The pre-chaotic behavior in the sense of frequency vibrations has been analyzed. Domains of

parameters for chaotic behavior have been defined.



Chapter 6

Traveling Wave Solutions

When an infinite string is perturbed (or plucked) from an initial straight-line form, a wave

is propagated through the string by subsequent particle interactions. A crest and trough travel

through the string in both axial directions from the point of perturbation. The wave or pattern

that travels through the infinite string is called a traveling wave. In this chapter, we assume traveling

wave solutions for our system in an infinite setting. We will use the traveling wave solutions to

compute corresponding wave speeds. After linearizing equation (2.9), we consider two cases; the

first neglects viscosity and axial motion, where as the second only neglects viscosity.

6.1 Dead Interval for wavelength

To compute wave speeds, we will treat the nonlinearity in equation (2.9) and find the traveling

wave solutions. First consider the full nonlinear equation (2.9)

ρ

[
∂2u(s, t)

∂t2
+ η

∂u(s, t)

∂t
+ 2V0

∂2u(s, t)

∂s∂t
+ V 2

0

∂2u(s, t)

∂s2

]
=

∂

∂s

(
P0
∂u(s, t)

∂s√
1−

∣∣∣∂u(s,t)∂s

∣∣∣2
)

− iI0B0
∂u(s, t)

∂s
.

The nonlinearity in equation (2.9) is evaluated as follows:

∂

∂s

(
P0
∂u

∂s√
1−

∣∣∂u
∂s

∣∣2
)

= P0
∂2u

∂s2
1√

1−
∣∣∂u
∂s

∣∣2 − P0

2

∂u

∂s

[
1−

∣∣∣∣∂u∂s
∣∣∣∣2]−3/2[

∂ū

∂s

∂2u

∂s2
+
∂u

∂s

∂2ū

∂s2

]
(6.1)
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where ū is the conjugate of u and |∂u
∂s
|2 = ∂u

∂s
∂ū
∂s

. Applying Taylor series approximation to equation

(6.1) leads to

∂

∂s

(
P0
∂u

∂s√
1−

∣∣∂u
∂s

∣∣2
)

≃ P0
∂2u

∂s2

[
1 +

1

2

∂u

∂s

∂ū

∂s

]
+
P0

2

∂u

∂s

[
∂ū

∂s

∂2u

∂s2
+
∂u

∂s

∂2ū

∂s2

][
1 +

3

2

∂u

∂s

∂ū

∂s

]

= P0
∂2u

∂s2
+ P0

∂u

∂s

∂ū

∂s

∂2u

∂s2
+
P0

2

(
∂u

∂s

)2
∂2ū

∂s2
+O(u5). (6.2)

Using equation (6.2) in (2.9) and neglecting high order terms gives

∂2u

∂t2
− c20

∂2u

∂s2
+ iλ

∂u

∂s
+ η

∂u

∂t
+ 2V0

∂2u

∂s∂t
− P0

∂u

∂s

∂ū

∂s

∂2u

∂s2
− P0

2

(
∂u

∂s

)2
∂2ū

∂s2
= 0 (6.3)

where c20 = P0

ρ
− V 2

0 , and λ = I0B0

ρ
.

To compute the wave speed corresponding to traveling wave solutions. We consider the case with

no axial motion, V0 = 0, and no viscosity, η = 0. So we are considering a current carrying

string in a magnetic field (the case considered in [11]). Traveling wave solutions have the form

u(s, t) ∼ u0e
i(ωt+ks). Neglecting η and V0, the wave speed is given by

v =

√
c20 −

λ

k
. (6.4)

This implies there is a cut-off region where waves do not propagate. The wave speed relationship

is shown in figure 6.1. Waves can only be propagated when k >
λ

c20
. If the wavelength, k ∈

[
0, λ

c20

]
there are no waves produced. Physically, the magnetic field is preventing wave formation.
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𝞴/𝒄𝟎
𝟐

𝒗 = 𝒄𝟎
𝟐 − 𝞴/𝒌

𝒄𝟎

𝒌

𝒗

Figure 6.1: Plot of wavelength versus wave speed. For waves to propagate the condition k > λ/c20

must be satisfied. Wave speed cannot exceed c0 =
√

P0

ρ
.

6.2 Double Wave Propagation

Consider solutions of the form u(s, t) = ψ(ξ), where ξ = ωt− ks. This change of variables reduces

equation (2.9) to

ω2d
2ψ

dξ2
+ ηω

dψ

dξ
− 2V0ωk

d2ψ

dξ2
+ V 2

0 k
2d

2ψ

dξ2
=
P0

ρ

[
− k

d

dξ

(
−kψ′√

1− k2|ψ′|2

)]
+ iλ

dψ

dξ
. (6.5)

the nonlinearity becomes

d

dξ

(
ψ′√

1− k2|ψ′|2

)
=
d2ψ

dξ2
+
k2

2

d

dξ

[
ψ′|ψ′|2

]
.

The governing equation is given by

ω2ψ′′ + ηωψ′ − 2ωkV0ψ
′′ + V 2

0 k
2ψ′′ = iλkψ′ +

P0

ρ
ψ′′ +

P0

ρ

k2

2

d

dξ

[
ψ′|ψ′|2

]
. (6.6)
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Let B0 = ω2− 2ωkV0+V 2
0 k

2− P0

ρ
and consider the linear case with η = 0. The governing equation

becomes

B0ψ
′′ − iλkψ′ = 0. (6.7)

Traveling wave solutions of equation(6.7) exist and have the form

ψ(ξ) = A2 + A1e
i λk
B0

(ωt−ks)
, (6.8)

for constants A1 and A2.

Now consider solutions to equation (2.11) of the form u(s, t) = u0e
i(ωt−ks), with η = 0. The equation

reduces to the form

− ω2 + 2V0ωk − k2V 2
0 +

P0

ρ
k2 + λk = 0. (6.9)

Computing the wave speed shows the propagation of two waves with speed


v1 = V0 +

√
P0

ρ
+ λ

k
,

v2 = V0 −
√

P0

ρ
+ λ

k
.

(6.10)

When V0 = 0, there is one wave with speed v =
√
c20 +

λ
k
. This corresponds to the wave speed in

equation (6.4), but with traveling wave solutions given by u(s, t) ∼ u0e
i(ωt−ks).Figure (6.2) displays

the wave speeds as functions of the wavelength.
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𝒗𝟏= 𝑽𝟎 + 𝒄𝟎
𝟐 − 𝞴/𝒌

𝑽𝟎 + 𝒄𝟎

𝒌

𝒗

𝑽𝟎 − 𝒄𝟎

𝒗𝟐= 𝑽𝟎 − 𝒄𝟎
𝟐 − 𝞴/𝒌

Figure 6.2: Plot of wavelength versus wave speed. Two waves are observed traveling in the same
direction, but at different speeds. Notice here we consider V0 < c0.



Chapter 7

Conclusion

Stability of lateral vibrations of a moving current-carrying conductive string in a homogeneous

magnetic field has been considered in this thesis. A nonlinear governing equation describing the

motion of the string was derived. Static and dynamic cases were investigated. A critical value for

stability of the static case has been found when uniform (along a string line) motion of a string

is unstable. This critical value depends on the speed of the motion, the applied magnetic field,

and the electrical current. The condition of dynamic instability is also obtained. The instability

conditions for the linear and dynamic static cases do not coincide.

Applying a Galerkin Orthogonalization procedure, a nonlinear ordinary differential equation has

been obtained for the amplitude of the nonlinear vibrations. The equilibrium points of this equa-

tion have been found, and the behavior of the solution in the vicinity of these points has been

investigated. Nonlinear resonance vibrations of a moving string have been investigated when a

non-stationary period current flows through the string. For an approximate solution the Method of

Multiple Scales has been applied. Resonant solutions have been derived from which the boundaries

of the unstable regions have been obtained. Domains of parameters have been defined when the

string falls into pre-chaotic motion (i.e. the frequency of vibrations is doubled).

Traveling wave solutions were used to compute the wave speeds in certain cases of the general

system. Certain cases considered were shown to produce no waves, indicating a dead-zone for

wave propagation. Another case showed double-wave propagation is produced when the string is

perturbed.
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Appendix A

The Wave Equation

As a preliminary step towards the governing equation derived in this thesis, we study the vibrations

of an elastic string fixed at two points ( a distance ℓ apart) with the following assumptions:

1. The string is homogeneous, i.e., the mass per unit length is constant,

2. The magnitude of the gravitational force is negligible to the tension force,

3. Each particle moves strictly vertically.

0

u(x,t)

𝓵x x+Δx

T1

T2

ϴ1

ϴ2

Figure A.1: Vibration of a string between two fixed points.

Let u(s, t) describe the deflection at any point x at time t > 0. Consider forces acting on a small

portion of the string, shown in figure A.1. T1 and T2 describe the tension forces acting at the two

points u(x, t) and u(x+∆x, t), respectively. Since there is no horizontal motion, the tension in the

horizontal direction is constant

T = T1 cos θ1 = T2 cos θ2 = constant. (A.1)
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Using Newton’s second law, we only have forces in the vertical direction described by

T2 sin θ2 − T1 sin θ1 = ρ∆x
∂2u

∂t2
, (A.2)

where ρ∆x is the mass, and ∂2u

∂t2
is the acceleration. Notice in this system,

tan θ1 =
(
∂u

∂x

)∣∣∣∣
x

and tan θ2 =
(
∂u

∂x

)∣∣∣∣
x+∆x

. (A.3)

Using equations (A.1)-(A.3) and taking ∆x→ 0, we obtain the one-dimensional wave equation

∂2u

∂t2
= c2

∂2u

∂x2
, (A.4)

where c2 = T
ρ
. Equation (A.4) is considered with boundary conditions

u(0, t) = u(ℓ, t) = 0. (A.5)

Similar to our investigation in Chapter 3, we can compute the eigenvalues. Through separation of

variables, we can compute the general solution of (A.4)-(A.5) and eigenvalues, which are λn =
cnπ

ℓ
,

n = 1, 2, . . .. The buckling nodes are shown in figure (A.2).

n = 1

n = 2

n = 3

0

0

0

𝓵

𝓵

𝓵

Figure A.2: Normal nodes of the string.



Appendix B

Derivation of String Equilibrium States

following P. Wolfe’s Approach

In [18], Wolfe presents the derivation and bifurcation analysis of an elastic conductor in a magnetic

field. The following is a summary of Wolfe’s approach and uses notation from [1]. These results are

contrasted with our results in Section 3.1.

Consider a nonlinearly elastic wire with natural length 1. Let s ∈ [0, 1] be the material point

of the string, and r̄(s) be the deformed position in Euclidean 3-space (spanned by {̂i, ĵ, k̂}). Let

v(s) = |r̄′(s)| and ē(s) =
r̄′(s)

v(s)
; note that ē(s) is the unit tangent to the wire at s. The endpoints

of the string are fixed at 0̄ and bk̂, for b ≥ 1 (in our system we assume b = 0). The current is given

by I, and the magnetic field is given by B̄ = Bk̂, for constant B. The force acting on the wire due

to the current and magnetic field (Laplace Force) is given by

f̄(s) = Ir̄′ ×Bk̂ = Ivē×Bk̂. (B.1)

The force exerted by the material point of (s, 1] on the material of [0, s] is denoted by n̄(s). Note

we assume the wire is perfectly flexible, thus n̄(s) = N(s)ē(s), where N(s) is the tension in the

wire at s. Futhermore, we assume the wire is nonlinearly elastic so the tension at s depends on the

stretch v(s), i.e. N(s) = N̂(v(s), s). The equilibrium equation (force balance) is

n̄′(s) + f̄(s) = 0. (B.2)
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Wolfe’s boundary value problem is to find r̄(s) such that

(N(s)ē)′ + Ivē×Bk̂ = 0̄, 0 < s < 1, (B.3)

r̄(0) = 0̄, r̄(1) = bk̂, b > 1. (B.4)

Note that (B.3)–(B.4) is analogous to the Sturm-Liouville problem stated in the beginning of Section

3.1. The boundary condition (B.4) at the right endpoint is varied by b, whereas in section 3.1 the

conditions are fixed at zero. Wolfe first considers the case of a homogeneous wire, i.e. he assumes

the N̂ is independent of s. Then equation (B.3) becomes

(N(s)ē)′ +N(s)ē+ λv(ē× k̂) = 0̄ (B.5)

where

λ = IB > 0. (B.6)

Wolfe shows that r̄(s) = bsk̂ is a trivial solution and derives states the following theorem

Theorem Suppose N = N̂(v) (homogeneous string). Let λ > 0, and v > b satisfy

vλ/N = 2πm, for m = 1, 2, . . . . (B.7)

Then (B.3) and (B.4) has solutions

r̄θ0(s) = (N/λ)[sin(θ0 + vλ/N)s− sin θ0] sinψî

+(N/λ)[cos θ0 − cos(θ0 + vλ/N)s] sinψĵ + v cosψsk̂, (B.8)

where 0 ≤ θ0 ≤ 2π and ψ = arccos (b/v).

Next, he considers the linear (static) case for this system. Similar to our results at the end of

Section 3.1, Wolfe finds the eigenvalues

λm = 2πmN̂(b)/b, (B.9)
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and the parametric representation of the eigenfunctions given by

x
(m)
1 = c1(1− cos 2πms) + c2 sin(2πms),

y
(m)
1 = −c1 sin 2πms+ c2(1− cos 2πms), (B.10)

z
(m)
1 = 0.

Note λm are bifurcation points of the equilibrium solutions. It’s assumed d
dv
(N̂(v)/v) > 0, so Wolfe

presents a bifurcation diagram describing the branches of nontrivial solutions. Essentially, for

0 < λ <
2πN̂(b)

b
, (B.11)

the conductor will have a straight-line, trivial solutions. If

2πN̂(b)

b
< λ <

4πN̂(b)

b
, (B.12)

then the string will have one spiral, or buckled node in the shape of the eigenfunction corresponding

to the first eigenvalue (m = 1). These results are compared with our linear static case in Section

3.1. Figure 3.1 contrasts our studies and assumptions.



Appendix C

Uniqueness and Energy for Certain

Cases of Our System

Consider the linear governing equation (2.11) with V0 = 0 and η = 0. Physically, we are neglecting

the axial motion and the viscosity on the string. Equation (2.11) becomes

∂2u(s, t)

∂t2
− c2

∂2u(s, t)

∂s2
+ iγ

∂u(s, t)

∂s
= 0, 0 ≤ s ≤ ℓ, (C.1)

where c2 = P0

ρ
, γ = λP0

ρ
, and λ = I0B0

P0
. Note that c =

√
P0

ρ
is the wave speed of the string. We

will show show uniqueness of solutions, and following [19] we will show the energy of this system

is bounded. This implies that the system is nonconservative, i.e. energy is dissipated over time.

Consider a change of variables s = ℓx, then equation (C.1) becomes

∂2u(x, t)

∂t2
− c21

∂2u(x, t)

∂x2
+ iγ1

∂u(x, t)

∂x
= 0, 0 ≤ x ≤, (C.2)

where c21 =
c2

ℓ2
, and γ1 =

γ

ℓ
. The initial conditions are given by


u(x, 0) = ϕ(x),

∂u(x, 0)

∂t
= ψ(x),

(C.3)

and boundary conditions 
α1u(0, t) + β1ux(0, t) = f1(t),

α2u(1, t) + β2
∂u(1, t)

∂x
= f2(t).

(C.4)
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We want to find the conditions on g(x, t), ϕ(x), ψ(x), f1(t), and f2(t) such that we have uniqueness

for solutions of (C.2) with initial conditions (C.3) and boundary conditions (C.4).

Now we make a transformation to a real valued system. Let u(x, t) = v(x, t)eH(x,t). With this form,

the differential equation reduces to

∂2v(x, t)

∂t2
− c21

∂2v(x, t)

∂x2
+ 2

∂v(x, t)

∂t

∂H(x, t)

∂t
+

[
iγ1 − 2c21

∂H(x, t)

∂x

]
∂v(x, t)

∂x

+

[(
∂H(x, t)

∂t

)2

+
∂2H(x, t)

∂t2
− c21

(
∂H(x, t)

∂x

)2

− c21

(
∂2H(x, t)

∂x2

)
+ iγ1

∂H(x, t)

∂x

]
v(x, t) = 0.

Letting H(x, t) =
iγ1
2c21

x+ δ(t), where δ(t) is arbitrary, we get

∂2v(x, t)

∂t2
− c21

∂2v(x, t)

∂x2
+ 2

∂v(x, t)

∂t
δ′(t) +

[
δ′(t)2 + δ′′(t)− γ21

4c21

]
v(x, t) = 0. (C.5)

Consider the two cases:

(i) δ′(t) = 0:

⇒ ∂2v(x, t)

∂t2
− c21

∂2v(x, t)

∂x2
− γ21

4c21
v(x, t) = 0. (C.6)

(ii) δ′(t) = constant = γ1
2c1

:

⇒ ∂2v(x, t)

∂t2
− c21

∂2v(x, t)

∂x2
+ η1

∂v(x, t)

∂t
= 0, (C.7)

where η1 =
γ1
c1
> 0.

Note equation (C.6) is the classical wave equation with damping. To show uniqueness of u(x, t) one

would show uniqueness of v(x, t) in cases (i) and (ii). We will only consider the second case.
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C.1 Uniqueness and Bounded Energy

Consider case (ii). We want to show uniqueness for the following



∂2v(x, t)

∂t2
− c21

∂2v(x, t)

∂x2
+ η1

∂v(x, t)

∂t
= 0,

v(x, 0) = ϕ0(x),

∂v(x, 0)

∂t
= ϕ1(x).

(C.8)

We assume −∞ < x < ∞. Suppose v1(x, t) and v2(x, t) satisfy (C.7), and let w(x, t) = v2(x, t) −

v1(x, t). We want to show that w(x, t) = 0 for uniqueness. The system we are now considering is



∂2w(x, t)

∂t2
− c21

∂2w(x, t)

∂x2
+ η1

∂w(x, t)

∂t
= 0,

w(x, 0) = 0,

∂w(x, 0)

∂t
= 0.

(C.9)

Let L(w) = ∂2w

∂t2
− c21

∂2w

∂x2
+ η1

∂w

∂t
= 0. Now we construct the following integral as in [19],

E =

∫ ∞

−∞

[
L(w)

dw

dt

]
dx = 0. (C.10)

Note the following
∂w

∂t

∂2w

∂t
=

1

2

(
∂w

∂t

)2

,

∫ ∞

−∞

∂w

∂t

∂2w

∂x2
dx = −1

2

∫ ∞

−∞

∂

∂t

(
∂w

∂t

)2

dx,

and

vi(±∞, t) = 0,
∂vi(±∞, t)

∂t
= 0, i = 1, 2.

The governing equation in system (C.9) becomes

E =
1

2

∂

∂t

∫ ∞

−∞

[(
∂w

∂t

)2

+ c21

(
∂w

∂x

)2]
dx+

∫ ∞

−∞
η1

(
∂w

∂t

)2

= 0. (C.11)
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This is true only when w(x, t) = constant, but we need w to satisfy the initial conditions, thus

w(x, t) = 0 and v1(x, t) = v2(x, t). This proves uniqueness.

Next we show that the energy is bounded. Consider equation (C.7) for 0 < x < l with boundary

conditions v(0, t) = 0, and v(1, t) = 0. Note that we can show the same result for −∞ < x < ∞.

Define the energy as

Ẽ(t) =
1

2

∫ l

0

[(
∂v

∂t

)2

+ c21

(
∂v

∂x

)2]
dx, (C.12)

where

Ẽ(0) =
1

2

∫ l

0

[
ϕ1(x)

2 + c21

(
∂ϕ0(x)

∂x

)2]
dx < M <∞ (C.13)

for some number M.

Theorem

If ϕ0(x) and ϕ1(x) satisfy (C.12), then Ẽ(t) ≤ Ẽ(0), (t→ ∞).

Proof

dẼ

dt
=

1

2

∂

∂t

∫ l

0

[(
∂v

∂t

)2

+ c21

(
∂v

∂x

)2]
dx =

∫ l

0

[
∂v

∂t

(
∂2v

∂t2

)
+ c21

∂v

∂x

∂2v

∂x∂t

]
dx

=

∫ l

0

[
∂v

∂t

∂2v

∂t2
− c21

∂v

∂t

∂2v

∂x2

]
dx =

∫ l

0

∂v

∂t

(
− η1

∂v

∂t

)
dx = −η1

∫ l

0

(
∂v

∂t

)2

dx. (C.14)

Since dẼ
dt
< 0, as t→ ∞, Ẽ(t) < Ẽ(0).

These results show that for certain cases, the linear governing equation (2.11) has unique solutions

and the energy of the system is dissipative.
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