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CONTROL OF SWITCHED RELUCTANCE MOTORS
CONSIDERING MUTUAL INDUCTANCE

By
Han-Kyung Bae
Prof. Krishnan Ramu, Chairman
Electrical and Computer Engineering
(ABSTRACT)

A novel torque control algorithm, which adopts a two-phase excitation, is proposed to
improve the performance of the Switched Reluctance Motor (SRM) drive. By exciting two
adjacent phases instead of single phase, the changing rate and the magnitude of the phase
currents are much reduced. Therefore the existing problems caused by the single-phase
excitation such as large torgue ripple during commutation, increased audible noise and fatigue of
the rotor shaft are mitigated. The electromagnetic torque is efficiently distributed to each phase
by the proposed Torque Distribution Function (TDF) that also compensates the effects of mutual
coupling. To describe the effects of mutual coupling between phases, a set of voltage and torque
equations is newly derived for the two-phase excitation. Parameters of the SRM are obtained by
Finite Element Anaysis (FEA) and verified by measurements. It is shown that the mutual
inductance of two adjacent phases partly contributes to generate the electromagnetic torque and
introduces coupling between two adjacent phases in the current or flux linkage control loop,
which has been neglected in the single-phase excitation. The dynamics of the current or flux
linkage loop are coupled and nonlinear due to the mutual inductance between two adjacent
phases and the time varying nature of inductance. Each phase current or flux linkage needs to be
controlled precisely to achieve the required performance. A feedback linearizing current
controller is proposed to linearize and decouple current control loop along with a gain scheduling
scheme to maintain performance of the current control loop regardiess of rotor position as well
as a feedback linearizing flux linkage controller. Finally, to reduce current or flux linkage ripple,
aunipolar switching strategy is proposed. The unipolar switching strategy effectively doubles the



switching frequency without increasing the actual switching frequency of the switches. This
contributes to the mitigation of current or flux linkage ripple and hence to the reduction of the

torque ripple.
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CHAPTER 1: INTRODUCTION

The Switched Reluctance Motor (SRM) has been used not only for low performance
applications such as fans, pumps and hand-tools but also for high performance applications such
as centrifuges, electric vehicles and spindles. The SRM is known to be highly cost-effective and
reliable due to its ssmple structure and the unidirectional operation of its converter. Its rotor is
made of steel laminations without magnets and windings, and its stator is also made of steel
laminations with short-pitched and concentrated windings as shown in Fig. 1.1. As a result, the
manufacturing cost of the SRM is relatively low and it can be operated at very high speed
without mechanical problems. In addition, the unidirectiona nature of the converter for the SRM
provides room for unique and diverse designs such as [1] - [5] and eliminates the problems
common in bidirectional converters such as requiring “dead-time’ to prevent the shoot-through
of upper and lower switches. By connecting switches always in series with a phase winding it is
not necessary to add “lock-out” circuitry and in case of afailure, enough time can be provided to
shut off the converter to prevent further damage. There is also a greater degree of independence
between phases than is possible in other motor drives due to the winding and converter
configurations. A fault in one phase in the motor or in the converter generally affects only the
flawed phase and other phases can continue to operate independently. Therefore, uninterrupted

operation of the motor driveis possible although with reduced power output.

However, because of the double saliency of the SRM, the dynamic equations of the SRM
are nonlinear and time varying. It makes it difficult to obtain high performance SRM drives with
conventional control schemes. Historicaly, few in-depth studies of high performance drives for
the SRM are currently available in literature. This could be attributed to the fact that the concept
of abasic SRM drive has to be acceptable to a broad range of drives industries before the high
performance design aspects would become important to dominate the discussion. The former
task has been fairly accomplished in the last decade. This has enabled the push for high
performance SRM drives which, in turn, places emphasis on their design aspects in the research

and development field.
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Fig. 1.1 Cross section of the prototype 8/6 SRM

The next section describes the conventional operation of the SRM [6], along with the
limitations of this operation. Earlier research activities to improve the performance of the SRM
drives, [7] - [21], will be reviewed in the following section. The problems to be solved will be
defined after the review, and the scope of this dissertation will be summarized at the end of this

chapter.

1.1 Conventional Operation of the SRM

Shown in Fig. 1.2 is an example of an ideal inductance profile of phase a for an SRM
with 8 stator poles and 6 rotor poles. Conventionaly, it is called an 8/6 SRM. It is shown for
only 60 mechanical degrees because of its periodicity. Fig. 1.2 portrays an ideal situation while
in reality the inductance and torque are nonlinear functions of the current and rotor position. This

ideal inductance profile of the SRM is assumed to produce torque in the conventional drives.



The rotor position is defined as the mechanical angle from the polar axis of phase a to
one of the interpolar axes of the rotor. At zero degree, the inductance of phase a is the lowest
and the interpolar axis of the rotor is aligned with the polar axis of phase a. At the points where
inductance is the highest, a set of rotor poles are in full alignment with two opposite stator poles,
which composes phase a. If a phase is excited when its inductance is rising, positive torque is
produced while negative torque is produced during the falling slope of the inductance. The
torque is proportional to the square of the phase current as given in (1.1). Hence, the direction of
the current is arbitrary. This unidirectional current requirement has a distinct advantage over
other motor drives requiring four-quadrant operational converter, whereas only a two-quadrant

operational converter is necessary in the SRM drives.

To move the rotor by 60 degrees in the counter clockwise direction, it takes four phase
excitations in the sequence of a-b-c-d and one revolution of the rotor needs six sets of the
same sequences. Similarly, four phase excitations in the sequence of d -c-b-a are necessary for

the movement of the rotor in the clockwise direction.
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\ 6 0,6, 0, 0,

—— -

oL,
a0

| | o)

~—
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Fig. 1.2 Conventional operation of the SRM



The total output torque generated by this scheme is given in (1.1). It is the sum of the
torques produced by the sequentially excited phases.

T = laiﬁ
© k=ab.cd 2 ae “

(1.2
Where dL, /00 and i, aretherate of change of self inductance with respect to rotor position and

the phase current, respectively. From the relationship between the self inductance to rotor
position shown in Fig. 1.2, the rate of change of self inductance with respect to rotor position can

be approximated as a piece-wise linear function such as,

L., —L

. SmIm fore, <0<6,

D 2 1
Oy g Lo =L 59 <<, (1.2)
ae D 94 _93

0

0

0 0 elsewhere

Here, the relevant defining positions for the prototype SRM are given as follows.

Bel =£E'!E_(Bs+l3r)52130

0o 20R 0

Eez =0,+B, =29

06,=6,+(3, -B.)=31" (1.3)
18, =8, +B, =49

Ses =2 _ 6

- P

Where Bs(z 16°) and B, (= 18°) are the stator and rotor pole arcs, respectively, and P, (= 6) isthe

number of rotor poles. Therefore, the various defining positions are solely determined by the

mechanical parameters.



From the torque equation in (1.1), the phase current commands are calculated as,

i = 2T, for k =a,b,c,d (1.4)
aL, /8

Only a positive current command is considered to guarantee the unidirectional operation of the
converter. If an ideal current control is assumed, i.e, i, isequal to i, , then the output torque can

be controlled as shownin Fig. 1.2.

It is relatively simple to implement this control scheme. However, in an actual machine it
is not possible to achieve such an ideal inductance profile. The saturation of magnetic material
curves the inductance profile around®,, 8, and near the top, and the pole-to-pole leakage. The

leakage flux plays an important role in determining inductance in the unaligned and partially
aligned positions when the stator and rotor poles are not fully overlapping. Furthermore, for
rectangular currents, it is observed that torque is produced in a pulsed form resulting in a large
torque ripple due to the limited bandwidth of current control loop. Increased audible noise and
fatigue of the rotor shaft are drawbacks of this operation. More importantly rectangular currents
cannot produce electromagnetic torque without ripple even if zero tracking error is achieved in
the current control loop due to the non-ideal inductance profile. With this control scheme, mutual
coupling is neglected. Only one phase is excited at a time except during the short commutation
period. The torque ripple caused by the mutual coupling is usualy small compared with the
torque error caused by incorrect current commands and the limited bandwidth of the current
control loop.

1.2 State of the Art

In earlier work given in [7] — [8], the aligned inductance L, and the unaligned

inductance L;, were analytically estimated and the self inductance was modeled as a piecewise

n

linear function similar to that of Fig. 1.2. All the above methods have considerable error in



predicting the unaligned inductance and they don’t provide enough information about inductance
at positions in between. Hence, to obtain an actual inductance profile either Finite Element

Analysis (FEA) [9] - [15] and or measurements have been adopted.

Based on practical inductance profiles, Schramm et al. [16] proposed the phase current

optimal profiling in the sense of minimum stator copper loss. The commutation angle 6, was

selected where two adjacent phases would produce the same torque at the same current level
assuming that commutation occurs instantaneously. However, due to the finite bandwidth of

current control loop, it still generated significant torque ripple during commutation.

To avoid stepwise current or flux linkage commands, severa schemes were also
proposed in [17] - [21]. Husain et al. [17] and llic-Spong et al. [18] proposed a sinusoidal
function and an exponential function as a torque distribution function, respectively. The basic
idea was to distribute the desired torque to two adjacent phases during predetermined
commutation interval using the torque distribution function. By assuming an ideal inductance
profile, however, incorrect current commands caused torque error and by choosing a short
commutation interval the rates of change of currents or flux linkages could not be much reduced.
On the other hand, Wallace et al. [19] linearly decreased the outgoing phase current and
increased the incoming phase current during commutation accepting possible torque error. Kim
et al. [20] proposed a torque distribution function, which could minimize the rates of change of

currents over the commutation interval.

In some of these control schemes, ideal inductance profiles were assumed and more
importantly all of them didn’t consider the effects of the mutual inductance during commutation.
The effects of the mutual inductance were mentioned in [14] and [15] but a controller to
compensate the effects was not proposed. The possibility of two-phase excitation was shown in
[21] but it aso only mentioned the effects of mutual coupling without suggesting any active
control scheme to overcome the effects. In some applications, the torque ripple caused by the
mutual inductance may not be acceptable. Therefore, the effect of mutual coupling should be
analyzed to decide whether it is negligible or not.



Torqgue controllers in these references assumed high performance current control that can
track current command with desirable tracking error. High gain current controller and hysteresis
current controller were frequently used but they had inherent drawbacks such as high switching
loss and noise. If faster switching devices are used in order to mitigate these drawbacks, the cost
of the control system will be increased dramatically. On the other hand, due to the fact that the

stator inductance changes according to rotor position from L ;, to L, or vice versaand the fact

that the current control loop is highly nonlinear and closely coupled, it is not possible to obtain

high performance with a conventional PWM current controller.

1.3 Scope

The review in the previous sections provides insight into the development of the different
control schemes for the SRM and their advantages and limitations for different applications.
Based on this review, the following are identified as the key objectives to be achieved in this
dissertation for high performance SRM drives.

1) ldentification of parameters and suitable modeling of the SRM for multi-phase excitation.

2) A simple and effective torque distribution function to reduce the rate of change and the peak
value of the phase current or flux linkage commands without torque ripple.

3) A high performance current or flux linkage controller to track the commands with desirable

accuracy.

4) Selection of aconverter and a switching strategy for the converter.

5) Verification of the proposed control algorithms by simulation and experimental results.

6) Application of the above objectives to a prototype Linear Switched Reluctance Motor
(LSRM).



This dissertation is organized as follows. Chapter 2 introduces a novel modeling of the
SRM, which is suitable for two-phase excitation and which also takes into account the mutual
inductance. Parameters for this modeling are obtained by FEA and verified by measurements.
Chapter 3 describes a new torque distribution function for two-phase excitation, which
substantially reduces the rates of change of the phase currents or flux linkages and which also
compensates the effect of the mutual inductance. Chapter 4 presents torque control algorithms
based on the phase currents and flux linkages, respectively. For the phase current control, a
feedback linearizing current controller, which linearizes and decouples the current control 1oop,
and a gain scheduling, which adapts gains of current controller according to the change of phase
inductances, are proposed. An aternate torque control based on the phase flux linkages is aso
introduced in this chapter. By a feedback linearization, flux linkage controller gains become
independent of the phase inductances. Operation of the SRM including magnetic saturation is
given in Chapter 5. Chapter 6 deals with a unipolar switching strategy for the SRM proposed by
the author in [24] and [29], which reduces the phase current ripple and doubles the effective
switching frequency. Simulation and experimental results for both the rotary and linear SRMs
are included in Chapter 7. Conclusions are summarized in Chapter 8. Appendix A describes the
application of the proposed torque control algorithm to the LSRM and the structure of the
converter for the LSRM. Appendix B describes the derivation of the proportional and integral
gains of the system and Appendix C gives the specifications of the prototype SRM used in the
dissertation.



CHAPTER 2: MODELING OF THE SRM INCLUDING MUTUAL
INDUCTANCE

In the conventional operation of the SRM, ideal inductance profiles, which are not
practically achievable, are assumed. The identification of actual parameters in a system is
essential in designing a high performance controller. In this chapter, parameters such as self
inductances, mutual inductances and the rates of change of the inductances with respect to rotor
position are obtained by Finite Element Analysis (FEA). A commerciadly available software
package FLUX2D" of Magsoft Corp. was used in FEA [31] - [32]. The results of this anaysis
are given without a detailed description because the finite element method is beyond the scope of
this research. To verify this analysis, measurements were performed and parameters obtained by

both methods were compared.

All parameters are functions of rotor position only if the SRM operates in a magnetically
linear region. If the SRM operates in a magnetically saturated region, the parameters become
functions of phase currents as well as rotor position. Therefore, when the operation in the entire
region is considered, the parameters should be expressed in terms of phase currents and rotor
position. On the other hand, in many linear motor drive applications such as [29] - [30], the SRM
operates only in magnetically linear region. In this chapter and following two chapters, the
anaysis of the SRM and the design of its drives are performed assuming a linear magnetic
system. The operation of the SRM including magnetic saturation will be described separately in
Chapter 5.

From the geometry of the SRM shown in Fig. 1.1, several fundamental properties of
parameters are derived to gain some insight into the design of the SRM drives. From these
properties, the possibility of two-phase excitation and the necessity of considering the effects of
mutual coupling can be found. Conventionally, only one phase was considered at a time when
the voltage and torque equations were derived. However, the effects of mutual coupling could

not be included with these equations. Therefore, two adjacent phases should be considered



simultaneously. The dynamic equations of the SRM for two-phase excitation that includes the
effects of mutual inductances are derived. Two different dynamic equations in terms of phase
current and flux linkages are derived and compared to examine the merits and demerits of their

use.

Section 2.1 describes the identification of parameters by FEA in the linear magnetic
region. The self inductances, mutua inductances and the rates of change of self and mutual
inductances with respect to rotor position are obtained. Section 2.2 verifies the FEA results with
experimental measurements over the entire operating region. Section 2.3 describes the voltage
equations for two-phase excitation both in terms of phase currents and flux linkages. The torque
equations for two-phase excitation both in terms of phase currents and flux linkages are
described in Section 2.4.

2.1 Parametersby FEA

The prototype SRM is not saturated when the output torque is less than 0.2 NI or the
phase current is less than 1.2 A. Therefore, all parameters in the linear magnetic region are
obtained when corresponding phase currents are equal to 1.2 A. For notational simplicity, some
frequently referred variables are redefined. The rates of change of self and mutual inductances
with respect to rotor position are defined as “the self torque functions’ and “the mutual torque

functions’, respectively. They are denoted as follows.

g, (0)= oL, (0) fork=a,b,c,d
oM , () ' '
- (6)= OJQ for jk =da,ab, bc, cd

The self inductances and mutual inductances of the prototype SRM are shown in Fig. 2.1. From
the geometry of the prototype SRM, it should be noticed that all parameters have a period of 60°

and there is a phase shift of 15° between adjacent phases.

10
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During half of the period, the self inductance of a phase is monotonously increasing and
during the other half of the period it is monotonously decreasing. In other words, a phase can
produce useful torque during half of the period. The magnitude of the self inductance at the
aligned position is about 7.5 times larger than the magnitude of the self inductance at the
unaligned position. This causes difficulties in controlling phase currents or flux linkages. As
illustrated in Fig. 2.1(b), the mutual inductance between two adjacent phases is not more than
6.4% of the related self inductances and the mutual inductance between non-adjacent phases is
not more than 0.07% of the related self inductances at any rotor position. Therefore, the mutual
inductance between non-adjacent phases is negligible although they may be used to detect rotor
position in a sensorless control system such as in [22]. Important properties of the self and

mutual inductance are summarized as,

Property I:
DA ) 0SB ) i B e @2
g,0)=5,00-15) g.(0)=2.00-30°) ,0)=g,(-45) 23)

g, (0)=-2,(0-15) g, (0)=-g,0-30°) g.,0)=-g,0-45)

g,(0)=0for0" <6 <30° forgai ) (24)

g,(0)<0for30° <9 <60° forg,(30°)=0

It a'so should be noted that the mutual coupling between phases d and « is additive and
other mutual couplings are subtractive. It can be explained from the winding configuration of
the prototype SRM shown in Fig. 1.1. The stator windings of phases d and a are wound such that
when both phase currents flow in the same direction the flux linkages are additive unlike other
phases. It is possible to make the effects of the mutual couplings positive by appropriately
selecting the directions of the related phase currents if a four-quadrant operational converter is
used. Thiswill decrease the peak of the related phase currents. By carefully examining property |
givenin (2.2) - (2.4) and the torque functions shown in Fig. 2.2, the following can be deduced.
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Fig. 2.2 Torque functions of the prototype SRM
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Two adjacent phases can contribute to generate the desired output torque during an
interval of 15° because the polarities of the self torque functions are identical during the interval.
This interval is defined as the excitation region. There are four different excitation regionsin a
period for an 8/6 SRM and only two phases are useful in an excitation region. For example,
phases d and a or phases » and ¢ are useful when the sign of the required output torque is
positive or negative, respectively. Exciting two phases simultaneously will be advantageous in
terms of reducing the overal ripple torque as well as reducing the peak values of the phase
currents. In addition, it can be noticed that the mutual coupling between the phases is not
negligible. This implies the importance of considering the effects of mutual coupling while

designing a high-performance SRM controller.

In Fig. 2.3, the considered torque functions in each region are redrawn from Fig. 2.2. The
mutual torque functions are magnified ten times for easier comparison. The waveforms of the
corresponding self torque functions in four regions at the same torque are equal. However, the

waveforms of the mutual torque functions in the first region when 7, is positive and the third
region when 7, is negative are different from the waveforms of the mutual torque functions in

other excitation regions because only the mutual coupling between phases d and a are additive.
A four-phase system can be considered as a two-phase system because only one excitation region
is considered at a time. Now, the dynamic equations suitable for two-phase excitation can be
derived.

2.2 Verification of Parameters by M easurements

To verify the results obtained by FEA, inductances of the prototype SRM have been
measured. Due to mechanical symmetry of the prototype SRM, only the self inductance of phase
a, L, and the mutua inductance between phase ¢ and d, M ,, have been measured and compared

with the results of FEA. When the SRM is operated in the saturation region, both inductances are
dependent on the phase current as well as rotor position. Thus, the measurements of inductances

15



have been performed by the flux linkage method by measuring phase current and voltage [28].
The results of FEA in the saturation region are given in Chapter 5.

Decaying current instead of rising current has been measured to avoid oscillation due to
the LC circuit formed by the dc link capacitor and the winding inductance. The flux linkage
method is based on the voltage equations of the SRM. When i, =0, they are given by,

v, =Ri, + d;\t”
2.5
dn, (29
v, =
dt
where,
AN =Li
a ala ‘ (2.6)
)\d = Mdala

From (2.5), the instantaneous flux linkages are obtained as,

2.7)

(v, (1) = Ri, (1))
(O

Va

A0-1,0)=
A 0)-1,0)=

A, (0) and A, (0) are the flux linkages at ¢ = 0, respectively. Therefore, the flux linkages at any

instant can be obtained from the measurements of the phase current and voltage provided that the

resistance per phase is known. From the obtained flux linkages, inductances are calculated as,

(2.8)

16



Experimental setup for the inductance measurements is shown in Fig. 2.4. Phase current
and voltage are measured simultaneously through a data acquisition system. A digital storage
scope is used to acquire data with the sampling time of 5 ms. Numerical integration of the
acquired data was then performed to obtain phase flux linkages. The measurement sequenceis as
follows. The rotor is fixed to the desired position by mechanica means and then a steady DC

current is established in the winding by turning on the switch 7, and adjusting the variable AC
source. To measure L, , 30 steps of 1 degree are used. The decaying current and the voltage drop
across phase a winding at the selected positions are sampled at the same time right after turning
off the switch T, . The freewheeling diode D, , which provides a path for the energy stored in
the winding when the phase winding is disconnected from the source, has to be fast enough to
minimize the recovery time. The magnitude of the voltage drop across the phase winding during
the measurement period is equal to the magnitude of the forward voltage drop of the diode D, .
In addition, to measure M ,,, 24 steps of 2.5 degrees are used and the decaying current and the
voltage drop across the phase 4 winding are also sampled at each position. Numerical
calculations represented by (2.7) and (2.8) were performed in a personal computer. Fig. 2.5
shows the predicted and measured inductances at the selected positionsand at i, =1.2 A and 2.0

A. Numerical values at representative positions are listed in Table 2.1.

BD Phase D

Variable j
AC Source Q\‘r gF

BD : Bridge Diode
A Ammeter
V :Volt Meter

Fig. 2.4 Experimenta setup for the inductance measurements
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TABLE 2.1 Comparison of inductance values

i,=1.2A i,=20A
Inductance (mH)
FEA M easurement FEA M easurement
L, e 83.5 82.0 66.3 65.0
Ly in 11.2 12.0 11.2 11.6
M da,max 1.71 1.72 1.64 1.67
M 4, i 0.504 0.511 0.504 0.508

Measurements by the flux linkage method are in very close agreement with the FEA results. The
accuracy of the measurements depends on the measurement technique and instrumentation.
Deviations are mainly caused by the insufficient resolution of the data acquisition system and the
poor signa to noise ratio. The resolution of the digital storage oscilloscope used in these
measurements is 8-bit and the gain of the isolation amplifier is 0.05. As aresult, there are small

errors in these measurements.

2.3 Voltage Equationsfor Two-Phase Excitation

If the mutual inductances between non-adjacent phases, M, and M,, are neglected, the

voltage and flux linkage equations for four-phase SRM can be expressed in terms of both phase
currents and flux linkages as follows.

v, =R, + a,
dt
A
v, =R, +%
Y (2.9)
vC = RYZC + <
‘ dt
dA
v, =Ri, +—4
d std dt

and
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)\a :Laia +Mabib +Mdaid
)\b =Mabia +Lbib +Mbc'ic'

(2.10)
}\c' =Mbcib +Lc'ic' +Mc'did

AN, =M,i, +M i +L,,

Where R, is the winding resistance of a phase, and v, and A, for k£ =a,b,c,andd are the

phase voltage and flux linkage, respectively.

If two adjacent phases are considered at a time and the phase currents of other two phases

are assumed to be zero, then four-phase equation (2.10) can be smplified as follows.

v, =R + dtx
A\ (2.12)
v, =R, + dty
and
AN=Li+M_i
’ o o (2.12)

Where the subscript x are y are the phases in consideration and the set (x,y) isoneof (a,b),
(b,c), (c.d), and (d,a). Either phase x or phase y isleading and the other phase is following

according to the direction of rotation. For example, phase d is leading phase a in the first

excitation region when the output torque and the velocity are positive.

Voltage equationsin terms of phase currents

The voltage equations can be expressed in terms of either phase currents or flux linkages.
In this subsection, phase currents are chosen as state variables. Differentiating (2.12) with respect

totimez yields,
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d;\tx = Lx CZ; + gx(’olx + Mxy % + gxy('oiy
A\ . . (2.13)

D

=m_
dt Y dt

di,
gxy(.l)l L E"'g},(ol

Where w=d0/dt and g, g,, and g are the torque functions defined in (2.1). Hence,

substituting (2.13) into (2.11) and rearranging they yield,

where,

di M w H
== —apl, —a,wi, tagl, ta,0i tag v,
dt L, 4
(2.14)
di, o
—===bji, =b,Wi, +byi +b,wi +b, ) E
dt
— 2
D=L.L,-Mj (2.15)
L
° D ° D
a; = agR,; by = byR,
L M, oM L M, oM,
a, =agH—-—=0E0—>4 b, :bO’:P i (2.16)
® L, 09 Hoe L. 06
M R M R
as =a, i by, =b, L

oL, oM, oM
= aOE(VLIW S0 E OHLW E@L Y E
y X

It can be noticed that there are two nonlinear back EMF terms and one coupling term in

each equation in (2.14) and the phase currents are affected not only by the associated phase input

but also by the other phase input. Therefore, states should be linearized and decoupled and inputs

aso should be decoupled to design a high-performance current controller. It is the main

disadvantage of choosing the phase currents as state variables. When the phase flux linkages are

chosen as state variables, only states need to be decoupled as explained in the next subsection.
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Voltage equationsin terms of phase flux linkages

Phase flux linkages are now chosen as state variables assuming they are obtainable
through either direct measurement or indirect estimation. Rearranging (2.12) yields,

i, =N, ——2A,
D D (2.17)
M»’fy X
== A+
Substituting (2.17) into (2.11) yields,
d;\t" =—cA + cz)\y +v,
2.18
a, (2.18)
% ==dA, +dA +v,
where,
L, L
cl = EJRV dl = DX Rs
7t Y, (2.19)
c,=—>R, d,=—2>R,
D D

Unlike the voltage equations in terms of phase currents given in (2.14), the voltage equations in
terms of phase flux linkages given in (2.18) have only coupling terms that can be easily removed
and the inputs are no longer coupled. This is the main advantage of choosing the phase flux
linkages as state variables.

2.4 Torque Equation for Two-Phase Excitation

Similarly, either phase currents or phase flux linkages can be assigned as state variables
to express the output torque equation.
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Torque equation in termsof phase currents

To express the output torque in terms of phase currents and rotor position, the output

torque equation is derived from the coenergy .. From the definition of the coenergy and the

relationship given in (2.12), the differential coenergy is expressed as [23],

dw,i,,i, )=\ di +\ di, +T,d®
=(L.i, +M i, i, +(M i +L,i i, +T,d®

xy-y

(2.20)

The coenergy can be found by integrating (2.20) along a path of integration. The most

convenient integration path is to integrate over 6 holding i, and i, fixed at zero, integrate over
i, by holding i, fixed at zero, and finally integrate over i, as shown in Fig. 2.6. In the first part
of the integration, the integral is zero because 7, is zero when both i, and i, are zeros. Thus, the

coenergy is calculated as,

Fig. 2.6 Integration path to obtain 7, (ix,iy , 9)
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i

W, (ix,i}r,9)=_[7\y (O,E,G)d2+})\x(2,iy,9)d2

0

xylxly

}L},Edé +]’(sz M i, e (2.22)
1
2

L.’ +%Lyiy2 +M
Where ¢ isanintegration variable. Then, 7, is calculated as,

ow.i..i,.6) 1 9,1 . .
T, :Ty =§gxlf +§gylf tg, 00, (2.22)

iy i, fixed
Now 7, isexpressed in terms of state variables, i, ,i , and 6. The effect of mutual inductance is

represented by the third term in (2.22).

Torque equation in terms of phase flux linkages

The output torque can be obtained from the field energy 7, to express the output torque

equation in terms of phase flux linkages and rotor position. Alternatively, the output torque can
be derived from the relationship between the phase currents and flux linkages. Substituting
(2.17) into (2.22) yields,

(Ligx +Mfygy - ZMXyLygxy )}\zx

T =
¢ 2D?
1
2D?

+§{—M Lg ~M,Lg +([LL+M2)g A,

(M2 +12g, -2M L g W (2.23)

xy ™y xyx
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The dynamic equations governing the behavior of the SRM in terms of phase currents and in

terms of phase flux linkages are summarized in (2.24) and (2.25), respectively.

Dynamic Equation I:

di H
E_ —ayi, —a,Wi, tag, ta,wi, +a, vyH

di, M.,

t_bll +b,wi, —bsi, —b,wi, +b, E (2.24)
do_ B 1
Z=_7 ngx Eg” +g,00 H

Dynamic Equation Il:
dA |
" ==c At A v,
dan
~==d A, +d,\ +v,
dt
dw _ B 101
= J?(LZ +M2g, —2M L g, W (2.25)
1

(M2g, +12g, -2M Lg W

202

+§{—M Lg —-M_L g, +(LxLy +Mx2y)gxy})\x)\y§

Xy y Xy X

Where J and B are the moment of inertia and the viscous damping coefficient of the SRM and
load, respectively.

The voltage equations given in (2.18) have some advantages over the equations given in
(2.14). The voltage equations in terms of phase currents are relatively complex. Especially, the
back EMF terms such as the second and the fourth terms in right hand side of (2.14) should be
taken care of at high speed. The voltage equations in terms of phase flux linkages do not have the
back EMF terms and the coefficients are simpler. However, the accessibility of the phase flux

linkages should be guaranteed by some means. One way of obtaining flux linkage feedback is
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using the relationship given in (2.12) if phase currents are already available and parameters are
well known. The torque equation in terms of the phase currents, however, isrelatively simple. As
a result, it will be used to derive the torque distribution functions described in the following

chapter.
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CHAPTER 3: TORQUE DISTRIBUTION FUNCTION

Conventionaly, the SRM has been operated with step-wise phase currents. The
electromagnetic torque of the SRM depends on phase currents and rotor position, which when
operated with step-wise currents results in significant torque ripple. The commutation process is
another cause of torque ripple. To obtain higher performance and efficiency, the commutation
angles must be carefully chosen based on speed and torque, and the duration of the commutation
period becomes more important as speed increases. Consequently, this form of control that
produces an average torque output is not effective for high performance operation. To achieve a
high bandwidth torque control in applications that require good transient performance, it is
necessary to employ instantaneous torque control. Conventional commutation has to be replaced
by a control scheme that profiles the phase currents or flux linkages to produce the desired total
motor torque by coordinating the torque produced by individual phases. If the individual phase
currents or flux linkages can be controlled with a high bandwidth, then choosing the appropriate

current or flux linkage waveforms will guarantee low torque ripple.

After a brief review of previous work, a new torque control strategy that efficiently
utilizes al useful phases and considers the mutual coupling is introduced. In the following
description, an SRM with 8 stator poles and 6 rotor poles (8/6) is assumed. The proposed torque
control strategy, however, can be applied to differently configured machines such as a 6/4 SRM
with slight modification as described at Appendix A [29].

Property | givenin (2.2) - (2.4) shows that at any position two adjacent phases contribute
to generate desired torque and the excitation interval of a phase can be broadened to 30 degrees
whileit is 15 degrees in conventional drives. As aresult, if precise current or flux linkage control
is assumed, torque control implies the distribution of the desired torque to each phase and the
generation of phase currents or flux linkages from the distributed torque. Considering severa
feasible performance indices, a novel Torgque Distribution Function (TDF) is proposed. In the
first step, the effects of mutual inductance are neglected to clarify the notion of the TDF and in
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the second step, the effects of mutual inductance are considered to eliminate the torque ripple

caused by mutual coupling.

3.1 Review of Previous Work

Based on practical inductance profiles, Schramm et al. [16] proposed phase current
optimal profiling in the sense of minimum stator copper loss. The commutation angle 6, was
selected where two adjacent phases would produce the same torque at the same current level

assuming that commutation occurs instantaneously. The excitation interval of a phase was 15° in
this control scheme. However due to the finite bandwidth of current control loop, it still showed
significant torgue ripple during commutation.

To avoid step-wise current or flux linkage commands, several schemes were also
proposed such as in [17] - [21]. For instance, Husain et al. [17] and Ilic-Spong et al. [18]
proposed a sinusoidal function and an exponential function as a TDF, respectively. The basic
idea was to distribute the desired torque to two adjacent phases during predetermined
commutation interval using the TDF. Consequently, the excitation interval of a phase was
increased to more than 15 degrees. These schemes can be viewed as having TDFs given in (3.4)-

(3.7) such that the sum of the phase torque commands are equal to the commanded torque.

T, =T, +T, (3.1
where,

T, =T f.(0

- =107.0) 32)

T, =1, 1,(8)
The reference angles 0; and €', are the initiad and the final angle of the commutation region,
respectively. According to the approaches, the choice of the reference angles depends on the
inductance profile of a specific motor. For instance, when 7. >0 and 0° <8<15° for an 8/6

SRM,
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0" <<@; <0, <15 (3.3

Therefore, the excitation interval of a phase was much narrower than 30 degrees and all phases
were not fully utilized in their approaches. Husain et al. [17] proposed following TDF.

[ for0°<0<80,
7.(6)= Hi+cosk(6-9))/2 fore, <6<,
= forg, <<15
(3.4)
(O for0° <6<86,
7.(8)= Hi-cosk(6-8)))/2 forg <0<6,
%. for®, <6<15
where,
k=180/(¢', -9,) (35)
On the other hand, Ilic-Spong et al. [18] proposed following TDF.
a for0"<0<86,
£.0)=0""  fore <6<,
BD for6, <6<15°
‘ (3.6)
[ for0°<08<86,
)=H-e 9 forg <0<@,
o forg, <9<15
where,
k=(0,-86)/5 3.7)

The rates of change of phase current commands were reduced during commutation as expected
but by assuming an idea inductance the resulting incorrect current commands caused torque

error and by choosing relatively short commutation interval the changing rates of currents could
not be reduced significantly.
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For a 6/4 SRM, instead of defining a TDF, Wallace et al. [19] linearly decreased the
leading phase current and increased the following phase current during commutation interval. By
neglecting the relationship between the output torque and the phase currents during
commutation, the torque ripple was inevitable whereas the rates of change of phase currents were
fixed for a given torque command. Kim et al. [20] proposed a torque distribution function, which
could minimize the changing rates of currents over the commutation interval. With this approach
an extensive off-line numerical calculation to obtain the optimal solution was necessary for
individual SRM and excessive memory was required to store torque distribution functions. More
importantly none of the approaches considered the effects of mutual inductance during

commutation.

The effects of mutual inductance were mentioned in some papers such as [14] and [15].
However, those papers were focused mainly on the characteristics of the SRM and no control
scheme to compensate the effects was proposed. The possibility of two-phase excitation was
shown in reference [21]. Still the effects of mutual inductance were merely mentioned but not

considered.

3.2 Proposed Torque Distribution Function Neglecting M utual I nductance

TDF will be derived based on phase currents because the output torque equation in terms
of phase currents is relatively simple. This TDF is readily applicable to the flux linkage based
system due to the fact that no dynamics are involved in the relationship between phase currents

and flux linkages.

If actual stator currents, i, and i, track current commands, i, and i, with desirable

accuracy due to the high performance current controller, which will be described later in Chapter
4, the actua torque expressed by (2.18) can be indirectly controlled by controlling phase

currents. In other words,
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" i, (3.8)

then,

% 1 % \2 1 % \2 JE Lk 1 . 1 . ..
=2 i) 5 [ e 0oga v S git v i, =T, (39)

Under the assumption of no tracking error, the following descriptions will be given

without distinguishing command and feedback. If g isequal to zero, then (3.9) issimplified as,

T,=T+T, (3.10)

where,

X = %gxixz = fx]:z
(3.11)

215
y_Egyy _fyTe

Now, torque functions f, and f, have to be determined for two-phase excitation. First, f, and
f, are determined by neglecting mutual inductance and then they are modified to compensate

for the effects of mutual coupling in the next section.

Possibly, there exist severa criteria to choose torque functions. Commonly used criteria

are asfollows,

minimize J = IH Z Ddlé . Eie (3.12)
=a,b,c,d

minimize J = max EJL@)% for k =a,b,c,d (3.13)
00<60'[] dB []
minimize J = Ogag(cf{ik (9} for k =a,b,c,d (3.14)
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-
J= R _d© 3.15
minimize k:gc‘d H'([lk \ H (3.15)

Phase currents satisfying one of the performance indices specified by (3.12)-(3.15) can be
determined by analytical or numerical methods as explained in [15] and [19]. But they are
optimal only in one sense and each criterion may conflict. For instance, when the i*R loss is
minimized the other performance indices cannot be minimized as illustrated in Fig. 3.7. Hence,
there should be a trade-off between them.

Toensurethat thesumof 7, and 7, isequa to 7,, T, and T, havethe samesignas 7,,

and the waveforms of phase currents or flux linkages are smooth, TDF should satisfy the

following constraints.

Constraints |:
£.6)+1,(6)=1
o<s.(0)<1 r.06,)=1 r.,)=0  fore <6<8, (3.16)
o<f,0)<1 £,(6,)=0 £,)=1

where,

(0..0,)0{0 15°) (5" 30°) (30" 45°) (45" 60"}

The reference angles 0, and ¢, are the initia and the final angle of the commutation region,

respectively.

Noting the fact that if more torque is distributed to the phase, whose self torque function

is larger, the magnitude of phase currents can be reduced and the fact that g g =0 for

0,<6<6, and g, (Gf): 0, gy(el.): 0, the following TDF is proposed.
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TDFI:

_ g
gltg:
g,

gitg:

X

for 6, <0<9, (3.17)

y

It is evident that TDF | satisfies constraints | given in (3.16). From (3.11) and (3.17), phase

currents are calculated as,

. _ | 28T,
L, = 2 2
8 +gy

2g,T,
gltg:

for ,<6<8, (3.18)

When mutual inductance is neglected, phase flux linkages are calculated from (2.28) as,

20 T
N, =Li =L, |5
g_x +g_y

for 8, <6<6, (3.19)
2g T,

e

val 2 2
g, +g,

TDF | in an excitation period is summarized in table | and shown in Fig. 3.1. The
resultant phase currents, flux linkages and the torque error caused by TDF | at a given torque in
the first quadrant operation are shown in Fig. 3.2 and 3.3, respectively. It should be mentioned

that if f, isegual to zero, to avoid unnecessary switching of devices, the corresponding phase is
turned off instead of regulating i, to zero. Operations in other quadrants are similar to the

operation in the first quadrant. Although the rates of change of the phase currents and flux
linkages are significantly reduced, there is about 7% peak-to-peak torque ripple caused by

neglecting the mutual inductance.
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TABLE 3.1 TDF | in an excitation period

T =20 T <0
g2
L for0"<0<15° 0 for0° <6 <15°
gdg+2ga
L4 for15" <0 <30 0  forl5 <0<30°
ga+gb
fa 2
0 for30"<f<45 Se_ for30" <0<45°
gd+ga
2
0  ford5 <0 <60° S foras <0 <60
ga+gb
g2
0 for0° < <15° £l for0"<0<15°
5 gb+gc
£ for15" <9 <30° 0  forls < <30°
f ga+gb
b 2
S for30" <6<45° 0 for30"<f<45
gb+gc g2
0  ford5 <0 <60° £ for45° <6 <60°
ga+gb
gZ
0 for0° < <15° £ for0"<0<15°
gb+gc
2
0  forl5 <0<30° L for15' <9 <30°
f gc +gd
c 2
L for30" <g <45 0 for30 <f<45
gbg+2gc
sy fords <0 <60 0  ford5 <0 <60°
gc gd
2
84 foro <6 <15 0 for0° < <15°
gd+ga g2
0 forl5° <6 <30° - d ~ forl5’ <0 <30
f gc +gd
d gZ
0 for30° <f < 45° . d ~ for30" <0 <45’
) gd+ga
E4__ foras’ <0 <60° 0  ford5 <0 <60°
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Fig. 3.2 Resultant phase currents and flux linkages for TDF | at 7, =0.2 NI
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3.3 Proposed Torque Distribution Function Considering Mutual I nductance

In some applications, the torque ripple caused by the mutual inductance may not be
acceptable. The prototype SRM was designed to minimize mutual inductance but generally
mutual inductance is relatively larger due to higher 3, andf,. In [14] and [15], B,andPB, are
reported to be 20.2°,23.5°, and 23°,24°, respectively, and the mutual inductances of their

designs are larger than the prototype SRM’s. Therefore, it is evident that TDF | given in (3.17)
can cause higher torque ripple in those cases. As a result, the TDF has to be modified to

eliminate the torque error.

When mutual inductance is not neglected, the three torque components in (2.18) are

defined as,
T,=T +T,+T, (3.20)
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where,

1
T =g i2=fT
TS84, [T,

1 (3.20)
TJ) - Eg}’ }2 = fyTe
T, =g,ii, =f,T, (3.22)
The constraints for new TDF are modified as follows.
Congtraints I1:
/.6)+7,6)+1,(6)=1
o<f()<1 £.(6)=1 r.l6,)=0  fore,<6<8, (3.23)
o</,@)<1 £,0)=0 16, )=1
where,

(0,.0,)0{0 15°) (5 30°) (30" 45°) (45" 60"}

The reference angles 0, and ¢, are the initia and the final angle of the commutation region,
respectively. If . and f, are slightly modified, similar relationship can be found. Because of

the quadratic form of TDF I, f, f, and f, can be of the following form to satisfy the

constraints Il givenin (3.23).

_ g
g +glth,

X

(3.24)

fo =5 (3.25)
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where 4, is unknown variable to be solved. Note that in the denominator a plus sign applies

when the output torque is positive and a minus sign applies when the output torque is negative.
From (3.21) and (3.24), the phase currents are expressed as,

. |2r, 2T, g.
e = - 2 24
gx gx +gy - xy

(3.26)
o 2Ty B 2Tegy
L, = - 24524
gy gx gy - Txy
Substituting (3.26) into (3.22) yields,
2g .
L =SS (3.27)

g tg th,
From (3.22), (3.25), and (3.27),

hxy = 2gxy V gxgy (3'28)

Substituting (3.28) into (3.24) and (3.25) yields,

TDFII:
r= g:
gi+gli+2g Jg.g,
g5

for 6, <0<9, (3.29)

f, =

"ogl+glr2g g8,
I 2g.,,/8.8,
Yogi+glr2g Jg.g,
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Fig. 3.4 TDF Il in an excitation period

TDF |1 satisfies constraints |1 given in (3.23). Therefore, phase currents are calculated as,

o 2g.T,
lx -
gi+gi+2g g g,

for 8, <6<6, (3.30)
. 2g,T,
1 =
"o Vegl+elit2g,g.g,
And phase flux linkages are calculated as,

2g T

A =L 2 22nge +Mxy 2 2 g
g.%8,%2g,,./8.8, g.*tg,*2g,./8.8,

for 8, <6<6, (3.31)

2¢ T
)\ :Mxy\/ ngTe gy e

+L
' g8, £2g,,,8.8, y\/gf +g, +2g,,,8.8,
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TABLE 3.2 TDF 1 in an excitation period

7, 20 T, <0
gZ
a for0O° <0<15° 0 for0° <0 <15
gl +g2+2g,,\g48.
2
g . . . .
a for15° <0<30 0 forl5° <6 <30
p g2+ gl +28,2.2s
a 2
o o g o o
0 for30° <9 <45 a for30° <9 <45
gl +82-2g,g48,
2
o o g o o
0 for45° <6 <60 a for45° <6 <60
g2+ gk —22.,+8.8
g2
0 forQ° <6 <15° b forQ° <6 <15°
gr +g2-2g,4g,8.
2
8 o o o o
for15 <6 <30 0 for15° <6 <30
/ g2+ g +28.,+g.8)
b 2
8 o o o o
for30° <6 <45 0 for30° <6 <45
gL+ 82 +28,.1/8,8.
2
o o gy o o
0 for 45° <6 <60 for 45° <6 <60
g2 +g —28,2.2s
g2
0 for0° < 0 <15° c for0° <6 <15°
g +82 -2g,.2:8.
2
o o g. o 5
0 forl5° <6 <30 £ forl5° <6 <30
p g2 +gi-2g.,4g.2
c 2
g . . . .
c for30° <6 <45 0 for30° < <45
gr +82+2g,.8s8.
2
g . . . .
£ for45° <9 <60 0 for45° <6 <60
g2 +gi+2g.,8.8
g2
d for0° < <15° 0 for0° <4 <15°
gl + gl +2g,4848.
2
o o 84 o o
0 for1s <6 <30 for15 <6 <30
7 gl +gi-2g.48.84
d 2
o o 8a o o
0 for30° <9 <45 for30° <9 <45
gl +g2-2g,848,
2
Ed for 45° < 6 < 60° 0 for 45° < 6 < 60°

gl +gi+2g.,\g.84
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Fig. 3.5 Resultant phase currents and flux linkages for TDF Il at 7, =0.2 NI
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Fig. 3.6 Resultant output torque and torque error for TDF Il at 7, =0.2 N[
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TDF Il in an excitation period is summarized in table Il. Fig. 3.4 shows TDF Il in an
excitation period. The resultant phase currents and flux linkages at a given torque are shown in
Fig. 3.5. Fig. 3.6 shows the output torque and the torque error for TDF Il. The phase currents and
flux linkages in Fig. 3.2 and Fig. 3.5 are amost equal because the magnitude of mutual

inductance is relatively small when compared with the magnitude of self-inductance.

3.4 Comparison of Torque Distribution Functions

The torgque control scheme proposed by Schramm er al. [15] is chosen for comparison
with the proposed TDF and named as TDF Il for notational convenience. TDF Ill can be
considered as the representation of conventional drives strategy because only one phase is
excited at a time in this control scheme and phase current is calculated from the instantaneous
self torque function instead of the average value of the torque function described in Section 1.1.
In Table 3.4, TDF Il in an excitation period is listed. In Fig. 3.7, the phase currents to satisfy the
performance index (3.15), that minimizes stator copper loss, are shown for comparison.

15+ \M/L/ | .
\,,,,f~""x_;g_r'g’1,

0.5+

Phase currents (A)

0.1 ]
o A :

0.08} d a b. c.
o : /

0.06 -
0.04|

0.02 -
o

L 1 — 1 L 1

0 10 20 30 40 50 60
Position (degrees)

Fig. 3.7 Resultant phase currents and flux linkages for TDF 11l at 7. =0.2 N[

Phase flux linkages (Wb)

42



TABLE 3.3 TDF Il in an excitation period

T, 20 T, <0

0 forO" <H<124° 0 for0O°<H<26°

1 forl24° <6<274° 0 for26° <0<17.6°
£, 0 for27.4° <9<424° 0 forl7.6° <0<326°

0 ford424° <H<574 1 for32.6°<6<47.6°

0 for57.4° <0<60° 0 for47.6° <6 <60°

0 for0 <0<124 1 for0°<0<26°

0 forl24° <0<27.4 0 for26° <0<17.6°
1 1 for27.4° <0<424 0 forl7.6°<6<326°

0 for424 <H<574° 0 for326° <0<47.6°

0 for57.4° <6<60° 1 ford7.6° <6<60°

0 for0 <O<124 0 for0O"<H<26°

0 forl24° <6H<27.4 1 for26° <6<17.6°
f. 0 for274° <0<42.4 0 forl7.6° <6<326°

1 ford24° <0<57.4 0 for326° <0<47.6°

0 for57.4° <H<60° 0 for47.6° <6 <60°

1 for0O <6<124° 0 for0O"<H<26°

0 forl24° <0<27.4 0 for26° <0<17.6°
£, 0 for27.4° <9<424° 1 forl7.6°<60<326°

0 ford424 <H<574° 0 for326° <0<47.6°

1 for57.4° <0<60° 0 for47.6° <6 <60°

The resultant phase currents and torque error are calculated assuming there isno limit on
the maximum value of phase currents. In addition, no tracking error is assumed. However, the
phase current commands are not easily followed due to the sudden changes demanded. Hence,
there will be a torque error caused by the tracking error and the effects of mutua coupling.
Moreover, because of converter ratings, the phase currents are limited to a certain maximum
value. The ratings of converter should be increased to eliminate the torque ripple caused by the
maximum limit and this is likely to increase the cost of converter. If the rms and peak current

value are defined as,
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60°
I, = maxH % Iiazde Efor k=a,b,c,d
o e U

I = Ogizg(c)ﬂ{ik (9} for k =a,b,c,d

peak

(3.32)

(3.33)

Then compared with the minimum stator copper 10oss scheme, the proposed TDF Il shows

about 19.7% decrease in peak current and 4.3% increase in rms current value. Smaller peak

current is important in the sense that deeper saturation causes more loss and the converter is not
fully utilized due to the limit of peak current. In addition, due to the reduced rates of change of
phase currents in TDF Il, the current commands are easily followed with practical and moderate

controller gains.

TABLE 3.4 Comparison of TDF I, 11, and 111

TDE| TDEII TDE I
1 (A) 0.679 0.680 0.651
I,..(A) 1.31 1.32 158




CHAPTER 4: TORQUE CONTROL

The dynamics of the SRM are nonlinear and coupled as is evident from the system
equations described in Chapter 2. This inherently affects designing an accurate control system.
Designing a control system for a linear and decoupled system is a much easier task and hence the
nonlinear system will be linearized and decoupled through a feedback linearization so as to apply

well-known linear control techniques.

To control the output torque, either phase currents or flux linkages can be chosen as state
variables as discussed in Chapter 3. Each has its own advantages and the maximization of its
advantages depends on how the state feedback and states are obtained. Torque control based on
phase currents is considered in section 4.1 with simulation and experimental results. Torque
control based on phase flux linkages is described in section 4.2 with simulation results. To avoid
tedious derivations and to deal with the more general case, the dynamics neglecting mutual

inductance are not discussed in this chapter.

4.1 Torque Control Based on Phase Currents

4.1.1 Feedback Linearization and Decoupling Controller

The dynamics of the current loop are nonlinear and time varying due to the dependence
of inductance on position and the mutual inductance between two adjacent phases. Nevertheless,
phase current needs to be controlled precisely to achieve required performance. A feedback
linearizing current controller is applied to linearize and decouple the current control loop and
then a gain-scheduling scheme is introduced to maintain the performance of the current control

loop at any rotor position.

Feedback linearization is a powerful tool for analyzing a nonlinear system or designing a

controller for the system. The central idea of this approach is to algebraically transform a
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nonlinear system into a linear one, so that the well known linear control techniques can be
applied. When a system is linearized, it is desirable to make the system decoupled so that an
input can control an output or a state. In this research, the decoupling as well as feedback
linearization are achieved by a simple procedure. This is fundamentally different from
conventional linearization in the sense that the feedback linearization is achieved by exact state
transformation, input transformation and state feedback, rather than by linear approximation of

the system around an operating point or multiple points.

Mathematical tools such as differential geometry and topology have been used to find a
state transformation and an input transformation. Intuition of a designer also plays an important
role in finding such transformations because the new states and inputs must be available and
physically meaningful. Two steps are needed in this approach. Firstly, there is a need to find a
state transformation if necessary and an input transformation so that the nonlinear system is
transformed into an equivalent linear system. Secondly, usual linear control techniques are used

to design the new input [27].

The dynamic equations of the SRM in terms of phase currents are rewritten for

convenience as,

dix — . . . . Mxy
=-ail, —a,w, ta;, ta,0, ta,y, ~ v,

dt L,

4.1)
diy _ . . . . Mxy
= =bji, =b,wi, +bii, +b,0i, +b, 7 v, tv,
dw 1 BHI_ 2, 1 . H
—=——Wt— iit—gi’ +g ii 4.2
a7t e el ey, D (4.2)

The current loop in block diagram form is shown in Fig. 4.1. The nonlinear terms such as the
second and the fourth terms in the right hand side of (4.1) and the coupling term such as the third
term are viewed as disturbances to make the block diagram look simple. In (4.1), it can be seen

that there are two inputs v, and v, and two states i, and 7,. The dynamics and the input of one

phase affect those of the other phase so that both states and inputs need to be decoupled. The
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state decoupling can be achieved by state feedback and the input decoupling can be achieved by

an input transformation.

First, the input v = [vx vy]T is transformed. A transformation matrix E and a control

law u = [ux u y]T are defined as,

.0 .0
0O ~EgQ O (4.3)
&0 oy O
where,
E_D 1 -M, /L0 »
THEM, /L, 1 g (#4)

Now, the control law u = [ux u },]T of the form can cancel the nonlinearities and are given as,

G, O [ﬂa i, —a,wi )/ OEI_'_@ZXD @5)
o 0= O O .
i, 0 %(bwz bl -b,wi )/ OD i, 0

Where U = [I/TX u y]T is an equivalent input to be designed. The input transformation matrix E

and the control law u transform the system (4.11) to a linear system as,

—a,0, tay, ta,0,

+
Vy + u, + 1 Z,
4 Pl s+q, >

M —b, Wi, +byi +b,00,

xJ
L, _ + '
vy +>é uy + 1 Z]
< > oy P

Fig. 4.1 Current loop
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U, 1 i,
—P —P —»
o s+a,

u, 1 i
—P —P —»
by s +b,

Fig. 4.2 Linearized and decoupled current loop

di . _
di =-apl, Tagu,

4.6
di, (4.6)
d_;:_bli) +b0uy

Since the system (4.6) is linear and decoupled, a state transformation is not necessary in this

case. The linearized and decoupled current loop is shown in Fig. 4.2. Since the inputs v, andu
only affect the outputs 7, andi,, respectively, they are decoupling control laws. In addition, the

invertible matrix E is the decoupling matrix of the system. That is, the physical input

V= [vx vy]T is calculated as,

.0 ., G0 10L, LXMWD@XD
ooE L o= —% Il 00 0 4.7)
¥y O oy O D Ly 0y O

4.1.2 Gain Scheduling

It should be mentioned that system (4.6) is a linear time varying system. The coefficients
of the dynamic equations are functions of rotor position and hence they are functions of time.
But by examining the characteristics of self and mutual inductance, it is known that they are
slowly varying compared with the bandwidth of the current control loop. Therefore, by adapting

gains of the current controller, the performance of the current control loop can be maintained
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regardless of rotor position. To obtain desired transient and steady state performances, the new

control inputs u and u, are given by proportional and integral (PI) controller as,

0, =K, - ) K, i ke

. ’ DD (4.8)
1/_‘) = KP}’ al; - iy )+ Klyj.(l; - i}’ MTD

0 0

Where K , K , K.

no K, K,,and K, are the gains of PI controllers for x and y phases, respectively.

They can be evaluated by the conventional design procedure based on the frequency response

characteristics. The system transfer functions G, (s) and G, (s) are derived from Fig. 4.3 as,

lx(S

N

aOHcKerxS +a0HcKerxKix

1
G \s)E=—F==—"0
+b) ii(s) H. s*+a,H.K,K, +a )s+a,H KK, K,
1 leprS+K1prxKix
— [ fora,H K K, >>a,
Hc N +K1prxS+K1prxKix (49)
o (S)Eiy(s): 1 BHKK,s+bH.KK,K,
Y0(s) H, s> +boH KK, +b )s+bH K K, K,
K, K s+K K K,
DLD2 Sl A forb,H K.K, >>b,
H, s +K K, s+K K, K,
where,
le:aOHcKr
K, =b,H.K, 4.10)
H _ :current feedback gain '
K :converter gain

K ., K,

Now, to determine the gains K, , K, , K,

and K, to meet the control objectives a

simple and straightforward design procedure is proposed. Two of the most common control
objectives are the bandwidth and the damping ratio of the current control loop. For a given

bandwidth w, and damping ratio (_, the controller gains are algebraically calculated as,
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* .
T+ K K
Le px (S + ix ) X ! Lx
s sta

s+h

H, |4

Fig. 4.3 Current control loop with PI controller

)

J(1+2z§); (1+222) +1 .6 (4.11)
e ey
K, ()= 2.0, i

\/(1+2z§); (1+222) +1 %,0) (4.12)

c

" 2zc\/(1+2z§)+ (1+222) +1

Details of the gain derivations are given in Appendix B. The proportional gains K, (9) and
K, (9) are inversely proportional to K, (0) and K, ®) given in (4.10), respectively. The
integral gains K, and K, are constant regardless of rotor position. Hence, by only adapting the
proportional gains K, (9) and K, (9) according to rotor position, the characteristics of the

current control loop will be identical at all rotor positions. Considering the high gains of the
current control loop, the coefficients a, (9) and b, (9) can be regarded as slowly varying variables

or constants.
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To examine the responses of the conventional PI and proposed current controller,

simulation and experimental results are shown in Fig. 4.4(a) and (b), respectively. The
simulation results and experimental results are obtained at 7, =0.2N [ and w=1000rpm .

The phase current commands, which are indicated by dashed lines in Fig. 4.4(a), are obtained
using the TDF II described in Section 3.3 and summarized in Table 3.2. The upper traces of Fig.
4.4(b) are the phase currents obtained by the conventional PI controller and the lower traces are
the phase currents obtained by the proposed current controller, respectively. A unipolar
switching strategy to be described in Chapter 6 of this dissertation is used as a switching strategy
for the simulations and experiments. For the simulations, the phase currents are sampled at every
50 ps, and the control loop and PWM signals are also updated at 50 ps to have 2 kHz of the
current control loop bandwidth and 20 kHz of switching frequency. Mutual inductances are
neglected in the conventional PI controller. On the other hand, the gains of the proposed current
controller are adapted from the relationships described in (4.11) and (4.12) to maintain the
desired bandwidth and damping ratio. However, because of the limited capacity of the
experimental setup described in Chapter 7, the sampling time for the experiments is set to 100 ps

to have 1 kHz of the current control loop bandwidth and 10 kHz of switching frequency.

When compared with the simulation results in Fig. 4.4(a), the experimental results in Fig.
4.4(b) show more current ripple and slower response due to the embedded switching noise and
larger sampling time but they strongly match the simulation results. As shown in Fig. 4.4, the
conventional controller is not suitable for high performance SRM drives because of the
following reasons. First, the dynamic characteristics of two different phase current control loops
are not identical due to the varying inductances. Second, the responses at positions, where self

inductance is much larger than L ., are not desirable because of lower bandwidth and smaller

min

damping ratio. Therefore, the responses at those points are sluggish and large overshoots can be

observed. There also exists coupling between phases.
This leads to the proposed decoupling controller with a gain scheduling. As shown in

simulation and experimental results, the proposed current controller shows good tracking

performance at all positions.
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Conventional Current Controller
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(a) Simulation results
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(b) Experimental results

Fig. 4.4 Comparison of the current controllers
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4.2 Torque Control Based on Phase Flux Linkages

Torque control based on phase flux linkages is considered in this section. Again, to avoid
tedious derivation and deal with the more general case, the dynamics neglecting mutual

inductance are not discussed in this section. As discussed in previous section, when i_, i , and 0

x® “yo»
are chosen as state variables, current controller gains should be adapted according to rotor

position. However, if A _, A ,» and O are chosen as state variables, the gain adaptation can be

avoided through a state feedback.

4.2.1 Flux Linkage Feedback

Practically, direct feedback of phase flux linkage is not popular because auxiliary sensing
coils or special sensors should be implanted in the machine. Therefore, indirect estimation
through current feedback is a preferred alternative. If the phase currents are available and
parameters of the machine are well known, the phase flux linkages are estimated from the

relationship given in (2.8) as,

AN =L +M i,

o ' (4.13)
AN, =M_i +Lji,

Because no dynamics are involved in this relationship, the phase flux linkages can be easily

estimated from the phase currents.

4.2.2 Flux Linkage Control

The dynamic equations for the SRM in terms of phase flux linkages are rewritten for

convenience. The flux linkage loop is shown in Fig. 4.5.
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actually calculating those terms. In other words, if the input v = [vx v

+
d, &——
¢, |[&—
+
vy + u}/ 1 )\y
> —
s+d,

Fig. 4.5 Flux linkage loop

dh |
" =—cA, +c2)\y +v,

dan,
" ==dA, +d,\ +v,

dw_ B 1 EI 1 2 2 2
oo Bl 01 (e g, -2,

1
2D?

+

(M2g +12g, -2M Lg W

+§{—M Lg —-M_L g, +(LxLy +ij)gxy})\x)\y§

xy ™y xyx

(4.13)

(4.14)

As explained in Chapter 3, the advantages of utilizing phase currents as auxiliary state

y

vX = RSlX + ux

=  +
v, =Ri, tu,
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]T is defined as,

variables are as follows: The simpler output torque equation given in (4.2) can be used instead of
the more complex output torque equation given in (4.14) when calculating TDF. More

importantly, the first and second terms in the right hand sides of (4.13) can be cancelled without

(4.15)



’ _
S

Fig. 4.6 Decoupled flux linkage loop

Where u = [ux u y]T is an equivalent input to be designed. The control law Vv leads the system

(4.13) to a linear system as shown in Fig. 4.6.

dn .

a

4.16
A\ (4.16)
Y =y
dt g
From (2.13), the following relationship is obtained.

Ri =cA, —c,A

e N (4.17)

Ri, =d\, —dA,

The two state feedback terms in the right hand sides of (4.13) have time varying coefficients that
need not be calculated. Instead, they can be replaced by the left hand side terms of (4.17), which
are time invariant and can be used for practical calculations since the coefficients are constant. It
should be mentioned that system (4.16) is a linear time invariant system unlike current control

loop. Therefore, gain adaptation is not necessary in the flux control loop.

Similarly, to obtain desired transient and steady state performances, the new control

inputs u and u are given by PI controller as,
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Fig. 4.7 Flux linkage control loop with PI controller

ek
0 [l

1
H t . (4.18)
u, = pr gxy _}\y)+KiyJ.()\*y _)\y )dTE
0

Where K ., K, , K, and K, are the gains of the PI controllers. Again, they can be evaluated

by the design procedure based on the frequency response characteristics. The system transfer

functions G (s) and G (s) are derived from Fig. 4.7 as follows.

A H. KK s+H.K K K.
6 () M) 1 KK KK,
- N(s) H, s"+H,KK,s+HKK, K,
(4.19)
G (S)=)\y(s)_ 1 B HfKeryS-l-HfKeryKiy
PEN) H, s*+H,KK,s+H,KK, K,
where,
H , :flux linkage feedback gain
(4.20)

K, :converter gain
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Similarly, for a given set of the bandwidth @, and the damping ratio { ,, the controller gains are

algebraically calculated as,

20 .W.
pr:pr_ Zj L DHIK
N I (T R
4.21)
w

S

le Kly =
2, l+223)+ i+ 22 ) +1

The proportional gains of the flux linkage control loop in (4.21) are not functions of rotor

position and they are identical. Therefore, less computation is necessary in the flux linkage

control. The stator winding resistance R_, however, is temperature sensitive and its variation can

adversely affect the performance of the flux linkage control loop. To examine the effect of the
variation of the stator winding resistance, simulation results are shown in Fig. 4.8. An ideal
linear amplifier is assumed as a power converter and it is also assumed that SRM is running at
speed of 200 rpm regardless of the electromagnetic torque generated by the phase flux linkages.
The gains of the flux linkage controller are set to have a bandwidth of 400 Hz and a damping

ratio of 1.

When the estimated stator winding resistance 1%5 is larger than the real stator winding

resistance R_, slower response can be observed while larger overshoot is observed when R, is

smaller than R_ as shown in Fig. 4.8. This can be explained by the changes in the system pole

locations. In other words, IQS can be modeled as,

R, = kR, (4.23)

where £ is an arbitrary positive constant. Then, from (4.17)
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Fig. 4.8 Effect of the variation of the stator winding resistance
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(4.24)

Since ¢, >>¢, and d, >>d,, the coupling terms in (4.24) are neglected and the system transfer

functions G (s) and G, (s) are derived as,

G.(s) L H,KK,s+H KK, K,
s)= ~ :
FETUH, s #[(=k)e, +H K K, Js+H K K, K,
(4.25)
e H,KK,s+H KK, K,
H, s*+[(1-k)d, +H KK, |s+H KK, K,

G, (S)=

Therefore, the system pole locations are affected by the constant k. The effect of the variation of
the stator winding resistance is negligible when the ratio of (1 - k)cl or (1 - k)a’l to H K K, is
small. However, if the ratio becomes larger, these terms should be considered. Especially when &
is greater than 1 (estimated stator resistance is greater than the actual stator resistance), care
should be taken because one of the system poles can be positive. That is, the system becomes
unstable. In this specific application, the response of the flux linkage control loop is not severely

affected by the variation of R, and if the loop bandwidth w, is increased to 2 kHz, the effect is

negligible.
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CHAPTER 5: OPERATION OF THE SRM INCLUDING
MAGNETIC SATURATION

Although the analysis of the SRM is initially performed assuming a linear magnetic
system, the machine is normally operated in the saturation region. In order to get higher torque
from the machine, part of the magnetic circuit is driven into saturation over at least part of the
excitation period. The prototype SRM is designed such that it generally operates in the saturation
region during the rated operating conditions. Since the saturation makes the coefficients of the
differential equations describing the behavior of the SRM to be functions of not only the rotor
position but also the phase currents, the generalization of the modeling of the SRM, the proposed
TDF, and the current or flux linkage controllers are necessary. The fundamental concept of the
proposed TDF and the controllers can be applied with the slight modifications in the torque
functions and the introduction of an equivalent self inductance. This chapter focuses on the SRM
operation in the entire region. The overlapping descriptions with those of the linear operating

region described Chapters 2, 3, and 4 will be omitted so as not cause any ambiguity.

Section 5.1 describes the modeling of the SRM taking the machine saturation into
consideration. The parameters of the machine such as self and mutual inductances are obtained

for different rotor positions and phase currents. The self inductance of phase a, L, and the
mutual inductance between phase d and a, M, have been measured and compared with the

results of FEA in Section 2.2. Torque functions are newly defined, as is an equivalent self
inductance to account for the effects of saturation. In Section 5.2, the proposed TDF described in
Chapter 3 is modified such that the saturation effects on the machine are considered. Inductances
and torque functions in an excitation region are also examined to assess the effects of the
magnetic saturation on them. Section 5.3 describes the modification of torque controllers based
on both the phase currents and flux linkages. By the introducing an equivalent self inductance,
the gains of the proposed current controller have the same forms as those of the linear magnetic

system.
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5.1 Modeling of the SRM

5.1.1 Parameters

In previous chapters, parameters were obtained when phase currents are equal to 1.2 A. If
the phase current exceeds about 1.2 A, the magnetic circuit of the prototype SRM becomes
saturated when the rotor moves towards the aligned position. Therefore, the inductances are no
longer determined only by rotor position. To generalize the previously described concepts of the
proposed TDF and the controllers, the general forms of the inductances at any operating

condition are represented as (5.1) and (5.2).

) (5.1)

M, =M_li.i,0) (5.2)

Note here that because the leakage path of the magnetic circuit predominantly determines
the mutual inductance, the self inductance of a phase is not severely affected by the adjacent
phase current. Therefore, only the rotor position and related phase current determine the self
inductance of a phase. However, rotor position and two adjacent phase currents determine the
mutual inductance as given in (5.2) although the variation in the mutual inductance due to the
phase currents is practically negligible. There is no variation in the self inductance when the
rotor is unaligned but it significantly decreases when the rotor is near the aligned position. The
variation in the mutual inductance is not significant compared with the variation in the self

inductance. For example, L at i, =2.0A and M at i, =0A and i, =2.0A are 79.4%

a,max da,max

of L at i, =1.2A and 95.9% of M

a,max

at i, =0A and i, =1.2A, respectively.

da,max

The torque functions are equivalent to the rates of change of inductances with respect to
rotor position when the SRM is operated in the linear magnetic region. If the magnetic circuit is
saturated, the torque equation given in (2.18) no longer holds because inductances are now

functions of the phase currents and rotor position. As a result, the coenergy cannot be explicitly
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expressed unless the inductances are explicitly expressed in terms of the phase currents and rotor

position as,

L,

w.(i..i,.0)= j)\y (0,€,0)d€ +lex €.i,,0)

f (EGEdE+I( (.0 + M (¢.i,,0), e (5.3)

0

:IL Ee)EdE+IL EGEdE+jM ( y,e)iydE

Where ¢ is an integration variable. Therefore, the torque function should be redefined in a more

general way. The coenergy has three distinct components and each represents the coenergy
related to the three inductances. It is apparent that the first and second component are the

coenergies related to L, and L, and the last one is the coenergy related to M . To have the
similar form of the output torque expression given in (2.18), these components are expressed as,

i

L&k =L k.. 0):

0

ILy (£, 0)6d8 = %Ky (i,.0)° (5.4)

[, 6,.0),dE = K, (..i,.0).,
0

Where K (ix, 9), K, (l 9) and K (x, i, 9) are arbitrary functions determined by each integral

given in (5.4). Then, T, is calculated as,

ow. (ix’i) ’8)

== =160+ 7.0+ T, (i, ) (5.5)

iy i, fixed

where,
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r,(.0)= 1 00,
2 6(6 )
. 10K i .0
T, (zy,e):E }ae)( : (5.6)
oK \i.,i,,0
xy(lx,ly,e = - ae 2 lxly
The new torque functions are defined as,
o 0K (i..6)
gx(lx’e)_ a(e )
" oK \i ,0
gy(zy,9)=—Jae} ( ) (5.7)
o oK _\i i ,0
gxy(ZX’ly’e): } 00 }

Note that g; and g are the self torque functions and g is the mutual torque function. There

are two ways to obtain these torque functions. One way is through numerical integration and
partial differentiation using (5.4) and (5.7), respectively. Another way is through the algebraic

calculation given in (5.8). Individual torque components 7_(i.,8), T ) (iy,e), and T, (ix,iy,e) are

obtainable from the FEA results. If i, # 0 and i, # 0, the new torque functions are calculated as,

8x - ;2
¢,(i,.0)= —ZT}’Z.(?’G) (5.8)
y
Tx (lx ’ iy 4 e)

The self and mutual inductance at various current levels are shown in Fig. 5.1(a) and Fig.
5.1(b), respectively. The lower and upper current levels are 1.2 and 2.0 A, respectively; the

current being successively incremented by 0.2 A. When the magnetic circuit is saturated, the self
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inductance severely decreases around the aligned position, whereas the mutual inductance
decreases slightly. Practically, the mutual inductance can be considered as a function of rotor
position due to the small variation in the mutual inductance. It can be captured in two-
dimensional tables unlike other parameters that are functions of two variables such as rotor

position and related phase current.

The torque functions at different conditions are shown in Fig. 5.2. It should be noted that
at the same phase current levels, these parameters have the same properties described in (2.2)
and (2.3). As a result, the same reasoning used in Chapter 3 can be applied to derive a TDF. In
addition to the torque functions, the rates of change of inductances with respect to rotor position
shown in Fig. 5.3 are also obtained to derive the dynamic equations describing the behavior of

the SRM. From Fig. 5.2 and 5.3, it is evident that the torque functions g’ and g, are equal to
the rates of change of inductances with respect to rotor positions 0L /98 and 0M /00,

respectively, when the magnetic circuit is not saturated. Note here that the torque functions are
less affected by the phase current than the rates of change of inductances with respect to rotor
position. Similarly, the variations in parameters related to the mutual inductances are small

enough to be neglected.

To calculate the equivalent self inductance, that will be described in the following
section, the rate of change of self inductance with respect to phase current shown in Fig. 5.4(a) is
also calculated. The rate of change of mutual inductance with respect to phase current is also
shown in Fig. 5.4(b). However, by considering the ratio of the mutual inductance to the related
self inductances, the rate of change of mutual inductance with respect to phase current can be

neglected due to small variation.

From Figs. 5.1, 5.2, and 5.3, it has been shown that the variations in parameters related to
the mutual inductances are small enough to be neglected. Since the variations are different when
different set of phase currents is applied, they are examined as phase currents are applied to the

related phases. It will be examined in Section 5.2
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Fig. 5.1 Inductances at various current levels
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Fig. 5.2 Torque functions at various current levels
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Fig. 5.3 Rates of change of inductances with respect to rotor position at various current levels
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Fig. 5.4 Rates of change of inductances with respect to phase current at various current levels
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5.1.2 Voltage Equations

First, the voltage equations in terms of the phase current are considered. Equations (2.7)
and (2.8) are rewritten for convenience. But the phase flux linkages are now functions of phase

currents and rotor position and given as,

VX :RSZX + d;\tx
o (5.9
v, =Ri, + 7
where,
A l.i,.0)0L,G,.0), +M (i,.i,.0), (5.10)

A Gini.0)0M Gii, 0, + L, .0),

xalya 3

The flux linkages can be approximated as (5.10) because the self inductance of a phase is not

severely affected by the adjacent phase current, L, (i H)ix >>M,, (ix,iy,ﬁ)iy, and

x?2

L, (iy,ﬁ)iy >>M xy(i ] Q)iy. Since OM , /0i, and OM , /0i, are negligible, by differentiating

xalya

(5.10) we have

; di, oM
dN, [ oL [ (oL o di OM,
d 9, "Har o8 " " da 08

dA\ . OM oL | OL
y_M di + aexy Cl)l.x+% + y Eul_ ywl-

dr -"yTX AT dy+69 y
t t i Hz‘

(5.11)

When (5.11) is compared with (2.9), the coefficients of the first term of the first equation and the
third term of the second equation in the right hand side are the only differences. The equivalent
self inductance is defined to describe the voltage equations in the entire region. If the equivalent

self inductances L, and L; are defined as,
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LJ’C :LX + . lx

3.

oL (5.12)
L =L, + Oiy i

It is evident that the equivalent self inductances are equal to the self inductances when the related

phase currents are less than 1.2 A. Then, substituting (5.11) into (5.9) yields,

Modified Dynamic Equation I:

dix _ . ] . . ] . ’ MXy H
E —_ _allx _azwlx + a3ly + a4wly +a0 X - L' Vy H
¥ (5.13)
diy — . 1 . r. U . r MXy
E B _blly _bzwly +b3lx +b4wl" +b0 L; VX +vy
where,
D'=LL -M; (5.14)
L L
al =_) b' = X
0 D' 0 D'
al = a(')Rs bl’ = b(')RY
L M, oM, L, M, oM,
0y =ay e Mo oy oy P M G
® L 00 Hoe L 08
MXva 4 ! Mxva
613 - ao L' b3 = bO LI
v X
oL oM o 0L OM_
e s
L, e o L. 08 08

The voltage equations in terms of the phase flux linkages are the same form as in (2.14)
and (2.15) although the SRM is operating in the entire region. The only difference is that the

coefficients are now functions of the phase currents and rotor position.
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. =—cA, +c)\ +v,

dt
5.16
’ ==dA, +d,\ +v,
where,
D=LL,-M (5.17)
cl :_yRs dl = = s
D D (5.18)

5.2 TDF

With the newly defined torque functions, three torque components and TDF are similarly

defined as,

];(lx’ly’e )= Tx(ix’e )+Ty(iyﬂe )+TX (lx’ly’e) (519)
where,
Tx (ix’e): g:c (lx’e)lf = fx (ix’e)Te

1
2

Ty(iy’e):%g ('y’e)’ f(y’ )T (5'20)
H)=g

Vi 0h, = 7,60

Then, the modified TDF are defined as,

)- ¢2(.0) o
g2(i,.0)+ ¢, 0)2¢. (i,.i, 0)/2.(0..0)g. (i, 6)

7., 0)= g;?(iy,e) .
PR g2(i,,0)+ 201, 0)2 2¢0, (i1, 0) 2 (,.0)e (. 6)

fx (ix’iy 9
(5.21)
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. . _ 2g:cy (ix’iy,e)\/g;c (lx’g)g; (iy,e)
fxy(lx’ly,e)_ 12f. 2. ] . . 1 f. 1. (5.22)
g’ (i.0)+ ) ,0)x 22, i..1,0)/2 (0..0)2,i,.0)
This TDF also satisfies Constraint II given in (3.13). From (5.19) - (5.22), for a given torque 7,,

phase currents are calculated as,

- 2T.g,
lx - T [ T ro
g’ +g’ t2¢g, g8,

(5.23)
. 2T,g,
1 =
T \gl+g) £2g, /g8
From (5.10) and (5.23), the phase flux linkages are calculated as,
2¢'T 2g'T,
)\x :Lx 12 12 gx el o +Mx)’ 12 12 g} ] T
g tg, t2g,./g.8, g tg, *2g,.8.8, (524)
20'T 2¢'T, .
)\}’ :Mx)’ 12 12 gx er I I +L}’ 12 12 g} ] ] ]
g tg, *2g.,8.8, g, tg, *2g..g.8,

The modified TDF 1II in an excitation period is summarized in Table 5.1 and shown in
Fig. 5.5. The resultant phase currents and flux linkages at 7. =0.4 Nlth are shown in Fig. 5.6.
When compared with the resultant phase currents and flux linkages at 7. =0.2 N[th shown in Fig.

3.5, the waveforms of the phase current and flux linkages become less smooth especially around
the interval where the two adjacent phase currents or flux linkages intersect. From these figures,

it can be deduced that the performance of the current controller or the flux linkage controller can

be degraded by the increased di/dt or d\/dt at T, =0.4 Nlth. The resultant inductances by the

phase currents given in Fig. 5.6 in an excitation period at 7, =0.4 Nlth are shown in Fig. 5.7.

Since the phase a is excited only for the first half of the excitation period, there are no variations

in the second half of the excitation period.
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TABLE 5.1 Modified TDF II in an excitation period

T 20 T, <0
ng
a for0° <0<15° 0 for0° <0<15°
gl +g.l +2ggng.
2
g . . . .
a for15° <0 <30 0 for15° <6 <30
/ gl +g, +2g,\gLg)
a 12
. . g . .
0 for30° <0 <45 4 for30° <6 <45
gl +g) —2gh.\gug,
2
. . g . .
0 for45° <6 <60 ¢ for45° <0<60
gl +g, —28m\gug)
g2
0 for0° <0 <15° b for0° <0<15°
gy +gll —2g,.48,8.
12
g o o o o
for15° <0 <30 0 for15° <6<30
/ gl +g, +2g.,\g.8)
b 2
&g o o o o
for30° <0 <45 0 for30° <0 <45
g,y +g.t +2g,.\/g,8.
2
o o & o o
0 for45° <6 <60 for45° <08<60
gl +g, —2gmw\gug)
g12
0 for0° <0 <15° c for0° <0<15°
gy +gl’ —2g,..g,8.
12
o o g. o o
0 for15° <0 <30 ¢ for15° <0<30
p gl +gil —2g..\g gy
c 12
gl . . . .
c for30° <0 <45 0 for30° <0<45
g,y +g.l +2g,.g,g.
12
gl . . . .
£ for45° <6 <60 0 for45° <06<60
gl +gil +2gl,\ gl gl
g/
d o o o o
for0° <6<15 0 for0° <06<15
gy +g) +2gugug,
12
o o 8a o o
0 for15° <0 <30 for15° <0<30
p gl +gll —2g,\g gy
d 12
o o 8a o o
0 for30° <6 <45 for30° <06<45
gl +g.l —2gu.gug,
12
£a for 45° <0 < 60° 0 for 45° <0< 60°

gl +gl +2gl,\ gl gl
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Fig. 5.9 Torque error by the modified TDF I at 7, =0.4 Nlth

As illustrated in Fig. 5.7, the self inductance and the equivalent self inductance are
significantly reduced as the phase current increases and return to their unsaturated values as the
phase current decays. Especially, the equivalent self inductance is reduced up to about 20% of
the unsaturated self inductance during the excitation period. Therefore, it is essential to consider
the variation in the equivalent self inductance in deriving the dynamic equations. On the other

hand, the variation in the mutual inductance shown in Fig. 5.7 is negligible.

The self and mutual torque functions in an excitation period are shown in Fig. 5.8. The
self torque function is also significantly reduced when the phase current is above 1.2 A whereas
the variation in the mutual torque function is small. It should be noted that the variations in the
mutual inductance and mutual torque function of the prototype SRM are practically negligible.
Therefore, one-dimensional tables can be used for parameters related to the mutual inductance
instead of bulky three-dimensional tables. As a result, two-dimensional tables can represent all
parameters. It is very important because the three-dimensional tables are not easy to implement

due to huge memory requirements.

Fig. 5.9 shows the torque error caused by the modified TDF I at 7, =0.4 N[t. The dotted
line is the torque error caused by the TDF I at T, =0.2 Nfth. The peak-to-peak torque ripple
caused by the modified TDF I at T, =0.4 Nt is similar to the ripple caused by the TDF I at

T, =0.2 Nlth. The modified TDF I is not listed in this section because it can be easily derived

from Table 5.4 by letting the mutual torque functions be zeros.
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5.3 Torque Control

5.3.1 Torque Control Based on Phase Currents

For the proposed current controller, using the introduced equivalent self inductance, the

input transformation matrix E and the control law u = [ux u y]T are generalized as,

O o/ L,0
E=0Q 0 (5.25)
0 O

== X

I . I . I . I
a, Wi, —asi, —a4(.oly)/a0

0 Eﬁ- & 0 (5.26)
I e '
D gbz(x)ly _b3lx _b4wlx)/b0 EI Bty EI

After similar steps described in Section 4.1, the system transfer functions G, (s) and G, (s) are

derived as follows.

iX(S) DLD Kl'prxS+Kl’prxKix

G = fora,H K K '
¢ (S) l)t (S) Hc ‘S2 +Kl,prxS +K1,XprKix > ao c g al (5 27)
' K K s+K K K. '
G, (s)=2 )y 1 SRS TR B Re gy kK S b
i'(s) H., s"+K K, s+K K, K,
where,
K| (i..i,.8)=ali..i,,0)H K, g
! (iri,,0)=byi.i, B)HK, (-28)
Therefore, the controller gains are calculated as,
2¢ W, 1
x(.x"”e): L = D ] . .
o J(1+2Zf)+ (+222) +1 K1, 8)
© (5.29)

C

R N
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K,(..1,.8)= 2., oL
w Jie2g)efie ey o1 K-0)

(5.30)
w

C

. 2ZCJ(1+2zi)+ (1+222) +1

When (5.29) and (5.30) are compared with (4.11) and (4.12), K, (9) and K, (9) are replaced by

!
le

(i..i,.9) and K, (ix,iy,e), respectively.

Xalya

5.3.2 Torque Control Based on Phase Flux Linkages

For the proposed flux linkage controller, nothing needs to be changed. The only
difference is that parameters of (5.10) are now functions of rotor position and phase currents.
The flux linkage controller described in Chapter 4 can be used without any modification. This is

the main advantage of the proposed flux linkage controller.
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CHAPTER 6: CONVERTER TOPOLOGY AND SWITCHING
STRATEGIES

In this chapter, two converter topologies, which are capable of operating in two
guadrants, are compared and chosen. Although a number of different configurations of
converters have been proposed in literature and have been summarized in [6], two of the most
popular configurations are only considered. The asymmetric half-bridge converters considered
here do not contribute to new innovations in this dissertation but are the most practical and
commonly used configurations. They are also the most convenient configurations to test a new
switching strategy for the converter. This strategy is named as unipolar switching strategy. It is
an origina innovation and its advantages are described in this section. The reference is with

respect to phase current unless otherwise stated.

6.1 Converter Topology

The converter for the prototype SRM should have the ability to provide a positive voltage
loop to increase phase current, a negative voltage loop to decrease phase current, and a zero
voltage loop to maintain the desired current level. From the existing converter topologies, the
two most popular converter topologies for an 8/6 SRM are the asymmetric half-bridge converters
shown in Fig. 6.1. They are capable of providing the three voltage loops[5].

Both converters are capable of operating in two quadrants. The switches and
freewheeling diodes for both converters should be rated to withstand the supply voltage and

switching transients. However, the current ratings of the upper switches T, and T, of the

shared switch half-bridge converter must be determined to carry the sum of two phase currents.

The upper switches T, and T,;, shown in Fig. 6.1(a) are connected to two phase windings rather

than one in the asymmetric half-bridge shown in Fig. 6.1(b).
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(b) Asymmetric half-bridge converter
Fig. 6.1 Possible converter topologies for the prototype SRM
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Fig. 6.2 Example of alimited operation of the shared switch asymmetric half-bridge converter
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With this configuration, the number of switches and diodes is reduced to six from eight,
but it has some operational limitations. The operation of upper switches T,. and T,, affects both
the connected phase windings. This imposes a restriction on the operation of the converter
because, for example, three phases cannot be operated simultaneoudly if the situation demandsiit.
In other words, it is not possible to rapidly increase the current in one phase winding while
rapidly decreasing the current in the other [5]. For example, when phase c is turned on while
phase a current is remaining, the extinction of phase a is largely dependent on the operation of
phase ¢ as shown in Fig. 6.2. The phase a current has an increased fall time, dependent upon the
chopping duty cycle of phase c. Moreover, when there is a fault in one common switch, the
related two phases are not operational while the operation of each phase is independent from that
of other phases in the asymmetric half-bridge converter. After reviewing the merits and demerits

of these converters, the asymmetric half-bride converter is chosen for the prototype SRM.

6.2 Switching Strategies

To obtain less current ripple and a better frequency response in the inner current control
loop of the drive system, a unipolar switching strategy for the half-bridge converter was
proposed by the author in [24] and [29].

With the converter shown in Fig. 6.1(b), there are four possible modes of operation for
each phase. As an illustration, these modes of operation for phase a are shown in Fig. 6.3. In the

first mode, switches (T, , T, ) are turned on with diodes (D,, ,D,,, ) turned off. In this mode, v,
is equal to V,. and the current in the phase winding increases rapidly, supplying energy to the
phase winding. In the second mode, if i, >0, diodes (DaL,DaH) are turned on with switches
(TaL T ) turned off in which case v, isequa to —V,. . Phase a current is forced to flow through

both freewheeling diodes and it decreases rapidly as energy is returned from the phase winding

to the supply. And if i, =0, diodes (DaL,DaH) and switches (TaL,TaH) are all turned off in

which case v, is equal to zero. In the last two modes, if i, >0 switch and diode (T, ,D, ) or
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(T,,.D,, ) areturned on with switch and diode (T,,,D,,, ) or (T, ,D,, ) turned off, respectively.
The phase current continues to flow and decay slowly through one switch and one diode and

energy is neither taken from nor returned to the DC supply. And if i, =0, diodes (D, ,D,, ) and

switches (TaL Ty ) aredl turned off. In both cases, v, isequal to zero.

Mode 1 Mode 2

OV, fori,>0

v, =V vV, =
& *"Ho fori,=0

+ 0

v,=0 v, =0

a

Fig. 6.3 Four possible modes of operation for phase a
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How to exploit the modes described in Fig. 6.3 entirely depends on design specification
but all possible switching strategies applicable to the converter may use some or al of the
modes. The last two modes called zero voltage loops are very important in minimizing the ripple
contents of the phase current at any given switching frequency. Therefore, they can reduce the
hysteresis losses in the motor and the power dissipation in the DC link capacitor during any
period when switches in the converter are turned on and off to reduce the net applied voltage to

the phase winding.

First, the existing switching strategies, i.e. the bipolar and the modified switching strategy
are reviewed and then the unipolar switching strategy will be described. For phase a operation,

switches (T, ,T,, ) are activated to control the phase a voltage. If switches (T, ,T,, ) are treated
as a pair, the voltage applied across the phase a winding would be V. for both the switches
being on and -V, for both switches being off with the phase a current being greater than zero.
This operation is shown in figure 6.4. This switching strategy is identified as the bipolar
switching strategy because the phase a voltage v, in Fig. 6.4(a) shows that the voltage is either
V, or -V, for agiven switching cycle. Hence, this switching strategy uses only the first two

modes shown in Fig. 6.3. The main drawback of this strategy is there is a larger current ripple
when compared with the other two strategies as shown in Fig. 6.5(b) and 6.6(b). The agorithm

for the bipolar switching and the average output voltage [va] areasfollows.

0V, forv,=v

ramp

v, =0V, forv,<v,, &i,>0 (6.1)
0

00 forv, <v,,&i, =0

ramp

Vd
v, [=—%v_for-V ., <V, <V,

_Vdc < [Va] SVdc
where,

V,. :DClink voltage
V,amp - PEAK VOItage of thetriangular waveform

83



To examine the response of the bipolar switching strategy, a simulation result is shown in

Fig. 6.4(b). The simulation result is obtained at T, =0.2N [ and w=21000rpm during the first

excitation region. The phase current commands, which are indicated by dashed lines in Fig.
6.4(b), are obtained using the TDF |l strategy listed in Table 3.2. When the phase winding
inductance is small, the ripple contents of the phase currents are too large to be acceptable in

applications where high performance is required. Even when the phase winding inductance is

large, the ripple contents are still large compared with other two switching strategies.

=0 v.<0
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X7

aH off —
on T
“ off -
+Vdc?
v, -
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(@) Operational principle
B i ‘ I ,, H Hhm‘ M‘wv«
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P H‘ {“h“l
1a5 Iy (A) . A \ ‘ ’\ \ M M MH\ \ V‘KL
(A M..“mwm |
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P05|t|on (degrees)

(b) Simulation results

Fig. 6.4 Bipolar switching strategy
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(b) Simulation results
Fig. 6.5 Modified switching strategy

The second switching strategy suggested in [6] is one that allows simultaneous switching
of the switches only during the commutation of phases and introduces zero voltage loops. Zero

voltage is applied by keeping one switch on but the other turned off, say in this case, with T, on
and T,, being off. This condition alows the phase current to circulate through the winding,
switch T, and diode D, with zero voltage across the winding, neglecting the diode and switch

voltage drops. Therefore, this strategy uses only the first and the third modes. This would allow
smaller current ripple than the bipolar switching strategy but it also has a maor drawback in that
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-V, cannot be applied except during the commutation period. Therefore, it does not decrease

the current rapidly as shown in Fig. 6.5(b). The algorithm for the modified switching and the

average output voltage [va] are asfollows.

Vv, forv, 2y,
v, = HVe e (6.3)
E 0 forv, <v.,
V,
[V.]=—%-v, forosv, <V,
Vramp (64)

O = [Va] = Vdc

A modification to the first and the second strategy can give both zero and negative
voltage across the machine winding. This is identified hereafter as unipolar switching strategy
and as such is utilized in other drive systems [24]. The idea of the unipolar switching was first
applied to a full-bridge converter consisting of four switches and four diodes. The full bridge
converter can handle four-quadrant operation but in this application only two-quadrant operation
is necessary. Therefore, with the asymmetric half-bridge converter shown in Fig. 6.1(b) the same
performance can be achieved with the proposed switching strategy. All possible modes are
exploited in this strategy to incorporate the advantages of both the strategies described before.
Simulation results and experimental results are shown in Fig. 6.6(b) and Fig. 6.6(c), respectively.
Due to the effectively doubled switching frequency, the ripple contents of the phase currents in
the unipolar switching are half of the ripple contents of the phase currents in the modified
switching. In addition, fast response can be observed when the phase current is decreasing. The

algorithm for unipolar switching and the average output voltage [va] are asfollows.

OVe forvezv, o &-v <v,

vV, = %Vdc forv, <v, & v, 2V, &i, >0 (6.5)
% 0 elsewhere
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Fig 6.6 Unipolar switching strategy
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Vd
v, [=—%v_for-V ., <V, <V,

_Vdc < [Va] SVdc

Each switching strategy has its own merits and demerits. For instance, the switching loss
of the modified switching strategy is relatively small compared with the switching losses of the
other two strategies because only one switch is switching while the other switch is continuously
turned on. When the switching loss of a switch is larger than the conduction loss of a switch, the
total loss of the modified strategy is smaller than the total losses of the other two strategies or
vice versa. The control algorithm and its realization for the bipolar switching strategy are

relatively simple when two-quadrant operational converter is necessary.

The unipolar switching strategy effectively doubles the switching frequency without
increasing the actual switching frequency of the switches. This contributes to the mitigation of
current ripple and hence to the reduction of the torque ripple. If current ripple is halved the
torque ripple caused by this current ripple is reduced to one fourth of the original one because the
generated torque is proportional to the square of current. Moreover since the dynamics of
mechanical system can be viewed as alow pass filter the dominant frequency of the torque ripple
is also important in that speed ripple is further deduced due to roll off over the cutoff frequency
of the mechanical system. Due to these advantages, this switching strategy is applied in this

dissertation to achieve high performance in current control and thus, torque control of the SRM.
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CHAPTER 7: SSMULATION AND EXPERIMENTAL RESULTS

To verify the proposed torque control algorithms and the unipolar switching strategy
applied to the asymmetric half-bride converter, dynamic simulations using MATLAB" software
package and experiments using a TI TMS 320F240 DSP-based control system have been
performed. The proposed torque control algorithm has also been applied to a linear SRM
described in Appendix A. Torque in the prototype SRM corresponds to force in the linear SRM
and the linear SRM is differently configured. Therefore, appropriate modifications described in
Appendix A are necessary. Simulation results for the linear SRM with the theory of operation are

also given in Appendix A and experimental results are given in this chapter.

Operations at representative conditions are simulated and discussion of the results
follows. Experimental results of the torque control algorithm based on phase currents are given.

Note that such a treatment is consistent with industrial practice.

7.1 Simulations

As a way of verifying the proposed torque control algorithms and the unipolar switching
strategy applied to the asymmetric half-bride converter, a series of dynamic simulations have
been performed using MATLAB" software package. The dynamic model for the SRM used in
the simulation is the model derived in Chapter 5. This general model has been applied to explain
the behavior of the SRM in entire region. Operations in six different conditions at two
representative output torque commands at three different speeds have been simulated to examine
the characteristics of the proposed controllers in various conditions. Two different torque control
schemes, which are based on phase currents and flux linkages, have been evaluated with the
same conditions. To simulate possible implementation, the sampling time of control loop was set

to 50 ps assuming the switching frequency is 20 kHz and the supply voltage is DC 220 V.
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Shown in Figs. 7.1, 7.2, and 7.3 are the resultant output torque and phase currents in the
six different conditions when the phase currents are the controlled states. Figs. 7.4, 7.5, and 7.6
illustrate the resultant output torque and flux linkages in the same conditions. In Table 7.1,
torque error by both controls at various speed and torque levels are summarized. Peak-to-peak
torque error after reaching steady state is defined as torque error in Table 7.1. At low speed, both
controllers show good performance because the current and flux linkage controller can track
commands with negligible error due to smooth waveforms of the commands. For example, at
100 rpm, the torque errors are only 1.3% - 1.6% in entire operating region. At 1000 rpm,
however, the torque errors increase up to 8.9% - 17.7%. This originates from the fact that at
higher speed the current or flux linkage control loop bandwidth is not high enough to track the
steep current or flux linkage command. The fundamental frequency of the current or flux linkage
command is low compared with the current or flux linkage control loop bandwidth but the
frequencies of the higher order harmonics are approaching the bandwidth of the current or flux

linkage control loop. For example, at w=1000 rpm the fundamental frequency of the phase

current or flux linkage command, f, is,

£, =1000"¥- oL M (5 Shases = 60 Hz (7.1)
min 60 sec

However, the highest order of meaningful harmonics of the command is much higher than the
fundamental. This can be verified by examining Fourier series expansion of the phase current or
flux linkage command. Figs. 7.7 and 7.8 show the magnitude of the Fourier series coefficients.
At lower current, the torque control based on phase currents shows better performance at all
speeds than the torque control based on phase flux linkages due to the smaller total harmonic
distortion. However, at higher current, the latter shows better performance due to the abrupt
changes in the two adjacent current commands around their intersection. At higher current and
speed, both di/dt and dA/dt become too steep to track the commands. As a result, the torque
errors become substantial. This shows that in this application some tracking error is inevitable
because of the limited bandwidth of the control loops. To further reduce the torque ripple, this
practical limitation should be considered in designing the SRM because overall system

performance is determined by the characteristics of the machine as well as the controller.
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TABLE 7.1 Torque errors by both controls at various speed and torque levels

Torque error by the torque control Torque error by the torque control
Speed [rpm] based on phase currents [%] based on phase flux linkages [%]
T, =0.2 Nlth T, =0.4 Nlth T, =0.2 Nlth T, =0.4 Nlth
100 1.3 1.6 1.4 1.5
500 4.7 8.7 6.1 7.9
1000 8.9 17.7 13.0 16.0

In a position control system, the torque ripple at very low speed is one of the most
important factors to characterize the system and small ripple at high speed is usually acceptable.
In addition, in a velocity control system, torque ripple at high speed is easily filtered by the

inertia of the mechanical system.

7.2 Experimental Resultsfor the Prototype SRM

The torque control based on phase currents, a more common practice in industry, has
been implemented on a DSP-based control system. The control board based on the Texas
Instrument TMS320F240, a fixed-point processor running at 20 MHz, has been used to perform
all control tasks including the unipolar PWM. Because TMS320F240 does not have enough
memory space for larger tables and it does not have powerful computation capability such as
floating-point calculations, operation is limited within the linear region. However, the dynamic
simulations performed in the previous section already verified the feasibility of the proposed
controllers in the entire operating range so that it is not necessary to present experimental results
in the entire operating range for the verification of the proposed controllers. The dynamic
performance has been evaluated through the output torque estimation and velocity measurement
because the available instrumentation does not allow a measurement of the dynamic

electromagnetic torque.
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Fig. 7.9 Implementation of the torque control loop using a DSP board

The overall system is composed of a DSP board and an asymmetric half-bridge converter
for four phases as shown in Fig. 7.9. All control tasks such as calculation of TDF, generation of
phase current commands and implementation of the proposed current controller and the unipolar
switching strategy are performed by the DSP board. Each phase current is sensed by a current
sensor and sent to the DSP board. Among the four phase currents, only two active phase currents
are digitally converted through ADC according to rotor position and the sign of torque
command. Similarly, only four PWM signals related to the two active phases are activated
whereas other four PWM signals are disabled. Detailed hardware implementation is shown in
Fig. 7.10. The DSP board sends PWM signals to the converter and receives phase current
feedback and alarm signals from the converter. An optical incremental encoder is attached to the
shaft of the SRM to obtain position and velocity feedback. The resolution of the encoder is 2000
pulse/rev. The phase currents are sampled at every 100 Us, and the control loop and PWM
signals are also updated at 100 ps to have 1 kHz of the current control loop bandwidth and 10
kHz of switching frequency. To run the SRM at a constant velocity, the outer velocity control
loop has been implemented in addition to the torque control loop. The converter is composed of
a rectifying circuit, a shunt regulator, four current sensing circuits, and an asymmetric half-
bridge converter for four phases. To apply constant external load, a dynamic brake is directly

attached to the shaft of the SRM through a mechanical coupling.
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TABLE 7.2 Comparison torque errors of simulation and experimental results

Speed [rpm] Torque errors [%]
Simulation Experiment
100 1.3 4.2
500 4.7 9.5
1000 8.9 17.6

In Figs. 7.11, 7.12, and 7.13, the phase current command, feedback, and estimated output
torque 'fe at three different speeds are shown. The commanded output torque is 0.2 Nlth to

guarantee a linear magnetic circuit. In each figure, the first plot shows the response of the current
control loop and the second plot shows the output torque and phase a current. The output torque
is estimated from the phase currents and the torque functions stored in memory using the
relationship given in (2.18). As expected from the simulation results, increased tracking error can
be observed at higher speed. The torque errors at three different speeds are listed with the
corresponding simulation results in Table 7.2. Due to lower bandwidth of the current control
loop, the experimental results show increased torque errors when compared with the simulation
results. In addition, due to the cogging torque and the huge inertia of the brake, the performance
of the velocity control loop is degraded. Therefore, the waveform of the current command is
slightly distorted at high speed. These experimental results strongly match the simulation results
except that some measurement noise is added to the real signal and some degradation is found as

mentioned earlier.

Alternate test of the system in the form of the step response of the velocity control loop is
shown along with the phase current in Fig. 7.14. Again, the maximum output torque is limited to
0.2 Nirh to ensure that the SRM is operated in linear range. For this experiment, the dynamic
brake is disconnected from the motor shaft to provide unloaded condition. Reasonable rise time
and damping can be observed in this figure. When the velocity command changes from —1000
rpm to 1000 rpm, the SRM starts to operate in regeneration mode until the velocity of the SRM
reaches zero. Then, the SRM is running in motoring mode. The phase current clearly shows the

behavior of torque controller during torque reversal.
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Fig. 7.12 Response of the current control loop and the estimated output torque at w =500 rpm
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7.3 Experimental Results of the Linear SRM

For the verification of the application of the proposed torque control algorithm to the
linear SRM described in Appendix A, experimental results are shown in this section. The theory

of operation, simulation results, and the experimental set-up are described in Appendix A.

Fig. 7.15 shows the phase current command, feedback, and the estimated output force Ife

at X" =0.2 m/s. The first plot shows the response of the current control loop and the second plot
shows the output force and phase a current. Unlike the rotary SRM, it is not possible to apply a
dynamic load to the LSRM with the available equipment. Hence, only the friction produced by
the normal force at this speed is applied as a dynamic load. It is seen that the actual phase current
follows the commanded value closely. The output force is estimated from the phase currents and
the force functions stored in memory using the relationship given in (A.4). This shows a nearly

ripple free force profile.
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Similarly, the step response of the velocity control loop is shown in Fig. 7.16. Reasonable

rise time and damping are observed in this figure.

108



CHAPTER 8: CONCLUSIONS

This chapter summarizes the key tasks and contributions of this research, which have

been accomplished. This dissertation has effectively addressed and solved the problems outlined

in the introduction.

1)

2)

3)

A thorough literature survey has been performed on the SRM drives. It shows the existence
of research material that identifies the prediction of self-inductance by analytical as well as
finite element methods and their experimental verification. However, there is very little
material that accounts for the mutual inductance between the phases. Frequently, the mutual
inductances have been neglected by assuming that their magnitudes are small enough to have
no effects on the operation of the machine. However, one of the primary assertions of this
dissertation is that in many cases the mutual inductances are not insignificant and can
sometimes be as much as 10% of the self inductance. Their effects cannot be ignored in the
torque ripple-free operation of the SRM requiring precise control. In this dissertation, the
mutual inductances are obtained by finite element analysis and they are verified by
measurements. There is a strong correlation between the predicted finite element results and

measured values.

Conventionally, only one phase has been considered at a time when deriving the voltage and
torque equations. However, the effects of mutual coupling cannot be included with these
equations. Therefore, two adjacent phases, which are excited intentionally or unintentionally,
have been considered simultaneously. The dynamic equations of the SRM for two-phase
excitation including the effects of mutual coupling have been newly derived. The effects of
the mutual coupling have been represented in terms of mutual inductances in these equations.
Two different dynamic equations in terms phase current and flux linkages have been derived.

They have been compared to determine the advantages and disadvantages of their use.

Only one phase, which has the strongest torque function at a given position, has been utilized

in the conventional operation of the SRM. In this dissertation, two phases have been excited
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simultaneously to obtain a minimum ripple performance using a new torque control
algorithm. Conventionally, the SRM has been operated with step-wise phase currents or flux
linkages. With the step-wise currents or flux linkages, the output torque of the SRM, which
depends on phase currents and rotor position, shows significant ripple since the torque is
developed based on individua phase excitations. As a result, this form of control that
produces an average torque output is not acceptable in high performance operation. To
achieve a high bandwidth torque control in applications that require good transient
performance, it is necessary to employ instantaneous torque control. Moreover, the
conventional commutation has to be replaced by a control scheme that profiles the phase
currents or flux linkages to produce the desired total output torque by coordinating the output
torque produced by individua phases. If the individual phase currents or flux linkages can be
controlled with a high bandwidth, then choosing the appropriate current or flux linkage
waveforms will guarantee low torque ripple. It has been proved that at any position two
adjacent phases contribute to generate desired torque and the excitation interval of a phase
can be broadened to 30 degrees whereas it is 15 degrees in conventiona drives. Therefore, if
precise current or flux linkage control is assumed, torque control implies the distribution of
the desired torque to each phase and the generation of phase currents or flux linkages from
the distributed torque. Considering severa feasible performance indices, a novel Torque
Distribution Function (TDF) has been proposed. This reduces the rate of change of phase
currents or flux linkages and the peak current or flux linkage magnitude. Initialy, the
operation of the SRM in the linear magnetic region neglecting the effects of the mutual
coupling has been analyzed and simulated. The output torque is found to have approximately
7% peak to peak ripple value. Then, a new TDF that includes the effects of the mutual
coupling has been proposed. The simulation results of the proposed TDF in the linear
magnetic region have shown that the output torque has no ripple when an ideal current or
flux linkage controller is used. A modified TDF for the operation of the SRM including the
magnetic saturation has also been proposed. This is necessary as most machines operate in
the saturated region at rated condition. Although the waveforms of the phase currents or flux
linkages become less smooth, the output torque is still ripple-free. With the proposed TDF,

the amount of memory is significantly reduced because only two-dimensiona tables are
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necessary in entire operating range while the existing torque control algorithms require three-

dimensional tables.

The two different torque controllers based on the phase currents and flux linkages, showing
identical dynamic responses at all positions even with significantly varying inductances and
compensating the effect of mutual coupling, have been proposed. They have been extensively
simulated and verified by experiments. A feedback linearizing current controller has been
proposed to linearize and decouple the current control loop. A gain scheduling scheme,
which changes the gain of the current controller based on rotor position and phase currents,
has also been introduced. It has been shown that with the conventional current controller, it is
not possible to obtain a high-performance current control. By implementing the current
controller with the gain scheduling, a good dynamic response at al positions has been
achieved. A feedback linearizing flux linkage controller has also been considered by
examining the equations in terms of flux linkages. The advantage of this method over the
previous method is that the gains of the flux linkage controller are not functions of rotor
position and phase currents. Hence, the computation required is much reduced. However, this
method requires certain additional computation to estimate the phase flux linkages from the
phase currents and related parameters. Therefore, it can be more sensitive to parameter
variation. The effects of varying stator resistance have are been considered with the flux
linkage control.

The significance of separating the operation in the linear and saturated region lies in the fact
that in some applications machines are operated only in the linear region. The proposed
controller has been used in the operation of a Linear Switched Reluctance Motor (LSRM).
The LSRM is strictly operated in the linear portion due the fact extremely high normal forces
affect the machine when operated in the saturation region. An implementation of the
proposed controller and force distribution function has shown ripple-free force response of
the LSRM.

From the existing converter topologies, the two most popular converter topologies for an 8/6

SRM have been examined for the prototype SRM. They are the half-bridge converters
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capable of providing the three voltage loops and operating in two quadrants. Four possible
modes of operation for the converters and the operational limitation of the shared switch
asymmetric half-bride converter have been identified. Therefore, the asymmetric half-bridge
converter, in which there are operational possibilities even with one or two phase faults, has
been chosen. A new switching strategy called the unipolar switching strategy for the selected
asymmetric half-bridge converter has been proposed. This strategy effectively doubles the
switching frequency without increasing the actual switching frequency of the switches.
Therefore, it can reduce the hysteresis losses in the motor and the power dissipation in the
DC link capacitor during any period when switches in the converter are controlled to reduce
the net applied voltage to the phase winding. This also contributes to the mitigation of phase
current or flux linkage ripple and hence to the reduction of the torque ripple. If phase current
or flux linkage ripple is halved, the torque ripple caused by this current or flux linkage ripple
is reduced to one fourth of the original one because the generated torque is proportional to
the square of current or flux linkage. Moreover, since the dynamics of mechanical system can
be viewed as a low pass filter, the dominant frequency of the torque ripple is aso important
in that speed ripple is further reduced due to roll off over the cutoff frequency of the
mechanical system. Due to these advantages, this switching strategy has been applied to

achieve high performance in current or flux linkage control.

The proposed torgque control schemes and switching strategy have been extensively simulated
and experimentally tested using a Texas Instrument 320F240 DSP based system. It has been
shown that the schemes are suitable for low speed as well as for high speed, athough the
torque ripple gradually increases with speed. The presented torque schemes maximize the
torque producing capability of the SRM and they also reduce the peak current requirements
for the converter. The experimenta results very closely match the smulation results. It is
predicted that better performance can be achieved by using a more powerful DSP for the

controller.

It is believed that this research is original in the SRM drive field and it can solve severa

problems mentioned in the introduction and improve the overall system performance. The

proposed controller is readily expandable to the SRM with different configuration, PMSM
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(Permanent Magnet Synchronous Motor) and BLDCM (Brushless DC Motor). In reference [26],
anew power-converter topology was proposed to minimize the cost and to enhance the reliability
of the BLDCM drive system. It is believed that with the proposed controller it is possible to add
high performance to the BLDCM drive system.
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APPENDIX A: APPLICATION OF THE PROPOSED TORQUE
CONTROL ALGORITHM TO A LINEAR SWITCHED
RELUCTANCE MOTOR

Linear Switched Reluctance Motors (LSRMs) with different machine configurations have
been explored before in literature [33]-[41]. They are an attractive alternative to linear induction
or synchronous machines due to lack of windings on either the stator or rotor structure. Further,
the windings are concentrated rather than distributed making it ideal for easier manufacturing
and maintenance. Although, LSRM configurations and finite element results have been described
in literature, very little material describes the control of the LSRM. Basic converter
configurations have been described in [33], [35], [39] - [41] but the control procedure is not
described extensively. However, there is extensive material covering the various converter
topologies for a Rotary Switched Reluctance Motor (RSRM) summarized in [6]. There are also

various control strategies for the RSRM described in literature.

This chapter intends to describe the control algorithms and the converter topology for the
prototype LSRM. A force controller based on the traditional single-phase excitation but with the
associated complex control sequence is described. The torque control algorithm (force control
algorithm in case of the LSRM) proposed in previous chapters is applied to this LSRM to reduce
force ripple as well as the normal force. The unique feature of the LSRM lies in the fact that the
operation of the machine is restricted to the linear magnetic region as operation in the saturated
region causes high normal forces as described in [30]. Hence the torque control algorithm based
on phase currents in the linear magnetic region and the unipolar switching strategy described
Chapters 2, 3, 4 and 6 can be applied to the LSRM. In addition, because the mutual inductances
of this specific LSRM are relatively small, they are not considered when designing the force
controller and the phase current controller. The converter topology is chosen to minimize the
number of switches and current sensors. It is a variant of the traditional asymmetric half-bridge
converter as well as the shared switch asymmetric half-bridge converter used for RSRM with

even number of phases.
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Fig. A.1 LSRM structure and winding diagram

The configuration of the LSRM and its basic operation is described in Section A.l.
Section A.2 covers the converter topology and its various modes of operation. Section A.3
describes the two different force control strategies along with simulation results. Section A.4
gives the design of the current controller for the system. Section A.5 contains experimental set-
up. Experimental results are included in Chapter 7. Conclusions and contributions of this work

are summarised in section A.6.

A.1 LSRM Configuration

Fig. A.1 shows the machine structure and winding diagram of an LSRM. The LSRM has
an active stator, a passive translator that is analogous to the rotor in a RSRM and a longitudinal
flux configuration. The active stator configuration was chosen not to encounter the power
transfer problems associated with the active translator configuration. The LSRM configuration
corresponds to a 6/4 RSRM configuration. It consists of 6 translator poles and 120 stator poles
spread over 4.8m. One stator sector is composed of 6 stator poles and hence the total number of
stator sectors is 20. A RSRM has four rotor poles and hence the corresponding LSRM should
have 4 translator poles. But in the LSRM structure with four translator poles, individual coils
should be excited for continuous forward and backward motion resulting in doubling the number
of switching devices [33]. The translator poles are increased from 4 to 6 to minimize the number

of switching devices and simplify the excitation sequences.
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Table A.1 Forward motion sequence in the first sector

Position (mm) | Phase Stator Translator

0-7.4 C, S =S, T -T,
7.4-27.4 A S, -8, T, -T,
27.4-47.4 B, S, =S, I, - T,
47.4-67.4 C, S, =S T, - T,
67.4-87.4 A4, S, -8, T, - T,
87.4-107.4 B, S =S, T, -T,
107.4-127.4 C, S, =S T, - T,
127.4-147.4 A4, S, =S, T, -T,
147.4-167.4 B, S =S, T, - T,
167.4-187.4 C, S, =S, T, -T,
187.4-207.4 A4, S, =S, T, - T,
207.4-227.4 B, S, =S, T, -T,
227.4-240 C, S7 =Sy T, - T,

Table A.2 Reverse motion sequence in the first sector

Position (mm) | Phase Stator Translator

0-12.6 B, S, =S T, -T,
12.6-32.6 C S, -8, T, -T,
32.6-52.6 A, AP T, -T,
52.6-72.6 B, S, =S, T, -T,
72.6-92.6 C, S, =S5 T, -T,
92.6-112.6 A, AP T, -T,
112.6-132.6 B, Se =8, T, -T,
132.6-152.6 C, S, =S5 T, - T,
152.6-172.6 A, S, =S, T, -T,
172.6-192.6 B, Se =8, T, - T,
192.6-212.6 C, S, =S5 T, -T,
212.6-232.6 A, S, =S, T, - T,
232.6-240 B, S =S, T,-T,
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Fig. A.2 Parameters at rated current

In a prototype LSRM, the stator pole width w,, and slot width w, are both 20mm and
the translator pole width w,, and slot width w, are 24mm and 36mm, respectively. The

energization sequence a,a, —bb, —c,c, —a,a, —--- makes the translator move in the forward
direction continuously. Similarly, a reverse direction sequence can be deduced. Since the
prototype has 6 translator poles, a gating sequence based on the above description is developed
such that the translator experiences continuous forward or backward motion. The sequences for
forward and reverse operations in the first sector for the LSRM prototype whose sector length is

6(wss +w, ) = 6(20 + 20) =240 mm are shown in Tables A.1 and A.2. Sequences in other sectors

are derived in a similar manner.

In an LSRM, excitation of a phase winding produces a propulsion force along the x
direction and a normal force along the z direction. Similar to a RSRM, inductance values can be
obtained as the LSRM progresses from the unaligned to the aligned and back to the unaligned
position. Assuming that the translator is moving in the direction x, and the three phases are

named as a, b and ¢, Fig. A.2 shows inductance L, , the rate of change of inductance with respect

117



to x, 0L, /0x, and the rate of change of inductance with respect to z, 0L, /0z for k =a,b,c at

rated current. For notational convenience, dL, /0x and 0L, /0z are defined as,

oL
“ for k=a, b, ¢ (A.2)
_aL,
gzk - aZ

It is noticed that the normal force plays an important role in this machine. From the prototype
LSRM parameters described above, it is observed that the patterns shown in Fig. A.2 repeats

every (wtp +wts): (24+36): 60 mm. At the points where the inductance is highest, a set of

translator poles are in full alignment with two associated stator poles, which constitutes one

phase. At zero position, the interpolar axis located between two translator poles 7, and T}, is

aligned with the polar axis of the stator pole S;.

A.2 Converter Topology

The proposed LSRM stator is divided into N sectors, each with 6 poles or 3

consecutive phases. The windings are connected such that the coils in one sector are not
connected to the coils in other sectors, i.e, each sector can operate independently. Based on it, the
converter shown in Fig. A.3 is developed for the LSRM drive. Considering only one sector, it is
observed that the converter can operate like a regular asymmetric bridge converter used in
RSRM with all the advantages associated with that topology. Only three top switches are used,

one for each phase. Each phase winding has its own switch. So although there are 3N
individual phases, only (3N o T 3) switches are used unlike the asymmetric half-bridge converter
that would use 6N, switches. The duty cycle of operation of the lower switches is 1/ (3N SC) and

smaller heat sinks are used when compared to the upper switches that have a duty cycle of 1/3.

With this converter, only a single current sensor per phase for the entire track is required and the

unipolar switching strategy described in Chapter 6 can be applied.
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Fig. A.3 Proposed converter topology
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A.3 Force Control Strategies

A.3.1 Single Phase Excitation

If a phase is energised during the rising slope of the inductance, a positive force is
produced and if a phase is energised during the falling slope of the inductance, negative force is
produced as shown in Fig. A.4. The polarity of the current makes no difference. Also, note that
the force is dependent on the translator position. The commanded force generated by this control

scheme is given as,

*

F. = %KT (i) for k=a,b.c (A2)

xe

where K, is the average value of g, for an excitation interval. From Fig. A.3, the optimal
commutation position that minimizes current for a maximum possible machine efficiency [16],
for phase a can be found to be 27.4 mm (the position where the rising torque function g, is
equal to the falling torque function g, ) and the average value of g, for 7.4mm < x < 27.4mm is

calculated as,
G, =K, =1.1808 N/A* (A.3)

The simulation results shown in Fig. A.5 are performed with a PWM carrier frequency of
20 kHz with the proposed current controller described in Section A.4 and 120 VAC, 1 @, supply

voltage to the rectifier. As the current commands are calculated using the average value of g,

there is a large force ripple during commutation as seen in Fig. A.5. This might be considered in
the design stage of the LSRM to reduce the force ripple, but in a practical machine, it is not easy
to achieve a flat-topped force function. Increased audible noise and stress on the mechanical
structure are drawbacks of this operation. For the rectangular phase currents, it is seen that the
force is produced in a pulsed form, resulting in a possible increase in force ripple due to the

limited bandwidth of current control loop.
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Fig. A.5 Simulation results of the single-phase excitation at 7, =45N and x* =1.5 m/s

121



A.3.2 Multiphase Excitation

Since a high force ripple will be present when only one phase of the LSRM is excited at a
time, a multiphase excitation scheme is proposed. By distributing force to adjacent phases with
the proposed Force Distribution Function (FDF), both phases can contribute to produce force of
the same polarity. This reduces the rate of change of phase currents and the peak current
magnitude. The proposed FDF also helps to reduce the peak and the rate of change of the normal

force compared with the single-phase excitation method described before. Fig A.6 shows the
proposed FDF when F. >0 and F, <0. The simulation results of the proposed method are
shown in Fig. A.7. Other simulation parameters with regards to the PWM carrier frequency and
supply voltage are identical to the simulation using single-phase excitation. If actual phase
currents track the current commands precisely, by controlling phase currents, the required force

is obtained. In other words, if i Z Ui, for k =a,b,c, the actual force can be expressed as,

. 1 . 1
erzz g.k(ik)2 DE gk(ik)zzer (A4)

k=a,b,c k=a,b,c

Then, the force control becomes a matter of selection of FDF and generation of phase
current commands. The proposed force control loop is composed of FDF, Current Command

Generation (CCQG) and the current controller as illustrated in Fig. A.8.

FDF CCG Current Controller
E; . i i F
a * 2F a a l . a
> 1. i = a » 1 p| F, =—g,i
g, 2
* . +
er Fb 2F* il; ib 1 Fb + er
> £ » i, = [ ) P F,=—g,i;
gb 2 +
F’ 1 1 F
c * c c 1 C
> /e > Q= 2F, » 01 » Fo=—g.i
8. 2

Fig. A.6 Proposed force control loop
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Table A.3 Forward and reverse motion sequence in the first sector

Position (mm) Forward Reverse
0-10 Ci, A4 B
10-20 Aj B, C;
20-30 Ay, B Ci
30-40 B Ci, A
40-50 B, C; A
50-60 G Ay, By
60-70 Cy, A, B
70-80 Aj B, C;
80-90 ApB> C:

90-100 B Cy, A
100-110 B, C; A
110-120 C; Ay B>
120-130 Cy, A4 B;
130-140 A B, C;
140-150 A, B> C;
150-160 B> C, 4>
160-170 B, C; A
170-180 C; Az, B>
180-190 Cy, A4 B;
190-200 A B, C;
200-210 A, B> C;
210-220 B> C, 4>
220-230 B, C; A
230-240 G Az, B>

The sequences for forward and reverse operations in the first sector for the proposed
scheme are shown in Table A.3. Sequences in other sectors are derived in a similar manner.

Tables A.1 and A.2 can be referred to identify associated stator and translator poles.
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Table A.4 Proposed FDF in an excitation period

*

*

F. 20 F. <0
2
g;(x) — for0<x<10 0 for0< x <30
g.(x) +g.(x)
2
1 for10 < x <20 () for 30 < x < 40
() +g.(x)
Ja (x) ( )2 el Eal¥
S for20<x<30 1 for 40 < x <50
POEPN® 2
0 for 30 < x <60 g;(x) — for50<x <60
g, () +g,(x)
0 elsewhere 1 for0<x<10
b(x)2 b(x)2
for20< x <30 for10<x<20
7.() | &b el & () +g ()
1 for30<x <40 for20< x <50
gb(x)2 b(x)2
for 40 < x <50 for 50 < x <60
o e T @
2
gzc (x) > for0<x<10 0 elsewhere
g.(x) +2,(x) 2
0 elsewhere Ee (x) for10<x <20
7.(x) g, () +g.(x)
‘ g.(x)
( 2+g (x)2 for40< x <50 1 for20< x <30
gb X c
2
1 for 50 < x <60 g;(x) — for30< x <40
g (x) +g,(x)

Table A.4 shows the proposed FDF in an excitation period. The cycle for the prototype
repeats every 60 mm. The function is described based on the relative linear position x. The sum

of the phase force commands equals the force command at all positions, and given as,

F =F.f, for k=a,b,c and /i =1 forall x

k=a,b,c

(A.5)

Then,
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SF =F, Y fi =F, (A.6)
k=a,b,c k=a,b,c
Note that when f, =0, to avoid unnecessary switching, the corresponding phase is turned off

instead of regulating i, to zero. From the distributed phase force command F, , the current

FE I
command i, is computed as,

*

. |2F

i, =
8«

for k =a,b,c (A.7)

The resultant phase currents and normal force at rated force are shown in Fig. A.8. The
changing rate of the phase current commands are much reduced so the current commands are
more easily followed with practical and moderate controller gains. The force errors by the single-
phase excitation scheme and the proposed scheme are 60.8% and 4.9%, respectively. Compared
with the single-phase excitation, the proposed scheme shows about 6.7% decrease in the peak
normal force and it helps to reduce friction between the wheels and track. In addition, the smooth

waveform of the normal force can reduce the stress asserted on the mechanical structure.

A.4 Current Controller

A proportional plus integral controller is considered for the present implementation. The

voltage equation of a phase of the LSRM neglecting the mutual inductance is given as,

A
v, = Ri, +% for k =a,b,c (A.8)

where

A, =L,i, for k=a,b,c (A.9)

By substituting (A.9) into (A.8),
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Fig. A.9 Current control loop with PI controller

7;‘ =-ai, —a,x0, +a,v, for k =a,b,c (A.10)
where,
a _L
0 Lk
R
a, =— for k=a,b,c (A.11)
Lk
_8
a, =5

System (A.10) can be easily linearized and decoupled by defining the control input v, as,

v, =a,xl, /a, +u, for k=a,b,c (A.12)

where u, is the new control input to be designed. Substituting (A.12) into (A.10) yields

.
ﬁ = —a,i, +ayu, for k=a,b,c (A.13)

To obtain the required transient and steady state performance the new control input u, is given

by a PI controller as shown in Fig. A.9,

u =K, i)+ Kl.cj(i,t ~i, eD for k = a,b,c (A.14)
0

0
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where K, and K, are the gains of the current loop PI controller. The gains K, and K, can be

evaluated by a conventional design procedure based on the frequency response characteristics.

From the simplified current control loop shown in Fig. A.9, the system transfer functions G, (s)

1s derived as follows.

)_ 1 D aOHcKercs-l—aOHcKercKic
ZZ (S) HL’ S2 +(aOHL’KerC +a1)S+aOHL’KercKiC
1 KlecS+K1KpcKic

0—~0
Hc Sz +K1KpcS+K1KpcKic

(A.15)

for aOHcKr‘KPc >> al

Where H, and K, are the current feedback gain and the converter gain, respectively and

K, =a,HK,.

To determine K, and K, to meet the control objectives, a simple and straightforward
design procedure is proposed. One of the most common control objectives is the bandwidth w,

and the damping ratio {_, of the current control loop. For a given set of w, and {_, controller

gains are calculated algebraically as,

2l .w 1
K '(x): c e D
pe 5 2 Kl(x)
\/(1+2ZC); (+222) +1 (A.16)

— C

2{6\/(1+2Z§)+ (1+222) +1

ic

A.5 Experimental Set-up
A picture of the prototype LSRM is shown in Fig. A.10. There are 120 stator poles spread

across a length of 4.8 m. A magnetic sensor strip has a resolution of 10um runs alongside the

stator giving position feedback. Fig. A.10 shows the experimental setup of the control system.
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The control system is digitally implemented with a sampling time of 50 ps using a
TMS320F240 DSP evaluation module with an interface board. A proportional plus integral
controller is implemented as a velocity controller along with the force controller within the DSP.
The interface board generates gate drive signals for all converter boards from the PWM and
sector control signals obtained from the evaluation module. Sector control signal identifies the
active sector. The PWM carrier frequency is 20 kHz. The experimental results are described in

Chapter 7.

A.6 Conclusions

It is shown that the proposed force controller maximizes the force producing capability of
the LSRM with minimized force ripple and also reduces the peak normal force. An excellent
correlation between simulation and experimental results is demonstrated. The key contributions

of this study are:

1) A converter with minimum number of devices for this specific configuration of LSRM that
has no operational restrictions is chosen and implemented.

2) A force ripple free control of the LSRM has been realised with multiphase excitation and has
been experimentally verified on a 4.8m long prototype.

3) A unipolar switching for the proposed converter is developed and implemented.

4) The feedback linearizing current controller is derived, implemented, and tested to yield a
high bandwidth and good damping. The current and velocity controllers are experimentally
validated.

5) The system level controller has been realised with a DSP thus establishing a flexible software

controller for future innovations.

List of Symbols

z: Displacement in normal force direction
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Displacement in propulsion force direction

Number of stator sectors
Number of stator poles
Number of translator poles
Width of stator pole
Width of stator slot

Width of translator pole

Width of translator slot
Mass of the translator

Commanded (actual) velocity

Commanded (actual) electromagnetic force
Commanded (actual) phase electromagnetic force
Self inductance

Changing rate of inductance with respect to x
Changing rate of inductance with respect to z
DC link voltage, V

Phase voltage in the n™ sector

Commanded (actual) phase current
Commanded (actual) phase flux linkage
Force function

Current feedback gain

Converter gain

Current loop bandwidth

Current loop damping ratio

Proportional gain of the current control loop
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K, : Integral gain of the current control loop
GDy: Upper gate driver signal

GDy,, Lower gate drive signal in the n™ sector

LSRM Parameters

Rated Power: 200 W
Rated Force: 45 N
Rated Velocity, x,,, : 1.5  m/sec
Rated Current, /,,: 8.5 A
L. atl .. 6.39 mH
L. atl . .: 31.96 mH
Stator resistance at 20°C, R.: 0.797 Q
Mass of the translator, M: 20 Kg
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APPENDIX B: DERIVATION OF PROPORTIONAL GAIN K,
AND INTEGRAL GAIN K;

Proportional and integral gains of a Pl controller for a specific second-order system,

which is common in this research, were derived from design specifications given by the system

bandwidth w, and the damping ratio (.. For a given second-order system transfer

functionsG, (s) is represented as,

20 W, S+ W’
G.(s)=— 2 (B.1)
S°+2( ,w,S+w;
where,
20w, =K,K,
) (B.2)
W = KKK,

K, is a specific system constant and K | and K; are the proportional and integral gains of a Pl
controller, respectively. The system bandwidth w, is the frequency at which the magnitude of

G, (jw) dropsto 1/ +/2 of its zero-frequency value. Thus we have

|G (wa - ((.Oﬁ )2 +(2Zc(‘0n(‘0c )2 :i (83)
R | SR R RS BE
By rearranging Eq. (B.3), we have
! =201+ 222 J2w? ~w! =0 (B.4)

This equation leads to

w? = (14222 Jo? +4/ [+ 222 +1002 (B.5)
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Since w, is a pogitive rea value for any (., the plus sign should be chosen in Eg. (B.5).

Therefore the bandwidth w, of the second order system is determined as,

0, :\/(1+ZZ§)+\/(1+2Z§)2+1m)n (B.6)

By rearranging Eq. (B.2) for the controller gains K, and K;, we have

2
Kp — chn
Kl
K = o W W, (B.7)
i Kle K chwn ZZC
1 K1
Substituting Eg. (B.6) into Eq. (B.7) yields
2
K, = €0 E;KL
Jorzze)efeaeef e &9
B.

('OC

K, =
2022+ 22 1

Hence, for a given set of bandwidth w, and damping ratio (., the proportional gain K, and the

integral gain K, are calculated algebraically above.
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APPENDIX C: SPECIFICATION OF THR PROTOTYPE SRM

Number of stator poles, P,: 8

Number of rotor poles, P, : 6

Stator pole arc, B,: 16 degrees
Rotor polearc, 3, : 18 degrees
Airgap length, g: 0.2 mm

Stator to rotor interpolar space height, g,: 4.3  mm

Bore diameter, d : 450 mm

Outer diameter, d, : 105.2 mm
Corelength, | : 4.4 mm
Thickness of back-iron, c: 8 mm
Number of turns: 300 turns/phase
Stator resistanceat 20°C, R;: 16 Q

Rated torque, T, 04 Nm

rat
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