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ABSTRACT 

 

Design and Implementation of Articulated  Robotic Tails to Augment the 

Performance of Reduced Degree-of-Freedom Legged Robots 
 

Wael Saab 

 

This dissertation explores the design, and implementation of articulated robotic tail mechanisms 

onboard reduced degree-of-freedom (DOF) legged robots to augment performance in terms of 

stability and maneuverability. Fundamentally, this research is motivated by the question of how to 

improve the stability and maneuverability of legged robots. The conventional approach to address 

these challenges is to utilize leg mechanisms that are composed of three or more active DOFs that 

are controlled simultaneously to provide propulsion, maneuvering, and stabilization. However, 

animals such as lizards and cheetahs have been observed to utilize their tails to aid in these 

functionalities. It is hypothesized that by using an articulated tail mechanism to aid in these 

functionalities onboard a legged robot, the burden on the robotôs legs to simultaneously maneuver 

and stabilize the robot may be reduced. This could allow for simplification of the legôs design and 

control algorithms. 

In recent years, significant progress has been accomplished in the field of robotic tail 

implementation onboard mobile robots. However, the main limitation of this work stems from the 

proposed tail designs, the majority of which are composed of rigid single-body pendulums that 

provide a constrained workspace for center-of-mass positioning, an important characteristics for 

inertial adjustment applications.  

Inspired by lizards and cheetahs that adjust their body orientation using flexible tail 

motions, two novel articulated, cable driven, serpentine-like tail mechanisms are proposed. The 

first is the Roll-Revolute-Revolute Tail which is a 3-DOF mechanism, designed for 

implementation onboard a quadruped robot, that is capable of forming two mechanically 

decoupled tail curvatures via an s-shaped cable routing scheme and gear train system. The second 

is a the Discrete Modular Serpentine Tail, designed for implementation onboard a biped robot,  

which is a modular two-DOF mechanism that distributes motion amongst links via a multi-

diameter pulley. Both tail designs utilize a cable transmission system where cables are routed about 



circular contoured links that maintain equal antagonistic cable displacements that can produce 

controlled articulated tail curvatures using a single active-DOF. Furthermore, analysis and 

experimental results have been presented to demonstrate the effectiveness of an articulated tailôs 

ability to: 1) increase the manifold for center-of-mass positioning, and 2) generate enhanced 

inertial loading relative to conventionally implemented pendulum-like tails. 

In order to test the tails ability to augment the performance of legged robots, a novel 

Robotic Modular Leg (RML) is proposed to construct both a reduced-DOF quadrupedal and 

bipedal experimental platform. The RML is a modular two-DOF leg mechanism composed of two 

serially connected four-bar mechanisms that utilizes kinematic constraints to maintain a parallel 

orientation between itôs flat foot and body without the use of an actuated ankle. A passive 

suspension system integrated into the foot enables the dissipation of impact energy and maintains 

a stable four point-of-contact support polygon on both flat and uneven terrain.  

Modeling of the combined legged robotic systems and attached articulated tails has led to 

the derivation of dynamic formulations that were analyzed to scale articulated tails onboard legged 

robots to maximize inertial adjustment capabilities resulting from tail motions and design a control 

scheme for tail-aided maneuvering.  

The tail prototypes, in conjunction with virtual simulations of the quadruped and biped 

robot, were used in experiments and simulations to implement and analyze the methods for 

maneuvering and stabilizing the proposed legged robots. Results successfully demonstrate the 

tailsô ability to augment the performance of reduced-DOF legged robots by enabling comparable 

walking criteria with respect to conventional legged robots. This research provides a firm 

foundation for future work involving design and implementation of articulated tails onboard 

legged robots for enhanced inertial adjustment applications.  

  



GENERAL AUDIENCE ABSTRACT 

 

Design and Implementation of Articulated Robotic Tails to Augment the 

Performance of Reduced Degree-of-Freedom Legged Robots 
 

Wael Saab 

 

In nature, animals commonly use their tails to assist propulsion, stabilization, and maneuvering. 

However, in legged robotic systems, the dominant research paradigm has been to focus on the 

design and control of the legs as a means to simultaneously provide propulsion, maneuvering, and 

stabilization. Fundamentally, this research is motivated by the question of how to improve the 

stability and maneuverability of legged robots utilizing an articulated tail mechanism. It is 

hypothesized that by using an articulated tail mechanism to aid in these functionalities onboard a 

legged robots, the burden on the robotôs legs to simultaneously maneuver and stabilize the robot 

may be reduced. This could allow for simplification of the legôs design and control algorithms. 

This doctoral dissertation addresses this problem statement and hypothesis by proposing 

two articulated tail mechanisms, R3-RT and DMST, that are uniquely designed to be practically 

implemented on a reduced DOF quadruped and biped robot, respectively, for tail-aided 

stabilization and maneuverability. Through analysis and experimentation, it is demonstrated that 

articulated tails enable enhanced workspace and inertial loading capabilities relative to previously 

implemented pendulum-like tails while the proposed leg mechanism enables the construction of 

legged robots with simplified design and control. However, these legged robots cannot effectively 

walk as standalone machines which justifies the implementation of articulated tails for augmented 

performance. The dynamics of the combined robotic system consisting of reduced DOF legged 

robots with implemented tails are derived to scale and optimize articulated tails to maximize 

inertial adjustment capabilities and derive control schemes for enhanced maneuvering and 

stabilization using tail-aided motion. Using experiments and simulations, the combined robotic 

systems consisting of a reduced DOF quadruped and biped robots augmented via articulated tails 

demonstrate walking criteria that is comparable to conventional legged robots.  
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1 CHAPTER 1: INTRODUCTION  

 

 

This dissertation explores the design, and implementation of articulated robotic tail mechanisms 

onboard legged robots to augment performance in terms of stabilization and maneuverability. This 

work addresses two challenges that arise from the limitations of current implementation of robotic 

tails intended for inertial adjustment applications onboard legged robots. The first is designing 

articulated tail mechanisms for practical implementation onboard legged robots and analyzing their 

inertial adjustment capabilities through a series of simulation and experimental case studies to 

demonstrate enhanced capabilities relative to conventional pendulum-like tails. To justify the 

addition of a tail onboard legged robot, the tail must provide multiple functionalities for the legged 

robot to reduce the burden on the legs in producing simultaneous propulsion, maneuvering, and 

stabilization. The second challenge is to investigate: 1) the performance enhancement capabilities 

an articulated tail can provide a legged robot in terms of stabilization and maneuvering and, 2) the 

potential reduction in design and control complexity of the legged robot that tail implementation 

can enable when aiding maneuvering and stabilization applications. The objective of this 

dissertation is to jointly synthesize a robotic system composed of a reduced-DOF legged robot 

with an attached articulated tail mechanism. Then, analyze and demonstrate the tails performance 

enhancement capabilities in terms of stabilization and maneuverability onboard the proposed 

reduced-DOF legged robots.  

 

1.1 Motivation and Scope of Work  

By observing nature, engineers can gain a source of inspiration to address major challenges within 

the field of robotics. For example, animals use their tails for a wide variety of tasks ranging from 

stabilization, maneuvering, propulsion, and manipulation [1]. By studying fossil remains, 

scientists believe that the Tyrannosaurus Rex swung its tail laterally to counter-act the weight of 

its massive body while it walked forward [2, 3]. Similarly, kangaroos have been observed to use 

their tails in a compliant mode as a counter balance while hopping [4], and can stiffen their tails to 

provide an additional limb while standing on their hind legs or engaging in defensive boxing 

routines [5]. Kangaroo rats and lizards have been observed to swing their tails while in mid-air to 
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reorient their bodies [6, 7]. Green Iguanas are known to lash their tails against predators to escape 

dangerous situations [8]. Other examples of tail usage include monkeys climbing and grasping 

objects, an alligator rolling underwater, or the propulsion of fish through water. These stabilization, 

maneuvering, and propulsive behaviors are examples of inertial adjustment, where a structure 

onboard a system is used to generate inertial forces and moments to modify the dynamics of the 

animal. While tails are the most obvious inertial adjustment mechanism used by animals, any 

motion of an appendage or body mass can be used for angular reorientation such as wings [9], 

spines [10], or legs [11, 12]. By observing these functionalities scaled over a wide range of sizes 

and uses, engineers have been inspired to apply inertial adjustment mechanisms to mobile robotics 

to further enhance stabilization and maneuverability. 

Researchers have proposed robotic tail utilization for inertial adjustment applications 

onboard mobile robots. However, the existing literature has been dominated by rigid, single-DOF 

pendulums that provide improved performance limited to specific planes. Recently, spatial 

pendulum-like tails have been proposed that provide multi-axis performance enhancement 

capabilities and an increased workspace. Research thrusts, as part of this work, have shifted away 

from the conventional design structures of single-body pendulum like tails to investigate the 

performance advantages articulated, spatial tails can provide; such as, forming multiple 

configuration shapes that enable enhanced inertial loading capabilities and a greater workspace for 

end effector and center-of-mass (COM) positioning. 

In the field of legged robotics, the dominant research paradigm has focused on leg 

mechanism designs that are composed of three or more active DOFs, and developing leg control 

algorithms to simultaneously propel, maneuver, and stabilize the robot. Although conventional 

legged robots are composed of a large number active DOFs, that do enhance locomotion and 

tasking abilities, each additional DOF increases the robotôs weight, energy consumption and 

complexity of foot trajectory planning and control. It is hypothesized that by using an articulated 

tail mechanism to aid in tasks involving stabilization and maneuvering onboard a legged robots, 

the burden on the robotôs legs to simultaneously maneuver, and stabilize the robot may be reduced. 

This could allow for simplification of the legôs design and control algorithms. As part of this work, 

a reduced-DOF modular robotic leg mechanism is presented to construct both a quadrupedal and 

bipedal experimental platform that are utilized to investigate the articulated tails capabilities in 

augmenting performance to exhibit similar walking criteria relative to conventional legged robots. 
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1.2 Objectives 

The aforementioned challenges motivated this research with the aim to enhance the performance 

of legged robots via an attached articulated inertial tail. In particular, this dissertation seeks to 

design, analyze, and synthesize articulated tail mechanisms that exhibit inertial adjustment 

capabilities (relative to previous pendulum-like tail designs), intended to be attached onboard 

quadruped and biped robots composed of reduced DOF leg mechanisms to provide a means, 

separate from the legs, to aid functionalities such as of stabilization, and maneuverability. This 

aim entails the accomplishment of the following objectives: 

 

¶ Robotic Tail Design: Investigate the mechanical design of various robotic manipulators to 

identify idealized design criteria to be incorporated into the proposed articulated tail 

mechanisms. 

¶ Reduced DOF Robotic Leg Design: Investigate existing leg mechanism designs, and 

develop a reduced DOF modular leg with less than three active DOFs to construct both a 

quadrupedal, and bipedal experimental platform to test the performance enhancement 

criteria that the proposed articulated tail mechanisms can provide in terms of stabilization, 

and maneuverability. 

¶ Dynamic Modeling and Control: Develop dynamic models of articulated tails onboard 

legged robots to: 1) optimize design parameters of articulated tail mechanisms onboard 

legged robots to maximize inertial adjustment capabilities, and 2) develop control schemes 

that exhibit goal oriented behavior to effectively augment the performance of reduced-DOF 

legged robots in terms of maneuvering, and stabilization applications. 

 

The objective of this work is to design and implement an articulated robotic tail onboard a 

reduced-DOF legged robot to augment the legged robotôs performance in terms of stabilization 

and maneuvering using tail-aided motion. Performance of the proposed robotic systems consisting 

of an articulated tail onboard a reduced-DOF legged robot will be evaluated through experimental 

and simulation based case studies to demonstrate comparable walking criteria relative to 

conventional legged robots, listed as: (1) maintain quasi-static stability during locomotion, (2) 
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maintain a constant robot body height during a waiting gait, (3) maintain horizontal body 

orientation during a walking gait, (4) have the ability to move backward, forward and (5) steer.  

 

1.3 Contributions  

The contributions of this dissertation span a range of research topics that include: mechanical 

design, analysis, and experimental validation of hyper-redundant, cable driven manipulators, and 

reduced DOF legged robots. In addition to dynamic modeling, optimization, and control of 

articulated tails onboard legged robots for enhanced stabilization, and maneuvering applications. 

These contributions are summarized as follows: 

 

¶ Robotic Tail Design and Implementation Review: A state-of-the-art review is presented in 

the field of mobile robotics that utilize pendulum-like, and continuum robotic tails for 

inertial adjustment applications along with a tabular comparison highlighting the attributes 

of existing robotic systems to identify quantitative performance criteria to aid the design, 

and implementation of novel articulated tail designs [13]. 

¶ Articulated Robotic Tail Design: Two novel articulated robotic tails differing in topology, 

degrees of actuation are conceptualized, designed, analyzed, and integrated into prototypes. 

 

1) A novel 3 DOF serpentine tail structure (2 articulated tail curvatures, and 1 roll motion) 

mechanism, called the Roll-Revolute-Revolute Tail (R3-RT) [14] intended for use 

onboard a quadruped robot, is composed of rigid links interconnected via revolute 

joints. Cable routing about circular contoured links, and an S-shape cable routing 

scheme maintains equal antagonistic cable displacements. Therefore, the antagonistic 

cables can be connected single active DOF to control an articulated tail segment. 

Furthermore, this enables mechanical decoupling of articulated segments connected in 

series using a gear train system to regulate equal relative link rotation and kinematically 

resolve the redundancy within articulated tail segments. A slip ring incorporated into 

the roll DOF enables infinite rotation without the risk of breaking wires and enables 

the tail to act like a reaction wheel by imparting long duration, unconstrained reactive 

moments about the roll-axis. Significant experimental results in this dissertation have 
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corroborated previous analytical simulations results presented by Rone and Ben-Tzvi 

[15] by demonstrating that articulated tails can provide enhanced inertial loading 

capabilities (53 % net increase in generated moments, and 46 % net decrease in 

generated forces) in comparison to pendulum-like tails. These experimental results 

demonstrate that articulated tails exhibit enhanced loading capabilities relative to 

previously implemented pendulum-like tails. 

2) A novel 2-DOF serpentine tail structure (1 articulated tail curvature, and 1 roll motion), 

called the Discrete Modular Serpentine Tail (DMST) [16, 17] intended for use onboard 

a biped robot, utilizes a cable transmission system routed about circular contoured rigid 

links to enable equal antagonistic cable displacements. Therefore, the antagonistic 

cables can be connected to a multi-diameter pulley that, upon rotation, creates a 

controlled articulated tail curvature using a single active DOF. Each module is self-

contained, a feature that enables infinite rotation about the roll-axis for reaction wheel-

like operation and the modular connection of multiple tail modules in series to achieve 

independently actuated multi-tail curvatures. 

 

¶ Reduced DOF Robotic Leg Design: A novel modular two-DOF leg mechanism, called the 

Robotic Modular Leg [18, 19], is used to construct reduced-DOF legged robotic platforms 

to evaluate performance enhancement criteria that articulated tails can provide. The leg 

mechanism is composed of two serially connected four-bar mechanisms that utilize 

kinematic constraints to maintain a parallel orientation between the flat foot and body 

without the use of an actuated ankle. A passive suspension system integrated into the foot 

enables the dissipation of impact energy and maintains a stable four point of contact 

support polygon on both flat and uneven terrain. The modular design enables the 

construction of reduced-DOF quadruped and biped robots that are used as experimental 

platforms to test the articulated tails abilities in enhancing maneuverability and 

stabilization.  

¶ Dynamic Modeling and Control: The dynamic formulations of articulated tails onboard 

legged robots derived in this dissertation are used to select optimal ranges of tail mass and 

length ratios to produce effective inertial adjustment of legged robots. Data on biological 

specimens validated optimization results by demonstrating that animals, that utilize their 
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tails for inertial adjustment applications, satisfy the optimal ranges defined based the 

proposed analysis. The dynamic formulations were then used to derive a maneuvering 

controller consisting of a Path Planner to plan tail trajectories for goal oriented 

maneuvering behavior, and a Tail Motion controller was designed and implemented to 

decouple manipulator dynamics and control an articulated tail to track the planned tail 

trajectory. The control approach was evaluated using experiments and simulations of the 

robotic systems composed of reduced-DOF quadruped and biped robots to demonstrate the 

articulated tail mechanisms abilities to enhance stabilization and maneuvering [20, 21].  
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1.4 Selected Publications  

Disclosure: This dissertation uses content directly adapted from the following publications: 
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1. W. Saab, W. Rone, and P. Ben-Tzvi, "Robotic Tails: A State of The Art Review," Robotica 

(submitted Nov. 2017), 2018. 

2. W. Saab, W. Rone, A. Kumar, and P. Ben-Tzvi, "Design and Integration of a Novel Spatial 

Articulated Robotic Tail," Transactions on Mechatronics (submitted Oct. 2017), 2018. 

3. W. Saab, W. Rone, and P. Ben-Tzvi, "Discrete Modular Serpentine Robotic Tail: Design, 

Analysis and Experimentation," Robotica, 2018, Published online, March 2018. 

doi:10.1017/S0263574718000176. 

4. W. Saab, W. S. Rone, P. Ben-Tzvi, "Robotic Modular Leg: Design, Analysis and 

Experimentation", ASME Journal of Mechanisms and Robotics, vol. 9, no. 2, pp. 024501: 

1-6, April 2017. doi: 10.1115/1.4035685. 

5. W. Rone, W. Saab, A. Kumar, and P. Ben-Tzvi, "Controller Design, Analysis and 

Experimental Validation of a Robotic Serpentine Tail to Stabilize and Maneuver a 

Quadrupedal Robot," Journal of Dynamic Systems Measurement and Control (submitted 

Nov. 2017), 2018. 

 

Conferences 

1. W. Saab, Y. Jiteng, and P. Ben-Tzvi, "Modeling and Control of an Articulated Tail for 

Maneuvering a Reduced Degree of Freedom Legged Robot," in International Conference 

on Intelligent Robots and Systems (Submitted March 2018), 2018. 

2. W. Saab and P. Ben-Tzvi, "Maneuverability and Heading Control of a Quadruped Robot 

Utilizing Tail Dynamics," in Dynamic Systems and Control Conference, Va, USA 2017, 

pp. V002T21A010: 1-7. 

3. W. Saab and P. Ben-Tzvi, "Design and Analysis of a Discrete Modular Serpentine Robotic 

Tail for Improved Performance of Mobile Robots," in International Design Engineering 

Technical Conferences and Computers and Information in Engineering Conference 
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4. W. Saab and P. Ben-Tzvi, "Design and Analysis of a Robotic Modular Leg," in 

International Design Engineering Technical Conferences and Computers and Information 

in Engineering Conference Charlotte, NC, USA, 2016, pp. V05AT07A062: 1-8. 

 

1.5 Dissertation Structure  

The dissertation is structured as follows: 

 

Chapter 1 provides a summary and outlines the main objectives and contributions of the 

proposed work. 

Chapter 2 presents a comprehensive state-of-the-art review of the mobile robots that 

utilize robotic tails for inertial adjustment applications with tabular analysis that compares design 

attributes of previous work and highlights the significant results and challenges that have 

motivated this research. 

Chapter 3 explores the design space of under-actuated, articulated robotic manipulators to 

identify design challenges and useful design criteria that have inspired the proposed tail 

mechanisms. Based on this investigation, the mechanical designs of two articulated tail 

mechanisms are presented. These tail designs represent the first major contributions to this 

dissertation where the novelties and design oriented advantages relative to existing work are 

highlighted within the discussions.  

Chapter 4 presents the kinematic and dynamic modeling of the R3-RT mechanism that is 

used to compute generated inertial loading, reactive forces and moments about the base of the tail. 

Simulated case studies are then presented to analyze the impact of tail motion and tail configuration 

parameters on inertial loading profiles. Experimental results using an integrated prototype 

demonstrate accuracy and repeatability and the enhanced inertial loading capabilities of articulated 

tails over previously implemented pendulum-like tails. 

Chapter 5 presents the kinematic and dynamic modeling of the DMST mechanism that is 

used to compute generated inertial loading, reactive forces and moments about the base of the tail. 

Simulated case studies are then presented to analyze the effect of varying design and tail trajectory 

parameters on inertial loading profiles resultant from tail motions. Experimental results using an 

integrated prototype demonstrate accuracy and repeatability and the capacity of inertial loading 

capabilities and are used to validate both the kinematic and dynamic models.   
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Chapter 6 discusses the challenges in design and control of conventional legged robots. 

Existing reduced-DOF leg mechanisms are reviewed that reduce the overall design and control 

complexity of legged robots. However, the majority of existing solutions utilize point of contact 

feet that introduce challenges in developing robots that can satisfy walking criteria described as 

producing stable forward and turning gaits that maintain constant body height, and orientation 

during locomotion. Therefore, a novel reduced-DOF leg mechanism is proposed to construct both 

a quadrupedal and bipedal experimental platform to evaluate the performance enhancement 

capabilities that attached articulated tails can enable. Foot trajectory and sequencing are presented 

to enable a stable trot walking gait. Kinematic and dynamic models are then derived to aid the 

design procedure by selecting appropriate motors that satisfy operational requirements to produce 

the desired walking gaits. However, to satisfy all the aforementioned walking criteria, the 

articulated tails must be implemented onboard the quadruped and biped robot to augment 

performance of maneuvering and stabilization. 

Chapter 7 derives the dynamics of a legged robot with an attached articulated tail. These 

dynamic formulations are used to select optimal ranges of tail mass and length ratio to produce 

effective inertial adjustment of the legged robot due to tail motions. Data on biological specimens 

was found to satisfy the optimal ranges defined based on analysis. The dynamic formulations were 

then used to derive a maneuvering controller consisting of a Path Planner to plan tail trajectories 

for goal oriented maneuvering, and a Tail Motion controller to track the desired tail trajectory. 

Chapter 8 presents the experiments and simulations that consist of an articulated tail 

prototype attached to a virtually simulated quadruped and biped model to evaluate the performance 

of the tails in enabling enhanced stabilization and maneuvering behaviors. This chapter 

demonstrates that the proposed tails, R3-RT and DMST, attached to the reduced-DOF quadruped 

and biped robot, respectively, can produce the desirable set of walking criteria (described in 

Chapter 6) that is comparable to the performance of conventional legged robots. 

Chapter 9 discusses future work research directions and applications enabled by the 

proposed work in this doctoral dissertation.  
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2 CHAPTER 2: LITERATURE REVIEW    

 

 

This chapter reviews the state-of-the-art in robotic tail design and implementation intended for 

inertial adjustment applications onboard mobile robots. Inspired by biological tail usage found in 

nature, engineers have proposed the usage of robotic tails that provide a separate means to enhance 

stabilization, and maneuverability from the mobile robotôs main form of locomotion, such as legs 

or wheels. Research over the past decade has primarily focused on implementing single-body rigid 

pendulum-like tail mechanisms to demonstrate inertial adjustment capabilities onboard walking, 

jumping, and wheeled mobile robots. Recently, there has been increased efforts aimed at 

leveraging the benefits of continuum tail mechanism designs to enhance inertial adjustment 

capabilities and further emulate the structure and functionalities of tail usage found in nature. This 

chapter discusses relevant research in design, modeling, analysis, and implementation of robotic 

tails onboard mobile robots, and highlights how this work is being used to build robotic systems 

with enhanced performance capabilities.  

The objective of this chapter is to present and compare research contributions made to 

robotic tail design, analysis, and implementation onboard mobile robots for inertial adjustment 

applications. While there are examples of inertial adjustment of legged robots and mobile 

platforms using torsos [22], limbs [23] and robotic manipulators [24], this review will focus on 

active mechanisms that mimic functionalities of biological tails observed in nature. The objective 

is to summarize the most recent and relevant advances in this field and outline the limitations and 

challenges pertaining to inertial adjustment applications of mobile robots via robotic tails. This 

chapter will  outline progress and identify key challenges that lay ahead to justify the design and 

analysis of the work proposed in subsequent chapters of this dissertation. 

 

2.1 Inert ial Adjustment Mechanism Technology 

Robotic engineers and scientists inspired by nature often face a scenario where meeting design 

requirements using traditional engineering approaches becomes challenging. In the case of a 

biological tail used for inertial adjustment applications, faithfully mimicking a biological structure 

in terms of design alone has not been demonstrated as a realistic option since animals have evolved 
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over millions of years to exploit structural and organizational principles spanning multiple physical 

scales and operational modes to realize functional performance gains in an efficient manner [25].  

From an engineering perspective, the fundamental principles of an inertial adjustment 

mechanism is to offer the capability to adjust the center-of-mass (COM) location and generate 

control forces and moments about its attachment point to adjust the system orientation. These basic 

requirements have led to vast amounts of research to develop inertial adjustment mechanism 

technologies to meet these needs. However, for applications onboard mobile robots, the feasibility 

of such technologies must be carefully considered.  

Engineered solutions for inertial adjustment mechanisms can be categorized based on their 

principles of operation: (1) substrate interaction mechanisms propel the surrounding environment 

to produce propulsive forces such as thrusters, gas jets, fins, turbojets and turbofans [26] [27], (2) 

translational mechanisms displace a reaction mass to adjust COM location [28], (3) symmetric 

rotational mechanisms provide a reactive moment (no forces), such as reaction wheels [29], to 

adjust orientation, and (4) asymmetrical rotational mechanisms, such as pendulums (i.e. robotic 

tails), provide COM adjustments and generate control forces and moments.  

Although category 1 mechanisms have demonstrated highly capable inertial adjustment 

capabilities onboard satellites, airplanes and spacecraft, the requirement of compressors and fuel 

make practical implementation on board mobile robots challenging. Similarly, category 2 

mechanisms rely on the translational stroke length of the reaction mass and requires a large foot 

print onboard a relatively compact mobile robot for significant inertial adjustment contributions. 

Therefore, the feasibility of category 3 and 4 mechanisms has been studied for inertial adjustment 

applications of mobile robots. 

A category 3 reaction wheel consists of an axisymmetric mass that is capable of continuous 

rotation about a single axis of rotation and is used to impart a reactive moment about its attachment 

point. Although they can be designed to fit in small volumes, they are limited by the angular 

velocity of the actuator and mass constraints [30]. Category 4 pendulums are capable of generating 

both control forces and moments in addition to adjusting COM location. They can be designed 

with high inertia while maintaining a constant mass due to the quadratic relationship between 

pendulum length and effective inertia. However, pendula are often limited to a maximum range of 

motion due to potential contact with the environment or robot during operation.  
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In the work presented by Briggs et. al. [31], the results of comparative analysis between 

mobile robot implementations of a reaction wheel and a robotic tail, in the form of a single-body 

rigid pendulum, are summarized as follows: (1) the longer spatial dimension of a robotic tail 

provides the advantage of a greater moment of inertia at the cost of a constraint on maximum 

allowable relative rotation, (2) a reaction wheel is appropriate when there are tightly confining 

geometry constraints and the time of interest is long due to its ability to continuously rotate, and 

(3) for an equivalent power input, effective moment of inertia and short time span, a robotic tail 

can produce a significantly higher angular impulse to affect the attached mobile robot. In a separate 

study presented by Machairas et. al. [30] that analyzed a pendulum-like tail and reaction wheel 

onboard a quadruped robot, for equivalent inertial properties and time span of motion that result 

in an equivalent heading angle adjustment in the yaw direction, results indicated that: (1) less 

torque is required for the robotic tail motion because the inertial force at the tail base also 

contributes to the net torque relative to the system COM, and (2) the motor needs to run at a much 

higher speed in the reaction wheel case; as a result, for the same net rotation, more power is 

required by the motor. The results from both [30, 31] have concluded that robotic tails are the 

optimal means of inertial adjustment for mobile robotic applications.  

 

2.2 Robotic Tails 

This section reviews the design and implementation of robotic tails onboard mobile robots for 

inertial adjustment applications categorized by structural design and means of operation. Section 

2.2.1 reviews work pertaining to single-body rigid pendulum-like tails that operate in planar 

(2.2.1.1) and spatial (2.2.1.2) workspaces. Section 2.2.2 presents recent trends into soft robotics 

that have led to mechanism designs that form continuum structures and closely mimic the motions 

and functionalities of biological tails found in nature. The aim of this section is to provide a 

comparative analysis and highlight the benefits and results of the proposed tail mechanism designs 

found in literature. 

Many of the robotic tails proposed in the literature draw inspiration from a diverse variety 

of animals such as cheetahs [31-34], kangaroos [5, 35-37], fish [38, 39], lizards [6, 40, 41], and 

dinosaurs [7, 42]. To facilitate a comparative analysis of prior research into robotic tails, a sample 

of previous tail designs and their physical properties are collected in Table 2.1. In terms of 

mechanical design, the majority of research has focused primarily on single-body planar 



 

13 

 

pendulums and covers a wide range of masses (4 to 700 g) and lengths (73 to 500 mm). Planar 

tails operate in a single-DOF either in the pitch [6, 35, 37, 40, 43-47], yaw [42, 48-50], or roll-

direction [33]. Spatial pendulum-like tails are two-DOF mechanisms that operate in a combination 

of planes by utilizing active pitch and yaw DOFs [31, 36, 41]. Planar tails provide enhanced 

performance about a single body-axis with the advantage of simpler design and implementation. 

Spatial tails greatly increase workspace and provide multi-axis enhanced performance capabilities, 

but require increased actuator unit design complexity and control. The continuum tailsô [38, 39, 

51] earliest implementations dating back to the year 2014, not shown in Table 2.1, are designed to 

closely emulate the natural motions and functionalities of biological tails and utilize various forms 

of actuation such as cable systems, pneumatic pressure, and mechanical layer jamming. 

Functionally, these tails may be classified as aiding stabilization, maneuvering, propulsion 

or manipulation. Tails for stabilization include static applications of COM adjustment that aid 

passive quasi-static walking [50], and dynamic applications for disturbance rejection [31], 

dynamic running [42], pitch adjustment [6, 7, 37, 40, 44, 45, 47, 52], stabilization for high-speed 

maneuvers [32, 33], and attitude control [31, 36, 41]. Tails for maneuvering enable yaw-angle 

turning [48, 49]. Tails for prolusion have demonstrated for underwater swimming applications [38, 

39]. Tails for manipulation enable environmental contact to provide an additional supporting limb 

[5, 42].  
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Table 2.1: Comparison of robotic tail designs, and actuation properties. 

System [37] [50] 
[6, 

40] 
[48] 

[33, 

46] 
[35] [41] [32] [36] 

Year 1991 2008 2012 2012 2013 2014 2013 2015 2015 

Tail Mass (g) - 700 17 4 400 371 70 400 150 

Tail Length (mm) - 150 103 115 500 177 73 500 300 

Rated Motor 

Power (W) 
- 5.5 4 2.5 120 19 1.75 70 ea. - 

Max Speed (rpm) - 6 3000 400 275 240 320 137 353 

End Effector 

Workspace (Deg) 
- 180 255 265 224 220 135/135 70/180 180/180 

Mechanical Design 
Planar Spatial 

Single-Body Rigid Pendulum 

- Not Reported.  

 

2.2.1 Single-Body Rigid Pendulum Tail Mechanisms 

As pointed out in Table 2.1, pendulum tails can either be classified as planar tail mechanisms 

reviewed in section 2.2.1.1 or spatial tail mechanisms reviewed in section 2.2.1.2. 

 

2.2.1.1 Planar Tail Mechanisms 

Planar tails, examples of which are shown in Fig. 2.1, provide enhanced performance about a single 

axis with the advantage of simple design and implementation. Based on an extensive literature 

review, the first system that appears to have utilized an inertial tail was the Uniroo robot [37] 

composed of a single leg constrained to hop along a circular path and a pitch DOF tail used to 

counterbalance leg motion, shown Fig. 2.1(A). The authors used experimental observations and 

data to modify the control architecture and the tailôs moment of inertia to achieve desirable 

behavior. The robot demonstrated a forward hoping velocity of 1.8 m/s. Based off this work, a 

number of pitch DOF tails have been further analyzed and implemented on numerous robots for 

dynamic mid-air pitch adjustment. Liu et. al. investigated a kangaroo robot [35], shown in Fig. 

2.1(B), with two synchronized circular arc-shaped legs used to produce forward hopping motion 

while an active tail compensated for undesired angular momentum. The authors investigated 

performance of a stationary tail, and an active pitch DOF tail using both open-loop control (i.e., 
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pre-calculated trajectories) and closed loop control (updating tail trajectories using sensor data). 

Results indicated that an active tail can reduce pitch variation by up to 50 %. With the open-loop 

active tail, the body pitch RMS error of the robot reduced by 52% in comparison to the robot with 

stationary tail. With the closed-loop active tail, the value is further reduced by 43%.  

By studying a lizardôs jump, transitioning between horizontal and vertical surfaces [7], 

Chang-Siu, Johnson, Libby et. al. explored the design space and performance enhancements a 

pitch DOF tail can provide Tailbot [6, 40], shown in Fig. 2.1(C), for mid-air pitch self-righting. 

Conservation of angular momentum of the robotic system, modeled as two rigid bodies (mobile 

robot and tail) connected by a revolute joint imposed a dimensionless index of rotational efficacy 

upon which the tail can be designed and optimized in terms of tip mass and length specifications 

for mobile robots of various sizes and weights [53]. Further analysis demonstrated that: 1) the 

duration of body reorientation depends upon the acceleration of the tail relative to the body, and 

2) the power density of the tailôs actuator must increase quadratically with the robotôs body length 

in order to achieve the same maneuver in the same relative time span of the tail motion. These 

results indicate that inertial adjustment gets more expensive for larger size scaled robots; therefore, 

larger robots may suffer from reduced tail-aided performance or must dedicate a larger proportion 

of total body mass and power to tail actuation. Experimental results in this work demonstrated how 

the tail enables rapid pitch reorientation of the body up to 90° with relatively low tail tip mass 

(10% ï 20% of the robot body mass). The authors later implemented a similar tail on X-Rhex robot 

[44, 47], shown in Fig. 2.1(D), to demonstrate the robotôs enhanced survivability in running off an 

elevated ledge and dynamically adjusting its pitch to land on its feet enabled via closed-loop, tail-

aided body pitch control. A similar functionality was demonstrated by Zhao et. al. on a miniature 

28 gram robot called the MSU Jumper [45, 52], shown in Fig. 2.1(E), that can translate using 

wheels, jump over obstacles using spring loaded legs, and perform aerial pitch adjustments using 

an active tail. Therefore, the robot can control its landing posture to protect it from damage. 

Tails that operate in the yaw DOF have been proposed to enhance maneuverability and 

stabilization of mobile robots. Kohut et. al. proposed a palm-sized, 45 gram legged robot called 

TAYLRoACH [48, 49], shown in Fig. 2.1(F), to investigate the maneuverability improvement a 

tail can provide in terms of turning without reducing the its forward running speed. Modeling of 

the robotic system assumed that the tail torque occurs as soon as the tail is actuated and 

overwhelms static friction, causing a full-body rotation opposed by dynamic sliding friction at the 
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feed. However, this model did not consider the effects of translation resulting from inertial forces 

generated by the tail. Using gyroscope sensory feedback, a bang-bang controller was developed to 

apply maximum motor torque within 5° of the desired body yaw angle. The robot demonstrated 

90° turns up to 360°/sec with an RMS error up to 13.2°. Inspired by recent biomechanics research 

of the cheetah [54], Patel and Braae analyzed the enhanced stabilization a tail can provide the 

wheeled robot Dima, shown in Fig. 2.1(G), in terms of rapid forward motion acceleration/braking 

[46], and turning [33]. For rapid acceleration/braking, the authors proposed a longitudinal 

maneuver template to model the complex control strategies of animalôs hyper-redundant task-level 

behaviors using reduced-order models [55] that consisted of two rigid bodies, tail and robot, 

capable of rotating about a grounded joint where acceleration/braking forces were considered to 

be external forces acting on the system. In this case, the tail was used to maintain zero pitch angle 

during instances of rapid acceleration and deceleration. For rapid turning, a Lagrangian method 

was used to model the system in the lateral plane where the robot was assumed to be rotating in 

the roll direction about a grounded joint. The centrifugal force resulting from high-speed turning 

was modeled as a disturbance to the system and a controller was developed to maintain a zero roll 

angle using counteractive tail motions.  The authors utilized the analytical models of the system to 

select an optimal tail mass and actuator gearbox reduction ratio to maximize the resultant body 

angular adjustment resulting from a tail motion, and then studied the effects of a tailed and tailless 

robot. Both simulation and experimental results of this work indicated that the addition of the tail 

enabled the robot to perform up to a 40% increase in lateral acceleration and a 50 % increase in 

forward acceleration, without toppling over in comparison, to the tail-less version; therefore, 

enabling high-speed maneuverability. The authors then designed a new actuation unit to combine 

both pitch and yaw tail motions to construct a 2-DOF spatial tail [32] to better approximate the 

conical motion of tail usage of the cheetah and impart a roll torque, about a single axis, on the 

Dima robot; however, in terms of functionality the goal was to enhance turning of the robot about 

a single axis in the lateral direction. A tail controller was then developed to generate tail motions 

that constrained the tail workspace to a cone of specified width. Experimental results indicated 

that, on average, a tail-less system could only perform a turn at 6 m/s whereas the tailed system 

could initiate turns at 7 m/s since the tail can provide up to 70 % more lateral acceleration. 

Berenguer et. al. proposed a passive, compliant bipedal robot called Zappa that is capable 

of walking using only one actuator that controls yaw rotation of a tail [50], shown in Fig. 2.1(H). 
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The authors demonstrated that the gait length and forward walking speed of the robot can be 

controlled by varying the frequency of tail oscillation that adjusts the robotôs COM position to fall 

within the left/right support polygon. Results highlight the potential simplifications a tail can 

provide legged robots in terms of reduced mechanical design and control complexity. Takita et. al. 

proposed a bipedal robot called TITRUS [42], designed to realize a practical mobile working 

platform. Both a pendulum-like neck and tail mechanism, attached to universal joints each 

controlled by two coupled differential drive motors, were used to swing the inertial appendages 

left and right in a horizontal plane (about a single axis) to walk statically and run dynamically by 

adjusting its projected COM and zero-moment point within the robots support polygon. This work 

demonstrates the first functionality how an inertial appendage with a spatial workspace can be 

used to provide a stable tripod like structure while the neck can potentially perform tasks of 

manipulation or surveillance.  
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A) C.B) C)

F)

H)

E)D)

G)

 

Figure 2.1: Planar, pendulum-like tail mechanisms: A) Uniroo robot  , B) Kangaroo robot 

[35], C) Tailbot [6, 40], D) X-Rhex [44, 47], E) MSU Jumper [45, 52], F) TAYLRoACH [48, 

49], G) Dima [33, 46], and H) Zappa [50] 
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2.2.1.2 Spatial Tail Mechanisms 

Spatial, single body rigid pendulum tails, shown in Fig. 2.2, have been proposed that greatly 

increase workspace and provide enhanced multi-axis capabilities at the cost of increased actuator 

unit design and control complexity. Although structurally similar to planar pendulum-like tails 

reviewed in section 2.2.1.1, the main contributions of spatial pendulum-like tails falls within 

algorithm design to control the tailôs pitch and yaw DOFs simultaneously to achieve a desired 

functionality. These tails have been used to experimentally demonstrate dynamic applications 

including disturbance rejection [31], mid-air attitude control, [41] and energy regulation [36].  

Inspired by video footage of a cheetah observed whipping its tail from side to side during 

a high-speed chase of its prey, Briggs et. al. hypothesized that the tail provides a reactive moment 

to help roll the animalôs body in mid-air to assist in turning motion. In this work, a 2-DOF 

pendulum-like tail attached to the MIT Cheetah [31], shown in Fig. 2.2(A), was modeled during 

midair-flight as two rigid bodies, tail and robot. The authors then developed a controller to reorient 

the body using tail motion by: 1) defining an Euler axis along which the robot should rotate to the 

desired orientation, 2) computing the angular rotation needed to achieve the desired orientation, 3) 

calculating the current angular velocity of the body, 4) defining the desired angular velocity at the 

end configuration, 5) determining the desired angular momentum with the desired angular 

velocity, 6) computing the desired change in angular momentum to compute the desired torque tail 

input, and 7) projecting the desired torque on the achievable space of torques along the axis of the 

tail actuators. In this analysis, only inertial moments were considered for inertial adjustment 

applications; inertial forces generated by the tail were neglected due to the complexity of its 

consideration since these forces either aid or hinder rotation of the robot based on its instantaneous 

state as discussed by the authors. The simulated controller failed to achieve a desired orientation 

when the initial tail orientation was arbitrarily selected, but was successful when the initial tail 

orientation was optimized. The authors then experimentally demonstrated how the tail can be used 

to reject external disturbances, by swinging it in an opposite orientation of its body rotation, to 

prevent the robot from tipping over while in contact with the ground. 

Chang-Siu et.al. proposed a control scheme for attitude control of a falling, 2-DOF Tailbot, 

shown in Fig. 2.2(B), with the tail capable of rotating in the pitch and yaw directions [41]. By 

choosing a body angular velocity vector parallel to the axis of error rotation, the controller steers 

the robot towards its desired orientation. However, the attachment point of the tail to the robot was 
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assumed to be at the COM, therefore neglecting the effects of generated inertial forces on the 

orientation of the robot. The proposed scheme was accomplished through feedback laws as 

opposed to feed forward trajectory generation, and demonstrated a fair robustness to model 

uncertainties. The authors implemented the control approach on a simple controller on a small 

(175 g) robot platform. Experimental trials, after inertial adjustment using the tail, demonstrated 

an angular orientation error up to 18° attributed to friction in the inexpensive motors and lack of 

an integrator in the controller. 

De and Koditschk proposed the Penn Jerboa [36], shown in Fig. 2.2(C), a passive-

compliant 4-DOF tailed monoped fastened to a boom to restrict motion in the sagittal plane. The 

platformôs locomotion is powered by the hip motor that adjusts the leg touchdown angle in flight 

and balance in stance, along with a tail motor that adjusts body shape in flight and drives energy 

into the passive leg shank spring during stance. Although the 2-DOF tail is spatial, spatial inertial 

reorientation analysis was presented but was only demonstrated for the robotic system constrained 

in the sagittal plane with the tail operating in the pitch DOF. The authors adopt a template-anchor 

framework [55] to represent this machineôs 4-DOF steady sagittal plane running as the hierarchical 

composition of the low DOF constituents described as: 1) tail energy pump, 2) Raibert Stepping, 

3) Raibert pitch correction, and 4) shape reorientation. The authors apply the four decoupled 1-

DOF control laws associated with these isolated templates directly to the (highly dynamically 

coupled) physical platform and demonstrate empirically steady sagittal plane running whose body 

motions reveal, when viewed in the appropriate coordinates, striking similarity to the 

corresponding isolated 1-DOF constituents. 
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A)

C)B)

 

Figure 2.2: Spatial, pendulum-like tail mechanisms: A) MIT Cheetah [31], B) 2-DOF Tailbot 

[41], and C) Penn Jerboa [36]. 

 

2.2.2 Continuum Tail Mechanisms 

A recent surge of interest into soft robots, capable of forming continuous curvatures, has been 

motivated by the perceived observations and performance of traditional rigid body robotic 

manipulators that exhibit a mechanically a stiff interface with the surrounding environment [56]. 

The body compliance of soft robots is a salient feature found in many natural systems that offers 

inherent robustness to uncertainty, adaptability to environmental uncertainties and the capacity to 

distribute forces at the cost of reduced repeatability and accuracy [57].  

Rone et. al. proposed the use continuum robotic tails for inertial adjustment applications 

[51], shown in Fig. 2.3(A). The tail was composed of eight disks rigidly mounted along an elastic 

core. The two-segment structure, capable of forming two curvatures, also called mode-shapes, was 
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composed of six rods that provide structural support. Three rods were terminated at the fourth and 

eighth disks in each segment. Two active rods are displaced via linear motors to create planar tail 

curvatures. The authors also proposed a two segment cable-driven variation, driven by three linear 

motors, capable of forming spatial curvatures. These preliminary prototypes were used to validate 

a novel method of dynamic modeling that captures curvature variations along segments using the 

principle of virtual power [58, 59]. For stabilization and maneuvering applications, the authors 

analyzed the impact of both trajectory and design factors on the loading profiles about the tail base 

resulting from tail motions of the continuum structure. Trajectory factors considered include the 

configuration shape, speed, bending magnitude and bending plane angle. Design factors 

considered for a fixed mass tail include segment length(s) and mass distribution. Results indicated 

that a shorter segment 1 length, in a two segment continuum tail, provides a greater range of motion 

of the tail tip and will enable more rapid tail motions due to less required actuation displacement, 

and allocating a larger mass concentration in segment 2 towards the tip provides larger bending 

moments and greater fidelity of control over the applied moment. Furthermore, the two 

configuration shapes in the tail structure was shown to increase the manifold of inertial loading 

about the base of the tail by actuating various configuration shapes during tail motions.  

However, challenges associated with scaling the continuum designs up to the macro-scale 

led the authors to consider other tail structures composed of rigid bodies ï presented in this 

dissertation. First, the uniform elasticity of the single continuum core did not allow for the tailôs 

stiffness to vary in different directions (i.e., vertical and horizontal) or along the structure. Higher 

stiffness to counteract gravity in the vertical direction would be more desirable, along with higher 

stiffness at joints closer to the tail base, as they have to support larger gravitational moments. 

Second, for uniform horizontal bending with minimal actuation, it is desirable to have a low, 

consistent horizontal stiffness. In addition, on the macro-scale, when the continuum structure 

bends out of the plane, the coreôs torsional deflection causes undesired sag in the tail that must be 

accounted for in the modeling and further impedes uniform bending. Third, the continuum robotôs 

theoretically infinite-DOF joint space provided significant challenges in planning strategies for 

real-time interoceptive sensing.  

Marchese et. al. proposed an autonomous soft-bodied fish robot that is both self-contained 

and capable of rapid, continuum-body motion[38]. The robot, shown in Fig. 2.3(B), is composed 

of a rigid body structure that houses the electronics, sensors, and a fluidic actuation unit. The fish 
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tail is composed of fluidic elastomer actuators that expand and contract with fluidic pressure; thus, 

creating left or right bending curvatures. The major implications of this work demonstrate how the 

continuum tail can emulate natural motions in forward swimming and rapid escape response 

maneuvers in the form of C-shape heading angle turning with a maximum measured rate of 320 

°/s. The kinematics and controllability of the soft-bodied robot during escape response maneuvers 

were shown to have similar inputïoutput relationships to those observed in biological fish. In a 

later piece of work by Liu et. al., a soft, continuum-bodied robotic fish [39] with a tail actuated via 

three servo motors controlling discrete joints demonstrated a C-shape escape maneuver with a 

maximum measured heading angle turning rate of 120 °/s. The comparison of measured yaw rate 

maneuvering between [38] and [39], indicate one of the very first quantitative experimentally 

validated performance advantages that a continuum tail actuated via pneumatic pressure can 

provide versus a conventionally actuated fish tail mechanism.  

To mimic the functionalities of kangaroo tail usage in nature, Santiago et. al. proposed a 

continuum robotic structure that can modulate compliance via mechanical layer jamming[5]. The 

mechanism utilized a novel mechanical approach to layer jamming, shifting away from fluidic 

actuation and vacuum pressure as originally proposed in [60]. The tail, shown in Fig. 2.3(C), is 

composed of a proximal and distal section, each driven by three active cables routed through 

coupling disks and terminated at the section ends. Displacement of these cables enables spatial tail 

curvatures. The structure is composed of an underlying spring back bone that runs along the 

manipulatorôs length. The layer jamming mechanism is composed of laser cut flaps enclosed 

within a nylon braided sheath, similar to that used for artificial muscles. Extension/pulling of the 

sheath via tendons causes it to shrink in diameter resulting in additional friction due to the internal 

flaps rubbing against the spring steal core; therefore, stiffening the structure. The authors presented 

a novel application of the tail attached to a stuffed kangaroo toy. In a stiff state, the tail was used 

to provide an additional anchoring limb to enable additional stability while standing on its hind 

limbs. In the unstiffened state, the kangaroo was unable to support its weight and slowly collapsed 

to the ground. As part of future work, the authors plan to taper the diameter of the tail to better 

emulate a kangaroo tail structure and functionality. Contrary to previous implementation of robotic 

tails that exploit tail motions to aid inertial adjustment applications, this work represents the first 

application into studying environmental contact, and variable softness/compliance of a tail. The 

utilization of a compliant tail onboard a hopping kangaroo robot may led to future investigations 
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of energy conservation to produce efficient locomotion [61] as proposed in a biological study of 

these animals by Kram and Dawson. In their work [62], it was stated that the extremely long 

Achilles tendon in a kangarooôs tail acts as a ñpogo stickò that stores and releases energy while 

hopping; in effect, it is nearly impossible to tire out a kangaroo while it hops over level ground. 
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Figure 2.3: Soft robotic tail mechanisms: A) Continuum robotic tail [51, 58, 59], B) 

Autonomous soft robotic fish [38] (image courtesy of MIT News[63]), and C) Continuum 

kangaroo tail actuated via mechanical layer jamming [5]. 

 

2.3 Challenges 

Since the early implementations of robotic tails, mechanical design, modeling, and control aspects 

have been continuously improving. The extent to which the promise of robotic tails can be realized 

depends on the robustness of its design, the accuracy of modeling and the effectiveness of the 

control system to demonstrate the full range of functionalities of tail usage observed in nature that 

involves both inertial adjustment capabilities (stabilization, maneuvering) and manipulation. 

However, several key steps are necessary for robotic tails to realize their full potential that can be 

broken down into challenges in mechanical design, modeling and control. 
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2.3.1 Mechanical Design Challenges 

Performance of robotic tails is highly dependent on its mechanical design. To date, with reference 

to Table 2.1, tail designs have evolved from planar to spatial pendulums and most recent progress 

has shifted to continuum mechanisms. These advancements have been coupled to enhanced 

workspace for more desirable effects of inertial adjustment applications. However, an optimal and 

general purpose tail design has yet to be proposed. The fundamental challenges that govern this 

problem include:  

 

¶ Design optimization and considerations on the minimal number of active DOFôs required 

to produce a spatial workspace with distributed motion about its tail length for enhanced 

inertial loading capabilities. The added mass of the actuators contributes a change to system 

dynamics and is directly related to the cost inertial adjustment capabilities.  

¶ Limits on strength, and precision of the tail mechanism that can perform both dynamic 

motions for inertial adjustment applications and provide the accuracy required for quasi-

static applications that involve precise COM positioning for static stabilization and 

manipulation.  

¶ Limits on motor power, and energy efficiency to maintain a cantilevered configuration with 

minimal energy consumption  

 

Given the broad base of tail designs presented in the literature, rigorous comparative 

analysis is needed of the merits and shortcomings of these designs in relation to one another and 

in relation to the various types of mobile robotic platforms (e.g., biped, quadruped, wheeled) on 

which they may be deployed.  

 

2.3.2 Modeling and Control Challenges 

Although modeling and control approaches have been developed and implemented over a wide 

range of applications, inertially adjusting a mobile robot using a robotic tail is a challenging task 

due to modeling of a highly coupled, nonlinear dynamic, under actuated system. Since the tail 

attachment point to a mobile robot is usually located at its rear end, offset from the robot COM, 

during inertial adjustment applications, tail motions generate both a reactive moment and lateral 

forces, caused by eccentric mass distribution of the tail that are transferred to the mobile robot. 
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These forces also induce a moment due to this positional offset that introduces challenges in 

modeling and control. Depending on the state at each instant, this may either augment or diminish 

the resultant moment produced by the tail, complicating analysis considerably. This problem 

requires optimization to find good control policies. To address these challenges, common methods 

employed by researchers include simplifying assumptions that have neglected the effects of inertial 

forces [6, 31, 33, 40, 44, 46-49] on the mobile robot and have constrained the robotic system 

dynamics to a single plane [35-37]. The challenges that remain to be addressed both in low-level 

control and high-level planning to overcome realistic constraints include: 

 

¶ Algorithms for maneuvering that also account for the stability of the system that may be 

compromised during tail motions.  

¶ Algorithms for computing an optimal tail trajectory with a constrained workspace that 

considers the effects of both inertial forces and moments to maximize desirable effects of 

inertial adjustment.  

 

Broadly speaking, efforts are needed to reconcile the effects of a tail within existing 

frameworks for analyzing the stability of a mobile robot. In doing so, the stability analysis can be 

used to generate tail control inputs to generate inertial loading and adjust gravitational loading in 

a similar manner as leg control inputs are formulated to generate desired ground contact loading. 

 

2.4 Conclusion 

Robotic tails have shown potential to enhance the stability, maneuverability, and propulsion of 

mobile robots by providing a means, separate from its main form of locomotion, to enable inertial 

adjustment capabilities and have demonstrated significant technological advances to the field 

robotics in general with recent applications demonstrating manipulation. Despite the achievements 

accomplished with robotic tails, based on the current state-of-the-art, significant challenges still 

persist in regards to mechanical design, modeling and control to provide a full range of capabilities 

based on tail usage observed in nature, and fully understand the effects of both inertial forces and 

moments and its impact on the mobile robot.  
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3 CHAPTER 3: ARTICULATED ROBOTIC TAIL 

DESIGNS   

 

 

The literature review presented in the previous chapter delineated the state-of-the-art contributions 

to the field robotic tail design and implementation for inertial adjustment applications, and helped 

synthesize a comparison to highlight the differences between existing literatures. Previous 

methods have utilized planar or spatial rigid body pendulum-like tails, and continuum tails. This 

chapter aims to bridge the gap between existing methods of robotic tail implementation that utilize 

pendulum-like and continuum manipulators for inertial adjustment applications by proposing the 

use of articulated spatial robotic tails constructed of rigid-links that are interconnected via revolute 

joints.  

Recent research by Rone and Ben-Tzvi studied the effect of tail structures, ranging from a 

single body rigid pendulum to a 6-DOF articulated tail, on the maneuverability of legged robots 

along the yaw direction [15]. A dynamic model was developed that calculated the tail base loading 

(inertial moments and forces) based on prescribed joint angle trajectories. Simulation based case 

studies were presented that analyze the effect of tail motion on yaw angle maneuverability, and 

the impact of increased tail articulation for equivalent angle trajectories. Results indicate that 

higher articulation in the tail structure results in larger angular displacements that correspond to 

larger velocities and accelerations of the tail segments that increase inertial loading in comparison 

to single body rigid pendulums undergoing equivalent tail motions. For similar tail trajectories, a 

6-DOF tail provided a greater net yaw angle rotation of a quadruped robot equivalent to 33.8° in 

comparison to a single DOF tail that provided a yaw angle rotation of 25.5°. However, increased 

articulation requires more complex mechanical designs and control of the additional DOFs. 

Therefore, mechanical designs of existing under-actuated articulated robotic structures should be 

investigated to feasibly construct articulated tail mechanisms that can be implemented on robotic 

tail for the simplest design and control complexity.  

In this chapter, Section 3.1 reviews previous articulated robot manipulator structures to: 1) 

identify design challenges, and 2) highlight useful design criteria for articulated tail 

implementation. From this review, a set of required design criteria are discussed in Section 3.2 to 
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address the challenges of design, actuation, and control of articulated robotic structures. From 

these design requirements, two novel articulated spatial robotic tail designs are proposed in 

sections 3.3 and 3.4 that will be used for inertial adjustment applications onboard a quadruped and 

biped legged robot as will be further discussed and analyzed in subsequent chapters.  

 

3.1 Existing Under-actuated Articulated Robotic Structures 

The term under-actuation is used to describe a robotic system having fewer actuators than DOFs 

[64]. Examples from nature indicate that not all DOFs need to be independently actuated; for 

instance the human hand is estimated to have 21-DOF and is actuated with 16 muscle pairs via a 

complex tendon system located in the forearm [65]. This section discusses the two main design 

approaches that dominate the field of under-actuated articulated robotics: Continuum and 

Serpentine. 

Continuum robots are defined by their ability to continuously bend along their length [66]. 

Extrinsically actuated continuum robots are composed of an actuation unit at the base, an actuation 

transmission system (typically cables or rods [59, 67]), and a manipulator composed of an elastic 

backbone that provides structural support and elastically distributes angular deflection along its 

length. Intrinsically actuated designs integrate actuation along the robot and generate motion from 

the expansion and contraction of parallel structures. The utilization of a compliant core and 

extrinsic actuation provides the benefits of using common forms of actuation (often rotary motors), 

that are placed away from the point of application that enables robotic manipulator miniaturization 

and relatively higher flexibility at the cost of lower response time and degraded accuracy [56].  

Although continuum structures are capable of forming spatial curvatures, there remain 

significant challenges in terms of modeling these structures, sensing their configuration and 

performing real-time motion planning and control due to the absence of conventional joints, which 

are all active research topics [57, 68]. Previous implementation of continuum robots for a robotic 

and challenges associated with this task have been described in Chapter 2 [13].  

Serpentine robots are characterized by their ability to form discrete curvatures and are 

composed of a serial chain of numerous rigid links connected by joints [66]. Traditional serpentine 

robots are fully actuated with motors and encoders at each joint. However, individual joint 

actuation increases the robotôs mass, cross-section, and actuator torque requirements. Another 

approach separates the manipulator structure from the actuators and produces motion with a cable 
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transmission system, similar to extrinsically actuated continuum robots. In these designs, elastic 

components were utilized to regulate joint rotation [69-71]. However, this approach requires 

individual cable actuation since cable displacements are not typically constrained to be equal 

during motions. Alternatively, rolling contact joints with specially designed contours have been 

proposed to maintain equal antagonistic cable displacements and address the issue of limited joint 

rotation due to elastic joint angle regulation and enable the connection of two active cables to a 

single driving pulley which reduces the number of required actuators [72]. A method of decoupling 

multi-segment curvature actuation utilizing a hollow elastic backbone to route cables along the 

neutral axis has been proposed by [71]. Highly flexible, variable stiffness, cable driven 

manipulators composed of a serial connection of jammable segments contained within vacuumed 

membranes of granular material have also demonstrated spatial multi-segment motions [60, 73].  

The merits of extrinsic actuation in serpentine-like robotics have been widely demonstrated 

in robotic hand/finger and gripper designs that commonly have more joints than actuators to reduce 

manipulator size and inertia [74]. Fixed motion coupling is one method of distributing angle via 

gear trains [75], closed belts/pulleys [76], and linkages [77] that provide structural rigidity and 

accurate trajectory tracking. Cable transmission systems have also been used to produce motion in 

combination with angle distribution methods such as friction pulleys [78], higher order rolling 

pairs [79], and spring-loaded joints [80].  

 

3.2 Design Motivation and Requirements 

As a precursor to presenting the detailed design concept, three primary requirements driving the 

tailôs design are presented. First, the tail should be spatial and significantly multi-functional, 

capable of affecting the mobile robot both dynamically and quasi-statically. Quasi-static loading 

reconfigures the tail to accurately adjust the net system COM positioning. Dynamic loading 

utilizes rapid tail motions to generate high-magnitude inertial loading to impact the system 

dynamics. A spatial tail will enable loading in the yaw, pitch and roll directions. While the tail 

structure will not be able to apply an arbitrary loading profile with forces decoupled from moments, 

it should be capable of generating significant moments about all directions. 

Second, similar to tails in nature, the mechanism should be articulated and capable of 

forming multiple curvatures. As discussed in [15, 51], the use of an articulated structure allows for 

magnified acceleration of a tip mass due to the addition of the angular accelerations along the tail. 



 

30 

 

Based on section 3.1, a serpentine-like structure is chosen to provide additional articulation due 

the conventional means of design, modeling, and sensing. Extrinsic actuation transmitted by 

cabling is chosen to reduce manipulator size, inertia and actuator loads. However, the mechanical 

structure and cable routing scheme determines the systemôs required number of active DOFs for 

controlled motions. For example, Fig. 3.1(A) shows a single link with a revolute joint located at 

its base that is actuated using a straight cable routing scheme ï as utilized in [81]. Left and right 

cable displacements (ȹL and ȹR, respectively) are calculated using Eq. 3.1, where rcbl is the 

effective radius/length of the link, and {h, w, Ŭ}  are the geometric link parameters shown in Fig. 

3.1(A). Since antagonistic cable displacements are not equal in magnitude for a given link rotation 

ɓi, each cable requires an independent actuator and control scheme to produce rotation.  
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(3.1) 

 

Figure 3.1(B) shows a straight cable routing method employed by manipulators that utilize 

an elastic core for angle regulation. Due to material isotropy, it can be assumed that bending is 

uniform [69-71]. Therefore, the mechanism can be modeled as two links rotating about a centered 

revolute joint. The associated ȹL and ȹR are defined in Eq. 3.2 with the geometric parameters,  

defined in Fig. 3.1(B). For small rotations antagonistic cable displacement can be assumed to be 

equal and opposite and can be attached to a single driving pulley; thus, reducing the overall size, 

weight and control complexity of the cable driven mechanism [70]. However, for large deflections 

each cable requires an actuator and synchronous control that may increase the size and complexity 

of the system [69, 71].  
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To address these challenges, the proposed designs will investigate the effectiveness of 

grooved, cylindrical contoured links that act as pulleys to route cables and maintain equal cable 

displacements with minimal slack during operation. The cylindrical routing scheme, shown in Fig. 
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3.1(C), results in the equal but opposite left and right cable displacements defined in Eq. 3.3 using 

the rcbl geometric parameter defined in Fig. 3.1(C). Therefore, if the antagonistic cables are initially 

tensioned and connected to a pulley, the cylindrical routing method can ensure no cable slack 

during rotation of the pulley. This design feature enables antagonistic cables from multiple links 

to be attached to a single multi-diameter pulley that can be actuated using a single motor, thus 

reducing the number of actuators required to achieve tail curvatures. 
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Figure 3.1: Various mechanical structure and cable routing approaches: A) Base located 

revolute joint with straight cable routing, B) Uniform bending of a centered revolute joint with 

straight cable routing, C) cylindrical cable routing. 
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3.3 Roll-Revolute-Revolute Tail Design 

This section details the mechanical design of the R3-RT [14], where the design specifications from 

section 3.2 are implemented in the proposed mechanism intended for use onboard a quadruped 

robot, attached in cantilevered mode. This tail incorporates a long articulated structure and high-

power motors to generate inertial loading sufficient enough to stabilize and maneuver a quadruped 

as will be demonstrated in Chapters 5 and 8.  

The R3-RT (Fig. 3.2) is composed of three main subsystems: the rigid housing, actuation 

unit, and tail segments. The rigid housing, shown in Fig. 3.3, consists of front and rear frames 

connected using steel rods and provides a relatively lightweight, rigid support for the tail that can 

be attached to a mobile robot via its connector ports. Bearings in each frame support the actuation 

unitôs roll DOF, and an internal gear is integrated in the rear frame. A spur gear, attached to a 

motor in the actuation unit (Fig. 3.4), meshes with this internal gear to actuate the roll-DOF 

rotation; this roll is measured with an absolute encoder mounted to the rear frame and coupled to 

the actuation unit at a groove in the hollow shaft via a timing belt (Fig. 3.4). A high-current-

capacity, miniature slip ring (Orbex 300 Series) is also integrated in the rear frame to provide 

command signals and motor current to the actuation unit. This slip ring enables continuous roll 

rotation of the tail along the zT axis (Fig. 3.2), allowing it to operate without the risk of breaking 

wires. This feature enables the R3-RT to act like a reaction wheel that can rotate unconstrained 

about the roll axis and provide pure reactive moments to a mobile robot to aid stabilization or 

maneuverability in addition to acting as a conventional asymmetrical robotic tail inertial 

adjustment mechanism. This provides significant advantages over prior tail designs (Table 2.1) 

that have constrained workspaces. 
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Figure 3.2: R3-RT overall system design. 
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Figure 3.3: R3-RT rigid housing. 

 

The actuation unit, shown in Fig. 3.4, houses the tail actuation, motor speed and cable 

pulley position sensors, and the motor controllers. The actuation unit structure is provided by an 

aluminum frame that sits in the pair of roll-DOF bearings mounted within the rigid housing.  

The tail actuation consists of three gear motors: one to actuate the roll-DOF, and two to 

actuate the tail segment DOFs. The roll-DOF motor is attached to a spur gear that meshes with an 

internal gear located in the rigid housing. The segment gear motors are coupled to the two-channel 

pulley through a pinion/bevel gear reduction (Fig. 3.4). The pulleys are rigidly connected to both 

the bevel gear and the antagonistic cable pair used to actuate the motorôs tail segment.  

Four adjustable tensioning mechanisms (Fig. 3.4) provide a means of individually 

tensioning each of the four cables (two antagonistic cables per actuated segment) to ensure a 

straight home configuration and minimize backlash. These tensioners are composed of a lever arm 
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(to adjust the cable path) and passive roller (to minimize cable friction during motion). The 

tensioners are connected to the segment plate, to which the base link of the tail is also connected. 

A microcontroller and three motor drivers are nested below the motors, with electrical 

cabling routed through the hollow shaft to the power control module via the slip ring.  
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Figure 3.4: R3-RT actuation module. 

 

Figure 3.2 shows the overall tail design concept. Twelve bodies (links 1-12) are connected 

serially to create a two-segment robotic tail capable of ñbendingò in a rotating plane. Link 1 is 

connected to the actuation unit at the segment plate (Fig. 3.4) through link 0 by a revolute joint in 

the pitch direction when roll angle of the actuation unit is zero.  

The remaining 11 links are connected by revolute joints parallel to the joint between links 

0 and 1. As a consequence of this design, when the roll angle is ±90°, the tail remains extended 

without requiring cable actuation. Distinct segments are created by terminating pairs of 

antagonistic cables along the robotðin Fig. 3.5, two segments are created by terminating cables 

at link 6 and at link 12.  

The R3-RT addresses the challenges of decoupled multi-curvature actuation and equal 

antagonistic cable displacements through its link design and cable routing scheme. Cables are 

routed along nested cylindrical surfaces built into the links to ensure equal cable 

extension/retraction of the antagonistic cable pair during tail motion. Figure 3.5(A) shows the cable 

paths for segment 1, in which the cable pairs route along six cylindrical surfaces before terminating 
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(tying off) at link 6. The segment 1 antagonistic cable displacements are defined by the linear 

relationship ±6rcblɓi, where rcbl is the radius of the cylindrical contour and ɓi is the relative link 

rotation. The nested cylinder cable routing approach enables the use of a single pulley to 

simultaneously control the extension and retraction of an antagonistic cable pair without the need 

for an additional mechanism to account for variance in extension and retraction. This is because 

the angular displacement of the joints increases and decreases the cable path by equal angles on 

each side over the same radial dimension.  

As an additional requirement to simplify control, considerations were also made to 

mechanically decouple the actuation of segments 1 and 2. Figure 3.5(B) shows the cable paths for 

segment 2. Within segment 2 (links 7-12), the cable routing is similar to the segment 1 cables in 

links 1-6 in Fig. 3.5(A). However, through links 1-6, the segment 2 cabling routes along an S-path 

and crosses the R3-RT between links 2 and 3. With this S-path routing, the cable path on the link 

0-2 cylindrical surfaces and the link 3-5 cylindrical surfaces will extend and shorten the cable path 

by equal amounts, or vice versa. This routing creates a null space for the segment 2 cable 

displacements with respect to the segment 1 motion. However, this assumes that the joint angles 

along the segment are equal. 

 

Segment 1 

*

rcbl

Passive Rollers

*

Fixed to Link 6/12

Segment 2 A)

B)

 

Figure 3.5: R3-RT cabling concepts: A) segment bending arrangement, and B) S-path 

arrangement. 

 

To ensure a segmentôs 6 joint angles are equal, the R3-RT utilizes 5 gear pairs mounted 

along the segment. The gears in each pair are mounted on two links with a single link separating 

them, as shown in Fig. 3.6(A). For example, in gear pair 1, the first gear (red) meshes with the 

second gear (purple) with an intermediate link (yellow) separating the gearsô associated rigid 

bodies.  
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To ensure equal angles along the segment, the gears in each pair have equal pitch diameters. 

For the gear pair associated with three sequential links i-1, i and i+1, shown in Fig. 3.6(B), gears 

are rigidly attached to links i-1 and i+1, with link i separating the links. If link i-1 is held fixed, 

link i will rotate by angle ɓi relative to link i-1, and link i+1 will rotate by ɓi relative to link i. This 

is done for the five sequential triplets of links 0-6 (segment 1) and 6-12 (segment 2).  

Although gears were used here in the R3-RT as a straightforward means to implement the 

coupling between links, other means of rigidly coupling the linksô rotations using linkages may 

also be considered in future work, such as a scissor mechanism or a crossed four-bar. 

These features integrated into the R3-RT mechanism present a novel approach to achieve 

decoupled actuation of multi-curvature cable driven serpentine-like manipulators as reviewed in 

section 3.1. The effectiveness of this approach is experimentally evaluated in Chapter 4. 
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Figure 3.6: R3-RT gearing: A) single-segment gear arrangement, and B) angle constraint from 

gear pair. Parts sharing a color are rigidly attached. 

 

3.3.1 Sensing, Actuation and Electrical Design 

This section details the electromechanical considerations for the R3-RT, including the types of 

sensors, considerations for actuation, and the overall electrical design of the system. 

Two types of joint-space sensing are integrated into the actuation module of the R3-RT: 

angular position (roll or cable pulleys) and motor rotor speed. The three position measurements 
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are generated by absolute encoders (US Digital MA3) coupled to the hollow shaft (roll DOF) or 

cable pulleys (segment DOFs). The roll-DOF encoder fits into the mount designated in Fig. 3.3 

and is coupled to the actuation module using a timing belt mounted to the groove shown in Fig. 

3.4. The two segment-DOF encoders are shown coupled to the cable pulley in Fig. 3.4 through the 

bevel gear. To measure motor rotor angular velocity, three incremental encoders (US Digital E4T) 

are mounted to the motor.  

To generate high inertial loading, the R3-RT is actuated using three Maxon 100 W 

brushless DC motors (ECi 40) in closed-loop position control. These motors were chosen to exceed 

the requirements for experiments presented in this analysis to provide an experimental test 

platform capable of analyzing a wide variety of potential tail structures or various dimensions and 

mass properties. Gear reductions were selected to balance considerations for cable speed and force 

requirements estimated for a range of possible robotic tails.  

Two of the three motors control the independent bending of the R3-RT segments through 

antagonistically-actuated cable mechanisms. A bevel gear train with 2:1 reduction drives the cable 

pulley, and a gearbox with reduction 51:1 is used to drive the pinion gear. The pulley radius 

matches the cylindrical cable routing radius rcbl of the linkages, which results in a one-to-one ratio 

between the pulley rotation and segment bending angle (e.g., if the segment 1 pulley rotates 45°, 

segment 1 will bend 45°). 

The third motor controls the R3-RT actuation module roll-angle using a spur gear coupled 

to an internal gear (with a gear reduction of 3:1 in addition to a 51:1 gearbox). Incorporating the 

roll motor within the actuation unit reduces the cross-section, as opposed to locating it externally, 

at the cost of increased power required to produce roll motion due to the additional inertia. 

However, in this design, the motors are not located far from the center of rotation, thereby 

minimizing their mass contributions to the net inertia of the system. 

Figure 3.7 shows the electrical design of the R3-RT. To control the system, two Teensy 3.2 

ARM microcontrollers (MCUs) are used in a master-slave configuration. These MCUs 

communicate over an UART link through the slip ring. The master MCU is mounted to the rigid 

housing and connects the user PC and the slave MCU. The master MCU receives the three desired 

joint angle trajectories from the user, interpolates this data into position set points and sends these 

set points to the slave MCU. The master MCU also allows the user to exercise software control 



 

38 

 

over motor power through a high side MOSFET switch. The master MCU housing also connects 

the power supply to the slip ring through an emergency cut-off switch.  

The slave MCU is incorporated into the actuation module to ensure stable connections with 

the sensors and motor drivers. The slave MCU is programmed as a PD controller to control the 

three motors in closed-loop position control mode. The slave MCU obtains the three angles from 

the absolute encoders and commands the motor speeds to the motor drivers, with the proportional 

gain equal to 230 s-1 and the differential gain equal to 28.6. The controller gain coefficients were 

tuned for near-critical operation on the bases of empirical analysis. The position control loop 

operated at a control frequency of 450 Hz. 

Each motor is controlled by a motor driver (Maxon ESCON 50/5) operating a PI velocity 

control loop. These motor drivers receive velocity commands from the slave MCU and regulate 

current to the motors using a proportional gain of 450 N-m-s/rad and an integral gain of 2.0 N-

m/rad. 
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Figure 3.7: R3-RT electrical design with inner-loop velocity control and outer-loop. 

 

3.4 Discrete Modular Serpentine Tail Design 

This section presents the mechanical design of the DMST [16, 17], where the design specifications 

from section 3.2 are implemented in the proposed mechanism. As opposed to the R3-RT intended 

for use on a quadruped robot, presented in the previous section, the DMST is designed with a 
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smaller footprint and utilizes lower power motors since it is intended for inertial adjustment of a 

lighter weight biped robot attached in a vertical configuration, as demonstrated in Chapter 5 and 

8. 

Figure 3.8 presents a simplified schematic diagram of the proposed mechanism showing 

the actuation unit and two tail links. The tail structure is composed of a series of links connected 

to one another using parallel revolute joints and to ground through a revolute joint that is 

perpendicular to the other joints. The mechanism is capable of controlling two-DOF: 1) roll about 

the ground y-axis that changes the orientation of the bending plane to distribute loading, and 2) 

tail bending in the actuation unit XY plane that varies the tail COM location and generates loading 

profiles via high-speed tail motions. The roll-DOF  ʟ is actuated directly using a high-torque 

servomotor, and the bending-DOF is actuated using a cable transmission system driven by a high 

torque servo motor that rotates a multi-diameter pulley (MDP) by an angle ᵻm. The motors and 

MDP are located within the actuation unit that serves as a protective, rigid housing for electrical 

components and distributes routed cables to their respective pulley diameters.  
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Figure 3.8: Simplified schematic diagram and kinematic model of a two-link DMST. 
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As shown in Fig. 3.8, each link is connected to the MDP using an antagonistic pair of low-

friction, nylon coated steel braided cables with swaged ball bearings to secure the cable ends. The 

cables terminating at each link route through mid-links that separate the link at which the cables 

terminate and the actuation unit. A mid-link, such as link 1 in Fig. 3.8, is a link that has two or 

more cables routed through it that do not terminate at that particular link. Mid-links have a grooved, 

cylindrical surface that is used for cable routing to maintain equal cable displacements as the MDP 

is rotated as discussed in section 3.2.  

Figure 3.9(A) shows the detailed mechanical design of a 3-link DMST. Tail links are 

designed to be lightweight, rigid structures capable of tolerating high loads produced by cable 

tension. The MDP consists of n grooved channels used for routing and terminating cables that 

control the positioning of n links. The maximum number of links the DMST structure can 

accommodate is dependent on geometric constraints required for the MDP grooved channel 

widths. Furthermore, additional links requires more routed cables that increase friction in the 

structure a concept that will be modeled and evaluated in Chapter 5. Varying the pulley diameter 

for each cable channel varies the net bending of the link at which that cable terminates; as a result, 

the desired tail bending motion can be achieved through the rotation of a single DOF. Previous 

work has presented an optimization procedure to compute mechanism dimensions to achieve a 

desired set of best fit tail curvatures [16]. 

A pair of tensioning systems are built into the two sides of each tail link (Fig. 3.9(B)). 

These are used to tension routed antagonistic cables to maintain a straight home configuration, 

keep cables routed along their cylindrical contours, and minimize backlash during operation. The 

tensioner consists of a sliding unit that is capable of translating within a slot using a screw and nut 

mechanism. Tightening the screw translates the sliding unit inward. With sufficient translation, the 

sliding unit engages and tensions the routed cables, which causes an angular adjustment of the 

link. Cable tensioning is performed on both sides of each link to align its orientation. The 

tensioning procedure is initiated at the lowest link and ends at the n-th link since the rotation of 

links nearer the base affect the orientation downstream due to the serial structure. 

A flat link is placed at the end of the tail to serially connect DMST units. For example, Fig. 

3.9(C) shows a robotic tail concept consisting of two 5-link DMSTs connected in series forming 

planar S- and U-shaped tail curvatures (also defined as mode-shape 1&2, the benefits of mode-
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shapes for providing planer end effector and COM workspaces will be demonstrated in Chapter 

4). If the tail is performing manipulation tasks, modular end effectors such as a robotic gripper can 

be attached to the end link to improve the tailôs functionality. Spatial configurations can be 

achieved using the roll DOFs. The concept of modularity to enhance manipulation through the 

serial connection of DMSTs presents the authorsô future envisionment of this mechanism to move 

beyond the paradigm in which a robotic tail is used for one function on board a mobile robot.  

 



 

42 

 

 

Multi -Diameter Pulley

Connector 

Port

Segment

Tensioning System

Cables

Roll Motion

Tail

Curvature

Motion

Sliding 

Unit

Actuator Unit

C)

A)

Fixed base Modular End-Effector

Screw & 

Nut

Routed 

Through 

Cable

Translation

Slot

X

Y

Z

B)

 

Figure 3.9: A) Mechanical design of a 3-link DMST, and B) Close up view of a mid-link and 

tensioning system, and C) Planar S- and U-shaped curvatures of two five-link DMSTs connected 

in series. 

 

3.5 Summary and Outtake 

Although pendulum-like and continuum tails have been previously used for inertial adjustment 

applications, recent simulation results presented by Rone and Ben-Tzvi [15] have demonstrated 

that articulated tail structures produce enhanced inertial loading for yaw angle rotation of a 
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quadruped robot in comparison to rigid-body pendulum-like tail mechanisms. However, 

articulated structures pose new challenges for the design and control of additional DOFs.  

A thorough review of serpentine and continuum robots was performed to identify a set of 

useful design criteria to effectively design articulated spatial robotic tails. In addition, based on the 

literature review presented in Chapter 2, two design requirements were imposed to mimic the 

functionalities of tail usage found in nature. First the proposed tails should be capable of affecting 

the legged robot both dynamically and quasi-statically. Quasi-static loading reconfigures the tail 

to accurately adjust the net system COM positioning. Dynamic loading utilizes rapid tail motions 

to generate high-magnitude inertial loading to impact the system dynamics. A spatial tail will 

enable loading in the yaw, pitch, and roll directions. While the tail structure will not be able to 

apply an arbitrary loading profile with forces decoupled from moments, it should be capable of 

generating significant moments about all directions. Second, the mechanism should be articulated 

and capable of forming multiple curvatures. The use of an articulated structure allows for 

magnified acceleration of a tip mass due to the addition of the angular accelerations along the tail 

for enhanced loading capabilities [15, 51] and multiple curvatures enables a greater manifold for 

COM positioning.  

Based on these requirements, a serpentine structure with a cable transmission system using 

extrinsic actuation was chosen for implementing two novel articulated spatial robotic tail 

mechanisms, each intended to be attached onboard either a quadruped or biped robot to enhance 

the legged robots stabilization and maneuverability. 

The R3-RT is a 3-DOF serpentine tail structure (2 articulated tail curvatures, and 1 roll 

motion) mechanism, intended for use on a quadruped robot, which is composed of rigid links 

interconnected via revolute joints. Cable routing about circular contoured links and an S-shape 

cable routing scheme maintains equal antagonistic cable displacements and enables two 

mechanically decoupled tail curvatures.  A spur gear train is used to regulate equal relative link 

rotations and kinematically resolve the redundancy within the two tail segments. A slip ring 

incorporated into the roll-DOF enables infinite rotation without the risk of breaking wires and 

allows the tail to act like a reaction wheel by imparting long duration, unconstrained reactive 

moments about the roll-axis.  

The DMST is a 2-DOF serpentine tail structure (1 articulated tail curvature, and 1 roll 

motion), intended for use on a biped robot, that utilizes a cable transmission system routed about 
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circular contoured rigid links to enable equal antagonistic cable displacements. Therefore, the 

antagonistic cables can be connected to single active multi-diameter pulley that, upon rotation, 

creates a controlled articulated tail curvature. Each module is self-contained, a feature that enables 

infinite rotation about the roll-axis for reaction wheel like operation and the modular connection 

of multiple tail modules in series to achieve independently actuated multi-tail curvatures 

(configuration shapes). 

The corresponding dynamic models and experimental evaluation for each tail are presented 

in the Chapters 4 and 5.  
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4 CHAPTER 4: MODELING, ANALYSIS, AND 

EXPERIMENTATION  OF R3-RT   

 

 

Chapter 3 presented the detailed design of the R3-RT tail mechanism that is intended for use 

onboard a quadruped robot, connected in cantilevered mode, that can create sufficient inertial 

loading to stabilize and maneuver a large robot due to its long articulated tail structure and high-

power motors. This section presents the kinematic and dynamic model of the R3-RT (section 4.1) 

accounting for the systemôs rigid-coupling between linkages and the cable-driven actuation. These 

models are used to analyze the workspace and impact of tail motion and tail configuration on the 

loading profiles, generated forces and moments due to tail motions, transferred through the tail 

base that will eventually be applied to the legged robot for inertial adjustment applications (section 

4.2). Then, experiments using integrated prototypes are performed (section 4.3) to validate the 

forward kinematic and dynamic models, determine the mechanismôs accuracy and repeatability, 

and measure the mechanismôs ability to generate inertial loading (an important feature for accurate 

experimental validation of developed control schemes presented in Chapter 8). The significant 

results of this chapter demonstrate that the R3-RT mechanism exhibits an enhanced workspace 

and inertial loading capabilities relative to conventional pendulum-like tail structures.  

 

4.1 Roll-Revolute-Revolute Tail Model Overview 

The tail model has three inputsðtwo prescribed cable displacements ŭk caused by pulley rotation 

,seg kb  driving each segment for k  ɴ {1,2} , and a prescribed roll rotation ű. Due to kinematic 

constraints of the gear train system, let ɓk represent relative link rotations within a segment (Fig. 

4.1). There are two cable tensions Tk, caused by pulley rotation, and a roll-DOF torque Ű driving 

the system.  

In the R3-RT, there are a total of 13 revolute joints that create spatial tail configurations. 

If the net moment M i,jnt is calculated at joint i, the dot product of M i,jnt and the joint i axis unit 

vector ɠi equals zero, due to the jointôs inability to support a moment about its joint axis. This is 

defined in Eq. 4.1, where Ri is the link i orientation matrix, and y and z are the y- and z-axis unit 

vectors. Four loading effects will contribute to M i,jnt: gravity (M i,grv), inertia (M i,inr), gear meshing 
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(M i,gear), and actuation (M i,act), as shown in Eq. 4.2. Derivation of these loading effects and their 

mathematical formulations are detailed in [14]. 
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4.1.1 Kinematic Model 

First, the tail kinematics are defined. Due to the R3-RTôs cable geometry and gearing, there is a 

fixed relationship between ŭk, and ɓseg,k, defined in Eq. 4.3, where rcbl is the cable routing cylinder 

radius (Fig. 4.1). Using these variables, the pitch joint angles ᵻi of tail linkages may be defined 

using Eq. 4.3. Ri is defined using Eq. 4.4, where RZ(ű) and RY( iᵻ) denote z- and y-axis rotations by 

angles ű and ᵻ i, respectively (with reference to the coordinate frame shown in Fig. 4.2).  
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With reference to Fig. 4.2, using Ri, the joint positions pi,jnt and link COM positions pi,COM may be 

calculated using Eqs. 4.5 and 4.6, where p0,jnt,lcl is the position from the frame T origin to joint 0, 

p1,jnt,lcl is the position from joint 0 (roll-DOF) to joint 1, LJ2J is the distance between two adjacent 

joints, p0,COM,lcl is the position from joint 1 to the link 0 COM and LJ2C is the distance between a 

joint and its COM (Fig. 4.1). In addition, pi,j,J2C in Eq. 4.7 defines the position from joint i to the 

link j COM.  
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Figure 4.1: R3-RT kinematic variables in a single segment. 

 

 

4.1.2 Dynamic Model 

Substituting the moment loading expressions about each joint due to inertia, gravity, actuation, 

and gear forces into in Eq. 4.2 and evaluating Eq. 4.1 results in a set of 13 differential-algebraic 

equations defined by 3 state variables given by ,1 ,2[ , , ]q seg segj b b=  (Fig. 4.2). Evaluation of the 

moment loading terms can be found in [14]. Algebraic manipulation can be used to reduce these 

13 equations into the three ordinary differential equations, defining the R3-RT manipulator 

dynamics equation that are simplified into the form shown in Eq. 4.8 using 10 constraint equations 
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originating from equal and opposite gear forces since each of the R3-RTôs two segments meshes 

5 gear pairs.  

 

( ) ( , ) ( )M q q C q q q g q u+ + = (4.8) 

 

where ( )M q  is the inertia matrix, ( , )C q q is the tail's centripetal and Coriolis loading effects, ( )g q

is the tail's gravitational loading, and is the actuation input where T1,2 represents cable tension 

1 2[ , , ]u= T Tt driving segment 1 and 2 respectively. This equation will be used in Chapter 7 to 

derive a tail motion control law for tail trajectory tracking.  

 

4.1.3 Dynamic Tail Loading Model 

When the tail is mounted to a load cell or mobile robot, an internal force FB and moment MB acting 

on the rigid housing is generated (Fig. 4.2). These forces and moments are significant since they 

are then transferred to the legged robot for inertial adjustment applications. The loading FB and 

MB depends on the inertia of the tailôs moving links and the gravitational forces acting on all of 

the tailôs bodies (including the rigid housing). All of these calculations are performed with respect 

to tail base frame xTyTzT (Fig. 4.2). As the gear and actuation loading are internal (i.e., forces are 

generated in equal, opposite and coaxial pairs), their net effects do not contributed to FB or MB.  

Equations 4.9 and 4.10 define FB and MB, where mF is the mass of the rigid housing, ,FF grv

is the rigid housingôs gravitational loading and pF,COM  is the position of the rigid housing COM 

relative to the tail base frame. Where the notationabdenotesa b³ . 
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Where the gravitational force due to g acting about the unit vector ɕgrv = ïxT  (Fig. 3.2), inertial 

force, are given by F i,grv, and F i,inr, respectively acting about joint i. Evaluation of these force 

loading terms can be found in [14] where Fig. 4.2 illustrates these variables for selected joints and 

rigid bodies. 
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Figure 4.2: Free-body diagram of R3-RT for calculating FB and MB. Loading shown for links 

1, 6 and 12 is representative of the loading for links 1-12. 

 

 

4.2 Tail Analysis  

This section analyzes the kinematic workspace (section 4.2.1) and loading capabilities of the R3-

RT (section 4.2.2). 

 

4.2.1 Kinematic Workspace Analysis  

The proposed mechanism is articulated in structure and can form multi-curvature spatial tail 

configurations for enhanced flexibility and increased workspace. Figure 4.3 shows two 

configuration shapes that can be generated by the R3-RTôs two segments. Configuration shape 1 

is a C-shape curvature with segments rotated in the same direction. Configuration shape 2 is an S-

shape curvature with the segments rotated in opposite direction.  

The end effector and COM workspace are defined by the locus of positions the end effector 

tip (link 12) and COM can reach, respectfully. The defined workspaces can be computed using the 

forward kinematics (section 4.1.1) with the geometric parameters extracted from the R3-RT CAD 

(Fig. 4.2), defined in Table 4.1. Figure 4.3 shows the R3-RTôs simulated planar workspaces (end 

effector and COM) with a fixed roll angle ű = 0°. The workspaces have been generated using 300 

× 300 input combinations of the pulley angle inputs (resolution: 0.6° and 0.9° for input pulley 

rotation ɓseg,1-2 = [-90:90]° and ɓseg,1-2 = [-135:+135]°, respectively). The coordinate frame origin is 
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the R3-RT joint 1. The ±135° spool rotation range is associated with the maximum R3-RT 

workspace possible without link 12 interfering with the rigid housing. 

A tailôs COM workspace is defined by its range of motion, mass distribution, link 

geometry, and number of independently actuated tail segments. For the R3-RT, the COM 

workspace, with no added tip-mass, is simply the end effector workspace scaled down, as shown 

in Fig. 4.3. In a single plane, the R3-RT has a COM workspace that spans 190°.  

The reported workspace criteria presented in Table 2.1 for existing pendulum-like tails 

represents both the end effector and COM workspace since the mass is connected to the tip of a 

pendulum-like structure. However, for planar pendulum-like tails, the locus of points along which 

its COM can be moved is constrained along a circular arc (illustrated in Fig. 4.3); if a spatial 

pendulum is considered, this arc becomes a spherical surface. Compared to this, the R3-RT 

produces a higher dimensionality end effector workspace due to its increased articulation and has 

significantly greater ability to adjust its COM due to the ability to change the distance between the 

COM and tail base, which is important for static stabilization applications. The R3-RT end effector 

workspace spans 270° and exceeds the proposed workspaces of previously implemented 

pendulum-like tails presented in Table 2.1. However, the R3-RT COM workspace as shown in 

Fig. 4.3 falls 65° short with respect to [6, 40], reported in Table 2.1. This deficit can be overcome 

by adding a 450 g tip mass to match the 255° COM workspace and further increase the volume in 

which the COM can be positioned. 

The benefits of two configuration shapes further increases the manifold of inertial loading 

about the base of the tail by actuating various configuration shapes during tail motions [51]. In 

applications such as disturbance rejection this feature is of importance since actuating the tail with 

different configuration shapes enables tail compensation for a larger variety of disturbances acting 

on legged robots as will be explored in Chapter 8.  

 



 

51 

 

Configuration 

Shape 2

Configuration 

Shape 1

Segment 1

Segment 2*o

ɓseg,1-2 = [-90, 90]ę 

ɓseg,1-2 =[-135, 135]ę 

End Effector 

Workspace

ɓseg,1-2 =[-135, 135]ę 
COM Workspace

270° 

COM Workspace
Pendulum

Tail

Z(mm)

X
(m

m
)

 

Figure 4.3: Workspace and configuration shapes of a 12 link, 2 segment R3-RT for ű = 0°. 
 

 

Table 4.1: R3-RT simulation properties. 

rcbl 25 mm LJ2J 40 mm LJ2C 32.7 mm 

m0 3.144 kg m{1-12} 0.0759 kg p0,jnt,lcl 92.1x mm 

p1,jnt,lcl 159.24z mm p0,COM,lcl [-3.52, 0, -7.33] T mm  

      

 

4.2.2 Dynamic Tail  Loading Analysis  

In order to utilize the R3-RTôs kinematic and dynamic models to simulate the tail base loading, 

the parameters used to calculate FB and MB in Eqs. 4.9 and 4.10. Inertial and geometric properties 

used in this analysis, reported in [14], match that of the prototype in section 4.3, to allow 

comparison of the simulated and measured results.  

In addition, trajectories of ɓseg,k and ű are required. For ɓseg,k, trajectories of the input pulley 

rotation are defined using a sixth-order polynomial, where t is the simulation time, t0 and tf are the 

trajectory start and end times,  ɓseg,k,0 and ɓseg,k,f are the segment pulley angle initial and final values 
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and ak,i is the i-th order term coefficient for segment k. The coefficients are found using the Eq. 

4.12 boundary conditions. A similar process is used to define the roll angle, with ű, ű0 and űf 

replacing ɓseg,k, ɓseg,k,0, and ɓseg,k,f. 
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Two case studies are considered: dynamic tail bending for a set of fixed roll angles, and 

dynamic tail rolling for a set of fixed bending angles. For both case studies, the tailôs static loading 

when ű = ɓseg,1-2 = 0° is subtracted from the calculated loading profile trajectories to show the 

loading as it would impact the legged robot on which the tail is mounted. 

Figure 4.4 illustrates the FB and MB profiles for the first case, where (t0, tf) = (0, 0.5) sec 

and (ɓseg,1-2,0 , ɓseg, 1-2,f) = (0 , 90)° with constant roll ű = {0, 45, 90}°. This means that the tail will 

perform dynamic tail motions where the 2 segments are synchronized in actuation to form 

configuration shape 1 where the input pulley angular displacements start at 0° (straight tail 

configuration) and ends at 90° for 3 distinct roll angles. The z-component of FB (FB,z), due 

primarily to centripetal acceleration, is invariant to the change in ű, given that the roll axis is zT  

(Fig. 4.2); for the MB z-component (MB,z), as roll increases from ű = 0°, the gravitational forces 

acting over y-axis distances generates a larger moment at the base as ű increases. For the FB x- 

and y-components, due to the centripetal and tangential accelerations of the tail masses, as ű 

increases, the time-varying component of FB,x re-allocates to FB,y. The moments MB,x and MB,y are 

due to several factors: the moments due to the linksô angular acceleration, the moments due to 

inertial forces from the linksô linear acceleration, and the moments due to gravity acting on the 

links. Gravity primarily impacts MB,yðthe gravitational moment is greatest when ɓseg, 1-2 = 0° and 

least when ɓseg, 1-2 = 90°. As with force, the roll angle re-allocates the inertial component between 

MB,x and MB,y.  
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Figure 4.5 illustrates the loading profiles for the second case, where (t0, tf) = (0, 0.5) sec 

and (ű0, ű f) = (0, 90)° for the scenarios: ɓseg,1-2 = [45, 45] °, ɓseg,1-2 = [90, 90] ° , and ɓseg,1-2 = [-

21.75, 90]°. In this case, the roll DOF is varied from 0° to 90° while maintaining a constant 

articulated tail configuration. The scenario ɓseg, 1-2  =  [-21.75; 90]° corresponds to a configuration 

shape 2 tail configuration with the tail COM located along the roll axis similar to a reaction wheel. 

For this case, the tail COM does not move during rotation, hence zero forces during the motion. 

However, since the tail is not axisymmetric (i.e., there are off-diagonal terms in the tailôs inertia 

tensor), moments are generated in the x-, y- and z-directions.  

For the three scenarios of ɓseg,1-2, the tail COM is held at a fixed distance along the z-axis. 

Because there is no COM motion along the z-axis, there is no force in the z-direction, and the 

forces in the x-y plane are due to centripetal and tangential accelerations (as discussed earlier, 

static gravitational forces have been subtracted out). However for the ɓseg, 1-2  = [45, 45]° and  ɓseg, 

1-2  = [90, 90]° cases, gravity will generate moments in MB,y and MB,z. For MB,y, the non-zero initial 

moments are due to the reduced tail COM distance from the tail base for ɓseg, 1-2 = [45, 45]° and  

ɓseg, 1-2 = [90, 90]° compared to ɓseg, 1-2 = 0° (the static loading for ű = ɓseg, 1-2 = 0° includes a y-

axis moment component). For MB,z, as ű increases from 0 to 90°, the y-axis distance between the 

COM and tail base increases, creating a gravitational moment at the end time. For the inertial 

component of MB,z, the tailôs tangential acceleration generates a slight inertial moment that is 

secondary to the change due to gravity as ɓseg, 1-2  increases.  

It is important to note that the loading profiles of Fig. 4.5 can act over extended time 

durations due to infinite roll motion, similar to a reaction wheel, enabled via the slip ring; thus 

providing a performance advantage in comparison to existing tails reviewed in Chapter 2.  
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Figure 4.4: Simulation Results: Loading for dynamic tail bending at fixed roll angles. 
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Figure 4.5: Simulation Results: Loading for dynamic tail rolling at fixed bending angles. 
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4.3 Experimental Prototype and Results 

This section discusses the integration of the R3-RT prototype (section 4.3.1), along with 

experimental results demonstrating the R3-RT loading ability to verify the dynamic model (4.3.2), 

articulated structuresô advantage over conventional pendulum structures in generating enhanced 

inertial loading (4.3.3), and the R3-RTôs kinematic accuracy and repeatability (4.3.4). 

 

4.3.1 Tail Implementation   

Figure 4.6 shows the experimental prototype of the R3-RT. The links of the tail structure and 

frames of the rigid housing were printed using plastic. The remaining custom structural 

components were fabricated from metal (steel for shafts, aluminum for other components). Braided 

nylon cables (MagicShield) rated for 441 N (100 lbs) were used to actuate the tail; segment 1 

actuation required double routed cable lines to accommodate the high impulsive tensions generated 

during tail motions. During integration, the cable routing was optimized though a series of 

experimental iterations to minimize friction effects by relieving aggressive cable routing angles 

about the small sized pins with passive rollers.  

A distinctive feature of the R3-RT is its S-path and cylindrical cable routing scheme that 

enables decoupled actuation and equal antagonistic cable displacements as discussed in Chapter 3. 

Therefore, the two tail segments can be controlled by actuating their respective pulleys 

independently as illustrated in Fig. 4.7. 
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Figure 4.6: Experimental set-up of R3-RT. 
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Figure 4.7: Flexibility of the R3-RT illustrating decoupled actuation with a constant roll angle 

of 0°: A) Variation of ɓ1 while ɓ2 remains fixed. Variation of ɓ2 while ɓ1 remains fixed depicting 

B) configuration shape 1, and C) configuration shape 2. 

 

4.3.2 Loading Results  

Experiments were performed to measure the tailôs ability to generate dynamic loading using a 6-

axis load cell as shown in Fig. 4.6. Sensor measurements were sampled at 400 Hz using a PCI data 

acquisition card. A moving window mean low-pass filter of width 50 sample points was used to 
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filter out high frequency sensor noise from the measured data; sufficient data was collected 

preceding the start of the tail motion to uniformly filter the relevant time span.  

Tail bending motions, where (t0, tf) = (0, 0.5) sec and (ɓseg,1-2,0 , ɓseg, 1-2,f) = (0 , 90)° with 

constant roll ű = {0, 45, 90}°, were performed similar to the case scenarios presented in section 

4.2.2, to compare measured loading profiles with computed simulation results. Figure 4.8 

illustrates the measured loading profiles. Each case scenario was conducted three times with results 

averaged. From the plot, it can be observed that tail curvature motion is completed in 0.6 sec, after 

which the tail experiences vibrations that dissipate to steady state conditions. 

Like the simulated results in Fig. 4.4, the measured loading profiles exhibit similar loading 

as the roll angle is varied: force loading about the z-axis shows an approximate invariance to 

various roll angles, gravitational moment loading offsets about the y- and z-axis at final tail 

configurations approximately match computed results, and profiles qualitatively match the shape 

of computed profiles and final steady state values, but do not exactly match the idealized smooth 

contours. This is considered to be acceptable performance and will validate the tails approach to 

replicated loading profiles about its base for experimental evaluation of developed control schemes 

conducted in Chapter 8. 

As seen in Fig. 4.9, the experimental tail results exhibit similar peak magnitudes during the 

tail motion coupled with nontrivial lag behind the simulated trajectory. This is primarily due to the 

reliance on a feedback-based velocity controller for generating the tail motor inputs.  
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Figure 4.8:  Experimentally measured loading profiles for fixed-roll experiments. 
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Figure 4.9: Comparison of simulation and experimental tail loading results when ű = 90°. 
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4.3.3 Comparing Articulated and Pendulum Inertial Loading  

Experiments were performed to compare the inertial loading profiles of an articulated tail structure 

to a single-body rigid pendulum, a comparison that was analyzed in simulation in [15]. To maintain 

consistency in terms of mass distribution, the R3-RT tail consisting of 12 links was reconfigured 

into two structures: 1) an articulated single DOF tail segment with equal relative angle distribution 

constrained via 10 gear pairs (Fig. 4.10(A)), and 2) a single-body rigid pendulum with immobilized 

gears capable rotating about its link 1 revolute joint (Fig. 4.10(B)). For consistency in terms of 

power input and range of motion, both tail structures were actuated by prescribing a constant input 

cable tension as the tail rotated through its trajectory of equal cable displacement at a fixed roll 

angle of 90°, thus producing a planar horizontal tail motion unaffected by gravitational loading. 

The motions result in a COM angular displacement range equivalent to 104° and 180° for the 

articulated and pendulum-like tail, respectively.  

Figure 4.11 illustrates the measured loading profiles for the articulated and single-body 

rigid pendulum tails for motions generated with constant cable tensions of 60 N and 110 N. These 

motions were performed three times for each tail structure with measured inertial loading results 

averaged to ensure consistency. The time spans to complete motions were slower for the articulated 

tail (60 N: 0.63 s, 110 N: 0.48 s) compared to the pendulum-like tail (60 N: 0.58 s, 110 N: 0.42 s). 

The articulated tail motions likely require slightly longer time spans due to cable friction along the 

structure. Table 4.2 presents the mean measured inertial loading of the loading shown in Fig. 4.11. 

Based off this data, for equivalent input cable displacements and constant cable tensions, the 

articulated tail, in comparison to the pendulum-like tail, on average provides: a 53% increase in 

generated moment about the base (MB,X), a 52% reduction in FB,Y, and an 8% increase in FB,Z. 

Increased moments are beneficial for inertial adjustment applications because they produce 

angular re-orientation of the legged robot the tail is attached to. Decreased net forces are beneficial 

because forces may either aid or hinder inertial adjustment applications based on the state of the 

legged robot and due to the fact that forces result in system translation.  

These experiments highlight the significance of increased articulation in tail structures to 

provide enhanced inertial loading about its attachment point in terms of increased moments and 

reduced forces that produce can produce more desirable effects in applications involving attitude 

adjustments, dynamic self-righting, and maneuvering as discussed in [31]; results which are 

corroborated in [15].  
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Figure 4.10: R3-RT structural configurations for comparative inertial loading experiments: A) 

Articulated, single DOF tail segment with motion distributed via 11 gear pairs, and B) Single-

body rigid pendulum structure with immobilized gears. 
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Figure 4.11: Experimentally measured loading profiles of articulated and rigid-body single 

pendulum tail strictures for a constant cable tension of 60 N (A-C) and 110 N (D-F). 
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Table 4.2: Mean measured loading profiles of articulated vs. single-body rigid pendulum tail 

in constant tension experiments. 

Cable Tension Tail Structure FB,Z (N) FB,Y (N) MB,X (Nm) 

60N 
Articulated -2.1 -1.06 -0.48 

Pendulum -1.89 -2.83 -0.27 

110N 
Articulated -6.7 -1.78 -0.93 

Pendulum -6.36 -3.19 -0.72 

 

4.3.4 Accuracy and Repeatability Results  

In addition to analyzing the inertial loading generated by the R3-RT, the accuracy and repeatability 

of the cable-driven mechanism were also analyzed. Analyzing these parameters is critical for tasks 

involving precise COM adjustments and manipulation, due to the mechanismôs need to effectively 

transition tension between the pair of cables actuating a segment without impacting the robotôs 

configuration as it moves through a variety of configuration shapes and trajectories. 

The R3-RT was programmed to cycle between the tail curvatures C1, C2 and C3 associated 

with pulley angles of ɓseg,1-2 = [0]°, ɓseg,1-2 = [45]° and ɓseg,1-2 = [90]° at a fixed roll angle of 90°. 

To measure the resulting individual joint angles, a Point Grey Blackfly camera (BFLY-U3-

13S2M-CS) was mounted orthogonally to the R3-RTôs bending plane. Image processing was used 

to measure the relative link orientations with respect to the tailôs roll axis using 150 frames for 

each configuration over five consecutive cycles. Figure 4.12 shows the expected link angles 

(dotted line), and measured link angles (solid line with markers) for the twelve joints for the three 

configurations in the form of an error plot showing the measured mean (m) and standard deviation 

(s). 

For the C1 angles, slight offsets are observed from the home configurationðthe largest 

offsets in each segment being 4.1° and 6.1° in segments 1 and 2, respectively. The primary factors 

that introduce these inconsistencies are gear backlash and slight cable slack. As each gear pair 

rotates, slight variations due to the tooth geometry will modify the relative angle between the links. 

For the cable tensions, it was found during set-up that a slight slack on one side of the cables was 

needed to prevent the mechanism from locking up during operation. Lock ups result from highly 

tensioned segment cables that prevent rotation in either direction and introduce a hysteresis-type 

effect in the linksô responses to pulley inputs. These factors resulted in a repeatability that ranged 

from 2° to 5.1° in segment 1 and 3.1° to 6.7° in segment 2.  
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For configurations C2 and C3, Fig. 4.12 shows link 6 reaching angles 46.4° and 91.3°, 

minor variations from the predicted values, but a significant variation is noted in C3 joint 12: 

169.5° measured for a predicted 180°. This is likely caused by the challenges of practical 

implementation of cable routing that are not nested perfectly along the linkôs cylindrical surfaces 

that cause slight variations of equal and opposite cable extension and retraction coupled with error 

accumulation over the joints. 

 

 

Figure 4.12: Repeatability experimental results showing mean and standard deviation of 

measured link angles and deviations (solid line and markers with standard deviation bars) from 

expected values (dotted line). 

 

4.4 Conclusion   

This chapter presented the kinematic and dynamic modeling of the R3-RT along with experimental 

results to validate models and test the mechanisms accuracy and repeatability for static 

stabilization applications and the performance in generating inertial loading for dynamic inertial 

adjustment applications.   

Results of kinematic workspace analysis have demonstrated that the R3-RT produces a 

higher dimensionality end effector workspace due to its increased articulation and has significantly 

greater ability to adjust its COM due to the ability to change the distance between the COM and 

tail base, which is important for static stabilization applications. The R3-RT end effector 

workspace spans 270° and exceeds the proposed workspaces of previously implemented 
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pendulum-like tails presented in Table 2.1 However, the R3-RT COM workspace as shown in Fig. 

4.3 falls 65° short with respect to [6, 40], reported in Table 2.1. This deficit can be overcome by 

adding a 450 g tip mass to match the 255° COM workspace and further increase the volume in 

which the COM can be positioned. The benefits of two configuration shapes further increases the 

manifold of inertial loading about the base of the tail by actuating various configuration shapes 

during tail motions [51]. For static stabilization applications, experimental results determined that 

the R3-RT can produce tail configurations with an accuracy and repeatability of 1.4±5.1° for 

segment 1 and 10.5±6.7° for segment 2.   

To demonstrate an articulated tailôs capability to generate enhanced inertial loading in 

comparison to previously implemented pendulum-like tails, experiments compared the generated 

inertial loading of the R3-RT in articulated mode with respect to the R3-RT configured in 

pendulum-like mode. Results indicate that for equivalent input cable displacements and constant 

cable tensions, the articulated mode, in comparison to the pendulum-like mode, on average 

provides: a 53% increase in generated moment about the base (MB,X), a 52% reduction in FB,Y, and 

an 8% increase in FB,Z. These results demonstrate that articulated tails generate enhanced loading 

in comparison to pendulum-like structures because increased generated moments are beneficial 

for inertial adjustment applications since they result in rotation of the system to which the tail is 

attached to and can more significantly impact the systemôs performance, whether it be for 

maneuvering or stabilization applications. Generated forces result in undesirable translation that is 

not beneficial for inertial adjustment. Furthermore, the prototype demonstrated satisfactory 

accuracy and repeatability, which makes it appealing for use in static loading based applications 

for precise COM positioning, i.e. static stabilization of a legged robot.  

Experimental results have demonstrated that measured peak loading profile values equal 

to 6 N and 3.1 N-m fall slightly below computed values using the dynamic loading model because 

the experimental tail motion duration was slightly longer than the 0.5 s time span used in computed 

results. This is expected since inertial loading decreases towards steady state gravitational loading 

conditions as the time spans of tail motions are lengthened. The performance of the R3-RT in 

producing inertial loading is considered to be acceptable performance and will validate the tails 

approach to replicate loading profiles about its base for experimental validation of developed 

control schemes demonstrated in Chapter 8. 
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5 CHAPTER 5: MODELING, ANALYSIS, AND 

EXPERIMENTATION  OF DMST   

 

 

Chapter 3 presented the detailed design of the DMST tail mechanism that is intended for inertial 

adjustment of a lighter weight biped robot attached in a vertical configuration as will be 

demonstrated in Chapters 5 and 8. This chapter presents the kinematic and dynamic model of the 

DMST (section 5.1) tail, accounting for the systemôs kinematic coupling between linkages and the 

cable-driven actuation using a multi-diameter pulley. These dynamic models are used to analyze 

the workspace and impact of motion and tail configuration on the loading profiles, generated forces 

and moments generated due to tail motions, transferred through the tail base that will eventually 

be applied to the legged robot for inertial adjustment applications (section 5.2). Then, experiments 

using integrated prototypes are performed (section 5.3) to validate the forward kinematic and 

dynamic models, determine the mechanismôs accuracy and repeatability, and measure the 

mechanismôs ability to generate inertial loading. 

 

5.1 Kinematic and Dynamic Modeling   

After analyzing the kinematic coupling created in the mechanism by the actuation cabling, the 

kinematics and dynamics of the mechanism are derived. Section 5.1.1 presents how joint angles 

change with respect to input angles due to kinematic coupling. Section 5.1.2 derives the position, 

velocity, and acceleration of each rigid link in the tail structure. An actuation loading model is then 

presented in section 5.1.3 to compute the required torques to produce tail motions and section 5.1.4 

presents the method to compute generated inertial loading at the tail base as a result of tail motions.  

 

5.1.1 Joint Angle Trajectory  

The actuation cabling between the MDP and links creates a kinematic coupling between the MDP 

rotation and each linkôs joint angle (assuming the cable is inextensible). However, the cable routing 

for link i > 1 will route along the previous i-1 links. Therefore, the cable path length change due 

to these joint angles must be considered.  
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With reference to Fig. 5.1, Eq. 5.1 recursively maps the prescribed MDP motor joint angle 

mᵻ into the relative linkage angles ᵻ i, where ɖi (defined in Eq. 5.2) is the coupling ratio between r i, 

the MDP i-th radius for the cable terminating at link i, and rcbl is the radius of the circular cable 

routing surfaces. These parameters are shown in Fig. 2 for a two-link DMST. The roll joint angle 

 ʟequals the prescribed motor angle mʟ due to direct drive, also defined in Eq. 5.1. The associated 

joint velocities f and iJ and accelerations f and iJ may be found by differentiating Eq. 5.1. 
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Figure 5.1: Schematic Diagram of DMST. 

 

5.1.2 Linkage Position, Velocity, and Acceleration 

Kinematic illustrations of the base link (link 0), intermediate links (links 1 through n-1), 

and terminal link (link n) are shown in Fig. 5.2, with relevant frame and kinematic parameters used 

in this analysis defined graphically.  
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Figure 5.2: Kinematic illustrations of DMST links: A) base link 0, B) intermediate link 1-n, 

and C) terminal link n. 

 

The link i orientation matrix R,i is defined in Eq. 5.3, where RY( )ʟ is a y-axis rotation by 

angle ʟ  and RZ( iᵻ) is a z-axis rotation by angle ᵻi. The body 0 rotation is due to the roll of link 0 

with respect to the tail base frame, and the body i rotation is due to the pitch of link i with respect 

to link i-1. 
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As shown in Fig. 5.2, the positions of the tailôs i-th link joint centers pi,jnt and link COM 

pi,COM, are calculated using Eqs. 5.4-5.5, where LJ2J,0 is the distance from the roll joint to pitch joint 

1, y is the y-axis unit vector, LJ2J is the distance between adjacent pitch joints, LJ2C,0 is the distance 

from joint 0 to the link 0 COM, LJ2C is the distance between an intermediate linkôs pitch joint and 

COM, and LJ2C,n is the distance between joint n and the link n COM.  
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Link i angular velocities ɤ,i are defined in Eq. 5.6, where z is the z-axis unit vector.  
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The linear velocities vi,jnt and vi,COM may be found by differentiating Eqs. 5.4-5.5, using the 

propertyR ɤRi i i= , where a denotes the skew-symmetric matrix mapping of vector a such that

ab a b= ³. The angular accelerations are found by differentiating Eq. 5.6. The linear accelerations 

ai,jnt and ai,COM may be found by differentiating vi,jnt and vi,COM. 

 

5.1.3 Actuation Loading Requirements 

For this robotic structure, three sources of loading are considered: inertia, gravity and actuation. 

The inertial force F i,inr and moment M i,inr and gravitational force F i,grv acting at each link i COM 

as external loading, while the actuation contributes to the joint moment M i,jnt as discussed below. 

Because the joint angles are prescribed, the kinematics, the inertial loading can be directly 

calculated from the applied trajectories; the only unknowns are the joint forces F i,jnt and moments 

M i,jnt. 

Figure 5.3 illustrates free body diagrams for the terminal link and an intermediate link of 

the DMST. A recursive formulation of the equations of motion (starting from the n-th link and 

propagating to n = 0) based on these free body diagrams are defined in Eq. 5.7, where pi,j ,CJ is the 

position vector from the link i COM to joint j, defined in Eq. 5.8.  
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Figure 5.3: Free body diagrams of DMST links: A) terminal link n, B) intermediate link i, C) 

base link 0. 
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, , , ,i j CJ jnt j COM i= -p p p  (5.8) 

 

These equations of motion may be reorganized into recursive formulations of joint load 

forces F i,jnt defined in Eq. 5.9, where mi is the link i mass and g is gravitational acceleration. 
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Equation 5.10 defines the recursive formulation of joint load moments M i,jnt, for which 

M i,inr is defined in Eq. 5.11. In Eq. 5.11, I i is the link i moment of inertia with respect to the ground 

frame, and I i,lcl is the link i moment of inertia with respect to the link i frame. The subscript lcl is 

used to identify the constant inertia tensor defined in the local body-fixed frame. 
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T
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The defining property of a revolute joint is that it cannot support a moment along its axis 

of rotation. Therefore, for each revolute joint i, the actuation loading must provide the moment in 

M i,jnt aligned with the revolute joint axis of rotation. The actuation loading differs for joint 0 and 

joints 1-n. For joint 0, the revolute joint axis is R0 y, and the moment about this axis is a torque Űr 

directly provided by the roll-DOF gear motor output shaft, defined in Eq. 5.12. 

 

( )0 0,

T

r jntt=R y M  (5.12) 

 

For joints i = 1-n, the revolute joint axis is defined as R,i z and the moment along this axis 

is due to the cable tensions acting between links i-1 and i. For an n-link DMST, there will be n 

cable tensions contributing to this moment, and the normal distance from the revolute joint to these 

tensions is rcbl, resulting in the cable tension formulation in Eq. 5.13, where Ti,j is the tension at 

joint i of the cable terminating at link j. 
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For the cable tensions, assuming there is friction between the cable and tail structure along 

its length, recursive calculation of the cablesô tensions from their termination point to the base is 

required. For a given j, Ti,j will be non-zero only for i = [1, j]. 

Solving for Ti,j consists of two steps performed recursively from joint i = n to joint i =  1: 

1) calculating the Ti,i tension using Eq. 5.14, and 2) back-propagating the joint i tensions to joint 

i-1 using Eq. 5.15, where ɛ is the coefficient of friction and ɢi is the contact angle between the 

cable and routing surfaces. Equation 5.14 was derived from Eq. 5.13 knowing that Ti,j = 0 for all j 

< i , and Eq. 5.15 was found using a belt-friction model for the contact between the cable and 

routing surfaces between joints.  
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( ), 1 1,expi j i i jT T j imc+ += " ² (5.15) 

 

The torque Űs required to drive the MDP may be calculated using Eq. 5.16, which takes the 

sum of the moments due to each cable tension acting over that cableôs pulley radius. 

 

( )0,

1

n

s i i

i

rTt
=

=ä  
(5.16) 

 

 

5.1.4 Dynamic Tail Loading Model 

Beyond understanding the actuation requirements of the DMST, the dynamic model should also 

be capable of calculating the loading (force and moment) the DMST applies through its roll joint.  

The recursive calculations of F i,jnt and M i,jnt accumulate the loading due to the linksô inertial 

and gravitational loading from the tip to the actuation module. Therefore, using the joint loading 

at link 0, the tail base loading FB and MB may be calculated using Eq. 5.17. The ground frame in 



 

72 

 

which the tail model is defined is assumed to be located at the attachment point between the tail 

and legged structure.  

 

0, 0,,F F M MB jnt B jnt= =  (5.17) 

 

5.2 Tail Analysis   

This section analyzes the kinematic workspace (section 5.2.1) and loading capabilities of the 

DMST (section 5.2.2) while varying trajectory and design parameters to further understand the 

factors that contribute to generated forces and moments generated at the base of the tail. 

 

5.2.1 Kinematic Workspace Analysis 

The proposed mechanism is articulated in structure and a single DMST can form a single-curvature 

spatial tail configuration. Figure 5.4 shows the single configuration shape that can be generated by 

a single 5-segment DMST. Unlike the R3-RT that is capable of forming two configuration shapes 

as discussed in section 4.2.1, the DMST is capable of forming a C-shaped curvature with segments 

rotated in the same direction denoted as configuration shape 1.  

The end effector and COM workspace are defined by the locus of positions the end effector 

tip (link 5) and COM can reach, respectfully. The defined workspaces can be computed using the 

forward kinematics (sections 5.1.1-5.1.2) using the geometric parameters extracted from the 

DMST CAD (Fig. 3.9), defined in Table 4.1. Figure 5.4 shows the R3-RTôs simulated planar 

workspaces (end effector and COM with/without tip mass) for a fixed roll angle at 0° where the 

multi-diameter pulley is varied between mᵻ = [-90:90]°. The coordinate frame origin is the DMST 

joint 1.  

The end effector workspace is capable of spanning 90°, falling much shorter than the end 

effector workspace of the R3-RT (section 4.2.1), that can span up to 270° for an input angle of 

ɓseg,1-2 = [-135:135]° due to its less articulated DOFs. A tailôs COM workspace is defined by its 

range of motion, mass distribution, link geometry, and number of independently actuated tail 

segments. For the DMST, the COM workspace with no added tip-mass, illustrated with a green 

line in Fig. 5.4, can be displaced along the X-axis up to 100 mm. With the addition of a tip mass 

with m5 = 3.5 kg, illustrated with a red line, the COM workspace is increased and can be displaced 

280 mm along the x-axis. As will be demonstrated in Chapter 8, the DMST requires this additional 
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tip mass to successfully stabilize the biped to position the systemôs combined COM within the 

support polygon during a walking gait.  

Similar to pendulum-like tails, the DMST can only produce end effector and COM 

workspaces about a curve in a plane without considering roll motion. When considering roll 

motion, this curve becomes a surface. Therefore, a single 5 link DMST cannot produce a volume 

in space to position its COM as the R3-RT that is enabled via the motions of two independently 

actuated tail curvatures. However, these capabilities are achievable for multiple DMST modules 

connected in series, a concept presented in section 3.4 but not practically implemented as part of 

this research. 

These results further emphasize the importance of increased articulation and multi-

curvature tail configuration shapes that can produce a higher dimensionality end effector 

workspace and a greater ability to adjust its COM which is important for both dynamic inertial 

adjustment and static stabilization applications, as discussed in section 4.2.1.  

End Effector 

Workspace

COM Workspace

mD,1-5 = 0.26 kg

mD,5 = 3.5 kg
mD,1-4 = 0.26 kg

90° 

Configuration 

Shape 1

 

Figure 5.4: Workspace and configuration shape of a 5-link DMST for mᵻ = [-90:90]°. 
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Table 5.1: Simulation parameters for the 5-link DMST. 

Property Value Property Value 

L0,J2C0 63.3 mm m0 0.350 kg 

LJ2C 59 mm m{1-5}  0.26 kg 

LJ2C,n 49 mm LJ2J,0 105.25 mm 

r i [9, 16, 22, 28, 34] mm LJ2J 60 mm 

  rcbl 25 mm 

2

0,

0.0038 0 0

0 0.0014 0 kg m

0 0 0.0031

I lcl

è ø
é ù
= -
é ù
é ùê ú

, 
3 2

1 5,

0.6 0 0

0 0.6 0 10 kg m

0 0 0.5

I lcl

-

-

è ø
é ù
= ³ -
é ù
é ùê ú

 

 

5.2.2 Dynamic Tail Loading Analysis 

In the following analysis, the dynamic model of the DMST, developed in section 5.1, is used to 

simulate the system actuated with PID controlled servo motors. Experimentally measured data of 

the servo plant parameters including inertia, friction, damping and torque/speed saturations were 

extracted from [82] and controller gain coefficients were tuned for near-critical operation on the 

bases of empirical analysis that were set to Kp = 60, Ki = 10, and Kd = 0.4. The dynamics of the 

system were used to evaluate Eq. 5.17. A five-link DMST is considered with the simulation 

parameters presented in Table 5.1, unless otherwise stated, to compare results with experimental 

prototype results as discussed in section 5.3. Mass properties are estimated from a detailed CAD 

model. Furthermore, the dynamic loading profiles utilize the global coordinate frame of reference 

defined in Fig. 5.1. 

 

5.2.2.1 Trajectory ï Inertial Analysis 

Tail loading profiles are influenced by both static loading (gravity) and dynamic loading (inertia). 

Since gravitational effects are time-invariant (do not depend on velocity or acceleration), they are 

the same for a prescribed tail trajectory regardless of the tail motionôs time span. However, inertial 

effects are time-variant since greater accelerations correspond to greater magnitude loading 

profiles. Therefore, the inertial loading acts as perturbation to the steady-state gravitational 

loading. In this analysis, only planar bending is considered where mᵻ is varied from 0 to the target 

position of ˊ/2 rad to simulate a servo step response with various time spans, representing the 
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duration of tail motion, to study its effect on inertial loading. Figure 5.5 presents the force and 

moments loading diagrams for the three time span case studies t = {0.2, 0.3, 0.4} sec. The time 

span of 0.2 sec represents the fastest step response the system can achieve the target position. Time 

spans were elongated by reducing the proportional gain constant. To better visualize the 

perturbations from equilibrium, steady state gravitational force offsets about the y-axis were set to 

zero. 
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Figure 5.5: Inertial analysis: computed loading profiles for t = {0.2, 0.3, 0.4} sec. The x-axis 

time is normalized as a fraction of the total duration to aid comparison. 
 

It is observed from these plots that force loading profiles magnitudes: 1) increase as the 

time span decreases for each tail motion due to greater accelerations, and 2) approach a steady 



 

76 

 

state profile as time spans increase due to the time invariance of gravitational effects. It is also 

noted that x- and y-components of the force loading (FB,x and FB,y) at the endpoints are zero 

because these instances represent static configurations with zero velocities and accelerations; 

however, the final z-component moment loading (MB,z) is offset due to the gravitational induced 

moment at the tailôs end configuration.  

 

5.2.2.2 Trajectory ï Roll Analysis 

In section 5.2.2.1, a planar case study was analyzed in which the time span of the tailôs bending 

motion was varied. However, roll angle is another trajectory parameter that can be varied to 

distribute loading. In this analysis, simulations are performed using the 0.2 sec time span tail 

trajectories (similar to motion used in section 5.2.2.1) where the roll angle is varied at constant 

values ʟ  = {ˊ/4, ˊ/2, 3ˊ/4} rad. 

Figure 5.6 illustrates the associated loading results. Due to the rotational symmetry of the 

tail motions about the y-axis, the loading with respect to this axis (i.e., the y-components of force 

and moment) is invariant to the change in .ʟ Furthermore, since the tail is performing tail curvature 

motions at constant roll angles, the y-component moment loading is zero.  

The x- and z-components show the impact of roll angle on the distribution of the loading 

profiles. For ʟ  = ˊ/4 and 3ˊ/4 rad, x-component force and z-component moment profiles are equal 

and opposite, whereas the x-component moment and z-component force are equal in these two 

cases.  
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Figure 5.6: Roll angle analysis: computed loading profiles for ʟ = {ˊ/4, ˊ/2, 3ˊ/4} rad. 

 

5.2.2.3 Design ï Mass Distribution Analysis 

In addition to trajectory parameters, a tailôs design properties also impact the dynamic loading. 

Two design factors will be analyzed in this paper: mass distribution and coupling ratio. All design 

parameter analysis will use tail curvature motion with a 0.2 sec time span (similar to motion used 

in section 5.2.2.1).  

The DMST is designed to accommodate a tip mass to increase the loading capacity for a 

given tail motion. This section analyzes the effects of the mass distribution ratio ▐ on loading 

profiles, where ↔ represents the ratio between an additional tip mass and the total weight of the 

tail (links and actuation unit). In this analysis, the total weight of the 5-link DMST is 4.3 kg. All 
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other design variables and properties are held constant to compare results with inertial analysis 

loading profiles. 

Three case studies are presented in Fig. 5.7 that show force loading profiles where the mass 

distribution ratio is varied between three values ▐ = {0.5, 1, 1.5} representing an additional tip 

mass equivalent to {2.1, 4.3, 8.6} kg attached to link 5.  

Results indicate a linear correlation between the increase of tip mass and loading profiles 

magnitudes. In comparison to inertial analysis results with no tip mass, loading profile magnitudes 

increase approximately by factors of 3.2, 5.5, and 7.8 for ▐ equal to 0.5, 1, and 1.5 respectively. 

Although increasing tip mass generates larger magnitude dynamic force loading profiles, 

a maximum limit of additional tip mass is imposed by motor specifications. Using Eq. 5.16, the 

MDP torque requirements were computed for the ↔ values under consideration, with results shown 

in Fig. 5.8. It is observed that the required torque for all case scenarios initially take on positive 

values to overcome inertia to move the tail in the positive orientation, then changes to negative 

values and attains maximum magnitudes during the deceleration phase then remains offset in this 

region due to gravitational loading. Mass distribution parameters must be chosen based on MDP 

angular velocity and torque requirements to select a motor that is capable of producing a desired 

tail motion.  
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Figure 5.7: Mass distribution analysis: computed loading profiles for ▐ = {0.5, 1, 1.5}. 

 

▐ ▐ ▐

 

Figure 5.8: Computed MDP torque requirements for ▐ = {0.5, 1, 1.5}. 
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5.2.2.4 Design ï Coupling Ratio Analysis 

The coupling ratio ɖi is defined as the ratio between r i and rcbl, as discussed in section 5.1.1. This 

section will analyze the influence of the coupling ratios on loading profiles by varying MDP 

dimensions while maintaining a constant link circular routing curvature rcbl = 25 mm using a 0.2 

sec tail curvature time span. Table 5.2 presents the design parameters of two case studies for 

various coupling ratios. Case 1 represents the scenario where MDP dimensions are scaled by a 

factor of 2 in comparison to dimensions used in section 5.2.2.1 and Case 2 represents the scaled, 

inverted scenario where the largest coupling ratios are connected to links adjacent to the actuation 

unit and decrease in progression to the tip of the tail (link 5).  

Figure 5.9 shows the loading profile for the two case studies. By comparing peak values 

and with those from Fig. 5.5, the scaled coupling ratios in Case 1 have nonlinearly increased 

loading profiles. The x- and z-component loading increased by a factor of approximately 1.8 

whereas y-component loading by a factor of 3.4. This nonlinear increase is expected due to the 

differentiation of trigonometric terms that are a function of link orientation given by Eq. 5.1 that 

yield accelerations multiplied by ɖi
2. It is interesting to note that the inverted scenario Case 2, 

generates larger loading profiles than Case 1 since the higher coupling ratios of the tail bottom 

links correspond to a greater tail rotation and accelerations of the top links, thus producing larger 

dynamic loading. Greater tail rotations also correspond to a larger moment arm that produce a 

larger steady state gravitational moment about the z-axis. 

 

Table 5.2: Design parameters used for coupling ratio analysis. 

Case r  1-5 (mm) ɖ 1-5 

1 [18, 32, 44, 56, 68]  [0.7, 1.2, 1.7, 2.2, 2.7] 

2 [68, 56, 44, 32, 18]  [2.7, 2.2, 1.7, 1.2, 0.7] 
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Figure 5.9: Coupling ratio analysis: computed force and moment loading profiles. 

 

5.3 Experimental Prototype and Model Validation 

In this section, experiments are performed using a five-link DMST prototype, section 5.3.1, to 

measure the mechanismôs ability to generate loading at its base, section 5.3.2, and validate forward 

kinematic relations to determine the mechanismôs accuracy and repeatability, section 5.3.3. 

 

5.3.1 Tail Implementation 

Figure 5.10 shows the experimental test platform under consideration. The prototypeôs structural 

components were printed from ABS plastic. High torque servo motors rated for a stall torque of 

10 N-m and no load speed of 55 rpm operated at an input voltage of 14 V drive the mechanismôs 

two DOFs with PID parameters set to Kp = 60, Ki = 10, and Kd = 0.4 to demonstrate critically 

damped behavior. Link lengths and pulley diameters were chosen to be LJ2J = 60 mm rcbl = 25 mm, 
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and r i = [9, 16, 22, 28, 34] mm for i ranging from 1 to 5 based on optimization scheme to produce 

a desired tail curvature [16]. These design parameters match the simulation parameters presented 

in Table 5.1 for comparison of results.  

 

Tail 

Curvature

6-Axis Load 

Cell

Metal Breadboard
 

Figure 5.10: Experimental setup of a five-link DMST prototype. 

 

5.3.2 Loading Results 

In order to measure the generated loading profiles and verify the dynamic tail loading model 

presented in section 5.1.4, the five-link DMST prototype was connected to a six-axis load cell to 

measure the loading profiles generated by the tail, as shown in Figure 5.11. Sensor measurements 

were sampled at 400 Hz using a PCI data acquisition card. A moving window mean of 50 sample 

points was used to smooth the measured data. 

In this experiment, the tail performed a tail curvature by sending a mᵻ =  ˊ/2 rad goal angle 

at maximum angular velocity and torque to the servo motor controlling the MDP rotation. Loading 
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profiles were measured for constant roll angles of ˊ/4, ˊ/2 and 3ˊ/4 rad, similar to the case 

scenarios shown in Fig. 5.6. 

Figure 5.11 illustrates the measured loading profiles for various roll angles. From the plot, 

it can be observed that tail curvature motion is completed in 0.24 s, after which the tail experiences 

vibrations that dissipate to steady state conditions. It is expected that friction within the mechanism 

extended the response time above the 0.2 s obtained from simulated results that assumed no cable 

friction ɛ = 0. In comparison to computed results shown in Fig. 5.6, the measured loading profiles 

do exhibit similar distributed loads as the roll angle is varied: 1) y-component moment loading 

maintains a zero value for the three case scenarios, 2) y-component force loading is approximately 

invariant to roll, 3) x-component force and z-component moment profiles, for ʟ = ˊ/4 and 3ˊ/4 

rad, are approximately equal and opposite, whereas the x-component moment and z-component 

force are approximately equal in magnitude, 4) steady-state gravitational moment offsets closely 

match computed results, 5) the profiles qualitatively match the shape of computed profiles but do 

not exactly match the smooth contours due to vibrations in the long structure during tail motions 

that have not been modeled analytically. 

Measured peak loading profile values, equal to 6 N and 1.8 N-m, fall below computed 

values because the experimental tail motion duration was slightly longer than the 0.2 s time span 

used in computed results. This is expected since as the time spans of tail motions are lengthened, 

dynamic loadings decrease towards steady state gravitational loading conditions as explained in 

section 5.2.2.1. The results of this experiment will be used to update simulation parameters, in 

particular dissipative friction, to better compute loading profiles as part of future work. 
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Figure 5.11: Experimentally measured loading profiles for various roll angles. 

 

5.3.3 Accuracy and Repeatability Results 

A series of experiments were performed to validate the forward kinematic relations derived in 

section 5.1.1. The DMST was programmed to perform repeated cycles of three distinct tail 

curvatures: {C1, C2, C3} where the MDP angle is varied between ᵻm = Ñ{0, ˊ/4, and ˊ/2} rad 

respectively with a fixed roll angle. The tail approached these curvatures in clockwise and counter 

clockwise sequences to determine if hysteresis due to cable friction and/or elasticity impacted 

performance.  Tail curvatures were recorded using a high-resolution tracking camera mounted 

orthogonal to the tail curvatures. Image processing techniques were then implemented to measure 

the link orientations at each configuration. To test the mechanismôs accuracy and repeatability, 

measurements were recorded for ten consecutive cycles. Table 5.3 presents the mean measured 








































































































































