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Abstract

Piezoelectric structures have been used in a variety of applications ranging from vibration control and sensing to morph-
ing and energy harvesting. In order to employ the effective 33-mode of piezoelectricity, interdigitated electrodes have
been used in the design of macro-fiber composites which employ piezoelectric fibers with rectangular cross section. In
this article, we present an investigation of the two-way electroelastic coupling (in the sense of direct and converse piezo-
electric effects) in bimorph cantilevers that employ interdigitated electrodes for 33-mode operation. A distributed-
parameter electroelastic modeling framework is developed for the elastodynamic scenarios of piezoelectric power
generation and dynamic actuation. Mixing rules (i.e. rule of mixtures) formulation is employed to evaluate the equivalent
and homogenized properties of macro-fiber composite structures. The electroelastic and dielectric properties of a rep-
resentative volume element (piezoelectric fiber and epoxy matrix) between two neighboring interdigitated electrodes
are then coupled with the global electro-elastodynamics based on the Euler—Bernoulli kinematics accounting for two-
way electromechanical coupling. Various macro-fiber composite bimorph cantilevers with different widths are tested for
resonant dynamic actuation and power generation with resistive shunt damping. Excellent agreement is reported
between the measured electroelastic frequency response and predictions of the analytical framework that bridges the
continuum electro-elastodynamics and mixing rules formulation.
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The concept of interdigitated electrodes (IDEs) with
; ' ; piezoelectric fibers was first introduced by Hagood
in the fo'rm of the d¥rect effect (conversion of mechan- . . (1993) and Bent and Hagood (1997) since the 33-
ical stral'n to electrlc' charge)' and the converse effect mode piezoelectric strain constant (50%—-100% larger
(conversion of §1ectr1c potent.lal to meghamcal gtreun). than that of the 31-mode) offered an intriguing design
The .mos.t typical use Of, plezpelectrlc mflterlals IE option to exploit inder bending deformation. The
bending is through the utilization of the “31-mode resulting active-fiber composite (AFC) structure was

,Wlth uniform electrode's. The use (_)f 31-mode in bend- first characterized by Bent et al. (Bent, 1997; Bent et al.,
ing has been well studied for sensing, energy harvest-
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Piezoelectric materials are well suited for a variety of
tasks since the piezoelectric effect is a reversible process
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1995), and its properties were further investigated by
others (Belloli et al., 2007; Berger et al., 2005; Brei and
Cannon, 2004; Lin and Sodano, 2008, 2009) numeri-
cally and experimentally in next-generation efforts.
However, the AFC technology employed piezoelectric
fibers with circular cross section that limited the interac-
tions between fibers and electrodes, yielding low elec-
tromechanical coupling and high dielectric loss. Solving
this problem using fibers with rectangular cross section,
researchers at the NASA Langley Research Center
developed the macro-fiber composite (MFC) technol-
ogy (High and Wilkie, 2003; Wilkie et al., 2000). The
advantages of the MFC technology over monolithic
piezoelectrics include increased flexibility, improved
actuation authority, and anisotropic behavior. These
characteristics of MFCs have led to experimental appli-
cations including structural sensing and vibration con-
trol (Browning et al., 2009; Sodano et al., 2004),
bio-inspired locomotion (Cen and Erturk, 2013; Erturk
and Delporte, 2011), acoustic wave devices (Collet
et al., 2011; Matt and Di Scalea, 2007), morphing-wing
and flapping-wing structures (Bilgen et al., 2010; Kim
et al., 2007; Kim and Han, 2006; Paradies and Ciresa,
2009), and in-air/underwater dynamic actuation or
energy harvesting (Cha et al., 2013, 2016; Erturk and
Delporte, 2011; Shahab and Erturk, 2014b, 2014c,
2015a, 2015b; Shahab et al., 2015b).

It is worth mentioning that, other than their use in
AFCs and MFCs, IDEs have also found use in micro-
electro-mechanical systems (MEMS) as electrodes over
monolithic electroelastic plates. IDEs are useful to
MEMS since the 33-mode coupling allows for larger
voltages to be produced in energy harvesting, overcom-
ing the forward voltage requirements of diodes for DC
rectification. Additionally, implementation of IDEs
allows for an electrode surface only on one side of a
piezoelectric material, simplifying the microfabrication
process (Choi et al., 2006; Jeon et al., 2005). However,
in the existing literature, modeling of the effect of 33-
mode IDE actuators and harvesters in MEMS applica-
tions has been oversimplified or excluded completely.

In the early constitutive modeling efforts for 33-
mode MFCs, Williams et al. (2002, 2004a, 2004b) pre-
sented an experimentally validated model for equivalent
thermal expansion and mechanical properties of MFCs
using modified classical mixing rules. Deraemaeker
et al. (2009) reported the mixing rules-based calcula-
tions of the equivalent parameters and compared with
manufacturer’s data and experimental results. In
another work, Deraemaeker and Nasser (2010) pro-
posed a finite element method (periodic homogeniza-
tion) to evaluate the equivalent properties of MFCs.
More recently, Prasath and Arockiarajan (2015) pre-
sented analytical and numerical models to evaluate the
effective thermo-electro-elastic properties of MFCs and
the effect of thermal environment on the effective piezo-
electric constants of MFCs. Most of these efforts have

explored the constitutive behavior and structural homo-
genization alone. With increased applications on the
dynamics of structures with MFCs, there is a growing
need for coupling such homogenized constitutive mod-
eling with a proper continuum electro-elastodynamics
framework for energy harvesting, sensing, and actua-
tion problems of both resonant and off-resonant
applications.

In this article, building on the model presented by
Deraemaceker et al. (2009), the electroelastic and dielec-
tric properties of a representative volume element
(RVE; piezoelectric fiber and epoxy matrix) between
two subsequent IDEs are obtained using mixing rules,
validated for a set of sample geometries, and then the
RVE electroelastic mechanics is coupled with the global
electroelastic dynamics based on the Euler—Bernoulli
kinematics of MFC bimorphs following the analytical
modeling approach of Erturk and Inman (2009). A lin-
ear distributed-parameter model for a bimorph assum-
ing Euler—Bernoulli beam theory for energy harvesting
and actuation is extended to the 33-mode and
employed for parameter identification and model vali-
dation. The identified physical parameters of the MFC
bimorphs are validated experimentally for different
MEC types with the same overhang length but different
active widths. The resulting framework that bridges
mixing rules formulation with the continuum electro-
elastodynamics is employed for energy harvesting and
actuation problems.

Electroelastic equations of a bimorph
cantilever with 33-mode piezoelectric
coupling

Electroelastic properties of an MFC laminate using
mixing rules formulation

An MFC laminate with IDE configuration is shown in
Figure 1. The piezoelectric active material consists of
lead zirconate titanate (PZT) fibers of rectangular cross
section embedded in a Kapton film. As depicted in
Figure 1(d), the strain axis and the electrical poling axis
(the x-direction) are coincident. Therefore, the MFC
laminate uses the 33-mode of piezoelectricity. Note that
the manufacturer (Smart Material Corp.) uses polyester
electrode sheets for waterproof behavior in custom-
made samples investigated in this work (however, the
resulting properties are similar to those of the standard
samples).

The non-uniform electric field lines (Beckert and
Kreher, 2003; Bowen et al., 2006; Deraemacker et al.,
2009) (curvature of the lines is highly dependent on the
distance between the electrodes) through the piezoelec-
tric fibers and dead zones are depicted in Figure 1(b).
Because of the non-uniform electric field and heteroge-
neous complex structure involving active and passive
regions (in Figure 1(b); PZT fiber and epoxy,
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Figure 1. (a) An MFC laminate using the 33-mode of piezoelectricity; (b) volumetric representation of an MFC showing PZT fibers
with electric field lines, polymer matrix (epoxy), and interdigitated electrodes; (c) digital image of the planar surface of an MFC
actuator (M8514-P| with polyester electrode sheets and approximately 90% volume fraction of PZT fibers) under optical

microscope; and (d) an RVE (in symmetric shape).

respectively) in MFCs, a straightforward analytical
integration using standard PZT properties cannot be
performed to obtain the electromechanical coupling
and capacitance parameters. In this work, mixing rules
formulation is employed to evaluate the equivalent and
homogenous properties of MFCs from the constitute
properties. To this end, the piezoelectric fiber segments
between subsequent IDEs are modeled as a set of piezo-
electric elements in 33-mode and they are combined in
parallel. That is, in Figure 1, each RVE is a capacitor
which is connected in parallel to the remaining RVEs
along the length and width of the MFC laminate.

The linear constitutive equations for a piezoelectric
thin beam (RVE in Figure 1(d)) with 33-mode coupling
are as follows (Erturk and Inman, 2011b)

T3 = C§3’eS3 - e33jeE3 (1)
D5 = 633’3S3 + 8‘§3,8E3 (2)

where T3 is the stress, S; is the strain, E3 is the electric
field, D is the electric displacement, ¢f; , is the elastic
modulus at constant electric field, es3 . is the effective
piezoelectric stress constant, &5; , is the permittivity
component at constant strain, and subscript e stands
for the equivalent properties.

The equivalent elastic modulus (c5; ), piezoelectric
charge constant (ds3, ), and permittivity constant (s§3’e)
are defined based on mixing rules formulation for an
RVE in Figure 1(d) (Agarwal et al., 2006; Deraemaeker
et al., 2009)
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where v is the PZT fiber volume fraction and is
obtained by the measurement done from the digital
image of the planar surface of an MFC actuator
(shown in Figure 1(c)) and &5 is the permittivity com-
ponent at constant stress. The subscripts p and m stand
for PZT fiber and matrix (epoxy) properties of RVE,
respectively. The mixing rules-based effective electroe-
lastic parameters will be coupled with the electroelastic
dynamics based on the Euler—Bernoulli kinematics in
the next section to obtain the global parameters (e.g.
capacitance and electromechanical coupling) of an
MFC bimorph and to exploit the 33-mode of piezoelec-
tricity in bending mode. The analysis of an Euler—
Bernoulli bimorph beam with monolithic piezoelectric
layers in 31-mode has been thoroughly covered in pre-
vious work (Erturk and Inman, 2009) for energy har-
vesting applications. The key concepts for 33-mode use
will be developed next and applied to experimental
problems of actuation and energy harvesting in this
article.

Coupled mechanical equation under base excitation

Schematics of MFC bimorph cantilevers for dynamic
actuation with fixed base and energy harvesting
from base motion are shown in Figure 2. Each sym-
metric bimorph is composed of two MFC laminates
(Figure 1(a)) which are combined in a vacuum bonding
process using high-shear-strength epoxy (this process is
described elsewhere (Anton et al., 2010)). Therefore,
the bimorphs contain a bonding layer in addition to
the MFC laminates.

(a) — Actuation
P
/N " L.t
w1y @\ T i)
7N |
(b) Energy harvesting/Sensing

W, (") + (T@’) Ré )
X

|EI MFC m Bonding layer IElectrodcs|

Figure 2. Schematic of a cantilevered MFC bimorph composed
of two bonded single-layer MFC laminates: (a) dynamic actuation
and (b) transverse base excitation.

The MFC bimorph cantilever configurations shown
in Figure 2 are modeled here based on the Euler—
Bernoulli beam theory since length/thickness ratio is
very high. Deformations are assumed to be small and
the composite structure is assumed to exhibit linear
material behavior. The partial differential equation
governing the base-excited cantilevered bimorph is as
follows (voltage actuation case will be addressed briefly
later on)

BZM(x, t) aswrel(xa t) 8Wrel(xa ZL)
_ ” c
o2 oo P
+m azwrel(xa t) = —m 82"Vb(t) (6)
s Y2 s 972

where w,(x, £) is the transverse displacement of the ref-
erence surface relative to its base at position x and time
t, cq 1s the stiffness-proportional damping coefficient,
cg is the mass-proportional damping coefficient, m; is
the mass per unit length of the beam, M(x, ¢) is the inter-
nal bending moment, and w(¢) is the transverse base
displacement.

The internal bending term in equation (6) is the first
moment of the axial stress field over the cross section of
MFC laminate

M(X, t) = JT3ZdA =
A

M
S

m=1

—hy)2
J Trzdz +

—hy—hy /2

hy + hy /2
Tszdz (7)

hy)2

where, in each RVE (Figure 1(d)), b, is the sum of the
width of piezoelectric fiber and is the width of the
matrix layer (epoxy) in the direction of bimorph width.
In equation (7), M is the number of RVEs in active
width of the bimorph (b); therefore, b = Mb,.
Furthermore, hj is the thickness of the piezoelectric
fiber, A, is the thickness of the bonding and Kapton
layers, and T3 is the previously defined stress compo-
nent (in the x-direction) given by equation (1). The
stress component for bonding (epoxy) and Kapton
layers are assumed to be negligible as their stiffness is
much less than the stiffness of PZT fibers (considering
also that the bonding layer is at the neutral surface
level). The electric field in equation (1) can be given in
terms of the voltage across the electrodes, v(f). The vol-
tage across the terminals of each MFC laminate is
v(¢)/2 when two MFC laminates are connected in series
and v(¢) when connected in parallel. The electric field is
defined as E; = =w(¢)/L., where L, is the distance
between two subsequent electrode fingers (shown in
Figure 1(d)). The plus and minus difference is a result
of the difference in poling of the piezoelectric material
which is an important parameter for the series or paral-
lel connection of the piezoelectric layers as in the case
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of 31-mode bimorphs as well (Erturk and Inman,
2011b). In Figure 1(c), each RVE is essentially a capaci-
tor which is linked in parallel to the adjacent RVEs
along the length and width of the MFC laminate.
Furthermore, the piezoelectric stress constant e3;  in
equation (1) can be given in terms of more common
piezoelectric strain constant dss . as es3 e = d33,ec‘§3‘g.
The axial strain at a certain level (z) from the neutral
axis of the symmetric composite beam is simply pro-
portional to the curvature of the beam at position x

82 Wrel(xa t)

S3(x,z, ) = —
3(x, 2, 1) I

(8)

Substituting equation (1) into equation (7) and
multiplying the electrical term by [H(x — (n — 1)L,)
—H(x — nL,)], the internal bending moment at the axial
position x and time ¢ becomes

32 Wrel(xs t)

M(x,t)y= —D s

=

Z VO[H(x — (n — 1)L,) — H(x —nL,)]  (9)

FWyer(x, 1)

MP(x,t)= — D o2

N
+ Z () H(x — (n — 1)L.) — H(x — nL,)

n=1

(10)

where D is the bending stiffness of the composite cross
section, H(x) is the Heaviside function, and n is the
index of the RVE at a distance x from the fixed end of
the bimorph. Note that, here and hereafter, the sub-
scripts and superscripts s and p, respectively, stand for
the series and parallel connections of MFC laminates.
In equations (9) and (10), N is the number of RVEs in
the active overhang length, L, as L = NL,. The back-
ward coupling terms for the series and parallel connec-
tion cases (J, and 9,, respectively) can be expressed as

follows:
W\ k
-4+ 2 _ b =
(e )

Z 633b hp (h n hb)

m=1

M
e3b,

Iy
Y 2 om,

A
M3, ochs 7 e (11)

9, =29, = 2Md33,ec§3.e%hpc (12)

For each RVE, A4, is the effective cross-sectional area
and /. is the position of center of piezoelectric fibers
from the neutral axis (in thickness direction). The gov-
erning mechanical equation with electromechanical
coupling can be obtained using equation (9) or (10) in
equation (6). For instance, for the parallel connection

of MFC laminates, the electromechanically coupled
beam equation can be obtained as follows

84Wrel(xn t) 85 Wrel(xn t)

ot T o
OW,er(x, 1) 92 Wyel(X, 1)
i 13
Y STz (13)
d'o‘(x) dd(x — L) P wp(1)
—- 9, = —m,
V(o) dx " or?

Likewise, for the series connection case, U is used
for the backward coupling term in equation (13).

Coupled electrical circuit equation

The electric current output is obtained from the integral
form of Gauss’s law as follows

d JD~ndA = (14)

dt

A

where D is the vector of electric displacement compo-
nents, n is the unit outward normal, and the integra-
tion is performed over the effective cross section of
the MFC laminate, 4, where A = MA,. The inner
product of the integrand in equation (14) is obtained
using the electric displacement D; given in equation
(2). Using equation (8) (with z = #,.) for the average
bending strain in terms of the curvature and the elec-
tric field in terms of the voltage across the electrodes

(E3 = —v(t)/L.), equation (14) yields
dV(I) V(f) Ae Ja Wrel(x t)
C,—— + + Mds;,, —hpe | ——5——dx =0
Pt R, 3,65 e, P 2ot
0
(15)
where the internal capacitance is
A,
Z 2833 eL MN&33 LZ (16)

m=1n=1

Modal analysis of mechanical base excitation and
electrical actuation problems
The transverse deflection of the reference surface (rela-

tive to the clamped end) at position x and time ¢ is given
by

Wret (5, 1) = > ,(0)m,(1)

r=1

(17)

where ¢,.(x) and 7,(f) are the mass-normalized eigen-
function and the generalized modal coordinate for the
rth mode, respectively. The eigenfunctions denoted by
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¢,(x) can be obtained for the transverse vibration of a
uniform clamped-free beam as

cosAr cosh/\r
L L

6.0 = [

N sinA, — sinh A,
cosA, + coshA,

sin/ﬁx - sinh)ixﬂ (18)
L L

where A, is the eigenvalue of the rth mode obtained
from the characteristic equation given by
1 + cosAcoshA =0 (19)

The expression given for ¢,(x) satisfies the compa-

nion orthogonality conditions (Erturk and Inman,
2009, 2011b)
L
[ 4ot e = o, (20)
0
[ d,0
),
Jqﬁs(x)D I dx = w:,s (21)

0

where o, = )\f D/mgL* is the undamped short-circuit
natural frequency of the rth vibration mode and &, is
the Kronecker delta.

The base displacement is assumed to be harmonic of
the form wy(¢) = Wye/*" (where w is the excitation fre-
quency and j is the unit imaginary number). The modal
forcing is expressed as f.(f) = F.e/*" where the ampli-
tude F, is

F, = — 0.0’ W, (22)
where
L
o= —my Jq’),(x)dx (23)
0
Then assuming harmonic steady-state modal

mechanical response and voltage response of the forms
1,(f) = H,e/*" and v(f) = Ve/*', and using equation (17)
in equations (13) and (15) in conjunction with the
orthogonality conditions yield the electromechanically
coupled linear equations for the complex amplitudes
(0? — & + j20, w,0)H, — 0,V = F,

=

1 e o~ _
(Rz +]wcq>V+]wZG,H,—o

r=1

(24)
(25)

where 6, is the modal electromechanical coupling, ¢, is
the modal mechanical damping ratio, and C* is the
equivalent capacitance. The modal electromechanical
coupling and equivalent capacitance depend on the
way the MFC laminates are connected. The analytical

Table |I. Modal electromechanical coupling and equivalent
capacitance of an MFC bimorph for the series and parallel
connections of the MFC laminates.

Series connection Parallel connection

A dd,
0, Md33,eC§3,e thc b, (x) -

E  Acp db.(x)
dx 2Mds3,eG53 L hpe
C%  MNeS; 5t

d | _
S Ae
2MNez; T2

MFC: macro-fiber composite.

expressions for the equivalent capacitance and modal
electromechanical coupling are given in Table 1 for the
series and parallel connections of the individual MFC
laminates, similar to the case of the 31-mode problem
with uniform electrodes (Erturk and Inman, 2011b).
The actuation problem can be represented in a simi-
lar fashion such that the excitation is due to the harmo-
nic voltage input and there is no base excitation
(F, = 0), yielding
(wf — +j2§rw,w)H, =6,V (26)
— I+ joVC + jo > 6,H, =0

r=1

(27)

Here, as compared to equation (25), V' /R, is replaced with
—i(t) = — I/, where i(¢) is the electric current input (neg-
ative sign indicates current flow into the system).

Energy harvesting from base excitation: voltage
output and tip velocity frequency response functions

Closed-form solutions for the voltage and vibration
response, v(¢) and w,(x, t), can be obtained from equa-
tions (24) and (25) for steady-state behavior. The
frequency-domain transfer functions, that is, frequency
response functions (FRFs), are extracted as (Erturk
and Inman, 2009, 2011b)

@=—0 -
ae —w2Wyel!

oo (=jwbro) /(] — @ + 24, 0,0)]
(1/R) + jwCe + 37| [(jwb?)/(0? — @? + j2{,0,0)]
(28)

[’

_ Z [O-F + ei'a(w)]¢r(x) (29)

w2 — @ + 20,0,

Wrel(xa t)
—w2Wyele!

Blw,x) =

y=

Finally, the displacement FRF relative to the fixed
end can be modified to express the absolute velocity
response, y(w, x), to conveniently compare model simu-
lations with experimental measurements

Y(w,x) = %Z;d(x’t) = ]iw + jwB(w,x)  (30)
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Figure 3. (a) Cantilevered MFC bimorph samples in aluminum clamps; (b) close-up view of an M8514-P| type bimorph cantilever
mounted on electromechanical shaker with an accelerometer; and (c) dynamic actuation test for sample bimorph (M8514-Pl)

cantilever in fixture mounted rigidly to table.

Dynamic actuation: tip velocity and admittance FRFs

Solving equations (26) and (27) at steady state yields
the displacement FRF, y(w,x), and the admittance
FRF, ¢(w)

Wrel (X St ) —
Vejwt

zw: 0:¢,(x) (31)

X(w,x) = .
! — 0 + 2j{,w,0

r=

For experimental comparisons, the tip velocity FRF
is obtained simply from joy(w,x).

Experimental validations for energy
harvesting and dynamic actuation

For experimental validation of the energy harvesting
and actuation models presented in the previous section,
three cantilevered MFC bimorphs were tested focusing
on the fundamental mode of bending vibration. The
MFCs, fabricated by Smart Material Corp., have active
length of 85 mm (region containing piezoelectric fibers)
for all samples in unclamped condition. Each bimorph
is made from two identical MFC laminates labeled as
MS8507-P1, M8514-P1, and M8528-P1 (Figure 3(a))
with active widths of 7, 14, and 28 mm, respectively.
The individual MFC laminates were processed with
a vacuum bonding system to create symmetric
bimorphs which are then cantilevered in aluminum
clamps as shown in Figure 3(a). The overhang lengths
of the MFC bimorphs are approximately 75.5 mm,
while the total thicknesses are around 0.61 mm. The
electrode leads of the MFC bimorphs are connected in
parallel throughout the experiments discussed in this
article and the focus is placed on the energy harvesting
and dynamic actuation problems for the fundamental
bending vibration mode with geometrically and materi-
ally linear behavior. Energy harvesting experiments
(Figure 3(b)) were conducted through a Spectral

Dynamics Sigl.ab data acquisition device that received
base acceleration data (using a Kistler accelerometer
with a Kistler Signal Conditioner), absolute velocity
data measured at the tip of the bimorph by means of a
laser Doppler vibrometer (Polytec PDV 100), and vol-
tage across the resistive load (IET decade box) for a set
of resistance values. Sinusoidal excitation with 10
averages was fed to a B&K electromechanical shaker
through an HP power amplifier for base excitation over
a range of frequencies centered around the first mode.
Actuation experiments (Figure 3(c)) were conducted in
the same setup, but with a fixed mount instead of a
shaker and a high voltage amplifier (Trek, Inc. Model
2220) which provides reference voltage and monitors
current drawn during the actuation process.

System parameters by experimental identification
and model simulation

The geometric properties for the active (PZT fibers)
and passive (epoxy, electrodes, and Kapton film) layers
of MFCs are shown in Figure 4 for both xz-plane and
yz-plane (cross section). From the surface image (e.g.
Figure 1(c) for M8514-P1 bimorph), the width of each
piezoelectric fiber is approximately 355.5 wm and each
epoxy layer between the fibers has a width of 34.4 pm.
Since the total active width is 14 mm, this sample
(M8514-P1) has approximately 36 piezoelectric fibers
(i.e. M=36) and the volume fraction is » = 0.9. The
average spacing between two subsequent electrodes is
407.18 wm. Therefore, the number of RVEs over the
beam length is 185 (N =185). After measuring the capa-
citance of the MFCs and using equation (16), the aver-
age effective surface area of each RVE, 4., is calculated
as 0.02 mm?, while hpe (distance from the reference sur-
face, i.e. neutral axis level, to fiber center in the thick-
ness direction) is 157 wm. The MFCs use Navy II type
piezoelectric ceramic for which the effective value of the
piezoelectric constant for an RVE is e33 . = 19.1 C/m?.
In Table 2, the properties of PZT fibers, epoxy, RVE
(the equivalent properties for an RVE are calculated by
mixing rules), and those of the overall MFC are given.
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Figure 4. Two-dimensional representation of an MFC bimorph (made from two identical MFC laminates bonded using high-shear-
strength epoxy with electrodes (epoxy and copper fibers) perpendicular to the PZT fibers embedded in Kapton film). (a) Geometric
parameters in the xz-plane and (b) sequence of layers in the cross-sectional area (yz-plane: not to scale). Approximate data provided

by manufacturer or measured under optical microscope.

Table 2. Properties of the active layer (PZT fiber), passive layer or matrix (epoxy), RVE, and the 33-mode MFCs using analytical

mixing rules (£5; = &l; — 335, and &9 = 8.854 pF/m).

PZT fiber Epoxy RVE MFC
&, ¢s3 (GPa) 4830 3.10 4378 31.10
ds3 (pm/V) 440 - 437 437
el /e 1850 425 1665 1665
&5, (nF/m) 7.02 6.38 8.80

PZT: lead zirconate titanate; RVE: representative volume element; MFC: macro-fiber composite.

Table 3. Identified parameters from dynamic actuation and
energy harvesting experiments for the fundamental bending
mode.

M8507-PI M8514-PI M8528-P|
fic (Hz) 44.6 47.9 46.4

foc (Hz) 46.1 48.5 472

£ (%) 1.8 2 1.5
61073 C/my/kg) 35 4.5 9

€ (nF) 38 55 17.5

Note that the electrode layers are made from epoxy and
copper fibers (volume fraction of copper is approxi-
mately 24%) which are perpendicular to the PZT fibers,
and the composite structure is embedded in Kapton
film. The in-plane (yz-plane) sequence of layers for a
MFC is shown in detail in Figure 4(b). The equivalent
properties of electrode—Kapton layer are calculated
using mixing rules formulation. Then, the properties of
an MFC are calculated from the properties of all the
included layers (PZT—epoxy (RVE in Figure 1(d)) and
electrode—Kapton layers). For example, the RVE has

the equivalent elastic modulus of 48.3 GPa, and by
including the electrode and Kapton layers (elastic mod-
ulus is 117.2 and 2.8 GPa for copper and Kapton,
respectively), the overall c%; is evaluated as 31.1 GPa
and the piezoelectric constant is es3 = 13.6C/m? for
the MFC. The reported values in Table 2 compare
favorably with previously published numerical and
experimental data (Deraemacker et al., 2009) as well as
with data from the manufacturer’s datasheet.

Having mixing rules-based equivalent and homoge-
nized properties, the modal electromechanical coupling
(6) for the bimorph MFC (with parallel connection of
the laminates) is obtained from Table 1 for fundamen-
tal bending vibration mode (r=1). For each cantilev-
ered bimorph MFC sample, the short-circuit resonance
frequency, the mechanical damping ratio, and the
equivalent capacitance are obtained and shown in
Table 3. Note that the modal electromechanical cou-
pling is related to the difference between the short- and
open-circuit natural frequencies (Erturk and Inman,
2011a) (i.e. knowing the short- and open-circuit natural
frequencies and the capacitance, the modal electrome-
chanical coupling can be calculated).
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Figure 5. Experimental and analytical results for (a) modal electromechanical coupling and (b) equivalent piezoelectric stress

constant for all samples.

In order to demonstrate the consistency of model
predictions and experimentally identified parameters,
Figure 5 shows the modal electromechanical coupling
and the piezoelectric stress constant for all three sam-
ples. It is worth adding that various sources of uncer-
tainly exist due to manufacturing imperfections (both
in MFC fabrication and in their bonding process to
obtain a bimorph). Note that the modal coupling term
increases with increasing sample width (Figure 5(a))
and roughly the same piezoelectric constant is obtained
for each sample (Figure 5(b)) using the coupling term
in its expression (Table 1). Next, the results from the
mixing rules formulation of the effective electroelastic,
elastic, and dielectric properties of MFCs can be fully
bridged with the global electroelastic dynamics of MFC
bimorphs for energy harvesting and actuation.

Energy harvesting from base excitation: mechanical
excitation

Figure 6(a) to (c) shows the voltage output and tip
velocity FRFs obtained from equations (28) and (30)
for M8507-P1, M8514-P1, and M8528-P1 bimorphs
using the energy harvesting setup (Figure 3(b)). The
denominator of these FRFs is normalized with respect
to gravitational acceleration (g). The tests were con-
ducted at low base excitation levels around the funda-
mental resonance frequency for a set of resistive
electrical loads ranging from 100 Q to ~9.09 MQ
(more precisely the resistor set is [0.1 1 10 99 909.1
5000 9082.6] kQ). As the load resistance is increased,
the resonance frequency shifts from the short-circuit
resonance frequency to the open-circuit resonance fre-
quency. It is observed that, by changing the load resis-
tance from short- to open-circuit conditions, the
voltage output increases uniformly and the resonance
frequency for moderate resistive loads takes a value
between the short- and open-circuit resonance frequen-
cies as expected from basic energy harvester dynamics.
With increased load resistance, the peak vibration

amplitude decreases considerably from the peak of
short-circuit condition to a certain value and then it is
amplified at the open-circuit resonance frequency. This
phenomenon results from the changing electrical load-
ing condition of the bimorph and shunt damping effect
due to Joule heating in the resistor (Lesieutre, 1998;
Lesieutre et al., 2004).

The voltage, electric current, power output, and the
tip velocity (per base acceleration) versus load resis-
tance graphs for excitations at the fundamental short-
and open-circuit resonance frequencies (44.6 and
46.1 Hz, respectively) are shown in Figure 7(a) to (d)
for M8507-P1. For brevity, the remaining samples are
not graphically presented here as the overall trends and
model versus experiment agreement qualities are simi-
lar. It is observed from Figure 7(a) and (b) that the vol-
tage amplitude and the current amplitude versus load
resistance have the opposite monotonic trends. That is,
as the load resistance increases, the voltage output
increases and the current output decreases monotoni-
cally. The voltage for excitation at the short-circuit
resonance frequencies is higher when the system (i.e.
the electrical loading condition) is close to short-circuit
conditions, and vice versa. For the 0.74 MQ load resis-
tance, both excitation frequencies yield approximately
the same voltage amplitude (49.1 V/g). The electrical
power output versus load resistance graph for excita-
tions at the fundamental short- and open- circuit reso-
nance frequencies is plotted in Figure 7(c). Since it is a
product of two variables with opposite trends (i.e. vol-
tage and current given in Figure 7(a) and (b)), the
power output exhibits peak values for certain load
resistance values. Since the system is lightly damped
and strongly coupled (Erturk and Inman, 2011b)
approximately, the same power output (4.6 mW/g?) is
delivered to substantially different optimal resistance
values for excitations at 44.6 and 46.1 Hz. Figure 7(d)
shows that the vibration amplitude at the fundamental
short- and open-circuit resonance frequencies is attenu-
ated significantly for the optimum electrical load of the



Journal of Intelligent Material Systems and Structures

10° .
(@) - Experiment f-,I,‘,'b
S |—Model =
S =
z, v
Ty
4
w
()]
m o
g
3 ..-f-
2 R, increases °e
-5
10 t
20 30 40 50 60 70 80
Frequency [Hz]
(b) 10° -~
o Experiment i
T | —Model | =
2.
o
4
w
()
o
8
°
>
20 30 40 50 60 70 80
Frequency [Hz]
S
10° A ;
(c) Experiment We
S —Model
g | | kzﬂ
o
4
w
()]
(o))
S
3
2
10°
20 30 40 50 60 70 80
Frequency [Hz]

00—
5 Experiment
5 ‘—Model
Eq°
o <
o
w
210" /
2 R, increases
=
10'2 " A " " " J
20 30 40 50 60 70 80
Frequency [Hz]
0
= o Experiment
%  [—Model
£
o
o
w
2
(&
o
[
e
10'2 i " " " i 2
20 30 40 50 60 70 80
Frequency [Hz]
10'¢ I
S Experiment
2 —Model |
1
Ty
o
w
210"
510
L=,
(]
>
10'2 A M A M " M
20 30 40 50 60 70 80
Frequency [Hz]

Figure 6. Experimental and analytical frequency response results for energy harvesting from base excitation for a set of resistive
loads: voltage output FRFs (left) and tip velocity FRFs (right) for a set of resistors for (a) M8507-PI; (b) M8514-P1; and (c) M8528-PI.

maximum power output (cf. Figure 7(c)) as a result of
the previously mentioned Joule heating effect associ-
ated with resistive shunting. Note that the nonlinear
effects can easily be pronounced under higher base
excitation levels and a proper nonlinear nonconserva-
tive modeling framework (Leadenham and Erturk,
2015b; Stanton et al., 2010; Usher and Sim, 2005; Wolf
and Gottlieb, 2002) is required for such cases.

Dynamic actuation: electrical excitation

Finally, the same modeling framework is employed to
predict the electromechanical response in the case of
dynamic actuation around the fundamental resonance

frequency for the same set of system parameters. The
setup used in dynamic actuation experiments was previ-
ously shown in Figure 3(c). In typical applications, the
admittance FRF (how much current is drawn for unit
actuation voltage input) is useful to quantify actuation
power consumption while the tip velocity FRF (struc-
tural response for unit actuation voltage input) is typi-
cally the main interest. For low actuation voltage levels
(to obtain geometrically and materially linear beha-
vior), the admittance and tip velocity FRFs of the three
bimorphs (M8507-P1, M8514-P1, and M8528-P1) are
shown in Figure 8. The model predictions using equa-
tions (31) and (32) exhibit excellent agreement with the
experimental frequency response data, confirming the
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validity of the framework with two-way coupling given
in this article. Once again, under higher excitation lev-
els, nonlinear effects would be pronounced and such
effects are not accounted for in the present effort. It is
worth mentioning that while nonlinear dynamics of 31-
mode bimorphs with uniform electrodes were studied in
the existing literature (Leadenham and Erturk, 2015b;
Stanton et al., 2010; Usher and Sim, 2005; Wolf and
Gottlieb, 2002), there is a need for similar efforts for
MFCs with moderate to large fields (mechanical/electri-
cal) and geometric deformations.

Conclusion

An experimentally validated electro-elastodynamic
modeling framework was developed for energy harvest-
ing, sensing, and actuation applications of 33-mode
MFC bimorph cantilevers with IDEs. Homogenized
electromechanical constitutive properties of MFCs were
obtained based on the mixing rules formulation and
then coupled with the distributed-parameter electroelas-
tic model to give the global electroelastic parameters of
MFCs with different aspect ratios. Experimentally vali-
dated equivalent analytical expressions for the capaci-
tance and modal electromechanical coupling terms were
given for the series and parallel connections of MFC
laminates. The analytical modal electromechanical cou-
pling terms were shown to depend directly on the width
of the sample, yielding identical piezoelectric constants
when normalized with respect to width. This was con-
firmed for a set of MFC bimorph samples with different
widths via carefully conducted tests. Experiments were
performed for energy harvesting from base excitation
(as a mechanical excitation problem) and dynamic
actuation (as an electrical excitation problem) around
resonance. Experimentally obtained electromechanical
frequency response curves were successfully predicted
using the analytical framework given in this paper. This
successful modeling framework connects mixing rules
formulation with the continuum homogenized electroe-
lastic dynamics to exploit in a variety of applications of
MFCs ranging from vibration energy harvesting and
biomimetic locomotion to structural sensing and vibra-
tion control. Future work will focus on geometric and
material nonlinearities under moderate to high mechan-
ical and electrical excitation levels.

Declaration of Conflicting Interests

The author(s) declared no potential conflicts of interest with
respect to the research, authorship, and/or publication of this
article.

Funding

The author(s) disclosed receipt of the following financial sup-
port for the research, authorship, and/or publication of this

article: This work was supported in part by the National
Science Foundation under grant CMMI-1254262.

References

Agarwal BD, Broutman LJ and Chandrashekhara K (2006)
Analysis and Performance of Fiber Composites. Hoboken,
NJ: John Wiley & Sons.

Anton S, Erturk A and Inman D (2010) Multifunctional self-
charging structures using piezoceramics and thin-film bat-
teries. Smart Materials and Structures 19: 115021.

Baz A and Ro J (1996) Vibration control of plates with active
constrained layer damping. Smart Materials and Structures
5:272.

Beckert W and Kreher WS (2003) Modelling piezoelectric
modules with interdigitated electrode structures. Computa-
tional Materials Science 26: 36-45.

Belloli A, Niederberger D, Pietrzko S, et al. (2007) Structural
vibration control via RL shunted active fiber composites.
Journal of Intelligent Material Systems and Structures 18:
275-287.

Bent AA (1997) Active Fiber Composites for Structural Actua-
tion. Cambridge, MA: Massachusetts Institute of Technology.

Bent AA and Hagood NW (1997) Piezoelectric fiber compo-
sites with interdigitated electrodes. Journal of Intelligent
Material Systems and Structures 8: 903-919.

Bent AA, Hagood NW and Rodgers JP (1995) Anisotropic
actuation with piezoelectric fiber composites. Journal of
Intelligent Material Systems and Structures 6: 338-349.

Berger H, Kari S, Gabbert U, et al. (2005) An analytical and
numerical approach for calculating effective material coef-
ficients of piezoelectric fiber composites. International
Journal of Solids and Structures 42: 5692-5714.

Bilgen O, Kochersberger KB, Inman DJ, et al. (2010) Novel,
bidirectional, variable-camber airfoil via macro-fiber com-
posite actuators. Journal of Aircraft 47: 303-314.

Bowen C, Nelson L, Stevens R, et al. (2006) Optimisation of
interdigitated electrodes for piezoelectric actuators and active
fibre composites. Journal of Electroceramics 16: 263-269.

Brei D and Cannon BJ (2004) Piezoceramic hollow fiber
active composites. Composites Science and Technology 64:
245-261.

Browning JS, Cobb RG, Canfield RA, et al. (2009) F-16 ven-
tral fin buffet alleviation using piezoelectric actuators. Mas-
ter’s Thesis, Air Force Institute of Technology, Wright-
Patterson Air Force Base, OH.

Cen L and Erturk A (2013) Bio-inspired aquatic robotics by
untethered piezohydroelastic actuation. Bioinspiration &
Biomimetics 8: 016006.

Cha Y, Chae W, Kim H, et al. (2016) Energy harvesting from
a piezoelectric biomimetic fish tail. Renewable Energy 86:
449-458.

Cha Y, Kim H and Porfiri M (2013) Energy harvesting from
underwater base excitation of a piezoelectric composite
beam. Smart Materials and Structures 22: 115026.

Choi W, Jeon Y, Jeong J-H, et al. (2006) Energy harvesting
MEMS device based on thin film piezoelectric cantilevers.
Journal of Electroceramics 17: 543-548.

Collet M, Ruzzene M and Cunefare K (2011) Generation of
Lamb waves through surface mounted macro-fiber com-
posite transducers. Smart Materials and Structures 20:
025020.



Shahab and Erturk

13

Cunefare KA, Skow E, Erturk A, et al. (2013) Energy harvest-
ing from hydraulic pressure fluctuations. Smart Materials
and Structures 22: 025036.

Deraemacker A and Nasser H (2010) Numerical evaluation of
the equivalent properties of macro fiber composite (MFC)
transducers using periodic homogenization. International
Journal of Solids and Structures 47: 3272-3285.

Deraemacker A, Nasser H, Benjeddou A, et al. (2009) Mixing
rules for the piezoelectric properties of macro fiber compo-
sites. Journal of Intelligent Material Systems and Structures
20: 1475-1482.

Dosch JJ, Inman DJ and Garcia E (1992) A self-sensing
piezoelectric actuator for collocated control. Journal of
Intelligent Material Systems and Structures 3: 166—185.

Erturk A (2012) Assumed-modes modeling of piezoelectric
energy harvesters: Euler—Bernoulli, Rayleigh, and
Timoshenko models with axial deformations. Computers
& Structures 106: 214-227.

Erturk A and Delporte G (2011) Underwater thrust and
power generation using flexible piezoelectric composites:
an experimental investigation toward self-powered swim-
mer-sensor platforms. Smart Materials and Structures 20:
125013.

Erturk A and Inman DJ (2009) An experimentally validated
bimorph cantilever model for piezoelectric energy harvest-
ing from base excitations. Smart Materials and Structures
18: 0250009.

Erturk A and Inman DJ (2011a) Parameter identification and
optimization in piezoelectric energy harvesting: analytical
relations, asymptotic analyses, and experimental valida-
tions. Proceedings of the Institution of Mechanical Engi-
neers, Part I: Journal of Systems and Control Engineering
225: 485-496.

Erturk A and Inman DJ (2011b) Piezoelectric Energy Harvest-
ing. Chichester: Wiley.

Feenstra J, Granstrom J and Sodano H (2008) Energy har-
vesting through a backpack employing a mechanically
amplified piezoelectric stack. Mechanical Systems and Sig-
nal Processing 22: 721-734.

Hagood NW and Von Flotow A (1991) Damping of struc-
tural vibrations with piezoelectric materials and passive
electrical networks. Journal of Sound and Vibration 146:
243-268.

Hagood NW, Chung WH and von Flotow A (1990) Model-
ing of piezoelectric actuator dynamics for active structural
control. Journal of Intelligent Material Systems and Struc-
tures 1: 327-354.

Hagood NW, Kindel R, Ghandi K, et al. (1993) Improving
transverse actuation of piezoceramics using interdigitated
surface electrodes. In: 71993 North American conference on
smart structures and materials, Albuquerque, NM, 1 Feb-
ruary, pp. 341-352. Bellingham, WA: International Soci-
ety for Optics and Photonics.

High JW and Wilkie WK (2003) Method of fabricating
NASA-standard macro-fiber composite piezoelectric
actuators. Available at: http://ismart-sms.org/upload/
1458742414 .pdf

Jeon Y, Sood R, Jeong J-H, et al. (2005) MEMS power gen-
erator with transverse mode thin film PZT. Sensors and
Actuators A: Physical 122: 16-22.

Kim D-K and Han J-H (2006) Smart flapping wing using
macrofiber composite actuators. In: SPIE 6173, smart

structures and materials 2006: smart structures and inte-
grated systems, San Diego, CA, 26 February—2 March,
paper no. 61730F. Bellingham, WA: International Society
for Optics and Photonics.

Kim D-K, Kim H-I, Han J-H, et al. (2007) Experimental
investigation on the aerodynamic characteristics of a bio-
mimetic flapping wing with macro-fiber composites. Jour-
nal of Intelligent Material Systems and Structures. Epub
ahead of print 21 December. DOI: 10.1177/
1045389X07083618.

Leadenham S and Erturk A (2015a) Nonlinear M-shaped
broadband piezoelectric energy harvester for very low base
accelerations: primary and secondary resonances. Smart
Materials and Structures 24: 055021.

Leadenham S and Erturk A (2015b) Unified nonlinear elec-
troelastic dynamics of a bimorph piezoelectric cantilever
for energy harvesting, sensing, and actuation. Nonlinear
Dynamics 79: 1727-1743.

Leo DJ (2007) Engineering Analysis of Smart Material Sys-
tems. Hoboken, NJ: John Wiley & Sons.

Lesieutre GA (1998) Vibration damping and control using
shunted piezoelectric materials. The Shock and Vibration
Digest 30: 187-195.

Lesieutre GA, Ottman GK and Hofmann HF (2004) Damp-
ing as a result of piezoelectric energy harvesting. Journal of
Sound and Vibration 269: 991-1001.

Lin Y and Sodano HA (2008) Concept and model of a piezo-
electric structural fiber for multifunctional composites.
Composites Science and Technology 68: 1911-1918.

Lin Y and Sodano HA (2009) Electromechanical characteri-
zation of a active structural fiber lamina for multifunc-
tional composites. Composites Science and Technology 69:
1825-1830.

Matt HM and Di Scalea FL (2007) Macro-fiber composite
piezoelectric rosettes for acoustic source location in com-
plex structures. Smart Materials and Structures 16: 1489.

Paradies R and Ciresa P (2009) Active wing design with inte-
grated flight control using piezoelectric macro fiber com-
posites. Smart Materials and Structures 18: 035010.

Prasath SS and Arockiarajan A (2015) Experimental and
theoretical investigation on the thermo-electro-elastic
properties of macro-fiber composites (MFC). Composite
Structures 122: 8-22.

Shahab S and Erturk A (2014a) Contactless ultrasonic energy
transfer for wireless systems: acoustic-piezoelectric struc-
ture interaction modeling and performance enhancement.
Smart Materials and Structures 23: 125032.

Shahab S and Erturk A (2014b) Electrohydroelastic dynamics
of macro-fiber composites for underwater energy harvest-
ing from base excitation. In: SPIE smart structures and
materials + nondestructive evaluation and health monitoring,
San Diego, CA, 9-13 March, paper no. 90570C. Belling-
ham, WA International Society for Optics and Photonics.

Shahab S and Erturk A (2014c) Underwater dynamic actua-
tion of macro-fiber composite flaps with different aspect
ratios: electrohydroelastic modeling, testing, and charac-
terization. In: ASME 2014 conference on smart materials,
adaptive structures and intelligent systems, Newport, RI, 8—
10 September, p. VO02T06A007 (9 pp.). New York: Amer-
ican Society of Mechanical Engineers.

Shahab S and Erturk A (2015a) Experimentally validated
nonlinear electrohydroelastic  Euler-Bernoulli-Morison


http://ismart-sms.org/upload/1458742414.pdf

Journal of Intelligent Material Systems and Structures

model for macro-fiber composites with different aspect
ratios. In: ASME 2015 international design engineering
technical conferences and computers and information
in engineering conference, Boston, MA, 2-5 August,
p. VOOSTI13A030 (11 pp.). New York: American Society
of Mechanical Engineers.

Shahab S and Erturk A (2015b) Unified electrohydroelas-
tic investigation of underwater energy harvesting and
dynamic actuation by incorporating Morison’s equation.

In: SPIE smart structures and materials + nondestructive
evaluation and health monitoring, San Diego, CA, 8-12
March, paper no. 94310C. Bellingham, WA: International
Society for Optics and Photonics.

Shahab S, Gray M and Erturk A (2015a) Ultrasonic power
transfer from a spherical acoustic wave source to a free-
free piezoelectric receiver: modeling and experiment. Jour-
nal of Applied Physics 117: 104903.

Shahab S, Tan D and Erturk A (2015b) Hydrodynamic thrust
generation and power consumption investigations for
piezoelectric fins with different aspect ratios. The European
Physical Journal: Special Topics 224: 3419-3434.

Skow E, Cunefare K and Erturk A (2014) Power performance
improvements for high pressure ripple energy harvesting.
Smart Materials and Structures 23: 104011.

Smits JG and Choi W-S (1991) The constituent equations of
piezoelectric heterogeneous bimorphs. IEEE Transactions
on Ultrasonics, Ferroelectrics, and Frequency Control 38:
256-270.

Sodano HA, Park G and Inman DJ (2004) An investigation
into the performance of macro-fiber composites for sensing
and structural vibration applications. Mechanical Systems
and Signal Processing 18: 683-697.

Stanton SC, Erturk A, Mann BP, et al. (2010) Resonant man-
ifestation of intrinsic nonlinearity within electroelastic
micropower generators. Applied Physics Letters 97: 254101.

Usher T and Sim A (2005) Nonlinear dynamics of piezoelec-
tric high displacement actuators in cantilever mode. Jour-
nal of Applied Physics 98: 064102.

Wilkie WK, Bryant RG, High JW, et al. (2000) Low-cost
piezocomposite actuator for structural control applica-
tions. In: SPIE’s 7th annual international symposium on
smart structures and materials, Newport Beach, CA, 6
March, pp. 323-334. Bellingham, WA: International Soci-
ety for Optics and Photonics.

Williams RB, Grimsley BW, Inman DJ, et al. (2002) Manu-
facturing and mechanics-based characterization of macro
fiber composite actuators. In: ASME 2002 international
mechanical engineering congress and exposition, New
Orleans, LA, 17-22 November, pp. 79-89. New York:
American Society of Mechanical Engineers.

Williams RB, Inman DJ and Wilkie WK (2004a) Tempera-
ture-dependent thermoelastic properties for macro fiber
composite actuators. Journal of Thermal Stresses 27:
903-915.

Williams RB, Inman DJ, Schultz MR, et al. (2004b) Non-
linear tensile and shear behavior of macro fiber composite
actuators. Journal of Composite Materials 38: 855-869.

Wolf K and Gottlieb O (2002) Nonlinear dynamics of a noncon-
tacting atomic force microscope cantilever actuated by a
piezoelectric layer. Journal of Applied Physics 91: 4701-4709.

Zhao S and Erturk A (2014) Deterministic and band-limited
stochastic energy harvesting from uniaxial excitation of a
multilayer piezoelectric stack. Sensors and Actuators A:
Physical 214: 58-65.




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize false
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Remove
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
    /ACaslon-Bold
    /ACaslon-BoldItalic
    /ACaslon-Italic
    /ACaslon-Ornaments
    /ACaslon-Regular
    /ACaslon-Semibold
    /ACaslon-SemiboldItalic
    /AdobeCorpID-Acrobat
    /AdobeCorpID-Adobe
    /AdobeCorpID-Bullet
    /AdobeCorpID-MinionBd
    /AdobeCorpID-MinionBdIt
    /AdobeCorpID-MinionRg
    /AdobeCorpID-MinionRgIt
    /AdobeCorpID-MinionSb
    /AdobeCorpID-MinionSbIt
    /AdobeCorpID-MyriadBd
    /AdobeCorpID-MyriadBdIt
    /AdobeCorpID-MyriadBdScn
    /AdobeCorpID-MyriadBdScnIt
    /AdobeCorpID-MyriadBl
    /AdobeCorpID-MyriadBlIt
    /AdobeCorpID-MyriadLt
    /AdobeCorpID-MyriadLtIt
    /AdobeCorpID-MyriadPkg
    /AdobeCorpID-MyriadRg
    /AdobeCorpID-MyriadRgIt
    /AdobeCorpID-MyriadRgScn
    /AdobeCorpID-MyriadRgScnIt
    /AdobeCorpID-MyriadSb
    /AdobeCorpID-MyriadSbIt
    /AdobeCorpID-MyriadSbScn
    /AdobeCorpID-MyriadSbScnIt
    /AdobeCorpID-PScript
    /AGaramond-BoldScaps
    /AGaramond-Italic
    /AGaramond-Regular
    /AGaramond-RomanScaps
    /AGaramond-Semibold
    /AGaramond-SemiboldItalic
    /AGar-Special
    /AkzidenzGroteskBE-Bold
    /AkzidenzGroteskBE-BoldEx
    /AkzidenzGroteskBE-BoldExIt
    /AkzidenzGroteskBE-BoldIt
    /AkzidenzGroteskBE-Ex
    /AkzidenzGroteskBE-It
    /AkzidenzGroteskBE-Light
    /AkzidenzGroteskBE-LightEx
    /AkzidenzGroteskBE-LightOsF
    /AkzidenzGroteskBE-Md
    /AkzidenzGroteskBE-MdEx
    /AkzidenzGroteskBE-MdIt
    /AkzidenzGroteskBE-Regular
    /AkzidenzGroteskBE-Super
    /AlbertusMT
    /AlbertusMT-Italic
    /AlbertusMT-Light
    /Aldine401BT-BoldA
    /Aldine401BT-BoldItalicA
    /Aldine401BT-ItalicA
    /Aldine401BT-RomanA
    /Aldine401BTSPL-RomanA
    /Aldine721BT-Bold
    /Aldine721BT-BoldItalic
    /Aldine721BT-Italic
    /Aldine721BT-Light
    /Aldine721BT-LightItalic
    /Aldine721BT-Roman
    /Aldus-Italic
    /Aldus-ItalicOsF
    /Aldus-Roman
    /Aldus-RomanSC
    /AlternateGothicNo2BT-Regular
    /AmazoneBT-Regular
    /AmericanTypewriter-Bold
    /AmericanTypewriter-BoldA
    /AmericanTypewriter-BoldCond
    /AmericanTypewriter-BoldCondA
    /AmericanTypewriter-Cond
    /AmericanTypewriter-CondA
    /AmericanTypewriter-Light
    /AmericanTypewriter-LightA
    /AmericanTypewriter-LightCond
    /AmericanTypewriter-LightCondA
    /AmericanTypewriter-Medium
    /AmericanTypewriter-MediumA
    /Anna
    /AntiqueOlive-Bold
    /AntiqueOlive-Compact
    /AntiqueOlive-Italic
    /AntiqueOlive-Roman
    /Arcadia
    /Arcadia-A
    /Arkona-Medium
    /Arkona-Regular
    /ArrusBT-Black
    /ArrusBT-BlackItalic
    /ArrusBT-Bold
    /ArrusBT-BoldItalic
    /ArrusBT-Italic
    /ArrusBT-Roman
    /AssemblyLightSSK
    /AuroraBT-BoldCondensed
    /AuroraBT-RomanCondensed
    /AuroraOpti-Condensed
    /AvantGarde-Book
    /AvantGarde-BookOblique
    /AvantGarde-Demi
    /AvantGarde-DemiOblique
    /Avenir-Black
    /Avenir-BlackOblique
    /Avenir-Book
    /Avenir-BookOblique
    /Avenir-Heavy
    /Avenir-HeavyOblique
    /Avenir-Light
    /Avenir-LightOblique
    /Avenir-Medium
    /Avenir-MediumOblique
    /Avenir-Oblique
    /Avenir-Roman
    /BaileySansITC-Bold
    /BaileySansITC-BoldItalic
    /BaileySansITC-Book
    /BaileySansITC-BookItalic
    /BakerSignetBT-Roman
    /BaskervilleBE-Italic
    /BaskervilleBE-Medium
    /BaskervilleBE-MediumItalic
    /BaskervilleBE-Regular
    /Baskerville-Bold
    /BaskervilleBook-Italic
    /BaskervilleBook-MedItalic
    /BaskervilleBook-Medium
    /BaskervilleBook-Regular
    /BaskervilleBT-Bold
    /BaskervilleBT-BoldItalic
    /BaskervilleBT-Italic
    /BaskervilleBT-Roman
    /BaskervilleMT
    /BaskervilleMT-Bold
    /BaskervilleMT-BoldItalic
    /BaskervilleMT-Italic
    /BaskervilleMT-SemiBold
    /BaskervilleMT-SemiBoldItalic
    /BaskervilleNo2BT-Bold
    /BaskervilleNo2BT-BoldItalic
    /BaskervilleNo2BT-Italic
    /BaskervilleNo2BT-Roman
    /Baskerville-Normal-Italic
    /BauerBodoni-Black
    /BauerBodoni-BlackCond
    /BauerBodoni-BlackItalic
    /BauerBodoni-Bold
    /BauerBodoni-BoldCond
    /BauerBodoni-BoldItalic
    /BauerBodoni-BoldItalicOsF
    /BauerBodoni-BoldOsF
    /BauerBodoni-Italic
    /BauerBodoni-ItalicOsF
    /BauerBodoni-Roman
    /BauerBodoni-RomanSC
    /Bauhaus-Bold
    /Bauhaus-Demi
    /Bauhaus-Heavy
    /BauhausITCbyBT-Bold
    /BauhausITCbyBT-Heavy
    /BauhausITCbyBT-Light
    /BauhausITCbyBT-Medium
    /Bauhaus-Light
    /Bauhaus-Medium
    /BellCentennial-Address
    /BellGothic-Black
    /BellGothic-Bold
    /Bell-GothicBoldItalicBT
    /BellGothicBT-Bold
    /BellGothicBT-Roman
    /BellGothic-Light
    /Bembo
    /Bembo-Bold
    /Bembo-BoldExpert
    /Bembo-BoldItalic
    /Bembo-BoldItalicExpert
    /Bembo-Expert
    /Bembo-ExtraBoldItalic
    /Bembo-Italic
    /Bembo-ItalicExpert
    /Bembo-Semibold
    /Bembo-SemiboldItalic
    /Benguiat-Bold
    /Benguiat-BoldItalic
    /Benguiat-Book
    /Benguiat-BookItalic
    /BenguiatGothicITCbyBT-Bold
    /BenguiatGothicITCbyBT-BoldItal
    /BenguiatGothicITCbyBT-Book
    /BenguiatGothicITCbyBT-BookItal
    /BenguiatITCbyBT-Bold
    /BenguiatITCbyBT-BoldItalic
    /BenguiatITCbyBT-Book
    /BenguiatITCbyBT-BookItalic
    /Benguiat-Medium
    /Benguiat-MediumItalic
    /Berkeley-Black
    /Berkeley-BlackItalic
    /Berkeley-Bold
    /Berkeley-BoldItalic
    /Berkeley-Book
    /Berkeley-BookItalic
    /Berkeley-Italic
    /Berkeley-Medium
    /Berling-Bold
    /Berling-BoldItalic
    /Berling-Italic
    /Berling-Roman
    /BernhardBoldCondensedBT-Regular
    /BernhardFashionBT-Regular
    /BernhardModernBT-Bold
    /BernhardModernBT-BoldItalic
    /BernhardModernBT-Italic
    /BernhardModernBT-Roman
    /BernhardTangoBT-Regular
    /BlockBE-Condensed
    /BlockBE-ExtraCn
    /BlockBE-ExtraCnIt
    /BlockBE-Heavy
    /BlockBE-Italic
    /BlockBE-Regular
    /Bodoni
    /Bodoni-Bold
    /Bodoni-BoldItalic
    /Bodoni-Italic
    /Bodoni-Poster
    /Bodoni-PosterCompressed
    /Bookman-Demi
    /Bookman-DemiItalic
    /Bookman-Light
    /Bookman-LightItalic
    /Boton-Italic
    /Boton-Medium
    /Boton-MediumItalic
    /Boton-Regular
    /Boulevard
    /BremenBT-Black
    /BremenBT-Bold
    /BroadwayBT-Regular
    /CaflischScript-Bold
    /CaflischScript-Regular
    /Caliban
    /CarminaBT-Bold
    /CarminaBT-BoldItalic
    /CarminaBT-Light
    /CarminaBT-LightItalic
    /CarminaBT-Medium
    /CarminaBT-MediumItalic
    /Carta
    /Caslon224ITCbyBT-Bold
    /Caslon224ITCbyBT-BoldItalic
    /Caslon224ITCbyBT-Book
    /Caslon224ITCbyBT-BookItalic
    /Caslon540BT-Italic
    /Caslon540BT-Roman
    /CaslonBT-Bold
    /CaslonBT-BoldItalic
    /CaslonOpenFace
    /CaslonTwoTwentyFour-Black
    /CaslonTwoTwentyFour-BlackIt
    /CaslonTwoTwentyFour-Bold
    /CaslonTwoTwentyFour-BoldIt
    /CaslonTwoTwentyFour-Book
    /CaslonTwoTwentyFour-BookIt
    /CaslonTwoTwentyFour-Medium
    /CaslonTwoTwentyFour-MediumIt
    /CastleT-Bold
    /CastleT-Book
    /Caxton-Bold
    /Caxton-BoldItalic
    /Caxton-Book
    /Caxton-BookItalic
    /CaxtonBT-Bold
    /CaxtonBT-BoldItalic
    /CaxtonBT-Book
    /CaxtonBT-BookItalic
    /Caxton-Light
    /Caxton-LightItalic
    /CelestiaAntiqua-Ornaments
    /Centennial-BlackItalicOsF
    /Centennial-BlackOsF
    /Centennial-BoldItalicOsF
    /Centennial-BoldOsF
    /Centennial-ItalicOsF
    /Centennial-LightItalicOsF
    /Centennial-LightSC
    /Centennial-RomanSC
    /Century-Bold
    /Century-BoldItalic
    /Century-Book
    /Century-BookItalic
    /CenturyExpandedBT-Bold
    /CenturyExpandedBT-BoldItalic
    /CenturyExpandedBT-Italic
    /CenturyExpandedBT-Roman
    /Century-HandtooledBold
    /Century-HandtooledBoldItalic
    /Century-Light
    /Century-LightItalic
    /CenturyOldStyle-Bold
    /CenturyOldStyle-Italic
    /CenturyOldStyle-Regular
    /CenturySchoolbookBT-Bold
    /CenturySchoolbookBT-BoldCond
    /CenturySchoolbookBT-BoldItalic
    /CenturySchoolbookBT-Italic
    /CenturySchoolbookBT-Roman
    /Century-Ultra
    /Century-UltraItalic
    /CharterBT-Black
    /CharterBT-BlackItalic
    /CharterBT-Bold
    /CharterBT-BoldItalic
    /CharterBT-Italic
    /CharterBT-Roman
    /CheltenhamBT-Bold
    /CheltenhamBT-BoldCondItalic
    /CheltenhamBT-BoldExtraCondensed
    /CheltenhamBT-BoldHeadline
    /CheltenhamBT-BoldItalic
    /CheltenhamBT-BoldItalicHeadline
    /CheltenhamBT-Italic
    /CheltenhamBT-Roman
    /Cheltenham-HandtooledBdIt
    /Cheltenham-HandtooledBold
    /CheltenhamITCbyBT-Bold
    /CheltenhamITCbyBT-BoldItalic
    /CheltenhamITCbyBT-Book
    /CheltenhamITCbyBT-BookItalic
    /Christiana-Bold
    /Christiana-BoldItalic
    /Christiana-Italic
    /Christiana-Medium
    /Christiana-MediumItalic
    /Christiana-Regular
    /Christiana-RegularExpert
    /Christiana-RegularSC
    /Clarendon
    /Clarendon-Bold
    /Clarendon-Light
    /ClassicalGaramondBT-Bold
    /ClassicalGaramondBT-BoldItalic
    /ClassicalGaramondBT-Italic
    /ClassicalGaramondBT-Roman
    /CMR10
    /CMR8
    /CMSY10
    /CMSY8
    /CMTI10
    /CommonBullets
    /ConduitITC-Bold
    /ConduitITC-BoldItalic
    /ConduitITC-Light
    /ConduitITC-LightItalic
    /ConduitITC-Medium
    /ConduitITC-MediumItalic
    /CooperBlack
    /CooperBlack-Italic
    /CooperBT-Bold
    /CooperBT-BoldItalic
    /CooperBT-Light
    /CooperBT-LightItalic
    /CopperplateGothicBT-Bold
    /CopperplateGothicBT-BoldCond
    /CopperplateGothicBT-Heavy
    /CopperplateGothicBT-Roman
    /CopperplateGothicBT-RomanCond
    /Copperplate-ThirtyThreeBC
    /Copperplate-ThirtyTwoBC
    /Coronet-Regular
    /Courier
    /Courier-Bold
    /Courier-BoldOblique
    /Courier-Oblique
    /Critter
    /CS-Special-font
    /DellaRobbiaBT-Bold
    /DellaRobbiaBT-Roman
    /Della-RobbiaItalicBT
    /Della-RobbiaSCaps
    /Del-NormalSmallCaps
    /Delphin-IA
    /Delphin-IIA
    /Delta-Bold
    /Delta-BoldItalic
    /Delta-Book
    /Delta-BookItalic
    /Delta-Light
    /Delta-LightItalic
    /Delta-Medium
    /Delta-MediumItalic
    /Delta-Outline
    /DextorD
    /DextorOutD
    /DidotLH-OrnamentsOne
    /DidotLH-OrnamentsTwo
    /DINEngschrift
    /DINEngschrift-Alternate
    /DINMittelschrift
    /DINMittelschrift-Alternate
    /DINNeuzeitGrotesk-BoldCond
    /DINNeuzeitGrotesk-Light
    /Dom-CasItalic
    /DomCasual
    /DomCasual-Bold
    /Dom-CasualBT
    /Ehrhard-Italic
    /Ehrhard-Regular
    /EhrhardSemi-Italic
    /EhrhardtMT
    /EhrhardtMT-Italic
    /EhrhardtMT-SemiBold
    /EhrhardtMT-SemiBoldItalic
    /EhrharSemi
    /ELANGO-IB-A03
    /ELANGO-IB-A75
    /ELANGO-IB-A99
    /ElectraLH-Bold
    /ElectraLH-BoldCursive
    /ElectraLH-Cursive
    /ElectraLH-Regular
    /ElGreco
    /EnglischeSchT-Bold
    /EnglischeSchT-Regu
    /ErasContour
    /ErasITCbyBT-Bold
    /ErasITCbyBT-Book
    /ErasITCbyBT-Demi
    /ErasITCbyBT-Light
    /ErasITCbyBT-Medium
    /ErasITCbyBT-Ultra
    /Euclid
    /Euclid-Bold
    /Euclid-BoldItalic
    /EuclidExtra
    /EuclidExtra-Bold
    /EuclidFraktur
    /EuclidFraktur-Bold
    /Euclid-Italic
    /EuclidMathOne
    /EuclidMathOne-Bold
    /EuclidMathTwo
    /EuclidMathTwo-Bold
    /EuclidSymbol
    /EuclidSymbol-Bold
    /EuclidSymbol-BoldItalic
    /EuclidSymbol-Italic
    /EUEX10
    /EUFB10
    /EUFB5
    /EUFB7
    /EUFM10
    /EUFM5
    /EUFM7
    /EURB10
    /EURB5
    /EURB7
    /EURM10
    /EURM5
    /EURM7
    /EuropeanPi-Four
    /EuropeanPi-One
    /EuropeanPi-Three
    /EuropeanPi-Two
    /EuroSans-Bold
    /EuroSans-BoldItalic
    /EuroSans-Italic
    /EuroSans-Regular
    /EuroSerif-Bold
    /EuroSerif-BoldItalic
    /EuroSerif-Italic
    /EuroSerif-Regular
    /Eurostile
    /Eurostile-Bold
    /Eurostile-BoldCondensed
    /Eurostile-BoldExtendedTwo
    /Eurostile-BoldOblique
    /Eurostile-Condensed
    /Eurostile-Demi
    /Eurostile-DemiOblique
    /Eurostile-ExtendedTwo
    /EurostileLTStd-Demi
    /EurostileLTStd-DemiOblique
    /Eurostile-Oblique
    /EUSB10
    /EUSB5
    /EUSB7
    /EUSM10
    /EUSM5
    /EUSM7
    /ExPonto-Regular
    /FairfieldLH-Bold
    /FairfieldLH-BoldItalic
    /FairfieldLH-BoldSC
    /FairfieldLH-CaptionBold
    /FairfieldLH-CaptionHeavy
    /FairfieldLH-CaptionLight
    /FairfieldLH-CaptionMedium
    /FairfieldLH-Heavy
    /FairfieldLH-HeavyItalic
    /FairfieldLH-HeavySC
    /FairfieldLH-Light
    /FairfieldLH-LightItalic
    /FairfieldLH-LightSC
    /FairfieldLH-Medium
    /FairfieldLH-MediumItalic
    /FairfieldLH-MediumSC
    /FairfieldLH-SwBoldItalicOsF
    /FairfieldLH-SwHeavyItalicOsF
    /FairfieldLH-SwLightItalicOsF
    /FairfieldLH-SwMediumItalicOsF
    /Fences
    /Fenice-Bold
    /Fenice-BoldOblique
    /FeniceITCbyBT-Bold
    /FeniceITCbyBT-BoldItalic
    /FeniceITCbyBT-Regular
    /FeniceITCbyBT-RegularItalic
    /Fenice-Light
    /Fenice-LightOblique
    /Fenice-Regular
    /Fenice-RegularOblique
    /Fenice-Ultra
    /Fenice-UltraOblique
    /FlashD-Ligh
    /Flood
    /Folio-Bold
    /Folio-BoldCondensed
    /Folio-ExtraBold
    /Folio-Light
    /Folio-Medium
    /FontanaNDAaOsF
    /FontanaNDAaOsF-Italic
    /FontanaNDCcOsF-Semibold
    /FontanaNDCcOsF-SemiboldIta
    /FontanaNDEeOsF
    /FontanaNDEeOsF-Bold
    /FontanaNDEeOsF-BoldItalic
    /FontanaNDEeOsF-Light
    /FontanaNDEeOsF-Semibold
    /FormalScript421BT-Regular
    /Formata-Bold
    /Formata-MediumCondensed
    /ForteMT
    /FournierMT-Ornaments
    /FrakturBT-Regular
    /FrankfurterHigD
    /FranklinGothic-Book
    /FranklinGothic-BookItal
    /FranklinGothic-BookOblique
    /FranklinGothic-Condensed
    /FranklinGothic-Demi
    /FranklinGothic-DemiItal
    /FranklinGothic-DemiOblique
    /FranklinGothic-Heavy
    /FranklinGothic-HeavyItal
    /FranklinGothic-HeavyOblique
    /FranklinGothicITCbyBT-BookItal
    /FranklinGothicITCbyBT-Demi
    /FranklinGothicITCbyBT-DemiItal
    /FranklinGothicITCbyBT-Heavy
    /FranklinGothicITCbyBT-HeavyItal
    /FranklinGothic-Medium
    /FranklinGothic-MediumItal
    /FranklinGothic-Roman
    /Freeform721BT-Bold
    /Freeform721BT-BoldItalic
    /Freeform721BT-Italic
    /Freeform721BT-Roman
    /FreestyleScrD
    /Freestylescript
    /FreestyleScript
    /FrizQuadrataITCbyBT-Bold
    /FrizQuadrataITCbyBT-Roman
    /Frutiger-Black
    /Frutiger-BlackCn
    /Frutiger-BlackItalic
    /Frutiger-Bold
    /Frutiger-BoldCn
    /Frutiger-BoldItalic
    /Frutiger-Cn
    /Frutiger-ExtraBlackCn
    /Frutiger-Italic
    /Frutiger-Light
    /Frutiger-LightCn
    /Frutiger-LightItalic
    /Frutiger-Roman
    /Frutiger-UltraBlack
    /Futura
    /FuturaBlackBT-Regular
    /Futura-Bold
    /Futura-BoldOblique
    /Futura-Book
    /Futura-BookOblique
    /FuturaBT-Bold
    /FuturaBT-BoldCondensed
    /FuturaBT-BoldCondensedItalic
    /FuturaBT-BoldItalic
    /FuturaBT-Book
    /FuturaBT-BookItalic
    /FuturaBT-ExtraBlack
    /FuturaBT-ExtraBlackCondensed
    /FuturaBT-ExtraBlackCondItalic
    /FuturaBT-ExtraBlackItalic
    /FuturaBT-Heavy
    /FuturaBT-HeavyItalic
    /FuturaBT-Light
    /FuturaBT-LightCondensed
    /FuturaBT-LightItalic
    /FuturaBT-Medium
    /FuturaBT-MediumCondensed
    /FuturaBT-MediumItalic
    /Futura-CondensedLight
    /Futura-CondensedLightOblique
    /Futura-ExtraBold
    /Futura-ExtraBoldOblique
    /Futura-Heavy
    /Futura-HeavyOblique
    /Futura-Light
    /Futura-LightOblique
    /Futura-Oblique
    /Futura-Thin
    /Galliard-Black
    /Galliard-BlackItalic
    /Galliard-Bold
    /Galliard-BoldItalic
    /Galliard-Italic
    /GalliardITCbyBT-Bold
    /GalliardITCbyBT-BoldItalic
    /GalliardITCbyBT-Italic
    /GalliardITCbyBT-Roman
    /Galliard-Roman
    /Galliard-Ultra
    /Galliard-UltraItalic
    /Garamond-Antiqua
    /GaramondBE-Bold
    /GaramondBE-BoldExpert
    /GaramondBE-BoldOsF
    /GaramondBE-CnExpert
    /GaramondBE-Condensed
    /GaramondBE-CondensedSC
    /GaramondBE-Italic
    /GaramondBE-ItalicExpert
    /GaramondBE-ItalicOsF
    /GaramondBE-Medium
    /GaramondBE-MediumCn
    /GaramondBE-MediumCnExpert
    /GaramondBE-MediumCnOsF
    /GaramondBE-MediumExpert
    /GaramondBE-MediumItalic
    /GaramondBE-MediumItalicExpert
    /GaramondBE-MediumItalicOsF
    /GaramondBE-MediumSC
    /GaramondBE-Regular
    /GaramondBE-RegularExpert
    /GaramondBE-RegularSC
    /GaramondBE-SwashItalic
    /Garamond-Bold
    /Garamond-BoldCondensed
    /Garamond-BoldCondensedItalic
    /Garamond-BoldItalic
    /Garamond-Book
    /Garamond-BookCondensed
    /Garamond-BookCondensedItalic
    /Garamond-BookItalic
    /Garamond-Halbfett
    /Garamond-HandtooledBold
    /Garamond-HandtooledBoldItalic
    /GaramondITCbyBT-Bold
    /GaramondITCbyBT-BoldCondensed
    /GaramondITCbyBT-BoldCondItalic
    /GaramondITCbyBT-BoldItalic
    /GaramondITCbyBT-BoldNarrow
    /GaramondITCbyBT-BoldNarrowItal
    /GaramondITCbyBT-Book
    /GaramondITCbyBT-BookCondensed
    /GaramondITCbyBT-BookCondItalic
    /GaramondITCbyBT-BookItalic
    /GaramondITCbyBT-BookNarrow
    /GaramondITCbyBT-BookNarrowItal
    /GaramondITCbyBT-Light
    /GaramondITCbyBT-LightCondensed
    /GaramondITCbyBT-LightCondItalic
    /GaramondITCbyBT-LightItalic
    /GaramondITCbyBT-LightNarrow
    /GaramondITCbyBT-LightNarrowItal
    /GaramondITCbyBT-Ultra
    /GaramondITCbyBT-UltraCondensed
    /GaramondITCbyBT-UltraCondItalic
    /GaramondITCbyBT-UltraItalic
    /Garamond-Kursiv
    /Garamond-KursivHalbfett
    /Garamond-Light
    /Garamond-LightCondensed
    /Garamond-LightCondensedItalic
    /Garamond-LightItalic
    /GaramondNo4CyrTCY-Ligh
    /GaramondNo4CyrTCY-LighItal
    /GaramondThree
    /GaramondThree-Bold
    /GaramondThree-BoldItalic
    /GaramondThree-BoldItalicOsF
    /GaramondThree-BoldSC
    /GaramondThree-Italic
    /GaramondThree-ItalicOsF
    /GaramondThree-SC
    /GaramondThreeSMSIISpl-Italic
    /GaramondThreeSMSitalicSpl-Italic
    /GaramondThreeSMSspl
    /GaramondThreespl
    /GaramondThreeSpl-Bold
    /GaramondThreeSpl-Italic
    /Garamond-Ultra
    /Garamond-UltraCondensed
    /Garamond-UltraCondensedItalic
    /Garamond-UltraItalic
    /GarthGraphic
    /GarthGraphic-Black
    /GarthGraphic-Bold
    /GarthGraphic-BoldCondensed
    /GarthGraphic-BoldItalic
    /GarthGraphic-Condensed
    /GarthGraphic-ExtraBold
    /GarthGraphic-Italic
    /Geometric231BT-HeavyC
    /GeometricSlab712BT-BoldA
    /GeometricSlab712BT-ExtraBoldA
    /GeometricSlab712BT-LightA
    /GeometricSlab712BT-LightItalicA
    /GeometricSlab712BT-MediumA
    /GeometricSlab712BT-MediumItalA
    /Giddyup
    /Giddyup-Thangs
    /GillSans
    /GillSans-Bold
    /GillSans-BoldCondensed
    /GillSans-BoldExtraCondensed
    /GillSans-BoldItalic
    /GillSans-Condensed
    /GillSans-ExtraBold
    /GillSans-ExtraBoldDisplay
    /GillSans-Italic
    /GillSans-Light
    /GillSans-LightItalic
    /GillSans-LightShadowed
    /GillSans-Shadowed
    /GillSans-UltraBold
    /GillSans-UltraBoldCondensed
    /Gill-Special
    /Giovanni-Bold
    /Giovanni-BoldItalic
    /Giovanni-Book
    /Giovanni-BookItalic
    /Glypha
    /Glypha-Bold
    /Glypha-BoldOblique
    /Glypha-Oblique
    /Gothic-Thirteen
    /Goudy
    /Goudy-Bold
    /Goudy-BoldItalic
    /GoudyCatalogueBT-Regular
    /Goudy-ExtraBold
    /GoudyHandtooledBT-Regular
    /GoudyHeavyfaceBT-Regular
    /GoudyHeavyfaceBT-RegularCond
    /Goudy-Italic
    /GoudyOldStyleBT-Bold
    /GoudyOldStyleBT-BoldItalic
    /GoudyOldStyleBT-ExtraBold
    /GoudyOldStyleBT-Italic
    /GoudyOldStyleBT-Roman
    /GoudySans-Black
    /GoudySans-BlackItalic
    /GoudySans-Bold
    /GoudySans-BoldItalic
    /GoudySans-Book
    /GoudySans-BookItalic
    /GoudySansITCbyBT-Black
    /GoudySansITCbyBT-BlackItalic
    /GoudySansITCbyBT-Bold
    /GoudySansITCbyBT-BoldItalic
    /GoudySansITCbyBT-Light
    /GoudySansITCbyBT-LightItalic
    /GoudySansITCbyBT-Medium
    /GoudySansITCbyBT-MediumItalic
    /GoudySans-Medium
    /GoudySans-MediumItalic
    /Granjon
    /Granjon-Bold
    /Granjon-BoldOsF
    /Granjon-Italic
    /Granjon-ItalicOsF
    /Granjon-SC
    /GreymantleMVB-Ornaments
    /Helvetica
    /Helvetica-Black
    /Helvetica-BlackOblique
    /Helvetica-Black-SemiBold
    /Helvetica-Bold
    /Helvetica-BoldOblique
    /Helvetica-Compressed
    /Helvetica-Condensed
    /Helvetica-Condensed-Black
    /Helvetica-Condensed-BlackObl
    /Helvetica-Condensed-Bold
    /Helvetica-Condensed-BoldObl
    /Helvetica-Condensed-Light
    /Helvetica-Condensed-Light-Light
    /Helvetica-Condensed-LightObl
    /Helvetica-Condensed-Oblique
    /Helvetica-Condensed-Thin
    /Helvetica-ExtraCompressed
    /Helvetica-Fraction
    /Helvetica-FractionBold
    /HelveticaInserat-Roman
    /HelveticaInserat-Roman-SemiBold
    /Helvetica-Light
    /Helvetica-LightOblique
    /Helvetica-Narrow
    /Helvetica-Narrow-Bold
    /Helvetica-Narrow-BoldOblique
    /Helvetica-Narrow-Oblique
    /HelveticaNeue-Black
    /HelveticaNeue-BlackCond
    /HelveticaNeue-BlackCondObl
    /HelveticaNeue-BlackExt
    /HelveticaNeue-BlackExtObl
    /HelveticaNeue-BlackItalic
    /HelveticaNeue-Bold
    /HelveticaNeue-BoldCond
    /HelveticaNeue-BoldCondObl
    /HelveticaNeue-BoldExt
    /HelveticaNeue-BoldExtObl
    /HelveticaNeue-BoldItalic
    /HelveticaNeue-Condensed
    /HelveticaNeue-CondensedObl
    /HelveticaNeue-ExtBlackCond
    /HelveticaNeue-ExtBlackCondObl
    /HelveticaNeue-Extended
    /HelveticaNeue-ExtendedObl
    /HelveticaNeue-Heavy
    /HelveticaNeue-HeavyCond
    /HelveticaNeue-HeavyCondObl
    /HelveticaNeue-HeavyExt
    /HelveticaNeue-HeavyExtObl
    /HelveticaNeue-HeavyItalic
    /HelveticaNeue-Italic
    /HelveticaNeue-Light
    /HelveticaNeue-LightCond
    /HelveticaNeue-LightCondObl
    /HelveticaNeue-LightExt
    /HelveticaNeue-LightExtObl
    /HelveticaNeue-LightItalic
    /HelveticaNeueLTStd-Md
    /HelveticaNeueLTStd-MdIt
    /HelveticaNeue-Medium
    /HelveticaNeue-MediumCond
    /HelveticaNeue-MediumCondObl
    /HelveticaNeue-MediumExt
    /HelveticaNeue-MediumExtObl
    /HelveticaNeue-MediumItalic
    /HelveticaNeue-Roman
    /HelveticaNeue-Thin
    /HelveticaNeue-ThinCond
    /HelveticaNeue-ThinCondObl
    /HelveticaNeue-ThinItalic
    /HelveticaNeue-UltraLigCond
    /HelveticaNeue-UltraLigCondObl
    /HelveticaNeue-UltraLigExt
    /HelveticaNeue-UltraLigExtObl
    /HelveticaNeue-UltraLight
    /HelveticaNeue-UltraLightItal
    /Helvetica-Oblique
    /Helvetica-UltraCompressed
    /HelvExtCompressed
    /HelvLight
    /HelvUltCompressed
    /Humanist521BT-Bold
    /Humanist521BT-BoldCondensed
    /Humanist521BT-BoldItalic
    /Humanist521BT-ExtraBold
    /Humanist521BT-Italic
    /Humanist521BT-Light
    /Humanist521BT-LightItalic
    /Humanist521BT-Roman
    /Humanist521BT-RomanCondensed
    /Humanist521BT-UltraBold
    /Humanist521BT-XtraBoldCondensed
    /Humanist531BT-BlackA
    /Humanist531BT-BoldA
    /Humanist531BT-RomanA
    /Humanist531BT-UltraBlackA
    /Humanist777BT-BlackB
    /Humanist777BT-BlackCondensedB
    /Humanist777BT-BlackItalicB
    /Humanist777BT-BoldB
    /Humanist777BT-BoldCondensedB
    /Humanist777BT-BoldItalicB
    /Humanist777BT-ExtraBlackB
    /Humanist777BT-ExtraBlackCondB
    /Humanist777BT-ItalicB
    /Humanist777BT-LightB
    /Humanist777BT-LightCondensedB
    /Humanist777BT-LightItalicB
    /Humanist777BT-RomanB
    /Humanist777BT-RomanCondensedB
    /Humanist970BT-BoldC
    /Humanist970BT-RomanC
    /HumanistSlabserif712BT-Black
    /HumanistSlabserif712BT-Bold
    /HumanistSlabserif712BT-Italic
    /HumanistSlabserif712BT-Roman
    /ICMEX10
    /ICMMI8
    /ICMSY8
    /ICMTT8
    /Iglesia-Light
    /ILASY8
    /ILCMSS8
    /ILCMSSB8
    /ILCMSSI8
    /Imago-Book
    /Imago-BookItalic
    /Imago-ExtraBold
    /Imago-ExtraBoldItalic
    /Imago-Light
    /Imago-LightItalic
    /Imago-Medium
    /Imago-MediumItalic
    /Industria-Inline
    /Industria-InlineA
    /Industria-Solid
    /Industria-SolidA
    /Insignia
    /Insignia-A
    /IPAExtras
    /IPAHighLow
    /IPAKiel
    /IPAKielSeven
    /IPAsans
    /ITCGaramondMM
    /ITCGaramondMM-It
    /JAKEOpti-Regular
    /JansonText-Bold
    /JansonText-BoldItalic
    /JansonText-Italic
    /JansonText-Roman
    /JansonText-RomanSC
    /JoannaMT
    /JoannaMT-Bold
    /JoannaMT-BoldItalic
    /JoannaMT-Italic
    /Juniper
    /KabelITCbyBT-Book
    /KabelITCbyBT-Demi
    /KabelITCbyBT-Medium
    /KabelITCbyBT-Ultra
    /Kaufmann
    /Kaufmann-Bold
    /KeplMM-Or2
    /KisBT-Italic
    /KisBT-Roman
    /KlangMT
    /Kuenstler480BT-Black
    /Kuenstler480BT-Bold
    /Kuenstler480BT-BoldItalic
    /Kuenstler480BT-Italic
    /Kuenstler480BT-Roman
    /KunstlerschreibschD-Bold
    /KunstlerschreibschD-Medi
    /Lapidary333BT-Black
    /Lapidary333BT-Bold
    /Lapidary333BT-BoldItalic
    /Lapidary333BT-Italic
    /Lapidary333BT-Roman
    /LASY10
    /LASY5
    /LASY6
    /LASY7
    /LASY8
    /LASY9
    /LASYB10
    /LatinMT-Condensed
    /LCIRCLE10
    /LCIRCLEW10
    /LCMSS8
    /LCMSSB8
    /LCMSSI8
    /LDecorationPi-One
    /LDecorationPi-Two
    /Leawood-Black
    /Leawood-BlackItalic
    /Leawood-Bold
    /Leawood-BoldItalic
    /Leawood-Book
    /Leawood-BookItalic
    /Leawood-Medium
    /Leawood-MediumItalic
    /LegacySans-Bold
    /LegacySans-BoldItalic
    /LegacySans-Book
    /LegacySans-BookItalic
    /LegacySans-Medium
    /LegacySans-MediumItalic
    /LegacySans-Ultra
    /LegacySerif-Bold
    /LegacySerif-BoldItalic
    /LegacySerif-Book
    /LegacySerif-BookItalic
    /LegacySerif-Medium
    /LegacySerif-MediumItalic
    /LegacySerif-Ultra
    /LetterGothic
    /LetterGothic-Bold
    /LetterGothic-BoldSlanted
    /LetterGothic-Slanted
    /Life-Bold
    /Life-Italic
    /Life-Roman
    /LINE10
    /LINEW10
    /Linotext
    /Lithos-Black
    /LithosBold
    /Lithos-Bold
    /Lithos-Regular
    /LOGO10
    /LOGO8
    /LOGO9
    /LOGOBF10
    /LOGOSL10
    /LOMD-Normal
    /LubalinGraph-Book
    /LubalinGraph-BookOblique
    /LubalinGraph-Demi
    /LubalinGraph-DemiOblique
    /LucidaHandwritingItalic
    /LucidaMath-Symbol
    /LucidaSansTypewriter
    /LucidaSansTypewriter-Bd
    /LucidaSansTypewriter-BdObl
    /LucidaSansTypewriter-Obl
    /LucidaTypewriter
    /LucidaTypewriter-Bold
    /LucidaTypewriter-BoldObl
    /LucidaTypewriter-Obl
    /LydianBT-Bold
    /LydianBT-BoldItalic
    /LydianBT-Italic
    /LydianBT-Roman
    /LydianCursiveBT-Regular
    /Machine
    /Machine-Bold
    /Marigold
    /MathematicalPi-Five
    /MathematicalPi-Four
    /MathematicalPi-One
    /MathematicalPi-Six
    /MathematicalPi-Three
    /MathematicalPi-Two
    /MatrixScriptBold
    /MatrixScriptBoldLin
    /MatrixScriptBook
    /MatrixScriptBookLin
    /MatrixScriptRegular
    /MatrixScriptRegularLin
    /Melior
    /Melior-Bold
    /Melior-BoldItalic
    /Melior-Italic
    /MercuriusCT-Black
    /MercuriusCT-BlackItalic
    /MercuriusCT-Light
    /MercuriusCT-LightItalic
    /MercuriusCT-Medium
    /MercuriusCT-MediumItalic
    /MercuriusMT-BoldScript
    /Meridien-Bold
    /Meridien-BoldItalic
    /Meridien-Italic
    /Meridien-Medium
    /Meridien-MediumItalic
    /Meridien-Roman
    /Minion-Black
    /Minion-Bold
    /Minion-BoldCondensed
    /Minion-BoldCondensedItalic
    /Minion-BoldItalic
    /Minion-Condensed
    /Minion-CondensedItalic
    /Minion-DisplayItalic
    /Minion-DisplayRegular
    /MinionExp-Italic
    /MinionExp-Semibold
    /MinionExp-SemiboldItalic
    /Minion-Italic
    /Minion-Ornaments
    /Minion-Regular
    /Minion-Semibold
    /Minion-SemiboldItalic
    /MonaLisa-Recut
    /MrsEavesAllPetiteCaps
    /MrsEavesAllSmallCaps
    /MrsEavesBold
    /MrsEavesFractions
    /MrsEavesItalic
    /MrsEavesPetiteCaps
    /MrsEavesRoman
    /MrsEavesRomanLining
    /MrsEavesSmallCaps
    /MSAM10
    /MSAM10A
    /MSAM5
    /MSAM6
    /MSAM7
    /MSAM8
    /MSAM9
    /MSBM10
    /MSBM10A
    /MSBM5
    /MSBM6
    /MSBM7
    /MSBM8
    /MSBM9
    /MTEX
    /MTEXB
    /MTEXH
    /MTGU
    /MTGUB
    /MTMI
    /MTMIB
    /MTMIH
    /MTMS
    /MTMSB
    /MTMUB
    /MTMUH
    /MTSY
    /MTSYB
    /MTSYH
    /MTSYN
    /MusicalSymbols-Normal
    /Myriad-Bold
    /Myriad-BoldItalic
    /Myriad-CnBold
    /Myriad-CnBoldItalic
    /Myriad-CnItalic
    /Myriad-CnSemibold
    /Myriad-CnSemiboldItalic
    /Myriad-Condensed
    /Myriad-Italic
    /MyriadMM
    /MyriadMM-It
    /Myriad-Roman
    /Myriad-Sketch
    /Myriad-Tilt
    /NeuzeitS-Book
    /NeuzeitS-BookHeavy
    /NewBaskerville-Bold
    /NewBaskerville-BoldItalic
    /NewBaskerville-Italic
    /NewBaskervilleITCbyBT-Bold
    /NewBaskervilleITCbyBT-BoldItal
    /NewBaskervilleITCbyBT-Italic
    /NewBaskervilleITCbyBT-Roman
    /NewBaskerville-Roman
    /NewCaledonia
    /NewCaledonia-Black
    /NewCaledonia-BlackItalic
    /NewCaledonia-Bold
    /NewCaledonia-BoldItalic
    /NewCaledonia-BoldItalicOsF
    /NewCaledonia-BoldSC
    /NewCaledonia-Italic
    /NewCaledonia-ItalicOsF
    /NewCaledonia-SC
    /NewCaledonia-SemiBold
    /NewCaledonia-SemiBoldItalic
    /NewCenturySchlbk-Bold
    /NewCenturySchlbk-BoldItalic
    /NewCenturySchlbk-Italic
    /NewCenturySchlbk-Roman
    /NewsGothic
    /NewsGothic-Bold
    /NewsGothic-BoldOblique
    /NewsGothicBT-Bold
    /NewsGothicBT-BoldCondensed
    /NewsGothicBT-BoldCondItalic
    /NewsGothicBT-BoldExtraCondensed
    /NewsGothicBT-BoldItalic
    /NewsGothicBT-Demi
    /NewsGothicBT-DemiItalic
    /NewsGothicBT-ExtraCondensed
    /NewsGothicBT-Italic
    /NewsGothicBT-ItalicCondensed
    /NewsGothicBT-Light
    /NewsGothicBT-LightItalic
    /NewsGothicBT-Roman
    /NewsGothicBT-RomanCondensed
    /NewsGothic-Oblique
    /New-Symbol
    /NovareseITCbyBT-Bold
    /NovareseITCbyBT-BoldItalic
    /NovareseITCbyBT-Book
    /NovareseITCbyBT-BookItalic
    /Nueva-BoldExtended
    /Nueva-Roman
    /NuptialScript
    /OceanSansMM
    /OceanSansMM-It
    /OfficinaSans-Bold
    /OfficinaSans-BoldItalic
    /OfficinaSans-Book
    /OfficinaSans-BookItalic
    /OfficinaSerif-Bold
    /OfficinaSerif-BoldItalic
    /OfficinaSerif-Book
    /OfficinaSerif-BookItalic
    /OnyxMT
    /Optima
    /Optima-Bold
    /Optima-BoldItalic
    /Optima-BoldOblique
    /Optima-ExtraBlack
    /Optima-ExtraBlackItalic
    /Optima-Italic
    /Optima-Oblique
    /OSPIRE-Plain
    /OttaIA
    /Otta-wa
    /Ottawa-BoldA
    /OttawaPSMT
    /Oxford
    /Palatino-Bold
    /Palatino-BoldItalic
    /Palatino-Italic
    /Palatino-Roman
    /Parisian
    /Perpetua
    /Perpetua-Bold
    /Perpetua-BoldItalic
    /Perpetua-Italic
    /PhotinaMT
    /PhotinaMT-Bold
    /PhotinaMT-BoldItalic
    /PhotinaMT-Italic
    /PhotinaMT-SemiBold
    /PhotinaMT-SemiBoldItalic
    /PhotinaMT-UltraBold
    /PhotinaMT-UltraBoldItalic
    /Plantin
    /Plantin-Bold
    /Plantin-BoldItalic
    /Plantin-Italic
    /Plantin-Light
    /Plantin-LightItalic
    /Plantin-Semibold
    /Plantin-SemiboldItalic
    /Poetica-ChanceryI
    /Poetica-SuppLowercaseEndI
    /PopplLaudatio-Italic
    /PopplLaudatio-Medium
    /PopplLaudatio-MediumItalic
    /PopplLaudatio-Regular
    /ProseAntique-Bold
    /ProseAntique-Normal
    /QuaySansEF-Black
    /QuaySansEF-BlackItalic
    /QuaySansEF-Book
    /QuaySansEF-BookItalic
    /QuaySansEF-Medium
    /QuaySansEF-MediumItalic
    /Quorum-Black
    /Quorum-Bold
    /Quorum-Book
    /Quorum-Light
    /Quorum-Medium
    /Raleigh
    /Raleigh-Bold
    /Raleigh-DemiBold
    /Raleigh-Medium
    /Revival565BT-Bold
    /Revival565BT-BoldItalic
    /Revival565BT-Italic
    /Revival565BT-Roman
    /Ribbon131BT-Bold
    /Ribbon131BT-Regular
    /RMTMI
    /Rockwell
    /Rockwell-Bold
    /Rockwell-BoldItalic
    /Rockwell-Italic
    /Rockwell-Light
    /Rockwell-LightItalic
    /RotisSansSerif
    /RotisSansSerif-Bold
    /RotisSansSerif-ExtraBold
    /RotisSansSerif-Italic
    /RotisSansSerif-Light
    /RotisSansSerif-LightItalic
    /RotisSemiSans
    /RotisSemiSans-Bold
    /RotisSemiSans-ExtraBold
    /RotisSemiSans-Italic
    /RotisSemiSans-Light
    /RotisSemiSans-LightItalic
    /RotisSemiSerif
    /RotisSemiSerif-Bold
    /RotisSerif
    /RotisSerif-Bold
    /RotisSerif-Italic
    /RunicMT-Condensed
    /Sabon-Bold
    /Sabon-BoldItalic
    /Sabon-Italic
    /Sabon-Roman
    /SackersGothicLight
    /SackersGothicLightAlt
    /SackersItalianScript
    /SackersItalianScriptAlt
    /Sam
    /Sanvito-Light
    /SanvitoMM
    /Sanvito-Roman
    /Semitica
    /Semitica-Italic
    /SIVAMATH
    /Siva-Special
    /SMS-SPELA
    /Souvenir-Demi
    /Souvenir-DemiItalic
    /SouvenirITCbyBT-Demi
    /SouvenirITCbyBT-DemiItalic
    /SouvenirITCbyBT-Light
    /SouvenirITCbyBT-LightItalic
    /Souvenir-Light
    /Souvenir-LightItalic
    /SpecialAA
    /Special-Gali
    /Sp-Sym
    /StempelGaramond-Bold
    /StempelGaramond-BoldItalic
    /StempelGaramond-Italic
    /StempelGaramond-Roman
    /StoneSans
    /StoneSans-Bold
    /StoneSans-BoldItalic
    /StoneSans-Italic
    /StoneSans-PhoneticAlternate
    /StoneSans-PhoneticIPA
    /StoneSans-Semibold
    /StoneSans-SemiboldItalic
    /StoneSerif
    /StoneSerif-Italic
    /StoneSerif-PhoneticAlternate
    /StoneSerif-PhoneticIPA
    /StoneSerif-Semibold
    /StoneSerif-SemiboldItalic
    /Swiss721BT-Black
    /Swiss721BT-BlackCondensed
    /Swiss721BT-BlackCondensedItalic
    /Swiss721BT-BlackExtended
    /Swiss721BT-BlackItalic
    /Swiss721BT-BlackOutline
    /Swiss721BT-BlackRounded
    /Swiss721BT-Bold
    /Swiss721BT-BoldCondensed
    /Swiss721BT-BoldCondensedItalic
    /Swiss721BT-BoldCondensedOutline
    /Swiss721BT-BoldExtended
    /Swiss721BT-BoldItalic
    /Swiss721BT-BoldOutline
    /Swiss721BT-BoldRounded
    /Swiss721BT-Heavy
    /Swiss721BT-HeavyItalic
    /Swiss721BT-Italic
    /Swiss721BT-ItalicCondensed
    /Swiss721BT-Light
    /Swiss721BT-LightCondensed
    /Swiss721BT-LightCondensedItalic
    /Swiss721BT-LightExtended
    /Swiss721BT-LightItalic
    /Swiss721BT-Medium
    /Swiss721BT-MediumItalic
    /Swiss721BT-Roman
    /Swiss721BT-RomanCondensed
    /Swiss721BT-RomanExtended
    /Swiss721BT-Thin
    /Swiss721BT-ThinItalic
    /Swiss921BT-RegularA
    /Symbol
    /Syntax-Black
    /Syntax-Bold
    /Syntax-Italic
    /Syntax-Roman
    /Syntax-UltraBlack
    /Tekton
    /Times-Bold
    /Times-BoldA
    /Times-BoldItalic
    /Times-BoldOblique
    /Times-Italic
    /Times-NewRoman
    /Times-NewRomanBold
    /Times-Oblique
    /Times-PhoneticAlternate
    /Times-PhoneticIPA
    /Times-Roman
    /Times-RomanSmallCaps
    /Times-Sc
    /Times-SCB
    /Times-special
    /TimesTenGreekP-Upright
    /TradeGothic
    /TradeGothic-Bold
    /TradeGothic-BoldCondTwenty
    /TradeGothic-BoldCondTwentyObl
    /TradeGothic-BoldOblique
    /TradeGothic-BoldTwo
    /TradeGothic-BoldTwoOblique
    /TradeGothic-CondEighteen
    /TradeGothic-CondEighteenObl
    /TradeGothicLH-BoldExtended
    /TradeGothicLH-Extended
    /TradeGothic-Light
    /TradeGothic-LightOblique
    /TradeGothic-Oblique
    /Trajan-Bold
    /TrajanPro-Bold
    /TrajanPro-Regular
    /Trajan-Regular
    /Transitional521BT-BoldA
    /Transitional521BT-CursiveA
    /Transitional521BT-RomanA
    /Transitional551BT-MediumB
    /Transitional551BT-MediumItalicB
    /Univers
    /Universal-GreekwithMathPi
    /Universal-NewswithCommPi
    /Univers-BlackExt
    /Univers-BlackExtObl
    /Univers-Bold
    /Univers-BoldExt
    /Univers-BoldExtObl
    /Univers-BoldOblique
    /Univers-Condensed
    /Univers-CondensedBold
    /Univers-CondensedBoldOblique
    /Univers-CondensedOblique
    /Univers-Extended
    /Univers-ExtendedObl
    /Univers-ExtraBlackExt
    /Univers-ExtraBlackExtObl
    /Univers-Light
    /Univers-LightOblique
    /UniversLTStd-Black
    /UniversLTStd-BlackObl
    /Univers-Oblique
    /Utopia-Black
    /Utopia-BlackOsF
    /Utopia-Bold
    /Utopia-BoldItalic
    /Utopia-Italic
    /Utopia-Ornaments
    /Utopia-Regular
    /Utopia-Semibold
    /Utopia-SemiboldItalic
    /VAGRounded-Black
    /VAGRounded-Bold
    /VAGRounded-Light
    /VAGRounded-Thin
    /Viva-BoldExtraExtended
    /Viva-Regular
    /Weidemann-Black
    /Weidemann-BlackItalic
    /Weidemann-Bold
    /Weidemann-BoldItalic
    /Weidemann-Book
    /Weidemann-BookItalic
    /Weidemann-Medium
    /Weidemann-MediumItalic
    /WindsorBT-Elongated
    /WindsorBT-Light
    /WindsorBT-LightCondensed
    /WindsorBT-Roman
    /Wingdings-Regular
    /WNCYB10
    /WNCYI10
    /WNCYR10
    /WNCYSC10
    /WNCYSS10
    /WoodtypeOrnaments-One
    /WoodtypeOrnaments-Two
    /ZapfCalligraphic801BT-Bold
    /ZapfCalligraphic801BT-BoldItal
    /ZapfCalligraphic801BT-Italic
    /ZapfCalligraphic801BT-Roman
    /ZapfChanceryITCbyBT-Bold
    /ZapfChanceryITCbyBT-Demi
    /ZapfChanceryITCbyBT-Medium
    /ZapfChanceryITCbyBT-MediumItal
    /ZapfChancery-MediumItalic
    /ZapfDingbats
    /ZapfDingbatsITCbyBT-Regular
    /ZapfElliptical711BT-Bold
    /ZapfElliptical711BT-BoldItalic
    /ZapfElliptical711BT-Italic
    /ZapfElliptical711BT-Roman
    /ZapfHumanist601BT-Bold
    /ZapfHumanist601BT-BoldItalic
    /ZapfHumanist601BT-Demi
    /ZapfHumanist601BT-DemiItalic
    /ZapfHumanist601BT-Italic
    /ZapfHumanist601BT-Roman
    /ZapfHumanist601BT-Ultra
    /ZapfHumanist601BT-UltraItalic
    /ZurichBT-Black
    /ZurichBT-BlackExtended
    /ZurichBT-BlackItalic
    /ZurichBT-Bold
    /ZurichBT-BoldCondensed
    /ZurichBT-BoldCondensedItalic
    /ZurichBT-BoldExtended
    /ZurichBT-BoldExtraCondensed
    /ZurichBT-BoldItalic
    /ZurichBT-ExtraBlack
    /ZurichBT-ExtraCondensed
    /ZurichBT-Italic
    /ZurichBT-ItalicCondensed
    /ZurichBT-Light
    /ZurichBT-LightCondensed
    /ZurichBT-LightCondensedItalic
    /ZurichBT-LightExtraCondensed
    /ZurichBT-LightItalic
    /ZurichBT-Roman
    /ZurichBT-RomanCondensed
    /ZurichBT-RomanExtended
    /ZurichBT-UltraBlackExtended
  ]
  /NeverEmbed [ true
    /TimesNewRomanPS
    /TimesNewRomanPS-Bold
    /TimesNewRomanPS-BoldItalic
    /TimesNewRomanPS-BoldItalicMT
    /TimesNewRomanPS-BoldMT
    /TimesNewRomanPS-Italic
    /TimesNewRomanPS-ItalicMT
    /TimesNewRomanPSMT
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 2400
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox false
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (U.S. Web Coated \050SWOP\051 v2)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /CreateJDFFile false
  /Description <<
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /NLD <>
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings for creating PDF files for submission to The Sheridan Press. These settings configured for Acrobat v6.0 08/06/03.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /BleedOffset [
        0
        0
        0
        0
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (sRGB IEC61966-2.1)
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MarksOffset 6
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
  /SyntheticBoldness 1.000000
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




