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Abstract

Cardiovascular diseasg€VD) are the mmber one causes of death the world
According to the world Health Organization (WHQ)7.5 million people died from
cardiovascular disease in 2005, representing 30 % of all global de@hthese deaths, 7.6
million were due to heart attacks and 5.iflion due to stroke. If current trends are allowed to
continue, by 2015 an estimated 20 million people willahauallyfrom cardiovascular disease.

The trends are similar in the United States where on an average 1 person dies every 37 seconds
due to CVD In 2008 an estimated 770,000 Americans will experience a new heart attack
(coronary stenosis) and 600,000 will experience a first stroke.

Although the exact causes of cardiovascular disease are not well understood,
hemodynamicéas been long thought pday a primary role in the progression of cardiovascular
disease and strokeThere is strong evidence linking the fluid mechanical forces to the
transduction mechanisms that trigger biochemical response leading to atherosclerosis or plaque
formation It is hypothesized that theemergence of abnormal fluid mechanicalktresses
which dictate the cell mechanotransduction mechanisms and lead to disease progression is
dependent on the geometry and compliance of arteries, and pulsatility of blood flow.
Understandig of such hemodynami@gulation in relation totherosclerosis is of significant
clinical importance in the predictioand progression of heart diseass well as design of
prosthetic devices such as stents

The current work will systematically study theffects of compliance and complex
geometry and the resulting fluid mechanical forces. The objective of this work is to understand
the relationship of fluid mechanics and disease conditions using both experimental and
computational methods where (a) Corapte effects are studied in idealized stenosed coronary
and peripheral arteries using Digital Particle Image Velocimetry (DPIV), (b) Complex geometric
effects of stented arteries with emphasis on its design parameters is investigated using CFD, Also
(c) anovel method to improve the accuracy of velocity gradient estimation in the presence of
noisy flow fields such as in DPIV where noise is inherently present is introduced with the
objective to improve accuracy in the estimation of WSS, which are of parameonodynamic
importance.

The broad impact of the current work extends to the understanding of fundamental physics
associated with arterial disease progression which can lead to better design of prosthetic devices,
and also to better disease diagnostics.
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CHAPTER 1
1. Background and Introduction

1.1 Relationship of Hemodynamics to Cellular Mechanisms of Atherosclerosis

Atherosclerosis is a vascular disease that progresses with age and results in fatty streaks
within the arterial vessels. There are severabofacthat can accelerate the progression of the
disease namely (a) environmental and life style paramétensch as smoking and lack of
physical activity (b) geneticsuch as propensity for obesity, family history and cholesterol and
(c) formed elementsfdlood such as plasma proteins, higher levels of Low Density Lipoproteins
(LDL).

Although the exact physical mechanisms of the disease are well understood, hemodynamic
forces especially Wall Shear Stresses (WSS) and Oscillatory Shear Index (OSI) asirshown
Equation are widely accepted as disease mediating parameters and are strongly connected to

endothelial cell mechanotransductidi.

e u.

t,= MaVhere " Ee_,uul [l

elx; M
e [T 2
& |
_ 0 u
OQ—Eg - 0
¢ f.dt U

g o H (1)

Following triggering mechanisms such as abnormal WSS, the whas®ilbecomes
activated and releases adhesion molecules also known as chemo attractants such as Endothelial
Growth Factor L7 (EGFLT2] and Vascular Cell Adhesion Molecule (VCAM) on the surface of
the vessels. These adhesion molecules attract blood leukocytes such as monocytes which tend to
roll on the vascular walls and transmigrate into the tight junctions oéndethelial cells and
enter the sub endothelial space. Here, the monocytes are transformed into macrophages and take

1



on a foamy appearance as showfigurel.1. At this point the smooth muscles cells proliferate

and migrate intdhe intima and form lipid filled foam leading to formation of atherosclerotic

plaqueg3].

BRI, et

Blood Flow —

Leukocytes

@ \ /_{mhng

Figurel.1. Cellular mechanisms leading to atherosclerosis. After activation the endothelial layer
secretes dtksion molecules that attract leuckocytes, and recruit them into subendothelial spaces

There is evidence in the literature that sites of branching and curvature are regions prone to
lesions. Work by Gimbrone and Cybulsf4] shows that these regions express VCAM when
animals were fed with a higtholesterol diet. The same authors also note that these sites
experience large and abrupt changes in the fluid mechamidsdeto the abnormal levels of
shear stress that contribute to the development of atheroscl@rosisocations of lesions are
subject to abnormal blood flow that results in change in hemodynamic environment as seen in
Figure1.2 which further aid in progression of diseakesion prone regions are also susceptible
to intimal thickening due to migration and proliferation of vascular smooth muscle cells and this
phenomenon is shown to correlate with the hemodynamic environfhelt, 6] primarily

characterized by low wall shear stresses.
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Figure 1.2: Diagram of plaque formation which results in abnormal hemodynamic environment
that accelerates the progression ofi atr oscl er osi s. Il ustrated u
guidelines.

1.2 Hemodynamics Within Arteries and Relation ship t o Disease Conditions

Pulsatile flows that occur within arteries are primarily governed by twedmensional
scaling parameters that repneséhe flow physics, these are (a) Reynolds number (Re) and (b)

Womersley numbera() and shown in Equatiof2)

Re:@ :a :I:_) LV
n

2\ @

The Reynolds number represents the ratio of inertial to viscous forces, where U is the
characteristic velocity, D the diameter of the vessel andt he ki nemati c Vi s
Womersley number denotes a frequency parameter and is a ratio of unsteady forces to viscous

forces.



The Reynolds number in the arteries ranges from 1500 in the large arteries to about 150 in
the small arteries and hence tthows are primarily laminar. In advanced cases of disease, when
the arteries are constricted the local Reynolds number can increase by an order of magnitude and
conditions are such that turbulence may exist.

Although the flow is primarily laminar, it isighly complex due to its pulsatile nature,
geometric asymmetries, curvature and bifurcations that exist within the arterial tree. The effect of
time varying flow along with complex geometry of the arteries results in spatially and temporally
varying WSSVessel compliance introduces a fluid structure interaction problem however due to
its experimental and modeling complexity it has been widely avoided in previous works. The
compliance of vessels determines the phase angle between pressure and floanasséential
element in the determination of the fluid dynamics. This phase angle between pressure and flow
is termed Impedance Phase Angle (IPA) and represents the primary difference between
peripheral and coronary flows. In case of coronary arteriedRBeis ~2258 and in case of
peripheral flows this angle is close t0°4Since coronary arteries are more prone to disease
compared to peripheral arteries, Understanding the effects of IPA on the flow dycantfiedp

understand the causes of disease nessjon
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Figurel1.3: lllustration of stenting procedure in a clogged arteryUs ed under Af air
usage.

The most widely accepted modality for treating clogged arteries is the implantation of
erdovascular stents. Stents are metallic wireframe devices used to reopen clogged arteries as
shown inFigure 1.3. Despite their widespread use, problems persistipggantation of these
stents beginning with suditute thrombus formation followed by inflammation proliferation and

remodelingb, 6]. The specific stent desid6] and its design parametersofsundly impact the

L



hemodynamic environment of the stdi}, in turn affecting thrombus accumulation between
struts and thus resteno§d. Prior resech examining the effects of stent implantation has been
performed in simplified geometri¢8, 10] and the effects of stent design parameters in isolation
namely strut thickness and crown radius of curvature geatistic geometries is lacking. As

such the fluid mechanics post implantation of stents is poorly understood.

Stent being placed
within the plague of the
internal carofid artery

Reduced |

blood flow i‘ .

Internal
carotid
antery

Stent
widened
anery

Flaque

Compressed §
plaque

Figure 1.4: Figure illustrating carotid artery disease and stenting of the external caretig art
Used under Afair useo copyright usage.

Another condition of interest where stenting is becoming more commonplace is the
blockage of carotid arteries, which can lead to stroke. Carotid arteries emerge from the aorta and
supply blood to the brain as seé Figure 1.4, when these arteries are narrowed, there is
decreased blood flow and oxygen to the brain resulting in ischemia, and in other cases plagues
that build up can break loose, resulting in stroke. Althocgrotid endarterectomy, an invasive

procedure where plaque is removed surgically is commonly used (about 200,000 procedures



annually[11]), following FDA approval of Captid Artery Stenting (CAS) in 2004 for severely
occluded arteries (>80% occlusion) CAS is quickly becoming the norm and the number of
estimated procedures is currently about 20,000,000 annuallj12].

Flow through the carotid artery bifurcation has been studied computationally by Nazemi et
al [13] in a 2D geometry with pulsatile flow comidns. 3D computations using finite element
methods examined by Perktold et[&#l] revealed that lowering the angle between the main
branch and carotid sinus reduces the risk of having reversed axial Hrperimental
investigation of the flow dynamics within carotid bifurcation using Laser Doppler
Anemometry(LDAJ15-17] and using Magnetic Resonance Imaging(ME3) 18, 19]have been
performed by several researchers. Flow through carotid bifurcation exhibits large recirculation
regions, separated flows on the outside wall of internal carotid artery (ICA), these regions
experience low WSS and comparison with post mortem anirteries [20] revealed positive
correlations with plaque formation. However, the effect of stenting carotid arteries on the flow
dynamics is not clearly understood. Only recently computational methods were used to conduct
virtual stenthg procedureq21] to understand the flow dynamics of such stented arteries.
However the actual geometry of stents was neglected and only the expansion resulting from the
stenting pocedure was considered.

1.3 Digital Particle Image Velocimetry (DPIV) -Limitations and Improvements

DPIV is a nonrinvasive optical based technique used to measure velocities in a variety of
applicationd22, 23] In DAV a series of lenses are used to open a pulsing laser into a thin sheet
directed into a measurement area. Neutrally buoyant particles introduced into the flow serve as
flow tracers and are illuminated by the laser sheet. A camera synchronized to trigger

simultaneously with laser pulses is used to image the illuminated particles and this process is



illustrated inFigure 1.5. The obtained images are then crosgelated to obtained displacement

fields and velocityitlds can be calculated by knowing the time separation between laser pulses.

IDT Field of View
CMOSCamera

Particles

U

(.

) ND:YAG Laser
Optics

Figurel.5: Typical DPIV setup used to obtain velocity measurements
Several sources of error are present in the DPIV estimatioluding imaging errors as

well as systematic errors in the velocity estimation. These sources of error are further
compounded when computing important flow parameters which require gradient estimation,
such as vorticity24], shear stresg5], and dissipation rat6]. A relatively low measurement
error in a well executed DPIV experiment can lead to substantial errors in these derived
guantitieq27, 28]

Estimation of hemodynamic parameters such as WSS and OSI requires accurate
measurements of velocity profiles and its gradients close to the wall. It is notoriously difficult to
obtain accurate estimates of gradients close to the wall and thgeidadly true when the noise
is present in the data obtained. Accuracy in gradient estimation is of critical importance in the
analysis of obtained flow fields and novel methods are thus required to improve such
estimations.

1.4 Research Plan

In this sectiona research plan is proposed and is organized using specific objectives. The

proposed research plan involves major objectives:



u Improve wall gradient estimation in the presence of noise.

U  Investigate the effect of Impedance phase angle (IPA) on the toaasitharacteristics
of flow in stenosed arteries at various Reynolds numbers and corresponding Womersley
numbers using DPIV.

a Study the effect of stent design parameters, namely strut height and crown radius of
curvature on the WSS in stented arteriesq§IfD.
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CHAPTER 2

2.Experimental Setup and Methodology
2.1 Introduction
Experimental facilities were developed in order to study the fluid mechanics of blood flow
through stenotic compliant vessels and the effect of the phase angle between pressure and flow at
variows flow conditions as needed for objective 2 of the research plan as discussed in section 1.3
In this chapter, introduction to the DPIV experimental technique and the experimental setup used
to obtain the velocity fields are discussed.

2.2 Digital Particle Ima ge Velocimetry (DPIV)

DPIV is a non invasive flow diagnostic technique used in a variety of flows to obtain
velocity fields. It is beyond the scope of the current work to discuss the details associated with
DPIV, and hence only the subject material reggiifor understanding the current work will be in
discussed. However the reader is directed towards excellent reviews on this subject by
Adrian[22], WesterwegR3], Gran{29], Willert and Gharif30] and serve as gdoresources to
introduce DPIV. Briefly, in DPIV neutrally buoyant particles are introduced into the flow,
which are then illuminated using a laser beam which passes through a series of optics to expand
into a thin sheet and reflected into region of indeas shown irFigure2.1. A high speed camera
is then used to capture sequential frames of such particles within the flbe sequential
images are then divided into small sub regions called interrogation windows, thesegatianro
regions are correlated statistically to obtain the displacement and hence a velocity vector within

this region. This process is repeated for the whole image to obtain two component velocity field.
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Figure2.1: Typical DPIV setup used to obtain velocity measurements within a field of interest.

The time delay between laser pulses which is the same as that of the camera trigger should
be chosen so that the displacement of the tracer particles is tesathesufficient resolution
and to avoid out of plane particles to enter or leave the light sheet. It is to be of note that the
camera and the laser are synchronized to trigger simultaneously and in order to achieve sufficient
temporal resolution while aintaining the spatial resolution, the camera can be triggered at a
constant frame rate or to occur at closer pulse pairs. The former case is also known as single
pulsing, the laser and camera have the same repetition and frame rates, and in the later also
known as double pulsing or frame straddling the first pulse of the laser occurs close to the first
exposure and second pulse immediately close to the beginning of the second exposure as shown
in Figure2.2 . In single pulsing consecutive images can be correlated to each other and hence the
sampling rate is equal pulse frequency of the laser and in doubling pulsing the sampling

frequency is equal to half the frame rate of the camera.
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Figure 2.2: Schematic illustrating frame straddling technique in DPIV, if the time dmtvihe
laser pulses is contarthen this will illustrate single pulsing technique.

2.3 Experimental Flow Loop

For steady flows, whether with rigid compliant walls the phase angle between pressure
and flow known as Impedance Phase Angle (IPA) is zero, however in case of pulsatile flow IPA
arises because of the unsteady inertia of fluid. Since flow at the walls has lower inertia compared
to the inerta at the center line, there arises a phase angle between the applied pressure and flow.
This IPA is a function of inductance, compliance and resistance of the flow[3d$pTo
investigate the effects of the IPA on blood flow a flow loop incorporating these elements and
capable of delivering peripheral and coronary waveforms where IPA is 450 and 2250
respectively was required to be constructed. Also this system was to opetiagerange of
physiological pressures i.e. between 80 and 120mm Hg.

An experimental flow loop was designed that include the elements mentioned above and is

shown inFigure2.3.
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Pressure Transducers

Bypass attachment

Figure 2.3: Schematic of the experimental flow loop used for the experiment. Insert shows
bypass attachment for the compliant chamber

The compliance chamber can be pressurized to a desired pressure baseline using
pressurized air, usually around 80mm Hgthespump drives the flow, the resistance which is a
pinch valve in conjunction with a solenoid valve can be controlled so as to achieve the desired
pressure offset between-80 mm Hg. The flow loop has been characterized for various flow
rates and frequeeies, the phase offset between the pressure and flow has been ardurd @25
which serves as the required setup for Coronary arteries. The compliance chamber has the effect
of dampening the pressure and flow waveform, although the effect of solereédhzs the
opposite effect. In order to achieve the phase offset df -adypass attachment was constructed
which was used for generating the peripheral waveforms.

Pressure transducers (Omega Engineering Corp) measure pressure upstream and

downstream othe stenosis. Flow is measured upstream of the test section using an ultrasonic
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flow meter (Transonic Systems Inc model T110). Labview was used to control the solenoid
valve and the gear pump, as well as procure the data for the pressure and flow.

2.4 Construction of Mock Artificial V  essels

The synthetic vessels are constructed using elastomeric silicone (Slygard 184, Dow
Corning Inc). Silicone and hardener are mixed in the ratio of 14:1. Our prior experiments with
measurement of compliar{@2] within these vessels revealed that this ratio yielded physiologic
compliance oflMPa which is close to the value btiman coronary arterig83]. A vacuum
pump is ued to remove the air bubbles from this mixture which can also be achieved by letting
the mixture sit for about 1hr. For Vessels with 4mm inner diameter with wall thickness of
0.5mm this mixture is carefully injected into glass tube of inner diameter Bnsteel rod of
4mm diameter is then placed within the glass tube with brass spacers at tlaes shdsvn in
Figure 2.4. The vessel with Slygard mixture is allowed to cure for 24 Hie glass tube is
broken by thermal shock ifeeezingthe glass rod for 5 minutes followed by a heat treatment in a
hot water The steel rod is then extracted yielding a highly transparent and uniform thickness

vessel.

Brass spacers

Figure 2.4. Figure illustratip the manufacturing method to produce transparent synthetic
vessels.
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CHAPTER 3

3. Robust wall gradient estimation using radial basis functions and proper
orthogonal decomposition (POD) for particle image velocimetry (PIV) measured
fields

Satyaprakash Karri, John J Charonko and Pavlos P Vlachos

Reprinted in itsentirety here with kind permission from IOP: Measurement Science and
Technol ogy ARobust wal | gradient estimati on
orthogonal decomposition (POD) for particle i
10.1088/09570233/20/4/04501, 2009, Karri, Charonko and Vlachos

Abstract

A robust method for improving the estimation of neall velocity gradients from noisy
flow data using Gaussian (GA) and Generalized Multiquadratic (GMQ) Radial Basis Functions
(RBFs) that optinzes fitting parameters to minimize the Biharmonic equation is introduced.
Error analysis of the wall gradient estimation was performed for RBFs, standard finite difference
schemes, and polynomial and spline interpolations at various spatial resolitierglation
grid sizes, and noise levels in synthetically generated Poiseuille and Womersley flow fields.
Also, the effectiveness of the methods on DPIV (Digital Particle Image Velocimetry) data is
tested by processing images generated using veloclts f@btained from Direct Numerical
Simulation (DNS) of an open turbulent channel and the estimated gradients were compared
against gradients obtained from DNS data. In the absence of noise, all methods perform well for
Poiseuille and Womersley flow yieldirtotal error under 10% at all resolutions. In the presence
of noise the GMQ performed robustly with a total error unded% even with 10% noise.
With DPIV processed data for the turbulent channel flow the error is on the ordet46f25
using Thin Plée Spline and GMQ interpolations. Optimization of the RBF fitting parameters that
minimize the energy functional associated with the analytical surface, results in robust velocity
gradient estimators but is computationally expensive. This computatiorexisexs reduced and
the accuracy of the proposed techniques is further improved by introducing a novel approach that
combines the gradient estimators with Proper Orthogonal Decomposition (POD). The
implementation of the interpolation schemes on the PODemoesults in improving accuracy
by 10-15% and reducing the computational cost by approximately 75%.

Keywords: Velocity gradient estimationgerivative estimationRadial Basis Functions, DPIV,

Proper Orthogonal Decomposition (POD)
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Nomenclature

a Weights for RBF basis

BiQ Biquadratic polynomial utilizing least
squares interpolation

b Weights for polynomial basis

Ck Shape parameter in RBF

Comp6 6th order Compact scheme

CR4* 4th  order ChaprRichardson hybrid
scheme

c Set of RBF parameters &titeration

Cx k™ parameter of a RBF

CubS Cubic Spline utilizing least square fit

interpolation

Dj(t) Projection coefficient for) POD mode
DPIV Digital Particle Image Velocimetry

E Biharmonic equation

FD2 2" order finite difference scheme
GA Gaussian RB

GMQ Generalized Multiquadratic RBF

L Characteristic length

85, . '8
Lanorm L, (f)=a@|f] &
s=1 -

3.1 Introduction

L.E
LERR
MQ
POD
RBF
RPC

SCC
TPS

—

U09)

P

~8 9 N

Iterative scheme to minimize Biharmonic
equation
lterative
error function
Multiquadratic RBF
Polynomial basis
Prope Orthogonal Decomposition
Number of points used to estimate
biharmonic equation

Radial Basis Function
Robust Phase Correlation
Standard Cros€orrelation
Thin Plate Spline RBF
Iteration number

Value of given data at poid§
Cartesian point (%)

Ri ppabds error
Relaxation parameter
Spatial resolution

RBF basis

j™ POD spatial mode

Eigen value associated with POD mode

scheme t o mi

functi on

Digital Particle Image Velocimetry (DPIV) is a namvasive opttal flow diagnostic tool

used in a variety of flows to measure a spatially and temporally resolved velocity field. Briefly,

in DPIV neutrally buoyant particles are introduced within the flow field, and a laser is used to

illuminate these particles withinragion of interest. Review articles by Adrigg#], Willert and

Gharib [30] and the textbook byraffel et.al35] provide comprehensive description to the

technique. These illuminated particles are then imaged using high speed cameras, and the

recorded images arercelated to obtain the associated displacements and velocity fields. Several

sources of error are present in the DPIV estimation, including imaging errors (optical distortion,

light sheet norfhomogeneity, background images) as well as systematic errdig velocity

estimation (peak fitting algorithm, image interpolation, peak deformation etc.). These errors are

further compounded when computing important flow parameters such as vdaujityshear



stress[25], and dissipation rat¢26] which require gradient estimation. A relatively low
measurement error in a well executed DPIV experiment can lead to substantial errors in these
derived quantitief27, 28] However, accurate determination of these quantities is critical, and as
such, methods for overcoming these difficulties have been the subject of many previous studies.

Effective evaluation of velocity gradient information begins with accuraterdetation of
the flow field. Accuracy can be improved in gradient estimation during the image processing by
improving the sulpixel velocity measurement86]. However, no matter how accurate the
velocity measurement algorithm becomes, somerexpatal noise will remain to contaminate
further calculations, and therefore gradient estimation schemes intended for experimental data
must account for this reality. Methods to do this include the use of higher order discrete
differential operatorf25, 28, 37]or exact derivatives of an analytical fit to the discrete [&8a
40].

Luff [28] studied the effect of noise when evaluating the performance of second and fourth
order finite difference methods and an eight point circulation equation in the evaluation of
vorticity using a synthetically generated Oseertesa In the absence of noise the error estimated
was 2.8, 0.004 and 4.3%. In the presence of 2% noise opposite trends were obtained i.e 14.9,
18.9 and 9.2%; with local smoothing and with local smoothing the performance of all the
methods was close to 3.8%oucault and Stanisl&37] evaluated the effect of spatial sampling
resolution and noise on the vorticity measoeat accuracy for various discrete differential
operators. They found little improvement beyofiidtder finite difference (FD2) scheme based
on the spectral characteristics of the various schemes. However, an improvement in accuracy
beyond FD2 scheme wakown to be possible by Etebari and Vlacfig. By combining a 4th

order compact scheme with Richardson extrapolatiorypacinoise optimized scheme (CR4*)
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was developed to work over the range of frequencies exhibited by DPIV and showed better
performance than FD2.

Direct differentiation of the analytical surface fit obtained using polynomials has also been
considered by seeral authors. In one such paper, Fouras and f8]dound that the analytical
differentiation of a biquadratic polynomial least squares fit (BiQ) using nine point grid is similar
in all resgects to FD2.

Other authors have used various Radial Basis Functions (RBF) to evaluate gradients. Sinha
and Kuhlman39] utilized both Adaptive Gaussian windowenpolator with finite differencing
(AGW-FD) and multiqguadratic (MQ) interpolation on the computation of vorticity and found
that the MQ interpolator was the better of the two. Speedling and RRjatompared AGW and
thin plate splines (TPS) with a smoothing parameter to estimate gradients and found TPS to be a
better performer. The first study did not investigate the dependence of the error on resolution,
and neither considered the effeaf the grid size. Moreover, the effect of these parameters
specifically on the estimation of gradient at the walls has never been considered in the literature,
despite its importance for estimating wall shear stresses. This study investigates duse eff
and also proposes a new method utilizing RBF interpolation with improved error characteristics
in the presence of noisy data. The analysis is focused on gradient estimation at the boundaries
since this represents the most challenging condition, wdthéhe methods presented herein are
equally applicable for estimating any gradients in general. Moreover, these methods can be used
for uniformly and unevenly sampled data or gappy fields, which offer an additional advantage
over traditional finite diffeence methods.

RBFs are radially or spherically symmetric functions, and have been shown to be one of

the best methods for the approximation of multivariate functions and scattered data interpolation
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[41-43]. Severbcommonly used RBFs are shownTable3.1. In some of the RBFs showny ¢
(k=1,2..) is a shape parameter which can be adjusted to vary the shape of the interpolated surface
obtained.

Table3.1: Choice of Radial Basis Functions, adapted from Fornjdeig

Piecewise smooth RBFs
Generalized Duchon spline r*>logr.c,i N

Thin Plate Spline (TPS) r®logr

Infinitely smooth RBFs
Gaussian (GA) e(-(ri/cl)z)

Generalized Mutiquadratic (GMQ)
Multiquadratic (MQ) (r +c?)
Inverse Mutiquadratic (IMQ) (r +c2) 12

(r +¢9)%,c, |0
1/2

When used for interpolation, the approxim&hi) is expressed as a linear combination of an
RBF, fi, centered at each one of the sampled point={x,y;) : i =} asXsho®réin
equation(3).

UOO=A%(a +ERCOP T Ex 02 (v 93

i=1 j 2 (3)
At each of these sample points the value of the interpoland (the functiortaotodiae

interpolated), P°(x.,y): i=1, 2, 3, én} , I s kA3 thevradial basisns usuglly at i or
supplemented with a polynomial basi,to better match any polynoat behavior that may
naturally occur in the interpoland, the form of which is given in equéipn
P(X)=[R(X% ), B(x 9> R(x ) £ xy% xy3 mterd o)
Herea; andb; are the coefficients for each RBF and polynomial term that are required to

makeU(X;) = U%(X) at all X;. For determining these coefficients, the projection opthignomial
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basis onto the weights of the radial basis is usually set to zero to guarantee orthogonality and

uniqueness, and is given by equat{bn

n
aP(X)a=0forj =1 >m
i=1

(5)

The form of equation(3) along with the condibn of orthogonality and uniqueness is

presented in matrix notation by equat{@nwith the form off and P given in equatiqf?).

f=

P=

¢ Pgan &el-
é F
P oy 10

@fl(xl, Yo B(Xy V). nf*¢, Y1) 2

1% Y2) B(Xar Y2)ooooe iM% ¥2) §
€ g
¢ u
¢ u
8f1(xn1 yn) £(Xn! yn) ---- n)(xn! yn) H

eR (g, Y RO W RO W)
L0 ¥2) RO ¥R 0% %) |
¢ t.
&R (%, Yn) B(%, Vo) B (% Y0)

(6)

(")

Inverting equation(6) yields the coefficient matrices fom and b and therefore the

andytical interpolated surface. The shape of this surface is inherently dependant on the choice

of the RBF along with the selection of the shape parameter set ck. and hence also determines the

accuracy of the gradient estimated.

Given that the shape of td8ng surface is critical to the gradient estimation, the fact that

TPS has no shape parameters would appear to make it more limited. However, TPS have a

property that makes them an attractive alternative. That is, when used with a polynomial basis of

order 1 or less, the solution to the Biharmonic equation (indiweensional form shown in

equation(8)) is identically zero.
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The functional E(f) can be interpreted as measure of surface roughness (or smoothness).
TPS is therefore considered the smoothest possible interpolaatdieen data set. The MQ
basis also has this property, but only in three dimensions, not in two dimensions.

The optimal choice of the parameters ck for RBFs has been investigated by several
authors, and for MQ interpolation several analytical equafimnénding the parameter c1 have
been proposed. Hardy5] suggested that c1 be chosen as 0.8115 * AVG, where AVG is the
average distance to the dd46lauseph D5AVGC instshe M@ ar est
method when he compared 30 different methods to interpolate several functions and Shulmin

and Mite | 6 M3 suggested using the formula given in equat®n

a alx-%% €ty 97

n(n- 1) (9)

Recently Rippd48] suggested an error function (described in se@i@.1.3 for selecting
a good value of the ck parameters for either MQ or GA (Gaussian) RBF interpolation. The
values of ck he suggested varied widely based on the test function utilized, and he concluded a
good value of ckisould take into consideration the number and distribution of the data points. It
is clear from these previous works that there are no universally accepted values in the literature
that can be utilized directly and that the choice of ck is inherently deptod the data set
under consideration.

To address this limitation, we developed airdimear least squares approximation in an
iterative scheme that minimizes the error function suggested by Rippa. Additionally we extended

the above formulation to a nessnoothness criterion by applying a minimization of equat®n
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The mathematical formulation of these schemes is presented in the $2tloh Our testing
shows this methodology increases the accuracy of gradient estimation compared to previous
approaches in the presence of noise and for a wide range of parameters. The effectiveness of
these methods is tested at various resolutions, oltgrpn grid sizes, and noise levels in
synthetically generated Poiseuille and Womersley flows. Additionally, to estimate the efficacy of
the techniques when used with DPIV data, the methods are implemented using velocity fields
obtained by processing imag corresponding to the DNS data of an open turbulent channel flow.
The use of these interpolation methods is computationally expensive, and in order to
alleviate the computational expense a novel implementation of Proper Orthogonal
Decomposition (POD) isuggested. This method is demonstrated and evaluated using the
previously described data obtained from PIV processed images generated from DNS simulations
[49].
3.2 Methods
3.2.1 Optimization Procedures For Cy

3.2.1.a Ly Norm of Error Function (L»err)

Rippa [48] suggested raerror functionthat mimics the error between the interpolated
surface and thanknown function whose data is to be interpolaféds errorfunction Z given
by Equatiof10) is the difference between the value at a given pbiifk;)) and the value
obtained by interpolation at that point by omitting the same. The parameters that minimize the L
norm of this error furtton decrease the error associated with the estimation of the excluded
point and hence are taken as a good valug. oFor this work we used the error function given
by Rippa as our objective function, and coupled it with alimear least square appilimation
[50] in an iterative scheme to minimize the objective function. This method is referred to as

L.ERR in the current wér The mathematical formulation using least square approximation was
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done as the same method can be extended to the minimization of other objective functions. We
will extend this formulation to the minimization of the biharmonic equation in section 2.1.b.

Let U°(X) be the value of the interpoland idt location andU' be a new interpolation
function obtained after excluding the poairitom the scheme. The error associated with this new
estimation of the" point is given by Equatiqd0). The parameters can be initialized to any
value, although a good guess minimizes the number of iterations required.

Z, =U%(X) - %‘((zﬁ&q(, ¢-)
function obtained after droppirX (10)
The rate of change & with respect to each of tlog can be obtained by differentiating the

above Equatioifll)

dz = & ——(X)dg
k1 MG (11)

dZ= AdC
é“ 1 ul
€ C (%) 2 (%)
éu 1 p:k
A= e @ B @
(%) 7 E(x)
ellcl p:k
ez, o d¢ o
_€ u _ € u
122¢ @ ydo= @
&z, ¢ d¢ g 2
Multiplying both sides of the above equation with ylelds Equatior{13).
ATdZ= A AdC 13
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Here we will write the equations f& parametergsuch asin GMQ) since that is the
maximum number of terms in the RBFs considered in this study. Howiegdorm of Equation
(14) is the samdor any number oparameters.In Equation(14) C° andc’ represent the initial
values ofc, we chose above. Substituting them into Equai®), we obtain our initial error
function Z°. We will try to reduce the error to zero in a single step, and therietoeeomes our

desired step size in Equati@ti) for finding the required changes iff.C

CO_ gY 0 Ue i 0 0
=&, B (X)) U(X, ¢ ¢

Solving Equation(13) for dC, we obtain an expression relating the change in the
parametersy to change in the objective functiotZ. If we assume thaZ is small, we can set
dZ=L¥ and directly compute the changednthat is required to forcg to zero (Equatiofi4)).
Replacing the differentialC with the differencddC, we then obtain Equatiqi5), wheret=1, 2,

é is the current iteration number.

t-1 T A AT 1
pctl AT IA B 15

However, the assumption of smBY is not necessarily satisfied, so a relaxation parameter
U is introduced to i mpr ov € withthmealulatea differentea.b i | i t
In the curent study the relaxation parameter was set to 0.4, and was further relaxed to 0.1 when

the iterative scheme was not stable.

t _ ~t-1 1
ct=c"t &« © 19
Finally, the new differencé&Z' is calculated at each poirtbased on the updated values of

Ck, and the process is repeated until some convergence criteria are met. The convergence criteria
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can be set to reach a certain level of accuracy, or when the incren@istlower than a certain
limit. Here we have chosen to iterate until thenbrm of ZZ' hasfallen below some threshold,
e At this point, the valuesadks houl d be near the optimum sele

interpolating the surfadd(X).

Dz' Ve(%) Y'(x g, q)

17
In general, the \.norm of a vectofs with Spoints was computed by Equati¢i8).
o ]/D
asL . 0
Ln(fs):@-|fs| O
Got - (18)

To qualitatively test the success of this optimization procedure, the algorithm was applied
to velocity fields of Poiseuille flow corrupted with 0.5% normally distributed random noise,
based on the mean velocity. We examined the interpolated surface using several grid sizes each
centered at the same location on the wall, as seleigume 3.1 and the grid size was increased to
observe its influence on the interpolation.

Figure 3.2 shows thesurface plots folGA interpolation for grid sizes of 5x5 and 10x10.
Qualitatively we tserve that oscillations occur at the boundaries as the grid size is increased
when C is chosen by $ERR method. Also, there is significant overshoot between velocity
measurements in the interpolated surfé&tgure 3.3 shows the same velocity field as shown in
Figure 3.2, but interpolated using TPS. The plots show a smoother fit as compared to the one
obtained using }ERR. As noted earlier the-barmonic equation is idenally equal to zero for
TPS and hence yields the smoothest possible interpolant. Based on these observations on the
behavior of the interpolated surfaces for higher grid sizes, and initial error analysis, we

hypothesize that aoptimum value oty can becalculated more accurately byinimizing E, and
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that doing so should alleviate the oscillatio

function. Later in the paper we will present complete error analysis of gradient estimation using

these methaglin order to support and prove this hypothesis which is a key contribution of the

current work.
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Figure 3.1: Poiseuille flow with 0.5 % noise illustrating the grid size and point of interest for
gradient esmation.
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3.2.1.b L; Norm of E Function (L;E)
Computation ofE is difficult as it involves evaluation of double integrals over the partial
derivatives of the interpolated surface. To avoid this difficuhg value ok in Equation(8) can
be calculated discretely at a selection of points across the interpolated surface as in(#Eguyation

including both the original nodal value§, as well as additional points sampled from the

interpolated function.
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The interpolant functiotJ takes the usual form, as in Equatid®), and the derivatives
are calculated analytically directly from it. &@tpolynomial terms will be limited to first order
thus guaranteeing that their contributiores identically zero. Given a large enough selection
of N, the discrete sum as shown in Equaii@d) should closely approximate the exact value of
E. Because we are interested in the case wWheapproaches 0, the; Inorm of these discrete
values was chosen as the function to be minimized instead of attempting to numerically or

analytically integrate across the domain.

Ezg E, (X, G 9)‘
p=1

(20

X, is chosen on a regular grid and all area terms in the integration will be equalg rirekin
L, norm equivalent to the discrete integral divided by the area.
Using E as the smoothness measure, an objective function analogous to EqL@atisn

constructed.ldeally E is expected to be zero, and thereEpge0 at each poirp.

DE, =E Ep( Xy Gy 9) (1)

The iterative process also consists of similar steps as takba derivation of the JERR

method, as shown below.

P =1 MC,
dE= AdC
e uE 3
7 X)) ?2 —(X
G 7 )
A= € @ B @
> (22)
L2 () 2 B (x,)
gHC, 0%
ed& o d¢ o
_e u _ € u
B¢ @ dC = & 4
gE, 4 30 dg ¢



As before, we assume an initial set of paramatérandc,’ as h Equation(23) and the
exact differentialsdE and dC can then be set equal to their differendei, and Dc,, and an
iterative process similar to the one used HERR isused to advance the solution shown in
Equations(24). The iterations are continued until the value pihbrm of DE falls below some

thresholdvalue.

DE® 0 E(%,¢°¢)

(23
Dl :(AT AY 17 g1
a'=cta & VED 0=E(x.¢.¢)
iterate untiI‘DEk‘ <€

(24

The effect of minimization of Erothe quality of surface fit compared to that obtained
using the LERR scheme on a 10x10 grid can be seerFigure 3.4. Qualitatively, the
oscillations are reducetthroughout the domain and especially at the banes. Quantitative
error analysis of each method when used for gradient estimation is presented in the results

section.
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Figure 3.4: Surface plots obtained by the two methods &RR and b) LE with GA RBFs on
10x10grid. Note the reduction in oscillations at the boundaries.

3.2.2 Additional Methods

In this work we will also consider previously established methods, namely, BiQ and Cubic
spline (CubS) with least squares fit analytical interpolatidhp@ler compact (Compé) finite
difference schemes, hybrid comp&ithardson % order CR4§25] and standard order finite
difference (FD2) schemes. These methods are used for comparison with the new ones introduced
herein. It should be noted that the finite difference schemes are not dependent on an interpolation
grid size but on their respective stencil size as these arnabttical in nature. Also, since the
gradients are computed at the walls/boundaries, forward/backward differencing is employed for
their estimation.

3.2.3.Gradient Estimation Through Proper Orthogonal Decomposition (POD)

Estimation of gradiestwith RBFsover a transient flow field is computationally expensive
asit involves a large number of matrix inversionsERR has O(r) operationsvhereas thé ,E
is O(rf). Moreover frequently these operations are performed on-ticwirate dataherefore,
the compuational costis proportionalto the number of time steps. If sufficient spatiotemporal

information is available, theomputational expense can be reduced using Proper Orthogonal
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Decomposition (POD). POD decomposedata set, in our casefluid flow field, in space and
time, into energy optimized orthogonal basis functions (spatmide3 and corresponding
temporal (scaling/amplitude) coefficief&l].

Mathematicallythe method is basesh the derivation of a set of eigenfunctions and their

associated eigenvalues thaminimize an energy variational in to order toost efficiently
. . . Y .
describe an ensembfdé. Fora givenvelocity enserble V , the POD method seeks an optimal

basis functioryU | that maximizes the relationship given by Equa@an

(#er}
W (29

Herg alb denotes the inner produé(,> the average an”i ” the norm. In pactice, this

problem becomes the solution of the Equatiz).

m&f’x)Av* 8>3>/ ( x)i%?( =V ()

POD is typically solved over a discrete set of measurements in tichepace, and the

(26)

eigenfunctiongalculated are the POD modes. Using a spatial average, instead of the traditional

time averaging, results in a slightly different forntida for the mode shapes, this is known as

the method of snapshof$2], and typically results in a smaller solution set with one

eigenfunction for every snapshot in time. The method of snapshots was used in the current study.
The result ofPOD decomposition yielda series of eigenmodes atiekir corresponding

time projection coefficientsvhich can be used to reconstruct the original velocity field by
linearly superimposing the individual modes as in Equafii), where; denotes the spatial

eigenmode ani;(t) is the corresponding projection coefficient in time.
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gd I gd
Vv 9=8/;(x 90
= (27)

When ordered by eigenvalue, the first POD mode (the mode with the largest eigenvalue)
captures the highest percentage of the energjye flow. The modes witteigervalues closer to
zerocorrespondo modeswith low energynoiseand hence can be discard&te contribution of

an individual eigenmode to the overall energy of the flow may be described as in E@&ation

/.
Energy Fractiorn= ——

a’,
i=2 (29)

The number of modes generated from a POD decomposition is equal to the number of time
steps in the flow fieldWhen thePOD decomposition ofhe flow field V(x y,) given in

Equation(27) is differentiatedvith respect tx, Equatiorf29) is obtained

gd j:n g a
W0y x5 W 0 5.0
o
(29

The elegance of this approach lies on the linear decomposition of the flow field into spatial
modes and time depéent projection coefficients, the differentiation of a subset of the spatial
modes and subsequently the linear reconstruction of the spatiotemporal gradient field. When
gradients are estimated directly from a given velocity field the time required isrpoopb to
the number of time steps, however using Equat{@d) the gradientis estimated on
predetermined number 6fOD mods andthen isprojected in timeThe summationof these
estimatedor several modeprovides theotal gradient Since all the modes are not required for
the estimation of a low order reconstruction of the flow field, the savings in computational

expense will be proportional to the number of unusedeadssentially, here, POD serves as a
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filtering technique, where the filtering is not based on frequency but on the correlated velocity
subspace and hence retains the most energetic features of the flow field. Using POD as a filtering
technique in gradi@s estimation has not been explored before and constitutes an additional
contribution of the current work.

The computational cost associated with various optimization schemes is dependent on the
size of the data set. Let the computational domain EpliXT vectors, wheré is the number of
vectors in the wall directionM the number of vectors across the flow direction, anthe
number of timesteps. If the estimation of gradients is performed asingn interpolation grid
andt is the average number dérations required for the optimization, thére computational
costassociated witthe L,ERR and LE methodsare givenn Table3.2.

Table3.2: Computational expense associatethwarious gradient estimation schemes

Method Computational
Cost
L,ERR O(NTtrP)
LE O(NTtr)

POD+ LERR | O(T3)+ O(kNTtR)
POD+ LE O(T3) + O(kNTtrf)

When POD is used in conjunction with these optimization schemesiaritle fraction of
modes used for reconstruction, assuming that the method of snapshots is the most efficient
implementation thertomputational cst associated these methods are as sednbie 3.The
computational cost for using POD in the gradient estimation clearly depends on the fraction of
modes used for reconstruction. When the inequalities givenuatieqs(30) are satisfied the
computational expense for P@mhanced methods is lower than direct application of the

gradient estimation to the original velocity fields.
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O(T3) + O(KNTtR) ¢@ NTt) fory ER

(30
O(T3) + O(kNTt) ¢@ NTt) for L E

We will demonstrate that using this method, both the accuracy and the computational time
required for gradietnestimation is improved.

3.2.4 Test Flows
3.2.4.a Laminar flows

To evaluate theperformance of the methods described above, lanfruaseuille and
Womersley flow fields were synthetically generated. The characteristic velocity (i.e average
velocity) used was 1m/s fdoth flows, characteristilength (radius) was 1m and 0.002 m for
Poiseuille flow and for Womersley flosy respectively. For Womersley flow tHeequency of
oscillationwas set td Hz.

3.2.4.b Turbulent flows

To test the effectiveness of the methods on turttiflews, data from2™ PIV Challenge
DNS simulation of aurbulent open channel floj49] were used contaminated with 0, 1, 10,
and 20% noise based on mean velocities. The effect of spatial resolution is neglected.
Additionally, to test the effectiveness of the RBF methadienapplied to IPIV velocity fields,
the synthetic particle images generated from this DNS data for use iif #& Zhallenge were
processed usinyvo correlation algorithmsa gandardcrosscorrelation(SCQO and RPC (Robust
Phase Correlation)p3]. The DNSand DPIV processed fields were availabledod and 8x8
pixel grid resolutions, respectivelyhe DPIV imageswereprocessed using first pass 064x64
interrogationwindow, 2™ orderdiscrete window offset and a second pass consistiag26k20
window. The medianvelocity errorfor SCC and RPC algorithnier this data sets 0.0691 and
0.0391 pkels, and the corresponding percentage error based on mean velocity is 0.57% and

0.42% respectively
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3.3 Error Analysis

To evaluate the random, bias and total errors assoamthdthe various methods, the
Poiseuille and Womersley flow data generated wemeupted with 0, 1, and 10%ormally
distributed radom noisgbased orthe magnitude of the mednl o w. Grid resol uti
varied from 0.004 to 0.2vhere (pis the grid spacing and L the characteristic lendtbr
completeness, the mathematical dggions of the above errors are givendquation(31). The
test matrix is given in

Table3.3.

1 N
Bias Error = B ):ﬁ el f- ofct

Random Error = R{ ):% (- a\fg 2)

Total Error = T¢ ) :\/ B(Ff+R(}

(31
Table3.3: Gradient Estimation Schemes and grid resolution used for error analysis

IntGerri%oISa}ggn Gradient Estimation Scheme mp/ |
3x3 GA L;E (Gaussian with {E optimization) 0.004
5x5 GA L,ERR (Gaussian withJERR optimization ) 0.008
7 TPS 0.012

9x9 BiQ 0.02
CubS 0.04

GMQ L;E (Generalized Multiquadratic with optimizatig | 0.08

FD2 0.1

Comp6 0.2

CR4*[5]
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For the turbulent flow data, exact values of the velocity derivatives were not available.
Therefore, gradients estimated from Comp6 method on 4x4 DNS data were used as the reference
values since higher order meth@ie the most accurate for high resolution data in the absence of
noise.The DNS velocity fieldswere corrupted with variousandom normally distributedoise
levels of 1, 10 and 20% based on mean velocity of the DNS flow &ett gradients were
estimatedusing a 9x9 interpolation grid siz€achof the method wasalsoused to calculate the
gradients from the PIV velocitiesing both th&CC and RP@lgorithms

To demonstrate the usage of POD for the estimation of gradients, gradients were obtained
using POD modes from SCC and RPC processing of the turbulent channel flow images and
compared against those directly from these algorithms.

3.4 Results
3.4.1 Error Analysis For Poiseuille Flow

Figure3.5 shows a selection of plots of biasdatiotal error for the Poiseuille flow cases in
semtlogarithmic scale. In the absence of noise, the random error is zero hence the total error will
be equal to the bias error. For FD2, Comp6, BiQ, and CubS in the absence of noise for Poiseuille
flow the asociated error is practically zero, possibly favored by the parabolic character of the
velocity profile.For CR4* as seen iRigure3.5a, t he bias error is conta
0.02 and increases to 3% at /L =0. 2. Al s o,
methods are not dependent on the grid size (only on grid resolution and their stencil size) as
these are not bad®n an analytical surface fit. For comparison their data and trends are repeated
in the subsequent plots.

For RBF based interpolation methods, the bias error increases as resolution is decreased
and increases as larger interpolation grids are usedelalibence of noise and when using a

small 3x3 interpolation grids seen irrigure 3.5a, the bias error is contained within 2% for all
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methods at high resolutiqghop/ L < 0. 02) and i nErned%®BsTPIa 20 %
o/ L =0. 2. Using a | ar ger F@wed.5bitmetbiasrepoo ihcaeaseson g r
and is contained within 10% frtlerincrgasds tog9%0for0 2 f o
GMQL;Eand45%andap/ L =0. 2.

In the presence of noise using a small interpolation grid the total error increases with
decreasing resolution. Using 3x3 grid size at 1% noise |&iglie3.5.c) thebest methods were
GMQ and TPS at hi gh wherestieelerwot is 30% and 50% kespectively. t0 4 ) ,
low resolution (i.,egp/ L = Ohet®e) methdde are FD2 and GMQ where the error is about 3%.
The minimum error exhibited by GMQ and TPS oscurf or @/ L = 0.04 and i
6% for both methodas seen ifrigure3.5c. Increasing the grid size 9x9 grid at the same noise
level as seen ikigure3.5d, the best methods were GMQand BQ hi gh resol uti or
0.02 the error at o L =0.004 is |l ower than wh
5% and 20% total error is obtained by GMQ and BiQ respectively. As sdegure 3.5e, at
10% noiseusng 3x3 interpolation grids the |l east toc
and TPS which can be as high as 400% to 650% respectively, wiple &t =0. 2 t he er r
same methods is about 10% . However by using a larger grid size of 9x9 tbeer at @/ L =0
is reduced to 40% using GMQ method.

In general, by using a larger interpolation grid at higher resolution and lower interpolation
grid at lower resolution, the GMQ interpolation scheme exhibits the least error compared to other

methods ged in the study.
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Interpolation grid size 3x3 Poiseuille flow, 0% noise Interpolation grid size 9x9 Poiseuille flow, 0% noise

10° : : T T T T T 10 T P e T
| ocmebome ol GALIE B e e
a) I B S =ESSES L 0--TPs ? b)
10° | S -D--BiQ 10’
-0~ CUBS
- -GAL2
10° - - -GMQLIE 102 |
—*— FD2
—— COMP6
10° - RO 10* F
-
]
(=
w 8
= L y 10
g 10
7]
o
° 10° 10°
10" . 10"
107" v 10721 e Vo B
e Y — e e et
0 002 004 006 008 01 012 014 016 018 02 0 002 004 006 008 01 012 014 016 018 02
AL AL
5 Interpolation grid size 3x3 Poiseuille flow, 1% noise . Interpolation grid size 9x9 Poiseuille flow, 1% noise
10" ¢ 7 T 7 T T T T 10 7 T T T T T ; T
C) E -—+-GALIE d -+ -GALIE
I -<O--TPS ) -<--TPS
+ i
’*\ -D--BiQ g ‘~»..___»+_ -D--BiQ
L% --O--cues | N st R | . --0--CuBsS
bt - - GAL2 T -se-cALl2 [
ey -8~ GMQ LIE -8~ GMQ L1E
Mvmmicg —%— FD2
10° Ly b I —%— COMP6 || iof
: ==i={ —%—CR4"

%Total Error
IO
%Total Error
3

i

0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 0.18 02 0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 0.18 0.2
AL AL

Poiseuille flow, 10% noise Interpolation grid size 9x9 Poiseuille flow, 10% noise

Interpolation grid size 3x3
T 13 T

10 o T T 1 r 10* T 7 T o
Ba -—+-GALIE -—+-GALIE
e) —O--TPS f) -0~ TPS
-D--BiQ -D--BiQ
N e T --0o--cuBs || 10° -0~ CUBS
---- -4--GAL2 1}
-~ GMQ L1E

10° | 107 1
5 | RN e s BB e
e =
I w
T 10 10 .
L L o S o S P S e S TR
i s s e e e e
3 3

10’ = 10° |

10" 10"L

107 L I L I L 1 10? i 1 i L 1 i 1

0 0.02 0.04 0.06 0.08 0.1 0.12 0.14 0.16 0.18 0.2 0 0.02 0.04 0.06 0.08 01 0.12 0.14 0.16 0.18 0.2
AL AL

Figure 3.5: Total error in estimating gradients at the wall fowiseuille flow for a given
interpolationgrid sizeand noise level at various resolutioa33x3 interpolation grid without
noise, b) 9x9 interpolation grid without noise, c) 3x3 interpolation grid at 1% nbjis@x9
interpolation grid at 1% noise, e) 3x3 interpolation grid at 10% noise, f) 9x9 interpolation grid at
10% noise.
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Figure 3.6: Total eror in estimating gradients at the wdbr Womersley flowat a given
interpolationgrid sizeand noise level at various resolutioa3 3x3 interpolation grid without
noise, b) 9x9 interpolation grid without noise, ¢) 3x3 interpotatyrid at 1% noised) 9x9
interpolation grid at 1% noise, e) 3x3 interpolation grid at 10% noise, f) 9x9 interpolation grid at
10% noise.
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3.4.2 Error Analysis For Womersley Flow

The trends exhibited by the various methods for Womersley flow are simildiose t
obtained for Poiseuille flow and are shownHigure 3.6 in semtlogarithmic scale. The bias
error increases with decreasing resolution for all methods, and with increasing interpolation grid
size, except foCubS, where the error decreased, and for finite difference schemes, where the
error is constant across various grid size as mentioned before.

In the absence of noise, using a 3x3 interpolation gsicseen irFigure 3.6a, the best
met hods are Comp6 and CubS, where the error i
/L =0.2 the error is contained below 0. 2 %. F
where the error was bel ow0.22he érfdr Wasn21.448p/ Using<a0 . 0 2
larger 9x9 interpolation grid as shown kigure 3.6b, the best methods are CubS and Comp6,
where the error was below 0.01% and ad. Fopp/ L =0
RBF based methods the | east error is exhibite
38.1%.

At 1% noise using small 3x3 interpolation gad seen irFigure 3.6¢c, considering total
error the besimethods are GMQ and TPS. In this case the maximum error for these methods at
high resolution i.e. @/ L< 0.02 occurs for o
and TPS respectively and decreases tsnghess t|
larger 9x9 gridFigure3.6d) t he best met hods are the GMQ an:i
0.02 and BiQ and FD2 for o/ L >0.02. I n this
contained within 12% or @/ L < 0. 02.

At 10% noise, using 3x3 grid as seerFigure3.6e t he | east t ot al erro
exhibited by GMQ and TPS where error is 400 and 550% respectively. However, utilizing a 9x9

grid as inFigure36f t he error at o/ L = 0.008 is reduced
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In general, use of a large interpolation grid for high resolution and small interpolation grid
for lower resolution results in better performance of GM&hod compared to any of the other

methods presented over the widest range of conditions.

3.4.3 Error Analysis For Turbulent Channel Flow And DPIV

The total errorof the differentmethods plotted in sermgarithmic scale at various noise
levelsfor DNS dataat 4x4 pixels is shown on the left side of #igure3.7. Processing of RPC
and SCC PIV algorithms was performed on an 8x8 grid resolution, hence for comparison, errors
were obtained using DNS data undersamptethé same resolution. These errors obtained with
undersampled DNS data and the PIV algorithms are shown on the right side of the plot (shaded
with a gray background).

The higher orderfinite difference schemes are the best methods in the absence of noise
therefore the Comp6 scheme was taken as the baseline for comparison. The next best method
was CR4* showing 5% increase in errblowever evenin the presence df% noise the errors
associated with these methods escalate to unacceptable(ls@%¥s forComp6, 90% for CR4*
and 49% for FD2)In this case the best methods are CubS and TPS showing 6.5% and 9% error.
At higher noise levels (10 and 20% noise) the GMQ is the better scheme showing 20% and 25%

error respectively
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Figure3.7 : Total error associated with gradients computed at the wall for DNS data on 4x4 pixel
grid resolution at various noise leveRight side (shaded in gragx8 pixel grid resolution DNS
data andPIV processed data with RPCd8CC methods

For PIV processed data the best methods are BiQ and TPS, which have 23% and 30% error
for RPC method and 26% and 35% error for SCC method. It is also interesting to note the GMQ
method is robust in the presence of noise, and the erranassbwith it remains about 40% for
RPC, SCC and DNS data on 8x8 grid. While the other methods are each better in certain cases,
in other circumstances they can demonstrate unacceptably high levels of noise. In contrast, the
GMQ method when paired with;E optimization shows consistent error levels between 20%

and 40%, meaning the error levels are consistent and bounded over a wider range of conditions.

Since the error levels in experimental data are not always known, this can be a great advantage.

44



3.4.4 Gradient Estimation Using POD

POD modes using PIV processed data using SCC and RPC schemes were obtained and
gradients were estimated on these modes and projected in time. Tdfieauthe number of
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Figure3.8: Total Error associated with gradient estimation fraftow field reconstructed using
POD modes for SCQ@op) and RPQbottom)PIV algorithms
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modes used to estimate gradients was based on reconstructing 99.5% of the energy. In the
current case 2Bhodeswere required to capture this amount of enelggctual flow fields were
used, the gradient wouldeedto be estimated in 100 time instances for the current Gdses.
using POD to accelerate the estimation of gradients results in 75% reductiacesging time.
Figure3.8a and 8b show therror associated with gradient estimation when a certain number of
POD modesare used to reconstruct the flow fielding PIV processeBCC and RPC schemes
plotted in semiogarithmic scke. For comparison, the error associated with the estimation of the
gradient on 8x8 pixel PIV data without POD reconstruction is shown on the right side of each
plot.

The energy distributioand mode shapdsetween various POD modes for both methods is
esentially the same since it is the same flow field processdddifferent algorithmshence the
POD modes are quite similar as expect8lightly better accuracy igradent estimation is
achieved through RPC processing (minimum error of 19.44%)thiembtained through SCC
processing20.5% minimum error), both utilizing TPS interpolatidrhis is expected as the RPC
method has lower mean eriarvelocity measurement for this flow field esmpared tahe SCC
method However, in both cases the errditained is lower than that obtained when gradients
are estimated directly from PIV data, where the corresponding error was 29.7 and 35.89% for
RPC and SCC respectively, using TRE.general the accuracy obtained from using RBF
methods in conjoction with POD is greater than that compared to other methods.

The best methods for gradient estimation through POD modes are TPS and BiQ methods.
Although BIQ interpolation schemes seem to be better gradient estimators while using data
directly from PIV processmp better accuracy is achieved using TPS for gradestimation from

POD modes, with the further advantage that no approximation is performed on the velocity field
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using TPS, as compared to BiQ where least squares approximation is performed to obtain the
interpolation.

3.5 Conclusions

This study demonstrates the usage of RBFs for improving gradient estimation accuracy
near walls and boundaries in the presence of noise. A minimization of the energy functional (i.e.
L.LE nor m) and Ri p pERRsNorm)y assoaiated witim analyticalrsurféce fit of
given data is introduced and it is cast in a form that employs an iteratid@eanleast squares
scheme. CubS, BiQ, and various standard finite difference schemes were also investigated in a
variety offlow fields that include, Poiseuille, Womerslagd turbulent flow in an open channel.

The effect of various grid sizes, along with the optimization of the RBF parameters based on
minimization of the energy functional is explored. Data are interpolated @asmoving grid

where the point of interest is centered along the longitudinal axis of the grid and the grid extends
transversely into the flow.

The use of kERR Norm optimizes the RBF interpolation so as to minimize the error
associated with the prediocn of a point when the interpolation omits that point. The
performance of this method is comparable to other interpolation schemes in the absence of noise,
however it is not suitable for noisy data as it leads to oscillations in the analytical surface fi
This is probably because the method is attempting to predict a point in a noisy field. The usage
of L1E proposed in this paper alleviates this problem. Optimization of RBF parameters #Sing L
for GMQ interpolation works to reduce the errors associati¢ll gradient estimation. In the
presence of experimental noise, using a small grid size at low resolution and larger grid size at
high resolution results in greater accuracy for the GMQ usjigniorm than any other methods

used for Poiseuille and Womesglflows at most resolutions.
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For turbulent flow in an open channel, the best methods were BiQ and TPS at low
percentage noise and GMQ utilizinggH. methods for higher percentage noise. For data
processed from PIV the error associated with the gradiéimat®n was lowest for BiQ, TPS
and GMQ methods in that order. Although GMQ is not the best method for turbulent channel
flow, the error level is consistent i.e-28% between various noise levels and is the best method
for higher noise levels. Also thaccuracy is achieved without filtering of the data as is the case
with BiQ.

Although this implementation achieves better accuracy in the presence of noise at most
resolutions compared to other standard methods, it requires extensive computational time. In
order to assuage this problem, a novel utilization of POD for the gradient estimation is presented.
The estimation of gradients using POD reconstruction is similar to that performed on regular
data, except the gradients are estimated on individual kp&ila modes and projected in time.

The computational expense utilizing POD modes is proportional to the number of modes used
for reconstruction compared to number of flow field time steps. The use of POD modes serves as
a low order method based on the mesergetic modes within the flow which improves the
accuracy further than that obtained without reconstruction. For the current data set i.e turbulent
open channel flow, 25 out of 100 modes were required to reconstruct 99.5% of the total energy
and hencehte computational expense is reduced by 75% and the improvement in the accuracy is
about 1015%. This is true since the computational expense of POD is an order lower than that
required for the optimization procedure in the current case. For data sep®dsbass larger
number of time steps, the number of modes required for similar reconstruction might be the same

and this efficiency may be further improved.
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Although the methods suggested in the current work are not accurate estimators in the
absence of riee, they are robust methods in the presence of noise. In other words, they perform
predictably well regardless of the presence of experimental error, unlike some of the more
commonly used methods that can fail dramatically when noise is introduced. métbeels are
also superior in the sense that they can be used for data which are irregularly spaced. Finally, it
should be pointed out that these methods are not limited to gradient estimations and can be
applied to any other area of scattered data inkatipa.
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Chapter 4

4. Time-Resolved DPIV Investigation of Pulsatile Flow in Symmetric Stenotic

Arteries - Effects of Impedance Phase Angle

Satyaprakash Karri and Pavlos P. Vlachos
Under reviewin Journal of Biomechanical Engineering

Abstract

The effect of impedance phase angle (IPA) on the flow characteriste&tenosed compliant
vessels for coronary (IPA225) and peripheral flows (IPA45)) is investigatedusing Time
ResolvedDigital Partcle Image VelocimetryTTRDPIV). Synthetic arteries with 50% and 75%
stenosis at various physiological conditions with Reynolds numbers (Re) of 250, 350 and 450
and corresponding Womersley parametdr «f 2.7, 3.2 and 3.7 were studied and wall shear
stresses (WSS), oscillatory shear index (OSI) and recirculation lengths were determined.
Additionally, flow transitioral characteristics were examinagsing power spectral density
(PSD), wave number speatand turbulence statistics of the axial velocity componentisit
observed that the coronary flow conditions exhibit lower wall shear stresses and larger
recirculation lengths compared to peripheral floideanpeak shear stresses can be as high as
150 d/n/cnf and 92 dyn/crhfor peripheral and coronary flows respectively with 50% stenosis at
Re = 450 and U = 3.7. T h e s?and 498 tyo/efsespectively b e a's
for the same conditions with 75% stenodibe OSI is close to 0.5 near the reattachmenntpoi
indicating fluctuating WSS over the entire cardiac cycle for both 50% and 75% stenosis. For
50% stenosis OSI fluctuated at various locations over the length of the vessel indicating several
regions of recirculation in contrast to a distinct recircatatiegionobservedor 75% stenosis.

PSD plotsacross various crossections along the length of the vessel and wavenumber spectra
along the centerlinendicate that turbulence occurs only for 75% stenosis. For coronary flows,
the streamwise locations wherthe flow transitiors to turbulence and relaminadg are
approximatelyone diameter upstream compared to peripheral flows indicating that coronary
flows aremore susceptible to turbulence.

Keywords: Time ResolvedDPIV, Arterial Stenosis, TransitionCoronary Flow, Peripheral
Flow, Impedance Phase Angle

Nomenclature

a” Directional cosine LDV Laser DOpplel’ Velo(.:imetry

. . LES Large Eddy Simulation
Cr Variable used for computing reverse oslI Oscillatory Shear Index

coeff!uent . P First invariant ofVelocity gradient tensor

CVD Cardiovascular diseases PSD  Power Spectum Density
DNS D!rect Numerical Simulation Q Second invariant of velocity gradient tensor
D Diameter . R Third invariant of velocity gradient tensor
DPIV Digital Paticle Image Velocimetry RBE  Radial Basis Function
GMQ Generalized Multiquadratic
IPA Impedance Phase Angle R, Reverse Coefficient
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RMS  Root Mean Square value W Antisymmetric part of the velocity gradient

Re Reynolds number tensor

S Symmetric part of the velocity griht o jth eigen value of themodified pressure
tensor hessian

WHO  World Health organization i Swirling rate within a vortex

WSS Wall shear stresses &i Strain rate Tensor

U Womersley number m Dynamic viscosity

bV Velocity gradient tensor
4.1. Introduction

Cardiovascular diseasg€VD) are the number one cagsef deathin the world
According to the World Health Organization (WHQ}7.5 million people died from
cardiovascular disease in 2005, representing 30% of all global d64ih©f these deaths, 7.6
million were due to heart attacks and 5.7 million due tokst If current trends are allowed to
continue, by 2015 an estimated 20 million people willahauallyfrom cardiovascular disease.

The trends are similar in the United States where on average 1 person dies every 37 seconds due
to CVD. In 2008, an estiated 770,000 Americans experienced a new heart attack due to
coronary stenosis, and 600,000 will experience a first si&il{e

Hemodynamicglays a critical role in the progression of cardiovascular disgaé¢ and
stroke There is strong evidence linking the fluid mechanical stresses to the transduction
mechanisms that trigger biochemical responses leading to atherosclerosis or plague formation
[57]. When plaque buildip results in arterial occlusions, the flow characteristichénblood
vessels can be significantly altered. This digression from healthy flow conditions results in sites
of abnormal wahlshear stresses. Such abnormalities may result in excessively high or low shear
values as well as large spatiotemporal variatiorhe locations of low waBhear stressg$8,

59] and rapidly changing wahear stress¢&7] often occur near sites with strong curvature and
branching and are most prone to arteriosclerosis. Hence, understanding the role of

hemodynanics in the formation of arteriosclerosis is of significant clinical importance.
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The effect of stenosis on the flow characteristics of vessels has been studied numerously
through experimental techniqug60-63], andytical approacheq§64-66] and computational
methods[67-70]. Flow through stenotic vessels is characterized by high shear rates, flow
separation and possibly turbulence detmeam of the stenosis. A central jet emanates from the
throat of the stenosis creating shear layers, which result in recirculation regions bounded by the
jet and the wall. The separated regions have low-stahr stresses (WSS) and high particle
residene timeg[70, 71} which are linked to platelet activation and thrombus formdt@n 73}

WSS as high as 1500 to 3000 dynfdrave beemredicted at the throat of stenosis depending on
the flow conditions and the severity of the stenosis. The location where the separated jet
reattaches to the wall has beerkéd to thrombus formatiofr4] and it is very likely that around

this stagnation point WSS fluctuations result in high oscillatory shear index (OSI) for pulsatile
flows.

Flow downstream of the stenosian become turbulent depending on Reynolds number
(Re) and Wo mer $I,e69, 75) Tejibitalret & [68] used direct nunrecal
simulation (DNS) and large eddy simulation (LES) to study the flow in constricted channels.
Their results indicate that transition to turbulence occurs downstream of the channel where the
separated shear layers reattach to the channel wall. The wahjpequency spectra of the
velocity show characteristic shear layer frequency that monotonically increases with Re. Betralis
et al[77] studied flow past stenotic channel using laser doppler velocimetry (LDV) and DNS
showing the jet that forms in the stenotic region becomes unstable, forcing a roll up and
subsequent breakdown of the shear lagersing turbulence followed by relaminarization. DNS

simulations by Sherwin and Blackbufrg] in 75% stenotic tubes that indicate the same result
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with transition mechanism occurring through a subcritical pedimabling bifurcation that is
caused by alternating tilting of the vortex rings which break down biirsgliction.

Despite extensive previous research several important questions remain unanswered. Most
notably, both computational and experimental efforts have neglected the effects of compliance.
Moreover, previous experimental efforts have not beentaldeliver spatiotemporal resolution
sufficient for resolving the transitional characteristics of the flow. For steady flows, with both
rigid and compliant walls, the pressure and flow are in phase. However, in the case of pulsatile
flow, a phase differerecbetween the applied pressure and flow rate, also known as Impedance
Phase Angle (IPA), exists, and depends on the compliance and pulsatility of the system as a
function of inductance, capacitance and resistance of theg3lbjw Peripheral flows such as the
carotid arteries are characteristic of an IPA e#5° while in coronary flow, the phase angle is ~
-222 [78]. This difference occsrbecause in coronary arteries, the peak flow occurs during
diastole when the myocardial muscle is relaxed and the pressure is low.

In the current work we investigate-witro using Time Resolved Digital Particle Image
Velocimetry (TRDPIV) the dependemcof flow parameters specifically WSS and OSI in
stenosed 50% and 75% occlusion by diameter) subje@ oI f or varyi ng Re and
physiological conditions corresponding to rest, moderate exercise and strenuous exercise
condtions. The transitional characteristics of these flows are analyzed using velocity spectra,
wavenumber spectra and turbulenaistics.

4.2 Methodology
4.2.1 Time Resolved Digital Particle Image Velocimetry

DPIV is a noninvasive planar velocity measurement technique that delivers high spatial
and temporal resolutiof30, 34, 35] In DPIV, neurally buoyant particles are introduced into the

flow which are imaged using high speed cameras, these images arecatreksded in order to
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obtain velocity fields. In the current experiment, frame straddled images were obtained where the
time step betwen laser pulses was 100usec and 500 image pairs were recorded per second at a
magnification of 18um/pixel. Hollow glass spheres of 10um diameter were used as flow tracers
in the experiment. The total data acquisition time was 2 secondsS#kedm 5 camer@dDT)

with 1280x1024 pixel sensor resolution and a pixel size of 12 um was used. Our field of view
was 5D x 1D (Width x Height in diameters (D = 4mm)) and therefore the camera was traversed
streamwise to acquire data at multiple regions of interest (RIOMg the length of the vessel.

For 50% stenosis, data was acquired at two ROI covering a total length of 10D and in the case of
75% stenosis, data was acquired at three ROI covering 15D with the throat of the stenosis
located at 2.5D in the ROI as illuated inFig. 1 Throughout this paper, the throat of the
stenosis will be considered as the reference (X/D=0) and the axial distances will be measured
from this location as illustrated Figure4.1.

The data was processed using 64x8 pixel rectangular windows usifftoed@r central
difference dynamic window offset (DW@j9] algorithms and the vector spacing was 4 pixels or
72um both in the axial and radial direction. Typical error using DWO algorithon ihe order
of 0.1pixel[79] with a conservative estimate of 10% error in the true displacement. Due to the
low correlation between images at the ROI boundaries of the data sets obtained, when the time
averaged data for all ROIs are combined a discontinuity in the vefaddyg is shown at these

locations.
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Figure4.1l: Schematic of the geometry and theardinate system with the ROl where data was
acquired.The locations where the power spec®&D) for axial component ofelocity (U) were
calculatedare shown with dashed lines.

4.2.2 Experimental Setup

Figure4.2 shows a schematic of the experimental flow loop, that allows the control of the
IPA with the unsteadiness of the flow seryias the inductance, the compliance chamber serving
as capacitance, and a solenoid valve in conjunction with a pinch valve that serve as resistive
elements. A computer controlled gear pump was used to drive the flow utilizing a Labview
program. Physiologally, in the coronary circulation the peak flow occurs during diastole when
the myocardial muscle is relaxed and pressure is low. In order to mimic this experimentally, a
compliance chamber was designed to be pressurized up to a desired baseline pressure,
approximately 80mm Hg, and as the pump drives the flow, the solenoid valve wasfshut
simulating the myocardial contractions and thus obtaining the desired phase offset as in coronary
arteries. The phase angle between the pressure and flow wavefodaterasined by the cross
correlation of the two signals. The peak of this correlation gives the lag between these
waveforms. The cardiac cycle was considered to b&@@Dthe lag between the two signals was
thus used to determine the phase angle. Admiskia pinch valve provided the desired pressure
range between 8020 mm Hg.In order to simulate peripheral flows, a bypass attachment was

constructed shown in the inset kig. 2 that circumvents the compliancearhber and hence
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provided the necessary IPA of45° where the peak flow occurs close to peak pressure. The
flow loop allowed flexibility in varying the setting of the pinch valve, the solenoid valve and the
pressure setting for the compliance chambers@&hsetting were adjusted in order to obtain the
desired pressure and flow waveforms, and were kept constant during the expdPiasesire
transducers@mega Engineering Corp model no PX3W5GV) upstream and downstream of

the test section were used witlccuracies of 0.25% full scale and an ultrasonic flow meter
(Transonic Corp model no. T110) was used to measure the flow rate waveform. The accuracy of
this flowmeter is about 10%rhis flow loop was characterized for various flow rates and
frequencies; e IPA was found to be aroun@25 ° 10° for coronary flow conditions and

45> 5% for peripheral flow conditions. Typical flow and pressure waveforms are shofig.ig.

liance cl

Figure4.2: Schematic of the experimental flow loop used for the experiment. Inset shows bypass
attachment for the compliant chamber.

57



(=]

0.5 1 1.5 2 0 0.5 1 1.5 2

a) 120 55 120 T 55
— Pressure —— Flowrate b) m— Dressure -~ Flowrate
115 115 150
110 110
= = 1wz
< 105 E 105 E
=) 3 E 40 3
5] £ E E
*g 100 1 *g 100 o
2 e 32 135 &
s 95 2 2 95 3
L s £ o
a» =~ =
90 = 90 170
85 85 125
80 - 80 e
0 0.5 i 1.5 220 0 0.5 i 15 220
Time(Sec) Time(Sec)

Figure4.3: Typical flow and pressure waveforms for a) periphficav and b) coronary flow at

Re = 250, and U = 2.7. Note that, for coronai
minimum.

The synthetic vessels (D = 4mm) for this experiment were constructed using elastomeric
silicone (Slygard 184, Dow Corninigc). Silicone and hardener are mixed in the ratio of 14:1.
Our prior experiments with measurement of compligi3@ 80] within these vessels revealed
that this ratio yielded physiologic specific compliance of 1MPa whiatiase to the value of
0.54MPa obtained by Anayiotis et [@1] assuming the same dimensions. Glass stenosis with
outer diameter of 4mm and 20mm length (~ 5D) with 50% and 75% blockage by diameter were
inserted into the manufactured vessels. As such the stenosed region is rigidhaitieohgst
vessels maintains physiological compliance. This is an acceptable approximation considering
that plaque at the disease sites hardens the vessel walls.

The working fluid was a mixture of glycerin and water in the ratio of 40:60 which serves to
match the viscosity to that of blood and simultaneously matching the index of refri@@2jon
closely to that of the vessels thus reducingréfkections at the wall. The flow conditions used
for the current experiment were chosen to match physiological rest, moderate exercise and
exercise conditions. These experimental parameters are shdwblay.1. The Re is based on

the mean velocity of the flow and diameter of the vessel.
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Table4.1: Experimental test parameters used in the current study.

Kinematicviscosity of blood=3.776 nt/s; Density=1060kg/rh; Diameter =4mm
Reynolds number| Womersley numbe|  Frequency Frequency Flow rate
(Re) ( U) (Hz) Beats/min mL/min
250 2.7 1.0 60 178
350 3.2 1.5 90 248
450 3.7 2.0 120 320

4.2.3 Wall Detection

To estimate wall locations, the maximum intensity at a pixedtion for 20 consecutive
images was obtained. This image represents the interior of the flow as particles used in the
experiment pass within the interrogation region. The wall location was estimated where the
gradient of the image takes a step change.obt@ned wall location was then smoothed using a
moving average over a length of 20 pixels. Furthermore, a smoothing spline is fitted to the data
in order to minimize fluctuations in regions where the wall location was incorrectly determined.
Thus, the wdlnormal vector which is required to calculate the WSS as sdeqg. i, can also be

calculated from this spline function.

Figure 4.4: Curved wall given by solidine within the interrogation area, the points indicate
discrete points where velocity is estimated using PIV. The arrow is the wall normal vector, and
its angle from the vertical is measureddyy
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4.2.4 WSS and OSI Estimation

It is extremely difficult to measure WSS from DPIV flow fields due to the presence of
noise [24, 25] For the current work we developed and implemented a novel method for
accurately estimating WSS. Using Radial Basis Functions (RBFs) and Proper Orthogonal
Decomposition (POD) we have shown improved WS$8nesion accuracy compared to other
methods in the literature even in the presence of high levels of noise in the velocity
measurementq83]. This method interpolates a portion of the data using generalized
multiguadratic RBF (GMERBF) interpolation onto an analytic surface while minimizing a
biharmonic equation. For the current work, a 9 x 9 interpolation grid cerdgszinwise on the
analysis point was used to interpolate the data and the derivatives were estimated analytically.
We recently implemented this method to compute WSS in stented synthetic §Berigs]with
very good success.

Computation of WSS is straightforward in the case of straight walls, where the strain rate

in EQ.(32) can be directly used to estimate WSS given by(&g).

euu. .
=g B (32

ewx; M
WSS= g (33

In the case of curved walls as shown in the generalized illustratkeig.id, the location of
the wall is detected as described in sectidh3 Analytical surface fits using RBFs can be used
to estimate strain rates at the wall locations. Estimation of WSS from these gradients involves
transformation of these strain rates to aoodinate syste oriented along and transverse to the

wall, given by E((34).
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WSS= ni'g
where g = gco_sq sin g
e Sing Cos q (34)

Assuming a 10% normaHgistributed random error on the DPIV velocity estimates, errors
on the resulting velocity gradients (and therefore the WSS values) were calculated using the
GMQ-RBF method to be within 20% of their true values. Thioreis further reduced by
averaging the instantaneous values in time. Application of simple propagation of error formulas
for the mean, assuming a normally distributed 20% relative error in WSS, results in expected
errors ofunder 0.5%for time-averaged Maes. The principal remaining error in the reported
values will be the result of errors in wall detection and any bias in the determined velocity
values, which should be of similar magnitude to the random errors (less than 10%).

OSl is an indicator of #noscillating nature of WSS at a given location and computed using

Eq(35).
a T
1ae 1 .dt
i -

OSI ranges between 0.5 and 0, a value of 0.5 indicates that WSS distribution evenly split
between positive and negative values, whereas a value of 0 indicates no fluctuations in WSS over
the cardiac cye.

4.2.5 Estimation of Reverse Coefficient (Rc)

It is important to identify regions of recirculation and/or stagnation as these are associated
with low wall shear stresses which promote restenosis. In order to quantify such locations we

define flow reverse aficient given in Eq36).
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A value of 1 is assigned to a variallg at a given point within the flow field and specific
time instant if the flow is moving forward and value of O is assigned if the flow is reversed, and
these values are averaged in time to obtain the reveeféceent. Hence, the flow is always
reversed if theR; = 0 and always forward if th&® = 1. The reverse coefficient can also be

interpreted as the fraction of time the flow is moving forward

4.2.6 Spectral Analysis
4.2.6.a Estimation of Power Spectral Density (PSD)

Power spectrum density (PSD) routine available in MATLAB was used to extract the
spectral content of mean subtracted axial velocity measurements. This analysis allows for the
identification of dominant frequencies occurring within the flow at a giveation. PSD was
computed using a Hamming window with 50% overlap and a window size such that frequency
resolution is 1/2 Hz. Here PSD at various points within a eseston of the vessel were stacked
to analyze the spectral characteristics that arisseamove along the length of the vessel; the
four positions chosen are markedrigure4.1.
4.2.6.b Estimation of Wavenumber Spectra

Two point velocity correlations are routinely used in the analysis of turbulent flows and

mathematicdy defined in Eq(37). Where< >denotes the averaging operator in time.

R (1)= {1 (x .0y (% 1) (37

The onedimensional wavenumber spectra is defined as the Fourier transfdRnaofd

mathematically shown in E¢38), wherer is the spatial lag between two poinigthe location

where correlation is determined amds the fluctuating component of the velocity signal in the
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i direction. The fluctuating componentwas obtained using the Fourier reconstruction of the

velocity signal utilizing only the frequency components greater than 15Hz.

+ o

E (K =fR (Orl)e‘”‘r dr (39
For experimental data the limits are finite and determined over the spatial lags available.
For the current analysis the correlations in the axial direction were obtained along the centerline
for each section of the data acquired, each with a length equal to 5D.

4.3 Results
4.3.1 Flow Characteristics
4.3.1.a Velocity Profiles

Figure 4.5 and Fig. 6 show typical time average leeity profiles with superimposed
contours of shear stresses for 50% and 75% stenosed arteries respeEiyeba andFig. 6a
represent peripheral flow conditions aRig). 5b andFig. 6b depicts coronary flow conditions at
various Re and correspondikjFor all cases shown, the flow is characterized by a centralized
jet region with sepated flow on both sides of the jet. An axisymmetric shear layer forms at the
throat of the stenosis due to the presence of large velocity gradients manifested within the
interrogation plane as two shear layers. The strength of this shear layer decgybkealength
of the vessel, observed with decreased shear stresses downstream of the stenosis. The rate at
which this shear layer decays along the length also determines the length of the separated region
downstream of the stenosis and is dependent oitotvevaveform (peripheral vs. coronary), the
degree of stenosis and exercise (Beonditions.

In the case of 75% stenosis the extent of the shear layer decreases with increasing Re and
correspondindJfor both flows as seen iRig. 6. This can be attributed to the flow transitioning

to turbulence, which promotes reattachment and will be examirsztiion3.2. Note that while
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the jet is symmetric for 50% stenosis, in case of 75% stenosis the jet deflectsstonarside.

This is probably due to the Coanda effi88§], which is the phenomenon where a fluid attaches
itself to a curvedsurface because of the fluid entrainment between the jet and the wall. This
entrainment creates a pressure gradient towards the wall, which allows the jet to adhere on the
curved surface. In an ideal situation, the jet would be symmetric, but any sligibpgon or
instability can lead via this effect to a large asymmetry in the jet path. In pulsatile flows, this
phenomenon is shown to be dependent on the unsteady acceleration of the fluid as reported by
Erath et al[87]. Although similar trends are observed in the average velocity profiles between
both types of flows (peripheraind coronary), there are distinct differences in the recirculation
lengths, wall shear stresses and the transitional characteristics that will be discussed in following

sections.
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Figure4.5 : Time averagevelocity profiles with contours of shear stresses for a) 50% stenosed
peripheral flow, b) 50% stenosed coronary flow.
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Figure4.6: Time average velocity profiles with contours of shear stresses for a) ébésastl
peripheral flow and b) 75% stenosed coronary flow.

4.3.1.b Reverse Coefficient

Figure4.7 shows typical contours of reverse coefficient for Re 450 with 75% stenosis for
both flows. The central jet detaches frone tihroat of the stenosis resulting in a recirculation
region on the sides of the jet with the separation line clearly seéigin/. The average
recirculation lengths (averaged over top and bottom wall) are shokig. 8 and defined as the

axial distance on the vessel wall wh&eequals 0.9. To illustrate the sensitivity of the results to
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this threshold the average recirculation lengthRgvalues of 0.99 and 0.8 ae#so shown as

vertical bars. The change in recirculation lengths between these thresholds varies at most by 2D
except in case of Re 250 with 50% coronary flow where the variation is 5.75D. This indicates
that in this case, the flow at the walls is moreepwve to flow variation over the cycle and
therefore reverse coefficient varies over a larger distance. For 50% stenosis coronary flow
conditions, the recirculation length increases with increasing Re and correspbhdihie a

reverse trend is observddr peripheral flow Fig. 8). For peripheral flow conditions, at peak

flow the pressure is high (compared to coronary) causing a radial expansét diametric
variation) of the vessel. This radial expansionsesuadverse pressure gradients leading to
separation, and also allows the jet to reattach earlier due to decreased inertia caused by the
expansion. In contrast, for coronary flow the pressure is low at peak flow, hence the fluid has
higher inertia comparetb peripheral flow. This fact coupled with impedence properties of the
flow, such as those caused by decreased resistance due to the solenoid valve during deceleration
phase of the cardiac cycle causes the jet to reattach farther downstream leadimggrto lar
recirculation lengths for coronary flows. This is especially true for the flow at the walls as it

more receptive due to lower inertia compared to the centerline of the vessel.

a) Rc: 0.00 0.13 0.25 0.38 0.50 0.63 0.75 0.88 1.00

Y/D

Y/D

X/D

Figure4.7 : Typical conburs of reverse coefficient and time average velocity profiles for Re450
with 75% stenosis a) peripheral flow and b) coronary flow.
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Figure 4.8: Average recirculation lengths based Rywvalue of 0.9 for pepheral and coronary

flows for various degrees of occlusion and Re with corresporidifitpe vertical bars show the
sensitivity of the results fdR; values of 0.99 and 0.8.

For 75% stenosis, the recirculation length decreases with increasing Re due to the
occurrence of turbulence which will be examined in secti@2 Turbulence will augment the
momentum transport across the shear layer and will cause the reattachment point to move
upstream thus leading to a reduction in recirculation length with increasing Re and
correspondind). For both oclusions, coronary flows exhibit larger recirculation lengths caused
by increased inertia at peak flow compared to peripheral flow as mentioned before. The
maximum recirculation lengths can be above 10D, as observed both in the case of Ré= 450,

3.7 with 50% stenosed coronary flow and Re = 286, 2.7 with 75% stenosed coronary flow,
while the lowest recirculation lengths are about 3.77D, as exhibited by Re £ 45,7 with

50% stenosis for peripheral flow conditions. However, turbulence was novetiserthis case
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indicating, that this lower recirculation length is caused only by the effect of IPA and not due to
turbulence.

4.3.1.c WSS and OSI

Figure9a andFig. 9b depicttypical wall shear stresses in at Re=350 drd3.2 for 75%
stenosed peripherahd coronary flow conditions respectivelihe separation line that emanates
from the throat of the stenosis reattaches to the wall downstream of the stenosis. Between this
separation line and the wall there exist arefgsecirculation where wall shear stresses are
negative. For these cases the recirculation length is about 9D downstream, but the reattachment
point is not constant and moves upstream at the peak of the pulsatile cycle. In addition, wall
shear stresseaufituate near the reattachment point, which is also sdeig.ifa andrig. 9b. At
peak flow, turbulence is produced by increased inertia of the central jet, promotiileg ear
reattachment and therefore causes the reattachment point to move upstream.

Figure 4.10 shows the time average wall shear stresses for 50% and 75% stenosis for all
cases. The peripheral flow cases exhibit highall shear stresses compared to the coronary
flow. Wall shear stresses as high as 150 dyh&renmeasured in the case of Re = 450 Wwith
3.7 for 50% stenosis for peripheral flow, in contrast for the same conditions coronary flow
exhibits about 92 dyn/ct Although the shear stresses are similar upstream of the stenotic
region for both flows, within the recirculation region the WSSslawneer for coronary flow,
which are as expected due to the presence of longer recirculation regions which persist over
larger percentage of time during the cardiac cycle thus lowering the average wall shear stress. In
the case of 75% stenosis, the wall sheteesses are as high as 590 dyAfamperipheral flow in
contrast to 450 dyn/chior coronary flowat Re = 450 wittd= 3.7. Here too, wall shear stresses
are lower for coronary flow compared to peripheral flow. The values of peak WSS obtained for

peripheral flow conditions at Re 450 for 50% and 75% stenosis are respectively close to the 185

69



dyn/crfand 435dyn/cnt obtained using the scaling laws provided by Chua &l Although
direct comparison is not possible due to differences in the geometry and the flow waveform,
these values are in reasonable agreement.

Figure4.11 shows the variation of OSI along the length of ¥ieesel computed using Eq.
(35) for 50% and 75% at various flow conditions. We observe that OSI is high around the
reattachment point and is zero within and outside thecrdation region. In the case of 50%
stenosis as seen kigure 4.11a, the OSI fluctuates along the length of the vessel indicating
several regions of recirculation and reattachment points, however for 75% stheosiss a
clear separation region that persists over the entire cardiac cycle. Near the mean reattachment
point OSI is nearly 0.5 which indicates WSS is always fluctuating. The locations of peak OSI
vary with the flow conditions and are in agreemenhwiite locations of the mean reattachment

locations computed using reverse coefficient, which will be discussed in section 3.3.
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Figure 4.9: Typical average WSS over the cardiac cycle with 75% stenosis 86®Réor a)
peripheral flow and b) coronary flow.
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Figure4.10: Plot of time average wall shear stresses on the bottom wall for a) 50% stenosis and
b) 75% stenosis at various flow conditions.
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Figure4.11: Plot of OSI along the length of the vessel for a) 50% stenosis and b) 75% stenosis

---e--- 250 perl
---m--- 35() peri
---A--- 450 peri

—o— 250 cor
—o— 350 cor
——450 cor

------ o--250 peri
---u--- 350 peri
---a--- 450 peri
—0— 250 cor

| —— 350 cor

—— 450 cor

for various cases.




4.3.2 Turbulence characteristics of flow
4.3.2.a PSD of U velocity

Figure 4.12 shows typical plots of PSD of axial velocity for 50% and 75 % stenosed
arteries at Re = 450 angk 3.7for both flows taken at various cross sections along the length of
the vessel. At the inlet, most of the energy is within the driving frequencies. As we move along
the length of the vessébr of 50% stenosigs seen irFig. 12a andFig. 12b, high frequency
content is seen in the PSD plots at X/D= 2.5 which is localized near the radial position of the
shear layers. For 75% stenosis, at X/D=2.5 as seEigii2c andFig. 12d, this spectral energy
is distributed over the entire cross section. As we move further downstream this energy
diminishes for all cases as seen at X/D=7.5Fig. 12a andFig. 12d. For 75% stenosis
relaminarization begins by X/D=7.5, seen by the decrease in higher frequency content. For 75%
the flow recovers to that at the inlet byD&12.5 seen irFig. 12c andFig. 12d. It should be
noted that the locations where transition to turbulence and relaminarization occurs, takes place a
diameter upstream facoronary flows conditions compared to peripheral flow conditions except
in case of Re 450 (where both locations are very close) indicating that coronary flow conditions
are more susceptible to turbulence and will be discussed in sdc8dhc In addition, the
locations where flow transitions to turbulence moves upstream as the Re and corredpaneling
increased which is consistent with our earlier observations with recirculation lengths in section
3.1.b and explains why the recirculation lengths decrease with increasing Re and corresponding
Ufor 75% stenosis. For both flows, the PSD at highequeacies increases with increase in Re
and correspondinglindicating that while turbulence occurs earlier, there is also more energy in
higher frequencies and hence, more turbulence intensity which we will quantify in section 3.2.c.

The energy in higheréquencies decays first at the onset of relaminarization and continues to
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decays until the flow is restored to that of Womersley type, as seen at X/D g 1Ir2c and

Fig. 12d.
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Figure 4.12 : Contours of power spectral density for normalized axial velocity along various
crosssections along the length of the vessel in logarithmic scale for a) 50% stenosed peripheral
flow b) 50% stenosed coronary flow, c) 75% stenosed peripheral flow and d) 75% coronary
flow.

For 50% stenosis as seerfig. 12a andFig. 12b we did not observe turbulence foy of
the flow conditions examined, however there is energy in the higher frequencies within the shear
layer, seen at X/D = 2.5 iRig. 12a andFig. 12b. This is in agreeent with the work of Ahmed

& Giddens[61] who observed turbulence only when the degree of stenosis exceeded 75%.
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4.3.2.b Wavenumber spectra along the centerline

Figure 4.13a andFig. 13b shows the one dimensional wave number spectra along the
centerline for Re 450 with 50% stenosis for peripheral and coronary flepeatevely. The
spectrum shows the distribution of turbulent energy among various spatial wavenumbers. The
spectrum for the 50% stenosis indicates that the energy is very low and the variation along the
length of the vessel is very minimal. This observatgconsistent with the PSD plotskig. 12a
andFig. 12b indicating that although low fluctuations exist at the inlet, these are minimal and as
we progress along the gl of the vessel these fluctuations do not grow confirming that for
50% stenosis the flow remains laminar.

Figure4.14 shows the oneimensional wave number spectra for Re 450 with 75% stenosis
for both flows. Theenergy in the spectrum changes as we move along the length of the vessel.
The energy at various wavenumbers at the inlet X2D=from the stenosis is low and is
comparable to that at the inlet of 50% stenosed case. As we move downstream to X/D=2D of
stenais, the energy increases indicating an increase in turbulence energy. Asgsdda and
Fig. 14b the maximum energy is observed at X/D=4 with a sharp roll off in #etrspn seen for
both X/D = 4D and X/D = 6D for both peripheral and coronary flows indicating that energy is
transferred from the larger scales to the smaller scales at these inertial wavenumbers. The
observations seen with PSD plots and wavenumber sgamitiandicate that turbulence occurs
only for 75% stenosis. Beyond X/D=6D the energy spectrum shows a decline in energy and by
X/D=10 the energy at higher wavenumbers is restored to that at the inlet. These observations are
consistent with the PSD plotseseinFig. 12c andFig. 12d where at the inlet most of the energy
is in the primary driving frequency, by X/D=2.5 we observe energy in the high frequencies

which tends to idninish by X/D=7.5D.
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Figure4.13: Wavenumber spectra along the centerline for 50% stenosed arteries at Re450 for a)
Peripheral flow and b) Coronary flow.
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Figure 4.14: Wavenumber spectra for 75% stenosed arteries for Re 450 for a) peripheral flow
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4.3.2.c Turbulence statistics

Figure15a andFig. 150 show the nanalized Reynolds stresses®> along the centerline
normalized by mean velocity at that location for all cases for 50% and 75% stenosis respectively.
For 50% stenosis the peak stress intensities are in the range -00@8% and are very low.

This is dueto experimental uncertainties and can be considered to be within experimental error.
The variation along the length is minimal indicating the flow remains laminar in case of 50%
stenosis. Therefore, the jet that emanates from the throat of the stemodiscas by viscous
diffusion alone.

In the case of 75% stenosis, the peak stress intensities range betw&®b 28th the
lowest value observed at Re 250 wi#2.7 coronary flow. The location of peak stresses moves
upstream with increasing Re for both flows confirming our earlier observation that the
recirculation lengths decrease with increasing Re and it is turbulence that causes early
reattachmen{89, 90] of the flow to the walls. Hence in case of 75% stenosis the jet that
emanates from the throat of thergisis decays both by viscous diffusion and due to turbulence
that promotes momentum transport. The curves for coronary flows lead those of peripheral flows
except in case of Re 450 (where both locations are very close) indicating that the flow transition
to turbulence and the relaminarization occurs earlier in case of coronary flows compared to
peripheral flow conditions.The cross product Reynolds stresses (not shown hake) ate a
measure of the turbulent momentum transfer occurring through the fingtualocity field. The
variation of these stresses is similar to that seen for normal turbulent stresses, with the location of
peak stresses moving upstream with increasing Re and correspbhd@iimgse turbulent stresses
promote momentum transport seen with increase in turbulent normal streBgpd 8a andrFig.

15b thus causing turbulence.
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4.3.3 Comparison between locations of OSI, R and <u®>

Figure 4.16a andFig. 16b show the locations of peak turbulent stressg%, R.=0.5,
R=0.9, peak OSI and OSI=0 at various flow conditions for 75% stenosed peripheral and
coronary flows respectively. The locationsRy£0.5 on the wall where the flow is reversed 50%
of the time are the locations where we expect WSS to fluctuate. These locations closely agree
with the locations of peak OSI with differences varying at most by 1.3D in case of peripheral
flow at Re=350 and.23D in case of coronary flowt Re=450. This difference is because the
variation in reverse coefficient does not necessitate similar variation in WSS and hence OSI. In
other words, the ratio of the mean WSS to the absolute mean value of WSS which éstermin
OSl is dependent on the on the magnitude and direction of velocity gradient and not directly on
the direction of velocity which determinés. In case of Re=450 the locations of peak OSI
closely agree with the locations of peak turbulent stresses whleaty fluctuates and promotes
OSI. At these locations turbulence is spread over the entireseosen of the vessel as seen in
PSD plots shown ifrig. 12. The locations of peak OSI exhibit the same trenthas of the
recirculation lengths R.=0.9) which decreases with increasing Re indicating that turbulence
promotes early reattachment and it is also the locations where OSI fluctuates. The locations
where OSI reduces to zero also closely agree with théidasavhereR.=0.9 which is the point
of reattachment beyond which flow is always moving forward therefore OSI reduces to zero

beyond this location.
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various Re for a) Peripheral flow conditions b) Coronary flow conditions

4.4 Conclusions

This study evaluated experimentally the effect of the IPA on the flow characteristics in

50% and 75% stenosed vessels at various Reamespondind with physiologically relevant
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flow conditions (coronary and peripheral flows), where the IPA wa&5° for coronary flows

and about -45° for peripheral flow. The effect of IPA on WSS, OSI, recirculation lengths and
transitional charactestics of flow was studied. While the time average velocity profiles indicate
little differences between peripheral and coronary flows, there are differences that arise in WSS,
OSl, extent of recirculation lengths and turbulent statistics.

For 50% stenosithe shear layers that emanate from the throat of the stenosis decay
through viscous diffusion and hence the extent of the shear layers increases with increase in Re
and correspondingl For 75% stenosis, the extent of this shear layer decreases with increasing
Re and correspondirigas the jet decays by viscous diffusion and due to turbulence.

Recirculation regions indicate locations where flow is reversed during the cardiac cycle
which are also the locations where WSS are low and hence prone to disease. Coronary flows
exhibit larger recirculation lengths that persist for a longer period of time over the cardiac cycle,
and hence also have lower tiragerage WSS. This is because of théigher inertia during
peak flow due to lower pressure and because of impedance characteristics of the flow such as
decreased resistance caused by the solenoid valve during the deceleration phase of the cardiac
cycle. For peripheral flow conditions theegsure is high during peak flow causing radial
dilation of the vessel, leading to lower inertia of fluid during systole. This causes the jet to
reattach earlier in case of peripheral flows and therefore they exhibit lower recirculation lengths.
Mean peakshear stresses can be as high as 150 d§reach 92 dyn/crfor peripheral and
coronary flows respectively in case of 50% stenosis at Re = 450 arl2 and these stresses
can be as high as 590 dyn/fcamd 490 dyn/cfirespectively for 75% stenosis.

OSlis nearly 0.5 at the mean reattachment point indicating WSS fluctuating over the entire

cardiac cycle at these locations. In the case of 50% s$erf@Si fluctuates at several locations
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along the length of the vessel indicating several regions of recirculation and reattachment points,
for 75% stenosis, there is a distinct separation regions with a reattachment point that moves
along the vessel waller the cardiac cycle.

PSD plots and wavenumber spectra along the centerline indicate the turbulence occurs only
in the case of 75% and not for 50% stenosis. High frequency spectral content that arises near the
throat of the stenosis is distributed ovee #ntire crossection of the vessel by X/D=2.5 for
75% stenosis indicating the occurrence of turbulence. Beyond X/D = 7.5 the flow tends to
relaminarize to a Womersley type solution similar to that at the inlet. While these characteristics
are similar beteen both flows, the locations where flow transitions to turbulence and
relaminarization occurs, is about a diameter upstream for coronary flow conditions indicating
that coronary flow conditions are more susceptible to turbulence.

In conclusion, IPA affets recirculation lengths, WSS, and the locations of OSI. IPA also
affects the locations of transition and turbulence. The differences arising in flow characteristics
due to IPA has important clinical implications because larger recirculation lengthsveerd lo
WSS caused by higher IPA can elevate the incidence of atherosclerosis when similar geometry
and flow conditions are considered. These effects have been neglected in the literature while
studying physiological flows and will be more dominant for largessels with higher
compliance. While the near wall flow is clearly affected causing lower WSS in coronary flows it
was difficult to ascertain the differences in physical mechanisms near the walls due to
experimental uncertainties and small deflectionsthef walls in the current work. Studies
involving larger vessels with more compliance will reveal important near wall physics. It should

also be pointed out that the mechanical stresses that the cells experience will also be affected due

84



to IPA apart fromthe fluid shear stresses determined in the current work that will need further
investigation.
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CHAPTER 5

5. Effects of stent design parameters on the wall shear stresses in stented

arteries

Satyaprakash Karri, Stephen Peter and Pavlos P. Vlachos
In preparation for journal of biomechanics

Erratum: In this chapter the direction of the stent sholkdreverse direction than what was
simulated and therefore the flow is in the opposite direction than what occurs in the physiology.
Hence, the results should be interpreted accordingly.

Abstract

Effects of stentstrut thickness If) and crown radius of arvature( j on thewall shear
stress (WSS) distributiom stented arteries was studied using computational fluid dyndarics
steady and pulsatile flow conditions. Pulsatile flow with Reynolds nuiifi®eyof 200 and heart
rate of 60 beats/min and steafliyw at the samdRe were simulated. Thé valuesconsidered
were 0.04, 0.07 and 0.1mm apdalueswere 0.00, 0.15mm and 0.4 mirthe results show that
the percentage of areaithin the stented regiosubjected to critically lowWSS(less than
5dyn/cnf) increased with increasén h andy. Whenh wasincreased from 0.04 to 0.10mm, the
area affected by critically lowime-averageWSS increased by 1P5% and when, was
increased from 0.00m to 0.40ntire area subjected to critically low W8freasd by about 46
for both flow conditionsWSS behind tsut locations that are perpendicular to the flow direction
arelower compared to thoseclined to the flow directionThis isbecause the inclined struts
redirect the flonandpromote secondary floswvhich increasehe circumferentialcomponent of
the WSS. These secondary motiovereobserved aslockwise or anticlockwise helical motions
using time frozen streamtracdepending on the orientation of the struts to the axial direction
The WSS averagedvertime andoneh is about 3.5 dyn/cfrand 1.3 dyn/crfor strut locations
that areinclined perpendicular to the flow direction respectively. This study therefore suggests
that for improving the WSS behind the struts the overall design of the stents can be potentiall
modified to increase the areas with inclined struts locations and to reduce or eliminate areas with
perpendicular strut locations.

5.1 Introduction

Atherosclerosis is a vascular disease that results in fatty streaks within arteries. As this
disease progress and plaque accumulates within arterial walls, the normal blood flow within

the artery is disrupted.of treatingsuch diseased arteries, one of thest widely accepted
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clinical modaliies is the implantation of endovascular stents. Stents are metatiéframe
devices used to reopen clogged artethes requires minimal clinical intervention making them a
preferred alternative over other procedures. Currently, it is projected that the market for coronary
stents will exceed $8/2] billion by 2012.

Despite their widespread use, problems persist-ipgdantation of these devices
beginning with sukacute thrombs formation followed by inflammation, proliferation and
remodeling3]. It is well established that neointimal hyperplasia in arteries is related to the
presence of critically low WSS (less than 5 dyrficii#-9]. In stented arteries neointimal
hyperplasias strongly related to stent desifft0, 11] The specific stent desigii2] and its
design parameters profoundly impact the hemodynamic emvennof the sterjtl2-16], in turn
affecting thrombus accumulation between struts and thus restghdsis

There are few experimental investigations evaluating the hemodynamicatefisieteries
beginning with the flow visualization study done by Berry ¢t4lin scaled up acrylic stent
models, who also conducted another flow visualization study using braidedtentgl 8] that
showed the existence of stagnation regions before and after the stent struts. Similar observations
was made by Bernard et[aR] who conducted PIV investigation in a idealized planar plexiglass
model that was scaled by 100x with WSS ranging between +15 dyriReuently our group
studied the effect of vaasus commercial stents desigiz®, 21] on the WSS and OSl in a 1:1
scale stented synthetic arteries using DPIV; the comparison of these results with animal studies
showed a strong correlation between the time ardisdpaveraged WSS to endothelial cells
coverage for these stents.

Prior computationalresearch examining the hemodynamice&f of stents has been

performed ineither simplified or idealized geometrigd3, 18, 2, 23] Two-dimensional CFD
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studies[18] indicate that the stagnation regions exist over the whole length between struts and
entire cardiac cycle when the strut spacing was less than six times the strut thickness. Three
dimensional steady state CFD studj@d4] show that minimum wall shear stress in stented
arteries can be lowered by up to 77% compared to unstented arteries. Variation in strut thickness,
deployment ratio, number of struits3] and vascular deformatiof23] of the wall all have an
impact on the area that is subject to critically low WSS (< 5 dyf)/dre et al[22] considered
the effect of strut design parameters, namely strut interspacing, amplitude and radius of curvature
of the strut in three dimensions, however ¢bevature of the vessel along and stent was assumed
flat. Their study also showed stagnation regions localized around stent struts. With a longitudinal
connector, there was 11% reduction in WSS compared to that without a connector and a larger
interstrut pacing improved the overall WSS. Rajamohan et[2B] studied the effects of
entrance flow that showed higher magnitudes of WSS on the order of 530 tign/the stent
struts at the entrance.a®ssinoet al. [26] studied four different stent designs using a single
repeatable cell of these designs. Their stumynd little difference on the critically low WSS
between these designs at peak flow; however these differences were significant at various parts
of the cycle.

These prior CFD studies provide valuable information for the hemodynamics of stented
arteries,however the effects of stent design parameters sudtraisthicknesgh) and crown
radi us of orcanalysisart realisgc géometries is generally lackiffys study tackles
this limitation by investigating a realistic geometry and varying ihedsions of strut height
and radius of curvatur@he objective is to systematically study the effects of these parameters
on WSS and improve the understanding of the physical mechanisms that govern WSS in stented

arteries and thereby aiding in the deypah®nt of improved stent designs.
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5.2 Methodology

A computational fluid mechanics parametric analysis of stent design features was
performed and is presented heréigure 5.1 shows the design considered in the current study
which is based onAbbott Vascular Ultrd" stent. The different designs were developed by

varying selected geometric paramef{@@ namely; andh as shown inmrable5.1.

Figure5.1: Plot of the stent geometry showip@ndh. Figure also indicates locations where the
stent strut is *perpendicular and **at an anglette flow direction.

The diameter of the artery was 3mm and the stents wereegganded to 3.3mm which is
typical of a stenting procedure. The tapering of the vessels from the ends of the stents was
modeled with a ratio of 12:1 based on our prior expenits with stented vesselsvitro [20, 21,

28]. The total length of the geometry was 9D with 3D development length, 2.4D (7.2 mm) for
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the length of stent and 3D exit length. In addition to the simulations vatitest vessels , a
reference geometry of a vessel that was -expanded to 3.3mm without the stent was also
simulated. The Reynolds number (Re) in the current study was 200 and the heart rate was 60
beats/min.Blood was considered to be a Newtonian fluidh a density of 1060 kg/mand
dynamic viscosity of 3.7 cP.

Table5.1: Stent design parameters used in the current study

Re = 200, Heart rate 60 beats/min
Stent S trut Rgcri(i)lﬁnof
Number Thickness Curvature
(mm)
(mm)
1 0.04 0
2 0.04 0.15
3 0.04 0.3
4 0.04 0.4
5 0.07 0
6 0.07 0.15
7 0.07 0.3
8 0.07 0.4
9 0.1 0
10 0.1 0.15
11 0.1 0.3
12 0.1 0.4

Most commercial stents have £2ymmetry in their design and hence 12@odels of
stented vesselwere created. These models were then imported into Gambit and meshes were
generated with a mesh density of 5 nodes across the strut thickness and maximum element size
on the wall to be 0.025mm.The number of nodes for thes&ridflels was between 350,000
and 650,000, and in comparison prior studies have utifi2ét1150,000500,000 nodes for full

360° models. Grid independence was tested by doubling the mesh density until no significant
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differences were estimatedhdrefore convergence showed that less than 1% variation existed in

the solution for a grid resolution that was twice from that is presented in the current study.

Figure5.2: Typical mesh used in the currestidy shownfos t ent wi t h t08@m 1 mm ar

Fully developed Womersley flow based on Fourier reconstruction of an actual coronary
flow waveform as described in secti6rR2.aand Poiseuille flow solutions were used to ingos
an inflow boundary condition for steady and transient simulations that were performed using
Fluent, a commercially available CFD package. Simulations were run using PISO algorithm with
second order discretization for both pressure and momentum equatiertane step used in the
current study was 4ms with an absolute convergence criterion b maximum of 250

iterations per time step.
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5.2.a. Transient Inlet Boundary Conditions

Oscillatory flow through straight pipes for a pressure gradient of certaineiney is given
by the Womersley solutiof29]. For pulsatile flow the computation of flow is obtained by simple
superposition of the individual harmonic components of velocity.atime dependent pressure

gradient as shown in equati¢30)

=P, adund (39)
X
the velocity distribution across the pipe is given by the axial velocity component in eqdéjion
, Where A is the amplitude of tigessure gradient, r the radial location, R the radius of the pipe,
¥ the angular frequency, O Jtidthe Blssehfenotiartoflc v i s ¢
order and & is @B defined in equation

Ve A Be Jol Digiut (40)
ki 2B Jo0 R

i i Z\E (41)
Vv

For this harmonic, the flow ra@ is given by equatiof42), whereQ. andQs are the case and

sine coefficients obtained from the Fourier decomposition of the composite flow waveform

which also contain the phase information.

_ . wt . NRPARLG R 4y
Q); (Q(u)) iQyu)e"t; +F§m$e t

or (42

NR? B, R)L

kj 2 §lol Rt

Conversely, it can be shown that the real and the imaginary parts of the pressure gradient

Qt); QAU whereQ,; +

responsible for this flow rate aRg andPs given in equatior43).
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Thus knowing individual pressure gradient at each frequency from known Fourier de¢amposi

of the flow waveform, the velocity at a given radial location can be computed from eqi3®ion

. Figure 5.3 shows the flow waveform used the current study reconstructed from an actual
coronary artery waveform utilizing the first ten harmonics along with the steady component and
shown in equatiod4). Theseen harmonics were used to obtain the fully developed Womersley
solution which was imposed as inlet flow boundary condition to drive the unsteady simulations.
Angular periodic symmetry boundary conditions were applied at the angular faces of the fluid

doman along with an outflow boundary condition at the outlet.

.2332+2* (0.0986 * cos(u t+2.6687)+ 0.0531* cos(2u t-1.5829)1
0.0134 * cos(3u t-1.9006) +0.0072 * cos(4u t-2.8900)
QM); n R? 40.0139* cos(5ut-1.8032 ) + 0.0092* cog(6u t-2.3955)
0.0050 * cos(7u t-2.5997) +0.005 * cos(8u t+3.1175)
+0.0021 * cos(9u t+1.4622) + 0.0020* cos(10u t-2.6975))

(44)
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Figure5.3 : Flow waveform used in the current study

5.3 Results
Steady and time average WSS distributions

Figure 5.4 shows the distribution of WSS for various stents fimady stateand time
average pulsatile flow conditisrthat showdecreasewvall shear stresse8SS behind the stent
struts These are the primary regions which are subjected to critically low #&SSdyn/cnd).
The percentage of the area within the stented region subjected to critically low WSS for steady
and unsteady flow conditions is shown Figure 5.5. As h was increased from 0.04mm to
0.10mm, thepercentage increase amea affected by critically lowas12-15% and 1216% with
the lowest values of 7.46 and 8.53%at} =0.00mmandh=0.04mm for steady and unsteady
flow conditions respectively, élvever anincrease iy from 0.00mm to 0.40mm resel only

in an increase by 4%nd 6% for steady and unsteady flow conditions respectivélyGad1lmm.
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Figure5.4: WSS contours for various stents for a) steady and b) time average pulsatile flow
conditions. Note the larger variation of WSSwith o mpar ed t o t hat of .
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