




of the most ouitable measurements, arJpropriate methods of measurement 

and optimum distribution of obsm:·i.•at.ions in time and space. 

Consideration of optimum iniibl and boundary conditions for experiments 

when these are wholly or partially c.:;.utrolled, suitability of ambient 

environmental conditions, and sensitivity to uncertainties in initial and 

boundary conditions 

calibration methods. 

will be 

Equally 

important in the development of field 

important is the question of proper 

formulation of the objective function. For field-scale px·oblems, 

considerable data uncertainty and significant correlations between 

observations are to be expected. Experience in ground water inverse 

problems has shown that the ability to solve: the problem may hinge on 

proper weighting of measured data and incorporation of prior parameter 

information, including knowled,t(u about prior error covariance matr·i.ces. 

Finally, the importance of efficient and robust numerical methods for 

both the direct and the inverse problem is emphasized. Because nonlinear 

parameter estimation involves repeated solution of the direct problem, 

efficiency of the latter, as well as its robustness, in the sense of 

insensitivity of model accuracy to a wide range of parameter values is 

crucial. Since much of the computational expense is spent on the 

evaluation of parameter sensitivities, procedures which allow these 

sen.6iti.vities, or altEtrnatively the gradient vector in case of the adjoint 

state method, to be evaluated more efficiently will be of particular 

benefit. 
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OHAPTEH H 

ANALYSIS Oft' rrHE INVEHSE PROBLEM 

FOR TRANSIENT UNSATURATED FLOW 

ABSTRACT 

The inverse problem of determining unsaturated soil hydraulic properties 

from one-dimensional, transient infiltration and redistribution events is 

analysed. Hydraulic properties are assumed to be described by an 

extension of van Genuchten's model which allows for hysteresis in the 

retention function and air entrapment. Unknown parameters in the model 

are estimated from observed water contents and heads during transient 

flow by numerical inversion of the unsaturated flow equation. The 

inverse problem is formulated as a weighted least-squares problem and 

solved using an efficient Levenberg-~arquardt algorithm. The flow event 

consists of ponded infiltration followed by gravity drainage with 

evaporation at t,he soil surface. Sensitivity analyses indicate that 

observations during ponded infiltration should be made near the position 

of the wetting front. The location of observation points during the 

drying stage is less critical than during the infiltration stage, but for 

the relatively high imposed evaporative flux, sensitivity of pressure head 

is highest near the soil surface. L~rge differences in sensitivity are 

observed among the various model parameters. Unknown evaporative 

fluxes are approximated in the inverse solution as an equivalent 

first-·type boundary condition requiring only periodic measurements of 
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surface water content during the drying stage. Little error is incurred 

provided accurate measurements are possible. Corruption of input data 

with random error is shown to have a lut·ger effect on the predicted 

conductivity function than on the retention function and more effect on 

the wetting branch of the hysteretic retention function than on the 

drying branch. When measurements are subject to error and the 

assumed parametric model for the water retention and conductivity 

relations is not exact, it may no longer be possible to detect hysteresis 

in the retention function. 

INTRODUCTION 

Knowledge of soil hydraulic properties is an essential requirement for 

prediction of flow and contaminant transport through the vadose zone. 

Hydraulic properties are the water retention and hydraulic conductivity 

functions, both of which are highly nonlinear functions of pressure head. 

The water retention function is usually determined from equilibrium 

desorption or imbibition measurements on laboratory soil cores, or from 

simultaneous in-situ measurements of pressure head and water content. 

Hydraulic conductivity can be determined directly only from steady-state 

flow experiments. Although simple in principle, measurements have to be 

repeated over a range of pressures or water contents to determine the 

entire conductivity function. Commonly used methods for determining 

the hydraulic conductivity function from transient experiments require 
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rather restrictive initial and boundary c~O~HHLions to enable analytical or 

semi-analytical inversion of the goveJ·ning flow equation. Such 

procedures generally also require prioJ' knowledge of the water retention 

function. On the whole, experimental procedures and subsequent 

calculation of the hydraulic conductivity are quite tedious. An 

alternative approach is to assume a functional relationship between the 

water retention characteristics and the hydraulic conductivity based on 

the behavior of soil as an equivalent capillary medium (e.g., Millington 

and Quirk, 1961; Mualem, 1976) which allows hydraulic conductivity to be 

computed directly from the more easily measured retention function. 

Given a suitable empirical parametric formulation for the retention 

function, hydraulic properties may be described by simple closed-form 

expressions (e.g., Brooks and Corey, 1966; van Genuchten, 1980) which 

are convenient for use in numerical simulation models. Such approaches 

have the limitation that any error in the assumed hydraulic property 

model will be forced into the conductivity function. 

In recent years, a number of researchers have investigated the 

feasibility of determining water retention and conductivity functions 

simultaneously from transient flow events by numerical inversion of the 

governing initial-boundary value problem. In such approaches one 

generally assumes a certain parametric model for the hydraulic 

properties. Unknown parameters are estimated by minimizing deviations 

between observed and predicted flow attributes. Measured flow 

attributes might be water contents and/or pressure heads. Fundamental 

to the procedure is that model parameters are determined in such a way 

45 



that the ability of the model to reproduc.:~ the transient flow event is 

optimized. Another advantage of flow inversion approaches is thai, in 

principle, they accomodate any combination of initial and boundary 

conditions and thus allow much more flexibility in experimental design 

than traditional methods. The flexibility is tempered by the requirement 

thai the resulting inverse problem must be sufficiently well-posed to 

allow solution. To a large extent, the effort of determining hydraulic 

properties is shifted from the experimental to the computational side. 

Although nonlinear inversions of initial-boundary value problema are 

computationally quite intensive, continuing rapid decreases in computing 

coats make such methods increasingly attractive. 

To date, most applications have involved analysis of either inflow or 

outflow experiments on laboratory soil cores (e.g., Zachmannn et al., 1982; 

Hornung and Messing, 1982; Jennings, 1985; Kool et al., 1985; Parker et 

al., 1985). While laboratory experiments are more accurate and generally 

more convenient than in-situ experiments, the utility of soil properties 

determined on typically small core samples for predicting in-situ 

behavior is in many cases questionable. Dane and Hruska (1983) and 

Kool et al. ( 1987) determined soil hydraulic properties by inversion of 

in-situ measured water contents and pressure heads during transient 

drainage. Apart from a lack of sensitivity to the saturated conductivity, 

they obtained good results. In both of these cases experiments were 

carried out in lysimeters, so that uncertainty in inital and boundary 

conditions as well as soil variability were less than may be anticipated 

for full-scale field experiments. 
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In this chapter we invest·~gate the invt!n,;:1 problem for ont:-dimensional, 

transient unsaturated flow ev.;}nl.s involving· ponded infiltration followed 

by gravity drainage with evaporation at the soil surface. Issues that 

are addres8ed include optimal sampling design and analysis of the effects 

of errors in input data and assumed parametric model on parameter 

identifiability and accuracy of predicted hydraulic properties. 

FORMULATION OF THE DIRECT PROBLEM 

In this study we consider one-dimensional, vertical transient flow in a 

rigid porous medium governed by 

(2.1) 

where h is pressure head, C = d9/dh is the water capacity with 9 the 

volumetric water content, K is the hydraulic conductivity, t is time, und 

x is vertical distance taken positive downwards. Equation (2.1) together 

with appropriate initial and boundary conditions constitutes the direct 

problem. The inverse problem involves determination of the constitutive 

relations C(h), or equivalently G(h), and K(h) from observed a(x,t) and/or 

h(x,t} data. The first step in solving the inverse problem is to select a 

parametric model for the nonlinear K-9-h function. The inverse problem 

then reduces to the more manageable task of estimating values of the 
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unknown model parameters. In this study we deal only indirectly with 

the problent of proper model identification by evaluating the effect of an 

erroneous parametric model on the predicted O(h) and K(O) relationships. 

The model introduced by van Genuchtcm (1980) as modified by Kool and 

Parker (1987, see Appendix A) for nonmonotonic saturation paths is used 

to describe the K-8-h relationships. The model allows for hysteresis in 

the O(h) relation as well as for the effects of air entrapment which 

causes a non-closed saturation loop, while remaining parsimonious in the 

number of model parameters. Details of the model are discussed 

elsewhere (Kool and Parker, 1987) and only its most salient features will 

be reviewed here. The main drainage branch of the 9(h) relation is 

described by 

9 =Or+ (a8 d- Or)[l + (-~dh)n]-m 

9 = asd 

and the main imbibition branch by 

h L 0 
(2.2) 

h 1!: 0 

h L 0 
(2.3) 

hill 0 

where Or is the "residual" water content, esd and asw are satiated water 

contents corresponding to zero pressure head on the main drying and 

wetting branches, respectively, ad and cxW are curve shape parameters 

for drainage and imbibition branches, n is a parameter assumed 

independent of the saturation path, and m=1-l/n. A physically realistic 
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hysteretic O(h) relation requires 

(2.4) 

The main branch C(h) functionH are obtain.;d by differentiating (2.2) and 

(2.3) yielding 

-m-1 C = aP(08 P- Or)(n-l)(-aPh)n- 1 [1 + (-aPh)D] 

c = 0 

h L 0 

h = 0 
(2.5) 

where superscript p = w or d denotes wetting or draining branches. 

Scanning curves in the 9(h) functional are determined by scaling the 

boundary wetting and drying curves to pass through reversal points 

using an empirical scheme proposed by Scott et al. (1983). The satiated 

water contents of primary imbibition scanning curves are estimated using 

a method due to Land (1968j. 'l'he pl'ucedure introduces no additional 

parameters and preserves the form (2.5) for C(h) on arbitrary saturation 

paths. The assumed nonhysteretic K(O) relation is given by 

(2.6) 

where Ks = K(OsW) is the saturated conductivity and Se = (G-9r)/(Osd_er) 

is the effective saturation. 

The total number of parameters in the assumed K-B-h model is seven, i.e. 

Comparison with van Genuchlen's 

original model (van Genuchten, 1980) for monotonic saturation paths, 
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shows that one additional parc.meter is introduced to describe hysteresis 

without air entrapment (e8 w = e8 d) and two parameters to describe 

combined hysterel3is and air entrapment. 

FORMULATION OF THE INVERSE PROBLEM 

pbjective function 

The inverse problem is formulated as a nonlinear optimization problem in 

which parameters in (2.2) - (2.6) are estimated by minimizing a suitable 

objective function that expresses the discrepancy between observed and 

predicted system response. When observation errors follow a 

multivariate normal distribution with zero mean and covariance matrix V, 

maximum likelihood considerations lead to the objective function 

L = 
n 
2 ln 271' 

n 1 
+ 2k ln det V + 2 (q* - q)T v- 1 (q* - q) (2.7) 

where L is the negative log-likelihood function (Bard, 1974), n is the 

number of observations and k t,he number of dependent variables. In 

the present study dependent variables are pressure heads, h, and water 

contents, a. Therefore, k equals 2. Also, q* a q* (x,t) is the column 

vector containing the n observations and q = q(x,t;b) is the vector of 

corresponding heads and water contents obtained by solving the direct 

problem for a given parameter vector b = ( 08 w ,asd ,Or ,()(w ,~ ,n,Ks )T. The 
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error covariance mat.rix V is dd'ined aE~ 

V = (q*- q)(q*- q)T (2.8) 

where q = q(x,t) represents the true valueu of the dependent variables. 

When V is known, parameter estimates are obtained by solving the 

generalized least-squares problem 

min t = (q* - q)Tw(q* - q) 
b 

(2.9) 

where W = v-• serves as a weighting matrix. An obvious problem is that 

V generally is unknown: The common approach to overcome this 

difficulty is to make some a priori assumptions regarding the structure 

of V. The greatest simplification results when errors are assumed to be 

independent and homoscedastic, in which case V is the identity matrix of 

size n x n, and (2.7) reduces to an ordinary least-squares problem. A 

less restrictive approach is to take V to be a diagonal matrix (e.g., 

Wagner and Gorelick, 1986) thereby assuming that errors are 

uncorrelated, but not necessarily homoscedastic, or that correlation 

between observations is a first-order autoregressive process. In the 

latter case the elements of V can be expressed in terms of an 

autocorrelation coefficient which becomes an additional parameter to be 

estimated along with the elements of b (e.g., Beck and Arnold, 1977). 

For the present problem, even if observation errors can be assumed to 

be uncorrelated, it is unlikely that dependent variables a and h, which 

are measured by different instruments and expressed in disparate units, 

will have the same variance. V is therefore at least a diagonal matrix. 
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A not unreasonable assumption is that.. err·ors are proportional to the 

magnitude of the dependent variable. In problems involving 

determination of soil hydraulic p.arameteru from transient drainage data, 

we have obtained good results by estimating the relative errors in water 

contents and heads from the mean measured values (Kool et al., 1987). 

This choice of weighting effectively accounts for differences in 

measurement units between dependent variables. 

An alternative approach to solving the inverse problem with unknown V 

is to form and minimize the so-called concentrated likelihood function 

(Bard, 1974), allowing the unknown error covariance matrix to be 

determined along with the model parameters. In contrast to the auto-

regressive error model, no additional parameters are introduced. 

Provided sufficient data are available, this approach can be applied to 

either a diagonal or a general covariance matrix. Here we assume the 

simpler case in which V is a diagonal matrix. In particular, we will 

assume that all water content measurements have a common variance, V 9, 

and all head measurements have a common variance, Vh. The method 

consists, for a given parameter vector b, of determining Ve and Vh, so 

that (2.7) is minimized. Taking the derivative of (2.7) with respect to Ve 

and Vh and equating these derivatives to zero results in 

1 
Ve = - eeTee 

ne 
(2.10) 

1 
vh = -ehTeh 

Dh 
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where the e.d aro vectors of reoiduals 

ea = (CJa* -- (}a) (2.11) 

with Qa * and qa representing· observed and predicted values of 

dependent variable a. Substituting (2.10) back into (2. 7) reduces the 

objective function to 

(2.12) 

A detailed derivation of (2.12) is given by Bard (1974). Since the 

logarithmic function increases monotonically with its argument, minimizing 

(2.12) is equivalent to minimizing the objective function 

(2.13) 

The crux of the above approach is that errors between observed and 

true values of the dependent variables are estimated from the residuals 

between observed and predicted values. In other words, it is assumed 

that at least in an average sense, model predictions are close to the 

unknown actual values. This may not necessarily be true when model 

parameters are far from their optima, for instance during early iterations 

in the minimization process. We therefore adopt a hybrid approach: 

assuming a diagonal covariance matrix, the weighted least-squares 

problem (2.9) is first solved with weights estimated from the 

measurements as 
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r 1 na r va = l I; qa~ ne i=1 1 

(2.14) 

[ 1 Dh r Vh = I: * %· Dh j=l J 

After the first stage has converged, the routine switches to the adaptive 

weighting given by (2.10). Since the purpose of the first stage of 

optimization is only to provide a reasonable starting point for the second 

stage, we start out with relaxed convergence criteria in the first stage 

and set more stringent criteria for the second stage, 

Solution Algorithm 

The objective function given by either (2.9) or (2.13) is a nonlinear 

function of the parameters b. The minimization must therefore be 

carried out iteratively. Let i be an iteration index. At every iteration 

we wish to determine a parameter correction Ab so that 

(2.15) 

results in a reduction of the objective function. The Gauss-Newton 

method for obtaining the parameter corrections leads to the following 

system of equations 

(2.16) 
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where J is tha Jacobian or ucmdtivity l!lalrix. Equation (2.16) results 

irrespective of whether the objective function is given by (2.9) or by 

(2.13), although the elements of W -will of course be different (see Bard 

[1974] for details of the derivation in the latter case). The columns of 

the Jacobian matrix J contain the partial derivatives of the residuals e 

with respect to the elements of b 

J·. 1J (2.17) 

Hence, J has dimension n x p, where p is the number of unknown 

parameters. The elements of J are obtained by forward finite difference 

approximation as 

= q(xi,ti;bj+6bj) - q(xi,ti;bj) 

c5bj 
(2.18) 

with 6b j = O.Olx b j• The q(x,t;b) are obtained by solving the direct 

problem (2.1), using a linear, mass-lumped finite element solution (van 

Genuchten, 1.982) as modified by Kool and Parker (1987, see Appendix A) 

to accomodate hysteresis and air entrapment. 

Recognizing that the weighting matrix W is symmetric and positive 

definite, we can simplify notation and subsequent operations by defining 

Jw = SJ 

and (2.19) 

ew = Se 
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where S is the square root m· Cholesky decomposition of W 

w = sTs . (2.20) 

In the present study, W is a diagonal matrix with elements given by the 

reciprocals of (2.14) and (2.10) for the first and second stage of 

optimization, respectively. S is therefore also diagonal, and the 

transformation (2.19) consists of simply multiplying the rows of J and 

elements of e with the corresponding elements of S. 

(2.19), (2.16) becomes 

After applying 

(2.21) 

In order for the optimization to proceed in a descent direction, Jw T Jw 

must be positive definite. A simple and effective way to ensure this is 

to add positive quantities to the diagonal of JwT Jw, so that (2.21) 

becomes 

(2.22) 

which is known as the Levenberg-Marquardt method, In the above 

equation, A is a positive scalar and D = diag(d 11d 2 , •• ,dp) is a scaling 

matrix that takes into account differences in the magnitude of the 

sensitivities for the different parameters. 

We follow the suggestion of Mor~ (1977) for updating D. Let i again be 

an iteration index. Then 
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dj 0 = IJwj 0 1 
(2.23) 

dji = max { dji- 1 , IJw/1 } i ~ 0 

where Jwj denotes the j-th column of Jw and H·U denotes the Euclidian 

norm. The parameter :h in (2.22) controls both step direction and step 

length. A large value of :h will result in a small step in the steepest 

descent direction, while :h=O will result in the full Gauss-Newton step. 

The corollary is that a judicious choice of :h obviates the need for 

separate line searches that are often part of an unmodified Gauss-Newton 

algorithm (e.g., Kitanidis and Vomvoris, 1983). The overall strategy is to 

start with a relatively large value of :h to ensure the minimization will 

move in the right direction, but to decrease :h as long as satisfactory 

progress is made, on the notion that if the Gauss-Newton step is 

acceptable it will typically lead to rapid convergence. The steepest 

descent method on the other hand has a slow asymptotic convergence 

rate. 

The scheme for updating :h is coupled with the solution of (2.22), which 

will now be discussed. 

(1976) and Mor~ (1977). 

The algorithm is based on ideas of Osborne 

The system of equations given by (2.22) 

represents the normal equations for the linear least-squares problem 

(2.24) 

57 



The minimum of (2.24) will occur if 4b is ehosen to satisfy 

(2.25) 

The advantage of obtaining the parameter corrections via solution of 

(2.25), rather than (2.22), is that (2.25) does not involve computation of 

JwTJw; this leads to a more robust algorithm, especially if Jw is 

ill-conditioned. 

Equation (2.25) is solved by QR decomposition (e.g., Lawson and Hanson, 

1977; Golub and van Loan, 1983). The decomposition consists of two 

steps. J w is first reduced to a p x p upper triangular matrix, R1 , by 

means of Householder transformations. The same transformations are 

applied to the RHS of (2.25), yielding the following system 

(2.26) 

Next the subdiagonal elements X 1 /:zn in the LHS of (2.26) are zeroed out 

by applying a series of Givens rotations to both sides of the equation to 

yield 

(2.27) 

where R is p x p upper triangular and the subvectors f and g have 
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lengths p and n, respecth•ely. The dcccHql(;sition is carried out in two 

steps in recognition of the fad. that se·;f(~:cal values of :\. may have to be 

tested before an acceptable value is found, i.e., one that reduces the 

value of the objective function. If A is changed, only the second step of 

the orthogonalization has to be repeated. Parameter corrections .o.b are 

found by simple back substitution from 

R .a.b = -f . (2.28) 

In case the solution .o.b does not produce an acceptable step, the value 

of A is increased, i.e., A = c.1 1A with c.1 1 ill. 1, and control is returned to 

(26). After an acceptable step .a.b is found, .A is updated based on the 

size of the reduction of the squared weighted residual, relative to the 

reduction predicted by the linear model (2.25). The reduction, .a+, that 

is actually obtained is 

(2.29) 

where e = ew(b) and e+ = ew(b+.a.b). Since the Householder and Givens 

transformations are orthogonal, the 2-norm of transformed vectors is 

preserved and we have therefore the identity 

eTe= fTf + gTg . (2.30) 

The squared residual of the linear problem (2.27) equals gT g. The 

predicted reduction is thus simply {f f. Define the ratio 
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(2.31) 

If the actual reduction is approximately equal to or greater than the 

predicted reduction (p ~ 0.75), "A is decreased by multiplying it by a 

factor c;Jz ~ 1. If on the other hand the actual reduction is much less 

than predicted by the linear model (p => 0.25), we decrease the search 

radius by increasing "A ("A = c;J1 "A), before proceeding to the next iteration. 

Parameter Bounds and Termination Criteria 

Besides the requirement that all parameters must be positive, or 

non-negative in the cast; of Or, the parameters in (2.2) - (2.6) are 

subject to the following constraints 

1 L n (2.32a) 

(2.32b) 

(2.32c) 

(2.32d) 

Two types of constraints are distinguished: those that are simple upper 

or lower bounds for the parameters, and the linear constraints 

represented by (2.32c) and (2.32d). The constraint (2.32b) is included in 

the first group by specifying a suitable upper bound for 9 r and 
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corresponding lower bound for 08 w. 

The incorporation of bounds in the optimization can be achieved as 

follows (see Gill et. al., 1981). If at a given iteration, a parameter 

violates one of its bounds, that parameter is fixed at the bound. At the 

next iteration, first the unconstrained step is computed. If the new step 

direction is such that the bound is no longer violated, the parameter is 

removed from the constrained set. If one or more parameters remain at 

their bounds, the step is modified by projecting it along the active 

constraint boundaries. Computation of the projected step involves 

removal from the vector <l>b those elements that correspond to 'fixed' 

parameters, as well as removal of the corresponding columns of the 

Jacobian. Note that this can ·be achieved efficiently by modifying the QR 

factorization of J w1 rather than computing the entire factorization of the 

modified matrix from scratch (e.g., Golub and van Loan, 1983). The 

modified step is subsequently tested for acceptance as well as for 

possible violation of bounds of previously free parameters. General 

linear constraints such as (2.32c) and (2.32d) can also be incorporated in 

the optimizaLion procedure (Gill et. al., 19iH), but the procedure is 

considerably more complicated. We employ a simplified approach. Since 

either Osw :... 6 8 d or ad :~.. aw results in a physically impossible model, we 

enforce equality of the parameters involved when a violation of (2.32c) or 

(2.32d) occurs, by changing the model that is fitted. For instance, when 

the optimization algorithm assigns aW L ad, we set aW :ad =a and hence­

forth use a single parameter a to describe the data. A similar procedure 

is used when 9sw :... 6sd• The advantage is a reduction in the 
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dimensionality of the parameter vector b as well as a generally faster 

solution of the direct problem because of a simpler model. The 

disadvantage is that the parameter solution is now forced to satisfy the 

constraint, and the optimum that is found may not be the global optimum. 

To guard against the possibility of 'accidental' violation of (2.32c) or 

(2.32d), the violating step is not accepted right away, but only after a 

shorter step is attempted by increasing the value of the Levenberg-

Marquardt parameter ).. In any event, when the final solution returned 

by the optimization routine lies on a constraint boundary, it is advisable 

to repeat the entire optimization from a different starting point. For the 

examples discussed later, several instances occurred in which identical 

values for aW and ad were fitted. In all cases, subsequent checks 

verified that this was not accidental, but the result of using input data 

that did not allow distinction between aW and ad. 

The optimization is terminated when either of two termination criteria is 

satisfied. The first test is based on the magnitude of the predicted 

reduction in sum of squares 

1/2 
fTf ~ (1 + eTe) x TOL 1 (2.33) 

where TOL1 is a specified tolerance limit. The predicted reduction can 

be written as a quadratic form in the gradients of the sum of squares 

with respect to the parameters (Miller, 1981). Thus (2.33) is a test of 

the magnitude of these gradients. The second test is for the relative 

change in parameter values between iterations 
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·" '1'01 2 (2.34) 

Where TOL 2 is another specified tolerance limit. For termination to 

occur, (2.34) must be satisfied for all parameters. Acceptance of (2.34) 

does not guarantee that the solution is actually at a minimum, since a 

large enough value for A will also produce a very small step 4b. On the 

other hand, there is little point in continuing to iterate when the 

parameters do not change. 

The optimal initial value for A and values for the parameters GJ 11 GJ :u TOL 1 

and T012 are problem dependent. Values used in this study were as 

follows: A initial = 1.0, GJ 1 = 2.5, c.1 2 = 0.5, TOL 1 = 0.0002, and TOL 2 = 0.01. 

Assessment of Parameter Reliability 

Besides the numerical value of the optimal parameter estimates, it is 

desirable to have some assessment of the reliability of that estimate. 
; 

This information is contained in the parameter covariance matrix. A first 

order approximation of this matrix is obtained as 

(2.35) 

where s 2 1s an estimate of the error variance 
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(2.36) 

and Jw is the final Jacobian. Note that the columns of Jw correspond to 

'free' parameters only. Parameters that are fixed at either lower or 

upper bounds have a variance of zero, and it is assumed that 

corresponding columns have been removed from Jw in (2.22). C will be a 

good approximation to the actual covariance matrix to the extent that the 

sum of squares is locally linear in the parameters. The inverse of 

JwTJw is obtained readily from the QR factorization of Jw• Denote the 

Householder transformation matrix by Q, i.e., Jw = QR 1 • By definition 

QTQ = I and thus 

R -1 R -T 
1 1 • (2.37) 

Since R1 is upper triangular, its inverse is easily computed. The 

parameter correlation matrix, A, is obtained by simply dividing C by the 

square roots of its diagonal elements, i.e. the parameter standard errors 

Aij = 
C·. 1J (2.38) 

With this estimate for the parameter covariance matrix, it is a 

straight-forward procedure to compute confidence limits and confidence 

regions for the parameters. Approximate confidence limits are calculated 
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from the standard er1·or of the parameter and the appropriate value of 

Student's t-distribution with n-p degrees of freedom 

l = 'Y (2.39) 

1\ 

where hi and hi are the estimated and true values of parameter hi 

respectively, Cii is the parameter variance and t = tv7 is the value of 

the t-distributj.on for confidence level 'Y and v degrees of freedom. The 

appropriate t-value can be found from standard statistical tables (e.g., 

Abramowitz and Stegun, 1964; Table 26.10), or can be computed directly 

from the inverse t-distribution (Abramowitz and Stegun, 1964; p. 949). 

In comparisons of several linearized approximations of the parameter 

variance-covariance matrix for nonlinear least-squares problems, 

Donaldson and Schnabel (1986) found (2.35) to be preferable for 

construction of confidence intervals and confidence regions, especially if 

sensitivities are obtained by finite difference approximation. The various 

linearized approximations were found generally to produce reasonable 

estimates of confidence intervals, although confidence regions may be 

severely underestimated. The approximate nature of the parameter 

statistics should be borne in mind when interpreting parameter 

estimation results. 

65 



INVERSION OF HYPO'fHETICAL IN.fi'IL'l'liATION/DRYING EVENT 

Problem Description 

In this section we employ the parameter estimation algorithm outlined 

above to determine O(h) and K(O) relationships of a hypothetical porous 

medium and evaluate the effects of different sources and levels of error 

on estimation accuracy. The approach to be followed can be summarized 

as follows: 

a) Water contents and heads are generated numerically by solving 

the direct problem (2.1) for given initial and boundary conditions 

and constitutive relations. 

b) Generated water content and head profiles are sampled at discrete 

times and locations. 

c) These 'observations' are corrupted with noise by adding a N(O,a-2) 

error term and then used as input data for the inverse problem. 

We consider first the case in which the correct constitutive model is 

used, and the only error is in the observed water contents and heads 

and approximations to the initial and boundary conditions. Subsequently, 

additional systematic error will be introduced by using an incorrect 

constitutive model in the inverse problem solution. 
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A wetting-drying scenario is simulated which corresponds to a relatively 

simple field experiment. The problem involves a homogeneous, non­

vegetated material overlying a water table at 3 m depth (Figure 2.1). 

Hydraulic properties of the medium are described by (2.2) - (2.6) with 

values for the parameters as given in Table 2.1. The O(h) and K(O) 

relationships are shown graphically in Figure 2.2. The material has 

undergone a sequence of prior wetting and drying cycles, so that at the 

start of the experiment the upper 0.5 m of the profile is drying while 

the rest of the profile is wetting. Starting from t=to, the surface is 

ponded for a period of 1.5 days. Following this, infiltration is stopped 

and the infiltrated water is allowed to redistribute while evaporation 

occurs at the surface at a steady rate of 2.5 mm d- 1 • A neutron probe 

access tube is installed to a depth of 1 m, which allows the initial water 

content distribution and changes in water contents during infiltration 

and subsequent evaporation/ redistribution to be recorded. In addition, 

pressure head measurements are available from tensiometers, installed at 

selected depths in the upper 1 m of the profile. Measurements are made 

over a period of 4 weeks following the initiation of ponding. 

The motivation for instrumenting only the upper part of the profile is 

that, especially during the evaporation stage, it will take a long time 

before significant changes in water contents and heads occur in deeper 

parts of the profile. Unless the material has a high permeability and/or 

field data are collected over a long period of time, relatively little useful 

information will be obtained from measurements taken at great soil 

depths. As a consequence, we solve the inverse problem for the upper 
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Figure 2.1 Sketch of field plot for hypothetical infiltration/drying 

event. 
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Table 2.1 Estimated parameters from infiltration-evaporation event 

using error-free data. 

Parameter actual initial estimated standard 
value value value deviation 

ad (cm-1 ) 0.01 0.015 0.0098 0.0001 

aW (cm-1) 0.02 0.025 0.0193 0.0004 

n 2.0 2.50 1.9464 0.0156 

Br 0.17 0.125 0.1630 0.0032 

esw 0.43 0.410 0.4282 0. 0011 

esd 0.47 0.480 0.4701 0.0041 

Ks (em d-1) 10.0 15.00 9.8913 0.1048 
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1 m of the soil only. Inversion of (2.1) requires specification of initial 

and boundary conditions of the system, loc:ated between x=O and x=l.O m. 

Although, in principle, initial and boundary conditions could be treated 

as additional unknowns in the inverao problem, we assume them to be 

known from direct field measurements. The initial water content 

distribution is determined from neutron probe readings. The fact that 

O(h) may be hysteretic implies that water content measurements alone are 

not sufficient to define the initial state of the system. This problem can 

be overcome, at the expense of introducing additional error, by 

arbitrarily deciding that initial water contents correspond to either one 

of the boundary e(h) curves, allowing the initial pressure head 

distribution to be calculated via (2.3) and the assumed values of the 

parameters. Boundary conditions are treated as follows: water contents 

at 1 m depth are measured periodically and converted to pressure heads 

which then are interpolated linearly between measurement times to 

provide a first-type lower boundary condition. During the ponding 

stage, the upper boundary condition is also of the first-type. In this 

example, we simply have h(O,t)=O. During the evaporation stage, a 

second..:.type boundary condition applies. In a practical situation, the 

evaporative flux will not be known or even constant in time as imposed 

here. An expedient solution is to approximate the boundary condition as 

an equivalent first-type condition by taking periodic measurements of 

the surface water content and converting these to pressure heads as 

was done for the lower boundary. 

71 



Parameter Sensitivity Analysis !f.tn.d Sampling Design 

As recently discussed by Knopman and Voss (1987), the accuracy with 

which parameters can be estimated depends on the points in space and 

time at which input data for the inverse problem is collected. The 

variance of parameter estimates will be least when water contents and 

heads are sampled at points where these variables have highest 

sensitivity to the parameters. This concept was already used in the 

previous section by deciding to concentrate measurements in the upper 

part of the soil profile. Examination of sensitivities is the starting point 

for designing a sampling plan. Of interest is the magnitude of the 

sensitivity rather than its sign. We therefore investigate the distribution, 

in space and time, of the absolute sensitivities 

aq(x,t;b)l 

"hi 1 · 
(2.40) 

Sensitivity coefficients Si were computed for all parameters, bv using the 

finite difference approximation (2.18). To illustrate results, sensitivities 

of water contents and pressure heads to several of the parameters 

during both wetting and drying stages, are plotted in Figures 2.3, 2.4 

and 2.5. 

In Figure 2.3a, the distribution with depth of the water content 

sensitivity to parameters oc w and as w during ponded infiltration is 

shown. The sensitivities show very strong peaks, the location of which 
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coincides with the position of the welting front at that time. The 

magnitude of the peak increa;;;es with lime or distance travelled by the 

wetting front. Knopman and Voss (l9WI), who studied one-dimensional 

solute transport during steady flow, noted similar behavior of solute 

concentration sensitivity to pore water velocity. Figure 2.3 shows that 

the sensitivity to aW rapidly drops off to zero ahead of and behind the 

wetting front. The pattern for 9sw is different to the extent that 

sensitivity to this parameter approaches 1 near the surface where 

9 ::: 9 s w, The behavior of water content sensitivity to the other 

parameters during infiltration is similar to that of aW, although a large 

variation in peak height was observed. 

Examples of water content sensitivity during the drying stage are shown 

for parameters ad and n in Figure 2.4. During the drying stage, water 

contents at the boundaries (x::O and x=lOO em) were prescribed1 and the 

sensitivity at these points thus vanishes. For ad, the sensitivity is 

initially highest near the lower boundary, while the sensitivity profile 

flattens out at later times. The initially higher sensitivity near the 

lower boundary is probably related to the fact that this part of the 

profile had not quite reached steady state when the reversal from 

ponding to evaporation occurred. For parameter n, the profile does not 

show any peaks throughout the drying period. The sensitivity increases 

with time as the soil becomes drier, but the sensitivity to this parameter 

always remains quite low compared to parameter ad (note also the 

difference in vertical scale between Figures 2.3 and 2.4). Pressure head 

sensitivities to parameters ad and 9 r during evaporation and 

74 



1.0 ~--------------------------------------. 

0.8 cxd 

--- n 

>-
I-
1-t 0.6 
> 
1-t 

I-
1-t 

lf) 0.4 z 
w 
lf) 

0.2 

t==26.5 t-2.5 
--~--- L _________ _ 

0. 0 ~::...:-~-=-=-=-=-:....:--=-::,-;:....=-=--=-=-=-::...;-=:1=.=-:=r=-==--=-=-=-=-=-=-=-=-r-::...; -=-=-=-==--=""'1 

0.00 0.25 0.50 0.75 1. 00 

DEPTH (m) 

Figure 2.4 Sensitivity of O(x,t) to parameters cxd and n during drying. 

75 



--8 
r 

10 5 -~"'d 
\ ------------~t~-~2~6~-~s ________ J 

>- 10 4 - \ 

~ r-\',~------------~t::2:·:5~-----------
> ' -----~ 10 3 - ........ ,- "'--- t=26. 5 --------------1-1 

(f) 

z 
w 
(f) 

""' '-... ----......------ t==2. 5 -------------~ 

10° ~----------~~r-----------~~------------~.----------~ 
0.00 0.25 0.50 0.75 1. 00 

DEPTH Cm) 

Figure 2.5 Sensitivity of h(x,t) to parameters ad and 9r during drying. 

76 



redistribution are shown in Fig·ure 2.5. Sensitivities were found to 

range over several orders of magnitude and are therefore plotted on a 

logarithmic scale. The sensitivity to parameter ad is generally at least 

one order of magnitude higher than that to 9 rr except near the soil 

surface at later times when the surface water content approaches its 

residual value. The corresponding pressure head becomes extremely 

sensitive to both parameters. 

Provided parameters are identifiable (columns of the Jacobian, Eq. 2.17, 

are linearly independent) the accuracy with which a parameter can be 

estimated depends on the magnitude of the sensitivity coefficients at the 

sampling points. The examples shown in Figures 2.3 - 2.5 indicate 

substantial differences in sensitivity among parameters. For further 

comparison, it is useful to define an aggregate measure of sensitivity as 

1 t ~ JL 
t=tl 0 

laq(x,t;b) 
I abi 

dx ( 2.41) 

where the soil depth L = 100 em and times tj were chosen as follows: 

t = 0.1, 0.3, 0.5, 0.8, and 1.1 d during infiltration, and t = 2.0, 4.0, 8.0, 

14.0, and 28.0 d during the evaporation/drainage stage. The normalizing 

factor Va% is defined by (2.14) for dependent variables 9 and h, 

respectively, and accounts for the different measurement units used for 

water contents and pressure heads. Equation (2.41) gives a measure of 

'overall' sensitivity of the various parameters. Results for water 
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contents and prt:ssure heads during infllti·ation and drying are given in 

Table 2.2. The table shows normalized prt:ssure heads to be, on average, 

about twice as sensitive as the normalized water contents. The results 

again show that sensitivities to the different parameters vary by several 

orders of magnitude. The parameters with highest sensitivity during 

infiltration are aW and asw, while during the evaporation stage cP, esw, 

a r• and a w are most sensitive. Parameters n and Ks show consistently 

low sensitivity. This is a somewhat unexpected result, especially for n, 

since this parameter appears as an exponent in (2.5) and (2.6). Although 

a relatively poor identifiability of Ks during drainage has been observed 

before (Dane and Hruska, 1983; Kool et al, 1987), it was expected that Ks 

would be a more sensitive parameter during infiltration, especially at 

later times when the infiltration rate asymptotically approaches K8 • 

However, for the relatively short infiltration event considered here, 

infiltration is controlled mainly by capillary forces and evidently not 

greatly influenced by .Kg. 

The foregoing results have several implications for sampling design. 

During ponded infiltration, measurements should be taken around the 

position of the wetting front as it moves through the soil. This can be 

done easily enough for water contents measured with a neutron probe, 

but much less so for pressure heads, since tensiometers allow 

measurements only at fixed locations. Although Table 2.2 shows that 

pressure head is a more sensitive variable than water content, the 

pattern of sensitivity coefficients indicates that, unless sufficiently large 

numbers of tensiometers are installed to allow tracking of the wetting 
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Table 2.2 Time and depth averaged sensitivities, si, given by 

equation (2.41). 

Infiltration 

parameter 9 h ratio h:9 

cxd 7.33 w-3 2.29 w-:.z 3.1 

cxW 2.54 lQO 4.27 10° 1.7 
n 1.04 10-1 2.81 w-1 2.7 

9r 3.30 w-• 1.24 10° 3.8 

9sd 3.48 w-• 5.29 w-• 1.5 

9sW 2.21 10° 3.02 10° 1.4 

Ks 1.98 w-:.z 3.69 w-:.z 1.9 

Drainage/Evaporation 

parameter 9 h ratio h:9 

cxd 1.29 10° 4.62 1Q1 3.8 
cxW 4.71 w-1 8.70 w-1 1.8 

n 5.63 w-:.z 2.26 w-~ 4.0 

Or 3.92 w-1 6.85 10° 17.5 

9sd 1.66 w-• 4.05 w-1 2.4 

9sW 1.40 10° 4.28 w-• 0.3 

Ks 6.16 w-3 6.00 w-3 1.0 
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front, most of the information during the infiltration stage will be 

obtained from water content measurements. The pattern further 

indicates that the location of measurement points during the drying 

stage is much less critical resulting in no particular benefit in varying 

the location of measurements with time. Preliminary investigations have 

shown that simultaneous use of water contents and pressure heads as 

input data for the inverse problem is partially redundant, although both 

types of data are required to obtain a reasonably well-posed problem. 

In view of these considerations, we shall use water contents as primary 

input data together with measurement from a single tensiometer. Because 

the sensitivity of pressure head decreases with soil depth, the preferred 

location for a tensiometer will be near the soil surface. As additional 

sources of uncertainty are included, we will consider increasing the 

number of tensiometers as necessary to obtain a well-posed inverse 

problem. Disregarding the detrimental effect on estimation accuracy of 

dependencies among parameters, the parameters that we should be able 

to estimate most accurately are ocw, ocd, and esw, while parameters n and 

Ks are expected to be least accurately estimated. 

Inversion of Error-Free Data 

We consider first the inversion of a hypothetical data set assumed to be 

entirely free of error in water content and head measurements. Water 

content measurements are made at the same times used to compute 

sensitivities in the preceding section. During ponded infiltration, 
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measurements are made at four depths over a 15 em zone centered 

around the postion of the wetting front. During the drying stage, 

measurements are made at fixed depths of x = 15.0, 30.0, 50.0, and 75.0 

em. Pressure head data are employed from one tensiometer installed at 

15 em depth and measured simultaneously with water contents. To obtain 

a close approximation to the initial condition, it is assumed that initial 

pressure head and water content distributions are both known. In 

addition, it is known which parts of the profile are initially wetting and 

which are drying. The lower and upper boundary conditions during 

drying are approximated from measured water contents. Since the water 

content can never be measured exactly at the surface, the 'measured' 

surface water content is actually taken as an average of the water 

content in the upper 3 em of the soil. All measurements are error free. 

It is not very likely that such good data will be available in a practical 

situation, but still it is useful to verify that the inverse problem can 

actually be solved under ideal conditions, before considering more 

realistic scenarios. 

Initial and final parameter values and their estimated standard deviations 

are given in Table 2.1. Since exact data are fitted, the residual error is 

quite small (s 2 = 7.0xlo-6). Estimates for all parameters are close to the 

actual values, even for the relatively insensitive parameters n and Ks. 

Parameter standard deviations are also quite small, indicating that all 

parameters are well-determined. The relative magnitudes of the standard 

deviations follow the pattern that was indicated by the analysis of 

sensitivity coefficients. The only somewhat unexpected result is that 01.w 
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has a higher standard deviation than ..,.d. Inspection of the parameter 

covariance matrix (2.35) shows that very high correlations between 

parameters do not occur; the most highly correlated parameters are e r 

and n (A=0.73), 

Effects of Data Error 

In the remainder of this study we investigate the effects of data and 

model error on estimation accuracy and parameter identifiability, starting 

here with the case where the correct constitutive model is employed in 

the inversion, but input data are subject to random error. Data error 

may be regarded as representing combined effects of measurement error 

and soil nonhomogeneity not explicitly included in the model. We assume 

here that this data error can be represented as a N(O,u2 ) term which is 

added to the exact water contents and heads. Error standard deviations 

for water contents and heads were arbitrarily taken to be 

ue = 0.03 m3 m- 3 

uh = 15.0 em 

All 'measurements' of heads and water contents, including those used to 

define the initial and boundary conditions, are corrupted with error. 

Figures 2.6 and 2. 7 show the effect of error of this magnitude on water 

content profiles and surface water content, respectively, during drying. 

For the initial condition, we shall assume that the initial state of the 
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system is deduced from water content. n,ea:>t.trements alone. Not only are 

these measurements subject to error, but the wetting-drying history of 

the medium is unknown and initial water contents are assumed to 

correspond to the boundary drying curve in the 9(h) relationship. 

Attempts to solve the inverse problem with all parameters unknown 

resulted in large standard errors on the parameters and final parameter 

estimates that depended greatly on their starting values. In other 

words, the problem no longer has a unique solution. However, direct 

information on some of the parameters is available from the experiment 

itself which can be used to reduce the dimensionality of the optimization 

problem, For instance, the average water content in the wetted part of 

the profile at the termination of infiltration will approximate the wetting 

satiated water content. Similarly, the infiltration rate at long times will 

approach Ks• We will eliminate several parameters as follows: 

(i) esw is set equal to the average water content in the wetted part 

of the soil at the end of ponding. 

(ii) 9 8 d is set equal to the porosity of the soil which 1s taken as 

known. 

(iii) Ka is set equal to the final infiltration rate (= 11.0 em d- 1 ), 

(iv) 9r is set equal to the lowest observed surface water content 

during evaporation minus a small amount (0.005). 

This procedure leaves the parameters ex w, ex d and n to be estimated. The 

only parameter which is taken to be known exactly is the relatively 
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insensitive Bsd· A good approximation is also used for Ks, the actual 

value of which is 10.0 em d- 1 • The approximation for Ssw is based on 

physical considerations, but since the soil will not wet along the 

boundary wetting curve, the observed satiated water content will be 

somewhat higher than the actual 9 s w. The definition for 9 r is somewhat 

arbitrary, but is reasonable for the conditions considered here. The 

effect of leaving 9r as an additional unknown parameter in the inversion 

was evaluated for a number of different data realizations, which yielded 

largely the same results as fixing 9r in the manner indicated above. 

This is not an unexpected result, since the analysis of parameter 

sensitivity indicated that Br will be determined mainly by water contents 

and heads in the upper part of the soil during the later stages of 

evaporation, which in turn are controlled by the imposed upper 

boundary condition. Note that the values at which Bsw and 8r are fixed 

will be affected by errors in the 'measured' water contents, i.e., every 

data realization will yield particular values for Br and Bs w. 

The inverse problem with parameters aw, ad and n was solved for 20 

different data realizations. This number of realizations is too low to 

provide accurate eonfidence limits on the parameters, but for the present 

problem this was not our primary consideration. Here we are interested 

in how accurately the B(h) and K(B) relationships can be determined. 

For this purpose we define as a measure of prediction accuracy the 

root-mean-square-error (RMSE) for deviations between actual and 

predicted K-9-h relations 
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For O(h): 

(2.42) 

For K(O): 

where e(h) and K(S) represent the actual hydraulic properties and se (h) 

and Ke(s) represent the estimated functions for a specific data 

realization, and the N head increments and M water content increments 

are chosen such that they cover the range from satiated to dry 

conditions. Conductivities are log-transformed to give approximately 

equal weight to values over the entire range of water contents. 

Values of the RMSE's are given in 'l'able 2.3. Besides values which are 

averaged over all 20 realizations, the averages for realizations 1-10 and 

11-20 are also given. The results are quite close, indicating that the 

number of realizations used is sufficient to obtain a stable mean value 

for the RMSE. Table 2.3 indicates that the drying branch of the 9(h) 

relation is predicted with considerably higher accuracy than the wetting 

branch. The explanation for this is two-fold. First, there was no error 

in the value for S8 d, whereas S8 W is somewhat in error, which will result 

in better agreement for the main drying curve than for the main wetting 

curve, at least for heads close to zero. Second, we recall from the 

sensitivity analysis that marked sensitivity to the wetting front position 

was observed during ponded infiltration, especially for parameter aW. 

Consequently, parameters will also be sensitive to errors in the 
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Table 2.3 Effect of random data error on prediction of 8(h) and K(8) 

relations. 

Average Prediction Error (RMSE) 

e(h) log10K(B) 
wetting drying 

runs 1-10 0.024 0.018 0.797 

runs 11-20 0.022 0.015 0.687 

overall 0.023 0.017 0.744 
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'measured' wetting front position. Du6n!r i:he drying stage sensitivities 

are more evenly distributed, and pa.t·amotE:c estimates are therefore less 

affected by random data error. Means and standard deviations of the 

estimated parameters over the 20 realizations are: IXd = 0.0096 z 0.002; 

IXw = 0.0196 t 0.0057; n = 1.896 :t 0.234, confirming that IXd, which is 

determined mainly from measurements during the drying stage, is much 

less sensitive to random data error than IXw. Of the three parameters 

which were taken to be unknown, only n appears in the K(e) relation. 

The relatively large sensitivity of n to error in the input data may 

explain the correspondingly large prediction error for the K(e) relation. 

The average RMSE of 0.744 for log10 K is equivalent to an average 

prediction error of somewhat over half an order of magnitude for the 

conductivity over the range of water contents. 

The preceding results were obtained by weighting observations of water 

contents and heads inversely to their mean measured values (see Eq. 

2.14). Results obtained with a mixed weighting scheme using (2.14) for 

the first few iterations and then switching to the adaptive weighting 

given by (2.10) were rather disappointing. When the switch to adaptive 

weighting was made too early, the optimization scheme sometimes failed to 

converge. On the other hand, when the switch was made after complete 

convergence of the first stage, we found for all 20 cases that the 

additional iterations during the adaptive weighting stage resulted in 

negligible change in parameter values, while adding significantly to total 

computer coats. While the simple weighting scheme (2.14) is unlikely to 

be optimal in a statistical sense, we conclude that adaptive weighting 
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offers no improvement for the problem cm•s~dered here. 

We also examined the relative importance of errors in initial and 

boundary conditions. To evaluate effects of initial condition uncertainty, 

inversions for the first ten data realizations were repeated with initial 

conditions specified exactly. We similarly examined effects of error in 

the boundary condition during the drying stage, by repeating the 

inversions with correctly specified boundary conditons, i.e. the boundary 

conditions are still approximated as equivalent first-type conditions but 

assuming now exact measurements. The analyses were carried out for 

the first ten data realizations using only data from the drying stage. 

The initial condition is thus given by the state of the profile at the end 

of ponding, which permits estimation of ed (h) only. The effects of 

removing uncertainty in initial and boundary conditions, respectively, are 

summarized in Table 2.4 with average prediction errors again expressed 

in terms of the RMSE. A comparison of the results in Table 2.4 with 

those in Table 2.3 shows that removal of uncertainty in the initial 

condition resulis in a fairly small improvement in the prediction of aw (h) 

and K(9) while leaving the prediction of ed (h) unaffected; this indicates 

that prediction accuracy is not very sensitive to uncertainty in the 

initial condition. 

The results in Table 2.4 also suggest that uncertainty in the boundary 

conditions during drying has a large effect on the accuracy of predicted 

ad(h) and K(9) relations. Case B in Table 2.4 shows that removal of the 

error in boundary conditions improves the prediction accuracy 
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Table 2.4 Effects of different sources of error on prediction accuracy. 

Average Prediction Error (RMSE) 

e(h) log10K(O) 
wetting drying 

Case A. Exact initial conditions 0.022 0.018 0. 711 

Case B. Exact boundary conditions * 0.007 0.360 

Case c. Exact measurements inside 
profile * 0.016 0.671 

Case D. Errors in all measurements * 0.018 0.751 

* Cases B, C, D: only drying stage considered in inversion 
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approximately two-fold. In contrast, removal of the uncertainty in water 

contents and heads inside the profile, while leaving error in the 

boundary conditions, has a much smaller effect on the prediction 

accuracy (Case C). Finally, comparison of Case D with Table 2.3 shows 

that the use of data from the drying stage only versus combined wetting 

+ drying has little or no effect on the prediction accuracy of the ed (h) 

and K(9) relations, although it precludes of course the simultaneous 

determination of the BW(h) relation. 

Effects of Combined Data and Model Error 

We finally investigate the combined effects of data error and error in 

the assumed constitutive relations on the predicted 9(h) and K(9) curves. 

Consider the same hypothetical infiltration/drying experiment as before, 

except that hydraulic properties of the material are not given by (2.2) -

(2.6) but by expressions of the form 

K = Ks(a!w)~ (2.44) 

where p = w or d denotes the saturation path. Parameters 9s w, 9sd, 8r 

and Ks were assigned the same values as before (see Table 2.1). Other 

parameters were given the values: pw = 0.01 cm- 1 , pd = 0.004 cm- 1 and 

~ = 16.0. In generating water content and pressure head profiles for 
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the infiltration/drying event, the hyat,~.:t':c:;l:>/air-entrapment routine was 

not changed. Besides operational co!lvaui•"nee, the justification for this 

is that different hysteresis models ywld quite similar solutions to the 

direct problem (Jaynes, 1984), with the corollary that the inverse 

problem will have very little sensitivity to the exact form of the 

hysteresis model. Generated water content and head profiles were 

sampled as discussed previously to provide input data for inversion. 

Measurements during ponded infiltration were made at the same times as 

before, with measurement locations again taken in a 15 em zone centered 

around the position of the wetting front. Observations during drying 

were also made at the same times and locations as before. 

In the inverse solution, the constitutive model (2.2) - (2.6) was used with 

e w-ed-e 1. s - a - a• .e., assuming closure of the retention curve even 

though the actual retention function (2.43) involves separate values for 

The motivation for assuming a closed retention loop is 

based on preliminary inversion runs which indicated that the existence 

of separate parameters Ssw and e8 d could no longer be deduced. Hence 

we fall back to the simpler model, employing a single parameter 8 8 • The 

value of this parameter was set equal to the 'observed' water content at 

the end of pending. K8 was again taken to be estimated from the final 

ponded infiltration rate equal to 11 em d- 1 • As befo!'e, 8r is determined 

from 'measured' surface water contents, and parameters t:Xw, cxd and n are 

obtained from the inversion. 

To allow distinction between the effects of model and combined model + 
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data error, the inverse problem was fir:;;t aolved using error-free data. 

The predicted K(6) and main wetting and drying branches of 9(h) are 

compared with actual hydraulic properti<Js in Figure 2.8. Differences 

between actual and predicted hydraul-ie pl'operties, as expressed in the 

RMSE for 9(h) and log10 K(6), are given in Table 2.5. The largest 

deviations between the actual and predicted retention functions occur for 

the drying boundary at pressure heads near zero and stem from the fact 

that the value used for 98 is a poor approximation to esd. Since 98 was 

taken as the satiated water content after wetting, its value is quite close 

to 9sw and overall agreement with the wetting 9(h) boundary 1s 

consequently better than for the boundary drying curve. On the whole, 

we judge that the predicted 9(h) and K(9) relations describe the actual 

hydraulic properties reasonably well. 

To study the combined effect of model + data error, 10 data realizations 

were generated by adding N(O,a2 ) error of the same magnitude as before 

to "observed" water content and pressure head data generated with 

(2.43) and (2.44), followed by solution of the inverse problem for each 

data realization. In 6 out of the 10 cases, identical values for aw and ad 

were returned. As a check, the inversions were repeated for these 6 

cases using different starting points for the least-squares minimization, 

yielding the same results. In the other 4 cases where different values 

for aW and ad were returned, the parameters showed typical symptoms of 

being ill-defined. Correlation coefficients between the three parameters 

etw, ad and n were quite high, often exceeding 0.9, and parameter 

standard errors were also high. These four cases were also analysed 

94 



----·----

a 
1 0 D -l-----.-----,----,-'1L--'--j 

... 
-1 

10 

I -2 
"U 10 

E u -:il 
v 10 

10 
-4 

-s 
10 

-6 
10 

0. 1 D.2 D.3 D. 4 D.5 

b 

D. 1 D.2 0.3 0.4 D.5 

Figure 2.8 Assumed non van Genuchten hydraulic properties (solid 

lines) and predicted properties from flow inversion using 

van Genuchten model without data error (dashed lines), and 

with dala error (dashed-dotted lines). (a) O(h) relation, and 

(b) K(O) relation. 
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Table 2.5 Effect of combined model + data error on prediction of 8(h) 

and K(8) relations. 

Average Prediction Error (RMSE) 

no data error 1 

data + model error2 

wetting 

0.012 

0.036 

1 hysteretic e(h) relation fitted 

8(h) log10K(8) 
drying 

0.024 

0.026 

0.495 

0.425 

2 non-hysteretic 8(h) relation fitted 
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again, this time by fixing a W: = ec: d ~ .-x, 1.e., fitting only the two 

parameters ()( and n. The overall fie. to the data, as judged from the 

residual sum of squares in each case turned out to be only marginally 

worse than obtained with the three-parameter model, and the residual 

variance (see Eq. 2.36) was in all but one case actually lower for the 

two-parameter model. Evidently, under conditions of uncertainty in both 

the constitutive model and input data, it is no longer possible to reliably 

distinguish separate values for ()(w and ()(d, and hence to ascertain 

whether or not the retention function exhibits hysteresis. The fact that 

the number of parameters that can be meaningfully identified decreases 

as the level of uncertainty increases has been noted for other inverse 

problems (e.g., Carrerra and Neuman, 1986; Chu et al., 1987). A possible 

remedy is to include a<;lditional information in the objective function, 

either in the form of prior parameter information, or by increasing the 

number of observations. We investigat~d the latter by using pressure 

head measurements from a second tensiometer installed at 60 em depth, 

in addition to the already available water content and head data. From 

the inversion using all 10 data realizations, we found that this 

supplementary data did not yield any better resolution of parameter 

estimates. 

Average prediction errors for the data + model error case are also given 

in Table 2.5. The values in this table are based on the inversion using 

only data from the tensiometer at 15 em depth and fitting the 

two-parameter, non-hysteretic model. The predicted retention function is 

still compared with both wetting and drying boundaries of the actual 
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9(h) relation. A.s was the case with re~mlts presented in Table 2.3 (data 

erro1· only), and in contrast with the case of model error with error-free 

data, agreement with the drying boundary is better on average than 

agreement with the wetting boundary. A8 expected, the prediction error 

is larger when both model + data error are considered, compared to the 

model error only or data error only cases. Surprisingly, this does not 

appear to be the case for the predicted K(9) relationship. The average 

error is in fact lowest for the combined model + data error case. This 

result is unexpected, and perhaps a spurious result due to the small 

number of data realizations that were analysed. 

CONCLUSIONS 

We have presented details of an analysis of the inverse problem for 

one-dimensional transient unsaturated flow, employing an efficient 

Levenberg-Marquardt algorithm for the nonlinear weighted least-squares 

inversion. Sensitivity analyses were shown to be a useful tool for 

designing optimal sampling schemes. In ideal situations, experiments 

should be designed to maximize the sensitivity to all parameters. In 

many instances it will not be practically feasible to invert for all 

parameters simultaneously. A more realistic approach would be to design 

the experiment so that direct information on the least sensitive 

parameters is obtained, enabling either their elimination from the inverse 

problem, or providing a good starting value for these parameters and 
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subsequently constraining theta to remain close to that value. 

We showed that the parameters 1n the extended van Genuchten model for 

hysteretic K-9-h relations can be estimated from simple one-dimensional 

infiltration/drying experiments using reHdily obtainable measurements of 

water content and pressure head, provided there is no error in either 

the assumed constitutive model or any of the measurements. Both are of 

course important caveats. As long as the correct constitutive model is 

used and directly measurable parameters are eliminated, a reasonably 

good prediction of hysteretic hydraulic properties can be obtained. The 

analysis further shows that besides the magnitude of sensitivities, their 

distributions in space and time are important in determining parameter 

identifiability. Strong peaks in the distribution of sensitivity 

coefficients indicate that the corresponding parameter will be sensitive to 

measurements at these points. By the same token, parameter estimates 

will be strongly affected by measurement errors. For the case of 

ponded infiltration, parameter estimates are very sensitive to correct 

identification of the position of the wetting front. Random measurement 

error was found to have a more detrimental effect on prediction of the 

wetting 9(h)-relation than on prediction of the drying branch. During 

drainage, with a relatively high evaporative flux at the soil surface, the 

accuracy of prediction is determined mostly by how well the boundary 

conditions, and in particular the evaporative flux across the soil surface, 

are approximated. 

When both the assumed constitutive hydraulic model and measurements 

99 



are subject to error, ihe number of parameters that can be 

simultaneously estimated furtheJ· decn!ascs. For the scenario considered 

here, it was no longer pm:;siLle to identif;:,r hysteretic properties of the 

water retention function. BecauBe the aetual retention function employed 

did not exhibit much hysteresis, the hy~:~teretic effects could be easily 

overwhelmed by other sources of error. The combination of measurement 

uncertainty and typical lack of soil homogeneity may be expected to 

preclude identifying a detailed hydraulic property model in many field 

situations. For our hypothetical soil, the non-hysteretic hydraulic 

properties still describe the actual K-9-h functions reasonably well, 

especially the K(B)-relationship, and the use of a simpler constitutive 

model resulted both in faster solution of the direct problem and faster 

convergence of the least-squares minimization problem. 
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Chapter Ill 

APPLICATION OF THB INVERSE METHOD 

FOR CHARACTERIZING IN--SITU HYDRAULIC PROPERTIES 

ABSTRACT 

The parameter estimation algorithm described in Chapter 2 is applied to 

estimate hydraulic parameters via inversion of the transient flow 

equation for two in-situ experiments. The first experiment involves 

drainage from a large, 42 m3 , initially saturated lysimeter or caisson. 

The caisson soil material is characterized by a high degree of 

homogeneity and was intensively instrumented. Four parameters in van 

Genuchten's K-9-h model (a, n, 9r and Ks) were simultaneously estimated. 

Excellent agreement was found between predicted and independently 

obtained water retention and conductivity relations. The estimation error 

was relatively large for Ks, indicating insensitivity of the unsaturated 

flow process to this parameter. The second case involves inversion of a 

transient infiltration-drainage field experiment carried out at New Mexico 

State University. Considerably higher data uncertainty than in the first 

problem prevents estimation of more than the two shape parameters a 

and n. Attempts to use a more complicated two-layer or hysteretic model 

in the inversion show occurence of multiple minima on the response 

surface, with results being not or only marginally better than those 

obtained with the two-parameter model. The complexity of the model that 
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can be meaningfully identified appears to be controlled by the level of 

uncertainty in a given set of experimental data. 

INTRODUC'riON 

Several results have been obtained in recent years pertaining to the 

determination of unsaturated soil hydraulic properties by numerical 

inversion of the transient flow equation (Zachmann et al., 1981, 1982; 

Hornung, 1983; Kool et al. 1985; Parker et al. 1985; Jennings et al., 1985). 

Altough the approach imposes no a priori constraint on experimental 

design, most studies have considered drainage from initially saturated 

soil cores. Kool et al. (1986) considered a combined inflow-outflow 

experiment and concluded that inversion of both wetting and drying data 

could be used to determine hysteresis in the soil water characteristic. A 

common feature of all these studies is that they involved analysis of 

laboratory column experiments, while also using mostly synthetic, rather 

than real data. The flow inversion approach would gain much in appeal if 

it could be used successfully for determining hydraulic properties from 

in-situ experiments. To date, the only published application of flow 

inversion to an experiment approximating field conditions is t.he study of 

Dane and Hruska (1983). In the latter study, parameters ex and n in van 

Genuchten's (1980) model for nonhysteretic soil hydraulic properties were 

determined by inversion of a transient drainage experiment performed in 

a 0. 76 m diameter by 0.9m deep lysimeter filled with a clay loam soil. The 

authors reported good agreement between the predicted and 
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independently determined Y~<itf:r· :n;tentiou eharacteristic. 

The analysis presented in Chapter 2 also indicates the feasibility of 

determining hydraulic parameters by invertlion of transient in-situ data, 

but at the same time points to difficulties that may arise when input 

data are subject to uncertainty, as may be anticipated for field 

measurements. Uncertainty in input data will aggravate the inherent 

ill-posedness of the inverse problem. While analysis of a carefully 

designed synthetic experiment allows much insight to be gained about 

the nature and behavior of a problem under various conditions, such an 

experiment can only approximate realistic conditions. The eventual 

acceptance of the conclusions from an hypothetical analysis rests upon 

results obtained from application to real data. Therefore, the purpose of 

this study is to discuss the application of the inverse method to two 

transient in-situ experiments, and thereby to evaluate the conclusions 

from Chapter 2. 
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INVERSION OF A LYSIMETBl~ DHA~NAGE EXPERIMENT 

Materials and Methods 

The first experiment to be discussed involves drainage from an initially 

saturated 3 m diameter by 6 m deep lysimeter. The lysimeter was filled 

with crushed Bandelier Tuff, a material with silty sand texture. The 

experiment was carried out at Los Alamos National Laboratory and is 

discussed in detail by Abeele (1984). The lysimeter was instrumented 

with neutron probe access tubes and tensiometers, both installed at 

depths of 0.4, 1.16, 1.91, 2.71, 3.47 and 4.23 m. The average water 

content following ponded infiltration for more than one month provided a 

value for Bs of 0.331 m3 m- 3 • The saturated conductivity, K5 , computed 

from the steady state flux exiting the bottom of the lysimeter was 0.124 

d -1 m • After saturation, the lysimeter was allowed to drain for 100 days 

during which period water content and pressure head profiles were 

monitored. The surface of the lysimeter was covered during the 

drainage period. Measured data are given in Appendix B. 

Since measurements are available only during drainage, it is not possible 

to verify the existence of hysteresis in the K-a-h relation and the model 

to be used in the flow inversion reduces to van Genuchten's (1980) 

original nonhysteretic model (Appendix A, eqns. (A.l) and (A.5)), with 

parameters as, er, Ks, ex and n. Of these parameters only as is taken to 

be known and fixed at the average measured value of 0.331. The inverse 
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problem is thus similar to the one cons]der-ed by Dane and Hruska (1983), 

but. with 8r and K8 as additional unknowns. 

'l'he initllil condition for the direct pl'ublem is a zero pressure head 

throughout the depth of the lysimeter. 'rhe surface cover imposes a zero 

flux upper boundary condition. Observed pressure heads at x=4.23m with 

linear temporal interpolation were used to provide the lower boundary 

condition. It may be noted that the lower boundary condition in this 

case could be specified in several ways. The bottom of the lysirneter was 

covered with a 25 ern thick gravel layer, allowing a zero pressure head 

boundary condition at the interface depth. Alternatively, a zero pressure 

head gradient could have been specified for this gravity drainage 

problem. Both alternatives were in fact investigated and found to have 

negligible effect on parameter estimation results. As input data, water 

contents measured at 0.4, 1.16, 1.91, 2.71 and 3.47 m depth and times 

t = 1, 4, 10, 20, 40, and 100 d since the start of drainage were used, 

with additional measurements of pressure head at the same times, but at 

depth x=0.4 m only. The inverse problem was formulated as a weighted 

least-squares problem which can be written for this problem as 

min + 
b 

5 6 2 6 2 

= ~ ~ (e*ij- eij(b)) +wE (h*j- hj(b)) 
i=l j=l j=l 

(3.1) 

where e*ij represents measured water contents at depths Xi and times tj, 

h * j is the measured pressure head at depth 0.4 m and times t j• and b is 

the four-parameter vector (oc, n, 9r, Ks )T. In ( 4.1), w represents the 
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weight given to pressure hea.d observutiona; its value is obtained from 

(2.14), after normalizing so that water content observations receive unit 

weight, i.e., 

5 6 (." 

w = 6 l: I: e*Cx:t. lj) I 30 £ h*(tj) I (3.2) 
i=l j=l j~:l 

With pressure heads expressed in meters, (3.2) yields a value for w of 

0.160. After the analysis, w was recomputed using (1.8) as a check on 

the correctness of the value used in (3.1). Weighting the residuals in 

(3.1) by reciprocals of the estimated error standard deviations would 

have given a relative weight of w = 0.124. In other words, the value 

obtained from (3.2) is close to optimal for this problem. The WLS problem 

was solved using the algorithm outlined in Chapter 2, employing a nodal 

spacing of 5 em in the direct problem solution. The accuracy of the 

direct problem solution was checked by comparing simulation results with 

those obtained using a 2.5 em spacing, which gave essentialy identical 

results. A lower bound of 1.1 was specified for parameter n and 0.0001 

for the other parameters. Specifying a nonzero lower bound avoids 

possible embarrassment in the computation of the finite difference 

approximation (2.18) of the Jacobian. 
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Results 

Parameter estimates obtained from th(1 flow inversion and their statistics 

are given in Tables 3.1 and 3.2 Since the estimate of Br is at ihe 

lower parameter bound, there are no statistics for this parameter. Of the 

remaining parameters the estimate of K8 is the least accurate, with a 

95 % confidence interval that is almost z 50 % of the estimated value. 

Table 3.1 shows that the final estimate for this parameter remains quite 

close to the starting value. Indeed, using different initial values for Ks 

led to different parameter estimates. Besides the large estimation error, 

the dependence of the final parameter estimate on the initial value used 

indicates the poor identifiability of 14., which is further aggravated by 

the high correlation with the other parameters (see Table 3.2). Observed 

and fitted water content profiles at t = 1, 10, 40 and 100 days are shown 

in Figure 3.1. For pressure heads at 0.4 m depth, the mean deviation 

between observed and fitted values was 0.07 em. Figure 3.1 shows good 

overall agreement between observed and fitted water contents, with 

poorer results for t = 1 day and for the 3.4 7 depth at t = 4 days. 

Computed water content profiles show a more rapid initial decrease than 

obt:~erved. This is related to the high estimated value for Ks (Table 3.1) 

which is about 2 times higher than the observed value of 0.124 m c1 1 • 

A too high Ks value will result in overly rapid initial drainage, but will 

have leas of an effect when the soil has become unsaturated. 

Consequently, the estimate for Ks is determined mainly by observations 

at small times. As discussed in Chapter 1, a remedy for the poor estimate 

of saturated conductivity is to include prior information on Ks in the 
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Table 3.1 van Genuchten parameters for Bandelier Tuff estimated 

from inversion of lysimeter drainage data. 

initial estimated standard 95% confidence limits 
parameter value value deviation lower upper 

tX (m-1) 1.50 1.386 0.13 1.12 1.65 

n 2.00 1.525 0.048 1.42 1.62 

Or 0.05 0.001 

Ks(m d-1) 0.25 0.230 0.052 0.124 0.336 
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Table 3.2 Correlation matrix for parameters 

estimated from inversion of lysi­

meter drainage data. 

parameter 
parameter oc n Ks 

oc 1.0000 

n -0.9347 1.000 

Ks 0.9739 -0.9504 1.0000 

Correlations were computed using (2.35) and 
(2.38) 
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Figure 3.1 Observed and fitted water content profiles during drainage 
of Bandelier Tuff, 
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least-squares function. In this particular case a directly measured value 

for Ks was available, but in many practical situations it is quite difficult 

to determine a good value for in-situ J{ 8 , Alternatively, the early time 

observations could have been af1::Jigned higher weights to obtain a more 

accurate estimate for Ks· If an experiment contains no observations at 

saturated or near--saturated conditions, Ks will be very ill-determined, as 

for example in the experiment of Dane and Hruska (1983) who observed 

little sensitivity to Ks when it changed by an order of magnitude. To 

verify the accuracy of parameter estimates, predicted and independently 

determined e{h) and K(e) relations for the Bandelier Tuff are compared 

in Figure 3.2 and 3.3, respectively. The e(h) data points in Figure 3.2 

represent in-situ measurements from the lysimeter as well as from the 

laboratory for the lower pressure heads. The K{e) data points shown in 

Figure 3.3 were calculated from the lysimeter drainage experiment 

(Abeele, 1984) using the instantaneous profile method (Watson, 1966). 

Both figures show excellent agreement. 

Discussion 

While the results are very favorable, we recognize that the lysimeter 

experiment was carried out in a very homogeneous medium, whereas field 

soils may exhibit marked heterogeneity (e.g., layering) at the scale of 

observation. Also, the observed pressure heads at each time and depth 

are actually averages obtained from two tensiometers installed at each 

depth. Similarly, observed water contents represent averages over 
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Figure 3.2 Water retention characteristic for Bandelier Tuff predicted 
from inversion of transient drainage data. Data points are 
measured values. 
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Figure 3.3 Predicted K(9) relation for Bandelier Tuff and conductivities 

calculated from transient drainage data using instantaneous 

profile method (data points). 
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several readings made at each depth and time. Nevertheless, the type 

and intensity of measurements in the lysimeter example are those of a 

typical field situation. In this case, measurements were taken over a 

100-day period. While this seems quite long, the frequency with which 

measurements need to be taken should de~rease quickly as the duration 

of the experiment increases. The lysimeter data changed little after 

approximately 20 days. We made no attempt to determine the minimum 

required experimental duration. Experience with laboratory outflow tests 

indicate that the important factor is change in water content and 

pressure head between beginning and end of the experiment rather than 

duration of the experiment per se. This means that measurements would 

have to be taken over a longer period of time for a slowly draining 

heavy-textured soil as compared with a more quickly draining light-

textured soil. Alternatively, the desired effect may be obtained more 

rapidly by not covering the soil surface during drainage and allowing 

simultaneous evaporation and gravity drainage to occur. 

INVERSION OF A FIELD INFILTRATION-DRAINAGE EXPERIMENT 

The second example involves determination of hydraulic properties by 

inversion of transient flow data from a field infiltration-redistribution 

experiment carried out at New Mexico State University. Kool et al. (1987) 

performed the flow inversion for each of 91 sub-plots with the purpose 

of characterizing spatial variability of hydraulic properties. The 
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inversion was done for the upper 90 em of the soil, using water contents 

and pressure heads at 30 and 60 em as input data and tensiometer 

readings at 90 em to provide the lower boundary condition for the direct 

problem. Although measurements at most subplots showed evidence of 

layering, the soil was considered to be homogeneous; possible hysteresis 

in the water retention function was also ignored. Here, the inversion for 

one typical sub-plot will be examined in more detail. Taking the analysis 

of Kool et al. (1987) as a starting point, the effects of ignoring layering 

and hysteresis ·in the inversion will be examined. 

Materials and methods 

The field site is located in the flood plain of the Rio Grande river near 

Las Cruces, NM. The soil is a Glendale clay loam (Typic Torrifluvent), 

consisting of approximately 0. 7 m of fine silty clay loam overlying 

fine-to-medium sand (Nash et. al., 1987). A total of 91 neutron probe 

access tubes were installed to a depth of 1.5 m at 1 m lateral intervals 

along the center of the 93 m long by 3 m wide plot. At each of the 91 

subplots, tensiometers were installed at depth of 30, 60, 90, 120 and 150 

em. Tensiometers were placed 30 em apart along a line perpendicular to 

the long axis of the plot. Between August 2, 1985, and November 25, 1985, 

the plot was continuously drip-irrigated at a rate starting at 1.1 em d- 1 

and increasing to 4.4 ern d- 1 • Water contents at the tensiometer depths 

and pressure heads were measured prior to, and periodically during the 

irrigation period, as well as for 45 days during redistribution following 
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irrigation. The soil surface was eov(n·ed during the entire experimental 

period. Independent ponded surface infiltration tests were performed at 

each sub-plot. 

Experimental data for the sub-plot are given in Appendix C. Measured 

water contents and pressure heads at 30 and 60 em depth and times 

t = 1, 3, 5, 10, 53, 74, 88, 115, 116, 118, 133, and 159 days were used as 

input data for the inversion. In addition, water contents and pressure 

heads measured at 30 em and 60 em depth, 2 days before the start of 

the experiment, were entered into the objective function as (O,h) data 

pairs. Irrigation ocurred up to day 114 after which drainage with a zero 

flux surface boundary condition was initiated. Although treated as such 

in the analysis, the actual period between measurements was not always 

an exact 24 hour multiple and water contents and pressure heads were 

not always measured simultaneously. The lower system boundary is taken 

at 90 em depth, with the observed tensiometer readings, linearly 

interpolated in time, providing a first-type boundary condition for the 

direct problem solution. The initial condition was deduced from pressure 

heads measured one day before the start of irrigation. In assigning 

initial nodal pressure heads in the finite element flow model, pressure 

heads were taken to be constant with depth in the 0 - 30 em zone, and 

to vary linearly with depth between 30 and 60 em, and 60 and 90 em. 
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Results 

Table 3.3, case I, gives parameter estinltlteH and their statistics obtained 

by Kool et al. (1987) for the sub-plot. As mentioned before, the soil was 

treated as homogeneous and hysteresis was ignored; the hydraulic model 

therefore reduces to van Genuchten's (1980) 5-parameter K-8-h model 

(Appendix A, eqns. A.l and A.5). In this analysis only the two shape 

parameters a and n were estimated via the flow inversion. The 

independently measured steady ponded infiltration rate of 7.65 em d- 1 

was equated to Ks· A value of 0.395 was assigned to Bs based on 

inspection of measured water contents during the last stage of 

infiltration, and the residual water content Br was arbitrarily fixed at 

0.10. Although results varied between the sub-plots, Kool et al. (1987) 

found that it was generally not possible to estimate a r along with a and 

n. Attempts to do so typically resulted in large estimation errors for all 

three parameters. Much better results, with little or no apparent loss in 

accuracy, were obtained when ar was set to 0.10 for all subplots. 

J:.,igures 3.4 and 3.5 show the agreement between observed and best-fit 

pressure heads and water contents, respectively, with time. Observed 

and fitted pressure heads generally agree quite well. The break in slope 

of the fitted curve at 77 and 114 days corresponds to changes in the 

irrigation flux. 'l'he figure suggests some discrepancies for the 30 em 

depth between days 50 and 80. However, these deviations are 

exaggerated by the use of a logarithmic vertical axis; actual deviations 

are largest towards the end of the monitoring period. The comparison 
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TABLE 3. 3 Parameters estimated fr·om field infiltration-drainage 

inversion. 

Case Parameterc) 

I 0.313 0.0068 

II 0.281 0.0067 

III 0.308 0.0069 

Initial 

0.10 
0.395 
7.65 
0.010 
1.500 

0.10 
0.380 
7.65 
0.0141 
l. 3577 

0.10 
0.410 
7.65 
0.0141 
1.3577 

0.10 
0.395 
7.65 
0.0125 
0.0145 
1.400 

Final d) 

0.0141 
1.3577 

0.3797 

0.0155 
1.3561 

0.4067 

0.0145 
1.3248 

0.0141 
0.0147 
1.3440 

st. dev. 

0.0003 
0.0362 

0.0217 

0.0014 
0.0518 

0.0220 

0.0017 
0.0571 

0.0006 
0.0021 
0.0243 

a)f'ina1 value of the Weighted Swn of Squa:ces objective function; 

b)Residua1 variance, cf., (3.3); 

c)Ks in em d- 1 , a 1n cm- 1 , subscripts l and 2 for case II indicate soil 

layers; 

d)B1anks indicate fixed parameters. 
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Figure 3.4 Observed and fitted pressure heads at 30 and 60 em depth 

with time during transient infiltration-drainage experiments. 

123 



0. 5 ~-----------------------------------------------------, 

0.4 <> <> <> 
A 

(T) • • I <> 
E • 

(T) 

E 
'-J 

0. 3 
(I) 

<> 

0.2 

0 20 40 60 80 100 120 140 160 

TIME (d) 

Figure 3.5 Observed and fitted water contents at 30 and 60 em depth 

with time during transient infiltration-drainage experiment. 

Symbols as in Figure 3.4. 

124 



of observed and fitted water content::i in Figure 3.5 shows evidence of 

both soil layering and hysteresis. The presence of soil layering can be 

seen from the systematically lower water contents during irrigation at 

the 30 em depth compared to the 60 em depth. The presence of 

hysteresis in the water retention characteristic is suggested by the 

slower than predicted decrease in water content, especially at 60 em, 

after the termination of irrigation. Simultaneous measurements of 6 and h 

are plotted in Figure 3.6, together with the predicted water retention 

curve. Considering the scatter in measured data points, the predicted 

curve describes the 'average' observed data quite well. At the same 

time, this figure shows the systematically higher water contents near 

saturation for the 60 em depth, that were already evident in Figure 3.5. 

The effect of ignoring soil layering was investigated by repeating the 

inversion, treating the soil profile this time as a two-layer system, with 

layer 1 extending from 0 - 45 em and layer 2 from 45 - 90 em. This 

designation of soil layers is rather arbitrary and actual profile 

composition is likely to be considerably more complicated, reflecting the 

alluvial character of the deposits. Kies (1981) describes the soil profile 

near the field plot as follows: "On the average, the soil consisted of 

50 em of clay loam over 30 em of silty clay loam followed by sand. 'l'he 

limits between layers are not very well defined. There was 8 very heavy 

clay layer between 40 and 50 em having a variable thickness. Thin layers 

of silt or clay were present at various depths, but not always over the 

whole plot area", For the two-layer inversion, residual water content and 

saturated conductivity for both layers were set to 0.10 and 7.65 em d- 1 , 
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Figure 3.6 Observed and predicted 8(h) relation. Predicted curve from 

case I inversion. 
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respectively. Parameters 6s 1 ex and n we;:-e fitted separately for each 

layer. Final estimates from t.he homogen<::ous soil inversion (Table 3.3) 

provided starting values for a and n. Sta.ct.ing values for Bs were 0.380 

and 0.410, for upper and low.;;r layer, respectively. Inversion results are 

given in Table 3.3 (case II). 

The effect of ignoring hysteresis in the B(h) relation in the initial 

analysis was similarly evaluated by repeating the inversion using the 

extended van Genuchten model (Kool and Parker, 1987; Appendix A) for a 

hysteretic K-9-h relation. In this analysis, the soil was again taken to be 

vertically homogeneous. Taking the B(h) relation to be closed at 

saturation (esd=e 8 W), the constitutive model has 6 parameters: 88 , Or, K8 , 

ad, ccw, and n. The first three parameters were fixed as in the 

nonhysteretic analysis, while shape parameters ad, aW and n were 

estimated via the flow inversion. Results of this analysis are also given 

in Table 3.3 {case III). Predicted S(h) relationships for cases II and III 

are plotted in figure 3.7, together with the observed (S,h) data. Both 

the wetting and drying retention curves obtained from the case III 

inversion are drawn, but hysteresis in the predicted retention function 

is so slight that both curves are virtually undistinguishable. 

Discussion 

The results in Table 3.3 show a modest reduction in objective function 

value, and hence a better fit to the data, when allowing for either soil 
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Figure 3.7 Observed and predicted 9(h) relation. Predicted curves from 

case II and case III inversions. 
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layering or a hysteretic retention function. Further inspection reveals 

that the use of either a two-layer or a hysteretic model leads to better 

agreement between observod end fitted water contents, but not to a 

improved description of observed pressure heads. The mean deviation 

between observed and fitted pressurtl heads was in fact slightly greater 

for case II and III compared to case I. 'fo evaluate the significance of a 

better model fit, we compared the residual variances 

WSQ 
n-p 

(3.3) 

where WSQ is the value of the objective function (Weighted Sum of 

Squares) at the optimum, and n and p are the number of observations 

and estimated parameters, respectively. Values of s 2 are given in the 

second column of Table 3.3. They show that there is essentially no 

difference between the three cases. The value of s 2 is marginally lower 

for case II, but at the expense of higher estimation errors for the 

parameters. Values of oc and n in cases II and III remain quite close to 

those of case I, although the final parameter estimates in both cases 

were found to be quite sensitive to their starting values. When starting 

values other than those in Table 3.3 were used, the parameter solutions 

converged to local minima with higher final objective function values. 

Further inspection of Figures 3.6 and 3. 7 reveals that neither the 

two-layer nor the hysteretic model results in a better prediction of 9(h) 

as compared with the case I inversion. The agreement between observed 

and predicted 9(h) can be expressed in terms of the Mean Square 

Deviation (MSD) 
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m 
MSD = m- 1 I [e*(hi) - 9(hi)]2 (3.4) 

i=l 

where a*(hi) i~:; the observed water content at pressure head hi and O(hi) 

is the corresponding predicted water content. The MSD for cases I, II 

and III was 6.3xl0-\ 5.6xlo-•, and 6.4 x 10-4 , respectively. The value for 

case II is an average for the two layers, obtained by matching observed 

30 em data to layer-1 predictions and 60 em data to layer-2 predictions. 

The value for case III is a similar average, computed by matching data 

observed during drainage to the predicted drying curve, and data 

measured during irrigation to the predicted wetting curve. These 

results again indicate that the simple model used in the case I inversion 

performs at least as well as the more complicated models. 

CONCLUSIONS 

Results from the Los Alamos caisson drainage and the NMSU field 

infiltration-drainage inversions presented in this chapter substantiate 

the conclusions of the theoretical analysis in Chapter 2. The inversion of 

the caisson data shows that when the soil is homogeneous and accurate 

measurements are available, parameter estimation via flow inversion offers 

a rapid and accurate alternative to conventional methods for determining 

soil hydraulic properties. The relative precision with which the various 

parameters are estimated follows the same trend as found in Chapter 2, 
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with saturated hydraulic conduetivity b .. ;wi.~ particularly insensitive and 

therefore the most difficult to e8tiniaLe precisely. However, the 

insensitivity to Ks also implies that a:J long as one 1s interested in 

unsaturated flow behavior, an accurate value for Ks 1s probably not 

really that important. 

While yielding favorable results, the Los Alamos example is not 

representative of a typical field experiment. The NMSU field 

infiltration-drainage experiment, on the other hand, should be considered 

a more representative problem. While actual measurement error in 

pressure heads and water contents are not necessarilly higher than in 

the caisson experiment, they are compounded with other sources of 

uncertainty, such as soil heterogeneity, timing of measurements and 

uniformity of applied irrigation, thus leading to much higher overall data 

uncertainty. Results from the case I inversion show that it is still 

possible to describe the observed data reasonably well; predicted 

constitutive relations also agree acceptably well with observed system 

properties (Figure 3.6). The main penalty of higher data uncertainty is 

in the reduced number of parameters that can be meaningfully identified, 

and therefore, the degree of refinement of the assumed parameteric 

model that can be attained. This does of course, not imply that there is 

no layering or hysteresis in actual soil properties. The analysis in 

Chapter 2 showed that the effects of hysteresis may be overwhelmed by 

a high level of data error. Visual inspection of the soil profile near the 

field plot (Kies, 1981) confirms the presence of distinct layers. If 

anything, the assumed soil composition in the case II inversion 1s 
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probably too crude to yield signifie~:w1Jy better results than obtained 

under the homogeneous soil assumption (<~usc: I). 

The use of an overly complicated model in the inversion can be deduced 

from the ill-behaved parameter solution, notably its high estimation 

errors and/or lack of a unique soluiion. Results presented for the case 

II and III inversions show that parameter estimates remain quite close to 

those obtained in the case I inversion. This is more due to the fact that 

starting values for these cases were obtained from the case I results, 

rather than to an automatic degeneration the more complicated models to 

to the simpler model. Use of different parameter starting values than 

reported led to quite different estimates. 
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APPENDIX A 

DEVELOPMEN'I' AND EVALUA'flON OF CLOSED-FORM EXPRESSIONS FOR 

HYSTERETIC SOIL HYDHA LT LIC PROPERTIES 

ABSTRACT 

A concise representation of hysteretic soil hydraulic properties is given 

based on a combination of van Genuchten's parametric K-8-h model and 

Scott et al. 's empirical hysteresis model modified to account for air 

entrapment. The resulting model yields compact, closed-form expressions 

for the hysteretic water retention curve 8(h) and the soil water capacity 

C(h), as well as for the hydraulic conductivity function K(h). Depending 

on the degree of simplification involved, the model contains a total of 6-9 

parameters which can be calibrated from direct measurement of O(h) and 

saturated conductivity or by an inverse solution approach from transient 

flow experiments. Comparison of model-predicted and measured K-0-h 

relations for eight soils revealed one case in which model predictions 

were very poor. Model accuracy was judged to be acceptably good in 

the other cases. Mualem's modified dependent domain model was found to 

be more accurate for soils with very narrow pore size distributions. Use 

of a simplified version of the proposed model with 2 parameters 

eliminated provided overall accuracy very similar to that of the more 

complex model. 
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INTRODUCTION 

Considerable effort has been put into analysis and description of 

unsaturated hysteretic soil hydraulic properties. This effort has led to 

the development of numerous models for describing hysteresis in the soil 

water retention function, e(h), (e.g., Topp, 1971; Mualem, 1974, 1984; 

Killough, 1976; Hoa et al., 1977). Recently, Scott et al. (1983) 

introduced a simple empirical hysteresis model and showed that this 

model predicts scanning curves and hysteretic flow processes for 

different soils quite well. Jaynes (1984) evaluated four different 

hysteresis models and found that the different models gave generally 

equivalent results. In the event of approximately equivalent accuracy, 

calibration requirements and ease of incorporating the hysteresis model 

into a numerical flow analysis will be primary considerations in model 

selection. 

Modeling of hysteretic flow processes requires knowledge of at least the 

main wetting and drying retention curves plus the hydraulic 

conductivity - water content relationships of the medium. Considerable 

success has been achieved in the development of pore-structure models 

which allow the hydraulic conductivity function to be predicted from the 

saturated conductivity and water retention function. Incorporation of 

hysteresis models into pore-structure models is a straight-forward 

procedure which could considerably simplify the description of hysteretic 

flow, but such analyses have not been reported to date. In particular, 

it has not been shown that the combination of an approximate hysteresis 
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model with an approximate conductivity model leads to a final model of 

acceptable accuracy. 

It is the purpose of this paper to develop closed-form relationships for 

describing hysteretic soil hydraulic properties based on existing 

hysteresis and pore-structure models. Simplifications lhat allow further 

reductions in data requirements for model calibration will be 

investigated. The accuracy of the resulting model will be evaluated by 

comparing results with measured and hypothetical data, as well as with 

predictions obtained with Mualem's recent modified dependent domain 

model (Mualem, 1984). 

MODEL DEVELOPMENT 

The main hysteresis loop for a hypothetical soil is shown in Figure Al. 

It is assumed that main drying and wetting retention curves can be 

described accurately by van Genuchten's (1980) expression 

h < 0 
(A.l) 

h ~ 0 

where S e is the effective saturation, e is the volumetric water content 

(L 3 L - 3 ), h is pressure head (L), 8s and e r are the saturated and 

residual water conlents, respectively, oc (L- 1 ) and n are curve shape 
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Figure Al. Main 9(h) hysteresis loop for hypothetical soil. Curves are 

given by Eq. (A.l) with erd=arw and nd=nw. 
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paramete1.·s, and m = 1-1/n. We denote tht: main drying O(h) curve by 

ed (h) and the main wetting curve by ow (h). To obtain the most general 

description, we may allow all parameters in (A.l) to be variables. The 

main hysteresis loop is then described by the parameter vector 

the main drying curve, yielding a total of eight unknown parameters. A 

simplification may be obtained by setting erw=erd=er. We will also 

assume for the moment that the main hysteresis loop is closed at 

be discussed later. 

For the prediction of scanning curves in the B(h) relation, we employ the 

scheme proposed by Scott et al. (1983), hereafter referred to as Scott's 

model. In this model, drying scanning curves are scaled from the main 

drying curve and wetting scanning curves from the main wetting curve. 

Drying scanning curves are obtained by using the parameter vector 

(Bs*, Br, ad, nd) in (A.l), where Bs* replaces Bs and has the effect of 

scaling the drying curve to pass through the reversal point, yielding 

9 * -s -
e.cl. 

(A. 2) 

where eA is the water content at the reversal point and sed (h.cl.) is the 

value of the effective saturation on the main drying curve at the 

reversal pressure head hA• Hence, Sed (hA) is given by (A.1) with h=hA, 

and (9 8 , Br, ad, nd). Similarly, any wetting scanning curve is obtained 
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by using the parameter vector (Os, Or*• cxw, nW) where Or* is computed 

by adjusting the main wetting curve to pass through the reversal point, 

as 

(A.3) 

Figure A2 shows a scanning hysteresis loop, consisting of a primary 

wetting scanning curve and a secondary drying scanning curve 

predicted by (A.2) and (A.3). Note that the scanning loop is not closed: 

the drying scanning curve does not pass through the point where the 

wetting scanning curve departs from the main drying curve. As a 

result, a pumping effect will occur when the pressure head undergoes 

cyclic variations (Klute and Heermann, 1974; Jaynes, 1984). Since all 

scanning curves have the form of (A.1), differentiating that equation 

with respect to h gives an expression for the water capacity, C = d9/dh, 

which is valid for the main wetting and drying curves as well as any 

scanning curve and has the form 

h < 0 
(A.4) 

h ~ 0 

where ex, n, 9 r and 0 s represent values corresponding to the desired 

scanning curve (e.g., o:W or o:d, Or or Or*• etc.). 

Combination of (A.1) with Mualem's (1976a) hydraulic conductivity model 

leads to the following expression for hydraulic conductivity given by van 
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Figure A2. Primary scanning O(h) loop predicted by Scott's empirical 
hysteresis model. 
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Genuchten ( 1980) and writter; here for rtotaiional convenience in terms of 

the effective saturation as 

(A.5) 

where K8 1s the saturated conductivity (L1- 1 ). K(O) relationships 

predicted from (A.5) have been shown to yield good agreement with 

experimentally obtained hydraulic conductivities for a variety of soils 

(Dane, 1980; Stephens and Rehfeldt, 1984; van Genuchten and Nielsen, 

1985). The K( 0) function of soils generally exhibits little hysteresis. 

With o8 d and Ord=erw as previously asr:;umed, any hysteresis in the K(O) 

relation given by (A.5) is due to differences between nd and nW. Thus, 

a non-hysteretic K(O) function will be obtained by requiz·ing nd=nw=n. 

Imposing this constraint has the advantage of further reducing the 

number of model parameters, but will result in some loss of flexibility in 

describing O(h) since it implies that main wetting and main drying 

retention curves differ only in their values for parameter o:. 

So far it has been assumed that the hysteresis loop is closed at 

saturation, i.e., 0 d-e w s - s • In many experiments, however, it has been 

found that OsW L esd (e.g., Hoprnans and Dane, 1986) due to Ulr 

entrapment during rewetting. 'I'hese effects can be incorporated Hl the 

model using relationships developed by C. S. Land and given by Aziz 

and Settari (1979). The water content Ou at saturation upon wetting 

along an arbitrary scanning curve beg·inning from a reversal point at e..:l. 

is given by 
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with 

l 

0 d - 0 d s r 

(A.6) 

where esd = 9u = esw· Equation (A.6) is empirical in nature and is not 

expected to describe the process of air entrapment very accurately. 

Lacking more rig·orous procedures, the equation nevertheless provides a 

useful approximation. 'I'he advantage of (A.6) is thai it introduces no 

additional parameters and can be incorporated directly into the model. 

To use (A.6) together with (A.3) for predicting wetting scanning curves, 

6u is first calculated from (A.6) when a reversal from drying to wetting 

occurs. This value is then used for 9s in (A.3) as well as in (A.2) in 

ca::;e another reversal occurs. For non-closed 9(h) hystere::~is loops, an 

additional mechanism is needed to retain a non-hysteretic K(9). A simple 

and effective solution is to compute K(O) using parameters 9 8 , 6r, and n 

from either the main wetting or the main drying 6(h) curve. If the 

matching conductivity Ks in (A.5) corresponds to Ssw, parameters for the 

wett.ing branch are used, otherwise parameters for the drying branch 

are used. 

Incorporation of the above hysteresis model into a numerical flow code is 

at least for one-dimensional flow a straight-forward procedure. Necessary 

modifications are along the lines discussed by Gillham et al. (1979) and 

Pickens and Gillham (1980). A hysteresis index JC is assigned to each 
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node in the flow domain. 'I' he index has a value of + 1 if the medium at 

the node is wetting and a value of -1 if the medium is drying. A 

reversal occurs when the pressure head change at node j and time step 

k meets the criterion 

= 'T (A.7) 
IC 

where -r is set to some small positive value to ignore the effect of small 

local oscillations in the calculated pressure heads. When a reversal is 

detected, the nodal value of Bu is if necessary calculated and stored. 

The appropriate scanning curve is established and its coefficients stored. 

Coefficients 9..:~. and h.:~. are equated to Ojk- 1 and hjk-I, respectively, in 

calculating these coefficients. 

MODEL EVALUA'riON 

An attractive feature of the constraints flrw=erd and nW=nd is the fact 

that they reduce the number of model parameters that must be 

determined to define hydraulic properties. These constraints are 

predicated by the physical behavior of porous media, i.e., closure of the 

hysteresis loop at high negative pressure heads and the non-hysteretic 

nature of K(e). Remaining parameters are: Os (or Ssw and flsd), Br, ccd, 

cc w, n, and K8 • Except for Ks, these parameters are commonly obtained 

by means of a least-squares fit of (A.l) to measured equilibrium 
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c:on.~ci, wb,~reas olh.urt:> involved repacke-d laboruLo:cy colue1n::>. T'abk A.l 
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n 
Em = n- 1 E l .. o.d 

i:-..:1 

between measured and fitted O(h) for iheHe soils. The column labeled 

"best-fit" gives the average residual deviation when (A.l) is fitted 

separately to wetting and drying curves, i.e., 9s1 9r1 n and a are all 

variable; the column labeled "constrained" gives the average deviation 

For all soils, constrained Em's are higher than best-fit values. 

Agreement between measured and fitted data was checked by visual 

inspection. Only for the Rubicon sandy loam was the fit judged to be 

unacceptable. Figure A3 shows measured and fitted boundary e(h) 

curves for this soil. The Rubicon sandy loam is characterized by a high 

and well defined air-entry point on the main drying curve caused by a 

narrow particle size distribution and uniform packing of the medium. 

This is likely to be at least partially caused by the laboratory treatment 

of the soil. Undisturbed field soils usually exhibit much broader 

pore-size distributions (van Genuchten and Nielsen, 1985) and the 

constrained model may be expected to give better results for 

undisturbed soil~:~. Table A.1 also shows high Em values for the Ida silt 

loam 0-15 ern, but since values are high for both best-fit and 

constrained fit, imposing the constraints causes relalively little additional 

loss of accuracy. A more typical result is shown in Figure A4 for the 

Dune sand. Although deviations are considerably larger for the 

constrained than the best-fit model, the constrained model still gives an 
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TABLE A.l Average absolute deviation, Em, between Jneasured 

and fitted boundary O(h) curves for eight soils. 

Soil Constrained Best-fit 

Avondale cl. loam 0.0022 0.0014 

Rideau cl. loam 0.0057 0.0032 

Ida si. loam 0-15cm 0.0109 0.0083 

Ida si. loam >15cm 0.0089 0.0056 

Guelph lown 0.0057 0.0037 

Rubicon s. loam 0.0130 0.0045 

Dune sand 0.0080 0.0027 

Sand II 0.0087 0.0057 

constrained: 0 rd=o r w, n d=b w best-fit: variable 0 r' n, a 

n 
Em = n-t E IAoil 

i=l 
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Figure A3 Observed and fitted boundary e(h) curves for Rubicon sandy 

loam. 
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Figure A4 Observed and fitted boundary O(h) curves for Dune sand. 
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TABLE A.2 Constrained and best-fit parameters for eight soils. 

Constrained 

Soil Ks esd esw 9r d aW n {)/. 

Avondale cl. loam --- 0.354 0.354 0.255 0.95 l. 72 3.375 

Rideau cl. loam 2.298 0.416 0.416 0.288 1.85 4.73 2.637 

Ida si. loam <15cm 0.143 0.554 0.532 0.0 1.41 2.63 1.258 

Ida si. loam >15cm 0.360 0.530 0.514 0.025 1.58 2.29 1.355 

Guelph loam 0.316 0.520 0.434 0.219 0.98 2.36 2.140 

Rubicon s. loam 0.259 0.381 0.381 0.170 1.36 3.78 3.301 

Dune sand 5.040 0.301 0.301 0.101 3.06 5.27 6.779 

Sand II 1.980 0.360 0.306 0.073 1.80 3.75 7.826 
-

Ks in m day- 1 : a in m- 1 

-----
Best-fit 

erd erw ad aw nd nW 

0.261 0.251 0.95 l. 78 4.135 2,.786 

0.290 0.279 l. 70 6.12 3.416 1.914 

0.0 0.0 0.91 3. 71 1.333 1.221 

0.125 0.0 1.17 2.94 1.645 1.288 

0.215 0.199 1.02 1.84 2.032 2.533 

0.176 0.140 1.14 5.21 6.315 1.874 

0.098 0.093 3.02 5.47 8.904 4.264 

0.106 0.053 1.86 3.67 9.311 7.192 



acceptable fit to the data. Constrained an.d best-fit parameter values for 

the eight soils are given in 'rable A.2. Of the parameters, Ks, e8 d and 

6sw represent measured values, while the others were obtained by 

least-squares fitting. Note that for all undisturbed soils (except 

Avondale clay loam) the measured b•)llTidary hysteresis loop was not 

closed at saturation. It is tempting to lry to establish a relationship 

between cx.w and cx.d for the constrained model to further simplify the 

problem of model calibration. Inspection of Table A.2 indicate::; that the 

mean ratio of cx.w /cx.d for all soils investigated is 2.08 with a standard 

deviation of 0.46. For the undisturbed soils (Avondale clay loam, Ida silt 

loam, and Guelph loam) the ratio cx.W I cx.d is 1.88 :t 0.40 and for the 

repacked soils it is 2.29 :t 0.47. While not constant, the range in aw /ad 

is sufficiently narrow that assuming cx.w I o:d :;:f; 2 should provide a useful 

approximation in instances where data are lacking. 

Table A.3 gives average relative deviations between experimentally 

obtained K(O) and those predicted from retention data for the best-fit 

and constrained models as 

A relative error criterion is used because conductivities range over 

several orders of magnitude, whereas an absolute criterion a::; used in 

Table A.l would primarily reflect deviation::; near saturation where K is 

highest. Parameters from the main drying curves were used to pr·edict 

K(O) for the be~::~t-fil model. No measured K(O) were available for Lhe 
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TABLE A.3 Average relative deviation, Er, between measured 

K( 0) and K( 0) predicted from fitted 0 (h). 

Soil 

Avondale cl. loam 

Rideau cl. loam 

Ida si. loam 0-15cm 

Ida si. loam >15crn 

Guelph loam 

Rubicon s. loam 

Dune sand 

Sand II 

Constrained 

0.353 

0.538 

0.541 

0.422 

0.740 

0.201 

0.683 

Best-fit 

0.219 

1.893 

l. 755 

0.503 

0.168 

0.264 

0.472 

constrained: 0 rd=e rd, n d=n W beBL-fit: variable 8 r• n, a 

152 



0 

-1 

-4 • observad 

best-f'it 

constrained 

-5 

0.2 0.3 0. 4 0.5 

Figure AS Observed hydraulic conductivity data and K(9) predicted by 

Eq. (A.5) for Guelph loam with best-fit and constrained model 

parameters. 
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Avondale clay loam. From Table A.3 we observe that the best-fit model 

gives better results for the Rideau cby loam, Rubicon sandy loam, and 

Sand II, while the constrained model gives better predictions for the 

other soils, especially for Ida silt loam. Figure A5 shows measured and 

predicted K(O) for- the Guelph loam as a typical example. Table A.4 shows 

average absolute deviations between measured and predicted primary 

wetting and drying scanning curves of the four materials for which 

measured scanning curves were available. The error criterion, Em, is 

the same as used for Table A.l. Results for Scott's model are given 

using both constrained and best-fit parameters for the main hysteresis 

loop. The last two columns of this table give results obtained using 

Mualem's modified dependent domain model (Mualem, 1984) to predict 

scanning curves. The literature suggests that this is probably the most 

accurate available model for predicting scanning curves. Results for 

Mualem's model are given to provide a reference for evaluating Scott's 

model, using only parameters for the best-fit main hysteresis loop. 

Accuracy is generally within about 0.01 m3 m- 3 , except for Sand II which 

gives poor results for both the models. As might be expected, the worst 

results are obtained with the combination of empirical hysteresis model 

and constrained parameters for the main wetting and drying loop. It is 

not clear why model predictions for Sand II are so much poorer than for 

the other media. If we restrict ourselves to results for the other three 

soils, Table A.4 shows that both hysteresis models predict virtually 

identical primary (although not higher order) wetting scanning curves. 

Prediction of these scanning curves is also not much affected by using 

the constrained model for description of the main hysteresis loop. 
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Table A.4 Average absolute deviations, Em, between measured and predicted 

primary scanning 9(h) curves. 

Soil 

Rideau clay loam 

Rubicon sandy loam 

Dune sand 

Sand II 

n 

Em = n- 1 .r l""ei I 1=1 

-------
Constrained 

Wetting Drying 

0.0024 0.0065 

0.0118 0.0175 

0.0096 0.0151 

0.0656 0.1145 

Scott 

Best-fit 

Wetting 

0.0038 

0.0106 

0.0074 

0.0253 

Drying 

0.0050 

0.0141 

0.0096 

0.0220 

Mua1em 

---=B=est-fi~t::___ __ 

Wettiug Drying 

0.0038 0.0058 

0.0106 0.0047 

0.0074 0.0076 

0.0114 0.0271 



DJ.~ying scanning curves of the Rideau clay loam are predicted about 

equally well with either model. Drying seanning curves of the Dune 

sand are also predicted quite well with the empirical model, but 

considerable error rP-tmlts when this hysteresis model is combined with 

the constrained model for the main wetting and drying loop. Mualem's 

model gives much better prediction of drying scanning curves for 

Rubicon sandy loam. This is not unexpected as this soil is a typical 

example of what may be called a "dependent domain" medium. Upon 

desorption from a saturated state, groups of similar pores or domains in 

such media do not drain independently but remain water-filled until 

surrounding pores have drained and the pressure head has become 

smaller than the local air entry value. This involves a sudden transition 

for a medium with a narrow pore-size distribution such as the Rubicon 

sandy loam. Domain dependence does not occur during drying along a 

scanning curve since part of the pore volume is already drained and air 

can freely enter the system. As a result, it is impossible to accurately 

predict drying scanning curves of these media using empirical hysteresis 

models such as the one by Scott et al. (1983) or using independent 

domain models, which describe drying scanning curves by a simple 

rescaling of the main drying curve. This behavior is expected only for 

materials with narrow pore-size distributions, and is not typical of 

undisturbed field soils which generally do not exhibit the characteristic 

high and well-defined air-entry point on the main drying curve. As was 

the case for Sand II, we find for the other three materials that scanning 

curves are least well predicted when Scott's model is combined with the 

constrained equation (A.l) for describing the main hysteresis loops. 
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CONCLUSIOr~S 

Combination of van Genuchten's (1980) K-8-h model with the empirical 

hysteresis model proposed by Scott et al. (1983) allows derivation of 

compuct, dosed-form expres8ions for the hy~teretic water retention 

function, B(h), the soil water capacity, C(h), and the hydraulic 

conductivity, K(S) or K(h). Air entrapment, resulting 1n a non-closed 

O(h) hysteresis loop at saturation can be accounted for in a simple 

fashion by using the method of Land (see Azi~ and Settari, 1979). 

Significant differences in apparent wetting and drying 88 were evident 

in several of the soils studied. Under field conditions, air entrapment 

will be a common occurrence and it could have a significant effect on 

soil water movement (Stauffer and Dracos, 1984; Fayer and Hillel, 

1986a,b). 

Implementation of the hysteretic K-8-h mode) developed in this paper in 

a numerical flow code is straight-forward and involves little additional 

computational effort compared to a non-hysteretic simulation. At least as 

important, the model contains a relatively small number of parameter::~, 

thereby minimizing data requirements for model calibration. The number 

of unknowns in the model may be further r·educed by imposing 

constraints on the parameters e r and n. Our re~;ults suggest that this 

simplification will not lead to an unacceptable loss in accuracy as long as 

the soil does not have an extremely narrow pore-size distribution. If 

the medium does have a narrow pore-size distribution, like the Rubicon 

sandy loam in this study, a dependent domain model, such as Mualern's 

157 



modified dependent domain model will be required to accurately describe 

seanning curves. Another situation m which application of Scott's 

hysteresis model may lead to significant err·ors is when the flow process 

involves cyclic variations in pressure head. To avoid the so-called 

pumping effect, a hysteresis model is required that predicts closed 

scanning loops. Here too, the modified dependent domain model could be 

used. Jaynes ( 1984) suggests using the linear interpolation method of 

Hanks el al. (19'79) as a very simple and reasonably accurate procedure 

for approximat~ng scanning curves. Considering results from this study 

together with results obtained by Scott et al. (1983) and Jaynes (1984), 

there is a strong indication that while completely ignoring hysteresis in 

non-monotonic flow processes may lead to quite unacceptable resuits, a 

simple approach to modeling hysteresis can provide a major improvement 

in the ability to accurately describe flow behavior while requiring very 

little additional data and entailing little additional effort or cost to 

implement the phenomenon numerically. 
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APPENDIX B 

WATER CONTEN'l' AND PRESSURE HEAD DATA DURING TRANSIENT 

DRAINAGE OF Cl~USHED BANDELIER TUFF 

p) z2) 8(cm3 cm- 3 ) -h(cm) t z 8(cm3 cm- 3 ) -h(cm) 

1 0.40 0.293 51 40 0.40 0.184 201 
1.16 0.312 39 1.16 0.196 170 
1.91 0.319 31 1.91 0.198 142 
2.71 __ 3) 2. 7l 0.214 136 
3.47 3.47 0.224 118 
4.23 4.23 0.235 105 

4 0.40 0.246 85 80 0.40 0.169 261 
1.16 0.262 68 1.16 0.180 225 
l. 91 0.267 55 1.91 0.182 189 
2. 7l 0.287 49 2. 71 0.195 186 
3.47 3.47 0.211 174 
4.23 4.23 0.218 127 

10 0.40 0.219 120 100 0.40 0.164 284 
1.16 0.234 98 1.16 0.175 246 
1.91 0.237 80 1.91 0.177 207 
2.71 0.255 74 2.71 0.190 205 
3.47 0.255 54 3.47 0.206 197 
4.23 0.282 36 4.23 0.214 134 

20 0.40 0.201 155 
1.16 0.214 129 
1.91 0.217 106 
2.71 0.234 100 
3.47 0.239 080 
4.23 0.256 078 

1 )tirne (d) since start 
3 )missing value. 

of drainage; 2) depth (rn) from caisson surface; 

Data reproduced from: Abeele, W. V., 1984, Hydraulic testing of crushed 
Bandelier Tuff, Report LA-10037-MS, Los Alamos 
National Laboratory ('!'able IV). 
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APPENDIX C 

WATER CONTENT AND PRESSURE HEAD DA'rA DURING IN-SITU 

INFILTRATION-DRAINAGE EXPERIMENT (Sub--plot 88) 

30 em 60 cn1 90 em 
Date Day 1 ) e2) -h3) e -h e -h 

07/31/85 -2 0.283 349 0.280 147 0.212 79 
08/01/85 -1 __ 4) 330 148 81 
08/02/85 0 
08/03/85 1 0.273 292 0.243 151 
08/05/85 3 0.329 0.268 
08/06/85 4 0.332 19 0.299 98 0.327 75 
08/07/85 5 0.334 35 0.336 69 0.328 86 
08/09/85 7 0.347 34 0.369 59 0.332 93 
08/12/85 10 0.350 24 0.382 39 0.330 90 
08/16/85 14 0.347 17 0.392 33 0.348 93 
08/21/85 19 0.358 27 0.396 41 0.349 90 
08/29/85 27 0.358 16 0.391 25 0.358 81 
09/10/85 39 0.345 26 0.370 35 0.331 85 
09/11/85 40 
09/17/85 46 8 8 79 
09/24/85 53 0.362 3 0.401 11 0.363 87 
10/01/85 60 0 2 77 
10/15/85 74 0.370 5 0.407 10 0.377 78 
10/18/85 77 
10/22/85 81 +24 7 73 
10/29/85 88 0.370 +25 0.408 +3 0.381 61 
11/12/85 102 0.382 +23 0.409 2 0.376 74 
11/25/85 114.7 
ll/25/87 115 0.369 35 0.411 28 0.375 96 
11/26/85 116 0.356 60 0.407 55 0.365 91 
11/28/85 118 0.350 69 0.401 61 0.364 99 
12/02/85 122 0.343 86 0.391 75 0.356 104 
12/13/85 133 0.335 89 0.365 89 0.350 113 
01/08/86 159 0.323 107 0.325 121 0.337 120 

1 )number of days since the start of irrigation; 2 )water contents in 
cm3 cm- 3 j 3 )pressure head in em, prefix + indicates positive values; 
4 )missing value. 

a) 

b) 

c) 

d) 

a) infiltration rate 1.1 em d- 1 ; b) rate 2.2 em d- 1 ; c) rate 4.4 em d- 1 ; 

d) end of irrigation, start of redistribution. 

Data provided by: P. J. Wierenga, Department of Crop and Soil Sciences, 
New Mexico State University, Las Cruces, NM 88003. 
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